CLAIMS

1. A method for image processing, comprising:

performing human shape detection for a target image to obtain a human shape

detection result, the target image being acquired in a present scene in real time;

determining a region of interest in the target image according to the human shape

detection result of the target image; and

determining, based on brightness distribution in the region of interest, a target

parameter value for image acquisition in the present scene.

2. The method of claim 1, wherein determining the region of interest in the target image

according to the human shape detection result of the target image comprises:

in response to that the human shape detection result indicates that there is a face region
in the target image, determining the region of interest in the target image according to the face

region in the target image.

3. The method of claim 2, wherein determining the region of interest in the target image

according to the face region in the target image comprises:

in response to that there are a plurality of face regions in the target image, determining

a largest face region among the plurality of face regions; and

determining the largest face region as the region of interest in the target image.

4. The method of claim 1, wherein determining the region of interest in the target image

according to the human shape detection result of the target image comprises:
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in response to that the human shape detection result indicates that there is no face
region in the target image, determining a central image region of the target image; and

determining the central image region as the region of interest in the target image.

5. The method of claim 1, after determining the region of interest in the target image
according to the human shape detection result of the target image and before determining,
based on the brightness distribution in the region of interest, the target parameter value for

image acquisition in the present scene, the method further comprises:

determining the brightness distribution in the region of interest according to a
brightness of each pixel in the region of interest in the target image.

6. The method of any one of claims 1-5, wherein determining, based on the brightness
distribution in the region of interest, the target parameter value for image acquisition in the

present scene comprises:
determining an average brightness in the region of interest;

determining a boundary brightness of the region of interest according to the brightness

distribution in the region of interest;

determining a target brightness for the region of interest according to the average

brightness in the region of interest and the boundary brightness of the region of interest; and

determining the target parameter value corresponding to the target brightness based on

a mapping relationship between a brightness and an image acquisition parameter.

7. The method of claim 6, wherein determining the average brightness in the region of interest

comprises:

33



determining a weight corresponding to each pixel in the region of interest; and

determining the average brightness in the region of interest, according to one or more
weights corresponding to all pixels in the region of interest and brightnesses of all the pixels

in the region of interest.

8. The method of claim 7, wherein determining the weight corresponding to each pixel in the

region of interest comprises:

determining the weight corresponding to each pixel in the region of interest according
to a distance between the pixel in the region of interest and a region center of the region of
interest, wherein the distance between the pixel in the region of interest and the region center

of the region of interest is positively correlated to the weight corresponding to the pixel.

9. The method of claim 6, wherein determining the boundary brightness of the region of
interest according to the brightness distribution in the region of interest comprises:

determining, in the brightness distribution in the region of interest, a number of
corresponding pixels within a brightness reference value range, wherein the brightness
reference value range is a brightness range from a minimum brightness value to a brightness
reference value in the brightness distribution, and the brightness reference value is a

brightness value in the brightness distribution;

determining a pixel ratio of the number of corresponding pixels within the brightness

reference value range to a total number of pixels in the region of interest; and

in response to that the pixel ratio is greater than or equal to a preset ratio, determining

the brightness reference value as the boundary brightness of the region of interest.

10. The method of claim 6, wherein determining the target brightness for the region of interest

according to the average brightness in the region of interest and the boundary brightness of
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the region of interest comprises:
obtaining a preset expected boundary brightness;

determining a ratio of the expected boundary brightness to the boundary brightness of

the region of interest; and

determining the target brightness for the region of interest according to the ratio of the
expected boundary brightness to the boundary brightness of the region of interest and the

average brightness in the region of interest.

11. The method of any one of claims 1-5 or 7-10, further comprising:

performing image acquisition in the present scene by use of the target parameter value.

12. A device for image processing, comprising:

a detection module, configured to perform human shape detection for a target image to
obtain a human shape detection result, the target image being acquired in a present scene in

real time;

a first determination module, configured to determine a region of interest in the target

image according to the human shape detection result of the target image; and

a second determination module, configured to determine, based on brightness
distribution in the region of interest, a target parameter value for image acquisition in the

present scene.
13. The device of claim 12, wherein the first determination module is further configured to:

in response to that the human shape detection result indicates that there is a face region
in the target image, determine the region of interest in the target image according to the face

region in the target image.
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14. The device of claim 13, wherein the first determination module is further configured to:

in response to that there are a plurality of face regions in the target image, determine a

largest face region among the plurality of face regions; and
determine the largest face region as the region of interest in the target image.
15. The device of claim 12, wherein the first determination module is further configured to:

in response to that the human shape detection result indicates that there is no face

region in the target image, determine a central image region of the target image; and
determine the central image region as the region of interest in the target image.
16. The device of claim 12, wherein the first determination module is further configured to:

after the region of interest in the target image is determined according to the human
shape detection result of the target image and before the target parameter value for image
acquisition in the present scene is determined based on the brightness distribution in the
region of interest, determine the brightness distribution in the region of interest according to a

brightness of each pixel in the region of interest in the target image.

17. The device of any one of claims 12-16, wherein the second determination module is

further configured to:
determine an average brightness in the region of interest;

determine a boundary brightness of the region of interest according to the brightness

distribution in the region of interest;

determine a target brightness for the region of interest according to the average
brightness in the region of interest and the boundary brightness of the region of interest; and

determine the target parameter value corresponding to the target brightness based on a

mapping relationship between a brightness and an image acquisition parameter.
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18. The device of claim 17, wherein:

the second determination module is further configured to: determine a weight
corresponding to each pixel in the region of interest; and determine the average brightness in
the region of interest, according to one or more weights corresponding to all pixels in the
region of interest and brightnesses of all the pixels in the region of interest; or

the second determination module is further configured to:: determine, in the brightness
distribution in the region of interest, a number of corresponding pixels within a brightness
reference value range, wherein the brightness reference value range is a brightness range from
a minimum brightness value to a brightness reference value in the brightness distribution, and
the brightness reference value is a brightness value in the brightness distribution; determine a
pixel ratio of the number of corresponding pixels within the brightness reference value range
to a total number of pixels in the region of interest; and in response to that the pixel ratio is
greater than or equal to a preset ratio, determine the brightness reference value as the

boundary brightness of the region of interest; or

the second determination module is further configured to: obtain a preset expected
boundary brightness; determine a ratio of the expected boundary brightness to the boundary
brightness of the region of interest; and determine the target brightness for the region of
interest according to the ratio of the expected boundary brightness to the boundary brightness

of the region of interest and the average brightness in the region of interest.

19. An electronic device, comprising:
a processor; and
a memory configured to store instructions executable for the processor.

wherein the processor is configured to call the instructions stored in the memory to

execute the method of any one of claims 1-11.
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20. A computer-readable storage medium having stored thereon computer program
instructions that, when being executed by a processor, cause the processor to implement the

method of any one of claims 1-11.
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