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DESCRIPTION 

 

Title of the Invention 

PROGRAM FOR PRESENTING PHOTOGRAPHING ORDER 

 5 

Technical Field 

[0001] The present disclosure relates to a program 

for presenting a photographing order. 

 

Background Art 10 

[0002] Conventionally, when equipment such as an 

air conditioner is installed, construction photos are 

taken at the site of construction.  The person who 

takes the photos photographs the individual steps of 

construction (for example, the step of cutting a hole 15 

in the ceiling, the step of installing the equipment 

such as an air conditioner, etc.), photographs the 

job stages of each step (for example, before the step 

is performed, while the step is being performed, after 

the step is performed, etc.), and so forth. 20 

 

Related-Art Document 

Patent Document 

[0003] 

 Patent Document 1: Unexamined Japanese Patent 25 

Application Publication No. 2018-106439 

 

Summary of the Invention  

Problem to be Solved by the Invention 

[0004] However, if the photographer forgets to 30 

take a construction photo at the timing when it should 

be taken, it may not be possible to take that 

construction photo anymore.  For example, if the 
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photographer forgets to take a photo of the step of 

cutting a hole in the ceiling and finishes the step 

of installing the equipment, it is no longer possible 

to take a photo of the step of cutting a hole in the 

ceiling.  Also, for example, if the photographer 5 

forgets to take a photo before the step of cutting a 

hole in the ceiling and finishes the step of cutting 

a hole in the ceiling, it is no longer possible to 

take a photo of before the step of cutting a hole in 

the ceiling.  Therefore, the photographer needs to 10 

take construction photos at appropriate timings. 

[0005] It is therefore an object of the present 

disclosure to guide the photographer to take all 

construction photos. 

 15 

Means for Solving Problem 

[0006] The program according to the first aspect 

of the present disclosure causes a terminal to 

function as: an information acquiring part configured 

to acquire an item to be photographed and the order 20 

in which the item is to be photographed, the item 

indicating a photographing object and what stage of 

construction the photographing object is in; and a 

presenting part configured to present the item and 

the order. 25 

[0007] According to the first aspect of the 

present disclosure, the photographer can be guided to 

take all construction photos.  Furthermore, according 

to the first aspect of the present disclosure, it is 

possible to present the photographing object of 30 

construction photos and the stage of construction the 

photographing object is in, in the order of 

photographing. 
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[0008] Also, based upon the program of the first 

aspect, according to a second aspect of the present 

disclosure, the presenting part displays a plurality 

of items in the order in which the plurality of items 

are to be photographed. 5 

[0009] According to the second aspect of the 

present disclosure, the photographer can visually 

identify the order in which each of a plurality of 

construction photos is to be taken. 

[0010] Also, based upon the program of the first 10 

aspect or the second aspect, according to a third 

aspect of the present disclosure, the photographing 

object is equipment, the stage of construction is the 

status of job in each step of construction, and the 

presenting part displays the plurality of items in 15 

the order in which the plurality of items are to be 

photographed, per equipment or per step. 

[0011] According to the third aspect of the 

present disclosure, the photographer can visually 

identify the order in which each of a plurality of 20 

construction photos of each equipment is to be taken, 

or the order in which each of a plurality of 

construction photos of each step is to be taken. 

[0012] Also, based upon the program of any one of 

the first aspect to the third aspect, according to a 25 

fourth aspect of the present disclosure,  the 

presenting part presents, together with the item, the 

use of an image in which the item is photographed. 

[0013] According to the fourth aspect of the 

present disclosure, the photographer can know the use 30 

of construction photos taken. 

[0014] Also, based upon the program of any one of 

the first aspect to the fourth aspect, according to 
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a fifth aspect of the present disclosure, the 

presenting part presents the item to be photographed 

next. 

[0015] According to the fifth aspect of the 

present disclosure, the photographer can know which 5 

construction photo is to be taken next. 

[0016] Also, based upon the program of the fifth 

aspect, according to a sixth aspect of the present 

disclosure, the presenting part presents the item to 

be photographed next based on the presentation method 10 

in accordance with the use of the image in which the 

item is photographed. 

[0017] According to the sixth aspect of the 

present disclosure, the photographer can know the use 

of construction photos taken, based on differences in 15 

the presentation method. 

[0018] Also, based upon the program of any one of 

the first aspect to the sixth aspect, according to a 

seventh aspect of the present disclosure, the program 

further causes the terminal to function as a 20 

prevention part configured to prevent the item from 

being photographed in an order that is different from 

the order presented. 

[0019] According to the seventh aspect of the 

present disclosure, it is possible to prevent the 25 

photographer from taking construction photos in an 

order that is different from the order in which the 

photos should be taken. 

[0020] Also, based upon the program of any one of 

the first aspect to the seventh aspect, according to 30 

an eighth aspect of the present disclosure, the 

program further causes the terminal to function as an 

association part configured to associate the item 
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with the image in which the item is photographed. 

[0021] According to the eighth aspect of the 

present disclosure, a construction photo that is 

taken can be linked with information about the order 

in which the construction photos to be taken are to 5 

be taken. 

[0022] Also, based upon the program of any one of 

the first aspect to the eighth aspect, according to 

a ninth aspect of the present disclosure, the 

presenting part presents whether or not the item has 10 

been photographed. 

[0023] According to the ninth aspect of the 

present disclosure, the photographer can know whether 

or not a construction photo to be taken has been taken. 

[0024] Also, based upon the program of any one of 15 

the first aspect to the ninth aspect, according to a 

tenth aspect of the present disclosure, the program 

further causes the terminal to function as an image 

transmission part configured to send the image in 

which the item is photographed, to a server. 20 

[0025] According to the tenth aspect of the 

present disclosure, construction photos that are 

taken can be saved on a server. 

[0026] Also, based upon the program of the tenth 

aspect, according to an eleventh aspect of the present 25 

disclosure, the program further causes the terminal 

to function as an evaluation result receiving part 

configured to receive an evaluation result determined 

with regard to an image saved in the server. 

[0027] According to the eleventh aspect of the 30 

present disclosure, when a construction photo is 

taken, the photographer can know its suitability. 

[0028] Also, based upon the program of the 
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eleventh aspect, according to a twelfth aspect of the 

present disclosure, when it is determined that the 

item needs to be re-photographed, the information 

acquiring part acquires the order in which the item 

is to be re-photographed. 5 

[0029] According to the twelfth aspect of the 

present disclosure, it is possible to guide the 

photographer to take all construction photos to be 

retaken. 

[0030] Also, based upon the program of the 10 

eleventh aspect or the twelfth aspect, according to 

a thirteenth aspect of the present disclosure, a 

notification is sent to the photographing terminal 

when the image in which the item is photographed is 

saved in the server, and a notification is sent to 15 

the photographing terminal when the evaluation result 

is saved in the server. 

[0031] According to the thirteenth aspect of the 

present disclosure, the evaluator can know when a 

construction photo needs to be evaluated, and know 20 

when an evaluation result needs to be checked. 

 

Brief Description of the Drawings 

[0032] 

 FIG. 1 is a diagram showing an overall 25 

configuration according to one embodiment of the 

present disclosure; 

 FIG. 2 is a functional block diagram of a 

photographing terminal according to one embodiment of 

the present disclosure; 30 

 FIG. 3 is a functional block diagram of a 

registration terminal according to one embodiment of 

the present disclosure; 
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 FIG. 4 is a functional block diagram of an 

evaluation terminal according to one embodiment of 

the present disclosure; 

 FIG. 5 is a functional block diagram of a server 

according to one embodiment of the present 5 

disclosure; 

FIG. 6 is a diagram for explaining the order in 

which individual items are to be photographed, 

according to one embodiment of the present 

disclosure; 10 

FIG. 7 is an example of a screen showing a 

plurality of items in the order the items are to be 

photographed, per equipment, according to one 

embodiment of the present disclosure. 

FIG. 8 is an example of a screen showing a 15 

plurality of items in the order the items are to be 

photographed, per step, according to one embodiment 

of the present disclosure; 

FIG. 9 is a transition diagram of a screen 

displayed on a photographing terminal according to 20 

one embodiment of the present disclosure; 

FIG. 10 is a sequence diagram of a registration 

process, a photographing process, and an evaluation 

process according to one embodiment of the present 

disclosure; 25 

FIG. 11 is a flowchart of a photographing order 

presenting process according to one embodiment of the 

present disclosure; and FIG. 12 is a diagram showing 

a hardware configuration of a photographing terminal, 

a server, a registration terminal, and an evaluation 30 

terminal according to one embodiment of the present 

disclosure. 
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Embodiment for Carrying Out the Invention  

[0033] Now, an embodiment of the present 

disclosure will be described below with reference to 

the accompanying drawings. 

[0034] <Explanation of terms> 5 

 A "construction photo" is a photograph that is 

taken at the site of construction while construction 

is in progress.  For example, an object that is 

constructed (hereinafter also referred to as a 

�construction object�) is photographed.  Note that a 10 

construction photo is also referred to as a 

�construction photo.�  "Equipment" is any kind of 

equipment that is installed at any place.  For example, 

the equipment herein refers to the indoor unit of an 

air conditioner, the outdoor unit of an air 15 

conditioner, an air cleaner, and the like.  To 

"present" means displaying a screen, outputting 

sounds and voices of various volumes, generating 

various lights of various intensities, generating 

various vibrations of various intensities, and so 20 

forth. 

[0035] <Overall configuration> 

 FIG. 1 is a diagram showing an overall 

configuration of one embodiment of the present 

disclosure.  A construction management system 1 can 25 

include a photographing terminal 10, a server 20, a 

registration terminal 30, and an evaluation terminal 

40.  The server 20 is communicably connected with the 

photographing terminal 10, the registration terminal 

30, and the evaluation terminal 40, via an unspecified 30 

network.  Each will be described below. 

[0036] <<Photographing terminal 10>> 

The photographing terminal 10 is a terminal for 
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taking a photo of a construction object.  The 

photographing terminal 10 has a camera function.  For 

example, the photographing terminal 10 is a 

smartphone, a tablet, and the like.  The photographing 

terminal 10 acquires an item to be photographed and 5 

the order in which the item is to be photographed.  

Also, the photographing terminal 10 presents the item 

to be photographed and the order in which the item is 

to be photographed.  Note that the person who operates 

the photographing terminal 10 will be hereinafter 10 

referred to as a �photographer 11.�  Later, the 

photographing terminal 10 will be described in detail 

with reference to FIG. 2. 

[0037] <<Registration terminal 30>> 

The registration terminal 30 is a terminal for 15 

registering an item to be photographed and the order 

in which the item is to be photographed, with the 

server 20, in advance (that is, before the 

photographer 11 takes the construction photo).  For 

example, the registration terminal 30 is a personal 20 

computer or the like.  Note that the person who 

operates the registration terminal 30 will be 

hereinafter referred to as a �registrant 31.�  Later, 

the registration terminal 30 will be described in 

detail with reference to FIG. 3. 25 

[0038] <<Evaluation terminal 40>> 

 The evaluation terminal 40 is a terminal for 

evaluating an image that is taken by the photographing 

terminal 10 and saved in the server 20.  For example, 

the evaluation terminal 40 is a personal computer or 30 

the like.  Note that the person who operates the 

evaluation terminal 40 will be hereinafter referred 

to as an �image evaluator 41.�  Later, the evaluation 
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terminal 40 will be described in detail with reference 

to FIG. 4. 

[0039] <<Server 20>> 

The server 20 is one or more computers.  The 

memory device of the server 20 stores an item to be 5 

photographed and the order in which the items are to 

be photographed.  Also, images taken by the 

photographing terminal are stored in the memory 

device of the server 20. 

[0040] The server 20 receives an item to be 10 

photographed and the order in which the item is to be 

photographed, from the registration terminal 30.  

Also, the server 20 sends the item to be photographed 

and the order in which the item is to be photographed, 

to the photographing terminal 10.  Later, the server 15 

20 will be described in detail with reference to FIG. 

5. 

[0041] Here, what items are to be photographed 

will be explained.  The items may include a 

photographing object (for example, a construction 20 

object such as equipment) and an indication of what 

stage of construction the photographing object is in.  

Note that the stage of construction may refer to each 

individual step of construction (that is, an item may 

indicate what step of construction the photographing 25 

object is in), or the stage of construction may refer 

to the status of job in each step of construction 

(that is, an item may indicate what job stage the 

photographing object in each step of construction is 

in).  Each step indicates the job that constitutes 30 

that particular step of construction.  For example, 

the steps may include the job of covering up the room, 

the job of removing the existing air conditioner, the 



 

-11- 

job of installing a new air conditioner, the job of 

removing the covering of the room, and so forth.  The 

job stage indicates the status of job in each step.  

For example, the job stage of a step may be before 

performing the step (hereinafter also referred to 5 

simply as �before�), while the step is being performed 

(hereinafter also referred to simply as �during�), 

after the step is performed (hereinafter also 

referred to simply as �after�), and so forth. 

[0042] <Functional blocks of photographing 10 

terminal 10> 

 FIG. 2 is a functional block diagram of the 

photographing terminal 10 according to one embodiment 

of the present disclosure.  The photographing 

terminal 10 includes an information acquiring part 15 

101 and a presenting part 102.  Note that the 

photographing terminal 10 may be further provided 

with a prevention part 103, an association part 104, 

an image transmission part 105, and an evaluation 

result receiving part 106.  Also, the photographing 20 

terminal 10 functions as an information acquiring 

part 101 and a presenting part 102 by executing a 

program.  Note that the photographing terminal 10 can 

be configured to further function as a prevention part 

103, an association part 104, an image transmission 25 

part 105, and an evaluation result receiving part 106, 

by executing a program.  Each will be described below. 

[0043] The information acquiring part 101 acquires 

an item to be photographed and the order in which 

this item is to be photographed.  For example, the 30 

information acquiring part 101 receives the item to 

be photographed and the order in which this item is 

to be photographed, from the server 20. 
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[0044] The presenting part 102 presents the 

acquired item to be photographed and the order in 

which this item is to be photographed.  The 

photographer 11 can select the presented item to be 

photographed, and takes a construction photo by the 5 

camera function of the photographing terminal 10.  

Hereinafter, the method of presentation will be 

described. 

[0045] <<About presentation>> 

 For example, the presenting part can display a 10 

plurality of items in the order in which these items 

are to be photographed.  To be more specific, the 

presenting part can display, per equipment, a 

plurality of items in the order in which these items 

are to be photographed.  To be more specific, the 15 

presenting part can display, per step, a plurality of 

items in the order in which these items are to be 

photographed. 

[0046] Note that a list of all items may be 

displayed, or part of the items may be displayed 20 

dynamically (one by one). 

[0047] For example, the presenting part 102 can 

present the item to be photographed next (for example, 

by displaying it, by outputting a sound, etc.).  

Furthermore, the presenting part 102 can present the 25 

item to be photographed next based on a presentation 

method in accordance with the use of images in which 

the item is photographed. 

[0048] Note that the item to be photographed next 

may be presented before the previous item is 30 

photographed, may be presented while the previous 

item is being photographed, or may be presented after 

the previous item is photographed.  Also, the item to 
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be photographed next may be presented when the 

progress of taking photos is delayed compared to other 

equipment. 

[0049] For example, the presenting part 102 can 

present an item, with the use of the image in which 5 

the item is photographed (for example, by displaying 

it, by outputting a sound, etc.). 

[0050] For example, the presenting part 102 can 

present whether or not an item has been photographed 

(for example, by displaying it, by outputting a sound, 10 

etc.). 

[0051] A plurality of presentation methods 

described above may be combined. 

[0052] The prevention part 103 prevents items from 

being photographed in an order that is different from 15 

the order in which they are to be photographed.  

Hereinafter, the method of preventing this will be 

described. 

[0053] <<About prevention>> 

For example, when the photographer 11 selects 20 

an unphotographed item and tries to photograph it, 

the prevention part 103 can present the fact that 

there is an item that is to be photographed before 

photographing the selected item but is not 

photographed yet (for example, by displaying it, by 25 

outputting a sound, etc.). 

[0054] For example, when the photographer 11 

selects an unphotographed item and tries to 

photograph it, and if there is an item that is to be 

photographed before photographing the selected item 30 

but is not photographed yet, the prevention part 103 

can disable the camera function of the photographing 

terminal 10. 
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[0055] A plurality of prevention methods described 

above may be combined. 

[0056] The association part 104 associates an item 

with an image in which the item is photographed. 

[0057] The image transmission part 105 sends the 5 

images taken by the camera function of the 

photographing terminal 10 to the server 20. 

[0058] The evaluation result receiving part 106 

receives the evaluation results of the images stored 

in the server 20.  For example, the evaluation result 10 

receiving part 106 can display the evaluation results 

on the photographed image. 

[0059] <Functional block of registration terminal 

30> 

FIG. 3 is a functional block diagram of the 15 

registration terminal 30 according to one embodiment 

of the present disclosure.  The registration terminal 

30 includes a registration part 301.  Also, the 

registration terminal 30 functions as a registration 

part 301 by executing a program.  Below, this will be 20 

described in detail. 

[0060] The registration part 301 sends, to the 

server 20, an item to be photographed and the order 

in which this item is to be photographed. 

For example, the registration part 301 sends, to the 25 

server 20, property information (for example, 

information about a property (for example, a 

building) where equipment such as an air conditioner 

is installed), the items to be photographed at that 

property, and the order in which these items are to 30 

be photographed, input by the registrant 31. 

[0061] <Functional block of evaluation terminal 

40> 
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FIG. 4 is a functional block diagram of the 

evaluation terminal 40 according to one embodiment of 

the present disclosure.  The evaluation terminal 40 

includes an evaluation part 401.  Also, the evaluation 

terminal 40 functions as an evaluation part 401 by 5 

executing a program.  Below, this will be described 

in detail. 

[0062] The evaluation part 401 evaluates the 

images taken by the photographing terminal 10 and 

stored in the server 20.  The evaluation part 401 10 

receives an image stored in the memory part 204 of 

the server 20, from the server 20.  Also, the 

evaluation part 401 receives as input an evaluation 

result of the image received from the server 20, 

rendered by the image evaluator 41.  Also, the 15 

evaluation part 401 sends the evaluation result of 

the image to the server 20. 

[0063] <Functional block of server 20> 

 FIG. 5 is a functional block diagram of the 

server 20 according to one embodiment of the present 20 

disclosure.  The server 20 includes a registration 

part 201, an information providing part 202, an 

evaluation part 203, and a memory part 204.  Also, 

the server 20 functions as the registration part 201, 

the information providing part 202, and the 25 

evaluation part 203, by executing a program.  Also, 

the memory part 204 is implemented by a memory device 

of the server 20 (for example, ROM 1002 of FIG. 12).  

Each will be described below. 

[0064] The registration part 201 receives an item 30 

to be photographed and the order in which this item 

is to be photographed, from the registration terminal 

30, and stores this received item to be photographed 
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and the order in which this item is to be photographed, 

in the memory part 204. 

[0065] Also, the registration part 201 receives an 

image photographed by the photographing terminal 10 

from the photographing terminal 10, and stores the 5 

received image in the memory part 204. 

[0066] The information providing part 202 sends an 

item to be photographed and the order in which this 

item is to be photographed, to the photographing 

terminal 10.  For example, the information providing 10 

part 202 sends, to the photographing terminal, an item 

to be photographed and the order in which the item is 

to be photographed, with regard to property 

information (for example, information about a 

property (for example, a building) where equipment 15 

such as an air conditioner is installed) specified 

from the photographing terminal 10. 

[0067] The evaluation part 203 sends an image 

stored in the memory part 204 of the server 20, to 

the evaluation terminal 40.  Also, the evaluation part 20 

203 receives the evaluation result of the image from 

the evaluation terminal 40.  Also, the evaluation part 

203 reports the evaluation result of the image (for 

example, an evaluation result to indicate that the 

image needs to be re-photographed) to the 25 

photographing terminal 10. 

[0068] In the memory part 204, the items to be 

photographed and the order in which the items are to 

be photographed are stored per property (for example, 

property (for example, building) where the equipment 30 

such as an air conditioner is installed).  Also, the 

images taken by the photographing terminal 10 are 

stored in the memory part 204. 
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[0069] Note that the images taken by the 

photographing terminal 10 may have information of the 

photographer 11 so that the photographer 11 can be 

identified. 

[0070] <<About re-photographing>> 5 

 According to one embodiment of this disclosure, 

when the image evaluator 41 determines that a 

construction photo needs to be re-taken, the 

photographing terminal 10 can acquire and present the 

item to be re-photographed and the order in which the 10 

item is to be re-photographed.  To be more specific, 

when the registration part 201 of the server 20 

receives an evaluation result to indicate that re-

photographing is necessary from the evaluation 

terminal 40, the registration part 201 of the server 15 

20 sends the item to be re-photographed and the order 

in which the item is to be re-photographed, to the 

photographing terminal 10.  Also, the information 

acquiring part 101 of the photographing terminal 10 

receives, from the server 20, the item to be re-20 

photographed and the order in which this item is to 

be re-photographed.  Also, the presenting part 102 of 

the photographing terminal 10 presents the item to be 

re-photographed and the order in which this item is 

to be re-photographed.  For example, the presenting 25 

part 102 of the photographing terminal 10 can present 

the item to be re-photographed as the item to be 

photographed next (for example, by displaying it, by 

outputting a sound, etc.). 

[0071] FIG. 6 is a diagram for explaining the order 30 

in which individual items are to be photographed, 

according to one embodiment of the present disclosure.  

Using the registration terminal 30, the registrant 31 
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registers, per property (for example, per property 

(for example, building) where equipment such as an 

air conditioner is installed), the items to be 

photographed with regard to that property and the 

order in which these items are to be photographed.  5 

As mentioned earlier, the items each indicate the 

photographing object (for example, construction 

object such as equipment) and in what stage of 

construction the photographing object is in. 

[0072] The example of FIG. 6 shows the steps of 10 

construction for each equipment (equipment A, 

equipment B, and equipment C).  These steps include, 

for example, step 1 (job of covering up the room), 

step 2 (job of removing the existing air conditioner), 

step 3 (job of installing a new air conditioner), and 15 

step 4 (job of removing the covering of the room).  

In this example, each item corresponds to a status of 

job in each step of construction (for example, before, 

during, and after each step).  Using the registration 

terminal 30, the registrant 31 inputs the order in 20 

which individual items (1st to 33rd item in the 

example of FIG. 6) are to be photographed.  Note that 

the registrant 31 can register an order in which the 

construction photos of all items can be taken 

efficiently. 25 

[0073] FIG. 7 is an example of a screen showing a 

plurality of items in the order they are to be 

photographed, per equipment, according to one 

embodiment of the present disclosure.  For example, 

the photographer 11 can display the screen of FIG. 7, 30 

on the photographing terminal 10, by selecting 

desired equipment among the equipment installation 

information displayed on the photographing terminal 
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10 (for example, information to show the places where 

equipment such as an air conditioner is installed). 

[0074] As shown in FIG. 7, for each equipment such 

as an air conditioner, the job stages of each step to 

be photographed are displayed in the order they are 5 

to be photographed (in the example of FIG. 7, before 

performing job 1, after performing job 1, before 

performing job 2, and after performing job 2). 

[0075] FIG. 8 is an example of a screen showing a 

plurality of items in the order they are to be 10 

photographed, per step, according to one embodiment 

of the present disclosure.  For example, the 

photographer 11 can switch between the screen of FIG. 

7 and the screen of FIG. 8 displayed on the 

photographing terminal 10. 15 

[0076] As shown in FIG. 8, for each step of 

construction, the job stages of each equipment to be 

photographed are displayed in the order they are to 

be photographed (in the example of FIG. 8, before 

working on equipment A, after working on equipment A, 20 

before working on equipment B, and after working on 

equipment B). 

[0077] FIG. 9 is a transition diagram of a screen 

displayed on the photographing terminal 10, according 

to one embodiment of the present disclosure. 25 

[0078] The upper left part of FIG. 9 is an example 

of a <screen showing a plurality of items in the order 

they are to be photographed per equipment>, which has 

been described above with reference to FIG. 7.  The 

upper right part of FIG. 9 is an example of a <screen 30 

showing a plurality of items in the order they are to 

be photographed per step>, which has been described 

above with reference to FIG. 8.  As described above, 



 

-20- 

the photographer 11 can switch between the screen of 

FIG. 7 and the screen of FIG. 8 displayed on the 

photographing terminal 10. 

[0079] In the <screen showing a plurality of items 

in the order they are to be photographed per 5 

equipment> and the <screen showing a plurality of 

items in the order they are to be photographed per 

step>, each item is displayed such that the 

photographer 11 can identify between the items that 

are not photographed yet and the items that are 10 

already photographed.  For example, in the space of 

an unphotographed item, an indication to the effect 

that the item�s construction photo has not been taken 

yet (for example, �NO PHOTO�) is displayed.  In the 

space of a photographed item, a thumbnail of a 15 

construction photo that has been taken is displayed. 

[0080] When an unphotographed item is selected by 

the photographer 11, the photographing terminal 10 

activates the camera function of the photographing 

terminal 10 and displays a <photographing screen>, 20 

such as that shown in the lower right part of FIG. 9.  

For example, in the <photographing screen>, the item 

to be photographed next is displayed. 

[0081] When a photographed item is selected by the 

photographer 11, the photographing terminal 10 25 

displays a <photo detail screen>, such as that shown 

in the lower center part of FIG. 9.  For example, in 

the <photo detail screen>, a construction photo taken, 

the construction information added to the 

construction photo, and so forth are displayed.  30 

Alternatively, when a photographed item is selected 

by the photographer 11, the photographing terminal 10 

activates the camera function of the photographing 
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terminal 10 for re-photographing the item, and 

displays a <photographing screen>, such as that shown 

in the lower right part of FIG. 9. 

[0082] Also, each screen can differentiate an item 

from the other items.  For example, as shown in the 5 

lower left part of FIG. 9, construction photos that 

are taken are displayed in a batch so that the 

photographer 11 can see the use of these construction 

photos (for example, these construction photos may be 

used to apply for subsidy benefits). 10 

[0083] Also, each screen can indicate the fact 

that multiple construction photos have been taken 

with regard to one item.  For example, the <photo 

detail screen> may display thumbnails of all 

construction photos taken. 15 

[0084] <Processing method> 

 FIG. 10 is a sequence diagram of the registration 

process, the photographing process, and the 

evaluation process, according to one embodiment of 

the present disclosure.  Hereinafter, the 20 

registration process (steps 11 and 12), the 

photographing process (steps 21 to 25), and the 

evaluation process (steps 31 to 34) will be described 

separately. 

[0085] <<Registration process>> 25 

 In step 11 (S11), the registration terminal 30 

sends, to the server 20, an item to be photographed 

and the order in which this item is to be photographed.  

For example, the registration terminal 30 sends, to 

the server 20, property information (for example, 30 

information about a property (for example, a 

building) where equipment such as an air conditioner 

is installed), an item to be photographed at that 
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property, and the order in which that item is to be 

photographed, input by the registrant 31. 

[0086] In step 12 (S12), the server 20 stores the 

item to be photographed and the order in which this 

item is to be photographed, received in S11, in the 5 

memory part 204 of the server 20.  For example, the 

server 20 links the property information with the item 

to be photographed and the order in which this item 

is to be photographed, received in S11, and stores 

these in the memory part 204 of the server 20. 10 

[0087] <<Photographing process>> 

 In step 21 (S21), the server 20 sends an item to 

be photographed and the order in which this item is 

to be photographed, to the photographing terminal 10.  

For example, the server 20 sends, to the photographing 15 

terminal 10, an item to be photographed and the order 

in which this item is to be photographed, pertaining 

to property information that is specified by the 

photographing terminal 10 (for example, information 

about a property (for example, a building) where 20 

equipment such as an air conditioner is installed). 

[0088] In step 22 (S22), the photographing 

terminal 10 presents the item to be photographed and 

the order in which this item is to be photographed, 

acquired in S21.  For example, the photographing 25 

terminal 10 can display a plurality of items in the 

order they are to be photographed.  Also, for example, 

the photographing terminal 10 can present the item to 

be photographed next (for example, by displaying it, 

by outputting a sound, etc.) 30 

[0089] In step 23 (S23), the photographing 

terminal 10 takes a construction photo.  To be more 

specific, the photographer 11 operates the 
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photographing terminal 10 so that the item presented 

in S22 is photographed in the order presented in S22. 

[0090] In step 24 (S24), the photographing 

terminal 10 sends the image taken in S22 to the server 

20. 5 

[0091] In step 25 (S25), the server 20 stores the 

image received in S24 in the memory part 204 of the 

server 20.  For example, when the image is stored in 

the memory part 204 of the server 20, the server 20 

can report that to the evaluation terminal 40. 10 

[0092] <<Evaluation process>> 

 In step 31 (S31), the server 20 sends the image 

stored in the memory part 204 of the server 20, to 

the evaluation terminal 40.  For example, the server 

20 sends the image to the evaluation terminal 40 in 15 

response to a request from the evaluation terminal 40. 

[0093] In step 32 (S32), the evaluation terminal 

40 receives as input the evaluation result of the 

image received in S31.  For example, the evaluation 

terminal 40 receives as input the result of evaluation 20 

by the image evaluator 41. 

[0094] In step 33 (S33), the evaluation terminal 

40 sends the evaluation result of S32 to the server 

20.  For example, when the evaluation result is stored 

in the memory part 204 of the server 20, the server 25 

20 can report that to the photographing terminal 10. 

[0095] In step 34 (S34), the server 20 reports the 

evaluation result received in S33 to the 

photographing terminal 10.  For example, the server 

20 reports the evaluation result of the image (for 30 

example, an evaluation result to indicate that the 

image needs to be re-photographed) to the 

photographing terminal 10 in response to a request 
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from the photographing terminal 10. 

[0096] Note that, when it is determined that the 

image needs to be re-photographed, the photographing 

terminal 10 can acquire and present the item to be 

re-photographed and the order in which the item is to 5 

be re-photographed. 

[0097] <<Presenting process>> 

 FIG. 11 is a flowchart of the photographing order 

presenting process according to one embodiment of the 

present disclosure.  The following process is 10 

performed as the photographing terminal 10 executes 

a program (for example, a smartphone application) 

that one embodiment of the present disclosure 

provides.  The program (for example, a smartphone 

application) is installed in the photographing 15 

terminal 10 in advance. 

[0098] In step 101 (S101), the information 

acquiring part 101 of the photographing terminal 10 

acquires an item to be photographed.  For example, 

the information acquiring part 101 of the 20 

photographing terminal 10 receives the item to be 

photographed, from the server 20.  As mentioned 

earlier, the item indicates the photographing object 

(for example, a construction object such as 

equipment) and what stage of construction the 25 

photographing object is in. 

[0099] In step 102 (S102), the information 

acquiring part 101 of the photographing terminal 10 

acquires the order in which the item is to be 

photographed, acquired in S101.  For example, the 30 

information acquiring part 101 of the photographing 

terminal 10 receives the order in which the item 

acquired in S101 is to be photographed, from the 
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server 20. 

[0100] Note that S101 may be performed after S102 

is performed, or S101 and S102 may be performed at 

the same time. 

[0101] In step 103 (S103), the presenting part 102 5 

of the photographing terminal 10 presents the item to 

be photographed and the order in which these item is 

to be photographed, acquired in S101 and S102.  For 

example, the presenting part 102 of the photographing 

terminal 10 can display a plurality of items in the 10 

order they are to be photographed.  Also, for example, 

the presenting part 102 of the photographing terminal 

10 can present the item to be photographed next (for 

example, by displaying it, by outputting a sound, 

etc.). 15 

[0102] As described above, according to one 

embodiment of the present disclosure, the 

photographer can take all construction photos only by 

taking phots of the items presented on the 

photographing terminal, in the order presented. 20 

[0103] <Hardware configuration> 

 FIG. 12 is a block diagram showing an example 

hardware structure of the photographing terminal 10, 

the server 20, the registration terminal 30 and the 

evaluation terminal 40 according to one embodiment of 25 

the present disclosure.  The photographing terminal 

10, the server 20, the registration terminal 30, and 

the evaluation terminal 40 include a CPU (Central 

Processing Unit) 1001, a ROM (Read Only Memory) 1002, 

and a RAM (Random Access Memory) 1003.  The CPU 1001, 30 

the ROM 1002, and the RAM 1003 constitute what is 

known as a computer. 

[0104] Furthermore, the photographing terminal 10, 
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the server 20, the registration terminal 30, and the 

evaluation terminal 40 can include a secondary memory 

device 1004, a display device 1005, an operating 

device 1006, an I/F (Interface) device 1007, and a 

drive device 1008.  Note that the hardware of the 5 

photographing terminal 10, the server 20, the 

registration terminal 30, and the evaluation terminal 

40 are connected with each other via a bus B. 

[0105] The CPU 1001 is an arithmetic-and-logic 

device that executes various programs installed in 10 

the secondary memory device 1004. 

[0106] The ROM 1002 is a non-volatile memory.  The 

ROM 1002 functions as a main memory device for storing 

various programs, data, and so forth that the CPU 1001 

requires when executing various programs installed in 15 

the secondary memory device 1004.  To be more specific, 

the ROM 1002 functions as a main memory device for 

storing, for example, boot programs such as BIOS 

(Basic Input/Output System), EFI (Extensible Firmware 

Interface), and so forth. 20 

[0107] The RAM 1003 is a volatile memory such as 

a DRAM (Dynamic Random Access Memory), a SRAM (Static 

Random Access Memory), and so forth.  The RAM 1003 

functions as a main memory device to provide the work 

area that is expanded when various programs installed 25 

in the secondary memory device 1004 are executed on 

the CPU 1001. 

[0108] The secondary memory device 1004 is a 

secondary memory device that stores various programs 

and information for use when various programs are 30 

executed. 

[0109] The display device 1005 is a display device 

that displays the internal state of the photographing 
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terminal 10, the server 20, the registration terminal 

30, and the evaluation terminal 40. 

[0110] The operating device 1006 is an input 

device to allow the administrator of the 

photographing terminal 10, the server 20, the 5 

registration terminal 30, and the evaluation terminal 

40 to input various commands in the photographing 

terminal 10, the server 20, the registration terminal 

30, and the evaluation terminal 40. 

[0111] The I/F device 1007 is a communication 10 

device for connecting with the network and 

communicating with the photographing terminal 10, the 

server 20, the registration terminal 30, the 

evaluation terminal 40, and so forth. 

[0112] The drive device 1008 is a device for 15 

setting up the recording medium 1009.  The recording 

medium 1009 referred to here includes a medium on 

which information is recorded optically, electrically, 

or magnetically, such as a CD-ROM, a flexible disk, 

a magneto-optical disk, and so forth.  Furthermore, 20 

the recording medium 1009 may include a semiconductor 

memory or the like that records information 

electrically, such as an EPROM (Erasable Programmable 

Read Only Memory), a flash memory, and so forth. 

[0113] Note that various programs are installed on 25 

the secondary memory device 1004 by, for example, 

setting a distributed recording medium 1009 in the 

drive device 1008, and reading various programs 

recorded on this recording medium 1009 by means of 

the drive device 1008.  Alternatively, various 30 

programs to be installed in the secondary memory 

device 1004 may be downloaded from the network via 

the I/F device 1007. 
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[0114] Note that, as described above, the camera 

built in the photographing terminal 10 or the camera 

connected to the photographing terminal 10 is used to 

take construction photos.  That is, the photographing 

terminal 10 may be configured to have a built-in 5 

camera (that is, the photographing terminal 10 and 

the camera are formed as one device),or the 

photographing terminal 10 may be connected with a 

camera (that is, the photographing terminal 10 and 

the camera are formed as separate devices). 10 

[0115] Although an embodiment of the present 

disclosure has been described in detail, the present 

disclosure is by no means limited to the specific 

examples described herein, and various variations and 

modifications can be made within the scope of the 15 

herein-contained claims. 

[0116] This application is based on and claims 

priority to Japanese Patent Application No. 2020-

035937, filed with Japan Patent Office on March 3, 

2020, the entire contents of which are incorporated 20 

herein by reference. 

 

[Reference Signs List] 

[0117] 

1 construction management system 25 

10 photographing terminal 

11 photographer 

20 server 

30 registration terminal 

31 registrant  30 

40 evaluation terminal 

41 image evaluator  

101 information acquiring part  
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102 presenting part 

103 prevention part  

104 association part  

105 image transmission part 

106 evaluation result receiving part 5 

201 registration part 

202 information providing part  

203 evaluation part  

204 memory part  

301 registration part 10 

401 evaluation part 

 



30 

 

   
 

CLAIMS 

 

1. A program for causing a terminal to function as:  

 an information acquiring part configured to acquire an item 

indicating an object and a stage of construction, and an order 5 

in which the object in the stage of the construction is to be 

photographed, and 

 a presenting part configured to present the item and the 

order, 

 wherein the object is equipment,  10 

 wherein the stage of the construction is a step among steps 

of the construction, and  

 wherein the presenting part displays a plurality of items 

based on the acquired order, per equipment or per step. 

 15 

 2. The program according to claim 1, wherein the presenting 

part displays the plurality of items in an order in which the 

plurality of items are to be photographed. 

 

 3. The program according to claim 1 or 2, wherein the 20 

presenting part presents, together with the item, a use of an 

image in which the item is photographed. 

 

 4. The program according to claim 3, wherein the presenting 

part presents an item to be photographed next. 25 

 

 5. The program according to claim 4, wherein the presenting 

part presents the item to be photographed next based on a 

presentation method in accordance with the use of the image in 

which the item is photographed. 30 

 

 6. The program according to any one of claims 1 to 5, 

further causing the terminal to function as a prevention part 



31 

 

   
 

configured to prevent the item from being photographed in an 

order that is different from the order presented. 

 

 7. The program according to claim 1, further causing the 

terminal to function as an association part configured to 5 

associate the item with an image in which the item is 

photographed. 

 

 8. The program according to any one of claims 1 to 7, 

wherein the presenting part presents whether or not the item has 10 

been photographed. 

 

 9. The program according to claim 1, further causing the 

terminal to function as an image transmission part configured 

to send an image in which the item is photographed, to a server. 15 

 

 10. The program according to claim 9, further causing the 

terminal to function as an evaluation result receiving part 

configured to receive an evaluation result determined with 

regard to the image saved in the server. 20 

 

 11. The program according to claim 10, wherein, when it is 

determined that the item needs to be re-photographed, the 

information acquiring part acquires an order in which the item 

is to be re-photographed. 25 

 

 12. The program according to claim 10 or 11,  

 wherein a notification is sent to a photographing terminal 

when the image in which the item is photographed is saved in the 

server, and  30 

 wherein the notification is sent to the photographing 

terminal when the evaluation result is saved in the server. 

 




