THI S SHEET HAS BEEN REPLACED - 12 - METHOD AND APPARATUS FOR BEFSHING A
COMVUNI CATI ON LINK 5 Abstract of the D sclosure A portable rad cRETEY Hﬁs BEER
initiates a communication |ink using a synchronous protocol foilLoat RERLAGED
station (102) generates a synchronization pattern (200) which™includes a

mar ker. The marker (202) 10 includes a gengric code that invite u

to make |ink requests. The portable radio (104) synchronizes to ammm mmm
(202) and recogni zes the generic code that indicates base avail abifitty. "The *
portable radio (104) sends a |link request in response to the generic code
toinitiate the comugi ' Lok, t at |0 ants a

link i.n order to 15 M%ﬁh@gméﬁpﬁﬁﬁhp&iﬁm

A COMMUNICATION LINK

5 Abstract of the Disclosure

A portable radio (104) initiates a communication link using a
synchronous protocol format. A base station (102) generates a
synchronization pattern (200) which includes a marker. The marker (202)

10 includes a generic code that invites portables to make link requests. The
portable radio (104) synchronizes to the marker (202) and recognizes the
generic code that indicates base availability. The portable radio (104)
sends a link request in response to the generic code to initiate the
communication link, and the base station (102) grants a link in order to

15 establish the communication link.



