
2 4 NOV 200~ 

1 

DISCHARGE CONTAINER 

Technical Field: 

The present invention relates to a discharge container 

which receives a liquid such as a drug solution or the like, 

and discharges the liquid on the basis of a pump operation. 

Background art: 

A pump portion 41 used for a conventional discharge 

container for discharging a liquid such as a drug solution or 

the like is provided, as shown in Fig. lOA, with a cylinder 

42 filled with a drug solution 2, a piston provided within 

the cylinder 42 so as to freely oscillate and urged upward by 

a spring 43, and an outflow valve 45 formed by a flexible 

member, brought into contact with an outer peripheral portion 

of the piston 44 and oscillating within the cylinder 42 

together with the piston 44. Further, the cylinder 42 is 

provided in a bottom portion with an inflow port 46 flowing 

the liquid into the cylinder 42 from a container (not shown) 

receiving the liquid, and a check ball 47 corresponding to an 

inflow valve passing the liquid flowed within the cylinder 42 

and shutting the liquid supplied from the above. 

In the discharge container having the pump portion 41 in 

accordance with the conventional art, when a user presses 

down the piston 44, the piston 44 and the outflow valve 45 

are integrally pressed downward as shown in Fig. lOB, whereby 

a pressure is applied to the liquid within the cylinder 42. 
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Since the check ball 47 provided in the bottom portion of the 

cylinder 42 shuts the liquid from the supplied from the above, 

the pressure is applied to the liquid within the cylinder 42. 

As mentioned above, when the pressure is applied to the 

liquid within the cylinder 42, the outflow valve 45 in an 

outer peripheral portion of the piston 44 is bent, whereby 

the liquid is flowed out upward from a gap between the 

outflow valve 45 and the piston 44. 

Further, when the user takes off a hand from the piston 

44, the piston 44 is pressed upward by the spring 43. At 

this time, the piston 44 and the outflow valve 45 are brought 

into contact with each other, whereby the outflow valve 45 is 

closed, so that the drug solution is sucked from the inf low 

port 46 via the check ball 47 so as to be charged within the 

cylinder 42. 

In the conventional discharge container mentioned above, 

a state that the liquid is discharged is changed in 

correspondence to a speed at which the user presses the 

piston 44. For example, when the speed at which the piston 

44 is pressed is high, the liquid is energetically discharged, 

however, when the speed at which the piston 44 is pressed is 

low, the liquid is discharged only little by little. 

Accordingly, for example, in the case that the discharge 

container is used as a spray for atomizing the drug solution 

in a vapor form, the drug solution is discharged in a vapor 

form if the speed at which the piston 44 is pressed is high, 

however, the drug solution is discharged in a liquid ball 
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form not in a vapor form if the speed at which the piston 44 

is pressed is low. In the case that the discharge container 

is used as the spray for applying the drug solution as 

mentioned above, since a diameter of an applied drop of the 

drug solution is changed in correspondence to a pressing way 

of the piston 44, there is a risk that a result of effect due 

to the drug application is changed. 

Further, in the conventional discharge container 

mentioned above, since generally the discharge port for 

discharging the liquid and the piston 44 are integrally 

formed, the discharge port is pressed down when the piston 44 

is pressed down. Accordingly, in the conventional discharge 

container, when discharging the liquid, the discharge port 

discharges the solution while moving down. Accordingly, even 

in the case that it is necessary for the user to discharge 

the liquid to an accurate position, the discharge port moves, 

so that it is hard to discharge to the accurate position. 

An object of the present invention is to improve a 

discharge container, and further in order to solve the 

problem mentioned above, a detail object is to provide a 

discharge container which can discharge a liquid such as a 

drug solution or the like in a stable state. 

Disclosure of the invention: 

In order to achieve the object mentioned above, in 

accordance with a first aspect of the present invention, 

there is provided a discharge container for discharging a 
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liquid received within a container to an external portion on 

the basis of a pump operation, having the following features. 

At first, the discharge container is provided with a cylinder 

within which a liquid is charged, a first piston slidably 

provided within the cylinder and urged in a backward moving 

direction by a first spring, a second piston slidably 

provided within the cylinder and backward moving while 

compressing a second spring when the liquid within the 

cylinder is pressed by the first piston, an inf low port for 

flowing the liquid from the inner portion of the container to 

an inner portion of the cylinder, an inflow valve provided 

between the inflow port and the container, passing the liquid 

flowing into the cylinder and shutting an outflow of the 

liquid from the inner portion of the cylinder, an outflow 

port for flowing the liquid to the external portion from the 

inner portion of the cylinder, and a liquid passage 

connecting the outflow port to the discharge port. 

Further, the cylinder has a small diameter portion 

having a small inner diameter, a large diameter portion 

having a large inner diameter and a step portion 

corresponding to a boundary therebetween, the first piston is 

provided within the small diameter portion, the second piston 

is provided within the large diameter portion so as to oppose 

to the first piston, the outflow port is formed near a front 

end portion of the first piston so as to direct to a sliding 

surface with the cylinder, the liquid passage is connected to 
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the discharge port through the first piston, the inf low port 

is provided so as to pass through the second piston, the 

first piston is urged in a direction moving apart from the 

second piston by the first spring, the second piston is urged 

by the second spring so as to be brought into contact with 

the step portion. 

Further, while the first piston moves at a 

predetermined stroke, the outflow port is closed, and the 

second piston moves backward while pressing and compressing 

the second spring by the liquid existing between the first 

piston and the second piston. 

On the other hand, when the first piston moves over the 

predetermined stroke, the outflow port is opened, the second 

piston is pressed back to the second spring and the liquid 

within the cylinder is discharged to the external portion via 

the outflow port, the liquid passage and the discharge port 

due to an urging force of the second spring. 
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In the discharge container in accordance with the first 

aspect of the present invention, in the case that the first 

piston is pressed by the user, since the outflow port is 

closed until the predetermined stroke, the pressure is 

applied to the liquid received between the first piston and 

the second piston, the second spring is compressed and the 

second piston moves backward. Further, when the first piston 

is pressed over the predetermined stroke, the outflow port is 

opened, so that the liquid to which the pressure is applied 

from the second spring flows out from the outflow port, and 

the liquid is discharged to the external portion via the 

liquid passage and the discharge port. 

As mentioned above, in the discharge container in 

accordance with the first aspect of the present invention, 

the liquid within the cylinder is urged by the second spring 

so as to be discharged. Therefore, in accordance with the 

discharge container of the present invention, since the 

pressure applied to the liquid at a time of discharging the 

liquid becomes uniform, it is possible to always discharge in 

a stable state. Accordingly, even in the case that the 

discharge container in accordance with the present invention 

is used in the spray for spraying the drug solution, since 

the state of the sprayed drug solution is stable, a diameter 

of an applied drop of the drug solution is not changed, and a 

result of effect due to the drug application becomes uniform. 

Further, in the case that the user presses the first piston, 

the liquid is not discharged until the predetermined stroke 
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and the liquid is discharged when being over the 

predetermined stroke. Accor~ingly, when the outflow port is 

connected to the first piston, a moving amount of the 

discharge port at a time when the liquid is discharged from 

the discharge port becomes a little, so that the user can 

discharge the liquid to an accurate position. 

Further, as shown in Fig. 3, the structure may be made 

such that the cylinder is constituted by an outer cylinder 
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formed in a cylindrical body having a bottom, and an inner 

cylinder provided within the outer cylinder and having a 

bottom portion communicated with the outer cylinder via a 

communication portion, the first piston is formed in a 

cylindrical shape and outward fitted to the inner cylinder, a 

lower end portion of the first piston is slidably in contact 

with an inner peripheral surface of the outer cylinder and an 

outer peripheral surface of the inner cylinder, the second 

piston is provided within the inner cylinder, the liquid 

passage is formed in a gap between an inner peripheral 

surface above the lower end portion of the first piston and 

the outer peripheral surface of the inner cylinder, the 

outflow port is formed between the inner peripheral surf ace 

of the first piston and the communication portion in a state 

that the lower end portion of the first piston passes through 

the communication portion, the inflow port is provided in the 

bottom portion of the inner cylinder, the first piston is 

urged in a direction moving apart from the bottom portion of 

the outer cylinder by the first spring, the second piston is 

urged toward the bottom portion of the inner cylinder by the 

second spring, and when the first piston moves over the 

predetermined stroke, the lower end portion of the first 

piston moves over the communication portion and the outflow 

port is opened. 
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Further, as shown in Fig. 5, the structure may be made 

such that the cylinder is constituted by an outer cylinder 

formed in a cylindrical body having a bottom, and an inner 

cylinder formed on an inner peripheral surface of a 

cylindrical second piston provided within the outer cylinder, 

the second piston is slidably in contact with an inner 

peripheral surface of the outer cylinder and having a bottom 

surface portion facing to the liquid within the cylinder, the 

first piston is provided within the inner cylinder, a lower 

end portion of the first piston is slidably in contact with 
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an inner peripheral surface of the inner cylinder toward a 

bottom surface of the outer cylinder, the liquid passage is 

formed above the lower end portion with a gap with respect to 

the inner peripheral surface of the inner cylinder, the 

outflow port is formed between the bottom surface portion of 

the second piston and the lower end portion of the first 

piston in a state that the lower end portion of the first 

piston protrudes out from the bottom surface portion of the 

second piston, the inflow port is provided in the bottom 

surface of the outer cylinder, the first piston is urged in a 

direction moving apart from the bottom portion of the outer 

cylinder by the first spring, the second piston is urged 

toward the bottom portion of the outer cylinder, and when the 

first piston moves over the predetermined stroke, the lower 

end portion of the first piston moves over the bottom surface 

portion of the second piston and the outflow port is opened. 

Further, as shown in Fig. 7, the structure may be made 

such that the cylinder is formed in a cylindrical shape, the 

first piston and the second piston are provided within the 

cylinder so as to oppose to each other, the outflow port is 

open to a side surface of the cylinder corresponding to a 

part of a stroke of the second piston, the inflow port is 

provided so as to extend through the second piston, the first 

piston is urged in a direction moving apart from the second 

piston by the first spring, the second piston is urged toward 

the first piston by the second spring, while the first piston 

moves to the predetermined stroke, the outflow port is closed 
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by a side surface of the second piston, and when the first 

piston moves over the predetermined stroke, the second piston 

is pressed, an end portion in a side of the first piston 

moves over the outflow port and the outflow port is opened. 

Further, a discharge container in accordance with a 

second aspect of the present invention is provided with the 

following features. At first, there is provided a discharge 

container for discharging a liquid received within a 

container to an external portion from a discharge port on the 

basis of a pump operation, provided with a case with a bottom 

held in the container, a first piston provided on a bottom 

surface of the case, a cylinder outward fitted to the first 

piston within the case and filled with a liquid therewithin, 

a second piston provided within the cylinder with a 

predetermined gap with respect to the first piston, a first 

spring urging the cylinder upward, a second spring urging the 

second piston to a side of the first piston, an inflow port 

extending through the first piston so as to flow the liquid 

from the container into the cylinder, an inflow valve 

provided between the inflow port and the container so as to 

pass the liquid flowing into the cylinder and prevent the 

liquid from flowing out from the inner portion of the 

cylinder, an outflow valve urged to an upper surface of the 

second piston by the second spring so as to be brought into 

contact therewith, having an outer peripheral portion 

protruding from an outer peripheral edge of the second piston 

so as to be slidably brought into contact with an inner 
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peripheral surface of the cylinder and having a portion 

protruding out from the outer peripheral edge of the second 

piston and facing to the liquid within the cylinder, an 

outflow port formed in a contact portion between the outflow 

valve and the second piston and flowing out the liquid to an 

external portion from an inner portion of the cylinder, a 

liquid passage connecting the outflow port to the discharge 

port, and a gap holding member arranged between an upper 

surface of the first piston and a lower surface of the second 

piston so as to keep a gap between the both. 

Further, a recess portion to which the gap holding 

member can be inserted in a moving direction at a 

predetermined distance is provided on a surface of the second 

piston opposing to the first piston, and a guide portion for 

guiding the gap holding member to the recess portion when the 

cylinder is pressed down is provided in the cylinder. 

The gap holding member is held by the first spring in a 

state of being out of the recess portion when the cylinder is 

not pressed down. When pressing downward the cylinder to the 

predetermined stroke, the gap holding member is brought into 

contact with the first piston and the second piston in a 

state of being out of the recess portion so as to press and 

compress the second spring while keeping a gap between the 

both. When pressing down the cylinder over the predetermined 

stroke, the gap holding member is guided by the guiding 

member so as to be inserted to the recess portion, and the 

gap holding member press down the second piston downward at a 
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distance that the gap holding member is inserted to the 

recess portion by the second spring, thereby applying a 

pressure to the liquid within the cylinder. Then, the second 

spring is pressed and compressed by the pressure of the 

liquid, the outflow valve is opened so as to open the outflow 

port, and the liquid is flowed out to the external portion 

via the outflow port, the liquid passage and the discharge 

port. 

In the discharge container in accordance with the 

second aspect of the present invention, the first piston is 

provided within the cylinder, and the second piston is 

provided therewithin at a position opposing to the first 

piston. Further, the gap holding member is arranged between 

the first piston and the second piston. Accordingly, in the 

case that the cylinder is pressed by the user, the first 

piston relatively moves within the cylinder until the 

predetermined stroke by the gap holding member while moving 

the second piston backward. Accordingly, the second spring 

is compressed by the second piston, however, since the gap 

between the first piston and the second piston is held by the 

gap holding member and is not changed, no pressure is applied 

to the liquid existing between the both. 

Further, when the cylinder is pressed over the 

predetermined stroke, the gap holding member is inserted to 

the recess portion provided in the first piston or the second 

piston. Accordingly, the gap holding member keeping the gap 

between the first piston and the second piston is taken out 
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from the portion between the both, and the second piston is 

pressed to the side of the first piston by the compressed 

second spring. Therefore, the pressure is applied to the 

liquid between the first piston and the second piston, and 

the outflow valve is opened, whereby the liquid within the 

cylinder is discharged to the external portion from the 

outflow port via the liquid passage and the discharge port. 

As mentioned above, in the discharge container in 

accordance with the second aspect of the present invention, 

in the same manner as that of the first aspect, since the 

liquid within the cylinder is urged by the second spring so 

as to be discharged, the pressure applied to the liquid at a 

time of discharging the liquid becomes uniform, so that the 

liquid is always discharged in a stable state. Further, in 

the same manner as that of the first aspect, since the liquid 

is not discharged until the predetermined stroke and the 

liquid is discharged when being over the predetermined stroke, 

the user can discharge the liquid at an accurate position. 

Brief description of the drawings: 

Fig. 1 is a schematic cross sectional view showing a 

first embodiment in a discharge container in accordance with 

a first aspect of the present invention; Figs. 2A to 2D are 

schematic views showing an operation of a pump portion in 

accordance with the first embodiment; Figs. 3A to 3C are 

schematic views showing an operation of a pump portion in 

accordance with a second embodiment; Figs. 4A to 4C are 
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schematic views showing an operation of a pump portion in 

accordance with a third embodiment; Figs. 5A to 5C are 

schematic views showing an operation of a pump portion in 

accordance with a fourth embodiment; Fig. 6 is a schematic 

view showing a discharge container in accordance with a fifth 

embodiment; Figs. 7A to 7C are schematic views showing an 

operation of a pump portion in accordance with the fifth 

embodiment; Fig. 8 is a schematic cross sectional view 

showing an embodiment of a discharge container in accordance 

with a second aspect of the present invention; Figs. 9A to 9C 

are schematic views showing an operation of a pump portion in 

accordance with the embodiment of the second aspect 

Best mode for carrying out the invention: 

A description will be given below of an embodiment of a 

discharge container in accordance with the present invention 

with reference to Figs. 1 to 9. Fig. 1 is a schematic cross 

sectional view showing a first embodiment in a discharge 

container in accordance with a first aspect of the present 

invention, Figs. 2A to 2D are schematic views showing an 

operation of a pump portion in accordance with the first 

embodiment, Figs. 3A to 3C are schematic views showing an 

operation of a pump portion in accordance with a second 

embodiment, Figs. 4A to 4C are schematic views showing an 

operation of a pump portion in accordance with a third 

embodiment, Figs. 5A to 5C are schematic views showing an 

operation of a pump portion in accordance with a fourth 
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embodiment, Fig. 6 is a schematic view showing a discharge 

container in accordance with a fifth embodiment, Figs. 7A to 

7C are schematic views showing an operation of a pump portion 

in accordance with the fifth embodiment, Fig. 8 is a 

schematic cross sectional view showing an embodiment of a 

discharge container in accordance with a second aspect of the 

present invention, and Figs. 9A to 9C are schematic views 

showing an operation of a pump portion in accordance with the 

embodiment of the second aspect. 

At first, a description will be given of a first 

embodiment in accordance with a first aspect of the present 

invention. A discharge container 1 in accordance with the 

first embodiment is provided, as shown in Fig. l, with a 

container 3 filled with a drug solution 2, a cap 3 provided 

above the container 3 and having an injection nozzle 

(discharge port) 4, and a pump portion 6 connected to a cap 5 

and provided within the container 3, whereby the drug 

solution 2 within the container 3 is supplied to the cap 5 by 

the pump portion 6 so as to be injected in a vapor form. The 

pump portion 6 is provided with a first piston 8 connected to 

the cap 5 and vertically moving within a cylinder 7, and a 

second piston 9 arranged within the cylinder 7 so as to 

oppose to the first piston 8. 

The first piston 8 is formed so that a lower end 

portion in Fig. 1 is liquid-tight with an inner peripheral 

surface of the cylinder 7, and is connected to the cap 5 so 

as to protrude from the cylinder 7 and the container 3. 
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Further, a small diameter portion 10 formed so as to have a 

smaller diameter than an inner diameter of the cylinder 7 is 

provided in a side surface near the lower end portion of the 

first piston 8, and an outflow port 11 flowing out the drug 

solution 2 within the cylinder 7 is provided in the small 

diameter portion 10. The outflow port 11 extends through an 

inner portion of the first piston 8 and is communicated with 

the injection nozzle 4 of the cap 5 via a liquid passage 21. 

Further, the first piston 8 is urged in a backward moving 

direction (upward in Fig. 1) by a first spring 12. 

The second piston 9 is arranged within the cylinder 7 

in such a manner as to oppose to the first piston 8, and is 

urged to a side of the first piston (upward in Fig. 1) by a 

second spring 13. Further, an inner diameter of the cylinder 

7 at a portion where the second piston 9 is arranged is 

formed so as to be larger than an inner diameter of a portion 

where the first piston 8 is arranged, and a front end portion 

of the second piston 9 is brought into contact with a step 

portion 14 having different inner diameters. Further, an 

inf low port 15 extending in a vertical direction is provided 

in a center of the second piston 9, and a check ball 16 is 

provided as an inflow valve for passing through the drug 

solution 2 sucked from the below and preventing the drug 

solution 2 from passing therethrough from the above, in the 

inflow port 15. Further, a tube 17 extended to a bottom 

surface of the container 3 is connected to a lower portion of 

the inflow port 15. 
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Next, a description will be given of an operation at a 

time of discharging the drug solution 2 by the discharge 

container 1 in accordance with the first embodiment with 

reference to Figs. 2A to 2D. When the user presses down the 

cap 5, the first piston 8 moves downward while the first 

spring 12 is pressed and compressed. At this time, the drug 

solution 2 is charged within the cylinder 7, however, the 

outflow port 11 is closed, so that the inflow port 15 is also 

closed by the check ball 16. At this time, when the first 

piston 8 moves downward, the second piston 9 is pressed 

downward by the drug solution existing between the first 

piston 8 and the second piston 9, whereby the second spring 

13 is pressed and compressed. Then, as shown in Fig. 2B, the 

second piston 9 moved downward accompanying with the downward 

movement of the first piston 8 until the lower end portion of 

the first piston 8 reaches the step portion 14. As mentioned 

above, in accordance with the discharge container 1 in 

accordance with the first embodiment, the drug solution 2 is 

not discharged in a stroke from a state that the first piston 

8 is at the uppermost position to a state that the lower end 

portion of the first piston 8 reaches the step portion 14 of 

the cylinder 7. 

Further, as shown in Fig. 2C, when the front end 

portion of the first piston 8 passes through the step portion 

14 and the small diameter portion 10 of the first piston 8 

reaches the step portion 14, the outflow port 11 provided in 

the small diameter portion 10 and an inner portion of the 
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cylinder 7 are corrununicated with each other. Accordingly, as 

shown in Fig. 2D, the drug solution 2 charged within the 

cylinder 7 is pressed out by the second piston 9 due to an 

urging force of the second spring 13 so as to flow out from 

the outflow port 11, thereby being discharged in a vapor form 

from the injection nozzle 4 via the liquid passage 21. At 

this time, since the drug solution 2 is discharged by a 

uniform force due to the urging force of the second spring 13, 

in the case of the discharge container 1 discharging the drug 

solution 2 in a vapor form as in the present embodiment, it 

is possible to always obtain a fixed injection state. 

Further, since a vertical movement of the cap 5 at a time 

when the drug solution 2 is discharged is a little, the user 

can accurately inject the drug solution 2 to an optional 

position. 

Further, when the user takes off the hand from the cap 

5, the first piston 8 is pressed back upward by the first 

spring 12, and when the small diameter portion 10 of the 

first piston 8 passes through the step portion 14, the 

outflow port 11 is closed. When the first piston 8 is 

further pressed back from this state, the drug solution 2 is 

sucked into the cylinder 7 from the inflow port 15 so as to 

be charged as shown in Fig. 2A. 

Next, a description will be given of a discharge 

container in accordance with a second embodiment of the first 

aspect of the present invention. In this case, in this 

second embodiment, a description will be given of only a 
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structure and an operation of the pump portion 6. The pump 

portion 6 in accordance with the second embodiment has a 

double-structure comprising an outer cylinder 7a and an inner 

cylinder 7b, as shown in Fig. 3. The outer cylinder 7a is 

structured such that a portion to which the drug solution 2 

is charged is formed in a substantially cylindrical shape, 

and a cylindrical first piston S is provided therewithin in 

such a manner as to freely slide in a vertical direction. 

The first piston S is urged upward by the first spring 12 

provided below the same. Further, the first piston S is 

structured such that a front end portion Sa is slidably in 

contact with an inner peripheral surface of the outer 

cylinder 7a and an outer peripheral surface of the inner 

cylinder 7b, an upper portion of the front end portion Sa is 

provided with an interval with respect to the inner cylinder 

7b, and the liquid passage 21 for passing the drug solution 2 

therethrough is provided between the inner peripheral surf ace 

of the first piston S and the outer peripheral surface of the 

inner cylinder 7b. The liquid passage 21 is further 

structured such that an upper portion thereof is communicated 

with the injection nozzle 4 provided in the cap 5. Further, 

the inner cylinder 7b is provided in a center portion of the 

outer cylinder 7a, and the second piston 9 is provided 

therewithin in such a manner as to freely slide in a vertical 

direction. The second piston 9 is urged downward by the 

second spring 13. Further, the outer peripheral portion of 

the lower end of the inner cylinder 7b and the outer cylinder 
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7a are communicated with each other by the outflow port 11, 

the inf low port 15 is provided in a center portion of the 

lower end of the inner cylinder 7b, and the check ball 16 is 

arranged in the inflow port 15. 

Next, a description will be given of an operation at a 

time of discharging the drug solution 2 by the discharge 

container in accordance with the second embodiment with 

reference to Figs. 3A to 3C. When the user presses down the 

cap, the first piston 8 moves downward while the first spring 

12 is pressed and compressed. Accordingly, since a pressure 

is applied to the drug solution 2 within the outer cylinder 

7a, the drug solution 2 flows into the inner cylinder 7b via 

the outflow port 11. Then, the second piston 9 within the 

inner cylinder 7b is pressed upward and the second spring 13 

is pressed and compressed. Further, as shown in Fig. 3B, the 

second piston moved upward accompanying with the downward 

movement of the first piston 8 until the lower end portion 8a 

of the first piston 8 reaches the outflow port 11. As 

mentioned above, in accordance with the discharge container 

in accordance with the second embodiment, the drug solution 2 

is not discharged in a stroke from a state that the first 

piston 8 is at the uppermost position to a state that the 

front end portion 8a of the first piston 8 reaches the 

outflow port 11. 

Further, when the front end portion of the first piston 

8 passes through the outflow port 11, the outflow port 11 and 

the liquid passage 21 within the first piston 8 are 
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communicated with each other, as shown in Fig. 3C. 

Accordingly, the drug solution 2 charged within the inner 

cylinder 7b is pressed out by the second piston 9 due to an 

urging force of the second spring 13 so as to flow out from 

the outflow port 11, thereby being discharged from the 

injection nozzle 4 through the liquid passage 21. In 

accordance with the discharge container of the second 

embodiment, since the drug solution 2 is discharged by a 

uniform force due to the urging force of the second spring 13, 

it is possible to discharge the drug solution 2 in a stable 

state. 

Next, a description will be given of a discharge 

container in accordance with a third embodiment of the first 

aspect of the present invention. In this case, in this third 

embodiment, a description will be also given of only a 

structure and an operation of the pump portion 6. The pump 

portion 6 in accordance with the third embodiment has a 

double-structure comprising an outer cylinder 7a and an inner 

cylinder 7b, as shown in Fig. 4. The outer cylinder 7a is 

structured such that a portion to which the drug solution 2 

is charged is formed in a substantially cylindrical shape, 

and a ring-shaped second piston 9 is provided therewithin so 

as to be urged downward by the second spring 13 and freely 

slide in a vertical direction. The inner cylinder 7b is 

communicated with the outer cylinder 7a in a communication 

portion 18 at a lower end thereof, and the first piston 8 is 

slidably provided therewithin. The first piston 8 is 
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structured such that the small diameter portion 10 formed so 

as to have a smaller diameter than an inner diameter of the 

inner cylinder 7b is provided on a side surface near the 

lower end portion thereof, in the same manner as that of the 

first embodiment, and the outflow port 11 for flowing out the 

drug solution 2 within the cylinder 7 is provided in the 

small diameter portion 10. The outflow port 11 is 

communicated with the injection nozzle 4 of the cap 5 via the 

liquid passage 21 extending through the inner portion of the 

first piston 8. Further, the first piston 8 is urged in a 

backward moving direction {upward in Fig. 4) by the first 

spring 12 (not shown). Further, the inflow port 15 provided 

with the check ball 16 is provided below the inner cylinder 

7b, and a tube 17 extended to the bottom surface of the 

container 3 is connected to the lower portion of the inflow 

port 15. 

Next, a description will be given of an operation at a 

time of discharging the drug solution 2 by the discharge 

container in accordance with the third embodiment with 

reference to Figs. 4A to 4C. When the user presses down the 

cap, the first piston 8 moves downward while the first spring 

12 is pressed and compressed. At this time, the drug 

solution 2 is charged within the inner cylinder 7b, however, 

the outflow port 11 is closed, so that the inflow port 15 is 

also closed by the check ball 16. At this time, when the 

first piston 8 moves downward, the second piston 9 within the 

outer cylinder 7a is pressed upward by the drug solution 2 
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existing within inner cylinder 7b, whereby the second spring 

13 is pressed and compressed. Then, as shown in Fig. 4B, the 

second piston 9 moved upward accompanying with the downward 

movement of the first piston 8 until the lower end portion of 

the first piston 8 reaches the lower end portion of the inner 

cylinder 7b. As mentioned above, in accordance with the 

discharge container in accordance with the third embodiment, 

the drug solution 2 is not discharged in a stroke from a 

state that the first piston 8 is at the uppermost position to 

a state that the lower end portion of the first piston 8 

reaches the lower end portion of the inner cylinder 7b. 

Further, when the front end portion of the first piston 

8 passes through the lower end portion of the inner cylinder 

7b, the communication portion 18 between the inner cylinder 

7b and the outer cylinder 7a is communicated with the outflow 

port 11, as shown in Fig. 4C. Accordingly, the drug solution 

2 charged within the outer cylinder 7a is pressed out by the 

second piston 9 due to an urging force of the second spring 

13 so as to flow out from the outflow port 11, thereby being 

discharged from the injection nozzle 4 through the liquid 

passage 21. In accordance with the discharge container of 

the third embodiment, since the drug solution 2 is discharged 

by a uniform force due to the urging force of the second 

spring 13, it is possible to discharge the drug solution 2 in 

a stable state. 

Next, a description will be given of a discharge 

container in accordance with a fourth embodiment of the first 
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aspect of the present invention. In this case, in this 

fourth embodiment, a description will be also given of only a 

structure and an operation of the pump portion 6. The pump 

portion 6 in accordance with the fourth embodiment is 

structured, as shown in Fig. 5, such that the substantially 

cylindrical second piston 9 is slidably provided within the 

cylinder 7, and the first piston 8 is slidably provided 

within the second piston 9. 

The first piston 8 is upward urged by the first spring 

(not shown) . The first piston 8 is formed so as to have a 

smaller diameter than that of the inner peripheral surf ace of 

the second piston 9 except the front end portion, and the 

liquid passage 21 formed between the inner peripheral portion 

of the second piston 9 and the outer peripheral portion of 

the first piston 8 is connected to the injection nozzle 4 

provided in the cap. In this fourth embodiment, the 

structure is made such that the first piston 8 is pressed 

downward, whereby the second piston 9 is pressed upward and 

the outflow port 11 is opened when the front end portion of 

the first piston 8 passes through the front end portion of 

the second piston 9 (refer to Fig. SC). 

The second piston 9 is formed so as to have a smaller 

diameter than that of the cylinder 7 except the flange 

portion 9a provided in the front end thereof, and the second 

spring 13 is provided between the outer peripheral portion of 

the second piston 9 and the inner peripheral portion of the 

cylinder 7. The second spring 13 presses the flange portion 

epatent
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9a downward, thereby urging the second piston 9 downward. 

Accordingly, the flange portion 9a is brought into contact 

with the bottom surface portion of the cylinder 7, however, 

since a recess inserted portion 22 formed so as to have a 

larger diameter than the inner diameter of the second piston 

9 is formed in the bottom surface portion, the lower end 

portion of the second piston 9 is in contact with the drug 

solution 2. Further, the inflow port lS provided with the 

check ball 16 is provided below the cylinder 7, and the tube 

17 extended to the bottom surface of the container 3 is 

connected to the lower portion of the inflow port lS. 

Next, a description will be given of an operation at a 

time of discharging the drug solution 2 by the discharge 

container in accordance with the fourth embodiment with 

reference to Figs. SA to SC. When the user presses down the 

cap S, the first piston 8 moves downward while the first 

spring (not shown) is pressed and compressed. Accordingly, 

since a pressure is applied to the drug solution 2 within the 

cylinder 7 and the pressure is also applied to the lower end 

portion of the piston 9, the second piston 9 is pressed 

upward while pressing and compressing the second spring 13. 

Then, as shown in Fig. SB, since the outflow port 11 is not 

open in a stroke from a state until the front end portion of 

the first piston 8 reaches the front end portion of the 

second piston 9, the drug solution 2 is not discharged. 

Further, as shown in Fig. SC, when the front end 

portion of the first piston 8 passes through the front end 
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portion of the second piston 9, the outflow port 11 formed by 

the front end portion of the first piston and the front end 

portion of the second piston 9 is open, so that the drug 

solution 2 is discharged from the injection nozzle 4 of the 

cap via the liquid passage 21 formed between the first piston 

8 and the second piston 9 from the outflow port 11. In this 

case, the urging force of the second spring 13 is applied to 

the first piston 8 until the front end portion of the first 

piston 8 reaches the front end portion of the second piston 9, 

however, when the outflow port 11 is open, the urging force 

of the second spring 13 is not applied to the first piston 8, 

so that the first piston is pressed down to the bottom 

surface portion as it is. Further, thereafter, the second 

piston 9 is pressed down by the urging force of the second 

spring 13, and the drug solution 2 is discharged. As 

mentioned above, in accordance with the discharge container 

of the fourth embodiment, since the drug solution 2 is 

discharged by a uniform force due to the urging force of the 

second spring 13, it is possible to discharge the drug 

solution 2 in a stable state. 

Next, a description will be given of a discharge 

container la in accordance with a fifth embodiment of the 

first aspect of the present invention with reference to Figs 

6 and 7. The discharge container la in accordance with the 

fifth embodiment is structured, as shown in Fig. 6, such that 

the pump portion 6 is provided above the container 3, and the 

drug solution 2 is injected in a vapor form upward from the 
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injection nozzle 4 by pressing leftward a lever 23 connected 

to the first piston 8 in a left side in Fig. 6. As mentioned 

above, in the discharge container la in accordance with the 

fifth embodiment, as shown in Fig. 6, a moving direction of 

the first piston 8 and an injecting direction of the drug 

solution 2 form a substantial right angle. The pump portion 

6 in accordance with the fifth embodiment is provided with 

the first piston 8 slidably provided within the cylinder 7, 

and the second piston slidably provided within the cylinder 

so as to oppose to the first piston 8. 

The first piston 8 is urged rightward by the first 

spring (not shown) . The second piston 9 is formed in a 

substantially cylindrical shape, and is urged to a right side 

by the second spring 13 provided in a left side thereof. 

Further, the inflow port 15 having the check ball 16 is 

provided in a center portion of the second piston 9, and the 

tube 17 extended to the bottom surface of the container 3 

toward the lower portion is connected to the left side of the 

inflow port 15. The outflow port 11 is provided above the 

cylinder 7, and is open toward a part of a stroke of the 

second piston 9, as shown in Figs. 7A to 7B. In particular, 

the structure is made such as to be closed by the side 

surf ace of the second piston 9 when the second piston 9 is 

positioned at a right side and be opened when the second 

piston 9 is positioned at a leftmost side. Further, the 

outflow port 11 is communicated with the injection nozzle 4 

via the liquid passage (not shown) . 

epatent
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Next, a description will be given of an operation at a 

time of discharging the drug solution 2 by the discharge 

container la in accordance with the fifth embodiment with 

reference to Figs. 7A to 7C. When the user presses the lever 

23 to the left side, the first piston 8 moves leftward while 

the first spring (not shown) is pressed and compressed. 

Accordingly, since a pressure is applied to the drug solution 

2 within the cylinder 7 and the pressure is applied to the 

second piston 9, the second piston 9 moves leftward while 

pressing and compressing the second spring 13. Further, 

since the outflow port 11 is not open in a stroke from a 

state until the front end portion of the second piston 9 

reaches the outflow port 11, the drug solution 2 is not 

discharged. 

Further, as shown in Fig. 7C, when the front end 

portion of the second piston 9 passes through the outflow 

port 11, the outflow port 11 and the inner portion of the 

cylinder 7 are communicated with each other, so that the drug 

solution 2 flows out from the outflow port 11 so as to be 

discharged from the injection nozzle 4 of the cap via the 

liquid passage (not shown) . In accordance with the fifth 

embodiment, since the outflow port 11 is provided in the 

cylinder 7 and the structure is made such that the first 

piston 8 is moved without moving the cylinder 7, the outflow 

port 11 and the injection nozzle 4 do not move. Accordingly, 

in the case of injecting the drug solution 2 in a vapor form 

as in the discharge container la in accordance with the 
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present embodiment, the user can inject the drug solution 2 

to the accurate position. 

Next, a description will be given of a discharge 

container lb in accordance with a second aspect of the 

present invention. The discharge container lb in accordance 

with the second aspect is, as shown in Fig. 8, provided with 

a container 3 filled with a drug solution 2, and a pump 

portion 6 provided above the container 3, whereby the drug 

solution 2 within the container 3 is injected in a vapor form 

by the pump portion 6. 

The pump portion 6 is provided with a cylinder 7 

integrally moving with a cap 5 in a vertical direction, a 

first piston 8 arranged below the cylinder 7 and fixed to a 

pump case 3a, and a second piston 9 arranged above the 

cylinder 7 so as to oppose to the first piston 8. Further, 

an outflow valve lla is provided so as to surround a 

periphery of the second piston 9 from a side surface of the 

second piston 9 toward the above, and this outflow valve lla 

is cormnunicated with an injection nozzle 4 protruding outward 

from a side surface of the cap 5 via a liquid passage 21. 

Further, a gap holding member 31 for keeping a gap between 

the first piston 8 and the second piston 9 is held between 

the first piston 8 and the second piston 9 within the 

cylinder 7 in an inclined state. 

The cylinder 7 is provided with a reduced diameter 

portion 7c in which a diameter is reduced from a lower 

portion to an upper portion thereof, on an inner peripheral 
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surface thereof, as shown in Fig. 8. Further, a first spring 

12 arranged between the cylinder 7 and the first piston 8 via 

the gap holding member 31 and urging the cylinder 7 upward is 

provided within the cylinder 7 disposed below the reduced 

diameter portion 7c. 

The first piston 8 is formed in a substantially 

cylindrical shape as shown in Fig. 8, and an inflow port 15 

is provided in a center portion. Further, a check ball 16 is 

provided as an inflow valve for passing the liquid supplied 

from the below and shutting the liquid supplied from the 

above, in the inflow port 15. Further, a tube 17 for sucking 

the drug solution 2 from the bottom portion of the container 

3 is connected to the lower end portion of the first piston 8. 

A column-shaped recess portion 9b to which a column 

portion 31a of the gap holding member 31 mentioned below is 

inserted is provided in the second piston 9. Further, the 

second piston 9 is urged downward via the outflow valve lla 

by a second spring 13 brought into contact with a rear end 

portion of the cylinder 7, as shown in Fig. 8. The second 

piston 9 is brought into contact with an upper surface of the 

reduced diameter portion 7c of the cylinder 7 in a state that 

the cap 5 is not pressed and at an upper position. The 

outflow valve lla is formed by a flexible member such as a 

silicon rubber or the like, and is arranged so as to surround 

a periphery of the second piston 9. The outflow valve lla 

moves apart from the second piston 9 when the pressure is 

applied thereto from the below by the drug solution 2, 
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whereby a gap is formed between the outflow valve lla and the 

second piston 9 and the outflow port 11 is opened. 

drug solution 2 flows out from the outflow port 11. 

Then, the 

On the 

contrary, when the pressure of the liquid is lost within the 

cylinder 7, the outflow valve lla is brought into contact 

with the second piston 9, so that the outflow port 11 is 

closed, and the inner portion of the cylinder 7 and the 

injection nozzle 4 are shut. 

The gap holding member 31 is structured, as shown in 

Fig. 8, such that the column portion 31a is formed in a front 

end portion thereof, and an inclined portion 31b is formed 

below the column portion 31a. Further, a flange portion 31c 

is provided in a lower end portion thereof, and the first 

spring 12 is brought into contact with the flange portion 31c. 

The first spring 12 is formed so that a left side in Fig. 8 

is long and a right side is short, and holds the gap holding 

member 31 in an inclined manner in the case that the cap 5 is 

not pressed. 

Next, a description will be given of an operation at a 

time of discharging the drug solution 2 by the discharge 

container lb in accordance with the second aspect with 

reference to Figs. 9A to 9C. When the user presses down the 

cap 5, the cylinder 7 integrally formed with the cap 5 is 

moved downward. At this time, the reduced diameter portion 

7c moves downward while pressing and compressing the first 

spring 12, however, accompanying with this motion, the column 

portion 31a of the gap holding member 31 brought into contact 
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with the inclined surface of the reduced diameter portion 7c 

is taken off from the reduced diameter portion 7c so as to be 

brought into contact with the lower end portion of the second 

piston 9. When the cylinder 7 is further pressed down, the 

second piston 9 is held by the gap holding member 31 as shown 

in Fig. 9B, so that the rear end portion of the cylinder 7 is 

pressed down, whereby the second spring 13 is pressed and 

compressed. When the cylinder 7 is further pressed down, the 

inclined portion 31b of the gap holding member 31 is brought 

into contact with the inclined surface of the reduced 

diameter portion 7c, so that an angle of inclined of the gap 

holding member 31 is reduced in correspondence to a downward 

movement of the cylinder 7. At this time, the first spring 

12 and the second spring 13 are pressed and compressed in 

correspondence to the downward movement of the cylinder 7, 

however, since the gap between the first piston 8 and the 

second piston 9 is kept by the gap holding member 31, no 

pressure is applied to the drug solution 2 charged within the 

cylinder 7 between the both. Accordingly, since the outflow 

valve lla is in a closed state, no drug solution 2 flows out 

from the outflow port 11. 

Further, when the gap holding member 31 becomes in a 

perpendicularly erect state, the column portion 31a of the 

gap holding member 31 is inserted to the recess portion 9b of 

the second piston 9. Accordingly, the gap between the first 

piston 8 and the second piston 9 is reduced at a distance 

that the column portion 31a of the gap holding member 31 is 
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inserted to the recess portion 9b of the second piston 9. In 

this case, since the second piston 9 is urged in a direction 

of the first piston 8 by the second spring 13, a pressure is 

applied to the drug solution 2 charged between the first 

piston 8 and the second piston 9 by the second piston 9. 

Accordingly, the outflow valve lla is opened, and the drug 

solution 2 flows out from the outflow port 11 and is injected 

from the injection nozzle 4 via the liquid passage 21. In 

this discharge container lb in accordance with the second 

aspect, since the drug solution 2 is also discharged by a 

uniform force due to the urging force of the second spring 13, 

it is possible to discharge the drug solution 2 in a stable 

state. 

In this case, in the first embodiment to the fifth 

embodiment in accordance with the first aspect of the present 

invention, the liquid 2 is discharged by moving the piston 8 

within the cylinder 7. Further, in the embodiment in 

accordance with the second aspect of the present invention, 

the liquid 2 is discharged by moving the cylinder 7. As 

mentioned above, since the motion is relative to each other 

between the piston and the cylinder, in each of the 

embodiments in accordance with the first aspect, the 

structure may be modified such as to move the cylinder 7, and 

in the embodiment in accordance with the second aspect, the 

structure may be modified such as to move the piston 8. 

Industrial Applicability: 
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As described above, the present invention is applicable 

to a discharge container which receives a liquid such as a 

drug solution or the like, and discharges the liquid on the 

basis of a pump operation. 
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WHAT IS CLAIMED IS: 

1. A discharge container for discharging a liquid received 

within a container to an external portion from a discharge 

port on the basis of a pump operation comprising: 

a cylinder within which a liquid is charged; 

a first piston slidably provided within said cylinder 

and urged in a backward moving direction by a first spring; 

a second piston slidably provided within said cylinder 

and backward moving while compressing a second spring when 

the liquid within said cylinder is pressed by said first 

piston; 

an inf low port for flowing the liquid from the inner 

portion of said container to an inner portion of said 

cylinder; 

an inflow valve provided between said inflow port and 

said container, passing the liquid flowing into said cylinder 

and shutting an outflow of the liquid from the inner portion 

of said cylinder; 

an outflow port for flowing the liquid to the external 

portion from the inner portion of said cylinder; and 

a liquid passage connecting said outflow port to said 

discharge port, 

wherein while said cylinder has a small diameter 

portion having a small inner diameter, a large diameter 

portion having a large inner diameter and a step portion 

corresponding to a boundary therebetween, said first piston 

is provided within said small diameter portion, said second 
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piston is provided within said large diameter portion so as 

to oppose to said first piston, said outflow port is formed 

near a front end portion of said first piston so as to direct 

to a sliding surface with said cylinder, said liquid passage 

is connected to said discharge port through said first piston, 

said inf low port is provided so as to pass through said 

second piston, said first piston is urged in a direction 

moving apart from said second by said first spring, said 

second piston is urged by said second spring so as to be 

brought into contact with said step portion, 

wherein while said first piston moves at a 

predetermined stroke, said outflow port is closed, and said 

second piston moves backward while pressing and compressing 

said second spring by the liquid existing between said first 

piston and said second piston, and 

wherein when said first piston moves over the 

predetermined stroke, said outflow port is opened, said 

second piston is pressed back to said second spring and the 

liquid within said cylinder is discharged to the external 

portion via said outflow port, said liquid passage and said 

discharge port due to an urging force of said second spring. 

2. A discharge container for discharging a liquid received 

within a container to an external portion from a discharge 

port on the basis of a pump operation comprising: 

a cylinder within which a liquid is charged; 

a first piston slidably provided within said cylinder 
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and urged in a backward moving direction by a first spring; 

a second piston slidably provided within said cylinder 

and backward moving while compressing a second spring when 

the liquid within said cylinder is pressed by said first 

piston; 

an inflow port for flowing the liquid from the inner 

portion of said container to an inner portion of said 

cylinder; 

an inflow valve provided between said inflow port and 

said container, passing the liquid flowing into said cylinder 

and shutting an outflow of the liquid from the inner portion 

of said cylinder; 

an outflow port for flowing the liquid to the external 

portion from the inner portion of said cylinder; and 

a liquid passage connecting said outflow port to said 

discharge port, 

wherein said cylinder is constituted by an outer 

cylinder formed in a cylindrical body having a bottom, and an 

inner cylinder provided within said outer cylinder and having 

a bottom portion communicated with said outer cylinder via a 

communication portion, said first piston is formed in a 

cylindrical shape and outward fitted to said inner cylinder, 

a lower end portion of said first piston is slidably in 

contact with an inner peripheral surface of said outer 

cylinder and an outer peripheral surface of said inner 

cylinder, said second piston is provided within said inner 

cylinder, said liquid passage is formed in a gap between an 
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inner peripheral surf ace above the lower end portion of said 

first piston and the outer peripheral surface of said inner 

cylinder, said outflow port is formed between the inner 

peripheral surface of said first piston and said 

communication portion in a state that the lower end portion 

of said first piston passes through said communication 

portion, said inflow port is provided in the bottom portion 

of said inner cylinder, said first piston is urged in a 

direction moving apart from the bottom portion of said outer 

cylinder by said first spring, said second piston is urged 

toward the bottom portion of said inner cylinder by said 

second spring, and 

wherein when said first piston moves over the 

predetermined stroke, the lower end portion of said first 

piston moves over said communication portion and said outflow 

port is opened, and said second piston is pressed back to 

said second spring and the liquid within said cylinder is 

discharged to the external portion via said outflow port, 

said liquid passage and said discharge port due to an urging 

force of said second spring. 

3. A discharge container for discharging a liquid received 

within a container to an external portion from a discharge 

port on the basis of a pump operation comprising: 

a cylinder within which a liquid is charged; 

a first piston slidably provided within said cylinder 

and urged in a backward moving direction by a first spring; 
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a second piston slidably provided within said cylinder 

and backward moving while compressing a second spring when 

the liquid within said cylinder is pressed by said first 

piston; 

an inflow port for flowing the liquid from the inner 

portion of said container to an inner portion of said 

cylinder; 

an inflow valve provided between said inflow port and 

said container, passing the liquid flowing into said cylinder 

and shutting an outflow of the liquid from the inner portion 

of said cylinder; 

an outflow port for flowing the liquid to the external 

portion from the inner portion of said cylinder; and a liquid 

passage connecting said outflow port to said discharge port. 

wherein said cylinder is constituted by an outer 

cylinder formed in a cylindrical body having a bottom, and an 

inner cylinder formed on an inner peripheral surface of a 

cylindrical second piston is slidably in contact with an 

inner peripheral surf ace of said outer cylinder and having a 

bottom surface portion facing to the liquid within said 

cylinder, said first piston is provided within said inner 

cylinder, a lower end portion of said first piston is 

slidably in contact with an inner peripheral surface of said 

outer cylinder, said liquid passage is formed above said 

lower end portion with a gap with respect to the inner 

peripheral surface of said inner cylinder, said outflow port 

is formed between the bottom surface portion of said second 
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piston and the lower end portion of said first piston in a 

state that the lower end of said first piston protrudes out 

from the bottom surface portion of said second piston, said 

inf low port is provided in the bottom surface of said outer 

cylinder, said first piston is urged in a direction moving 

apart from the bottom portion of said outer cylinder by said 

first spring, said second piston is urged toward the bottom 

portion of said outer cylinder, and 

wherein when said first piston moves over the 

predetermined stroke, the lower end portion of said first 

piston moves over the bottom surface portion of said first 

piston moves over the bottom surface portion of said second 

piston and said outflow port is opened, and said second 

piston is pressed back to said second spring and the liquid 

within said cylinder is discharged to the external portion 

via said outflow port, said liquid passage and said discharge 

port due to an urging force of said second spring. 

4. A discharge container for discharging a liquid received 

within a container to an external portion from a discharge 

port on the basis of a pump operation comprising: 

a cylinder within which a liquid is charged; 

a first piston slidably provided within said cylinder 

and urged in a backward moving direction by a first spring; 

a second piston slidably provided within said cylinder 

and backward moving while compressing a second spring when 

the liquid within said cylinder is pressed by said first 
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piston; 

an inf low port for flowing the liquid from the inner 

portion of said container to an inner portion of said 

cylinder; 

an inflow valve provided between said inflow port and 

said container, passing the liquid flowing into said cylinder 

and shutting an outflow of the liquid from the inner portion 

of said cylinder; 

an outflow port for flowing the liquid to the external 

portion from the inner portion of said cylinder; and a liquid 

passage connecting said outflow port to said discharge port, 

wherein said cylinder is formed in a cylindrical shape, 

said first piston and said second piston are provided within 

said cylinder so as to oppose to each other, said outflow 

port is open to a side surface of said cylinder corresponding 

to a part of a stroke of said second piston, said inf low port 

is provided so as to extend through said second piston, said 

first piston is urged in a direction moving apart from said 

second piston by said first spring, said second piston is 

urged toward said first piston by said second spring, and 

wherein while said first piston moves to the 

predetermined stroke, said outflow port is closed by a side 

surface of said second piston, and when said first piston is 

pressed, an end portion in a side of said first piston moves 

over said outflow port and said outflow port is opened, and 

said second piston is pressed back to said second spring and 

the liquid within said cylinder is discharged to the external 
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portion via said outflow port, said liquid passage and said 

discharge port due to an urging force of said second spring. 

5. A discharge container for discharging a liquid received 

within a container to an external portion from a discharge 

port on the basis of a pump operation comprising: 

a case with a bottom held in said container; 

a first piston provided on a bottom surface of said 

case; 

a cylinder outward fitted to the first piston within 

said case and filled with a liquid therewithin; 

a second piston provided within said cylinder with a 

predetermined gap with respect to said first piston; 

a first spring urging said cylinder upward; 

a second spring urging said second piston to a side of 

said first piston; 

an inflow port extending through said first piston so 

as to flow the liquid from said container into said cylinder; 

an inflow valve provided between said inflow port and 

said container so as to pass the liquid flowing into said 

cylinder and prevent the liquid from flowing out from the 

inner portion of said cylinder; 

an outflow valve urged to an upper surface of said 

second piston by said second spring so as to be brought into 

contact therewith, having an outer peripheral portion 

protruding from an outer peripheral edge of said second 

piston so as to be slidably brought into contact with an 
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inner peripheral surf ace of said cylinder and having a 

portion protruding out from the outer peripheral edge of said 

second piston and facing to the liquid within said cylinder; 

an outflow port formed in a contact portion between 

said outflow valve and said second piston and flowing out the 

liquid to an external portion from an inner portion of said 

cylinder; 

a liquid passage connecting said outflow port to said 

discharge port; and 

a gap holding member arranged between an upper surf ace 

of said first piston and a lower surface of said second 

piston so as to keep a gap between the both, 

wherein a recess portion to which said gap holding 

member can be inserted in a moving direction at a 

predetermined distance is provided on a surf ace of said 

second piston opposing to said first piston, and a guide 

portion for guiding said gap holding member to said recess 

portion when said cylinder is pressed down is provided in 

said cylinder, 

wherein said gap holding member is held by said first 

spring in a state of being out of said recess portion when 

said cylinder is not pressed down, 

wherein when pressing downward said cylinder to the 

predetermined stroke, said gap holding member is brought into 

contact with said first piston and said second piston in a 

state of being out of said recess portion so as to press and 

compress said second spring while keeping a gap between the 
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both, and 

wherein when pressing down said cylinder over the 

predetermined stroke, said gap holding member is guided by 

said guiding member so as to be inserted to said recess 

portion, and said gap holding member press down said second 

piston downward at a distance that said gap holding member is 

inserted to said recess portion by said second spring, 

thereby applying a pressure to the liquid within said 

cylinder, so that said second spring is pressed and 

compressed by the pressure of said liquid, said outflow valve 

is opened so as to open said outflow port, and the liquid is 

flowed out to the external portion via said outflow port, 

said liquid passage and said discharge port. 




