
1 CYCLIC DELAY DIVERSITY AND PRE CODING FOR WIRELESS COMMUNICATION
[0001]The present application claims priority to provisional U.S.
Application Serial No. 60/888,494, entitled "EFFICIENT CYCLIC DELAY
DIVERSITY BASED PRECODING," filed February 6, 2007, assigned to the
assignee hereof and incorporated herein by reference. BACKGROUND I.
Field [0002]The present disclosure relates generally to
communication, and more specifically to techniques for transmitting
data in a wireless communication system. II. Background
[0003]Wireless communication systems are widely deployed to provide
various communication content such as voice, video, packet data,
messaging, broadcast, etc. These wireless systems may be
multiple-access systems capable of supporting multiple users by
sharing the available system resources. Examples of such
multiple-access systems include Code Division Multiple Access (CDMA)
systems, Time Division Multiple Access (TDMA) systems, Frequency
Division Multiple Access (FDMA) systems, Orthogonal FDMA (OFDMA)
systems, and Single-Carrier FDMA (SCFDMA) systems. [0004]A wireless
communication system may support multiple-input multiple- output
(MIMO) transmission. For MIMO, a transmitter may utilize multiple (T)
transmit antennas for data transmission to a receiver equipped with
multiple (R) receive antennas. The multiple transmit and receive
antennas form a MIMO channel that may be used to increase throughput
and/or improve reliability. For example, the transmitter may transmit
up to T data streams simultaneously from the T transmit antennas to
improve throughput. Alternatively, the transmitter may transmit a
single data stream from all T transmit antennas to improve
reliability. In any case, it is desirable to send a MIMO transmission
in a manner to achieve good performance.  2 SUMMARY [0005]Techniques
for sending a MIMO transmission using a combination of cyclic 



delay diversity and precoding are described herein. In an aspect, a
set of delays for cyclic delay diversity and a set of precoding
matrices may be supported. A combination of precoding matrix and
delay may be selected based on one or more criteria such as data
performance, rank, geometry, mobility, channel type, feedback
reliability, etc. In one design, the set of delays includes zero
delay, a small delay of less than a cyclic prefix length, and a large
delay of greater than the cyclic prefix length. The large delay may
correspond to a cyclic delay of K/L, where K is the number of samples
for a useful portion of an OFDM symbol and L is the number of
antennas to apply cyclic delay diversity, which may be virtual
antennas or physical antennas. L is also referred to as the rank.
[0006]In one design, a first entity (e.g., a transmitter or a
receiver) may select a delay from the set of delays and may send the
selected delay to a second entity (e.g., the receiver or
transmitter). The first entity may thereafter exchange data with
(e.g., send data to or receive data from) the second entity based on
the selected delay.  [0007] In one design, the first entity is a Node
B and the second entity is a HE. The Node B may select the delay
specifically for the UE and may send the selected delay to the UE.
Alternatively, the Node B may select the delay for a set of UEs
served by the Node B and may broadcast the selected delay to these
UEs. In one design, the Node B may perform precoding with a precoding
matrix and then perform processing for cyclic delay diversity based
on the selected delay. In another design, the Node B may perform
processing for cyclic delay diversity based on the selected delay and
then perform precoding with the precoding matrix. Precoding refers to
spatial processing to obtain virtual antennas from physical antennas.
[0008]In another design, the first entity is a UE and the second
entity is a Node B. The HE may evaluate the set of precoding matrices
and the set of delays based on at least one metric, e.g., a
sum-capacity metric. The UE may determine a combination of precoding
matrix and delay with the best performance and may send the precoding
matrix and delay in this combination to the Node B. The UE may
thereafter receive a data transmission sent by the Node B based on
the selected precoding matrix and delay.  3 The UE may derive an
effective MIMO channel estimate based on the selected precoding
matrix and delay and may then perform MIMO detection based on the
effective MIMO channel estimate. [0009]Various aspects and features
of the disclosure are described in further detail below. BRIEF
DESCRIPTION OF THE DRAWINGS [0010]FIG. 1 shows a wireless
multiple-access communication system. 100111FIG. 2 shows a block
diagram of a Node B and a UE. [0012]FIGS. 3A and 3B show two designs
of a transmit (TX) MIMO processor. [0013]FIG. 4 shows a design of a
receive (RX) MIMO processor. [0014]FIGS. 5A and 5B show cyclic delay
diversity with large delay for 2 and 4 antennas, respectively. 



[0015]FIGS. 6A, 6B and 6C show transmission via four, three and two
virtual antennas, respectively, with layer permutation. [0016]FIG. 7
shows a design of an evaluation unit to select a precoding matrix and
a delay. [0017]FIG. 8 shows a process for exchanging data. [0018]FIG.
9 shows a process performed by the Node B for data transmission.
[0019]FIG. 10 shows a process performed by the UE for data reception.
[0020]FIG. 11 shows an apparatus for exchanging data. DETAILED
DESCRIPTION [0021]The techniques described herein may be used for
various wireless communication systems such as CDMA, TDMA, FDMA,
OFDMA, SC-FDMA and other systems. The telins "system" and "network"
are often used interchangeably. A CDMA system may implement a radio
technology such as Universal Terrestrial Radio Access (UTRA),
cdma2000, etc. UTRA includes Wideband-CDMA (W-CDMA) and other CDMA
variants. cdma2000 covers IS-2000, IS-95 and IS-856 standards. A TDMA
system may implement a radio technology such as Global System for
Mobile Communications (GSM). An OFDMA system may implement a radio
technology such as Evolved UTRA (E-UTRA), Ultra Mobile Broadband
(UMB), IEEE 802.11 (Wi-Fi),  4 IEEE 802.16 (WiMAX), IEEE 802.20,
Flash-OFDM(r), etc. UTRA and E-UTRA are part of Universal Mobile
Telecommunication System (UMTS). 3GPP Long Term Evolution (LTE) is an
upcoming release of UMTS that uses E-UTRA. UTRA, EUTRA, UMTS, LTE and
GSM are described in documents from an organization named "3rd
Generation Partnership Project" (3GPP). cdma2000 and UMB are
described in documents from an organization named "3rd Generation
Paituership Project 2" (3GPP2). These various radio technologies and
standards are known in the art. [0022]FIG. 1 shows a wireless
multiple-access communication system 100 with multiple Node Bs 110
and multiple user equipments (UEs). A Node B may be a fixed station
that communicates with the UEs and may also be referred to as an
evolved Node B (eNB), a base station, an access point, etc. Each Node
B 110 provides communication coverage for a particular geographic
area. UEs 120 may be dispersed throughout the system, and each UE may
be stationary or mobile. A HE may also be referred to as a mobile
station, a terminal, an access terminal, a subscriber unit, a
station, etc. A UE may be a cellular phone, a personal digital
assistant (PDA), a wireless modem, a wireless communication device, a
handheld device, a laptop computer, a cordless phone, etc. A UE may
communicate with a Node B via transmission on the downlink and
uplink. The downlink (or forward link) refers to the communication
link from the Node Bs to the UEs, and the uplink (or reverse link)
refers to the communication link from the UEs to the Node Bs.
[0023]The techniques described herein may be used for MIMO
transmission on the downlink as well as the uplink. For clarity,
certain aspects of the techniques are described below for MIMO
transmission on the downlink in LTE. LTE utilizes orthogonal
frequency division multiplexing (OFDM) on the downlink and
single-carrier frequency division multiplexing (SC-FDM) on the
uplink. OFDM and SC-FDM partition the system bandwidth into multiple
(K) orthogonal subcarriers, which are also commonly referred to as
tones, bins, etc. Each subcarrier may be modulated with data. In
general, modulation symbols are sent in the frequency domain with
OFDM and in the time domain with SC-FDM. 



[0024]FIG. 2 shows a block diagram of a design of a Node B 110 and a
UE 120, which are one of the Node Bs and one of the UEs in FIG. 1.
Node B 110 is equipped with multiple (T) antennas 234a through 234t.
UE 120 is equipped with multiple (R)  5 antennas 252a through 252r.
Each of antennas 234 and 252 may be considered as a physical antenna.
[0025]At Node B 110, a TX data processor 220 may receive data from a
data source 212, process (e.g., encode and symbol map) the data based
on one or more modulation and coding schemes, and provide data
symbols. As used herein, a data symbol is a symbol for data, a pilot
symbol is a symbol for pilot, and a symbol may be a real or complex
value. The data and pilot symbols may be modulation symbols from a
modulation scheme such as PSK or QAM. Pilot is data that is known a
priori by both the Node B and UE. A TX MIMO processor 230 may process
the data and pilot symbols as described below and provide T output
symbol streams to T modulators (MOD) 232a through 232t. Each
modulator 232 may process its output symbol stream (e.g., for OFDM)
to obtain an output sample stream. Each modulator 232 may further
condition (e.g., convert to analog, filter, amplify, and upconvert)
its output sample stream and generate a downlink signal. T downlink
signals from modulators 232a through 232t may be transmitted via
antennas 234a through 234t, respectively. [0026]At UE 120, R antennas
252a through 252r may receive the T downlink signals from Node B 110,
and each antenna 252 may provide a received signal to an associated
demodulator (DEMOD) 254. Each demodulator 254 may condition (e.g.,
filter, amplify, downconvert, and digitize) its received signal to
obtain samples and may further process the samples (e.g., for OFDM)
to obtain received symbols. Each demodulator 254 may provide received
data symbols to an RX MIMO processor 260 and provide received pilot
symbols to a channel processor 294. Channel processor 294 may
estimate the response of the MIMO channel from Node B 110 to UE 120
based on the received pilot symbols and provide a MIMO channel
estimate to RX MIMO processor 260. RX MIMO processor 260 may perform
MIMO detection on the received data symbols based on the MIMO channel
estimate and provide detected symbols, which are estimates of the
transmitted data symbols. An RX data processor 270 may process (e.g.,
symbol demap and decode) the detected symbols and provide decoded
data to a data sink 272. [0027]UE 120 may evaluate the channel
conditions and generate feedback information, which may comprise
various types of information as described below. The feedback
information and data from a data source 278 may be processed (e.g.,
encoded  6 and symbol mapped) by a TX data processor 280, spatially
processed by a TX MIMO processor 282, and further processed by
modulators 254a through 254r to generate R uplink signals, which may
be transmitted via antennas 252a through 252r. At Node B 110, the R
uplink signals from UE 120 may be received by antennas 234a through
234t, processed by demodulators 232a through 232t, spatially
processed by an RX MIMO processor 236, and further processed (e.g.,
symbol demapped and decoded) by an RX data processor 238 to recover
the feedback information and data sent by UE 120.
Controller/processor 240 may control data transmission to UE 120
based on the feedback information. [0028]Controllers/processors 240
and 290 may direct the operation at Node B 110 and UE 120,
respectively. Memories 242 and 292 may store data and program codes
for Node B 110 and UE 120, respectively. A scheduler 244 may schedule
UE 120 and/or other UEs for data transmission on the downlink and/or



[0029]Node B 110 may transmit L data symbols simultaneously via L
layers on each subcarrier in each symbol period, where in general L
1. A layer may correspond to one spatial dimension for each subcanier
used for transmission. Node B 110 may transmit data symbols using
various transmission schemes. [0030]In one design, Node B 110 may
process the data symbols for each subcarrier k as follows: y(k)=D(k)
W U x(k) ,Eci (1) where x(k) is an Lx 1 vector containing L data
symbols to be sent via L layers on subcarrier k in one symbol period,
U is an L x L layer-to-virtual antenna mapping matrix, W is a TxL
precoding matrix, D(k) is a TxT cyclic delay matrix for subcarrier k,
and y(k) is a Txl vector containing T output symbols for the T
transmit antennas on subcarricr k in one symbol period. Equation (1)
is for one subcarrier k. The same processing may be performed for
each subcarrier used for transmission. In the description herein, a
matrix may have one or multiple columns.  7 [0031]The precoding
matrix W may be used to form up to T virtual antennas with T physical
antennas 234a through 234t. Each virtual antenna may be formed with
one column of W. A data symbol may be multiplied by one column of W
and may then be sent on one virtual antenna and all T physical
antennas. W may be based on a Fourier matrix or some other matrix. W
may be selected from a set of precoding matrices. [0032]The
layer-to-virtual antenna mapping matrix U may be used to map the data
symbols for the L layers to L virtual antennas selected from the T
available virtual antennas. U may be defined based on a layer to
virtual antenna mapping selected for use, as described below. U may
also be an identity matrix I with ones along the diagonal and zeros
elsewhere. The same or different mappnig matrices may be used for the
K subcarriers. [0033]The cyclic delay matrix D(k) may be used to
achieve cyclic delay diversity, 



which may provide beamforming gain, frequency selective scheduling
gain, and/or diversity gain. D(k) may also be used to achieve layer
permutation, which may have certain advantages. D(k) may be selected
and applied as described below. [0034]In the design shown in equation
(1), the precoding with W is performed prior to the processing with
D(k). Cyclic delay diversity is thus applied to physical antennas
instead of virtual antennas formed with the precoding matrix W. This
design may be used mainly for zero delay and small delay but may also
be used for large delay. [0035]FIG. 3A shows a block diagram of a TX
MIMO processor 230a, which implements equation (1) and is one design
of TX MIMO processor 230 at Node B 110 in FIG. 2. Within TX data
processor 220, S stream processors 320a through 320s may receive S
data streams from data source 212, where in general S 1. Each stream
processor 320 may encode, interleave, scramble, and symbol map its
data stream to obtain data symbols. Each data stream may carry one
transport block or packet in each transmission time interval (TTI).
Each stream processor 320 may process its transport block to obtain a
codeword and may then map the codeword to a block of modulation
symbols. The terms "data stream", "transport block", "packet" and
"codeword" may be used interchangeably. Stream processors 320a
through 320s may provide S data symbol streams. [0036]Within TX MIMO
processor 230a, a layer mapper 332 may map the data symbols for the S
data streams to L layers selected for use. A virtual antenna mapper
8 334 may map the data symbols for the L layers to subcarriers and
virtual antennas used for transmission. Mappers 332 and 334 may also
be combined into one mapper. A precoder 336 may multiply the mapped
symbols for each subcarrier with the precoding matrix W and provide
precoded symbols for that subcarrier. A cyclic delay diversity
processor 338 may multiply the precoded symbols for each subcarrier
with the cyclic delay matrix D(k) to obtain output symbols for that
subcarrier. Cyclic delay diversity processor 338 may provide T output
symbol streams to T modulators 232a through 232t. [0037]Each
modulator 232 may perform OFDM modulation for a respective output
symbol stream. Within each modulator 232, K output symbols to be sent
on the K total sub carriers in one OFDM symbol period may be
transformed with a K-point inverse discrete Fourier transform (1DFT)
to obtain a useful portion containing K time-domain samples. Each
time-domain sample is a complex value to be transmitted in one sample
period. The last C samples of the useful portion may be copied and
appended to the front of the useful portion to form an OFDM symbol
containing K + C samples. The copied portion is referred to as a
cyclic prefix and is used to combat inter-symbol interference (ISI)
caused by frequency selective fading. Each modulator 232 may further
process its sample stream to generate a downlink signal.
[0038]Controller/processor 240 may receive feedback information from
UE 120 and generate controls for stream processors 320 and mappers
332 and 334. Controller/ processor 240 may also provide the precoding
matrix W to precoder 336 and the cyclic delay matrix D(k) to
processor 338. [0039]In another design, Node B 110 may process the
data symbols for each subcan-ier k as follows: y(k) =W D(k)U x(k) ,Eq
(2) where D(k) is an L x L cyclic delay matrix for subcarrier k. 



[0040]In the design shown in equation (2), the processing with D(k)
is performed prior to the precoding with W. Cyclic delay diversity is
thus applied to virtual antennas instead of physical antennas. This
design may be used mainly for large delay but may also be used for
zero delay and small delay.  9 [0041]FIG. 3B shows a block diagram of
a TX MIMO processor 230b, which implements equation (2) and is
another design of TX MIMO processor 230 at Node B 110 in FIG. 2.
Within TX MIMO processor 230b, a layer mapper 342 may map the data
symbols for the S data streams to L layers selected for use. A
virtual antenna mapper 344 may map the data symbols for the L layers
to subcarriers and virtual antennas. A cyclic delay diversity
processor 346 may multiply the mapped symbols for each subcarrier
with the cyclic delay matrix D(k). A precoder 348 may multiply the
symbols from processor 346 for each subcarrier with the precoding
matrix W to obtain output symbols for that subcanier. Precoder 348
may provide T output symbol streams to T modulators 232a through
232t. [0042]FIG. 4 shows a block diagram of a design of RX MIMO
processor 260 and RX data processor 270 at UE 120 in FIG. 2. Within
RX MIMO processor 260, a computation unit 410 may receive a MIMO
channel estimate H(k) from channel estimator 294 and the precoding
matrix W, the cyclic delay matrix D(k), and the mapping matrix U
selected for use. Unit 410 may compute an effective MIMO channel
estimate, as follows: H eff(k) = H(k)D(k)W U , orEq (3) 110.(k) =
H(k) W D(k) U .Eq (4) where H eff (k) is an R x T estimated MIMO
channel matrix for subcarrier k. 100431Equation (3) may be used if
the Node B performs precoding and cyclic delay diversity processing
as shown in equation (I). Equation (4) may be used if the Node B
performs precoding and cyclic delay diversity processing as shown in
equation (2). D(k)W and W D(k) may be considered as extended
precoding matrices. Unit 410 may then compute a spatial filter matrix
M(k) for each subcarrier k based on Heir (k) and in accordance with
minimum mean square error (MMSE), linear MMSE (LMMSE), zero-forcing
(ZF), or some other MIMO detection technique. 100441A MIMO detector
412 may obtain R received symbol streams from R demodulators 254a
through 254r. MIMO detector 412 may perform MIMO detection on the R
received symbol streams with the spatial filter matrix M(k) for each
subcarrier 



k and provide L detected symbol streams for the L selected virtual
antennas. A layer  10 demapper 414 may demap the L detected symbol
streams (which may include an inverse permutation) in a manner
complementary to the mapping performed by layer mapper 332 in FIG. 3A
or mapper 342 in FIG. 3B. Demapper 414 may provide S detected symbol
streams for the S data streams. [0045]RX data processor 270 includes
S stream processors 420a through 420s for the S data streams. Each
stream processor 420 may symbol demap, descramble, deinterleave, and
decode its detected symbol stream and provide a decoded data stream.
[0046] Various types of precoding matrix may be used for the designs
shown in equations (1) and (2). In one design, a set of Q precoding
matrices may be defined as follows: W, = A, F ,for i = 0,Q-1,Eq (5)
where F is a Fourier matrix, Ai is the i-th phase shift matrix, and
W; is the i-th precoding matrix. Precoding matrix WI may also be
denoted as P,. [0047]The elements of a TxT Fourier matrix F may be
expressed as: _Thr u-v fu,v eI ,for u = 0,T -1 and v = 0,T -1 ,Eq (6)
wheref",, is the element in the u-th row and v-th column of the
Fourier matrix. [0048]In one design, the phase shift matrix A, may be
expressed as:  ejAz 0et 0 



Eq (7)    where 4, is a phase for the v-th antenna in the i-th phase
shift matrix. Q different phase shift matrices may be defined with
different phases Am, and/or by rotating one or more base matrices.
11 [0049]For the design shown in equation (5), Q different T x T
precoding matrices Wi may be defined based on the Fourier matrix F
and Q different phase shift matrices Ai. For selective virtual
antenna transmission, different combinations of columns (or
submatrices) of the Q precoding matrices may be evaluated, and the L
columns of the precoding matrix W1 that provide the best performance
may be used as the T x L precoding matrix W, where in general 1 L I.
The selection of W is described below. [0050]For 2 x 2 MIMO
configuration with two transmit antennas and two receive antennas, Wi
may be expressed as:    The precoding matrix W may include one or
both columns of Wi. [0051]For 4 x 4 MIMO configuration with four
transmit antennas and four receive antennas, WI may be expressed as:
= Ai F = 
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-1 -j -1 Eq (9)  The precoding matrix W may include one, two, three
or all four columns of Wb [0052]In the design shown in equations (5)
through (9), W1 may be considered as a Fourier-based
frequency-invariant precoding matrix. The set of precoding matrices
may also be defined in other manners, e.g., W, = Fit Ai F, where "II"
denotes a conjugate transpose. The set of precoding matrices may also
be defined with other unitary or non-unitary matrices instead of, or
in additional to, the Fourier matrix. The set of precoding matrices
may also include the identity matrix I, which may be used to transmit
each layer on one physical antenna. [0053]In one design, a set of
cyclic delay matrices may be defined for a set of delays. For each
delay, a zero phase ramp may be applied to antenna 0, and V-1 non-
zero phase ramps may be defined for antennas 1 through V-1. If cyclic
delay diversity  12 processing is performed prior to precoding as
shown in FIG. 3B, then V = L, and the V antennas correspond to L
selected virtual antennas. If cyclic delay diversity processing is
performed after precoding as shown in FIG. 3A, then V = T, and the V
antennas correspond to T physical antennas. The dimension of the
cyclic delay matrix D(k) may thus be dependent on whether cyclic
delay diversity processing is performed prior to or after precoding.
For clarity, much of the following description assumes that cyclic
delay diversity processing is performed prior to precoding, and D(k)
has dimension of L x L . [0054]In one design, the set of cyclic delay
matrices may be defined as:  0 



0   D. (k),  0-k e   for m = 0,M -1,Eq (10)   0 A-  whereis a phase
ramp for the v-th antenna for the ,n-th delay, and D",(k) is a cyclic
delay matrix for the ,n-th delay. In the design shown in equation
(10), the phase ramp for each antenna may be based on an arbitrary
cyclic delay value. The cyclic delay matrix D",(k) may also be
denoted as A",(k) or Mk). [0055]In another design, the set of cyclic
delay matrices may be defined as: 



.2;nrk e K0 .2n(L-1)rk 0 where r," is the nz-th delay, which is also
the delay spacing between consecutive antennas. In the design shown
in equation (11), the cyclic delay value r,"," and the phase ramp
0,"," of each antenna v may be expressed as:  13 =rr", v ,for v =
0,L-1 .Eq (13) K [0056]Equation (11) is a special case of equation
(10) with a uniform spacing of z-", for the cyclic delay values of
different antennas. The uniform delay spacing may reduce signaling
overhead since the cyclic delay values rm.() through rm,i-1 of all L
antennas may be defined based on a single r", value. [0057]In one
design, a set of M = 3 delays may be defined to include the
following: = 0 ,for zero delay,Eq (14) rt= 2 ,for small delay, andEq
(15) 1-2 Lfor large delay.Eq (16) [0058]The small delay may be used
to improve beamforming and frequency selective scheduling gain and
may be especially beneficial for low mobility channel, low geometry
channel, low rank channel, etc. The large delay may be used to
improve transmit diversity gain and may be suitable for high mobility
channel (e.g., for a mobile UE moving at 30 km/hr or faster), high
geometry channel, higher rank channel, more coarse feedback in time
or frequency, etc. The large delay may provide similar performance as
the zero delay in low mobility channel, which may enhance robustness
of the system when feedback information is noisy. Geometry is related
to signal-tonoise-and-interference ratio (SINR). Low geometry may
correspond to low SINRs, and high geometry may correspond to high
SINRs. Rank refers to the number of virtual antennas selected for use
and is also referred to as spatial multiplexing order. In one design,
zero delay or small delay may be used for a rank-1 transmission, and
large delay may be used for rank-2 or higher transmission. The cyclic
delay diversity processing with large delay may equalize the SINRs of
the L layers used for data transmission. 



[0059]In general, cyclic delay matrices may be defined for any number
of delays and any particular delay. For example, cyclic delay
matrices may be defined for small delay of trni= 1 or some other
value, for large delay of less than K / L or more than K /L , etc. In
general, a small delay may be any delay smaller than the cyclic
prefix length, and a large delay may be any delay larger than the
cyclic prefix length. For  14 clarity, much of the description below
is for the design shown in equations (14) through (16). [0060]Table 1
provides the cyclic delay matrices for zero delay, small delay, and
large delay for different numbers of layers when the cyclic delay
matrices are applied as shown in equation (2). A similar table may be
generated for the cyclic delay matrices for zero delay, small delay,
and large delay for different numbers of physical antennas (T) when
the cyclic delay matrices are applied as shown in equation (1). Table
1 - Cyclic delay matrices Number of Layers Zero Delay r = 0 o Small
Delay r1= 2 Large Delay r2=-K L  
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[0061]The cyclic delay matrix D(k) may be applied in the frequency
domain and may be a function of subcarrier k. The processing with
D(k) in the frequency domain, with uniform delay spacing of r,", may
be equivalent to performing cyclic shift of r",v samples in the time
domain for antenna v. [0062]For zero delay with ro = 0, the cyclic
delay matrices Do(k) in the second column of Table 1 are identity
matrices. Hence, no phase ramp or cyclic delay is applied for each
antenna.                                          15 [0063]For small
delay with r1 = 2, each cyclic delay matrix Di(k) in the third column
of Table 1 provides a small phase ramp (i.e., a small linear phase
shift) across the K subcarriers on each antenna. The slope of the
phase ramp is different for different antennas, with antenna 0 having
no phase ramp and antenna L-1 having the largest phase ramp. Applying
a phase ramp in the frequency domain is equivalent to performing a
cyclic shift of the samples in the useful portion of an OFDM symbol
in the time domain. For r1 = 2, the samples in the useful portion may
be cyclically shifted by zero samples for virtual antenna 0, two
samples for virtual antenna 1, four samples for virtual antenna 2,
six samples for virtual antenna 3, etc. [0064]For large delay with r2
= K / L, each cyclic delay matrix D2(k) provides a large linear phase
shift across the K subcarriers on each antenna. Equivalently, the
samples in the useful portion may be cyclically shifted by an integer
multiple of K/L samples (or an integer multiple of K /L samples in
the useful portion) for each antenna.  [0065] FIG. 5A shows cyclic
delay diversity with large delay in the time domain corresponding to
processing with 02(k) in the frequency domain for L = 2 antennas. The
useful portion may be cyclically shifted by zero samples for antenna
0 and one half of the useful portion for antenna 1. [0066]FIG. 5B
shows cyclic delay diversity with large delay in the time domain
corresponding to processing with D2(k) in the frequency domain for L
= 4 antennas. The useful portion may be cyclically shifted by zero
samples for antenna 0, one quarter of the useful portion for antenna
1, one half of the useful portion for antenna 2, and three quarter of
the useful portion for antenna 3. [0067]FIGS. 5A and 5B illustrate
time-domain processing for cyclic delay diversity, which may be
applicable when cyclic delay diversity processing is performed after
precoding, as shown in FIG. 3A. Frequency-domain processing for
cyclic delay diversity, e.g., as shown in equation (2), may be
applicable when cyclic delay diversity processing is performed before
precoding, as shown in FIG. 3B. 



[0068]It may be desirable to apply large delay on virtual antennas
prior to precoding, e.g., as shown in equation (2) and FIG. 3B.
Precoding gain may be lost if the large delay is applied on physical
antennas after precoding. Zero delay or small delay may be applied
either on virtual antennas prior to precoding, e.g., as shown in
equation (2), or on physical antennas after precoding, e.g., as shown
in equation (1).  16 [0069]The system may support selective virtual
antenna permutation (S-VAP), which is a combination of selective
virtual antenna and layer permutation. Selective virtual antenna
refers to selection of L best virtual antennas for data transmission
from among T available virtual antennas. Layer permutation refers to
mapping of data symbols for each layer across the L selected virtual
antennas in a circular manner through the K total subcarriers. Layer
permutation may provide certain advantages such as (i) improved
performance due to increased spatial diversity per layer and (ii)
reduced feedback overhead due to similar channel conditions observed
by all L layers. Layer permutation may be achieved by mapping the
data symbols for each layer to appropriate subcarriers and virtual
antennas, as described below. Layer permutation may also be
implicitly achieved by performing processing with D2(k) for large
delay shown in Table 1. [0070]FIG. 6A shows transmission on four
layers via four virtual antennas with layer permutation. Four virtual
antennas 0 through 3 may be available, and all four virtual antennas
may be selected for use. The four layers may be mapped to the four
virtual antennas based on a mapping pattern that maps each layer
circularly across the four virtual antennas through the K
subcarriers. Thus, layer 0 may be mapped to virtual antenna 0 on
subcarriers 0, 4, and so on, to virtual antenna 1 on subcarriers 1,
5, and so on, to virtual antenna 2 on subcarriers 2, 6, and so on,
and to virtual antenna 3 on subcarriers 3, 7, and so on. Each
remaining layer also cycles through the four virtual antennas across
the K subcarriers, as shown in FIG. 6A. Each layer is mapped across
all four virtual antennas with layer permutation and may thus observe
the average SINR of the four virtual antennas. The layer permutation
in FIG. 6A may be achieved with D2(k) for four layers in Table 1.
[0071]FIG. 6B shows transmission on three layers with layer
permutation. Four virtual antennas 0 through 3 may be available, and
one set of three virtual antennas {0, 1, 2}, {0, 1, 3), {0, 2, 3) or
(1, 2, 3) may be selected for use from among the four virtual
antennas. In the example shown in FIG. 6B, virtual antennas 0, 1 and
3 are selected. Three layers may be mapped to the three selected
virtual antennas with layer permutation, and each layer may be mapped
across the three selected virtual antennas in a circular manner. The
layer permutation in FIG. 6B may be achieved with D2(k) for three
layers in Table 1.  17 [0072]FIG. 6C shows transmission on two layers
with layer permutation. Four virtual antennas 0 through 3 may be
available, and one pair of virtual antennas {0, 1}, {0, 21, (0, 3),
(1, 2), {1, 31 or {2, 31 may be selected for use from among the four
virtual antennas. In the example shown in FIG. 6C, virtual antennas I
and 3 are selected. Two layers may be mapped to the two selected
virtual antennas with layer permutation, and each layer may be mapped
across both selected virtual antennas in a circular manner. The layer
permutation in FIG. 6C may be achieved with D2(k) for two layers in
Table 1. [0073]For simplicity, FIGS. 6A to 6C show the mapping of
layers across K total subcarriers. In general, the layers may be



[0075]In a first scheme, the Node B may semi-statically determine and
switch delay on a long-term basis. In one design, which may be
referred to as cell-based cyclic delay diversity, the Node B may
perform semi-static switching for all UEs in a cell and may apply a
common delay for all UEs. The Node B may select a delay that can
provide good performance for all UEs and may broadcast this delay to
the UEs. In another design, which may be referred to as UE-based
cyclic delay diversity, the Node B may perform semi-static switching
independently for each UE and may apply different delays for
different UEs. The Node B may select a delay that can provide good
performance for each 1JE and may send this delay to the UE. For both
designs, the Node B may select a precoding and cyclic delay diversity
structure, e.g., equation (1) for zero delay and small delay and
equation (2) for large delay. [0076]The Node B may select a delay
based on various criteria. In one design, the Node B may select the
large delay when feedback information from the UEs is deemed
unreliable. The large delay may maximize transmit diversity
(regardless of the number of layers) and may potentially reduce the
number of prccoding matrices and/or CQI feedback. The Node B may
select the small delay when frequency selective beamforming gain is
desired. [0077]In one design, which may be referred to as
rank-specific cyclic delay diversity, the Node B may select a delay
based on the rank of a transmission. In one  18 design, a set of
delay combinations may be defined, with each combination including
one delay for each rank. One delay combination may be selected for
use and signaled to the affected UE(s). [0078]In one design for 2 x 2
MIMO configuration, the set of delay combinations may include the
following: (0, 0), (0, 1(12), (1(12, 0) and (K12, K12), where
combination (a, b) means that a delay of a is used for rank 1 and a
delay of b is used for rank 2 [0079]For combination (0, 0), the Node
B applies no delay for both ranks 1 and 2. For combination (0, K12),
the Node B applies no delay for rank I and large delay for rank 2
This combination achieves layer permutation when rank 2 is selected.
For combination (1(12, 0), the Node B applies large delay for rank 1
and no delay for rank 2. For combination (K12, K12), the Node B
applies large delay for both ranks 1 and 2. [0080]In one design for 4
x 4 MIMO configuration, the set of delay combinations may include the
following: (0, 0, 0, 0), (0, 0, 0, K14), (0, 0, K.13, 0) ... (K12,
1C12, K13, 1(14), 



where combination (a, b, c, a) means that a delay of a is used for
rank 1, a delay of b is used for rank 2, a delay of c is used for
rank 3, and a delay of d is used for rank 4. [0081]For combination
(0, 0, 0, 0), the Node B applies no delay for all four ranks I
through 4. For combination (0, 0, 0, 1(14), the Node B applies no
delay for ranks 1, 2 and 3 and large delay for rank 4. This
combination achieves layer permutation when rank 4 is selected. For
combination (0, 0, 1(13, 0), the Node B applies no delay for ranks 1,
2 and 4 and large delay for rank 3. This combination achieves layer
permutation when rank 3 is selected. The other combinations may be
interpreted in similar manner.  [0082]In a second scheme, the UE may
select a delay and send the selected delay to the Node B. The UE may
evaluate different combinations of precoding matrix and delay and may
select the combination of precoding matrix and delay that can provide
the best performance. The UE may send the precoding matrix and the
delay in this combination to the Node B for use for data transmission
to the UE. The UE may also  19 select a precoding and cyclic delay
diversity structure, e.g., equation (1) for zero delay and small
delay and equation (2) for large delay. [0083]FIG. 7 shows a block
diagram of a design of an evaluation unit 700 that selects a
precoding matrix and a delay based on a sum-capacity metric. Unit 700
may be implemented by processor 290 at UE 120 or some other processor
in FIG. 2. Within evaluation unit 700, a controller 710 may traverse
through the set of precoding matrices and the set of delays and
provide different combinations of precoding matrix and delay for
evaluation For example, controller 710 may traverse through the set
of precoding matrices a first time for zero delay, then a second time
for small delay, and then a third time for large delay. Controller
710 may provide a delay index m and a precoding matrix index i for
the combination to evaluate. A delay codebook 712 may store the set
of cyclic delay matrices, receive the delay index in, and provide the
corresponding cyclic delay matrix D,"(k). A precoding codebook 714
may store the set of precoding matrices, receive the precoding matrix
index i, and provide the corresponding precoding matrix Wi. [0084]A
spatial mapper 720 may receive a MIMO channel estimate H(k), the
precoding matrix W1, and the cyclic delay matrix D",(k) and may
compute an effective MIMO channel estimate II eft. (k) , e.g., as
shown in equation (3) or (4). 110.(k) includes T columns for T
antennas for subcarrier k. Different hypotheses may be evaluated,
with each hypothesis corresponding to a different combination of
virtual antennas (i.e., a different column subset of II eff (k)) that
may be used for data transmission. For the case with T = 4, a total
of 15 hypotheses may be evaluated - four hypotheses for four
individual virtual antennas, six hypotheses for six possible pairs of
virtual antennas, four hypotheses for four possible sets of three
virtual antennas, and one hypothesis for all four virtual antennas.
Each hypothesis s is associated with a respective precoding submatrix
W,,,, which includes up to T specific columns of W. [0085]An SINR
estimator 722 may determine a set of SINRs for each hypothesis 



based on II eff (k) and the MIMO detection technique used by the UE.
For rank 1, SINR estimator 722 may estimate the S1NR of each virtual
antenna based on a corresponding column of II eff (k) , with all
transmit power being allocated to one virtual antenna. For  20
antennas based on a corresponding pair of columns of He (k) , with
the transmit power being distributed (e.g., equally) to two virtual
antennas. For rank 3, SINR estimator 722 may estimate the SINRs of
each possible set of three virtual antennas based on a corresponding
set of three columns of Heff (k) , with the transmit power being
distributed to three virtual antennas. For rank 4, SINR estimator 722
may estimate the SINRs of all four virtual antennas based on the four
columns of Heir(k) , with the transmit power being distributed to the
four virtual antennas. For the case with T = 4, SINR estimator 722
may provide 15 sets of SINRs for 15 hypotheses - four sets of one
SINR for four different virtual antennas for rank 1, six sets of two
SINRs for six different pairs of virtual antennas for rank 2, four
sets of three SINRs for four possible sets of three virtual antennas
for rank 3, and one set of four SINRs for all four virtual antennas
for rank 4. The number of hypotheses may be different for
rank-dependent precoding matrices. [0086]A capacity mapper 724 may
map each SINR to capacity based on an unconstrained capacity function
or a constrained capacity function. Capacity mapper 724 may then
accumulate the capacities of all K subcarriers for all virtual
antennas for each hypothesis to obtain a sum capacity for that
hypothesis. An adjustment unit 726 may adjust the sum capacity for
each hypothesis based on a penalty factor for the rank of that
hypothesis to obtain a total capacity for the hypothesis. A larger
penalty factor may be used for higher rank to account for potentially
larger implementation losses for higher rank. [0087]A rank selector
and CQI generator 728 may receive the total capacities for all
hypotheses and select the hypothesis with the largest total capacity.
Unit 728 may save pertinent information for the selected hypothesis.
[0088]The same processing may be repeated for each possible
combination of precoding matrix and delay. Whenever the total
capacity for the best hypothesis of a given combination is larger
than the saved total capacity, unit 728 may save the larger total
capacity and pertinent information. After all combinations of
prccoding matrix and delay have been evaluated, unit 728 may provide
the precoding matrix W., and the delay for the best combination as
the selected precoding matrix W and the selected delay. The precoding
matrix W includes the L best columns of the precoding matrix W, in
the best combination and conveys the rank L of the best hypothesis.
The L columns 



21 of W are for L selected virtual antennas. Rank selection may also
be performed in other manners. For example, the precoding matrix W
may correspond to the best T x L rank-dependent prccoding matrix
available in the prccoding codcbook. [0089]Unit 728 may also
determine S SINRs of S data streams to send on the L selected virtual
antennas, where S 1. The SINR of each data stream may be determined
based on the S1NRs of the subcarriers and virtual antennas for that
data stream. Unit 728 may then determine S channel quality indicator
(CQI) values based on the SINRs of the S data streams. A CQI value
may comprise an average SINR, a modulation and coding scheme (MCS), a
packet format, a transport format, a rate, and/or some other
information indicative of signal quality or transmission capacity.
Unit 728 may provide S CQI values for the S data streams.
Alternatively, unit 728 may provide a base CQI value and a
differential CQI value. The base CQI value may represent the SINR of
the data stream decoded first, and the differential CQI value may
represent the difference between the SINRs of two data streams.
[0090]FIG. 7 shows a design in which the precoding matrix W and the
delay are selected based on the sum-capacity metric. The precoding
matrix and delay may also be selected based on other criteria such as
feedback reliability (e.g., in consideration of latency, error, and
possibly HE speed) and/or other factors. [0091]In one design, the TIE
may send the precoding matrix W, the delay, and the CQI values to the
Node B in each reporting interval. In another design, the HE may send
the precoding matrix W and the CQI values in each reporting interval
and may send the delay at a slower rate. The delay may be slowly
varying in most channel environments. Sending the delay less
frequently may reduce feedback overhead while marginally impacting
performance. [0092]The Node B may select the delay and send the
selected delay to the TIE. In this case, the UE may evaluate the set
of precoding matrices in combination with only the selected delay.
The Node B may also restrict the set of delays differently for each
rank in order to reduce UE computational complexity as well as
feedback overhead. For example, only zero delay may be allowed for
rank 1, both zero delay and large delay may be allowed for rank 2,
etc. The UE may evaluate the set of precoding matrices in combination
with each allowed delay for each rank.  22 [0093]The Node B may
receive the precoding matrix W and the delay reported by the HE. The
Node B may use the reported precoding matrix and delay for data
transmission to the LIE. Alternatively, the Node B may select a
different precoding matrix and/or a different delay than the ones
reported by the UE. The Node B may use the reported or selected
precoding matrix and delay for data transmission to the HE. The Node
B may also receive CQI values from the HE and may process data based
on the received CQI values. The Node B may send data along with
control information, which may indicate the selected precoding
matrix, the selected delay, the MCS for each data stream,
time-frequency resources used for data transmission, etc. [0094]The
precoding and cyclic delay diversity processing described herein may
be performed for a data channel, a control channel, etc. The control
channel may be used to send control information/signaling to
different UEs, which may be at different locations. Large delay may
be used for the control channel to maximize transmit diversity.
[0095]For the data channel, the designs shown in equations (1) and
(2) and FIGS. 



3A and 3B can support various MIMO modes such as closed-loop spatial
multiplexing (for rank 2 or higher), beamforming (for rank 1),
open-loop spatial multiplexing (for rank 2 or higher), open-loop
transmit diversity (for rank 1), etc. The precoding and cyclic delay
diversity processing may be performed in different manners for
different modes. In one design, one or more of the following modes
may be supported:  Open-loop mode with no precoding matrix
information (EMI) available: 1) High-mobility HE - use large delay
and fixed precoding matrix.  Closed-loop mode with prccoding matrix
information available: 1) Low-mobility HE with large amount of
feedback - use small delay and reported precoding matrix, 2) Low to
high-mobility HE with reduced feedback use large delay and reported
precoding matrix.  Closed-loop mode with precoding matrix and delay
information available: 1) Use reported delay and reported precoding
matrix.  23 [0096]Since the large delay is greater than the cyclic
prefix length, a pilot may be inserted after the precoding, e.g.,
either at the input of modulators 232 in FIGS. 3A and 3B or at the
input of precoder 348 in FIG. 3B. This may ensure that the
performance of channel estimation based on the pilot is not degraded
by the cyclic delay diversity processing with the large delay. The UE
may derive a MIMO channel estimate based on the pilot. If the pilot
is inserted at the input of modulators 232, then the UE may apply the
precoding matrix and the cyclic delay matrix to obtain an effective
MIMO channel estimate. If the pilot is inserted at the input of
precoder 348 in FIG. 3B, then the UE may apply the cyclic delay
matrix to obtain an effective MIMO channel estimate. In any case, the
UE may use the effective MIMO channel estimate for MIMO detection.
[0097]FIG. 8 shows a design of a process 800 for exchanging data in a
wireless communication system. Process 800 may be performed by a HE,
a Node B, or some other entity. A delay may be selected from among a
plurality of delays (block 812). The selected delay may be sent from
a first entity to a second entity (block 814). Data may be exchanged
with (e.g., sent to or received from) the second entity with cyclic
delay diversity based on the selected delay (block 816). [0098]The
plurality of delays may include zero delay, a small delay of less
than the cyclic prefix length, a large delay of greater than the
cyclic prefix length, other delays, or a combination thereof The
large delay may correspond to a cyclic delay of K/L, where K is the
number of samples for the useful portion of an OFDM symbol and L is
the number of antennas to apply cyclic delay diversity. The delay may
be selected based on data performance, rank, geometry, mobility,
channel type, feedback reliability, etc. For example, zero delay may
be selected for rank 1, for low geometry, for low mobility, for a
data channel, etc. The large delay may be selected for rank 2, for
high geometry, for high mobility, for a control channel, etc.
[0099]FIG. 9 shows a design of a process 900 performed by a Node B.
Process 900 is one design of process 800 in which the first entity is
a Node B and the second entity is a HE. In one design of blocks 812
and 814 in FIG. 8, the Node B may select the delay specifically for
the UE (block 912) and may send the selected delay to the UE (block
914). In another design of blocks 812 and 814, the Node B may select
the delay for a set of UEs served by the Node B and may broadcast the
selected delay to the set of  



24 UEs. In one design of block 816, which may be used for no delay or
small delay, the Node B may perform precoding with a precoding matrix
(block 916) and then perform processing for cyclic delay diversity
based on the selected delay (block 918), e.g., as shown in equation
(1) and FIG. 3A. In another design of block 816, which may be used
for large delay, the Node B may perform processing for cyclic delay
diversity based on the selected delay (block 926) and then perform
precoding with the precoding matrix (block 928), e.g., as shown in
equation (2) and FIG. 3B. [00100] FIG. 10 shows a design of a process
1000 performed by a UE. Process 1000 is another design of process 800
in which the first entity is a TIE and the second entity is a Node B.
In one design of block 812 in FIG. 8, the UE may evaluate the
plurality of delays based on at least one metric (block 1010) and may
select the delay with the best at least one metric (block 1012). The
HE may evaluate each delay based on a sum-capacity metric and may
select the delay with the largest sum-capacity metric. In another
design of block 812, the UE may evaluate a plurality of precoding
matrices in combination with the plurality of delays based on at
least one metric. The UE may determine the combination of precoding
matrix and delay with the best at least one metric and may select the
precoding matrix and delay in this combination. For both designs, the
plurality of delays may comprise multiple delay sets for multiple
ranks. Each delay set may comprise at least one delay usable for a
respective rank and chosen from among all supported delays. The UE
may evaluate only the at least one delay in the delay set for each
rank. [00101] The UE may send the selected delay to the Node B (block
1014). In one design of block 816 in FIG. 8, the UE may receive a
data transmission sent by the Node B with cyclic delay diversity
based on the selected delay (block 1016). The UE may derive an
effective MIMO channel estimate based on the selected delay, the
selected precoding matrix, etc. (block 1018). The HE may then perform
MIMO detection for the received data transmission based on the
effective MIMO channel estimate (block 1020). [00102] For data
transmission on the downlink, the Node B may perfolln process 900 in
FIG. 9, and the UE may perform process 1000 in FIG. 10. For data
transmission on the uplink, the HE may perform process 900 in FIG. 9,
and the Node B may perform process 1000 in FIG. 10.  25 [00103] FIG.
11 shows a design of an apparatus 1100 for exchanging data in a
wireless communication system. Apparatus 1100 includes means for
selecting a delay from among a plurality of delays (module 1112),
means for sending the selected delay from a first entity to a second
entity (module 1114), and means for exchanging data with the second
entity with cyclic delay diversity based on the selected delay
(module 1116). The modules in FIG. 11 may comprise processors,
electronics devices, hardware devices, electronics components,
logical circuits, memories, etc., or any combination thereof [00104]
Those of skill in the art would understand that information and
signals may be represented using any of a variety of different
technologies and techniques. For example, data, instructions,
commands, information, signals, bits, symbols, and chips that may be
referenced throughout the above description may be represented by
voltages, currents, electromagnetic waves, magnetic fields or
particles, optical fields or particles, or any combination thereof.
[00105]Those of skill would further appreciate that the various
illustrative logical blocks, modules, circuits, and algorithm steps



technologies such as infrared, radio, and microwave are included in
the definition of medium. Disk and disc, as used herein, includes
compact disc (CD), laser disc, optical disc, digital versatile disc
(DVD), floppy disk and blu-ray disc where disks usually reproduce
data magnetically, while discs reproduce data optically with lasers.
Combinations of the above should also be included within the scope of
computer-readable media. [00109] The previous description of the
disclosure is provided to enable any person skilled in the art to
make or use the disclosure. Various modifications to the disclosure
will be readily apparent to those skilled in the art, and the generic
principles defined herein may be applied to other variations without
departing from the spirit or scope of the disclosure. Thus, the
disclosure is not intended to be limited to the examples and designs
described herein but is to be accorded the widest scope consistent
with the principles and novel features disclosed herein. [00110] WHAT
IS CLAIMED IS:  28 THE CLAIMS DEFINING THE INVENTION ARE AS FOLLOWS:
I.An apparatus for wireless communication, including:        at least
one processor configured to select a delay from among a plurality of
delays for a multiple-input multiple-output (MEMO) transmission, to
send the selected delay from a first entity to a second entity, and
to exchange data with the second entity with cyclic delay diversity
based on the selected delay, wherein a plurality of symbol streams
carrying different information are generated based on the data and
are delayed by different amounts for cyclic delay diversity; and a
memory coupled to the at least one processor.  2. The apparatus of
claim I, wherein the at least one processor is configured to evaluate
the plurality of delays based on at least one metric, and to select
the delay with best at least one metric.  3. The apparatus of claim I
or 2, wherein the at least one processor is configured to evaluate a
plurality of preceding matrices in combination with the plurality of
delays based on at least one metric, to determine a combination of a
precoding matrix and a delay with best at least one metric, and to
select the precoding matrix and the delay in the combination with the
best at least one metric.  4. The apparatus according to any one of
claims 1 to 3, wherein the at least one processor is configured to
derive an effective MIMO channel estimate based on a cyclic delay
matrix for the selected delay, and to perform MIMO detection for a
received data transmission based on the effective MEMO channel
estimate. S.The apparatus according to any one of claims I to 4,
wherein the first entity is a Node B and the second entity is a user
equipment (UE), and wherein the at least one processor is configured
to select the delay specifically for the UE, and to send the selected
delay to the UE. 6. The apparatus according to any one of claims 1 to
4, wherein the first entity is a Node B and the 



second entity is a user equipment (UE), and wherein the at least one
processor is configured to select the delay for a set of UEs served
by the Node B, and to send the selected delay to the set of UEs.  7.
The apparatus according to any one of claims 1 to 6, wherein the at
least one processor is configured to perform processing for cyclic
delay diversity based on the selected delay, and to perform precoding
with a precoding matrix after the processing for cyclic delay
diversity.  8. The apparatus according to any one of claims 1 to 7,
wherein the at least one processor is configured to perform preceding
with a preceding matrix and to perform processing for cyclic delay
diversity based on the selected delay after the preceding.  29 9. The
apparatus according to any one of claims I to 8, wherein the
plurality of delays include zero delay, or a large delay of greater
than a cyclic prefix length, or a small delay of less than the cyclic
prefix length, or a combination thereof.  10. The apparatus according
to any one of claims I to 9, wherein the plurality of delays include
a delay for each of a plurality of ranks, each rank corresponding to
a different number of virtual antennas, and wherein the at least one
processor is configured to select the delay based on rank of
transmission. II.A method for wireless communication, including:
selecting a delay from among a plurality of delays for a
multiple-input multiple-output (MITv10) transmission; sending the
selected delay from a first entity to a second entity; and
exchanging data with the second entity with cyclic delay diversity
based on the selected delay, wherein a plurality of symbol streams
carrying different information are generated based on the data and
are delayed by different amounts for cyclic delay diversity. 12. The
method of claim 11, wherein the selecting the delay includes:
evaluating the plurality of delays based on at least one metric; and
selecting the delay with best at least one metric. 13. The method of
claim II or 12, wherein the selecting the delay includes
evaluating a plurality of precoding matrices in combination with the
plurality of delays based on at least one metric, determining a
combination of a precoding matrix and a delay with best at least one
metric, and selecting the precoding matrix and the delay in the
combination with the best at least one metric.  14. The method
according to any one of claims 11 to 13, wherein the exchanging data
with the second entity includes: 



receiving a data transmission sent by the second entity with cyclic
delay diversity based on the selected delay;       deriving an
effective MIN,10 channel estimate based on a cyclic delay matrix for
the selected delay; and       performing NINO detection for the
received data transmission based on the effective IvIIMO channel
estimate.  15. The method according to any one of claims 11 to 14,
wherein the exchanging data with the second entity includes:  30
performing processing for cyclic delay diversity based on the
selected delay; and performing precoding with a precoding matrix
after the processing for cyclic delay diversity.  16. The method
according to any one of claims II to 14, wherein the exchanging data
with the second entity includes: performing precoding with a
precoding matrix; and performing processing for cyclic delay
diversity based on the selected delay after the precoding.  17. An
apparatus for wireless communication, including:       means for
selecting a delay from among a plurality of delays for a
multiple-input multiple-output (MINIO) transmission; means for
sending the selected delay from a first entity to a second entity;
and       means for exchanging data with the second entity with
cyclic delay diversity based on the selected delay, wherein a
plurality of symbol streams carrying different information are
generated based on the data and are delayed by different amounts for
cyclic delay diversity. 18. The apparatus of claim 17, wherein the
means for selecting the delay includes: means for evaluating the
plurality of delays based on at least one metric; and means for
selecting the delay with best at least one metric. 19. The apparatus
of claim 17 or 18, wherein the means for selecting the delay
includes: means for evaluating a plurality of precoding matrices in
combination with the plurality of delays based on at least one
metric; 



means for determining a combination of a precoding matrix and a delay
with best at least one metric; and       means for selecting the
precoding matrix and the delay in the combination with the best at
least one metric.  20. A machine-readable medium including
instructions which, when executed by a machine, cause the machine to
perform operations including:       selecting a delay from among a
plurality of delays for a multiple-input multiple-output (M IMO)
transmission; sending the selected delay from a first entity to a
second entity; and        exchanging data with the second entity with
cyclic delay diversity based on the selected delay, wherein a
plurality of symbol streams carrying different information are
generated based on the data and are delayed by different amounts for
cyclic delay diversity. 


