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A BASE STATION FOR A FREQUENCY HOPPING TOMA 

RADIO COMMUNICATIOH SYSTEH 

TECHNICAL FIELD 

i[LO f'f \5-J lfDS 

The present invention relates to a base station for cellular 
frequency hopping TOMA radio communication systems. 

BACKGROUND OF THE INVENTION 

Base stations in cellular frequency hopping TOMA coll\Jnul'\ication 
systems often comprise frequency hopping transmitters and broad 
band colJlbiners, in which case the frequency hops are p~rformed in 
the· transmitter itself, or transmitters capable of sending on 
only a single frequency and filter combiners, in which case the 
frequency hops are performed by switching th_e signal to different 
transmitters, so called base band hops. A disadvantage of t\}ese 
systems is the power loss that is associated with each combiner 
stage, approximately. 3 dB for broad band combiners and approxima­
teiy 4 dB for filter combiners. Since especially broad band 
combiners usually accept only two input signals the accumulated 
loss in several combiner stages in a base station can be un­
acceptable if the number of. transmitters exceeds approximately 4. 

SUMMARY OF THE INVENTION 

Thus, an object of the ·present invention is to provide a base 
station for frequency hopping TDMA ~adio communication systems, 
in which the transmitter output power is better util i.zed and 
which furthermore provides transmission with space diversity. 

The above object is in accordance with the present invention 
solved by a base station that is characterized by at least two 
transmitter groups, each containing at least one transmitter, 
connected to individual antennas in an antenna group of a cell, 

. . . . ·- .... 
and by means for controlled frequency hops in at least one TDMA 

channel such that its signal bursts are distributed on different 
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antennas within the antenna group. 

From U.S. patent specification 4 545 059 it is known per se to 
connect two antennas to a frequency hopping transmitter. However, 
in the known apparatus both antennas are simultaneously connected 
to the same output siqnal. 

Furthermore, from European patent.application 91 850022.4 it is 
previously known to order an antenna change in a b~se station 
from a mobile· station in case the reception is poor. However, in 
this previously known apparatus a switch is not provided until 
after the transmitter section, which means that no gain in power 
is possible. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The invention, together with further objects and advantages . 
thereof, may best· be understood by making reference to the 
following description taken togetller with the accompanying 
drawings, in which: 

FIGURE 1 

FIGURE 2 

FIGURE 3 

FIGURE 4 

diagrammatically shows a previr;>usly known structure 
for a base station in a TDMA mobile radio communi­
cation system; 

diagrammatically shows another previously known 
structure for a base station in a TDMA mobile radio 
communication system; 

diagrammatically shows an embodiment of the present 
invention based on the structure in Figure 1; and 

diagrammatically shows another embodiment of the 
present- ·inventiori-·based ·on the structure of Figure 

2. 
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DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS 

Throughout the Figures of the drawing the same reference 
designations have been used for corresponding elements. 

Figure 1 diagrammatically shows a previously known structure for 
a base station in a TDMA mobile radio· communication system. In 
this structure four signals A-D are directed to corresponding 
transmitters SY-TRX 10-13. These transmitters can perform the 
frequency hops themselves. such a transmitter is often called 
"synthesizer hopping transmitter". The output signals fr.om each 
pair of transmitters 10, 11 and 12, 13, respectively, are 
directed to correspondi~g broad band combiners HCOMB 13 and 15. 

Such combiners are often referred to as hybrid combiners. The 
output signals from these hybrid combiners 14, 15 are directed to 
a. further hybrid combiner 16, the output signal of which is 
directed to an a~tenna 17. In each combiner stage about 3 dB of 
the output power is lost (half of the power). If more transmit­
te:;s are desirable,. e.g. if the call capacity is to be increased, 
the number of combiner stages has to be increased, since hybrid 
combiners only can have two 1nputs. Thus, this struct~re is most 
suitable for base stations·with a low call capacity. 

Figure 2 diagrammatically shows another previously known 
structure for a base station-in a TDMAmobile radio communication 
system. In this structure signals A-D are directed to a number of 
transmitters BB-TRX 20-23 over a switch 28. These transmitters 
are capable of. transmitting c:>n only a single frequency. Such 
transmitters are often referred to as "base band hopping 
transmitters". The reason for this is that the frequency hops in 
this case are not performed in the transmitter but in switch 28, 

which switches different signal bursts or time slots of signals 
A-D to different transmitters 20-23. Signal A can for instance 
during one time slot be connected to transmitter 20, during the 
next time-slot to transmitter 22, then to transmitter 21, etc. 
The output signals from transmitters 20, 21 are directed to 

associated filter combiners 24, 25, while the output signals of 
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transmitters 22, 23 are directed to associated filter combiners 
26, 27. The output signals from filter .combiners 2.;, 25 are: 
combined and directed to one input of a hybrid combiner 16. In 
the same way the output signals from combiners 26, 27 are 
directed to the other input of hybrid combiner 16. The output of 
hybrid combiner 16 is connected to an antenna 17. 

In figure 2 only four input signals A-D and four transmitters 20-
23 have been shown. However, the dots indicate that this 
structure usually contains more input signals and more trans­
mitters. A transmitter group, e.g. the group containing. tran~­
mitters 20, 21, can comprise e.g. up to 16 transmitters. 

Also ~n this structure there is a power loss in two stages, 
namely approximately 4 dB in the filter combiner stage and 
approxim~tely 3 dB in the.hybrid combiner stage. 

Figure 3 diagr~aticaily shows. an · embodiment of the present 
~nvention based on.the structure of Figure 1. In this embodiment 

. the hybrid combiner 16 closest to the antenna 17 in Figu:r::e l has .· 
been eliminated. Instead the output signal from hybrid combiner 
.14 is directly fed to the ·antenna 30, while the output signal 
from hybrid combiner 15 is directly fed to an antenna 31. This 
division is possible due to the fact that the TOMA transmission 
schedul.e for a cell guarantees that two transmitters do not 
simul.taneously transmit on the same frequency. 

If the base station contains more transmitters and therefore also 
more combiner stages the method could be repeated, so that the 
combiner closest to· the antenna is eliminated and replaced by two 
antennas. For each combiner stage that is eliminated there is a 
doubling of the number of antennas. For each combiner stage 
eliminated one also obtains a power gain of approximately 3 dB. 

The obtaine.d power gain can be used either for an increase of the 
output power or for an increase of the number of transmitters 
without changing the output power. 
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Furthermore, if antennas 30, 31 are located at a sufficiently 
~arge d~stance from each other, i.a. a number of wavelengths, 
e.g. ~distance of_the·order of 3 m or more for carrier frequen­
cies of approximately 900 MHz, it is also possible to obtain 
space or antenna . diversity. This is obtained by connecting a 
switch 28 before the transmitters 10-13 and alternately switching 
the signals between transmitter groups 10, 11 and 12, 13, respec­
tively. Hereby the signal bursts of a TOMA channel will not only 
change frequency but also transmitter antenna. 

If more than two antennas are used the signal bursts c~n e.g. 
cyclically be switched between the antennas in the antenna group. 

In another embodiment the signal bursts can randomly be switched 
between the antennas in the an~enna group. 

. . 
In a further embodiment the switching can be performed on demand, . . . e.g. when a mobile station has detected that the signal from an . 
an~enna is una~cep~able and orders change of antenna within the 
antenna .group. The siqnalling can e.g. be performed in th~ same 
way as is described in European patent application 91 850022.4. 

One reason that the described antenna diversity is so efficient 
is that the bit interleaving that usually is used in digital 
radio communication syst~ms. In e.g. the us standar.d IS-54 for 
digital mobile telephony the bits in a 20 ms speech frame are bit 
interleaved over two consecutive time slots in a traffic channel. 
In the European GSM system the bi ts in a speech frame are 
interleaved over eight time s.lots. However, in both cases half 
the number of signal bursts will be transmitted on one antenna 
and the remaining signal bursts will be transmitted on the other . . 

antenna. Hereby it is avoided that all the bits in a speech frame 
are received by the mobile station on a rapidly fading channel. 
Due to the redundancy of the coding the speech frames can be 
reconstructed from the correctly received bits. 

Figure 4 diagrammatically shows another embodiment of the present 
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invention based on the structure of Figure 2. Also in this 
embodiment the hybrid combiner 16 has been eliminated and cne 
combined signal from fil.ter combiners 24, 25 are fed to an 
antenna 30 and the signals from filter combiners 26, 27 to an 
antenna 31. 

Thus, a power gain of 3 dB has been obtained also in the 
embodiment of Figure 4. This power gain can be used for an 
increase of the output power from the base station. As an 
alternative the number of transmitter groups can be increased 
with a further hybrid combiner stage without increasing the power 
loss as compared to the case in which only one antenna is used. 

The embodiment of Fiqure 4 has the further advantage that the 
antenna diversity is easily obtained since switch 28 is already 
present in the structure. 

Another advantage of the space diversity obtained by the 
invention is the increased flexibility in the planning 9f the 
TDMA-transmitting ·schedule. Since diversity, namely space . 
diversity; is obtained already by the antenna change between two 
time slots, it is e.g. possible to refrain from fr.equency hops 
between these time slots or to reduce the number of hopping 
frequencies. A .reductio.n of the number 9f hopping frequencies can 
be of special interest in connection with base stations that are 
equipped with transmitters that are sending only on a single 
frequency, since in this case the number of hopping ~requencies 
is limited to the number of transmitters. 

It will be understood by those skilled in the art that various 
modifications and changes may be made to the present invention 
without departure from the spirit and scope·' thereof, which is 
defined by the appended claims. 
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CLAIMS 

1. A base station for cellular frequency hopping TDMA radio 
communication systems, characterized by 

at least two transmitter groups, each containing at least one 
transmitter (10, 11 and 12, 13; 20, 21 and 22, 23), each 
connected to an antenna (30: 31) in an antenna qroup of a 
cell, and 

means (28) for controlled frequency hops in at least qne TOMA 
channel, such that the signal bursts thereof are distributed 
on _different antennas (30, 31) within the antenna q]:oup. 

2. The base station of claim 1, characterized in that all 
~ntennas in the antenna qroup are always sending on the different 
frequencies. 

3. The base station of .claim 2, characterized in that the . 
distance between antennas in the antenna qroup exceeds more than 
a few carrier wavelenqths. 

4. The base station of claim 3, characterized by means (28) for 
cyclic distribution of the siqnal bursts on antennas (3.0; 31) 
within the antenna qroup. 

5·. The base station of claim 3 , characterized by mea,ns ( 28) for 
randomly distributinq the siqnal bursts on the antennas (30: 31) 
within the antenna qroup. 

6. The base station of claim 3, characterized by means (28) for 
demand controlled distribution of the signal .bursts on the 
antennas (30; 31) within the antenna qroup. 


