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TITLE OF·THE INVENTION 

STRUCTURE FORMED WITH TRANSPARENT PROTECTIVE FILM AND 

METHOD FOR PRODUCTION THEREOF 

The present application relates to subject matter 

contained in Japanese patent application No. 347935 (filed 

on December, 14) which is expressly incorporated herein by 

reference in its entirety. 

BACKGROUND OF THE INVENTION 

1. Field.of the Invention 
-:.·.:. 

The present inve~tion relates to a structure which is 

formed with a transparent protective film made of aluminum 

oxynitride and a method for production of the structure. 

2. Description of the Related Art 

Articles made of noble or precious metal, for example, 

known decorative articles so far manufactured such as 

wrist watch cases, wrist watch bands or spectacle frames 

have conventionally been made of silver or silver alloy or 

made of a copper substrate plated with silver. Ho'Wever, 

since silver is to be e~sily susceptible to corrosion 

because.silver is easily reacted with sul.tur dioxide, 

hydrogen sulfide or the like present in the atmosphere to 

form .sulfide, the precious metal article coated thereon 

with ·silver has had a problem that the silver changes its 

color to dark brown in a relatively short period. The 

similar problem has also occurred even for gold, platinum 

and copper. 

Turning again to silver, for the purpose of avoiding the 

aforementioned problem, there has been suggested such a · 

method that a transparent protective film made of aluminum 
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oxide (Al20 3 ) or aluminum nitride (AlN) is formed on an 

original precious metal article coated thereon with silver 

to thereby obtain a final precious metal article (refer to 

Japanese Patent Laid-Open Publication No. 180071/1987). 

The transparent protective film of aluminum oxide, 

however, is disadvantageous in that the film cannot act 

sufficiently as a protective film because the fi~m is poor 

in its adhesion to the silver layer as a backing or 

underlying layer.. In order to eliminate this disadvantage .• ,,. 
to able to put the transparent protective film in 

practical use, it has been necessary to apply an undercoat 

on the si-lver surface. 

Meanwhile, since the transparent protective film of 

aluminum nitride is low in its optical reflectance, the 

film has had a problem that the color tone (shade and 

gloss or luster) inherent in silver is apparently lost. 

SUMMARY OF THE INVENTION 

In view of the above problems, it is therefore an 

object of the present invention to prevent color change of 

the precious metal· ·surface or precious metal alloy surface 

of a structure caused by sulfide qas for example hidrogen 

sulfide gas, sulfur dioxide, sulfur monoxide and the like. 

Another object of the present invention is to provide 

a structure formed with a transparent protective film 

which has a good adhesion to a precious metal surface or a 

precious metal alloy surface and a good transparency while 

avoiding det~rioration of the color tone of its underlying 

layer. 

In the present invention, the term "structure" refers 
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to not only precious metal decorative articles but also to 

utility articles formed thereon with precious metal or 

precious metal alloy and various types of other members. 

In accordance with an aspect of the present invention, 

there is provided a structure fo:rmed with a transparent 

protective film, wherein the transparent protective film 

made of aluminum oxy/nitride (AlNO) is formed on a surface 

of gold, silver, platinum or copper, or on a surface of 

precious metal alloy containing at least one selected from ...... 

a group of these metals, or on a surface of a structure 

plated thereon with gold, silver, platinum or copper. 

Since the transparent protective film made of aluminum 

oxynitride is high in corrosion resistance, the color 

change of its underlying layer, e.g., the silver or 

sil.ver-all.oy layer can be prevented. Further, since the 

transparent protective film is excellent in the adhesion 

to the underlying layer,· the film can be used as a 

protective film while eliminating the need for providing 

any undercoat on the ·underlying layer, additionally making 

the most of the color tone of the underlying layer. 

Usable as the aforementioned precious metal alloy is, 

for example, an alloy containing at least two metals 

selected from a group of gold, silver, platinum and 

copper; or an alloy containing one or more selected from 

the group of gold, silver, platinum and copper, and any 

metal other than gold, silver, platinum and copper. 

In accordance with another aspect of the present 

invention, there is p~ovided a method for production of a 

structure formed with a transparent protective film, 



4 

wherein the transparent protective film made of aluminum 

oxynitride is formed by a physical vapor phase growth 

process on a surface of gold, silver, platinum or copper, 

or on a surface of precious metal alloy containing at 

least one selected from a group of these metals, or on a 

surface of a structure plated thereon with gold, silver, 

platinum or copper. 

In the present invention, a physical vapor phase 

growth process ·.~s em.ployed as a method for forming the 

transparent protective film, so that the transparent 

protective film of aluminum oxynitride can be positively 

f o:rmed on the surface of the aforementioned structure by 

making full use of the transparency of the film and the 

good adhesion thereof to the underlying layer. 

The above physical vapor phase growth process is, for 

example, an ion plating process, a sputterinq process, a 

vacuum evaporation process or the like. 

BRIEF.DESCRIPTION OF THE DRAWINGS 

The above and other objects, features and advantages 

of the present invention will become apparent from the 

following detailed description when taken with the 

accompanying drawinq in which: 

The drawing is a graph showing a relationship between 

reflectance and color tone of various types of transparent 

protective films as the results of Example 1 and 

Comparative Examples 1 to 3. 

DESCRIPTION OF THE PREFERRED EMBODIMENTS 

The present invention will be detailed in connection 

with Examples. 
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Example 1 And Comparative Examples 1 to 3 

(Formation of Transparent Protective Film) 

A Ni film having a thickness of 3µm was plated on a 

test plate of BS blank (brass) having a thickness of 

0.5mm, a width of about 25mm and a length of about 70nun. 

A plurality of substrate were prepared by plating the 

plated surface of the test plate with a lµm-thick silver 

layer. Formed on the· ·individual silver-plated surfaces of 

the substrates are transparent protective films made of 
··.;:. 

AlNO, Al.20 3 and AlN respectively. More specifically, the 

substrate is formed with an AlNO film in Example 1, the 

substrate is formed with an Al203 film in Comparative 

Example 1, the substrate is formed with an AlN film in 

Comparative Example 2, and the substrate of control! is not 

formed with any transparent protective film in Comparative 

Example 3. In the respective Examples, the transparenti 

protective film was set to be O.lµm. 

In Example 1, more in detail, the air within a 

deposition apparatus was evacuated therefrom until the 

pressure in the apparatus becomes· 1 x 10-4 Torr or less'· 

and then q.n A:r gas was introduced into the deposition 

apparatus until the pressure (which always refers to the 

pressure within the deposition apparatus, hereinafter) 

becomes 2 x 10-4 Torr. Subsequently, an N2 gas was 

supplied into the deposition .apparatus as a reaction gas 

until the pressure becomes 3.6 x 10-4 Torr, and further an 

02 gas was supplied into the deposition apparatus as a 

reaction gas until the pressure becomes 3.8 x 10-4 Torr to 

thereby form a transparent protective film of AlNO. 
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In the Comparative Example 1, setting was condupted in 

substantially the same manner as in the Example 1, except 

that only the 0 2 gas was introduced as the reaction gas 

into the deposition apparatus until the pressure becomes 

3. 6 x 10-4 Torr, thus forming a transparent protective film 

of Al20 3 • In the Comparative Example 2, setting was 

conducted in substantially the same manner as in the 

Example 1, except that only the N2 gas was introduced as 

the reaction gas into the deposition apparatus until the ,. 

pressure becomes 3. 6 x 10-4 Torr, thus forming a 

transparent protective film of AlN. 

In the Example 1 and Comparative Examples 1 and 2, an 

employed source of generating an Al component in the 

transparent protective film was of such a type as to use 

an electron-gun type evaporation source to evaporate metal 

aluminum. In this case, a film formation controller 

· (trade name: XTC . (INFJ:CON) ) of a cry~tal oscillator type 

was employed to control· the electron gun to adjust the 

film forming rate and thickness of the AlNO film and so 

on. 

(Evaluation of Transparent Protective Films) 

(1). Adhesion of transparent protective film to silver 

surface (Peel resistance) 

The substrates having the transparent protective films 

formed in such manners as mentioned above were bent at 

right angle and then examined as to the presence or 

absence of the peeled transparent protective films, which 

examination results were: 

Example 1 (AlNO film) . . . . without peel 
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Cornpara ti ve Example 1 (Al203 f:i. lrn) . . . . with peel 

Comparative Example 2 (AlN film) without peel 

(2) Corrosion resistance of transparent protective 

film to sulfide gas 

The substrates in the Example 1 and Comparative 

Examples were placed and arranged in a desiccator in 

place, a test cup or beaker containing 200ml of aqueous 

solution containing 20wt% of ammonium sulfide was placed 

into the desiccator, and then was left to stand (which time 
'.\."• 

will be referred to as the shelf time, hereinafter) for 60 

minutes at room temperature as it is, during which a tester 

visually observed the color changing state of the 

respective substrates from outside of the desiccator. 

The tester failed to recognize any color change in the 

substrates even after passage of the shelf time of 60 

minutes in the Example 1 an~ Comparative Examples 1 and 2, 

whereas, he was able to recognize the start of a color 

·change merely after passage of the shelf time of about 1 

minute in the Comparative Example 3. 

(3) Color tone of substrates 

Observation results of the color tone of the respective 

substrates through their transparent protective films were 

as shown below in Table 1 based on the co1or specification 

standard (JIS Z8729-1980) of L*, a* and b*. This L*, a*, 

b* color specification data were prepared with use of 

reflectance spectral properties, i.e., reflectance 

measurement results (refer to Fig. 1) based on an 

integrating sphere system at a viewing angle of 2 degrees 

with use of a 065 light source. 
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Table 1 

Transparent Protective Film L* a* b* 

Exam. 1 ALNO film 97.17 0.15 3.22 

Com. Exam. 1 Al20 3 film 96.38 0.04 5.80 

Com. Exam. 2 ALN film 96.01 -0.82 8.69 

Com. Exam. 3 None 98.32 0.24 1.96 

It will be clear from Table 1 that,. in comparison 

between the AlNO film, .Al20 3 film and AlN film, the color 

tone ·(more precisely, the tone of the silver surface 

observed through the transparent protective film)· of the 

AlNO film was the closest to that of the non-processed 

silver surface. As a result, among these films, the AlNO 

film is the most excellent in transparency. 

(4) Light exposure durability of transparent protective 

fi1m 

The substrate of the Example 1 and the substrate of 

the Comparative Example 3 were put in a container of 

frosted glass in a side-by-side positional relation, and 

then the container was left to stand for 8 months near a 

window pane of a north-faced room into which a su·fficient 

quantity of sunlight pours. As a result of the light 

exposure, the substrate of the Example 1 underwent no 

color change even after passage of 8 months of light 

exposure, while a color change was observed for the 

substrate of the Comparative Example 3 not provided with 

th~ transparent protective film. 
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As has been explained in the foregoing, in accordance 

with the present invention, the use of the aluminum 

oxynitride as the transparent protective film enables 

prevention of the color change caused by corrosion 

occurring on the surfaces of various types of precious 

metals including the silver, silver-alloy, precious metal 

or precious-metal-alloy surface of a structure. 

Since the transparent protective film of the present 

invention has a .. good adhesion to various types of precious 
-.... -. 

metal surfaces such as a silver surface or silver-alloy 

surface or to a precious-metal-alloy surface, there can be 

formed a transparent protective film which is highly 

resistive to peel without any undercoat therebetween. In 

addition, the transparent protective film of the present 

invention has a good transparency, the ~ilm will not 

deteriorate the color tone of its underlying layer. 

Therefore, in accordance with the present invention, 

there can be manufactured a precious metal decorative 

article or the like which is advantageously high in 

durability and quality. 

While the present invention has been described in 

connection with certain preferred embodiments, it is to be 

understood that the subject matter encompassed by the 

present invention is not limited to those specific 

embodiments. On the con_trary, it is intended to include 

all a1ternatives, modifications, and equivalents as can be 

included within the spirit and scope of the following 

claims. 
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WHAT IS CLAIMED IS: 

1. A structure formed with a transparent protective 

film, wherein said transparent protective film made of 

altiminum oxynitride (AlNO) is formed on a surface of gold, 

silver, platinum or copper, or on a surface of precious 

metal alloy containing at least one selected from a group 

of these metals, or on a surface of a structure plated 

thereon with gold, silver, platinum or copper. 

2. A method £or fabricating a structure formed with a 
'<· 

transparent protective film, wherein said transparent 

protective film made of aluminum oxynitride is formed by a 

physical vapor phase growth process on a surface·of gold, 

silver, platinum or copper, or on a surface of precious 

metal alloy containing at least one selected from a group 

of these metals, or on a surface of a structure plated 

thereon with gold, silver, platinum or copper. 
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