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300

(57) Abstract: A coupler adapter (320, 620) for attaching a multi-fiber connector (330, 630) holding fiber bundles (340, 640) to
an opto-electronic module (300) when the size of the opto-electronic component (310, 610) for the module (300) is larger than
the spacing of the high precision alignment elements (332) used in commercial connectors (330). The adapter includes alignment
features (324, 410), for example guide pins, that may be mounted on a base (328) of the adapter (320, 620) or directly to the module
(300). A window (322) may be used on the base (328) to permit transmission of optical signals for the fiber bundles (340, 640) to

interact with the opto-electronic module (300).



t he spacing of the high precision alignnent elenments (332) used in
commerci al connectors (330). The adapter includes alignnment features (324,
410), for exanple guide pins, that may be nou ﬁ ﬁ m
adapter (320, 620) or di rw003/0036700AL2 e ﬂlﬁﬁlﬂﬁlﬁ“"lﬁllﬂﬁmm ﬁﬁwiﬁﬁum@ mbe
used onthe base (328) to permt transm ssion of optical signatrs for the

fi ber bundles (340, 640) to interact with the opto-el ectronic nodul e
( 300) For two-letter codes and other abbreviations, refer to the "Guid-
" ance Notes on Codes and Abbreviations" appearing at the begin-

ning of each regular issue of the PCT Gazette.



