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METHOD FOR ACCESSING EXTENDED MEMORY, 

DEVICE, AND SYSTEM

[0001] This application claims priority to Chinese Patent Application No. 

201510198452.X, filed with the Chinese Patent Office on April 23, 2015 and entitled 

"METHOD FOR ACCESSING EXTENDED MEMORY, DEVICE, AND SYSTEM ", 5

which is incorporated herein by reference in its entirety.

TECHNICAL FIELD

[0002] The present invention relates to the computer field, and in particular, to a 

method for accessing an extended memory, a device, and a system.

BACKGROUND10

[0003] Application of big data (Big Data) has a higher requirement for a computer 

processing capability. An important indicator of improving the computer processing 

capability is an improvement of a memory capacity. In an application scenario, 

because of a limited integration level of an existing memory chip, multiple memory 

chips are connected by using an extension chip, so as to expand the memory capacity. 15

In another application scenario, an application acceleration chip is added to more

computer systems to perform acceleration processing on some specific applications. 

For example, a GPU (Graphic Processing Unit, graphics processing unit) is usually 

used for acceleration during processing of graphical and image data. Generally, such 

an application acceleration chip may be implemented by using an ASIC (Application 20

Specific Integrated Circuit, application-specific integrated circuit) or an FPGA (Field 

Programmable Gate Array, field programmable gate array).

[0004] The foregoing two application scenarios may be described based on FIG. 1.

A processor (Processor) system 101, a system memory 102, a memory extension chip 

103, and an extended memory 104 are included in FIG. 1, and a memory controller 25

1011 is integrated into the processor system 101. The system memory 102 is 

connected to the processor system 101 by using a memory bus, the extended memory 
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104 is connected to the memory extension chip 103 by using the memory bus, and the 

processor system 101 may be connected to the memory extension chip 103 through

the memory controller 1011 in multiple manners.

[0005] In a first existing technology, an implementation manner is to use an I/O 

bus to connect the processor system 101 and the memory extension chip 103. A 5

commonly used I/O bus includes a PCI-E (Peripheral Component 

Interconnect-Express, Peripheral Component Interconnect Express) bus, an Intel QPI 

(Quick Path Interconnect, Quick Path Interconnect) bus, or an AMD HT (Hyper 

Transport, HyperTransport) bus. By using the I/O bus, there is a relatively high delay, 

and refined pipeline design is required for the memory extension chip 103, so as to 10

compensate for a data access delay.

[0006] In a second existing technology, an implementation manner is to use a 

memory bus to connect the processor system 101 and the memory extension chip 103. 

The use of the memory bus enables the memory extension chip 103 and the processor 

system 101 to directly share the extended memory 104, so that a memory access delay 15

is relatively small.

[0007] The technical means in the second existing technology has the following 

problems: Because there is the memory extension chip 103 between the processor 

system 101 and the extended memory 104, after the processor system 101 sends a 

memory access request for accessing data in the extended memory 104, when the 20

integrated memory controller 1011 receives the memory access request and accesses 

the extended memory 104 by using a DDR (Double Data Rate) protocol, an extra 

delay is caused by existence of the memory extension chip 103. Consequently, a 

processing result of the memory access request cannot be returned within a delay 

required by the DDR protocol, and feasibility of accessing the extended memory 104 25

by the foregoing computer system is affected.

[0008] To resolve the foregoing delay problem, in the prior art, a manner of 

modifying a time sequence parameter of a memory controller is used, that is, the time 

sequence parameter of the memory controller integrated into a processor is modified, 

so that the time sequence parameter of the processor is greater than an actual memory 30

access delay. However, because the processor supports a limited setting range of a 

maximum time sequence parameter, it is difficult to compensate for an extra access 

delay in a process of accessing an extended memory.
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SUMMARY

[0009] Based on the foregoing problem, embodiments of the present invention 

provide a method for accessing an extended memory, a device, and a system, so as to 

effectively resolve a problem that a delay in a process of accessing the extended 

memory cannot be compensated for.5

[0010] A first aspect of the embodiments of the present invention provides a 

method for accessing an extended memory by a computer, where a processor system 

in the computer is connected to an extended memory system by using a memory bus, 

the extended memory system includes an extended memory controller and the

extended memory, and when the processor system in the computer needs to access 10

to-be-accessed data stored in the extended memory, the method includes:

receiving, by the extended memory controller, N+1 memory access 

requests serially sent by the processor system in the computer, where access addresses 

included in all the memory access requests are different from each other and point to a 

same physical address, the physical address is a storage address of the to-be-accessed 15

data in the extended memory, N≥1, and N is an integer;

determining, by the extended memory controller when receiving a first 

memory access request of the N+1 memory access requests, the physical address 

according to the access address carried in the first memory access request, sending, to

the extended memory, a read request for obtaining the to-be-accessed data, and 20

returning a specific response message to the processor system, where the read request 

includes the physical address;

before receiving the to-be-accessed data returned by the extended memory, 

each time another memory access request after the first memory access request of the 

N+1 memory access requests is received, returning, by the extended memory 25

controller, a specific response message to the processor system within an access delay 

specified in a memory bus protocol;

writing, by the extended memory controller after receiving the 

to-be-accessed data returned by the extended memory, the to-be-accessed data into a 

data buffer, and stopping returning a specific response message to the processor 30

system; and

reading, by the extended memory controller when receiving another 

memory access request of the N+1 memory access requests, the to-be-accessed data 
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from the data buffer, and returning the to-be-accessed data to the processor system.

[0011] With reference to the first aspect, in a first possible implementation 

manner, the access addresses in all the N+1 memory access requests include a same 

bank address and different row addresses.

[0012] With reference to the first aspect and the first possible implementation 5

manner of the first aspect, in a second possible implementation manner, the method 

further includes presetting, by the extended memory controller, a mapping 

relationship between the access addresses included in all the N+1 memory access 

requests and the physical address of the to-be-accessed data in the extended memory; 

and the determining, by the extended memory controller, the physical address 10

according to the access address carried in the first memory access request includes 

querying, by the extended memory controller, the mapping relationship according to 

the access address carried in the first memory access request, so as to obtain the 

physical address.

[0013] With reference to the second possible implementation manner of the first 15

aspect, in a third possible implementation manner, after the determining, by the 

extended memory controller, the physical address according to the access address 

carried in the first memory access request, the method implementation manner further 

includes: creating, by the extended memory controller, a record in the data buffer, 

where the record includes a tag field and a data field, and setting the tag field to the 20

physical address.

[0014] With reference to the third possible implementation manner of the first 

aspect, in a fourth possible implementation manner, the record further includes a 

validity field, and the method further includes setting, by the extended memory 

controller, the validity field to invalid.25

[0015] With reference to the fourth possible implementation manner of the first 

aspect, in a fifth possible implementation manner, each time another memory access 

request after the first memory access request of the N+1 memory access requests is 

received, the method implementation manner further includes: querying, by the 

extended memory controller, the mapping relationship according to the access 30

addresses carried in all the memory access requests, so as to obtain the physical 

address; and querying the record in the data buffer according to the physical address, 

and when determining that the validity field in the record is invalid, generating the 

specific response message.
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[0016] With reference to the fourth possible implementation manner of the first 

aspect, in a sixth possible implementation manner, the writing, by the extended 

memory controller after receiving the to-be-accessed data returned by the extended 

memory, the to-be-accessed data into a data buffer includes: searching, by the 

extended memory controller, the data buffer for the record corresponding to the 5

physical address, setting the data field in the record to the to-be-accessed data, and 

setting the validity field to valid.

[0017] A second aspect of the embodiments of the present invention provides a 

method for accessing an extended memory, where a computer is connected to an 

extended memory system by using a memory bus, the extended memory system 10

includes an extended memory controller and the extended memory, and when a 

processor system in the computer needs to access to-be-accessed data stored in the 

extended memory, the method embodiment includes:

receiving, by the processor system, a storage address of the to-be-accessed 

data;15

generating, by the processor system, N+1 memory access requests 

according to the storage address of the to-be-accessed data, where access addresses 

included in the N+1 memory access requests are different from each other and point 

to a same physical address, the physical address is the storage address of the 

to-be-accessed data in the extended memory, N≥1, and N is an integer; and20

sending, by the processor system, the N+1 memory access requests to the 

extended memory controller.

[0018] With reference to the second aspect, in a first possible implementation 

manner, before the generating, by the processor system, N+1 memory access requests 

according to the storage address of the to-be-accessed data, the method further 25

includes:

determining a value N according to a delay parameter for obtaining data 

from the extended memory by the computer, where the delay parameter for obtaining 

data from the extended memory by the computer includes any one or any combination 

of the following parameters: a delay tPD1 of transmitting the memory access request 30

from the extended memory controller to the extended memory, a delay tPD2 of 

transmitting data, which is read by the memory access request, from the extended 

memory to the extended memory controller, or a time interval T_Interval between two 

consecutive memory access requests sent by the processor system.
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[0019] With reference to the first possible implementation manner of the second 

aspect, in a second possible implementation manner, the determining a value N 

according to a delay parameter for obtaining data from the extended memory by the 

computer includes determining the value N, where N≥[(tPD1+tPD2)/T_Interval], and 

[*] is a rounding function.5

[0020] With reference to the first possible implementation manner and the second 

possible implementation manner that are of the second aspect, in a third possible 

implementation manner, the time interval T_Interval between two consecutive 

memory access requests is tGAPmin=tRCD+tRTP+tRP or T_Fence (that is, a delay for 

executing a Fence instruction by a processor).10

[0021] With reference to the second aspect, the first possible implementation 

manner of the second aspect, the second possible implementation manner of the 

second aspect, and the third possible implementation manner of the second aspect, in 

a fourth possible implementation manner, the generating, by the processor system, 

N+1 memory access requests according to the storage address of the to-be-accessed 15

data includes:

performing a virtual-to-physical address conversion according to a virtual 

address of the to-be-accessed data, where the storage address of the to-be-accessed 

data is the virtual address, so as to obtain a physical address Addr_Physical 

corresponding to the virtual address Addr_Virtual;20

generating N access addresses Addr_Physical(n) according to the physical 

address Addr_Physical, where n is an integer and 1≤n≤N, and row addresses of the N 

access addresses are Addr_Physical_Row(n)=n*M+Addr_Physical_Row, where n is 

an integer and 1≤n≤N, M is a quantity of memory rows included in the extended 

memory, and Addr_Physical_Row is a row address of the physical address 25

Addr_Physical; and an address other than the row address of each of the N physical 

addresses is the same as an address other than the row address of the physical address 

Addr_Physical; and

generating, by the processor system, the N+1 memory access requests 

according to Addr_Physical and Addr_Physical(n), where n is an integer and 1≤n≤N.30

[0022] A third aspect of the embodiments of the present invention provides an 

extended memory controller in a computer, applied to access to-be-accessed data in an 

extended memory by a processor system in the computer, where the processor system 

in the computer is connected to an extended memory system by using a memory bus, 
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the extended memory system includes the extended memory controller and the 

extended memory, and the extended memory controller includes:

a receiving module, configured to receive N+1 memory access requests 

serially sent by the processor system in the computer, where access addresses 

included in all the memory access requests are different from each other and point to a 5

same physical address, the physical address is a storage address of the to-be-accessed 

data in the extended memory, N≥1, and N is an integer;

an execution module, configured to: determine the physical address 

according to the access address carried in the first memory access request when a first 

memory access request of the N+1 memory access requests is received, where the 10

physical address is the storage address of the to-be-accessed data in the extended 

memory, generate a read request for obtaining the to-be-accessed data, and return a 

specific response message to the processor system, where the read request includes 

the physical address; before the to-be-accessed data returned by the extended memory 

is received, each time a memory access request of the N+1 memory access requests is 15

received, generate a specific response message within an access delay specified in a 

memory bus protocol; write the to-be-accessed data into a data buffer after the 

to-be-accessed data returned by the extended memory is received; and read the 

to-be-accessed data from the data buffer when another memory access request of the 

N+1 memory access requests is received, and send the to-be-accessed data to the 20

sending module; and

the sending module, configured to: send the read request to the extended 

memory; before the to-be-accessed data returned by the extended memory is received, 

each time the memory access request of the N+1 memory access requests is received, 

return the specific response message to the processor system within the access delay 25

specified in the memory bus protocol; and receive the to-be-accessed data from the 

execution module, and send the to-be-accessed data to the processor system.

[0023] With reference to the third aspect, in a first possible implementation 

manner, the access addresses in all the N+1 memory access requests include a same 

bank address and different row addresses.30

[0024] With reference to the third aspect and the first possible implementation 

manner of the third aspect, in a second possible implementation manner, the execution 

module is further configured to: preset a mapping relationship between the access 

addresses included in all the N+1 memory access requests and the physical address of 
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the to-be-accessed data in the extended memory; and query, according to the access 

address carried in the first memory access request, the mapping relationship between 

the address included in the first memory access request and the physical address of the 

to-be-accessed data in the extended memory, so as to determine the physical address 

of the to-be-accessed data in the extended memory.5

[0025] With reference to the second possible implementation manner of the third 

aspect, in a third possible implementation manner, the execution module is further 

configured to: create a record in the data buffer after the physical address is 

determined according to the access address carried in the first memory access request, 

where the record includes a tag field and a data field, and set the tag field to the 10

physical address.

[0026] With reference to the third possible implementation manner of the third 

aspect, in a fourth possible implementation manner, the record further includes a 

validity field, and the execution module is further configured to set the validity field 

in the record to invalid.15

[0027] With reference to the fourth possible implementation manner of the third 

aspect, in a fifth possible implementation manner, the execution module is further 

configured to: each time the memory access request is received, query the mapping 

relationship according to the access addresses carried in all the memory access 

requests, so as to determine the physical address; and query the record in the data 20

buffer according to the physical address, and generate the specific response message

when it is determined that the validity field in the record is invalid.

[0028] With reference to the fourth possible implementation manner of the third 

aspect, in a sixth possible implementation manner, the execution module is further 

configured to: search the data buffer for the record corresponding to the physical 25

address after the to-be-accessed data returned by the extended memory is received, set 

the data field in the record to the to-be-accessed data, and set the validity field to 

valid.

[0029] A fourth aspect of the embodiments of the present invention provides a 

computer system including an extended memory, where the computer system includes 30

a processor system, a main memory, the extended memory controller as described in 

the third aspect or each implementation manner of the third aspect, and the extended 

memory; the extended memory controller is connected to the extended memory, the 

extended memory controller is connected to the processor system by using a memory 
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interface, and the processor system is connected to the main memory; the main 

memory is configured to store a program and store an execution instruction; and the 

processor system is configured to execute the execution instruction stored in the main 

memory, so that the processor system performs the method for accessing the extended 

memory in the extended memory system by the computer as described in the second 5

aspect or each implementation manner of the second aspect.

[0030] Based on the foregoing technical solutions, according to the method for 

accessing the extended memory, the device, and the system that are provided in the 

embodiments of the present invention, after receiving N+1 memory access requests 

serially sent by a processor system (N is a positive integer greater than or equal to 1), 10

an extended memory controller sends, to the extended memory, a request for reading 

to-be-accessed data, and in a process of reading the to-be-accessed data from the 

extended memory, the extended memory controller returns a special response message 

for the received memory access request within an access delay specified in a memory 

bus protocol until the to-be-accessed data is read and written into a data buffer, and 15

returns the to-be-accessed data to a processor in an execution cycle of a next memory 

access request. In the foregoing process, the delay caused by execution of the N+1 

memory access requests with row misses is used to effectively compensate for a delay 

of reading the to-be-accessed data from the extended memory and returning the 

to-be-accessed data to the processor system by the extended memory controller.20

BRIEF DESCRIPTION OF DRAWINGS

[0031] To describe the technical solutions in the embodiments of the present 

invention more clearly, the following briefly describes the accompanying drawings 

required for describing the embodiments.

[0032] FIG. 1 is a schematic diagram of hardware composition of a computer 25

system including an extended memory in the prior art;

[0033] FIG. 2 is a schematic diagram of a hardware composition structure of a 

computer system according to an embodiment of the present invention;

[0034] FIG. 3 is a schematic diagram of analyzing a delay of accessing an 

extended memory by a computer according to an embodiment of the present 30

invention;

[0035] FIG. 4 is a schematic diagram of analyzing a time sequence during 
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execution of a memory access request in a DDR protocol;

[0036] FIG. 5A is a schematic flowchart of an embodiment of a processing 

method for accessing data in an extended memory;

[0037] FIG. 5B is a schematic flowchart of generating N+1 access addresses 

according to a storage address of to-be-accessed data;5

[0038] FIG. 6 is a schematic diagram of an extended memory space detected by a 

processor according to an embodiment of the present invention;

[0039] FIG. 7 is a schematic flowchart of an embodiment of processing a memory 

access request by an extended memory controller;

[0040] FIG. 8 is a schematic flowchart of an embodiment of in-order execution 10

performed by an extended memory controller;

[0041] FIG. 9 is a schematic flowchart of an embodiment of out-of-order 

execution performed by an extended memory controller; and

[0042] FIG. 10 is a schematic diagram of a composition structure in an 

embodiment of an extended memory controller.15

DESCRIPTION OF EMBODIMENTS

[0043] The following clearly and completely describes the technical solutions in 

the embodiments of the present invention with reference to the accompanying 

drawings in the embodiments of the present invention. Apparently, the described 

embodiments are a part rather than all of the embodiments of the present invention.20

[0044] Generally, a program module includes a routine, a program, a component, 

a data structure, and other types of structures for executing a particular task or 

implementing a particular abstract data type. In addition, a person skilled in the art 

may understand that each embodiment may be implemented by using other computer 

system configurations, including a handheld device, a multiprocessor system, 25

microprocessor-based or programmable consumer electronics, a small computer, a 

mainframe computer, and a similar computing device. Each embodiment may further 

be implemented in a distributed computing environment in which a task is performed 

by a remote processing device that is connected by using a communications network. 

In the distributed computing environment, the program module may be located in 30

local and remote memory storage devices.

[0045] Each embodiment may be implemented as a process implemented by a 
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computer; a computing system; or a computer storage medium of a computer program 

in which a computer program product or a computer system or the like executes an 

instruction of an example process. For example, a computer readable storage medium 

may be implemented by using one or more of a volatile computer memory, a 

non-volatile memory, a hard disk drive, a flash drive, a floppy disk, a compact disc 5

(Compact Disc), or a similar medium.

[0046] In this specification, a term "processor system (Processor System)" refers 

to a system including a processor and a memory controller. When the memory 

controller is integrated into the processor (Processor), the processor system refers to a 

processor chip including the memory controller. With reference to an application 10

scenario of this embodiment of the present invention, the processor chip in the 

processor system is configured to receive a memory access instruction generated in a 

process of executing an object program, generate a memory access request according 

to an address of to-be-accessed data, and send the memory access request to the 

memory controller. The memory controller decomposes, according to a memory bus 15

protocol, the memory access request into data read/write requests that can be executed

by a memory chip.

[0047] In this specification, a term "memory controller (Memory Controller)" is a 

computer component that controls a memory in a computer system. The memory 

controller enables data exchange between the memory and a processor. In a specific 20

application, the memory controller may be independent of the processor (Processor), 

or may be integrated into the processor. In this specification, the "memory controller" 

is configured to control access to a system memory (System Memory). In many cases, 

the memory controller is integrated into the processor. If the memory controller is 

independent of the processor, the memory controller needs to be connected to the 25

processor.

[0048] In this specification, a term "extended memory controller" is configured to 

connect to a memory controller by using a memory interface and is used as a bridge 

for a processor to access an extended memory.

[0049] In this specification, a term "extended memory" refers to a memory that is 30

connected by using a memory extension chip, to implement memory expansion. The 

extended memory may be implemented in, but not limited to, the following forms: a 

DRAM (Dynamic Random Access Memory, dynamic random access memory), a 

PCM (Phase-Change Memory, phase change memory), and an MRAM (Magnetic 
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Random Access Memory, magnetic random access memory).

[0050] In this specification, a term "memory access instruction", also referred to 

as a "memory access instruction", refers to memory access instructions such as Load 

and Store that are included in object code (Object Code) that is obtained by compiling

(Compile) source code (Source Code), and these memory access instructions are 5

required by a processor. In an execution process, the processor needs to convert a 

virtual address in the memory access instruction to a physical address in a virtual 

address (Virtual Address) to physical address (Physical Address) conversion process, 

generate a memory access request, and send the memory access request to a memory 

controller (Memory Controller) for execution.10

[0051] In this specification, a term "memory access request", also referred to as a 

"memory access request", refers to a request that is for accessing data in a memory 

and that is generated after a processor executes a memory access instruction. The 

memory access request includes a read request and a write request.

[0052] In this specification, a term "data buffer" refers to a storage device 15

configured to store to-be-accessed data that is read from an extended memory, and 

may be integrated into an extended memory controller, or may be implemented 

independently of an extended memory controller.

A hardware architecture of a system corresponding to an embodiment of the 

present invention20

[0053] Before a specific embodiment of the present invention is described, a 

hardware composition structure of a system corresponding to an embodiment of the 

present invention is first described. Referring to FIG. 2, the following components are 

included:

[0054] Processor system (Processing System) 201: The processor system 201 25

includes a processor 2011 and a memory controller 2012. As an instruction execution 

component, in this embodiment provided in the present invention, the processor 

system 201 is configured to receive a memory access instruction generated by an 

executable program in an execution process, and generate a memory access request 

according to the memory access instruction. The processor 2011 is configured to 30

process the memory access (Memory Access) instruction, generate the memory access 

request, and send the memory access request to the memory controller 2012. The 
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memory controller 2012 determines, according to location attribute information 

included in the memory access request, whether to access a system memory 202 or an 

extended memory 204. When it is determined that the system memory 202 is to be 

accessed, the memory access request is sent to the system memory 202; or when it is

determined that the extended memory 204 is to be accessed, the memory access 5

request is sent to an extended memory controller 203.

[0055] System memory (Memory) 202: The system memory 202 refers to a 

memory directly connected to the processor system 201 by using a memory bus, and 

is configured to temporarily store operational data of the processor system 201 in the 

execution process.10

[0056] Extended memory controller (Extended Memory Controller) 203: The 

extended memory controller 203 is configured to connect to the extended memory 

204 and is used as a bridge for the processor system 201 to perform memory access 

processing on the extended memory 204. The extended memory controller 203 is 

connected to the processor 201 by using the following types of buses, and these types 15

of buses include but are not limited to: a DDR (Double Data Rate, double data rate) 

bus, an LPDDR (Low Power DDR, low power DDR) bus, or a Wide I/O bus. The 

extended memory controller 203 includes at least the following modules: an execution 

module 2031, configured to perform a read operation on to-be-accessed data in the 

extended memory, and a data buffer 2032, configured to temporarily store the 20

to-be-accessed data that is read from the extended memory 204 by the execution 

module 2031. It should be noted that the data buffer 2032, as a component for caching 

the to-be-accessed data, may be integrated into the extended memory controller 203, 

or may be implemented independently of the extended memory controller 203. This is 

not limited in this embodiment of the present invention.25

[0057] Extended memory (Extended Memory) 204: The extended memory 204 

refers to an extended memory different from the system memory 202, and is 

configured to store the operational data of the processor 201 in the execution process. 

The extended memory 204 may be implemented by using different storage media, 

such as a DRAM (Dynamic Random Access Memory, dynamic random access 30

memory), a PCM (Phase-Change Memory, phase change memory), and an MRAM 

(Magnetic Random Access Memory, magnetic random access memory).

[0058] In a schematic diagram of the hardware composition structure of the 

system shown in FIG. 2, because of existence of the extended memory controller 203 
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that serves as a memory extension chip, there is a relatively high delay in a process of

executing a read request that is used for requesting data in the extended memory 204 

and that is sent by the processor system 201, and the to-be-accessed data cannot be 

returned within an access delay required by a DDR protocol. With reference to FIG. 2, 

a problem of the delay of accessing the extended memory is analyzed based on FIG. 3.5

[0059] In FIG. 3, the following three delays exist in performing an operation of 

reading the data in the extended memory 204:

tPD1: a delay of transmitting the memory access request, which is sent 

by the processor system 201, from "the extended memory controller 

203" to "the extended memory 204", including a transmission delay of 10

a signal, and a delay of logic processing in the extended memory 

controller 203;

tRL: a delay of the extended memory 204 from "receiving the memory 

access request" to "transmitting the to-be-accessed data to a bus 

between the extended memory 204 and the extended memory 15

controller 203"; and

tPD2: a delay of transmitting the data, which is read from the extended 

memory 204, from "the extended memory 204 to the extended 

memory controller 203", and from "the extended memory controller 

203" to "the memory controller 2012 in the processor system 201".20

[0060] An actual memory access delay of the processor is tPD1+tRL+tPD2. This 

does not meet a requirement of a memory access protocol (such as the DDR protocol): 

the to-be-accessed data needs to be returned within the tRL delay. Therefore, how to 

compensate for a delay tPD1+tPD2 becomes a starting point of this embodiment of

the present invention.25

[0061] An existing memory bus protocol (the DDR protocol is commonly used) is 

a fixed-delay synchronous memory access protocol. Execution of one memory access 

request is divided into the following three stages:

[0062] A. Activate (Activate): The memory controller (Memory Controller) sends 

an activate (activate) command and a row address (Row Address) to read one row of 30

data that is in a DRAM and that is corresponding to the row address into a row buffer 

(Row Buffer).

[0063] B. Read/write (Read/Write): The memory controller sends a read/write 

command and a column address (Column Address) to read/write data that is 
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corresponding to the column address and that is in the row buffer.

[0064] C. Pre-charge (Pre-Charge): The memory controller sends a pre-charge 

command to close the row buffer.

[0065] Two consecutive memory access requests may be classified into the 

following two types according to whether row addresses of the two consecutive 5

memory access requests are the same:

[0066] (1) Row hit (Row Hit): Data that needs to be operated by the two memory 

access requests is located on a same row (that is, the row addresses are the same) in a 

same Bank. Therefore, after the read/write (Read/Write command) of a first memory 

access request is executed, the row data is still located in the row buffer (Row Buffer), 10

so the memory controller can directly send the read/write command and the column 

address that are of the second memory access request without executing the 

pre-charge stage of the first memory access request and the activate operation stage of 

the second memory access request.

[0067] (2) Row miss (Row Miss): Data that needs to be operated by the two 15

memory access requests is located on different rows in the same bank. After the 

read/write (Read/Write) stage of the first memory access request is executed, the 

pre-charge operation (the Pre-Charge command) needs to be performed to close the 

row buffer, then the activate operation (the Activate command) is performed on a row 

of the second memory access request to read the row data into the row buffer, and 20

finally, the read/write command and the column address that are of the second 

memory access request can be sent.

[0068] FIG. 4 shows a time sequence requirement in a process of executing a 

memory access request in the DDR protocol.

tRL: a fixed delay from "sending a read (RD) command" to "data entering 25

a memory bus";

tRCD: a minimum time interval from "sending an activate (ACT) 

command" to "sending the read (RD) command";

tRTP: a minimum time interval from "sending the read (RD) command" to 

"sending a pre-charge (PRE) command"; and30

tRP: a minimum time interval from "sending the pre-charge (PRE) 

command" to "sending a next activate (ACT) command".

[0069] It may be calculated, according to the foregoing parameters, that a 

minimum time interval between two read (RD) commands with row misses is 
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tGAPmin=tRCD+tRTP+tRP.

[0070] In addition, a memory barrier (Memory Barrier) technology may be used. 

A memory barrier, also referred to as a memory bar (Memory Bar), a memory fence 

(memory fence), a fence instruction (Fence instruction), and the like, is a type of 

synchronous fence instruction and is a point of synchronization in an operation of 5

randomly accessing a memory by a CPU or a compiler, so that an operation after this

point can be performed only after all read/write operations before this point are 

performed.

[0071] To compensate for a delay in a process of accessing an extended memory, 

in this embodiment of the present invention, the delay in a process of executing 10

multiple memory access requests with row misses is used to compensate for the delay 

of accessing to-be-accessed data in the extended memory. For a requirement that an 

application program accesses data in an extended memory 204, an extended memory 

access request is compiled into the multiple memory access requests with row misses 

by using software (such as a compiler, Compiler), or the fence instruction is inserted 15

between the multiple generated memory access requests. In the process of executing 

the multiple memory access requests, based on the delay of the memory access 

request with a row miss and the delay caused by execution of the fence instruction 

between the multiple memory access requests, the to-be-accessed data in the extended 

memory is first read into an extended memory controller (a data prefetch stage), and 20

then is read from the extended memory controller into a processor by using a memory 

controller (a data read stage).

Method embodiments of the present invention

[0072] FIG. 5A shows a schematic flowchart of a method embodiment of 

accessing an extended memory by a computer, including the following steps.25

[0073] 510. A processor system receives a storage address of to-be-accessed data.

[0074] Specifically, in an execution process, an executable program obtained by 

using a compiler generates N+1 memory access instructions, where the N+1 memory 

access instructions all include the storage address of the to-be-accessed data. In 

specific implementation, the storage address of the to-be-accessed data is a virtual 30

address.

[0075] 530. The processor system generates N+1 memory access requests 
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according to the storage address of the to-be-accessed data, where access addresses 

included in the N+1 memory access requests are different from each other and point 

to a same physical address, the physical address is the storage address of the 

to-be-accessed data in an extended memory, N≥1, and N is an integer.

[0076] Specifically, the generated N+1 access addresses are different from each 5

other. This prevents the memory access requests generated according to the N+1 

access addresses from being merged by a processor in an MSHR (Miss-status 

Handling Registers). The N+1 access addresses point to the same physical address. In 

specific implementation, there is a mapping relationship between the N+1 access 

addresses and the physical address of the to-be-accessed data in the extended memory.10

[0077] 550. The processor system sends the generated N+1 memory access 

requests to an extended memory controller.

[0078] Specifically, to compensate for a delay of accessing the to-be-accessed 

data in the extended memory, in the processor system, after generating the N+1 

memory access requests, the processor sends the N+1 memory access requests to a 15

memory controller in the processor system. The processor may sequentially send the 

N+1 memory access requests to the memory controller at regular intervals, or may 

send all the N+1 memory access requests to the memory controller at a time. After 

receiving the N+1 memory access requests, the memory controller determines that 

access addresses are different from each other (in particular, row addresses are 20

different), and identifies the N+1 memory access requests as memory access requests 

with row misses. Therefore, the N+1 memory access requests are serially sent 

according to a sending delay requirement for memory access requests with row misses 

that is specified in a memory access protocol.

[0079] It should be noted that the N+1 memory access instructions are included in 25

an object program (Object Program). The object program is obtained by the compiler 

(Compiler) by compiling a source program (Source Program). A computer system in 

which the source program is compiled may be a computer system in this embodiment 

of the present invention, or may be a third-party computer system.

[0080] For a computer that includes an extended memory system, when 30

developing the source program, a software developer defines a type and a storage 

location of each variable. The developer defines that some variables are temporarily 

stored in a system memory and other variables are temporarily stored in the extended 

memory.
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[0081] In a process of using the variable defined in the extended memory in a 

program, a read/write operation on the variable (which is referred to as the 

"to-be-accessed data" in this specification) needs to be involved. In this embodiment 

of the present invention, in a process of compiling the source program, when there is a 

requirement for accessing a specific piece of to-be-accessed data stored in the 5

extended memory, the compiler compiles a request for accessing the to-be-accessed 

data into the N+1 memory access requests according to a delay parameter of the 

extended memory and a delay requirement of a memory bus protocol, where N≥1, and 

N is an integer.

[0082] Further, a quantity of memory access requests that need to be sent is 10

determined in the following manner.

[0083] (1) A delay of transmitting the memory access request from the "extended 

memory controller" to the "extended memory" is tPD1, and a delay of transmitting 

data, which is read according to the memory access request, from the "extended 

memory" to the "extended memory controller" is tPD2.15

[0084] Specifically, once a computer system including the extended memory is 

determined, the foregoing two parameters may be determined.

[0085] (2) It is determined that a DDR-protocol-compliant time interval between 

two consecutive memory access requests with row misses sent by the processor is 

tGAPmin=tRCD+tRTP+tRP.20

[0086] Specifically, referring to FIG. 4 and related descriptions, a minimum time 

interval between the two memory access requests with row misses sent by the 

processor is at least tRCD+tRTP+tRP, and the foregoing parameters are specified in 

the DDR protocol.

[0087] Further, after the memory access request is generated, the processor may 25

insert one fence instruction after each memory access request at the time interval 

between the two consecutive memory access requests sent by the processor, that is, a

delay is implemented by executing the fence instruction, and an execution time of the 

fence instruction is T_Fence.

[0088] (3) A quantity N of memory access requests that need to be generated is 30

calculated according to the foregoing parameters, that is, 

N≥[(tPD1+tPD2)/(tRCD+tRTP+tRP)], where [*] is a rounding function.

[0089] Further, after the processor inserts the fence instruction in the generated 

N+1 memory access requests, the calculated N≥[(tPD1+tPD2)/T_Fence], where [*] is 
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a rounding function. T_Fence is the delay for executing the fence instruction by the 

processor.

[0090] In specific implementation, the N+1 access addresses generated according 

to the storage address of the to-be-accessed data may be obtained by performing the 

following steps 551 to 553, as shown in FIG. 5B.5

[0091] 551. A virtual-to- physical address conversion is performed according to a

virtual address Addr_Virtual of to-be-accessed data, where a storage address of the 

to-be-accessed data is the virtual address, so as to obtain a physical address 

Addr_Physical corresponding to the virtual address Addr_Virtual.

[0092] It should be noted that an address included in the memory access 10

instruction received by the processor is generally a virtual address. A virtual-to-

physical address conversion is performed according to the virtual address of the 

to-be-accessed data, so as to obtain the physical address corresponding to the virtual 

address.

[0093] 552. Generate N access addresses Addr_Physical(n) according to the 15

physical address Addr_Physical, where n is an integer and 1≤n≤N; row addresses of 

the N access addresses are Addr_Physical_Row(n)=n*M+Addr_Physical_Row, where 

n is an integer and 1≤n≤N, M is a quantity of memory rows included in an extended 

memory, and Addr_Physical_Row is a row address of the physical address 

Addr_Physical; and a bank address of each of N physical addresses is the same as a20

bank address of the physical address Addr_Physical.

[0094] Specifically, for a purpose of generating N+1 memory access requests with 

storage row misses, it needs to be ensured that addresses of the N+1 memory access 

requests include a same bank address and different row addresses.

[0095] An address space of the extended memory needs to be redefined. Referring 25

to FIG. 6, N=1 is used as an example, and the processor generates two access 

addresses according to the physical address of the to-be-accessed data, so as to 

generate two memory access requests for the extended memory.

[0096] In FIG. 6, a memory space that can be detected by the processor includes 

two parts: an actual memory space of the extended memory and a shadow space. The 30

memory space corresponding to the extended memory includes M memory rows, and 

the shadow space and the memory space corresponding to the extended memory are 

of a same size (sizes of rows and columns are the same). For a purpose of ensuring 

that the two memory access requests are used as the memory access requests with row 
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misses, it needs to be ensured that the addresses of the two memory access requests 

include a same bank address and different row addresses.

[0097] Therefore, in the addresses of the memory access requests, the row address 

of a memory access request is i, and the row address of the other memory access 

request is i+M. This ensures that the row addresses of the two memory access 5

requests are different. In addition, the row address corresponding to the physical 

address of the to-be-accessed data in the extended memory space is obtained by 

subtracting the offset M from the row address in the shadow space. This ensures that 

the two addresses point to a same physical address in the extended memory.

[0098] Further, in addition to the row address, the physical address in the 10

extended memory includes the bank address. If it is ensured that the generated N+1 

access addresses include a same bank address and different row addresses, the 

memory controller in the processor system can identify the N+1 memory access 

requests as memory access requests with row misses when receiving the N+1 memory 

access requests.15

[0099] It should be noted that, to simplify a description of this embodiment of the 

present invention, the N+1 access addresses that are generated based on the physical 

address of the to-be-accessed data are in a same memory chip (Chip) by default. In 

specific implementation, in addition to the bank address and the row address, the 

access address, as a memory physical address, further includes a channel address, a 20

DIMM address, a rank address, and a chip address according to a requirement of the 

memory physical address. Therefore, in specific implementation of a solution, the 

"generated N+1 access addresses" may be set to be the same as the channel address, 

the DIMM address, the rank address, and the chip address of the "physical address of 

the to-be-accessed data".25

[0100] It may be understood that, in the foregoing implementation manner, N=1 is 

used as an example. For another value, an address of a memory access request may be 

generated and N+1 memory access requests may be created according to a similar 

process.

[0101] 553. A processor system generates N+1 memory access requests according 30

to Addr_Physical and Addr_Physical(n), where n is an integer and 1≤n≤N.

[0102] In the foregoing embodiment, in a process of accessing the to-be-accessed 

data in the extended memory by the processor system in a computer, the processor 

generates the N+1 memory access requests, and access addresses included in the 
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generated N+1 memory access requests include a same bank address and different 

row addresses, so that the memory controller integrated into the processor triggers the 

memory access request with a row miss when executing the N+1 memory access 

requests. In a process of executing the N+1 memory access requests with row misses, 

the extended memory controller can read the to-be-accessed data from the extended 5

memory based on this processing delay, and finally, returns the to-be-accessed data to 

the processor. In the foregoing implementation manner, the delay in the process of 

executing the memory access request with a row miss is effectively used to resolve a 

problem that the to-be-accessed data cannot be returned within a specified delay 

range.10

[0103] FIG. 7 shows a processing process after an extended memory controller 

receives N+1 memory access requests sent by a processor system. The extended 

memory system includes the extended memory controller and an extended memory. 

The processor system in a computer is connected to the extended memory controller 

by using a memory bus. When the processor system in the computer needs to access 15

to-be-accessed data stored in the extended memory, the method embodiment includes

the following steps.

[0104] 710. The extended memory controller receives N+1 memory access 

requests serially sent by the processor system in the computer, where access addresses 

included in all the memory access requests are different from each other and point to a 20

same physical address, the physical address is a storage address of to-be-accessed data 

in the extended memory, N≥1, and N is an integer.

[0105] Specifically, the extended memory controller receives the N+1 memory 

access requests serially sent by the processor system in the process described in step 

550. The access addresses included in the N+1 memory access requests are different 25

from each other, and the N+1 access addresses point to the same physical address.

[0106] 730. When receiving a first memory access request of the N+1 memory 

access requests, the extended memory controller determines the physical address 

according to the access address carried in the first memory access request, sends a 

read request to the extended memory, and returns a specific response message to the 30

processor system, where the read request carries the physical address.

[0107] Specifically, when receiving the first memory access request, the extended 

memory controller determines the physical address according to the access address of 

the first memory access request, and sends the read request for the physical address to 
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the extended memory, where the read request is used to read the to-be-accessed data 

from the extended memory.

[0108] 750. Before receiving the to-be-accessed data returned by the extended 

memory, each time a memory access request after the first memory access request of

the N+1 memory access requests is received, the extended memory controller returns 5

the specific response message to the processor system within an access delay 

specified in a memory bus protocol.

[0109] Specifically, because a relatively high delay is required in a process of 

reading the to-be-accessed data, and the memory bus protocol is a fixed-delay 

synchronous memory access protocol, the extended memory controller needs to return 10

a response message for each memory access request. Therefore, the extended memory 

controller returns the specific response message for the first memory access request to 

a processor. It should be noted that the specific response message is a special 

identifier agreed upon by the processor and the extended memory controller, for 

example, 0x5a5a5a5a5a5a5a5a may be used as the special identifier.15

[0110] It should be noted that the special identifier is a customizable identifier. In 

specific implementation, another identifier may also be used. This is not limited in

any embodiment of the present invention.

[0111] 770. The extended memory controller writes the to-be-accessed data into a 

data buffer, and stops returning a specific response message to the processor system20

after receiving the to-be-accessed data returned by the extended memory.

[0112] Specifically, in step 730, the read request sent by the extended memory 

controller is sent to the extended memory, and a relatively high delay is required in 

the process of reading the to-be-accessed data from the extended memory. At this 

stage, some memory access requests of the N+1 memory access requests are sent by 25

the processor to the extended memory controller. In this case, after receiving these 

memory access requests, the extended memory controller returns the specific response 

message to the processor within the delay required by the memory bus protocol, so as 

to notify the processor that the to-be-accessed data has not been obtained. When 

receiving the to-be-accessed data returned by the extended memory, the extended 30

memory controller writes the to-be-accessed data into the data buffer.

[0113] It should be noted that the data buffer may be integrated into the extended 

memory controller, or may be implemented independently of the extended memory 

controller.
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[0114] 790. When receiving another memory access request of the N+1 memory 

access requests, the extended memory controller reads the to-be-accessed data from 

the data buffer, and returns the to-be-accessed data to a processor.

[0115] Specifically, because the memory bus protocol is a fixed-delay 

synchronous memory access protocol, after the to-be-accessed data is written into the 5

data buffer, the extended memory controller reads the to-be-accessed data from the 

data buffer, and returns the to-be-accessed data to the processor system in an 

execution cycle of a next memory access request.

[0116] Further, the access addresses in all the N+1 memory access requests 

include a same bank address and different row addresses. A memory controller 10

integrated into the processor identifies the memory access request having this feature 

as a memory access request with a row miss (Row Miss), so that the delay specified in 

a memory access protocol can be generated in a process of executing the N+1 

memory access requests.

[0117] Further, the extended memory controller presets a mapping relationship 15

between the access addresses included in all the N+1 memory access requests and the 

physical address of the to-be-accessed data in the extended memory. The determining, 

by the extended memory controller, the physical address according to the access 

address carried in the first memory access request includes: querying, by the extended 

memory controller, the mapping relationship according to the access address carried 20

in the first memory access request, so as to determine the foregoing physical address.

[0118] Further, in step 730, after the determining, by the extended memory 

controller, the physical address according to the access address carried in the first 

memory access request, the method embodiment further includes: creating, by the 

extended memory controller, a record in the data buffer, where the record includes a 25

tag field and a data field, and setting the tag field to the physical address.

[0119] Further, in step 730, the record includes a validity field, and the method 

embodiment further includes: setting, by the extended memory controller, the validity 

field to invalid.

[0120] Further, in step 750, in the process of reading the to-be-accessed data from 30

the extended memory, each time the extended memory controller receives the memory 

access request, the method further includes: querying, by the extended memory 

controller, the mapping relationship according to the access addresses carried in all 

the memory access requests, so as to determine the physical address; and querying the 
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record in the data buffer according to the physical address, and when determining that 

the validity field in the record is invalid, generating the specific response message.

[0121] Further, in step 750, the writing, by the extended memory controller, the 

to-be-accessed data into a data buffer includes: searching, by the extended memory 

controller, the data buffer for the record corresponding to the physical address, setting 5

the data field in the record to the to-be-accessed data, and setting the validity field to 

valid.

[0122] In the foregoing implementation process, after receiving the first memory 

access request, the extended memory controller sends, to the extended memory, a 

request for reading the to-be-accessed data. In the process of reading the 10

to-be-accessed data from the extended memory, the extended memory controller 

returns the special response message for the received memory access request within 

the access delay specified in the memory bus protocol, so that the processor can send 

the next memory access request according to a row miss requirement, and the 

extended memory controller temporarily stores read data into the data buffer and 15

returns the to-be-accessed data to the processor in the execution cycle of the next 

memory access request. In the foregoing process, the delay caused by execution of the 

N+1 memory access requests with row misses is used to effectively compensate for a 

delay of reading the to-be-accessed data from the extended memory and returning the 

to-be-accessed data to the processor by the extended memory controller.20

[0123] According to an empirical value obtained from an experiment, when there 

are a few levels of extended memories, and read/write of to-be-accessed data is 

performed on the data in an extended memory, N=1, that is, two memory access 

requests can be generated to compensate for the delay of reading the data from the 

extended memory. The following describes two specific implementation processes by 25

using N=1 as an example.

I. An in-order execution manner (referring to FIG. 8)

[0124] According to the memory space that includes the extended memory in FIG. 

6, it can be learned that only one shadow space needs to be virtualized. FIG. 6 is used 

as an example. With reference to the structural diagram of the system in FIG. 2, it is 30

assumed that the to-be-accessed data is located in an ith row in the extended memory, 

and the row address of the to-be-accessed data is i. According to the foregoing method, 
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the row addresses of the two generated access addresses are i and i+M. Bank 

addresses of the two access addresses are set to be the same. The foregoing generated 

access addresses are recorded in the buffer in the extended memory controller.

[0125] Two memory access requests are constructed according to the generated 

two access addresses and are sent by the processor to the extended memory controller. 5

It is assumed that the processor first sends the memory access request with the row 

address of i+M, and then sends the memory access request with the row address of i. 

An execution process of the method embodiment is as follows:

[0126] 810. The extended memory controller receives a first memory access 

request, and parses the request to obtain an access address of the request; and when 10

identifying that a row address of the request is i+M, the extended memory controller 

returns a special identifier to the processor.

[0127] Specifically, because the extended memory controller can identify, 

according to the row address, that an address in the memory access request is located 

in an actual memory space of the extended memory or a shadow space, in this step, if 15

it is identified that the row address is i+M, it is determined that the access address is 

located in the shadow space, and the special identifier (such as 0x5a5a5a5a5a5a5a5a) 

is generated and is returned to the processor.

[0128] 830. The extended memory controller generates a read request, where the 

read request includes a physical address of to-be-accessed data, sends the read request 20

to an extended memory, and reads the to-be-accessed data into a data buffer within a 

memory access request processing delay specified in a memory bus protocol.

[0129] Specifically, after receiving the first memory access request, the extended 

memory controller generates the request for reading the to-be-accessed data, and 

sends the read request to the extended memory. The to-be-accessed data is read into 25

the data buffer within the memory access request delay specified in the memory bus 

protocol.

[0130] 850. After the delay specified in the memory bus protocol, the extended 

memory controller receives a second memory access request, and parses the request to 

obtain an access address of the request; and when identifying that a row address of the 30

request is i, the extended memory controller reads the to-be-accessed data from the 

data buffer, and returns the to-be-accessed data to the processor.

[0131] Specifically, after reading the to-be-accessed data into the data buffer, the 

extended memory controller receives the second memory access request sent by the 
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processor, and parses the request to obtain the row address of the access address; and 

when determining that the row address of the request is i, that is, an address located in 

the actual memory space of the extended memory, the extended memory controller 

reads the to-be-accessed data from the data buffer, and returns the to-be-accessed data 

to the processor.5

[0132] In the foregoing embodiment, according to an address access order that is 

agreed upon in advance, the access address included in the received first memory 

access request is an address of the shadow space, the access address included in the 

second memory access request is an address of the actual memory space, and there is 

a mapping relationship between the address of the shadow space and the address of 10

the actual memory space. When the memory access request including the address of 

the shadow space is received, the to-be-accessed data is read from the extended 

memory and is cached to the data buffer. When the memory access request including 

the address of the actual memory space is received, data is read from the data buffer to 

the processor.15

[0133] It may be understood that the foregoing address access order that is agreed 

upon in advance may further be such an order of "accessing the address of the actual 

memory space first, and then the address of the shadow space", or further, the 

addresses included in the two memory access requests are both the address of the 

shadow space (that is, Add1 and Add2), provided that it is ensured that the access 20

addresses included in the two memory access requests have a mapping relationship

and point to a same physical address.

II. An out-of-order execution manner (referring to FIG. 9)

[0134] Out-of-order herein refers to an inconsistency between an order in which a 

memory access request is sent to an extended memory controller and an order in 25

which a processor sends the memory access request. In this case, the order in which 

the memory access request is sent cannot be determined by determining whether a 

row address of an access address is located in a shadow space or an actual memory 

space. Therefore, in this case, the order in which the memory access request is sent is 

determined by querying whether there is to-be-accessed data in a data buffer.30

[0135] It is assumed that the to-be-accessed data is located in an ith row in an 

extended memory, and a row address of the to-be-accessed data is i. According to the 
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foregoing method, row addresses of two generated access addresses are i and i+M. 

Bank addresses of the two access addresses are set to be the same. The foregoing 

generated access addresses are recorded in the buffer in the extended memory 

controller.

[0136] Two memory access requests are constructed according to the generated 5

two access addresses and are sent by the processor to the extended memory controller. 

It is assumed that the processor first sends the memory access request with the row 

address of i+M, and then sends the memory access request with the row address of i. 

An execution process of the method embodiment is as follows:

[0137] 910. The extended memory controller successively receives two memory 10

access requests, where access addresses in the two memory access requests are 

different from each other, the two access addresses point to a same physical address, 

and the physical address is a physical address of to-be-accessed data in the extended 

memory.

[0138] Specifically, the access addresses in the two memory access requests are 15

different from each other. This prevents the memory access requests generated 

according to the two access addresses from being merged by the processor in an 

MSHR (Miss-status Handling Registers). The two access addresses point to the same 

physical address. This indicates that there is a mapping relationship between the two 

access addresses and the physical address.20

[0139] 930. After receiving either of the memory access requests, the extended 

memory controller maps the address to the physical address of the to-be-accessed data,

and searches a data buffer.

[0140] Specifically, the data buffer is configured to cache data. In specific

implementation, the data buffer may be implemented by using a cache. Storage is 25

performed in an <identifier, data> manner. The physical address of the to-be-accessed 

data may be used as the identifier.

[0141] 950. When a record of the to-be-accessed data is not found, determine that 

the memory access request is a first memory access request, return a special identifier 

to the processor, and send a request for reading the to-be-accessed data to the30

extended memory, where the read request includes the physical address.

[0142] Specifically, in step 930, when the extended memory controller cannot find, 

in the data buffer, the record of the to-be-accessed data, it is determined that the 

received memory access request is the first memory access request. In this case, the 
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read request whose access address is the physical address is generated and is sent to 

the extended memory, where the read request is used to read the to-be-accessed data. 

In this process, the extended memory controller further generates the special identifier 

(such as 0x5a5a5a5a5a5a5a5a), and sends the special identifier to the processor, so 

that the processor determines, according to the special identifier, that the 5

to-be-accessed data has not been read into the data buffer.

[0143] 970. When the record of the to-be-accessed data is found, determine that 

the memory access request is a second memory access request, and read data from the 

data buffer and return the data to the processor.

[0144] Specifically, when the extended memory controller finds the record of the 10

to-be-accessed data, it indicates that the memory access request is the second memory 

access request, and the data is read from the data buffer and is returned to the 

processor.

[0145] In the foregoing implementation manner, a processor generates two 

memory access requests, and sends the two memory access requests to an extended 15

memory controller, so that the extended memory controller reads to-be-accessed data 

in an extended memory according to the two memory access requests. This resolves a 

problem that a delay of accessing the to-be-accessed data in the extended memory by 

the processor cannot meet a memory access protocol requirement.

A device embodiment of the present invention20

[0146] The present invention further provides a device embodiment of an 

extended memory controller. Referring to FIG. 10, the extended memory controller is 

applied to access to-be-accessed data in an extended memory by a processor in a 

computer. The extended memory controller is connected to the computer by using a 

memory bus. The extended memory controller includes:25

a receiving module 1010, configured to receive N+1 memory access 

requests serially sent by a processor system in the computer, where access addresses 

included in all the memory access requests are different from each other and point to a 

same physical address, the physical address is a storage address of the to-be-accessed 

data in the extended memory, N≥1, and N is an integer;30

an execution module 1020, configured to: when a first memory access 

request of the N+1 memory access requests is received, determine the physical 
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address according to the access address carried in the first memory access request, 

where the physical address is the storage address of the to-be-accessed data in the 

extended memory, send, to the extended memory, a read request for obtaining the 

to-be-accessed data, and generate a specific response message, where the read request 

includes the physical address; before the to-be-accessed data returned by the extended 5

memory is received, each time a memory access request of the N+1 memory access 

requests is received, generate a specific response message within an access delay 

specified in a memory bus protocol; write the to-be-accessed data into a data buffer 

1040 after the to-be-accessed data returned by the extended memory is received, and 

stop returning a specific response message to the processor system; and after the 10

to-be-accessed data is written into the data buffer 1040, when a memory access 

request of the N+1 memory access requests is received, read the to-be-accessed data 

from the data buffer 1040, and send the to-be-accessed data to a sending module; and

the sending module 1030, configured to: send the read request to the 

extended memory, and return the specific response message to the processor system; 15

before the to-be-accessed data returned by the extended memory is received, each 

time another memory access request after the first memory access request of the N+1 

memory access requests is received, return the specific response message to the 

processor system within the access delay specified in the memory bus protocol; and 

receive the to-be-accessed data from the execution module 1020, and send the 20

to-be-accessed data to the processor system.

[0147] Further, the access addresses in all the N+1 memory access requests 

include a same bank address and different row addresses.

[0148] Further, the execution module 1020 is further configured to: preset a

mapping relationship between the access addresses included in all the N+1 memory 25

access requests and the physical address of the to-be-accessed data in the extended 

memory; and query, according to the access address carried in the first memory access 

request, the mapping relationship between the address included in the first memory 

access request and the physical address of the to-be-accessed data in the extended 

memory, so as to obtain the physical address of the to-be-accessed data in the 30

extended memory.

[0149] Further, the execution module 1020 is further configured to: after the 

physical address is determined according to the access address carried in the first 

memory access request, create a record in the data buffer, where the record includes a 
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tag field and a data field, and set the tag field to the physical address.

[0150] Further, the record further includes a validity field, and the execution 

module 1020 is further configured to set the validity field in the record to invalid.

[0151] Further, the execution module 1020 is further configured to: each time 

another memory access request after the first memory access request of the N+1 5

memory access requests is received, query the mapping relationship according to the 

access addresses carried in all the memory access requests, so as to obtain the 

physical address; and query the record in the data buffer 1040 according to the 

physical address, and generate the specific response message when it is determined 

that the validity field in the record is invalid.10

[0152] Further, the execution module 1020 is further configured to: search the 

data buffer 1040 for the record corresponding to the physical address, set the data 

field in the record to the to-be-accessed data, and set the validity field to valid.

[0153] Further, it should be noted that, in the foregoing embodiment of the 

extended memory controller, the data buffer 1040 is integrated into the extended 15

memory controller. This is only an implementation manner. A person skilled in the art 

may understand that the data buffer 1040 may further be implemented independently 

of the extended memory controller.

[0154] The present invention further provides a computer system including an 

extended memory. As shown in FIG. 2, the computer system includes a processor 20

system 201, a system memory 202, an extended memory controller 203 as described 

in the device embodiment of the extended memory controller, and an extended 

memory 204. The extended memory controller 203 is connected to the extended 

memory 204, and the extended memory controller 203 is connected to the processor 

201 by using a memory interface. The processor system 201 is connected to the 25

system memory 202, and the system memory 202 is configured to store a program to 

store an execution instruction. The processor system 201 is configured to execute the

execution instruction stored in the system memory 202, so that the processor system 

201 performs the method for accessing the extended memory in an extended memory 

system by the computer shown in the method embodiment of accessing the extended 30

memory by the computer.

[0155] A person of ordinary skill in the art may be aware that, in combination 

with the examples described in the embodiments disclosed in the present invention, 

units and algorithm steps may be implemented by electronic hardware, computer 



31

software, or a combination thereof. To clearly describe the interchangeability between 

the hardware and the software, the foregoing has generally described compositions 

and steps of each example according to functions. Whether the functions are 

performed by hardware or software depends on particular applications and design 

constraint conditions of the technical solutions. A person skilled in the art may use 5

different methods to implement the described functions for each particular application, 

but it should not be considered that the implementation goes beyond the scope of the 

present invention.

[0156] It may be clearly understood by a person skilled in the art that, for the 

purpose of convenient and brief description, for a detailed working process of the 10

foregoing system, apparatus, and unit, reference may be made to a corresponding 

process in the foregoing method embodiments, and details are not described herein 

again.

[0157] In the several embodiments provided in this application, it should be 

understood that the disclosed system, apparatus, and method may be implemented in 15

other manners. For example, the described apparatus embodiment is merely an 

example. For example, the unit division is merely logical function division and may 

be other division in actual implementation. For example, a plurality of units or 

components may be combined or integrated into another system, or some features 

may be ignored or not performed. In addition, the displayed or discussed mutual 20

couplings or direct couplings or communication connections may be implemented by 

using some interfaces. The indirect couplings or communication connections between 

the apparatuses or units may be implemented in electronic, mechanical, or other 

forms.

[0158] The units described as separate parts may or may not be physically 25

separate, and parts displayed as units may or may not be physical units, may be 

located in one position, or may be distributed on a plurality of network units. A part or 

all of the units may be selected according to actual needs to achieve the objectives of 

the solutions of the embodiments of the present invention.

[0159] In addition, functional units in the embodiments of the present invention 30

may be integrated into one processing unit, or each of the units may exist alone 

physically, or two or more units are integrated into one unit. The integrated unit may 

be implemented in a form of hardware, or may be implemented in a form of a 

software function unit.
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[0160] When the integrated unit is implemented in the form of a software function 

unit and sold or used as an independent product, the integrated unit may be stored in a 

computer-readable storage medium. Based on such an understanding, the technical 

solutions of the present invention essentially, or the part contributing to the prior art, 

or all or a part of the technical solutions may be implemented in the form of a 5

software product. The software product is stored in a storage medium and includes 

several instructions for instructing a computer device (which may be a personal 

computer, a server, or a network device) to perform all or a part of the steps of the 

methods described in the embodiments of the present invention. The foregoing 

storage medium includes: any medium that can store program code, such as a USB 10

flash drive, a removable hard disk, a read-only memory (ROM, Read-Only Memory), 

a random access memory (RAM, Random Access Memory), a magnetic disk, or an 

optical disc.

[0161] The foregoing descriptions are merely specific embodiments of the present 

invention, but are not intended to limit the protection scope of the present invention. 15

Any modification or replacement readily figured out by a person skilled in the art 

within the technical scope disclosed in the present invention shall fall within the 

protection scope of the present invention. Therefore, the protection scope of the 

present invention shall be subject to the protection scope of the claims.
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CLAIMS

What is claimed is:

1. A method for accessing an extended memory, wherein a computer is connected 

to an extended memory system by using a memory bus, the extended memory system 

comprises an extended memory controller and the extended memory, and when the 5

computer needs to access to-be-accessed data stored in the extended memory, the 

method comprises:

receiving, by the extended memory controller, N+1 memory access requests

serially sent by a processor system in the computer, wherein access addresses 

comprised in all the memory access requests are different from each other and point to 10

a same physical address, the physical address is a storage address of the 

to-be-accessed data in the extended memory, N≥1, and N is an integer;

determining, by the extended memory controller when receiving a first memory 

access request of the N+1 memory access requests, the physical address according to 

the access address carried in the first memory access request, sending, to the extended 15

memory, a read request for obtaining the to-be-accessed data, and returning a specific 

response message to the processor system, wherein the read request comprises the 

physical address;

before receiving the to-be-accessed data returned by the extended memory, each 

time another memory access request after the first memory access request of in the 20

N+1 memory access requests is received, returning, by the extended memory 

controller, a specific response message to the processor system within an access delay 

specified in a memory bus protocol;

writing, by the extended memory controller after receiving the to-be-accessed 

data returned by the extended memory, the to-be-accessed data into a data buffer, and 25

stopping returning a specific response message to the processor system; and

reading, by the extended memory controller when receiving another memory 

access request in of the N+1 memory access requests, the to-be-accessed data from 

the data buffer, and returning the to-be-accessed data to the processor system.

2. The method according to claim 1, wherein the access addresses in all the N+1 30

memory access requests comprise a same bank address and different row addresses.

3. The method according to claim 1 or 2, wherein the method further comprises:
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presetting, by the extended memory controller, a mapping relationship between the 

access addresses comprised in all the N+1 memory access requests and the physical 

address of the to-be-accessed data in the extended memory; and

the determining, by the extended memory controller, the physical address 

according to the access address carried in the first memory access request comprises:5

querying, by the extended memory controller, the mapping relationship 

according to the access address carried in the first memory access request, so as to 

obtain the physical address.

4. The method according to claim 3, wherein after the determining, by the 

extended memory controller, the physical address according to the access address 10

carried in the first memory access request, the method further comprises:

creating, by the extended memory controller, a record in the data buffer, wherein 

the record comprises a tag field and a data field, and setting the tag field to the 

physical address.

5. The method according to claim 4, wherein the record further comprises a 15

validity field, and the method further comprises:

setting, by the extended memory controller, the validity field to invalid.

6. The method according to claim 5, wherein each time a memory access request 

after the first memory access request of the N+1 memory access requests is received, 

the method further comprises:20

querying, by the extended memory controller, the mapping relationship 

according to the access addresses carried in all the memory access requests, so as to 

obtain the physical address; and

querying the record in the data buffer according to the physical address, and 

when determining that the validity field in the record is invalid, generating the 25

specific response message.

7. The method according to claim 5, wherein the writing, by the extended 

memory controller after receiving the to-be-accessed data returned by the extended 

memory, the to-be-accessed data into a data buffer comprises:

searching, by the extended memory controller, the data buffer for the record 30

corresponding to the physical address, setting the data field in the record to the 

to-be-accessed data, and setting the validity field to valid.

8. A method for accessing an extended memory, wherein a computer is connected 

to an extended memory system by using a memory bus, the extended memory system 
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comprises an extended memory controller and the extended memory, and when the 

computer needs to access to-be-accessed data stored in the extended memory, the 

method comprises:

receiving, by a processor system in the computer, a storage address of the 

to-be-accessed data;5

generating, by the processor system, N+1 memory access requests according to 

the storage address of the to-be-accessed data, wherein access addresses comprised in 

the N+1 memory access requests are different from each other and point to a same 

physical address, the physical address is the storage address of the to-be-accessed data 

in the extended memory, N≥1, and N is an integer; and10

sending, by the processor system, the N+1 memory access requests to the 

extended memory controller.

9. The processing method according to claim 8, wherein before the generating, 

by the processor system, N+1 memory access requests according to the storage 

address of the to-be-accessed data, the method further comprises:15

determining a value N according to a delay parameter for obtaining data from the 

extended memory by the computer, wherein the delay parameter for obtaining data 

from the extended memory by the computer comprises any one or any combination of 

the following parameters: a delay tPD1 of transmitting the memory access request 

from the extended memory controller to the extended memory, a delay tPD2 of 20

transmitting data, which is read by the memory access request, from the extended 

memory to the extended memory controller, or a time interval T_Interval between two 

consecutive memory access requests sent by the processor system.

10. The processing method according to claim 9, wherein the determining a 

value N according to a delay parameter for obtaining data from the extended memory 25

by the computer comprises:

determining the value N, wherein N≥[(tPD1+tPD2)/T_Interval], and [*] is a 

rounding function.

11. The processing method according to claim 9 or 10, wherein the time interval 

T_Interval between two consecutive memory access requests is 30

tGAPmin=tRCD+tRTP+tRP or T_Fence.

12. The processing method according to any one of claims 8 to 11, wherein the 

generating, by the processor system, N+1 memory access requests according to the 

storage address of the to-be-accessed data comprises:
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performing a virtual-to-physical address conversion according to the storage 

address Addr_Virtual of the to-be-accessed data, wherein the storage address of the 

to-be-accessed data is a virtual address, so as to obtain a physical address 

Addr_Physical corresponding to the virtual address Addr_Virtual;

generating N access addresses Addr_Physical(n) according to the physical 5

address Addr_Physical, wherein n is an integer and 1≤n≤N, and row addresses of the 

N access addresses are Addr_Physical_Row(n)=n*M+Addr_Physical_Row, wherein n 

is an integer and 1≤n≤N, M is a quantity of memory rows comprised in the extended 

memory, and Addr_Physical_Row is a row address of the physical address 

Addr_Physical; and an address other than the row address of each of the N physical 10

addresses is the same as an address other than the row address of the physical address 

Addr_Physical; and

generating, by the processor system, the N+1 memory access requests according 

to Addr_Physical and Addr_Physical(n), wherein n is an integer and 1≤n≤N.

13. An extended memory controller, applied to access to-be-accessed data in an 15

extended memory by a processor system in a computer, wherein the processor system 

in the computer is connected to an extended memory system by using a memory bus, 

the extended memory system comprises the extended memory controller and the 

extended memory, and the extended memory controller comprises:

a receiving module, configured to receive N+1 memory access requests serially 20

sent by the processor system in the computer, wherein access addresses comprised in 

all the memory access requests are different from each other and point to a same 

physical address, the physical address is a storage address of the to-be-accessed data 

in the extended memory, N≥1, and N is an integer;

an execution module, configured to: 25

determine the physical address according to the access address carried in the first 

memory access request when a first memory access request of the N+1 memory 

access requests is received, wherein the physical address is the storage address of the 

to-be-accessed data in the extended memory, generate a read request for obtaining the 

to-be-accessed data, and generate a specific response message, wherein the read 30

request comprises the physical address; 

before the to-be-accessed data returned by the extended memory is received, 

each time a memory access request of the N+1 memory access requests is received, 

generate a specific response message within an access delay specified in a memory 
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bus protocol;

write the to-be-accessed data into a data buffer after the to-be-accessed data 

returned by the extended memory is received, and stop returning a specific response 

message to the processor system; and 

read the to-be-accessed data from the data buffer when another memory access 5

request of the N+1 memory access requests is received, and send the to-be-accessed 

data to the sending module; and

the sending module, configured to: 

send the read request to the extended memory, and return the specific response 

message to the processor system; 10

before the to-be-accessed data returned by the extended memory is received, 

each time another memory access request after the first memory access request of the 

N+1 memory access requests is received, return the specific response message to the 

processor system within the access delay specified in the memory bus protocol; and 

receive the to-be-accessed data from the execution module, and send the 15

to-be-accessed data to the processor system.

14. The extended memory controller according to claim 13, wherein the access 

addresses in all the N+1 memory access requests comprise a same bank address and 

different row addresses.

15. The extended memory controller according to claim 13 or 14, wherein the 20

execution module is further configured to: 

preset a mapping relationship between the access addresses comprised in all the 

N+1 memory access requests and the physical address of the to-be-accessed data in 

the extended memory; and 

query, according to the access address carried in the first memory access request, 25

the mapping relationship between the address comprised in the first memory access 

request and the physical address of the to-be-accessed data in the extended memory, 

so as to obtain the physical address of the to-be-accessed data in the extended 

memory.

16. The extended memory controller according to claim 15, wherein the 30

execution module is further configured to: 

create a record in the data buffer after the physical address is determined 

according to the access address carried in the first memory access request, wherein the 

record comprises a tag field and a data field, and set the tag field to the physical 
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address.

17. The extended memory controller according to claim 16, wherein the record 

further comprises a validity field; and

the execution module is further configured to set the validity field in the record 

to invalid.5

18. The extended memory controller according to claim 17, wherein the 

execution module is further configured to: 

each time another memory access request after the first memory access request 

of the N+1 memory access requests is received, query the mapping relationship 

according to the access addresses carried in all the memory access requests, so as to 10

obtain the physical address; 

query the record in the data buffer according to the physical address; and

generate the specific response message when it is determined that the validity 

field in the record is invalid.

19. The extended memory controller according to claim 17, wherein:15

the execution module is further configured to: search the data buffer for the 

record corresponding to the physical address after the to-be-accessed data returned by 

the extended memory is received, set the data field in the record to the to-be-accessed 

data, and set the validity field to valid.

20. A computer system comprising an extended memory, wherein the computer 20

system comprises a processor system, a main memory, the extended memory 

controller according to any one of claims 13 to 19, and the extended memory; the 

extended memory controller is connected to the extended memory, the extended 

memory controller is connected to the processor system by using a memory interface, 

and the processor system is connected to the main memory; the main memory is 25

configured to store a program and store an execution instruction; and the processor 

system is configured to execute the execution instruction stored in the main memory, 

so that the processor system performs the method for accessing the extended memory 

in the extended memory system by the computer according to any one of claims 8 to 

12.30


