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(54) Title: METHOD FOR THE PRODUCTION OF ACRYLIC ACID BY MEANS OF HETEROGENEOQUSLY CATALYZED

PARTIAL GAS PHASE OXIDATION OF PROPYLENE

(54) Bezeichnung: VERFAHREN ZUR HERSTELLUNG VON ACRYLSAURE DURCH HETEROGEN KATALY SIERTE PAR-

TIELLE GASPHASEN OXIDATION VON PROPYLEN

(57) Abstract: The invention relates to a method for producing acrylic acid by means of two-stage heterogeneously catalyzed partial
gas phase oxidation of propylene. According to said method, previously dehydrogenated propane is used as a propylene source while
the first partial oxidation stage is operated so as to limit propylene reaction. Furthermore, unreacted propane and propylene contained
in the product gas mixture of the second partial oxidation stage are largely redirected into the propane dehydrogenation process taking

place upstream.

(57) Zusammenfassung: Vorliegende Erfindung betrifft ein Verfahren zur Herstellung von Acrylsidure durch zweistufige hetero-
gen katalysierte partielle Gasphasenoxidation von Propylen, bei dem als Propylenquelle eine vorgeschaltete Propandehydrierung
verwendet wird und bei dem die erste Partialoxidationsstufe mit begrenztem Propylenumsatz betrieben wird, und im Produktgas-
gemisch der zweiten Partialoxidationsstufe befindliches nicht umgesetztes Propan und Propylen weitgehend in die vorgeschaltete

Propandehydrierung riickgefiihrt werden.



