LI GHT EM TTI NG DEVI CE AND METHOD OF MANUFACTURI NG THE SAME ABSTRACT OF THE
DI SCLOSURE A high-quality light emtting device is provided which has a
| ong-lasting light emtting elenent free fromthe probl ens of conventional
ones because of a structure that allows | ess degradation, and a method of
manufacturing the light emtting device is provided. After a bank is
formed, &AC é§p8§éHT5H6dBE§@€Ea6§D|yEmeedORsunguaAévnnipelqunsAMalcohol)
-based porous substance or the like to level the surface and renove dusts
fromthe surface. An insul 'no filmis forned bet ween an interlayer
insulating filmon a TFT dNdtRe drdBd HERIXIHARYREI y, plasma treatnent is
performed on th ﬁth (?L&%[\ Tiolﬁéoen]i n%g' &rvﬁ_fe 19%?&&/1&6%3&%“%5 W18y, l(&nlon?d‘gtpnot lrllcv lTFT
for surface nDdlflcat

emitting element free from the problems of conventional ones because of a structure that
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allows less degradation, and a method of manufacturing the light emitting device is
provided. Afier a bank is formed, an exposed anode surface is wiped using a PVA
(polyvinyl alcohol) -based porous substance or the like to level the surface and remove
dusts from the surface. An insulating film is formed between an interlayer insulating film
on a TFT and the anode. Alternatively, plasma treatment is performed on the surface of

10 the interlayer insulating film on the TFT for surface modification.

(Fig. 1)
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