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TITLE 

Drop-on-demand Multi-tone Printing 

DFSCRIPTION 

This invention relates to drop-on-demand multi-tone printing. 

In particular, a first aspect of the present invention relates to a method of operating a 

drop-on-demand multi-tone printing apparatus having a series of channels arranged 

10 to receive ink from a source, each channel having-a respective ink outl~t (usually, an 

appropriately shaped and dimensioned nozzle), each adjacent pair of the channels being 

separated by a respective dividing wall, and each dividing wall being movable in 

response to a pulsed electrical signals (for example using the piezo-electric effect) to 

apply pressure pulses to the ink in the respective pair of the channels, whereby ink can 

15 be ejected from the outlets and deposited onto a recording medium. 

20 

A problem with operating such an apparatus is that the signal applied to each dividing 

wall affects both of the channels to either side of that dividing wall. Paten~ document 

WO-A-96/10488 describes ways of dealing with this problem. 

In one example described in WO-A-96/10488, printing of a line of pixels is divided 

into three cycles. In the first cycle, the dividing walls to either side of channels 

numbered, for example, 1, 4, 7, ... are driven {if ink is to be ejected from them) with 

a pulsed signal. In the second cycle, the dividing walls to either side of channels 

25 numbered 2, S, 8, ... are driven (if ink is to be ejected from them) with the pulsed 

signal. In the third cycle, the dividing walls to either side of channels numbered 3, 6, 

9, ... are driven {if ink is to be ejected from them) with the pulsed signal. Thus, the 

pressure pulses developed in the channels which are not included in the current cycle 

are no greater than ~ of those in the channels which are intended to eject ink. The 

30 printing apparatus is arranged so that such * magnitude pulses do not cause ink 

ejection. 
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In another example described in WO-A-96/10488, printing of a line of pixels is 

divided into two cycles. In the first cycle, the dividing walls to either side of channels 

numbered 1, 5, 9, ... , for example, are driven (if ink ·is to be ejected from them) with 

a first pulsed signal, and the dividing walls to either side of channels 3, 7, 11, ... ~e 
. . 

5 driven (if ink is to be ejected from them) with a second pulsed sign~l which is x 

radians out-of-phase with the first pulsed signal. If the dividing walls to either side of 

the odd-numbered channels are all driven, then the resultant pressure pulses applied to 

the even-numbered channels are zero. If the dividing walls to either side of only some 

of the odd-numbered channels are driven, then the resultant pressure pulses applied to 

10 the even-n:umbered channels can be no more than ~ of the magnitude of those applied 

to the intended channels. Again, the printing apparatus is arranged so that such 71 

magnitude pulses do not cause ink ejection. Conversely, in the second cycle, the 

dividing walls to either side of channels numbered 2, 6, 10, .. ., for example, are driven 

(if ink is to be ejected from them) with the first pulsed signal; and the dividing walls 

15 to either side of c~annels 4, 8, 12, ... are driven (if ink is to be ejected from them) with 

the second pulsed signal which is 3t radians out-of -phase with the first ·pulsed signal. 

A problem with the driving schemes described above is that the requirement for % or 

71 of the channels not to be printing at any time means that the speed of printing is not 

20 as high as might be desired. 

In accordance with the first aspect of the invention, the method of operating such an 

apparatus comprises the stepS of: developing for each channel a resp~ctive pulsed 

electrical signal in dependence upon whether ink is to be ejected from that channel, the 

25 signals for adjacent pairs of the channels temporally overlapping each other and not 

being in phase with each other; and applying to each dividing wall a combination of the 

signals developed for the respective pair of the channels. 

It might be expected that with such a method of operation, unwanted ink ejection- will 

30 occur. However, as will be apparent from the following description, on the whole, the 

method enables no more than * size pulses to be applied to channels which are not 

intended to eject ink. When a particular channel is intended to eject, and one of i~ 
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adjacent channels is also, but the other adjacent channel is not, then the middle channel 

may be subjected to pulses which are slightly greater than nomial, slight distorted 

and/or slightly phase-shifted compared with nomial, but these effects can be arranged 

so that they are not significant. The method of this aspect of the invention enables _ink 

5 to be ejected, when necessary, from all of the outlets at the same time~ and thus· the 

printing speed can be high. 

Preferably, the channels are arranged in groups each containing a number X (X ~ 3, for 

example four) of the channels, the signals developed for adjacent pairs of the channels 

10 being generally 2:Jm/X radians out of phase with. each other, where n is an integer not 

equal to X. Thus, there is a substantially constant phase shift between one channel and 

the next. Preferably n and X have no common factors. 

Preferably, for each dividing wall, the applying step comprises the steps of: applying 

15 the signal developed for the channel to one side of that dividing wall .to an electrode 

on that side of the dividing wall; and applying the signal developed for the channel to 

the other side of that dividing wall to an electrode on that other side of the dividing 

wall. 

20 Preferably, lines· of pixels of the ink ~e deposited onto the recording medium in 

respective cycles; and, in each cycle, those of the channels which are to eject ink in that 

cycle begin ejection at the beginning of the cycle and continue ejection until part-way 

through, . or the end of, the cycle. The effect of this is that, if there is a ~light phase­

shift when, as described above, a particular channel is ejecting, and one of its adjacent 

25 channels is also, but the other adjacent channel is not, two such phase shifts in opposite 

directions will not occur for a single channel in succession. 

30 

The signals developed for each channel may be generally square-wave signals o~ 

generally sinusoidal. 

In accordance with a second aspect of the present invention, there is provided a drop­

on-demand multi-tone printing apparatus, comprising: a series of channels arranged to 
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reeeive ink from a source, each channel having a respective ink outlet, each adjacent 

pair of the channels being separated by a respective dividing wall, and each dividing 

wall being movable in response to a pulsed electrical signals to apply pressure pulses 

to the ink in the respective pair of the channels, whereby ink can be ejected fro~ the 

5 outlets and depo8ited onto a recording medium; means· for developing ~or each channel 

a respective pulsed electrical signal in dependence upon whether ink is to be ejected 

from that channel, the signals for adjacent pairs of the channels temporally ov:erlapping 

each other and not being in phase with each other; and means for applying to each 

dividing wall a combination of the signals developed for the respective pair of the 

10 channels. 

The printing apparatus may be provided with various features so as to perform the 

preferred steps of the method described above. 

15 A specific embodiment of the present invention will now be described, purely by way 

of example, with reference to the accompanying drawings, in which: . ,, , 

20 

Figure 1 

Figure 2 

Figure 3 

Figure 4 

is a schematic drawing of part of a printing apparatus; 

illustrates various sinusoidal signal waveforms produced in the 

apparatus of figure 1; 

illustrates various signal waveforms produced in the apparatus when 

depositing the maximum amount of ink; 

illustrates various signal waveforms produced in the apparatUs during 

an example of multi-tone printing; 

25 Figures 5 and 6 are phase diagrams used to explain the operation of the apparatus; 

and 

Figure 7 is similar to figure 4, but illustrates a case where square-wave 

waveforms are used. 

30 Referring to figure 1, a drop-on-demand multi-tone printing apparatus comprises a 

print head 10, part of which is shown in the drawing, which is fed from an ink reservoir 

12. The print head 10 has a series of parallel walls 14, which define between them_ a 
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series of parallel channels 16. As viewed in the figure 1, the left end of each channel 

16 communicates with the ink reservoir 12, and a nozzle 18 is provided at the right end 

of each channel l(i. Each wall 14 is formed of a piezo-electric material oriented so that 

when an electric field of one polarity is applied to it, the wall 14 di~orts so ~ to 

5 reduce the volume of the channel to one side of it and to increase the volume of the 

channel on the other side of it. Conversely, when an electric field of the opposite 

polarity is applied, the wall 14 distorts so as to increase the volume of the ch3:D11el on 

the one side and to decrease the volume of the channel on the other side. The changes 

in volume produce pressure changes in the ink, so by applying streams of pulsiform 

10 signals to the walls 14, pressure pulses can bet generated in the channels, causing 

streams of droplets 20 of ink to be ejected from the ~ozzles 18 towards a recording 

medium 22 such as a sheet of paper. By varying the lengths of the stream of pulses, the 

number of droplets which are ejected can be varied, so as to perform multi-tone 

printing. Once a line of pixels of ink has been deposited on the paper 22, the print head 

15 10 and paper 22 are moved relative to each other in the direction perpendicular to the 

plane of the drawing of figure 1, and a further line of pixels of ink can then be 

deposited. Alternatively, this relative movement may be continuous. The arrangement 

as described so far with reference to figure 1 is known, for example from patent 

documents WO-A-95/25011 and WO-A-96/10488. 

20 

25 

As shown also in figure 1, a sine wave generator 24 is provided, which produces a 

signal G(O). This is fed to a series of three quarter-wave delay circuits 26 to produce 

signals G(l), G(2) and G(3) which phase lag the signal G(O) by 'Jt/2, :re and_ 3x/2 radians, 

respectively, as shown in figure 2. 

In figure 1, only four of the channels 16 are shown, and the channels have respective 

data inputs receiving binary signals D(N), D(N+l), D(N+2) and D(N+3). (For 

completeness, two other data inputs receiving binary signals D(N-1) and D(N+4) are 

also shown.) The signal D(N) is used to control a switch 28 to produce a signal C(N) 

30 which is equal to the si~l D(N) or is grounded, in dependence upon the logical state 

of the signal D(N). Similarly, the signals G(l), G(2), G(3) are switched by respective 

switches 28 under control of the signals D(N+l), D(N+2), D(N+3) to produce signals 
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C(N+l), C(N+2) and C(N+3), respectively. This connection arrangement is repeated for 

every four input signals, e.g D(N+4) to D(N+7), D(N+S) to D(N+ll), and so on. Each 

signal C(i) is applied to a pair of electrodes 30 on the piezo-electric walls 14 to either 

side of its respective channel 16(i). The potential difference W(i-l)(i) across each wall 

5 14 between an adjacent pair of the channels 16(i-1), 16(i) is given by 

W(i-l)(i) = C(i) - C(i-1) ... equation 1. 

The change in volume of a channel 16(i) caused by the applied signals is denoted in the 

drawings as V(i) and is proportional to the net displacement of the walls bounding the 

10 channel. The displacement of each wall is generally proportional to the potential 

difference across it. Hence, if the constant of proportionality is assumed to be unity, 

V(i) = W{i) (i+l) - W(i-1) (i) ... equation 2 

Figure 3 of the drawings show the above-mentioned signals plotted with a time 

15 abscissa in the case where all of the input signals D(i) have a logic level of 1 so as to 

print a line of maximum density on the paper 22. As can be seen, the change of volume 

waveforms V(i) are regular sinusoidal waves, and thus even injection of'the droplets 20 

is produced. 

20 Figure 4 illustrates the case where, in a cycle between time Tl and time T2, the 

channels 16(N-1) and 16(N+3) are intended to eject droplets 20 for ~e .complete cycle 

Tl to T2, the channels 16(N+ 1) and 16(N+4) are intended to eject droplets 20 for the 

first three-quarters of the cycle TI to Tc, the channel 16{N) is intended t~ eject droplets 

20 for the first half of the cycle n to Th, and the channel 16(N+2) is intended to eject 

25 droplets 20 for the first quarter of the cycle TI to Ta. In Figure 4, the actual volume 

change waveforms V(N) to V(N+3) are shown in bold, and the waveforms of Figure 

3, where different, are overlaid as feint traces so that a comparison can be easily made. 

As can be seen, the volume changes V(N) in the channel 16(N) are, during the first half 

30 of the cycle Tl to Th, similar to those shown in figure 3 and cause a stream of droplets 

20 to be ejected. In the third quarter of the cycle Tu to Tc, there are no volume changes 

in the channel .16®, and so no droplets 20 are ejected. In the fourth quarter of the 
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cycle Tc to T2; the volume changes in the channel 16(N) have a 50% magnitude, and 

are insufficient to cause any droplets 20 to be ejected. 

The volume changes V(N+ 1) during the second quarter of the cycle Ta to Th in the 

5 channel 16(N+l), and the volume changes V(N+3} during the second and third qucirters 

of the cycle Ta to Tc in the channel 16(N+3) will now be discussed. 

From equations (1) and (2) above, it follows (assuming constants of proportionality of 

unity) that 

10 · · V(N+ 1) = C(N+2) - (2xC(N+ l}} + C(N). _ ... equation 3. 

Referring to figure 5, during the period Tl to Ta, C(N), C(N+l) and C(N+2) are of 

equal amplitude, say unity, and mutually lagging by n/2 radians. Therefore, V(N+ 1) has 

an amplitude of 2 which is 3'C radians out of phase from C(N+l). During the period Ta 

15 to Tb, the amplitude of C(N+2) has become zero, and therefore the amplitude of 

V(N+l} increases to 2x(S!4)ll2, that is by a factor of 1.118 compared with the previous 

amplitude of V(N+ 1), and its phase retards by tan-1*, that is 26.6°, compared with its 

phase during the period Tl to Ta. During the period Ta to Th, the amplitude of C(N) 

has also become zero, and so the amplitude and phase of V(N+ 1) revert to the same as 

20 during the period Tl to Ta. During the period Tc to 12, the amplitude of C(N+ l} has 

also become zero, and therefore V(N+l) becomes zero. 

Referring to figure 6, during the period Tl to Ta, C(N+2), C(N+3) and ~(N+4) are of· 

equal amplitude, say unity, and mutually lagging by n/2 radians. Therefore, V(N+3) bas 

25 an amplitude of 2 which is 3'C radians out of phase from C(N+3). During the period Ta 

to Tc, the amplitude of C(N+2) has become zero, and therefore the amplitude of 

V(N+3} increases to 2x(S/4}ll2, that is by a factor of 1.118 compared with the previous 

amplitude of V(N+3), and its phase advances by tan-1*, that is 26.6°, compared with 

its phase during the period Tl to Ta. During the period Tc to T2, the amplitude of 

30 C(N+4) has also become zero, and so the amplitude and phase of V(N+3} revert to the 

same as during the period Tl to Ta. 
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It will be appreciated that many modifications and developments may be made to the 

embodiment of the invention as described above. 

For example, waveforms other than sinusoidal waveforms may be used, for example 

5 square waveforms, as shown in figure 7, in which the inputs on line D are the sanie as 

in figure 4. Points of note in figure 7 are the volume changes V(N+ 1) during the 

second quarter of the cycle in the channel 16(N+l}, and the vo~ume changes _V(N+3) 

during the second and third quarters of the cycle in the channel 16(N+3). Herc, the 

waveforms are no longer square, but have portions removed from some parts of the 

10 waveform and added on elsewhere. It will be appreciated, however, the apparatus can 

be constructed so that these irregular waves are sufficient to cause droplet ejection. 

In the embodiments described above, the channels 16 are grouped in fours, and signals 

are applied which are phase-shifted by n/2 radians. Alternatively, the channels 16 may 

15 be grouped in larger groups, for example in groups of five or six, in which case the 

signals which are applied may be phase-~hifted by 2x/5 or n/3 radians. · As a 

generality, the phaSe difference between the signals for adjacent channels is '2:rm/X 

where n is an integer. So far, the description has assumed that n=l, but for other values 

of n different phase relationships may be obtained. 

20 
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The following table of examples illustrates the principle: 

n x Relative channel signal phase as :fraction of 21c 

1 2 3 4 s 6 7 8 

1 5 0 115 215 3/5 4/5 0 

2 5 0 215 4/5 115 3/5 0 

1 6 0 116 216 3/6 4/6 516 0 

2 6 0 216 4/6 0 216 4/6 0 

1 7 0 1n 2f1 3n -4n sn 6n 0 

2 7 0 2n 4n 6n in 3n sn 0 

3 7 0 3n 6n 2f1 sn in 4n 0 

4 7 0 4n 1f7 sn zn 6n 3n 0 

As can be seen for n=2, X=6 the effect is the same as for n=l, X=3. fu other words 

if n and X have a common factor the effect is the same as if that factor is cancelled 

15 from n and X. By choosing n ;d 1, with no common factor, the phase rela~onship 

between adjacent channels of a group can be changed without affecting the grouping 

of the channels as a whole. In practice n is chosen to be less than X. For n greater 

than X, patterns for n<X are merely repeated. 

20 Temperature compensation techniques may be employed, for example as described in 

patent applications GB 9605547.0 and PCT/GB97/00733. 

Each feature disclosed in this specification, including in the claims, and/or shown in the 

drawings may be incorporated in the invention independently of other disclosed and/or 

25 illustrated features. 
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CIAIMS 

1. A method of operating a drop-on-demand multi-tone printing apparatus having 

a series of channels arranged to receive ink from a source, each· channel having a 

5 respective ink outlet, each adjacent pair of the channels being separated by a respective 

dividing wall, and _each dividing wall being movable in response to a pulsed electrical 

signals to apply pressure pulses to the ink in the respective pair of the channels, 

whereby ink can be ejected from the outlets and deposited onto a recording medium, 

the method comprising the steps of: 

10 developing for each channel a respective P.Ulsed electrical signal in dependence 

upon whether ink is to be ejected from that channel, the signals for adjacent pairs of 

the channels temporally overlapping each other and not being in phase with each other; 

and 

applying to each dividing wall a combination of the signals developed for the 

15 respective pair of the channels. 

2. A method as claimed in claim 1, wherein the channels are arranged in groups 

each containing a number X of the channels (X C!!: 3), the signals developed for adjacent 

pairs of the channels being generally '2ml/X radians out of phase with each other, where 

20 n is an integer not equal to x. 

3. A method as claimed in claim 2, wherein the number Xis four. 

4. A meth,od as claimed in any preceding claim, wherein, for each dividing wall, 

25 the applying step comprises the steps of: 

30 

applying the signal developed for the channel to one side of that dividing wall 

to an electrode on that side of the dividing wall; and 

applying the signal developed for the channel to the other side of that dividing 

wall to an electrode on that other side of the dividing wall. 

5. A method as claimed in any preceding claim, wherein: 

-----------=li_nes of pixels of the ink are deposited onto the recording medium in respective 

111111111111111111111111111111 
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cycles; and 

in each cycle, those of the channels which are to eject ink in that cycle begin 

ejection at the beginning of the cycle and continue ejection until part-way through, or 

the end of, the cycle. 

6. A method as claimed in any preceding claim, wherein the signals developed for 

each channel are generally square-wave signals. 

7. A method as claimed in any of claims 1 to 5, wherein the signals developed for 

10 each channel are generally sinusoidal. 

8. A drop-on-demand multi-tone printing apparatus, comprising: . 

a series of channels arranged to receive ink from a source, each channel having 

a respective ink outlet, each adjacent pair of the channels being separated by a 

15 respective dividing wall, and each dividing wall being movable in response to a 

re~ective pulsed electrical signal to apply pressure pulses to the ink in the respective 

pair of the channels, whereby ink can be ejected from the outlets and deposited onto 

a recording medium; 

means for developing for each ~~el a respective pulsed. electrical signal in 

20 dependence upon whether ink is to be ejected from that channel, the signals for adjacent 

pairs of the channels temporally overlapping each other and not being in phase with 

each other; and 

25 

30 

-------

means for applying to each dividing wall a combination of the si~als developed 

for the respt?ctive pair of the channels. 

9. Apparatus as claimed in claim 8, wherein the channels are arranged in groups 

each containing a number X of the channels (X :!!: 3), the signals developed for adjacent 

pairs of the channels being generally 2mJ/X radians out of phase with each other, wh~e 

n is an integer not equal to X. 

10. Apparatus as claimed in claim 9, wherein the number Xis four. 

111111111111111111111111111111 . 
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11. Apparatus as claimed in any of claims 8, 9 or 10 wherein, for each dividing 

wall, the means for applying the combination of signals comprises: 

means for applying the signal developed for the channel to one side ·of that 

dividing wall to an electrode on that side of the dividing wall; and 

S means for applying the signal developed for the channel to the oth_er side of that 

dividing wall to an electrode on that other side of the dividing wall. 

12. Apparatus as claimed in any of claims 8 to 11 wherein: 

the signals are such that in operation lines of pixels of the ink are deposited onto 

10 the recording medium in respective cycles; and: _ 

in each cycle, those of the cfumnels which are to eject ink in that cycle begin 

ejection at the beginning of the cycle and continue ejection until part-way through, or 

the end of, the cycle. 

15 13. Apparatus as claimed in any of claims 8 to 12, wherein the signals developed 

for each channel are generally square-wave signals. 

·-' 

14. Apparatus as claimed in any of claims 8 to 12, wherein the signals developed 

for each channel are generally sinusoidal. 

20 
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