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A WAl'ER CAlUlD:R HAVDIG A LOW TOLERANCE BmLD-UP 

The presented invention generally pertains to a wafer 
carrier designed for supporting, constraining, storing, and 
precisely positioning semiconductor wafer disks for use in the 
production of integrated circuits and a method for assembling 
the same. More specifically, the invention pertains to a low 
tolerance build-up wafer carrier that utilizes press-fit 
fasteners for connecting carrier components. 

The transformation of wafer disks into integrated circuit 
chips often involves several steps where the disks are 
repeatedly processed, stored and transported. Due to the 
delicate nature of the disks and their extreme value, it is 
vital that they are properly protected throughout this 
procedure from contaminants. One purpose of a wafer carrier 
is to provide protection from these contaminants. 

Since the processing of wafer disks is generally 
automated, it is essential for the carrier to precisely align 
the wafer disks according to the specifications of the 
processing equipment being used. The tolerances available to 
the·carrier are generally very tight, around 0.20 inch, for 
proper interaction between the processing equipment and the 
wafer disks. The wafer carrier manufacturing industry 
constantly strives to design carriers with improved tolerances 
for better assurance of accurate carrier-equipment alignment. 

Tolerance build-up or stacking often results when an 
aggregate of several parts is assembled. The resulting gap, 
grip, or interference is related to the dimensions and 
tolerances of the individual parts. The greater the 
tolerances of the individual parts the greater the likelihood 
that a gap or interference will result. Consequently, one 
must minimize the number of components used in order to 
minimize the tolerance build-up or stacking of these gaps and 
interferences. 
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Carriers may be of a single mold design or of a comp site 

design made of several small individually molded parts. 

problem of tolerance build-up clearly lies with the compo ite 

carrier due to the multiplicityof parts. In addition, 

composite carriers generally require fasteners to join th 

components introducing even more parts and further increa ing 

tolerance build-up. Consequently, there is a need for a 

fastener for assembling composite wafer carriers that doe not 

lead to tolerance build-up. 

It is common to use screws to assemble composite waf r 

carriers. Problems exist with the use of these fasteners 

First, over tightening the screws can lead to distortion f 

the carrier causing an increase in tolerance build-up. 

Second, it is time consuming to fasten components with sc ews. 

Consequently, there exists a need for a fastener that· doe not 

lead to distortion and can quickly fasten carrier compone ts 

together. 

Even though composite carriers are more susceptible o 

tolerance build-up than single mold carriers, single mold 

carriers still have their problems. Single mold carriers are 

more prone to warping than composite carriers due to the 

larger molds. Due ·'"""to. the difficulty in controlling the 

warping of single mold carriers and in predicting the ext nt 

to which the warping will affect the resulting product, i is 

often desirable to use the more predictable composite car ier 

design. By dividing up a single mold carrier into smalle , 

separately molded components, warping can be reduced and ight 

specifications can be met with greater consistency. 

Generally, wafer carriers include an equipment inter ace 

portion, such as a guide plate or kinematic coupling, for 

properly orienting the carrier with respect to carrier 

interface portions provided by the processing equipment. 

Guide plates are often integrated into single mold carrie s. 
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Separating these equipment interfaces from the rest of the 
carrier design reduces the size of the molded parts, thus 
reducing the potential for warping. Consequently, there 
exists a need to have separate equipment interface portions 
that can be attached to single mold wafer carriers without 
tolerance build-up making it easier to meet critical carrier 
specifications. 

Besides having a tendency to increase warping in single­
mold carrier designs, equipment interfaces such as kinematic 
couplings are also susceptible to flexing when carrying the 
weight of the carrier. This flexing causes undesired shifting 
in the position of the carrier causing a tolerance build-up 
and increasing the potential for carrier-equipment mismatch. 
Consequently, there is a need for a carrier, capable of 
interfacing with processing equipment, that is not susceptible 
to the flexing of an attached kinematic coupling. 

The present invention provides a wafer carrier and method 
for assembling the same for fulfilling the needs outlined 
above. 

It is an object of the invention to reduce tolerance 
build-up by connecting carrier-related components with press­
fit fasteners. 

Another object of the invention is to provide interface 
contact portions on the carrier which directly contact the 
carrier interface portions for more accurate carrier-equipment 
alignment. 

Still another object of the invention is to provide a 
carrier designed to avoid alignment problems associated with 
guide plates flexing under the weight of the carrier. 
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Another object of the invention is to attach a guid 

plate to the carrier with press-fit fasteners to reduce 

tolerance build-up. 

Yet another object of the invention is to provide a 

composite wafer carrier having lower assembly costs. 

Another object of the invention is to provide a met od 

for assembling a composite wafer carrier with press-fit 

fasteners. 

Still another object of the invention is to provide a 

fastener that can quickly attach carrier components toge er. 

S'UMMU.Y OF THE ~ION 

A wafer carrier interfaces with processing equipmen or 

the like by way of an equipment interface portion which 

confronts a corresponding cooperating ·machine interface 

portion on processing equipment. In a preferred embodime t, 

cooperating machine interface portions are guided to pai s of 

interface contact portions positioned on the interface si e of 

the carrier. 

In another preferred embodiment, fasteners comprisi a 

first portion integral with a first element and a second 

portion integral with a second element are used to attach the 

first and second elements together without tolerance buil -up. 

These fasteners are used for assembling composite wafer 

carriers and for attaching equipment interfaces to s. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a partial sectional, exploded, elevational view 

of a wafer carrier having an attached guide plate engagi 

processing equipment. 
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FIG. 2 is a perspective view of a wafer carrier engaged 
with processing equipment. 

FIG. 3 is a perspective view of the carrier side of a 
guide plate. 

FIG. 4 is a bottom elevational view of the interface side 
of a carrier. 

FIG. 5 is a bottom elevational view of the interface side 
of a carrier with attached guide plate. 

FIG. 6 is a partial cross-sectional view of FIG. 5 along 
A-A with the carrier interface portion shown engaging the 
equipment interface portion. 

FIG. 7a shows a partial, cross-sectional view of a 
pref erred embodiment of the interface contact portions. 

FIG. 7b shows a partial, cross-sectional view of a 
pref erred embodiment of the interface contact portions. 

FIG. 7c shows a partial, cross-sectional view of a 
pref erred embodiment of the interface contact portions.· 

FIG. 8 is an exploded perspective view of a composite 
wafer carrier using press-fit fasteners to attach carrier 
components. 

FIG. 9 is an exploded perspective view of a press-fit 
fastener according to one preferred embodiment. 

FIG. lOa shows a cross-sectional view of a fully engaged 
press-fit fastener according to one embodiment of the 
invention taken along the minimum axial bore diameter of the 
female fastener portion. 
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FIG. lOb shows a cross-sectional view of a fully eng ged 

press-fit fastener according to one embodiment of the 

invention taken along the minimum axial bore diameter of he 

female fastener portion. 

FIG. lOc shows a cross-sectional view of a fully eng ged 

press-fit fasteper according to one embodiment of the 

invention taken along the minimum axial bore diameter of he 

female fastener portion. 

FIG. 11 is an exploded perspectiveview of a press-ft 

fastener according to one preferred embodiment. 

FIG. 12a shows a female fastener portion having a 

triangular shaped aperture. 

FIG. 12b shows a female fastener portion having a sq are 

shaped aperture. 

FIG. 12c shows a female fastener portion having a 

pentagonal shaped aperture. 

FIG. 12d shows a female fastener portion having a 

hexagonal shaped aperture. 

FIG. 12e shows a female fastener portion having an 

octagonal shaped aperture. 

FIG. 12f shows a female fastener portion having a 

spherical shaped aperture. 

FIG. 12g shows a female fastener portion having a er ss­

shaped aperture. 

FIG. 12h shows a female ·fastener portion having a ro nded 

square shaped aperture. 
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DETAILED SPECIFICATION 

A wafer carrier or pod having a low tolerance build~up 
engaged with processing equipment, generally designated 10, is 
depicted in FIGS. 1 and 2. Wafer carrier or pod 14 having 
shell or housing portion 16 comprising bottom 26, front side 
22 having an opening 23, and back side 24 opposite opening 23. 
Carrier 14 also having a pair of sidewalls 104 for supporting 
wafer disks 12 in a horizontal position. Door 20 is provided 
for closing opening 23 and sealing shell 16 to prevent 
contamination of disks 12. 

Referring to FIGS. 1 and 4, equipment interface portion 
40 is shown as being integral with interface side 18 of bottom 
26. Interface side 18 facing equipment 64. Interface portion 
40 having pairs of interface contact portions 42.shown as ribs 
which are positioned for interaction with corresponding guide 
plate or kinematic coupling 120 as shown in FIG.5. Generally, · 
interface portions 42 are positioned at the corners of an 
equilateral triangle. Female fastener portions 166 are shown 
in FIG. 4. These are for receiving corresponding male 
fastener portions 200 from guide plate 120 to facilitate 
attaching guide plate 120 to interface side 18 as shown in 
FIGS. 1 and 5. 

It is possible for alternative arrangements of interface 
portions 42, and press-fit fastener portions 166 depending on 
the equipment to be interfaced. These alternative 
configurations may include more or fewer pairs of interface 
portions 42 and press-fit fastener portions 166. In addition, 
male fastener portions 200 and female fastener portions 166 
may be interchanged in all embodiments of the invention. 

Referring to FIGS. 3 and 4, guide plate 120 is shown 
having carrier side 134, equipment side 136, front side 138 
corresponding with carrier front side 22, and back side 140 
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corresponding with carrier back side 24. Guide plate 120 

comprising guide arms 126, sensor pads 128, press-fit fas ener 

portions 200, and guide surfaces 130 having guide-in port ons 

122 and opening 124. Guide arms 126 are shown generally 

extending from the center of an equilateral triangle to t e 

points of the triangle leaving an angle of 120 degrees be ween 

adjacent arms. This arrangement is generally used in the art. 

The purpose of guide plate or kinematic coupling 120 is 

to guide carrier interface portions 66 along guide surfac s 

130 to opening 124 for engagement with interface contact 

portions 42 at interface contact points 44 as shown in FI . 6. 

Since carrier interface portions. 66 are fixed with respec to 

processing equipment 64, guide plate 120 will orient carr'er 

14 into proper alignment with processing equipment 64. 

Flexing of guide arms 126 will not increase tolerance bui d-up 

due to direct contact between interface portions 42 and 

carrier interface portions 66. 

FIGS. 7a through 7c show alternative embodiments of 

interface portions 42. FIG. 7a shows the use of ribs as 

interface portions 42. This configuration is preferred 

because their relatively small dimensions are not suscept'ble 

to significant warping. Other alternative embodiments of 

interface portions 42 are shown in FIGS. 7b and 7c. Thes 

utilize arches or humps to form the necessary contact poi ts 

44. 

Referring now to FIG. 8, composite wafer carrier 15 's 

shown. Composite wafer carrier 15 comprising: carrier fr me 

78 having front end member 80, back end member 82, and 

opposing sidewall support members 84; sidewalls 104; and 

attachable equipment interface portion 40. Equipment 

interface portion 40 attached to front end:member 80 with 

press-fit fasteners 148, wher~ male fastener portions 200 are 

integral with equipment interface portion 40 and female 
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fastener portions 166 are integral with front end member 80. 
Equipment interface portion 40 and back end member 82 could 
take the form of an H-bar 52, robotic flange 50 or other 
machine interface for interfacing with equipment. 

Continuing to refer to FIG. 8, sidewalls 104 have 
vertically aligned ribs 106 for supporting and constraining 
wafer disks 12, a concave lower portion 108, and a 
substantially vertical upper portion 110. Sidewalls 104 are 
attached to carrier frame 78 using press-fit fasteners 148, 
ribs 90, and grooves 92. Shown are male fastener portions 200 
integral with lower portion 108 and ribs 90 integral with 
upper portion 110, which are inserted into corresponding 
female fastener portions 166 integral with bottom portions 86 
and grooves 92 integral with top portions 88 to facilitate 
fastening of sidewalls 104 to carrier frame 78. 

Referring now to FIG. 9, an embodiment of press-fit 
fastener 148 is shown. It is appropriate for fasteners 148 to · 
be made of stiff plastic such as polycarbonate or PEEK. Each 
fastener 148 comprises female fastener portion 166 and male 
fastener portion 200. Female fastener 166 comprises body 
portion 168, polygonal-shaped bore 170, shoulder portion 186, 
and base portion 182. Polygonal-shaped bore 170 has a minimum 
bore diameter Dl and a maximum bore diameter D2. Male 
fastener portion 200 comprises base portion 214, shoulder 
portion 220, circular post 210 having surface 206 and diameter 
03, and post end 212. 

Base portions 182 and 214 are generally integral with the . 
respective elements to be attached as shown in FIGS. l, 4 and 
8. An interference occurs when post 210 is pressed into bore 
170 as shown in FIGS. lOa through lOc. Post surface 206 is 
distorted locking it into female fastener portion 166 from its 
interaction with bore surface ·172 as a result of diameter D3 
being less than diameter 02, but greater than diameter Dl. 
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FIGS. 10a through lOc show different embodiments of 

complete press-fit fastener connections. In FIG. lOa, bo h 

shoulders 186 and 220 and end portions 108 and 208 engage to 

prevent further insertion of male fastener portion 200 an to 

seal off the press-fit fastener 148. FIG. lOb shows a pr ss­

fit fastener 148 using an o-ring 164 to form a seal betwe n 

shoulders 186 and 220. A further embodiment is depicted 'n 

FIG. lOc where draining hole 184 is used to drain gap 188. 

Another embodiment of press-fit fastener 148 is depi ted 

in FIG. 11. Here, post 210 has a polygonal-shaped surfac 206 

and bore 170 is circular. This embodiment operates simil rly 

to that shown in FIG. 9. Further embodiments of press-fi 

fastener 148 are provided in FIGS. 12a-12h which depict 

various shapes for bore 170 which can interferingly inter ct · 

with surface 206 of 6ircular shaped post 210 for fastertin 

purposes. 

The present invention may be embodied in other 

forms without departing from the spirit or essential 

attributes thereof, and it ·is therefore desired that the 

present embodiment be considered in all respects as 

illustrative and not restri,ctive, reference being made to the 

appended claims rather than to the foregoing description o 

indicate the scope of the invention. 

The present invention may be embodied in other specific 

forms without departing from the spirit or essential 

attributes thereof, and it is therefore desired that the 

present embodiment be considered in all respects as 

illustrative and not restrictive, reference being made t the 

appended claims rather than to the foregoing description to 

indicate the scope of the invention. 
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IN THE CLAIMS: 

1. A wafer carrier for interfacing with equipment and 
supporting wafers in a precise location with respect to the 
equipment, the equipment having carrier interface portions, 
the carrier comprising: 

an interface side; and 

an equipment interface portion comprising pairs of 
interface contact portions integral with the interface 
side and a guide plate adjacent the interface contact 
portions, the guide plate having guide-in portions 
positioned for promoting the engagement of the carrier 
interface portions with corresponding interface contact 
portions, whereby engagement of the carrier interface 
portions with the equipment contact portions aligns the 
carrier in precise location with the equipment for 
proper handling of the wafers. 

2. The carrier of claim 1, wherein the guide-in portions of 
the guide plate further comprise an opening and a guide 
surf ace leading to the opening and the interface contact 
portions. 
3. The carrier of claim 1 further comprising a plurality of 
press-fit fasteners, each press-fit fastener having first and 
second portions, the first portion integral with the interface 
side and the second portion integral with the guide plate, 
whereby the first and second portions interferingly engage 
each other when pressed together thereby securing the guide 
plate to the interface side of the housing. 

4. The carrier of claim 3, wherein the first portions of the 
press-fit fasteners are posts and the second portions are post 
receiving portions, each post receiving portion having an 
aperture for interferingly receiving the corresponding post. 
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5. The carrier of claim 4, wherein eac~ post and post 

receiving portion are sealingly engaged to one another, 

thereby sealingly closing each respective aperture. 

6. The carrier of claim 3, wherein each of the first a 
second portions of the press-fit fasteners further comprise 

shoulders and an o-ring, whereby the o-ring provides seal'ng 

engagement between the shoulders when the first and secon 

portions are pressed together. 

7. The carrier of claim 1, wherein the carrier is an h- ar 

carrier. 

8. The carrier of claim 1, wherein the carrier is a box for 

enclosing and supporting the wafers having an open front, the 

box further comprising a door.for closing the open front. 

9. The carrier of claim 1, wherein the carrier is a pod. 

10. The carrier of .claim 1, further comprising sidewalls for 

supporting the wafers, the sidewalls integral with the 

interface side. 

11. A wafer carrier for interfacing with equipment and 

supporting wafers in a precise location with respect to t e 

equipment, the equipment having a carrier interface, the 

carrier comprising: 

an interface side; and 
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an equipment interface portion, attached to the interface 
side with a plurality of press-fit fasteners for 
engaging the carrier interface, each of the press-fit 
fasteners comprising a first portion integral with the 
interface side and a second portion integral with the 
equipment interface portion, whereby the first and 
second portions interferingly engage each other when 
pressed together thereby securing the equipment 
interface to the interface side of the carrier. 

12. The carrier of claim 11, wherein the carrier is an H-bar 
carrier. 

13. The carrier of claim 11, wherein the equipment interface 
portion is a kinematic coupling. 

14. The carrier of claim 11, wherein the equipment interface 
portion is a robotic flange. 

15. The carrier of claim 11, wherein the first portions of 
the press-fit fasteners are female fastener portions each 
having a body portion with an axial bore therein, the bore 
having a surface; and the second portions of the press-fit 
fasteners are male fastener portions each having body portions 
adapted to interfere with the surface of the bore of the 
female fastener portions when inserted into the bore of the 
female fastener element. 

16. The carrier of claim 11, further comprising sidewalls, 
for supporting the wafers, integral with the interface side. 

17. A composite wafer carrier for supporting and constraining 
wafer disks, the carrier comprising: 

a first component for supporting wafer disks; and 
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a second component attached to the first component w'th a 

plurality of press-fit fasteners, each of the -fit 

fasteners comprising a first portion integral with the 

first component and a second portion integral with the 

second component, whereby the first and second fas ener 

portions interferingly engage each other when ed 

together thereby securing the first component 

second component to form the wafer carrier. 

18. The composite wafer carrier of claim 17, wherein the 

press-fit fasteners permanently connect the first compone t to 

the second component. 

19. The composite wafer carrier,of claim 17, wherein the 

second component is an equipment int~rface portion for 

presenting the carrier to equipment, thereby allowing the 

equipment to interact with the qarrier and wafer disks. 

20. The composite wafer carrier of claim 19, wherein the 

equipment interface is a robotic flange. 

21. The composite wafer carrier of claim 19, wherein the 

equipment interface is an H-bar. 

22. The composite wafer carrier of claim 19, wherein the 

equipment interface is a kinematic coupling. 

23. The composite wafer carrier of claim 19, wherein the 

equipment interface is a machine interface. 

24. The composite wafer carrier of claim 17, wherein the 

first component further comprises a carrier frame having 

front end member, a back end member, two sidewall support 

members extending between the front and back end members, and 

a pair of sidewalls for supporting the wafer disks, each 
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sidewall attached to one of the sidewall support members with 
a plurality of press-fit fasteners, each press-fit fastener 
comprising a first portion integral with one of the sidewall 
and a second portion integral with one of the sidewall support 
members, whereby the first and second portions interferingly 
engage each other when pressed together thereby securing the 
sidewalls to the corresponding sidewall support member. 

25. A method for assembling a composite wafer carrier, 
comprising the steps of: 

providing a first carrier component, for supporting wafer 
disks, having a plurality of first press-fit fastener 
portions; 

providing a second carrier component having a plurality 
of second press-fit fastener portions, the second 
press-fit fastening portions adapted to interferingly 
engage the first fastening portion for attachment 
purposes; 

aligning the corresponding first and second press-fit 
fastening portions; and 

pressing the first and second fastening portions 
together, thereby securing the first and second carrier 
components together. 

26. The method for assembling a composite wafer carrier of 
claim 25, wherein the second carrier component is an equipment 
interface portion for presenting the carrier to equipment, 
thereby allowing the equipment to interact with the carrier 
and wafer disks. 

27. The composite wafer carrier of claim 26, wherein the 
equipment interface portion is a kinematic coupling. 
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28. The composite wafer carrier of claim 26, wherein the 
equipment interface portion is a robotic flange. 

29. The composite wafer carrier of claim 26, wherein the 
equipment interface portion is an H-bar. 


