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ETHERNET HEADER COMPRESSION METHOD, ETHERNET HEADER 

DECOMPRESSION METHOD, AND DEVICE 

CROSS-REFERENCE TO RELATED APPLICATIONS 

[0001] This application claims priority to Chinese Patent Application No.201811046292.7 

filed with China on September 7, 2018, which is incorporated herein by reference in its entirety. 

TECHNICAL FIELD 

[0002] Embodiments of this disclosure relate to the field of communications technologies, 

and in particular, to an Ethernet header compression method, an Ethernet header decompression 

method, and a device. 

BACKGROUND 

[0003] In Long Term Evolution (Long Term Evolution, LTE) and New Radio (New Radio, 

NR), the protocols specify that a header compression or header decompression function is 

performed by a Packet Data Convergence Protocol (Packet Data Convergence Protocol, PDCP) 

sublayer on a radio access network (Radio Access Network, RAN) side. 

[0004] The header compression protocol is based on the Request for Comments (Request 

For Comments, RFC) 9795 protocol developed by the Internet Engineering Task Force (The 

Internet Engineering Task Force, IETF). The protocol defines a robust header compression 

(Robust Header Compression, ROHC) framework. The ROHC framework has a plurality of 

header compression algorithms called profiles (profile). Each profile is a combination of 

specific network layer, transport layer, and upper layer protocols, such as Transmission Control 

Protocol (Transmission Control Protocol, TCP)/Internet Protocol (Internet Protocol, IP) and 

Real-Time Transport Protocol (Real-time Transport Protocol, RTP)/TCP/IP. 

[0005] If the header compression function is configured, the header compression protocol 

produces the following two types of output packets: 

(1) Compressed packet, where each compressed packet is obtained through header 

compression processing on a PDCP service data unit (Service Data Unit, SDU); and

(2) Interspersed ROHC feedback, which is not associated with the PDCP SDU, and 

is a PDCP control (control) protocol data unit (Protocol Data Unit, PDU) generated by the 

PDCP layer. 
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[0006] The PDCP control PDU of the PDCP layer are used for two purposes: (1) for 

receiving a receiving status fed back by a PDCP entity; (2) for receiving a decompression status 

fed back by the PDCP entity. For a format of the interspersed ROHC feedback, refer to FIG. 1. 

[0007] The Industrial Internet of Things (Industry Internet of Thing, IIOT) project requires 

that Ethernet header (Ethernet header) compression can be performed on the RAN side. 

However, in the related art, the PDCP layer performing the header compression function does 

not support Ethernet header compression. 

SUMMARY 

[0008] An objective of embodiments of this disclosure is to provide an Ethernet header 

compression method, an Ethernet header decompression method, and a device, so as to resolve 

a problem that a PDCP layer performing a header compression function does not support 

Ethernet header compression. 

[0009] According to a first aspect, an embodiment of this disclosure provides an Ethernet 

header compression method, applied to a transmitting end, and the method includes: 

transmitting, by using a transmitting packet data aggregation protocol PDCP entity 

of the transmitting end, a first PDCP PDU corresponding to a first data radio bearer DRB; 

where 

when the first DRB is configured with an Ethernet header compression function, a 

PDCP sub-header of the first PDCP PDU includes one or more pieces of first information, 

where the first information is used to indicate whether a specific Ethernet field in an Ethernet 

header of a first PDCP SDU is reused, and the first PDCP SDU corresponds to the first PDCP 

PDU. 

[0010] According to a second aspect, an embodiment of this disclosure provides an 

Ethernet header decompression method, applied to a receiving end, and the method includes: 

receiving, by using a receiving PDCP entity of the receiving end, a first PDCP PDU 

corresponding to a first DRB; and

performing Ethernet header decompression processing on the first PDCP PDU when 

the first DRB is configured with an Ethernet header compression function, where 

a PDCP sub-header of the first PDCP PDU includes one or more pieces of first 
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information, and the first information is used to indicate whether a specific Ethernet field in an 

Ethernet header of a first PDCP SDU corresponding to the first PDCP PDU is reused. 

[0011] According to a third aspect, an embodiment of this disclosure further provides a 

transmitting end, including: 

a first transmitting module, configured to transmit, by using a transmitting PDCP 

entity of the transmitting end, a first PDCP PDU corresponding to a first DRB, where 

when the first DRB is configured with an Ethernet header compression function, a 

PDCP sub-header of the first PDCP PDU includes one or more pieces of first information, 

where the first information is used to indicate whether a specific Ethernet field in an Ethernet 

header of a first PDCP SDU corresponding to the first PDCP PDU is reused. 

[0012] According to a fourth aspect, an embodiment of this disclosure further provides a 

receiving end, including: 

a third receiving module, configured to receive, by using a receiving PDCP entity of 

the receiving end, a first PDCP PDU corresponding to a first DRB; and

a decompression module, configured to perform Ethernet header decompression 

processing on the first PDCP PDU when the first DRB is configured with an Ethernet header 

compression function, where 

a PDCP sub-header of the first PDCP PDU includes one or more pieces of first 

information, and the first information is used to indicate whether a specific Ethernet field in an 

Ethernet header of a first PDCP SDU corresponding to the first PDCP PDU is reused. 

[0013] According to a fifth aspect, an embodiment of this disclosure further provides a 

transmitting end, including a processor, a memory, and a program stored in the memory and 

capable of running on the processor, where when the program is executed by the processor, the 

steps of the Ethernet header compression method according to the first aspect are implemented. 

[0014] According to a sixth aspect, an embodiment of this disclosure further provides a 

receiving end, including a processor, a memory, and a program stored in the memory and 

capable of running on the processor, where when the program is executed by the processor, the 

steps of the Ethernet header decompression method according to the second aspect are 

implemented. 

[0015] According to a seventh aspect, an embodiment of this disclosure further provides a 
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computer-readable storage medium, where the computer-readable storage medium stores a 

program, and when the program is executed by a processor, the steps of the Ethernet header 

compression method or the Ethernet header decompression method according to the first aspect 

or the second aspect are implemented. 

[0016] In the embodiments of this disclosure, the transmitting end can perform compression 

on the Ethernet header to reduce overheads of the Ethernet header. 

BRIEF DESCRIPTION OF DRAWINGS 

[0017] Other advantages and benefits will become apparent to those of ordinary skill in the 

art by reading detailed description of the optional embodiments below. The accompanying 

drawings are merely intended to illustrate the objectives of the optional embodiments and are 

not intended to limit this disclosure. Throughout the accompanying drawings, the same 

reference numerals represent the same components. In the drawings: 

[0018] FIG. 1 is a schematic diagram of an interspersed ROHC feedback format in the 

related art;

[0019] FIG. 2 is a schematic architectural diagram of a wireless communications system 

according to an embodiment of this disclosure;

[0020] FIG. 3 is a flowchart of an Ethernet header compression method according to an 

embodiment of this disclosure;

[0021] FIG. 4 is a flowchart of an Ethernet header decompression method according to an 

embodiment of this disclosure;

[0022] FIG. 5 is a schematic diagram 1 of a PDCP data PDU according to an embodiment 

of this disclosure;

[0023] FIG. 6 is a schematic diagram 2 of a PDCP data PDU according to an embodiment 

of this disclosure;

[0024] FIG. 7 is a schematic diagram of a PDCP control PDU according to an embodiment 

of this disclosure;

[0025] FIG. 8 is a schematic diagram 3 of a PDCP data PDU according to an embodiment 

of this disclosure;

[0026] FIG. 9 is a schematic diagram 4 of a PDCP data PDU according to an embodiment 
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of this disclosure;

[0027] FIG. 10 is a schematic structural diagram of a transmitting end according to an 

embodiment of this disclosure;

[0028] FIG. 11 is a schematic structural diagram of a receiving end according to an 

embodiment of this disclosure;

[0029] FIG. 12 is a structural diagram of a terminal according to an embodiment of this 

disclosure; and 

[0030] FIG. 13 is a structural diagram of a network device according to an embodiment of 

this disclosure. 

DESCRIPTION OF EMBODIMENTS 

[0031] The following clearly and completely describes the technical solutions in the 

embodiments of this disclosure with reference to the accompanying drawings in the 

embodiments of this disclosure. Apparently, the described embodiments are some but not all of 

the embodiments of this disclosure. All other embodiments obtained by a person of ordinary 

skill in the art based on the embodiments of this disclosure without creative efforts shall fall 

within the protection scope of this disclosure. 

[0032] In the specification and claims of this application, the term "include" and any other 

variants thereof are intended to cover the non-exclusive inclusion, for example, a process, 

method, system, product, or device that includes a list of steps or units is not necessarily limited 

to those expressly listed steps or units, but may include other steps or units not expressly listed 

or inherent to such a process, method, system, product, or device. In addition, in the 

specification and claims, the use of "and/or" represents presence of at least one of the connected 

objects, for example, "A and/or B" indicates that the following three cases: only A, only B, or 

both A and B. 

[0033] In the embodiments of this disclosure, the terms "an example" or "for example" are 

used to represent an example, an illustration, or a description. Any embodiment or design 

solution described as "an example" or "for example" in the embodiments of this disclosure 

should not be construed as preferred or advantageous over other embodiments or design 

solutions. To be precise, the terms, such as "an example" or "for example", are intended to 

present a related concept in a specific manner. 



6 

[0034] Techniques described in this specification are not limited to a Long Term Evolution 

(Long Term Evolution, LTE)/LTE-Advanced (LTE-Advanced, LTE-A) system, and can also be 

used in various wireless communications systems, such as code division multiple access (Code 

Division Multiple Access, CDMA), time division multiple access (Time Division Multiple 

Access, TDMA), frequency division multiple access (Frequency Division Multiple Access, 

FDMA), orthogonal frequency division multiple access (Orthogonal Frequency Division 

Multiple Access, OFDMA), single-carrier frequency-division multiple access (Single-carrier 

Frequency-Division Multiple Access, SC-FDMA), and other systems, for example, a fifth 

generation mobile communications (5th-generation, 5G) system and a later evolved 

communications system. 

[0035] The terms "system" and "network" are usually used interchangeably. The CDMA 

system can implement radio technologies such as CDMA2000 and universal terrestrial radio 

access (Universal Terrestrial Radio Access, UTRA). The UTRA includes wideband CDMA 

(Wideband Code Division Multiple Access, WCDMA) and other CDMA variants. The TDMA 

system can implement radio technologies such as the global system for mobile communications 

(Global System for Mobile Communication, GSM). The OFDMA system may implement radio 

technologies such as ultra mobile broadband (Ultra Mobile Broadband, UMB), evolved-UTRA 

(Evolution-UTRA, E-UTRA), IEEE 802.11 (Wi-Fi), IEEE 802.16 (WiMAX), IEEE 802.20, or 

Flash-OFDM. The UTRA and E-UTRA are parts of the universal mobile telecommunications 

system (Universal Mobile Telecommunications System, UMTS). LTE and advanced LTE (such 

as LTE-A) are new UMTS versions that use E-UTRA. UTRA, E-UTRA, UMTS, LTE, LTE-A, 

and GSM are cited from descriptions in the documentation of the organization named "3rd 

Generation Partnership Project" (3rd Generation Partnership Project, 3GPP). The CDMA2000 

and UMB are cited from descriptions in the documentation of the organization named "3rd 

Generation Partnership Project 2" (3GPP2). Techniques described in this specification can be 

used in the systems and radio technologies mentioned above, and can also be used in other 

systems and radio technologies. 

[0036] The following describes the embodiments of this disclosure with reference to the 

accompanying drawings. An Ethernet header compression method, an Ethernet header 

decompression method, and a device provided in the embodiments of this disclosure may be 
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applied to a wireless communications system. 

[0037] FIG. 2 is a schematic architectural diagram of a wireless communications system 

according to an embodiment of this disclosure. As shown in FIG. 2, the wireless 

communications system may include a network device 20 and a terminal. The terminal is 

denoted as user equipment (User Equipment, UE) 21, and the UE 21 may communicate 

(transmit signaling or transmit data) with the network device 20. In an actual application, 

connection between the foregoing devices may be wireless connection. To conveniently and 

intuitively represent a connection relationship between the devices, a solid line is used for 

illustration in FIG. 2. It should be noted that the communications system may include a 

plurality of UEs 21, and the network device 20 may communicate with the plurality of UEs 21. 

[0038] The terminal provided in the embodiments of this disclosure may be a mobile phone, 

a tablet computer, a notebook computer, an ultra-mobile personal computer (Ultra-Mobile 

Personal Computer, UMPC), a netbook, a personal digital assistant (Personal Digital Assistant, 

PDA), a mobile Internet device (Mobile Internet Device, MID), a wearable device (Wearable 

Device), an in-vehicle device, or the like. 

[0039] The network device 20 provided in the embodiments of this disclosure may be a 

base station, and the base station may be a base station commonly used, or may be an evolved 

base station (evolved node base station, eNB), or may be a network device in the 5G system, for 

example, a device (such as a next-generation base station (next generation node base station, 

gNB) or a transmission and reception point (transmission and reception point, TRP)). 

[0040] Referring to FIG. 3, an embodiment of this disclosure provides an Ethernet header 

compression method. The method is executed by a transmitting end, and the transmitting end 

may be a terminal or a network device. The specific steps are as follows: 

[0041] Step 301: Transmit, by using a transmitting PDCP entity of the transmitting end, a 

first PDCP PDU corresponding to a first data radio bearer (Data Radio Bearer, DRB). 

[0042] When the first DRB is configured with an Ethernet header compression function, a 

PDCP sub-header of the first PDCP PDU includes one or more pieces of first information, 

where the first information is used to indicate whether a specific Ethernet field (Ethernet field) 

in an Ethernet header of a first PDCP SDU corresponding to the first PDCP PDU is reused. 

[0043] A specific Ethernet field (or referred to as a specific field in an Ethernet frame 
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header) may be a field for implementing an Ethernet function in an Ethernet frame format, and 

the specific Ethernet field includes but is not limited to a media access control (Media Access 

Control, MAC) destination address, a source MAC address, a type, a virtual local area network 

tag (VLAN tag), and the like. 

[0044] The first information indicates that the specific Ethernet field in the Ethernet header 

of the first PDCP SDU corresponding to the first PDCP PDU is reused. For example, if a value 

of the first information is "1", it indicates that the Ethernet field corresponding to the first 

information is the same as an Ethernet field carried in a data field of a data packet previously 

transmitted, and a data field of the first PDCP PDU may not carry the Ethernet field. 

[0045] The first information indicates that the specific Ethernet field in the Ethernet header 

of the first PDCP SDU corresponding to the first PDCP PDU is not reused. For example, if the 

value of the first information is "0", it indicates that the data field of the first PDCP PDU carries 

the Ethernet field corresponding to the first information. 

[0046] In this embodiment of this disclosure, optionally, when the transmitting end is a 

terminal, before the transmitting, by using a transmitting PDCP entity of the transmitting end, a 

first PDCP PDU corresponding to a first DRB, the method further includes: receiving a 

configuration message; where the configuration message includes any combination of one or 

more of the following: second information, used for indicating to configure an Ethernet header 

compression function of a second DRB; and third information, used for indicating to disable an 

Ethernet header compression function of a third DRB. 

[0047] The Ethernet header compression function is configured when the second DRB is 

established. The Ethernet header compression function is disabled when the third DRB is 

released. 

[0048] A time point for enabling the Ethernet header compression function of the second 

DRB is any time point after the second DRB is established; and a time point for disabling the 

Ethernet header compression function of the third DRB is any time point before the third DRB 

is released. 

[0049] The Ethernet header compression function is not configured for the second DRB 

when a receiving PDCP entity corresponding to the second DRB is configured with an 

out-of-order delivery (out of order delivery) function. 
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[0050] Optionally, the configuration message may be a radio resource control (Radio 

Resource Control, RRC) reconfiguration message, which is not limited thereto. The network 

device that delivers the RRC reconfiguration message may be a serving base station in a single 

connectivity structure, or may be a primary node or a secondary node in a dual connectivity 

(Dual Connectivity, DC) architecture (if a signaling radio bearer 3 (Signaling Radio Bearers 3, 

SRB3) is configured). 

[0051] In this embodiment of this disclosure, optionally, after the transmitting, by using a 

transmitting PDCP entity of the transmitting end, a first PDCP PDU corresponding to a first 

DRB, the method further includes: receiving, by using a receiving PDCP entity of the 

transmitting end, Ethernet header decompression status feedback information. 

[0052] In this embodiment of this disclosure, optionally, after the receiving, by using a 

receiving PDCP entity of the transmitting end, Ethernet header decompression status feedback 

information, the method further includes: if the Ethernet header decompression status feedback 

information indicates that the Ethernet header is not successfully decompressed, transmitting a 

second PDCP PDU, where a PDCP sub-header of the second PDCP PDU includes one or more 

pieces of fifth information, and the fifth information is used to indicate that a specific Ethernet 

field in an Ethernet header of a second PDCP SDU is not reused, and the second PDCP SDU 

corresponds to the second PDCP PDU. 

[0053] In this embodiment of this disclosure, optionally, the PDCP sub-header of the first 

PDCP PDU further includes one or more of the following: 

sixth information, used for identifying a data stream corresponding to the first PDCP 

PDU;

seventh information, used for indicating a length of bytes newly added relative to a 

legacy PDCP sub-header;

eighth information, used for verifying the Ethernet field; and

ninth information, used for indicating whether an Ethernet header compression 

function is performed on the first PDCP PDU. Referring to FIG. 8, the F field is used to indicate 

whether the Ethernet header compression function is performed on the first PDCP PDU. For 

example, a value "0" indicates that the Ethernet header compression function is not performed 

on the first PDCP PDU, and a value "1" indicates that the Ethernet header compression function 
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is performed on the first PDCP PDU. 

[0054] In this embodiment of this disclosure, optionally, the eighth information is obtained 

through calculation by using a specific algorithm based on all Ethernet fields in the Ethernet 

header of the first PDCP SDU, and the specific algorithm is defined by the protocol or 

configured through negotiation between a network device and a terminal. 

[0055] In this embodiment of this disclosure, optionally, a format of the first PDCP PDU is 

a legacy PDCP data format when the Ethernet header compression function is disabled for the 

first DRB, as shown in FIG. 6. 

[0056] In this embodiment of this disclosure, optionally, when the Ethernet header 

compression function is disabled for the first DRB, the PDCP sub-header of the first PDCP 

PDU includes tenth information used for indicating whether the Ethernet header compression 

function is performed on the first PDCP PDU. Referring to FIG. 9, the F field is used to indicate 

whether the Ethernet header compression function is performed on the first PDCP PDU. For 

example, a value "0" indicates that the Ethernet header compression function is not performed 

on the first PDCP PDU, and a value "1" indicates that the Ethernet header compression function 

is performed on the first PDCP PDU. 

[0057] In this embodiment of this disclosure, compression can be performed on the 

Ethernet header to reduce overheads of the header. In addition, based on a feedback of the 

receiving end, it can be ensured that a compressor and a decompressor are synchronized and a 

correct Ethernet header is obtained through decompression. 

[0058] Referring to FIG. 4, an embodiment of this disclosure provides an Ethernet header 

decompression method. The method is executed by a receiving end, and the receiving end may 

be a terminal or a network device. The specific steps are as follows: 

[0059] Step 401: Receive, by using a receiving PDCP entity of the receiving end, a first 

PDCP PDU corresponding to a first DRB. 

[0060] Step 402: Perform Ethernet header decompression processing on the first PDCP 

PDU when the first DRB is configured with an Ethernet header compression function. 

[0061] A PDCP sub-header of the first PDCP PDU includes one or more pieces of first 

information, and the first information is used to indicate whether a specific Ethernet field in an 

Ethernet header of a first PDCP SDU corresponding to the first PDCP PDU is reused. 
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[0062] In this embodiment of this disclosure, optionally, after the performing Ethernet 

header decompression processing on the first PDCP PDU, the method further includes: feeding 

back Ethernet header decompression status feedback information by using a transmitting PDCP 

entity of the receiving end. 

[0063] In this embodiment of this disclosure, optionally, when the receiving end is a 

network device, before the receiving, by using a receiving PDCP entity of the receiving end, a 

first PDCP PDU corresponding to a first DRB, the method further includes: transmitting a 

configuration message; where the configuration message includes any combination of one or 

more of the following: second information, used for indicating to configure an Ethernet header 

compression function of a second DRB; and third information, used for indicating to disable an 

Ethernet header compression function of a third DRB. 

[0064] The Ethernet header compression function is configured when the second DRB is 

established. The Ethernet header compression function is disabled when the third DRB is 

released. 

[0065] A time point for enabling the Ethernet header compression function of the second 

DRB is any time point after the second DRB is established; and a time point for disabling the 

Ethernet header compression function of the third DRB is any time point before the third DRB 

is released. 

[0066] The Ethernet header compression function is not configured for the second DRB 

when a receiving PDCP entity corresponding to the second DRB is configured with an 

out-of-order delivery (out of order delivery) function. 

[0067] Optionally, the configuration message may be an RRC reconfiguration message, 

which is certainly not limited thereto. 

[0068] In this embodiment of this disclosure, optionally, the PDCP sub-header of the first 

PDCP PDU further includes one or more of the following: 

sixth information, used for identifying a data stream corresponding to the first PDCP 

PDU;

seventh information, used for indicating a length of bytes newly added relative to a 

legacy PDCP sub-header;

eighth information, used for verifying the Ethernet field; and
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ninth information, used for indicating whether the Ethernet header compression 

function is performed on the first PDCP PDU. Referring to FIG. 8, the F field is used to indicate 

whether the Ethernet header compression function is performed on the first PDCP PDU. For 

example, a value "0" indicates that the Ethernet header compression function is not performed 

on the first PDCP PDU, and a value "1" indicates that the Ethernet header compression function 

is performed on the first PDCP PDU. 

[0069] In this embodiment of this disclosure, optionally, the performing Ethernet header 

decompression processing on the first PDCP PDU includes at least one of the following: 

establishing an Ethernet header decompression context associated with the sixth 

information;

performing verification on the seventh information based on an Ethernet field 

carried in a data field of the first PDCP PDU;

if verification on the eighth information is successful, obtaining the Ethernet header 

of the first PDCP SDU based on the Ethernet field carried in the data field of the first PDCP 

PDU, and updating the Ethernet header decompression context;

or 

obtaining a reused Ethernet field in the Ethernet header of the first PDCP SDU from 

the Ethernet header decompression context corresponding to the sixth information;

performing verification on the eighth information based on the reused Ethernet field 

in the Ethernet header of the first PDCP SDU and the Ethernet field carried in the data field of 

the first PDCP PDU; and

if verification on the eighth information is successful, obtaining the Ethernet header 

of the first PDCP SDU based on the reused Ethernet field in the Ethernet header of the first 

PDCP SDU and the Ethernet field carried in the data field of the first PDCP PDU, and updating 

the Ethernet header decompression context corresponding to the sixth information. 

[0070] The Ethernet header decompression context may be used as historical information 

for decompressing a next packet. 

[0071] In this embodiment of this disclosure, the transmitting end can perform compression 

on the Ethernet header to reduce overheads of the header. In addition, based on a feedback from 

the receiving end, it can be ensured that a compressor and a decompressor are synchronized and 
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a correct Ethernet header is obtained through decompression. 

[0072] The following describes Ethernet header compression and an Ethernet header 

decompression processing procedures in the embodiments of this disclosure with reference to 

Example 1 and Example 2. 

Example 1 

[0073] Step 1: A network device transmits a radio resource control (Radio Resource Control, 

RRC) reconfiguration message to a transmitting end, where the RRC reconfiguration message 

includes any combination of one or more of the following: 

first information that indicates a data radio bearer (Data Radio Bearer, DRB) 

configured with an Ethernet header compression function; and

second information that indicates a DRB for which an Ethernet header compression 

function is disabled. 

[0074] Reconfiguring the Ethernet header compression function for one DRB occurs in the 

following scenarios: 

[0075] The Ethernet header compression function is configured when the DRB is 

established, or the Ethernet header compression function is disabled when the DRB is released. 

[0076] If a PDCP entity corresponding to the DRB is configured with an out-of-order 

delivery function (out of order delivery), the Ethernet header compression function is not 

configured for the DRB. 

[0077] The network device that delivers the RRC reconfiguration message may be a serving 

base station in a single connectivity structure, or may be a primary node or a secondary node in 

a dual connectivity (Dual Connectivity, DC) architecture (if a signaling radio bearer 3 

(Signaling Radio Bearers 3, SRB3) is configured). 

[0078] Step 2: The transmitting end receives the RRC reconfiguration message delivered by 

the network device, and applies the RRC reconfiguration message. 

[0079] When data corresponding to the DRB is received from an upper layer (for example, 

service discovery application profile (Service Discovery Application Profile, SDAP)), the 

corresponding processing behavior is as follows: 

[0080] Step 2.1: If the DRB is configured with the Ethernet header compression function, 

when the PDCP entity corresponding to the DRB transmits a PDCP PDU, (one or more) bytes 
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are added to a PDCP sub-header of the PDCP PDU relative to a legacy (legacy) PDCP data 

format (data format), where the bytes are used to indicate a reuse status of an Ethernet field in 

an Ethernet header of a PDCP SDU corresponding to the PDCP PDU. 

[0081] For the PDCP PDU format, refer to FIG. 5. FIG. 5 uses an example that a PDCP 

serial number (Serial Number, SN) size (size) is equal to 12 bits (bit), to illustrate the 

corresponding PDCP data PDU format. 

[0082] Context ID (Context ID) has a value range of [0, maxethernetID-1], where a 

maximum Ethernet ID (maxethernet ID) may be configured by using RRC. The Context ID 

field uniquely identifies one data stream, for example, identifies a data stream corresponding to 

a specific media access control (Media Access Control, MAC) source address (source address) 

or destination MAC address (destination address) combination, and the Context ID is associated 

with a compression context corresponding to the specific source MAC address or destination 

MAC address combination. 

[0083] The L field is used to indicate a length of newly added (or additionally introduced) 

bytes relative to a legacy PDCP sub-header. 

[0084] The Check (Check) field is used to verify the Ethernet field, to ensure that the 

receiving end can successfully obtain a correct Ethernet header through decompression. The 

Check field is obtained through calculation by using a specific algorithm based on all Ethernet 

fields in the Ethernet header of the first PDCP SDU, and the specific algorithm is defined by the 

protocol or configured through negotiation between the network device and the transmitting 

end. 

[0085] The F1, F2, or F3 field is used to indicate whether a specific Ethernet field in the 

Ethernet header of the PDCP SDU is reused. For example, F1 corresponds to the source MAC 

address field in the Ethernet header, F2 corresponds to the destination MAC address field in the 

Ethernet header, and F3 corresponds to the type (type) field in the Ethernet header. 

[0086] For example, when a value of the F1, F2, or F3 field is "1", it indicates that the F1, 

F2, or F3 field is reused. It can be understood that if an Ethernet field in a data packet 

transmitted this time is the same as an Ethernet field in a previous data packet, a corresponding 

Ethernet field is no longer carried in the Ethernet header of the data packet transmitted this 

time. 
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[0087] When the value of the F1, F2, or F3 field is "0", it indicates that the Ethernet field 

corresponding to the F1, F2, or F3 field is not reused, and a corresponding Ethernet field is 

carried in the Ethernet header of the data packet transmitted this time. 

[0088] Step 2.2: If the Ethernet header compression function is disabled for one DRB, a 

PDCP entity corresponding to the DRB performs data transmission in the legacy PDCP data 

PDU format. 

[0089] For example, the PDCP SN size is equal to 12 bits, and the corresponding PDCP 

data PDU format is shown in FIG. 6. 

[0090] Step 3: The receiving PDCP entity receives data corresponding to one DRB from a 

bottom layer (for example, radio link layer control protocol (Radio Link Control, RLC)). If the 

DRB is configured with the Ethernet header compression function, when it is determined to 

deliver the data packet to the upper layer (for example, SDAP), the Ethernet header is 

decompressed, and the corresponding processing behavior is as follows: 

[0091] Step 3.1: If a corresponding Ethernet decompression context has not been 

established for a context ID carried in a header of the PDCP data PDU, establish the Ethernet 

header decompression context and associate the Ethernet header decompression context with 

the context ID; and if verification of the check field is successful, obtain an original Ethernet 

header based on the Ethernet field carried in the header of the PDCP data PDU, and update the 

Ethernet header decompression context. 

[0092] Step 3.2: If the receiving PDCP entity has established a corresponding Ethernet 

decompression context for the context ID carried in the header of the PDCP data PDU, extract a 

stored reused Ethernet field from the decompression context corresponding to the context ID, 

and verify the check field based on the reused Ethernet field and an un-reused Ethernet field 

carried in the PDCP SDU; and if verification of the check field is successful, obtain the original 

Ethernet header, and update the decompression context corresponding to the context ID. 

[0093] Step 3.3: The receiving PDCP entity feeds back Ethernet header decompression 

status feedback information to the transmitting PDCP entity. 

[0094] For the Ethernet header decompression status feedback information, refer to FIG. 7. 

FIG. 7 illustrates a PDCP control PDU for Ethernet (Ethernet). 

[0095] Context ID uniquely identifies a specific MAC source or MAC destination 
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combination. 

[0096] The A field indicates whether the receiving PDCP entity has successfully 

decompressed the Ethernet header. For example, a value of the A field being "1" indicates 

successful decompression, and the value of the A field being "0" indicates a decompression 

failure. 

[0097] Step 4: The transmitting PDCP entity receives, from the bottom layer, a PDCP 

control PDU that contains an Ethernet header compression feedback, and the corresponding 

processing behavior is as follows: 

[0098] If the feedback indicates that the Ethernet header has not been successfully 

decompressed, the transmitting PDCP entity needs to reset all Ethernet reuse indicator fields, 

for example, sets to 0. 

Example 2 

[0099] Step 1: The network device transmits an RRC reconfiguration message to the 

transmitting end, where the RRC reconfiguration message includes any combination of one or 

more of the following: 

first information that indicates a data radio bearer (Data Radio Bearer, DRB) 

configured with an Ethernet header compression function; and

second information that indicates a DRB for which an Ethernet header compression 

function is disabled. 

[00100] Reconfiguring the Ethernet header compression function for one DRB occurs only 

in the following scenarios: 

enabling the Ethernet header compression function for one DRB may occur at any 

time point after the DRB is established; and 

disabling the Ethernet header compression function for one DRB may occur at any 

time point before the DRB is released. 

[00101] If a PDCP entity corresponding to one DRB is configured with an out-of-order 

delivery function (out of order delivery), the Ethernet header compression function is not 

configured for the DRB. 

[00102] The network device that delivers the RRC reconfiguration message may be a serving 

base station in a single connectivity structure, or may be a primary node or a secondary node in 
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a dual connectivity architecture (if an SRB3 is configured). 

[00103] Step 2: The transmitting end receives the RRC reconfiguration message delivered by 

the network device, and applies the reconfiguration message. 

[00104] When data corresponding to one DRB is received from an upper layer (SDAP), the 

corresponding processing behavior is as follows: 

[00105] Step 2.1: If the DRB are configured with the Ethernet header compression function, 

when a PDCP entity corresponding to the DRB transmits data, (one or more) bytes are added to 

a PDCP sub-header relative to a legacy PDCP data PDU format, where the bytes are used to 

indicate a reuse status of a field carried in the Ethernet header. An example of the 

corresponding PDCP data PDU format is as follows: 

[00106] For example, a PDCP SN size is equal to 12 bits, and the corresponding PDCP data 

PDU format is shown in FIG. 8. 

[00107] The F field is used to indicate whether the Ethernet header compression function is 

performed on the data packet. For example, a value of the F field being "0" indicates that the 

Ethernet header compression function is not performed, and the value of the F field being "1" 

indicates that the Ethernet header compression function is performed. 

[00108] A value range of Context ID is [0, maxethernetID-1], where maxethernetID is 

configured by using RRC. The Context ID field uniquely identifies one data stream, such as a 

data stream corresponding to a specific source MAC address/destination MAC address 

combination, and the Context ID is associated with a compression context corresponding to the 

specific source MAC address/destination MAC address combination. 

[00109] The L field is used to indicate a length of newly added (or additionally introduced) 

bytes relative to a legacy PDCP sub-header. 

[00110] The Check (Check) field is used to verify the Ethernet field, to ensure that the 

receiving end can successfully obtain a correct Ethernet header through decompression. The 

Check field is obtained through calculation by using a specific algorithm based on all Ethernet 

fields currently reported, and the specific algorithm is defined by the protocol or configured 

through negotiation between the network device and the terminal. 

[00111] The F1, F2, or F3 field is used to indicate whether a specific Ethernet field in the 

Ethernet header is reused. For example, F1 corresponds to the source MAC address field in the 
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Ethernet header, F2 corresponds to the destination MAC address field in the Ethernet header, 

and F3 corresponds to the type (type) field in the Ethernet header. 

[00112] For example, when a value of the F1, F2, or F3 field is "1", it indicates that the F1, 

F2, or F3 field is reused. It can be understood that if an Ethernet field in a packet transmitted 

this time is the same as an Ethernet field in a packet previously transmitted, a corresponding 

Ethernet field is no longer carried in the Ethernet header of the packet transmitted this time. 

[00113] When the value of the F1, F2, or F3 field is "0", it indicates that the Ethernet field 

corresponding to the F1, F2, or F3 field is not reused, and a corresponding Ethernet field is 

carried in the Ethernet header of the packet transmitted this time. 

[00114] Step 2.2: If the Ethernet header compression function is disabled for one DRB, a 

PDCP entity corresponding to the DRB performs data transmission in the legacy PDCP data 

PDU format. 

[00115] For example, a PDCP SN size is equal to 12 bits, and the corresponding PDCP data 

PDU format is shown in FIG. 9. 

[00116] The F field is used to indicate whether the Ethernet header compression function is 

performed on the packet. For example, a value of the F field being "0" indicates that the 

Ethernet header compression function is not performed, and the value of the F field being "1" 

indicates that the Ethernet header compression function is performed. 

[00117] Step 3: The receiving PDCP entity receives data corresponding to one DRB from a 

bottom layer (RLC). If the DRB is configured with the Ethernet header compression function, 

when it is determined to deliver the data packet to the upper layer (SDAP), the Ethernet header 

is decompressed, and the corresponding processing behavior is as follows: 

[00118] Step 3.1: If a corresponding Ethernet decompression context has not been 

established for a context ID carried in a header of the PDCP data PDU, establish the Ethernet 

header decompression context and associate the Ethernet header decompression context with 

the context ID; and if verification of the check field is successful, obtain an original Ethernet 

header based on the Ethernet field carried in the header of the PDCP data PDU, and update the 

Ethernet header decompression context. 

[00119] Step 3.2: If the receiving PDCP entity has established a corresponding Ethernet 

decompression context for the context ID carried in the header of the PDCP data PDU, extract a 
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stored reused Ethernet field from the decompression context corresponding to the context ID, 

and verify the check field based on the reused Ethernet field and an un-reused Ethernet field 

carried in the PDCP SDU; and if verification is successful, obtain the original Ethernet header, 

and update the decompression context corresponding to the context ID. 

[00120] Step 3.3: The receiving PDCP entity feeds back Ethernet header decompression 

status feedback information to the transmitting PDCP entity. 

[00121] For a format of the Ethernet header decompression status feedback information, 

refer to FIG. 7. FIG. 7 illustrates a PDCP control PDU for Ethernet (Ethernet). 

[00122] Context ID uniquely identifies a specific MAC source or MAC destination 

combination. 

[00123] The A field indicates whether the receiving PDCP entity has successfully 

decompressed the Ethernet header. For example, a value of the A field being "1" indicates 

successful decompression, and the value of the A field being "0" indicates a decompression 

failure. 

[00124] Step 4: The transmitting PDCP entity receives, from the bottom layer, a PDCP 

control PDU that contains an Ethernet header compression feedback, and the corresponding 

processing behavior is as follows: 

[00125] If the feedback indicates that the Ethernet header has not been successfully 

decompressed, the transmitting PDCP entity needs to reset all Ethernet reuse indicator fields, 

for example, sets to 0. 

[00126] An embodiment of this disclosure further provides a transmitting end. A problem 

resolving principle of the transmitting end is similar to the header compression processing 

method in the embodiments of this disclosure; therefore, implementation of the transmitting end 

may be referred to implementation of the method, and details are not repeated herein. 

[00127] Referring to FIG. 10, an embodiment of this disclosure provides a transmitting end. 

The transmitting end 1000 includes: 

a first transmitting module 1001, configured to transmit, by using a transmitting 

PDCP entity of the transmitting end, a first PDCP PDU corresponding to a first DRB. 

[00128] When the first DRB is configured with an Ethernet header compression function, the 

first PDCP PDU includes one or more pieces of first information, where the first information is 
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used to indicate whether a specific Ethernet field in an Ethernet header of a first PDCP SDU 

corresponding to the first PDCP PDU is reused. 

[00129] The first PDCP PDU may be a PDCP PDU, and the first PDCP SDU may be a 

PDCP SDU corresponding to the PDCP PDU. 

[00130] In this embodiment of this disclosure, optionally, when the transmitting end is a 

terminal, the transmitting end further includes: 

a first receiving module, configured to: receive a configuration message before the 

first transmitting module transmits, by using the transmitting PDCP entity of the transmitting 

end, the first PDCP PDU corresponding to the first DRB. 

[00131] The configuration message includes any combination of one or more of the 

following: 

second information, used for indicating to configure an Ethernet header compression 

function of a second DRB; and

third information, used for indicating to disable an Ethernet header compression 

function of a third DRB. 

[00132] In this embodiment of this disclosure, optionally, the Ethernet header compression 

function is configured when the second DRB is established; or the Ethernet header compression 

function is disabled when the third DRB is released; or a time point for enabling the Ethernet 

header compression function of the second DRB is any time point after the second DRB is 

established; or a time point for disabling the Ethernet header compression function of the third 

DRB is any time point before the third DRB is released. 

[00133] In this embodiment of this disclosure, optionally, the Ethernet header compression 

function is not configured for the second DRB when a receiving PDCP entity corresponding to 

the second DRB is configured with an out-of-order delivery function. 

[00134] In this embodiment of this disclosure, optionally, the transmitting end further 

includes: 

a second receiving module, configured to receive, by using a receiving PDCP entity 

of the transmitting end, Ethernet header decompression status feedback information after the 

first transmitting module transmits, by using the transmitting PDCP entity of the transmitting 

end, the first PDCP PDU corresponding to the first DRB. 
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[00135] In this embodiment of this disclosure, optionally, the first transmitting module 1001 

is further configured to: if the Ethernet header decompression status feedback information 

indicates that the Ethernet header is not successfully decompressed, transmitting a second 

PDCP PDU, where a PDCP sub-header of the second PDCP PDU includes one or more pieces 

of fifth information, and the fifth information is used to indicate that a specific Ethernet field in 

an Ethernet header of a second PDCP SDU is not reused, and the second PDCP SDU 

corresponds to the second PDCP PDU. 

[00136] In this embodiment of this disclosure, optionally, the first PDCP PDU further 

includes one or more of the following: 

sixth information, used for identifying a data stream corresponding to the first PDCP 

PDU;

seventh information, used for indicating a length of bytes newly added relative to a 

legacy PDCP sub-header;

eighth information, used for verifying the Ethernet field; and

ninth information, used for indicating whether the Ethernet header compression 

function is performed on the first PDCP PDU. 

[00137] In this embodiment of this disclosure, optionally, the eighth information is obtained 

through calculation by using a specific algorithm based on all Ethernet fields in the Ethernet 

header of the first PDCP SDU, and the specific algorithm is defined by the protocol or 

configured through negotiation between a network device and a terminal. 

[00138] In this embodiment of this disclosure, optionally, a format of the first PDCP PDU is 

a legacy PDCP data format when the Ethernet header compression function is disabled for the 

first DRB. 

[00139] The transmitting end provided in this embodiment of this disclosure may execute the 

foregoing method embodiments, implementation principles and technical effects thereof are 

similar, and details are not described herein again. 

[00140] An embodiment of this disclosure further provides a receiving end. A problem 

resolving principle of the receiving end is similar to the header decompression processing 

method in the embodiments of this disclosure; therefore, implementation of the receiving end 

may be referred to implementation of the method, and details are not repeated herein. 
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[00141] Referring to FIG. 11, an embodiment of this disclosure provides a receiving end. 

The receiving end 1100 includes: 

a third receiving module 1101, configured to receive, by using a receiving PDCP 

entity of the receiving end, a first PDCP PDU corresponding to a first DRB; and 

a decompression module 1102, configured to perform Ethernet header 

decompression processing on the first PDCP PDU when the first DRB is configured with an 

Ethernet header compression function. 

[00142] A PDCP sub-header of the first PDCP PDU includes one or more pieces of first 

information, and the first information is used to indicate whether a specific Ethernet field in an 

Ethernet header of a first PDCP SDU corresponding to the first PDCP PDU is reused. 

[00143] In this embodiment of this disclosure, optionally, the receiving end further includes: 

a second transmitting module, configured to feed back Ethernet header 

decompression status feedback information by using a transmitting PDCP entity of the 

receiving end. 

[00144] In this embodiment of this disclosure, optionally, when the receiving end is a 

network device, the receiving end further includes: 

a third transmitting module, configured to: transmit a configuration message before 

the third receiving module receives, by using the receiving PDCP entity of the receiving end, 

the first PDCP PDU corresponding to the first DRB. 

[00145] The configuration message includes any combination of one or more of the 

following: 

second information, used for indicating to configure an Ethernet header compression 

function of a second DRB; and

third information, used for indicating to disable an Ethernet header compression 

function of a third DRB. 

[00146] In this embodiment of this disclosure, optionally, the Ethernet header compression 

function is configured when the second DRB is established; or the Ethernet header compression 

function is disabled when the third DRB is released; or a time point for enabling the Ethernet 

header compression function of the second DRB is any time point after the second DRB is 

established; or a time point for disabling the Ethernet header compression function of the third 
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DRB is any time point before the third DRB is released. 

[00147] In this embodiment of this disclosure, optionally, the Ethernet header compression 

function is not configured for the second DRB when a receiving PDCP entity corresponding to 

the second DRB is configured with an out-of-order delivery function. 

[00148] In this embodiment of this disclosure, optionally, the PDCP sub-header of the first 

PDCP PDU further includes one or more of the following: 

sixth information, used for identifying a data stream corresponding to the first PDCP 

PDU;

seventh information, used for indicating a length of bytes newly added relative to a 

legacy PDCP sub-header;

eighth information, used for verifying the Ethernet field; and

ninth information, used for indicating whether the Ethernet header compression 

function is performed on the first PDCP PDU. 

[00149] In this embodiment of this disclosure, optionally, the decompression module further 

executes at least one of the following: 

establishing an Ethernet header decompression context associated with the sixth 

information;

performing verification on the seventh information based on an Ethernet field 

carried in a data field of the first PDCP PDU;

if verification on the eighth information is successful, obtaining the Ethernet header 

of the first PDCP SDU based on the Ethernet field carried in the data field of the first PDCP 

PDU, and updating the Ethernet header decompression context;

or 

obtaining a reused Ethernet field in the Ethernet header of the first PDCP SDU from 

the Ethernet header decompression context corresponding to the sixth information;

performing verification on the eighth information based on the reused Ethernet field 

in the Ethernet header of the first PDCP SDU and the Ethernet field carried in the data field of 

the first PDCP PDU; and

if verification on the eighth information is successful, obtaining the Ethernet header 

of the first PDCP SDU based on the reused Ethernet field in the Ethernet header of the first 
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PDCP SDU and the Ethernet field carried in the data field of the first PDCP PDU, and updating 

the Ethernet header decompression context corresponding to the sixth information. 

[00150] The receiving end provided in this embodiment of this disclosure may execute the 

foregoing method embodiments, implementation principles and technical effects thereof are 

similar, and details are not described herein again. 

[00151] As shown in FIG. 12, the terminal 1200 shown in FIG. 12 includes at least one 

processor 1201, a memory 1202, at least one network interface 1204, and a user interface 1203. 

The components of the terminal 1200 are coupled together by using a bus system 1205. It can 

be understood that the bus system 1205 is configured to implement connection communication 

between these components. The bus system 1205 may include not only a data bus but also a 

power supply bus, a control bus, and a status signal bus. However, for clarity of description, 

various types of buses in FIG. 12 are marked as the bus system 1205. 

[00152] The user interface 1203 may include a display, a keyboard, a click device (for 

example, a mouse or a trackball (trackball)), a touch board, or a touchscreen. 

[00153] It can be understood that the memory 1202 in this embodiment of this disclosure 

may be a volatile memory or a nonvolatile memory, or may include both a volatile memory and 

a nonvolatile memory. The non-volatile memory may be a read-only memory (Read-Only 

Memory, ROM), a programmable read only memory (Programmable ROM, PROM), an 

erasable programmable read-only memory (Erasable PROM, EPROM), and an electrically 

erasable programmable read-only memory (Electrically EPROM, EEPROM), or flash memory. 

The volatile memory may be a random access memory (Random Access Memory, RAM), and 

the RAM is used as an external cache. For illustrative rather than limitative description, many 

forms of RAMs are available, for example, a static random access memory (Static RAM, 

SRAM), a dynamic random access memory (Dynamic RAM, DRAM), a synchronous dynamic 

random access memory (Synchronous DRAM, SDRAM), a double data rate synchronous 

dynamic random access memory (Double Data Rate SDRAM, DDRSDRAM), an enhanced 

synchronous dynamic random access memory (Enhanced SDRAM, ESDRAM), a synchlink 

dynamic random access memory (Synchlink DRAM, SLDRAM), and a direct memory bus 

random access memory (Direct Rambus RAM, DRRAM). The memory 1202 in the system and 

method described in the embodiments of this disclosure is intended to include but is not limited 
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to these and any other suitable types of memories. 

[00154] In some implementations, the memory 1202 stores the following elements: an 

executable module or a data structure, or a subset thereof, or an extended set thereof: an 

operating system 12021 and an application program 12022. 

[00155] An operating system 12021 includes various system programs, such as a framework 

layer, a kernel library layer, and a driver layer, and is configured to implement various basic 

services and process hardware-based tasks. The application program 12022 includes various 

application programs, such as a media player (Media Player) and a browser (Browser), and is 

configured to implement various application services. A program that implements the methods 

of the embodiments of this disclosure may be included in the application program 11022. 

[00156] In an embodiment of this disclosure, a program or instruction stored in the memory 

1202, specifically, a program or instruction stored in the application program 12022 is invoked, 

and the following steps are implemented during execution of the program or instruction: 

transmitting, by using a transmitting PDCP entity of a transmitting end, a first PDCP PDU 

corresponding to a first DRB; where when the first DRB is configured with an Ethernet header 

compression function, a PDCP sub-header of the first PDCP PDU includes one or more pieces 

of first information, and the first information is used to indicate whether a specific Ethernet 

field in an Ethernet header of a first PDCP SDU corresponding to the first PDCP PDU is 

reused. 

[00157] In another embodiment of this disclosure, a program or instruction stored in the 

memory 1202, specifically, a program or instruction stored in the application program 12022 is 

invoked, and the following steps are implemented during execution of the program or 

instruction: receiving, by using a receiving PDCP entity of the receiving end, a first PDCP PDU 

corresponding to a first DRB; and performing Ethernet header decompression processing on the 

first PDCP PDU when the first DRB is configured with an Ethernet header compression 

function, where a PDCP sub-header of the first PDCP PDU includes one or more pieces of first 

information, and the first information is used to indicate whether a specific Ethernet field in an 

Ethernet header of a first PDCP SDU corresponding to the first PDCP PDU is reused. 

[00158] The terminal provided in this embodiment of this disclosure may execute the 

foregoing method embodiments, implementation principles and technical effects thereof are 
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similar, and details are not described herein again. 

[00159] FIG. 13 is a structural diagram of a network device applied to an embodiment of this 

disclosure. As shown in FIG. 13, the network device 1300 includes a processor 1301, a 

transceiver 1302, a memory 1303, and a bus interface. 

[00160] In an embodiment of this disclosure, the network device 1300 further includes: a 

program stored in the memory 1303 and capable of running on the processor 1301, and when 

the program is executed by the processor 1301, the following steps are implemented: 

transmitting, by using a transmitting PDCP entity of a transmitting end, a first PDCP PDU 

corresponding to a first DRB; where when the first DRB is configured with an Ethernet header 

compression function, a PDCP sub-header of the first PDCP PDU includes one or more pieces 

of first information, and the first information is used to indicate whether a specific Ethernet 

field in an Ethernet header of a first PDCP SDU corresponding to the first PDCP PDU is 

reused. 

[00161] In another embodiment of this disclosure, the network device 1300 further includes: 

a program stored in the memory 1303 and capable of running on the processor 1301, and when 

the program is executed by the processor 1301, the following steps are implemented: receiving, 

by using a receiving PDCP entity of the receiving end, a first PDCP PDU corresponding to a 

first DRB; and performing Ethernet header decompression processing on the first PDCP PDU 

when the first DRB is configured with an Ethernet header compression function, where a PDCP 

sub-header of the first PDCP PDU includes one or more pieces of first information, and the first 

information is used to indicate whether a specific Ethernet field in an Ethernet header of a first 

PDCP SDU corresponding to the first PDCP PDU is reused. 

[00162] In FIG. 13, a bus architecture may include any quantity of interconnected buses and 

bridges, specifically for interconnecting various circuits of one or more processors represented 

by the processor 1301 and a memory represented by the memory 1303. The bus architecture 

may further interconnect various other circuits such as a peripheral device, a voltage regulator, 

and a power management circuit. These are all well known in the art, and therefore are not 

further described in this specification. The bus interface provides an interface. The transceiver 

1302 may be a plurality of components, that is, the transceiver 1302 includes a transmitter and a 
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receiver, and provides a unit for communicating with various other apparatuses on a 

transmission medium. 

[00163] The processor 1301 is responsible for bus architecture management and general 

processing. The memory 1303 may store data used when the processor 1301 performs an 

operation. 

[00164] The network device provided in this embodiment of this disclosure may execute the 

foregoing method embodiments, implementation principles and technical effects thereof are 

similar, and details are not described herein again. 

[00165] Method or algorithm steps described with reference to the content disclosed in this 

disclosure may be implemented by hardware, or may be implemented by a processor by 

executing a software instruction. The software instruction may include a corresponding 

software module. The software module may be stored in a RAM, a flash memory, a ROM, an 

EPROM, an EEPROM, a register, a hard disk, a removable hard disk, a compact disc read-only 

memory, or a storage medium in any other forms well-known in the art. For example, a storage 

medium is coupled to a processor, so that the processor can read information from the storage 

medium or write information into the storage medium. Certainly, the storage medium may 

alternatively be a component of the processor. The processor and the storage medium may be 

located in the ASIC. In addition, the ASIC may be located in a core network interface device. 

Certainly, the processor and the storage medium may alternatively exist in the core network 

interface device as discrete components. 

[00166] A person skilled in the art should be aware that, in the foregoing one or more 

examples, functions described in this disclosure may be implemented by hardware, software, 

firmware, or any combination thereof. When the functions are implemented by software, the 

functions may be stored in a computer-readable medium or transmitted as one or more 

instructions or code in the computer-readable medium. The computer-readable medium 

includes a computer storage medium and a communications medium, where the 

communications medium includes any medium that enables a program to be transmitted from 

one place to another. The storage medium may be any available medium accessible to a 

general-purpose or dedicated computer. 

[00167] The objectives, technical solutions, and beneficial effects of this disclosure are 
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further described in detail in the foregoing specific embodiments. It should be understood that 

the foregoing descriptions are merely specific embodiments of this disclosure, but are not 

intended to limit the protection scope of this disclosure. Any modification, equivalent 

replacement, or improvement made based on the technical solutions of this disclosure shall fall 

within the protection scope of this disclosure. 

[00168] A person skilled in the art should understand that the embodiments of this disclosure 

may be provided as a method, a system, or a program product. Therefore, the embodiments of 

this disclosure may use a form of hardware only embodiments, software only embodiments, or 

embodiments with a combination of software and hardware. Moreover, the embodiments of this 

disclosure may use a form of a program product that is implemented on one or more 

computer-usable storage media (including but not limited to a disk memory, a CD-ROM, an 

optical memory, and the like) that include computer-usable program code. 

[00169] The embodiments of this disclosure are described with reference to the flowcharts 

and/or block diagrams of the method, the device (system), and the program product according 

to the embodiments of this disclosure. It should be understood that program instructions may be 

used to implement each process and/or each block in the flowcharts and/or the block diagrams, 

or a combination of a process and/or a block in the flowcharts and/or the block diagrams. These 

program instructions may be provided for a general-purpose computer, a dedicated computer, 

an embedded processor, or a processor of any other programmable data processing device to 

generate a machine, so that the instructions executed by a computer or a processor of any other 

programmable data processing device generate an apparatus for implementing a specific 

function in one or more processes in the flowcharts and/or in one or more blocks in the block 

diagrams. 

[00170] These program instructions may be stored in a computer readable memory that can 

instruct the computer or any other programmable data processing device to work in a specific 

manner, so that the instructions stored in the computer readable memory generate an artifact 

that includes an instruction apparatus. The instruction apparatus implements a specific function 

in one or more processes in the flowcharts and/or in one or more blocks in the block diagrams. 

[00171] These program instructions may be loaded onto a computer or another 

programmable data processing device, so that a series of operations and steps are performed on 
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the computer or the another programmable device, thereby generating computer-implemented 

processing. Therefore, the instructions executed on the computer or the another programmable 

device provide steps for implementing a specific function in one or more processes in the 

flowcharts and/or in one or more blocks in the block diagrams. 

[00172] Obviously, a person skilled in the art can make various modifications and variations 

to the embodiments of this disclosure without departing from the spirit and scope of this 

disclosure. This disclosure is intended to cover these modifications and variations provided that 

they fall within the scope of protection defined by the following claims and their equivalent 

technologies. 
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CLAIMS 

What is claimed is: 

1. An Ethernet header compression method, applied to a transmitting end and comprising: 

transmitting, by using a transmitting packet data aggregation protocol PDCP entity of the 

transmitting end, a first PDCP protocol data unit PDU corresponding to a first data radio bearer 

DRB; wherein

when the first DRB is configured with an Ethernet header compression function, a PDCP 

sub-header of the first PDCP PDU comprises one or more pieces of first information, wherein 

the first information is used to indicate whether a specific Ethernet field in an Ethernet header 

of a first PDCP SDU is reused, and the first PDCP SDU corresponds to the first PDCP PDU. 

2. The method according to claim 1, wherein when the transmitting end is a terminal, 

before the transmitting, by using a transmitting packet data aggregation protocol PDCP entity of 

the transmitting end, a first PDCP PDU corresponding to a first DRB, the method further 

comprises: 

receiving a configuration message; wherein

the configuration message comprises any combination of one or more of the following: 

second information, used for indicating to configure an Ethernet header compression 

function of a second DRB; and

third information, used for indicating to disable an Ethernet header compression function 

of a third DRB. 

3. The method according to claim 2, wherein 

the Ethernet header compression function is configured when the second DRB is 

established;

or 

the Ethernet header compression function is disabled when the third DRB is released;

or 

a time point for enabling the Ethernet header compression function of the second DRB is 

any time point after the second DRB is established;

or 



31 

a time point for disabling the Ethernet header compression function of the third DRB is 

any time point before the third DRB is released. 

4. The method according to claim 2, wherein the Ethernet header compression function is 

not configured for the second DRB when a receiving PDCP entity corresponding to the second 

DRB is configured with an out-of-order delivery function. 

5. The method according to claim 1, wherein after the transmitting, by using a transmitting 

PDCP entity of the transmitting end, a first PDCP PDU corresponding to a first DRB, the 

method further comprises: 

receiving, by using a receiving PDCP entity of the transmitting end, Ethernet header 

decompression status feedback information. 

6. The method according to claim 5, wherein after the receiving, by using a receiving 

PDCP entity of the transmitting end, Ethernet header decompression status feedback 

information, the method further comprises: 

if the Ethernet header decompression status feedback information indicates that the 

Ethernet header is not successfully decompressed, transmitting a second PDCP PDU, wherein a 

PDCP sub-header of the second PDCP PDU comprises one or more pieces of fifth information, 

and the fifth information is used to indicate that a specific Ethernet field in an Ethernet header 

of a second PDCP SDU is not reused, and the second PDCP SDU corresponds to the second 

PDCP PDU. 

7. The method according to claim 1, wherein the PDCP sub-header of the first PDCP PDU 

further comprises one or more of the following: 

sixth information, used for identifying a data stream corresponding to the first PDCP PDU;

seventh information, used for indicating a length of bytes newly added relative to a legacy 

PDCP sub-header;

eighth information, used for verifying the Ethernet field; and

ninth information, used for indicating whether the Ethernet header compression function is 

performed on the first PDCP PDU. 

8. The method according to claim 7, wherein the eighth information is obtained through 

calculation by using a specific algorithm based on all Ethernet fields in the Ethernet header of 

the first PDCP SDU, and the specific algorithm is defined by the protocol or configured through 
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negotiation between a network device and a terminal. 

9. The method according to claim 1, wherein a format of the first PDCP PDU is a legacy 

PDCP data format when the Ethernet header compression function is disabled for the first DRB; 

or 

when the Ethernet header compression function is disabled for the first DRB, the PDCP 

sub-header of the first PDCP PDU comprises tenth information used for indicating whether the 

Ethernet header compression function is performed on the first PDCP PDU. 

10. An Ethernet header decompression method, applied to a receiving end, wherein the 

method comprises: 

receiving, by using a receiving packet data aggregation protocol PDCP entity of the 

receiving end, a first PDCP protocol data unit PDU corresponding to a first data radio bearer 

DRB; and

performing Ethernet header decompression processing on the first PDCP PDU when the 

first DRB is configured with an Ethernet header compression function, wherein 

a PDCP sub-header of the first PDCP PDU comprises one or more pieces of first 

information, and the first information is used to indicate whether a specific Ethernet field in an 

Ethernet header of a first PDCP service data unit SDU corresponding to the first PDCP PDU is 

reused. 

11. The method according to claim 10, wherein after the performing Ethernet header 

decompression processing on the first PDCP PDU, the method further comprises: 

feeding back Ethernet header decompression status feedback information by using a 

transmitting PDCP entity of the receiving end. 

12. The method according to claim 10, wherein when the receiving end is a network device, 

before the receiving, by using a receiving PDCP entity of the receiving end, a first PDCP PDU 

corresponding to a first DRB, the method further comprises: 

transmitting a configuration message; wherein

the configuration message comprises any combination of one or more of the following: 

second information, used for indicating to configure an Ethernet header compression 

function of a second DRB; and

third information, used for indicating to disable an Ethernet header compression function 
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of a third DRB. 

13. The method according to claim 12, wherein 

the Ethernet header compression function is configured when the second DRB is 

established;

or 

the Ethernet header compression function is disabled when the third DRB is released;

or 

a time point for enabling the Ethernet header compression function of the second DRB is 

any time point after the second DRB is established;

or 

a time point for disabling the Ethernet header compression function of the third DRB is 

any time point before the third DRB is released. 

14. The method according to claim 12, wherein the Ethernet header compression function 

is not configured for the second DRB when a receiving PDCP entity corresponding to the 

second DRB is configured with an out-of-order delivery function. 

15. The method according to claim 10, wherein the PDCP sub-header of the first PDCP 

PDU further comprises one or more of the following: 

sixth information, used for identifying a data stream corresponding to the first PDCP PDU;

seventh information, used for indicating a length of bytes newly added relative to a legacy 

PDCP sub-header;

eighth information, used for verifying the Ethernet field; and

ninth information, used for indicating whether the Ethernet header compression function is 

performed on the first PDCP PDU. 

16. The method according to claim 15, wherein the performing Ethernet header 

decompression processing on the first PDCP PDU comprises at least one of the following: 

establishing an Ethernet header decompression context associated with the sixth 

information;

performing verification on the eighth information based on an Ethernet field carried in a 

data field of the first PDCP PDU;

if verification on the eighth information is successful, obtaining the Ethernet header of the 
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first PDCP SDU based on the Ethernet field carried in the data field of the first PDCP PDU, and 

updating the Ethernet header decompression context;

or 

obtaining a reused Ethernet field in the Ethernet header of the first PDCP SDU from the 

Ethernet header decompression context corresponding to the sixth information;

performing verification on the eighth information based on the reused Ethernet field in the 

Ethernet header of the first PDCP SDU and the Ethernet field carried in the data field of the 

first PDCP PDU; and

if verification on the eighth information is successful, obtaining the Ethernet header of the 

first PDCP SDU based on the reused Ethernet field in the Ethernet header of the first PDCP 

SDU and the Ethernet field carried in the data field of the first PDCP PDU, and updating the 

Ethernet header decompression context corresponding to the sixth information. 

17. A transmitting end, comprising: 

a first transmitting module, configured to transmit, by using a transmitting packet data 

aggregation protocol PDCP entity of the transmitting end, a first PDCP protocol data unit PDU 

corresponding to a first data radio bearer DRB, wherein 

when the first DRB is configured with an Ethernet header compression function, a PDCP 

sub-header of the first PDCP PDU comprises one or more pieces of first information, wherein 

the first information is used to indicate whether a specific Ethernet field in an Ethernet header 

of a first PDCP service data unit SDU corresponding to the first PDCP PDU is reused. 

18. A receiving end, comprising: 

a third receiving module, configured to receive, by using a receiving packet data 

aggregation protocol PDCP entity of the receiving end, a first PDCP protocol data unit PDU 

corresponding to a first data radio bearer DRB; and

a decompression module, configured to perform Ethernet header decompression 

processing on the first PDCP PDU when the first DRB is configured with an Ethernet header 

compression function, wherein 

a PDCP sub-header of the first PDCP PDU comprises one or more pieces of first 

information, and the first information is used to indicate whether a specific Ethernet field in an 

Ethernet header of a first PDCP service data unit SDU corresponding to the first PDCP PDU is 
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reused. 

19. A transmitting end, comprising a processor, a memory, and a program stored in the 

memory and capable of running on the processor, wherein when the program is executed by the 

processor, the steps of the Ethernet header compression method according to any one of claims 

1 to 9 are implemented. 

20. A receiving end, comprising a processor, a memory, and a program stored in the 

memory and capable of running on the processor, wherein when the program is executed by the 

processor, the steps of the Ethernet header decompression method according to any one of 

claims 10 to 16 are implemented. 

21. A computer-readable storage medium, wherein the computer-readable storage medium 

stores a program, and when the program is executed by a processor, the steps of the Ethernet 

header compression method according to any one of claims 1 to 9 are implemented, or the steps 

of the Ethernet header decompression method according to any one of claims 10 to 16 are 

implemented. 


