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(54) Title: AUTOMATIC FEE CHARGING SYSTEM

(54) Bezeichnung: SYSTEM ZUM AUTOMATISCHEN VERRECHNEN VON GEBUHREN
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(57) Abstract: The invention relates to a system for automatically charging fees when predetermined positions are passed. Said
system comprises at least one communication device (4) for dedicated short range communication (DSRC) that is intended for an at
& least temporary local placement, and at least one mobile communication unit (7) for dedicated short range communication. The ded-
icated short range communication device (4) that is intended for the local placement is equipped to transmit information identifying
itself and at least indirectly its position to the mobile DSRC communication unit (7).
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Verdoffentlicht:

——  mit internationalem Recherchenbericht
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(57) Zusammenfassung: System zum automatischen Verrechnen von Gebiihren beim Passieren von vorgegebenen Positionen mit
wenigstens einer fiir eine zumindest zeitweise ortsfeste Aufstellung vorgesehenen Kommunikationseinrichtung (4) fiir gerichtete
Nahbereichskommunikation (DSRC) und mit wenigstens einer mobilen Kommunikationseinheit (7) fiir gerichtete Nahbereichskom-
munikation (DSRC); dabei ist die fiir die ortsfeste Aufstellung vorgesehene DSCR-Kommunikationsein richtung (4) zum Senden
von sie und hierdurch zumindest indirekt ihre Aufstellungsposition identifizierenden Informationen an die mobile DSRC-Kommu-
nikationseinheit (7) eingerichtet.



