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Field of tbe Invention 
This invention qenerally relates to the art of 

electrical connectors and, particularly, to a connector for 
an IC packaqe and, further, to an improved terminal for an 
IC connector. 

Backqrounci of the Invention 
IC packaqes typically are square or rectanqular 

and have a larqe nu~ber of short, stiffly resilient 
terminals or leads spaced alonq two opposite sides or all 
four sides of the packaqe. The IC packaqe typically is . 
mounted in a connector havinq a dielectric housinq or 
insulatinq body with a packaqe-receivinq recess defined by 

at least two qenerally parallel opposite side walls or four 
walls surroundinq the recess, alonq with a bottom wall 
which qenerally closes the recess. Terminal-recei vinq 
passaqes extend throuqh the bottom wall alonq the inside of 
at least some of the side walls. 

A commonly known IC packaqe includes a plurality 
of J-bend type leads. The leads are arranqed in parallel 

20 relation at the sides of a body of the IC packaqe. The tip 
of each lead extends in the vertical direction and is bent 

inwardly in a qenerally u-shape. 
The IC packaqe with its J-bend type wires is 

inserted into the packaqe-receivinq recess of the connector 
h~usinq, and the leads enqaqe the ~lurality of terminals 
inside the side ·walls of the. housinq surroundinq the 
recess. These IC connectors often are used as test sockets 
to conduct burn in tests on the IC-packaqes •. 'nle burn in 

proces• typically requires that the assembly be exposed to 
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a· tempera·ture of 12oac for over 120 hours. If a sinqle 
point of-contact is made between each terminal of the test 
socket and a respective lead of the IC package, the main 
problem encountered is a phenomenon known as acc~lerated 
stress relaxation. While certain designs have been 
utilized to minimize this problem, the problem is more 
difticult to overcome with IC packages havinq the J-bend 
type lead wires. 

In addition, some IC packaqe manufacturers prefer 
to insert their IC packages into the IC connectors with the 
leads extendinq downward while other-manufacturers prefer 
the leads to extend upward. In view of the alternative 
orientations, the manner of contactinq the leads depends 
upon their orientation. Thus, while one terminal 
conf_iguration may be desirable if the leads extend. 
downward, a different conf iquration may be desirable if the 
leads extend upward. This can make the desiqn of a 
desirable terminal that will perform well with packages of 
either orientation especially difficult. 

The present invention is directed to providing 
the IC c~n~ector with terminals having two contact points 
with each lead of the IC packaqe. The terminal desiqn 
makes efficient use of the sheet metal from which it is 
stamped and formed and also permits the terminals to be 
qanq_-loaded into the terminal-receiving passages of the 
connector housinq. In addition, it can be used with IC 
packages_that are inserted with their leads extending up or 
down. 

Summary of tbe Inyention 
An objec:t, therefore, of the invention is to 

provide a·new and improved IC connector for an IC package. 
Another object of the invention is to provide 

such a. connector for an IC package which includes a 
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plurality of J-bend type leads arranqed in parallel rows .. 
along at-·least two opposite sides of an IC packaqe body. 
Each lead includes a vertical portion and a bent portion at 
each end thereof extendinq into the body. 

A further object of the invention is to provide 
a new and improved terminal in an IC connector for an IC 
packaqe. 

In the exemplary embodiment of the invention, the 
connector includes a housinq havinq a packaqe-recei vinq 
recess defined by generally parallel opposite side walls, 
a bottom wall a~d a row of terminal-receivinq passaqes 
extendinq throuqh the bottom wall alonq the inside of each 
side wall. A plurality of stamped and formed terminals are 
received in the passaqes. Each terminal includes a contact 

1.2. sect~on for contactinq a respective one of the lead wire~ 
of the IC p~ckage, a retention section for f ixinq the 
terminal in a respective one of the passaqes and a tail 
section exposed exteriorly of the housing. 

The invention contemplates that the contact 
section of each terminal is generally channel-shaped to 
define a pair of rigid1fying side walls extending in planes 
generally transverse to the side walls of the housinq, and 
a central base portion joininq the rigidifyinq side walls. 
A pair of resilient cantilevered beam portions are formed 

~ from the central base portion. The beam portions define a 
pair of sprinq contacts projectinq into the recess for 
enqaqinq a respect! ve one of the lead wires of the IC 
packaqe. 

More particularly, in one form of one embodiment 
of the invention, the pair of resilient cantilevered beam 
portions include a first beam portion extendinq upwardly 
and inwardly and· terminatinq in a respective sprinq 
contact. A second beam portion extends upwardly and then 
downwardly and inwardly ·and terminates in a respect! ve 
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sprinq contact. In a second form, the first beam portion 
extends -downwardly and then upwardly and inwardly and 
terminates in a respective sprinq contact. In both forms, 
the retention · section of each terminal is generally 

~ channel-shaped to define a pair of retaining side walls 
spaced from but qenerally parallel to the riqidifying side 
walls of the contact section, and a central base portion 
formed as a continuation of the central base portion of the 
contact section. 

ll . .In an alternate embodiment of the invention, the 
retention section is formed . by a base portion of the 
stamped and formed terminal, with a resilient portion bent 
upwardly to a position spaced from the base portion to 
define a box~like retention section of the terminal. 

Other objects, features and advantages of the 
. invention will be apparent from the following detailed 
description taken in connection with the accompanying draw­
inqs. 

This Sheet Has Been Replace(! 
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lrief Description of tbe Drawings 
-·The features of this invention which are believed 

to be novel are set forth with particularity in the append­
ed claims. The invention, together with its objects and· 
the advantages thereof, may be best understood by reference 
to the following description taken in conjunction_with the 
accompanying drawings, in which like reference numerals 
identify like elements in the fiqures and in which:· 

FIGURE 1 is an exploded perspective view, 
l..Q partially cut-away, of an IC connector and an IC package, 

the connector embodying the concepts of the invention; 
FIGURE 2 is a view similar to that of Fiqure 1, 

with the IC package inserted into the connector; 
FIGURE 3 is a vertical section taken generally 

y along line 3-3 of Fiqure 2; 
FIGURE 4 is a view similar to that of Figure 2, 

but of an eni.bodiment of an IC connector for accommodating 
the IC package inverted in relation to its position in 
relation to F_iqures 1-3; 

FIGURE 5 is a vertical section taken generally 
along line 5-5 of Figure 4; 

FIGURE 6A is a perspective view of a pair of "in­
line" terminals after they have been stamped and formed but 
still connected to the carrier web; 

.a2. · FIGURE 6B is a view similar to that of Fiqure 6A 
but of a pair of "off-set" terminals; 

FIGURE 7 is a plan view of a stamped blank from 
which one of the terminals in Fiqure 6A is formed; 

FIGURE 8 is a fraqmented, perspective view of a 
1.Q. pair of stamped and formed terminals somewhat similar to 

those shown in Fiqure 6A, but of a different design; 
FIGURE 9 is a perspective view of a pair of 

stamped and formed "in-line" terminals, according to an 
alternate embodiment of the invention; 
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FIGURE 10 is a view similar to that of Fiqure 9, 
but of a-·pair of "off-set" terminals; 

FIGURE 11 is a plan view of a stamped blank from 
which the in-line terminals of Figure 9 are formed; 

FIGURE 12 is a plan view of a stamped blank from 
which the off-set terminals of Figure 10 are formed; 

FIGURE 13 is a side elevational view of the pair 
of in-line terminals of Figure 9; 

FIGURE · 14 is a side elevational view looking 
toward the left-hand side of Fiqure 13; and 

FIGURE 15 is a composite vertical section of two 
different forms of connector housings utilizing the same 
terminals of Figures 9-14, but illustrating different 
bottom wall conf iglirations of the housings for receiving 

~ the IC package in different orientations. 
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Detailed Description of the Preferred Embodiments 
Referrinq to the drawinqs in qreater detail, and 

first to Figures 1-3, The invention is embodied in an IC 
connector, generally designated 10, for receiving an IC 

5 package, generally designated 12. The IC packaqe includes 
a square or rectanqular body 14 havinq a plurality of J­
bend type leads, qenerally desiqnated 16, arranqed in 
parallel rows alonq opposite sides 18 of body 14. Each 
lead wi:te includes a vertical portion 20 and a pair of bent 
portions 22 and 24 at opposite ends of the vertical portion 
and extendinq toward body 14. Bent portion 24 extends out 
of IC package 12 horizontally and curves to a vertical 
orientation. Bent portion 22 is qenerally u-shaped so that 
vertical portion 20 and bent portion 22 form a "J" 

~ co~f iquration with bent portion 22 extendinq over a flat 
side 26 of body 14 between opposite sides 18. 

Connector 10 includes a housinq, qenerally 
desiqnated 27, which has a packaqe-receivinq recess, 
qenerally desiqnated 28, defined by qenerally parallel 
opposite side walls 30 and a bottom wall 32. A pair of IC 
packaqe supports 34 project upwardly from bottom wall 32, 
as best seen in Fiqure 3. A row of terminal-recei vinq 
passaqes 36 extend throuqh bottom wall 32 alonq the inside 
of each side wall 30. such passaqes 36 are laterally 
defined by· webs 37. that project horizontally from each 
sidewall 30 towards t~e opposite sidewall. A plurality of 
stamped and formed terminals, qenerally desiqnated 38, are 
received in passaqes 36. 

Before proceedinq with a detailed description of 
ll terminals 38 1 it should be noted that IC packaqe 12 is 

inserted into rec~ss 28 of-IC connector 10 in Fiqures 1-3, 
with the J-bends of leads 16 of the packaqe facinq 
upwardly. Therefore, a flat side 4 o of the IC packaqe 
rests on top of IC packaqe supports 3 4 as best seen in 

ili~ili1l1i1mlii 

.. 
~ 

j 
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Now, reference is ~ade to Figures 4 and 5 
wherein4tt can be seen that the IC package has been turned 
upside down and inserted into the IC connector. In this 
orientation, the J-bends 22 of the lead wires of the IC 

5 package project downwardly and flat side 26 of the IC 
package now rests on top of longer IC package supports 42. 
The only difference between the IC connector . shown in 
Figures 1-3 and.that shown in Figures 4 and 5 is the length 
of supports 42 versus the shorter supports 34. Otherwise 
the connectors, including terminals 38, are identical and 
the same reference numerals have been applied in Figures 4 

·and 5 corresponding to the same components described above 
in relation to the embodiment of Figures 1-3. 

As stated above, terminals 38 are disposed in 
J.2 passeges 36 in connector housing 27. The terminals are in 

rows along opposite sides of recess 28. However, the 
terminals alternate in each row to have different tail 
configurations (described hereinafter) so that the tails 
project from the housing in a staggered array of two rows 

.2.Q. on each side thereof as best seen in Figures 3 and 5. 
More particularly, referring to Figures 6A and 

68, a pair of "in~line" terminals 38A are shown in Figure 
6A, and a pair of "off-set" terminals 388 are shown in 
Figure 68. In-line terminals 38A form the two extreme 
outside rows of terminal tails _as viewed in Figures 3 and 
5, and Off-sat terminals 388 form the two innermost rows of 
terminal tails as seen in those illustrations. Otherwise, 

. except for the tail portions of the terminals, the 
configurations of terminals 38A and 388 are identical and 

~ like reference numerals will be applied in their 
description, below. 

Specifically, each terminal 38 (38A or 388) 

includes a contact section, generally designated 44, for 
contacting a respective one of leads 16 of IC package 12, 

., 
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and a tail section 48a for terminal 38A and 48b for 
terminal--38B, and a retention section, generally designated 
46, between such contact section and the tail section for 
fixing the terminal in a respective one of passages 36 of 
connector housing 27. It can be seen in Figures 6A and 68 
that tail sections 48a for in~line terminals 38A are 
"straight", and tail sections 48b for terminals 388 are 
bent to form an off-set portion 50 which off-sets the tail 
portions 48b inwardly with respect to connector housing 27. 

lJ2 Figures 6A and 68 also show that the terminals are 
connected to carrier strips 52 having web portions 54 which 
facilitate gang-loading the terminals into passages 36 of 
connector housing 27 from the bottom thereof as indicated 
by arrows "A" in Figures 3 and 5. · The terminals as shown 

15 on the carrier strips 52 are spaced apart a distance equal 
. . 

tQ twice the distance between the terminals in the housing. 
·Thus, the terminals 38A of the first set are gang-loaded 
into every other terminal-receiving passage 36 and then the 
terminals 38B of the second set are gang-loaded into the 
remaining passages 3 6. After loading, the carrier web 
portions are broken away from the terminals at weakened 
areas 56 between the tail portions and web portions. 

Each contact section 44 of each terminal 38 (38A 
or 388) is qenerally channel-shaped to define a pair of 

ll rigidifyinq side walls 58 extending in planes generally 
transverse to side walls 30 of connector housing 27. A 
central base portion 60 of the channel-shaped contact 
section joins rigidifying side walls 58 in a generally u­
shaped cross-sectional configuration. A pair of resilient 

1.Q. cantilevered beam portions 62 and 64 are formed froa 
central base portion 60 to define a pair of spring contacts 
62a and 64a, respectively, which project into recess 28 of 
connector housinq 27 for enqaqinq respective ones of lead 
wires 16 of IC packaqe 12. 
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In essence, resilient cantilevered beam portion 
62 forms a first beam portion extending upwardly and 
inwardly and· terminating in sprinq contact 62a as seen in 
Figures 6A and 68. cantilevered beam portion 64 forms a 
second beam portion which extends upwardly and then 
downwardly and inwardly and terminates in spring contact 
64. Figures 3 and 5 show these configurations _of 
cantilevered beam portions 62 and 64 and how spring 
contacts 62a and 64a redundantly engage leads 16 of IC 
package 12. 

-Referring to Figure 3, it can be seen that lower 
spring contact 62a exerts a generally horizontal force on 
the vertical portion 20 of J-lead 16. The upper spring 
contact 64a contacts an upwardly facing portion of. u-shaped 

1.2 bent portion 22 so that at least part of the force exerted 
. by the upper contact on the J-lead 16 is downward to hold 
the IC package 12 ln socket 10. In Figure 5, lower spring 
contact 62a continues to exert a horizontal force on J-lead 
16 and.- upper spring contact 64a. exerts a ·force that, at 

20 least in part, is downward. However, upper spring contact 
64a contacts the.bent portion 24 of J~lead rather than u­
shaped portion 22. 

Reference now is made to Figure 7 in relation to 
Figure 6A. A stamped blank, generally designated 66, is 

ll shown in Fiqure 7 and from which a terminal is formed. The 
portions of blank 66 from which rigidifying side walls 58 

·and cantilevered beam portions 62 and 64, along with spring 
contacts 62a and 64a, are formed have been identified by 
corresponding reference num~rals. It can be seen that, by 

1.Q. forming the cantilevered beam portions from central base 
portion 60, a very efficient use of the stamped sheet metal 

·is made. 
Referring back to Figures 6A •nd 6B, along with 

Figure 7, retention section 46 of each terminal is 
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generally channel-shaped to define a pair of retaining side 
walls 68--spaced from but generally parallel to rigidifying 
side walls 58 of · contact section 44 • A central base 
portion 70 (see Fig. 7) joins side walls 68 and is formed 

5 as a continuation of central base portion 60 of contact 
section 44. An embossment 69 is formed on sidewalls 68 to 
assist in retaining the terminals in housing 30. Repeating 
the desire to make very efficient use of the metal from 
which the terminals are stamped and formed, particular . 

10 · reference is made to Figure 7 wherein it can be seen that 
base portion 60 and cantilevered beam portions 62 and 64 of 
contact section 44, base portion 70 of retaining section 
46, and tail section 48a (48b) all are in a line 
longitudinally of the stamped blank from which the terminal 

ll is formed-. 
Figure 8 shows an alternative design of a 

terminal, generally designated 72, which is substantially 
identical to terminals 38A and 388, except for the 
conf igtiration or formation of the lower or first 

.2.Q. cantilevered beam portions. Like numerals have been 
applied in -Figure 8 to identify like components described 
above in relation to Figure 6A in order to si~plify the 
description for better understandinq thereof. A portion of 
one of sidewalls 58 has been fraqmented in Figure 8 so that 
it can be seen that a first cantilevered beam portion 62' 
has been bent downwardly and then back upwardly and 
inwardly to terminate in a · sprinq contact 62a •. 
Cantilevered beam portion 64 and its sprinq contact 64a are 
formed identically to that described above in relation to 
Figures 6A-7. As with terminals 38A and 388, cantilevered 
beam portion 62' of terminal 72 is formed from the central 
portion 60 of the terminal to make efficient use of the 
metal from which the terminal is stamped and formed. 
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Figur•s 9-15 show an alternate embodiment of the 
invention, . · particularly in the construction ()f the 

. terminals. More particularly, Figure 9 shows a pair of 
stamped and formed "in-line" terminals, 9enerally 

S designated 74, and Figure 10 shows a pair of "off-set" 
terminals, generally designated 76. Aqain, the terminals 
ar~ substantially identical except for their tail sections. 
The terminals are shown in Figures 9-14 still attached to 
carrier strip 52 and webs 54 which facilitate qang-loading 
the terminals into the IC connector (described. 
hereinafter). 

. . 
Each of terminals 74 or 76 includes a contact 

section, generally designated 78, a retention section, 
generally designated a·o, and a tail section 82, all for 

12 purposes described above in relation to terminals 38 (38~ 

or 388). 
Each contact section 78 includes a base portion 

84 which has a u-shaped cross-sectional configuration to 
define-~ side wall portions 86. A first resilient 

20 cantilevered beam portion 88 extends upwardly from one of 
the side wall portions and inwardly to define a spring 
contact 88a. A second resilient cantilevered beam portion 
90 projects upwardly and then downwardly and inwardly at 
90b and ends adjacent a spring contact 90a. Therefore, 

~ again, each terminal 74 (or 76) defines a redundant pair of 
contacts 88a and 90a for engaging a respective one of lead 
wires 16 of IC packaqe 12. 

Retention section 80 of each terminal 74 or 76 
has a generally box-like configuration. Each retention 

Jjl section includes a pair of side wall portions 92 and 94 
joined by a base portion 96 which is best seen in Figure 
13. Tail· section ·92 is inteqral with an edqe of side wall 
portion 92 at a right-angle thereto. Side wall portion 94 
has an inwardly turned lip 98 bent toward the opposite side 
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wall portion 92 to form a substantial rigidifying . 
strqcture. As with terminals 38A and 388, lower contact 
88a provides a substantially horizontal contact force while 
upper contact 90a provides at least some downward vertical 

5 force to hold the IC package within the socket. 
Figures 9-14 also show that the stamped blanks 

(Figs. 11 and 12) and the stamped and formed blanks (Figs. 
· 9, 10, 13 and 14) all have ears 100 which simply are 
provided to assist in the forming process. Again, as with 

10 terminals 38A and 388, terminals 74 and 76 are stamped and 
formed at twice the spacing of the terminal-receiving 
passages to permit gang-loading of the terminals. The 
terminals are broken from carrier strip 52, webs 54 and 
ears 100, as· at 102, after the terminals are gang-loaded 

15 int<?. terminal-receiving passages 36 of connector housing 2.7 
in the direct;lon of arrows "A" in Figure 15. 

Lastly, Figure 15 is a composite of two different 
housing configurations in which terminals 74 and 76 are 
mounted, the two housings differing only by the lengtµs of 

.2J2 standoffs 34 and 42 for accommodating different inserting 
orientations of IC package 12. In other words, the right­
hand half of Figure 15 shows the IC package inserted with 
the J-bends 22 of leads 16 facing upwardly, with the IC 
package resting o~ top of shorter standoffs 34. The_ left­
hand half of Figure 15 shows the J-bends 22 of leads 16 
facing downwardly, with the IC package resting on top of 
longer standoffs 42. Otherwise, the components of the 
connector housing, the terminals and the IC package are the 
same on either side of the composite depiction of Figure 
15. 

It will be understood that the invention may be 
embodied in other specific forms without departing from the 
spirit or central characteristics thereof. The present 
examples and embodiments, therefore, are to be considered 
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in all respects as illustrative and not restrictive, and 
the invention is not to be limited to the details given 
herein. 
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CLAIKS 
I 1111111 111111 11111 1111111 1111 

* C L M S * 
l~ In an IC connector (10) for an IC package 

(12) which includes a plurality of J-bend type leads (16) . 
arranqed in parallel rows along opposite sides of an IC 

5 packaqe.body (14), each lead includinq a vertical portion 
(20) and a bent portion (22, 24) at each end thereof 
extendinq toward the body, the connector includinq 

a housinq (27) havinq a packaqe-receivinq recess 
(28) defined by qenerally parallel opposite side walls 
(30), a bottom wall (32) and a row of terminal-receivinq 
passaqes (36) extendinq through the bottom wall and along 
the inside of each side wall, and 

a plurality.of stamped an4 formed termlnals (38) 
received in said passaqes, each terminal includinq a 
contact section (44) for contacting a respective one of the 
leads of the IC package, a retention section ( 4 6) for 
fixing the terminal in a respective one of the passages and 
a taii section (48a, 48b) exposed exteriorly of the 
housing, 

wherein-the improvement comprises 
said contact section (44) of each terminal being 

generally channel-shaped to ~ef ine a pair of rigidifyinq 
side walls (58) extending in planes generally transverse to 
the side walls of the housing and a central base portion 
(60) joininq the rigidifyinq side walls, and a pair of 
resilient cantilevered bea• portions (62, 64) formed from 
said central base portion and defining a pair of spring 
contacts (62a, 64a) projectinq into said recess toward 
respective one of ·the lead wires of the IC packaqe. 

-~ 
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2. In an IC connector as set forth in claim 1, 

wherein-·said pair of resilient cantilevered beam portions 
(62, 64) includes a first beam portion (62) formed from 
sheet metal material of said central base portion between 
said side walls. 

3. In an IC connector as set forth in claim 2, 
wherein said first beam portion (62) extends upwardly and 
inwardly and terminates in a first spring contact (64a). 

4. In an IC connector as set forth in claim 2, 
10 wherein said pair of resilient cantilevered beam portions 

( 62, 64) includes a . second beam portion ( 64) extending 
upwardly and then downwardly and inwardly and terminatinq. 
in a second sprinq contact (64a). 

5. In an IC connector as set forth in claim 1, 

wherein said retention section ( 4 6) of each terminal is 
qenerally channel-shaped to define· a pair of retaininq side 
walls ( 68) spaced from . but qenerally parallel to the 

• riqidifyinq side walls (58) of the contact section (44) and 
a central base portion (70) joining the side walls and 

·1,g_ formed as a continuation of· the central base portion (60) 
of the contact section. 

6. In an IC connector as set forth in claim 1, 
wherein said pair of resilient cantilevered beam portions 
( 62, 64) includes a first beam portion ( 62) extendinq 
~ownwardly and.then upwardly and inwardly and terminatinq 
in a first spring contact (62a). 

., 
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7~ In an IC connector as set forth in claim 6, 
wherein,aid pair of resilient cantilevered beam portions 
( 62; 64) includes a second beam portion ( 64) extendinq 
upwardly and then downwardly and inwardly and terminatinq 

5 in a second spring contact (64a). 

8. In an IC connector ( 10) for an IC packaqe 
(12) which includes a plurality of J-bend leads (16) 
arranqed in parallel rows alonq opposite sides of an IC 
packaqe body (14), each lead includinq a vertical portion 
(20) and a bent portion (22) at each end thereof extendinq 
toward the body, the connector in~luding 

a housing (27) havinq a package-receiving recess 
(28) defined by generally parallel opposite side walls 
(30), a bottom wall (32) and a row of terminal-receiving 
passages (36) extending along the inside of each side wall, 
and 

a plurality of stamped and formed terminals (74, 
76) received in said passages, each terminal including a 
contact section (78) for contacting a respective one of the 
lead wires of the IC package, a retention section (80) for 
f ixinq the terminal in a respective one of the passaqes and 
a tail section (82) exposed exteriorly of the housinq, said 
contact section having a pair of generally planar resilient 
cantilevered beam portions (88, 90) connected by a 

~ qenerally planar conta~t base (84), said contact base beinq 
qenerally perpendicular to .the respective planes of said 
beam portions; 

wherein the improvement comprises 
said retention section being separate from said 

contact section and beinq generally box-shaped and 
includinq· a pair of side wall portions (92, 94) joined by 
a retention base portion (96), one of the side wall 

.. ., 
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portions·qenerally planar and lyinq in the same plane as 
said.contact base. 

9. In an IC connector as set forth in claim a, 
wherein the other of said side wall portions has ·an 
inwardly-turned lip (98) bent toward said one side wall 
portion and spaced from said retention base portion. 

10. In an IC connector as set forth in claim 9, 
wherein the tail section extends from an edqe of one of 
said side wall portions of the retention base portion. 

11. In an IC connector as set forth in claim 10, 
wherein at least a portion. of said tail· section is 
gene~ally pla:nar and the plane of said tail section i~ 
generally perpendicular to the plane of said contact base. 

1ri1[.i1i11imr 


