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will end. This makes it difficult for the operator to predict a time when the apparatus will be in

a specific state, causing an idle time in setup of the apparatus and leading to a delay in the

apparatus setup work.

[Prior Art Documents]

[0005] Patent Documents

Patent Document 1: Japanese laid-open publication No. 2000-077288

Patent Document 2: Japanese laid-open publication No. 2011-077435

SUMMARY

[0006] The present disclosure provides some embodiments of a configuration capable of

displaying an execution schedule of a job in chronological order.

[0007] According to one embodiment of the present disclosure, there is provided a configuration

including: a display having an operation screen including a two-dimensional space in which one

axis indicates an order number of reservations of various jobs executed by the apparatus

including a current job being executed by the apparatus, and the other axis indicates a

predetermined monitoring period; and a display controller configured to: acquire various

information including a start time and a scheduled end time of the current job being executed by

the apparatus, or including a scheduled start time and a scheduled end time of a job reserved by

the apparatus; calculate a scheduled execution time of the current job based on the acquired start

time and the acquired scheduled end time of the current job, and/or a scheduled execution time

of the reserved job based on the acquired scheduled start time and the acquired scheduled end

time of the reserved job; and display a chart as an image indicating the scheduled execution time

of the current job and the scheduled execution time of the reserved job on the display.

[0008] With such configuration, it is possible to recognize an execution plan of unprocessed jobs

by displaying a chart of jobs scheduled to be executed.

BRIEF DESCRIPTION OF DRAWINGS
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processing apparatus in a method of manufacturing a semiconductor device (IC). Further, in

the following description, a case where a vertical apparatus (hereinafter, simply referred to as a

"processing apparatus") that performs an oxidation process, a diffusion process, a CVD process

or the like on a substrate is applied as the substrate processing apparatus will be described.

[0011] As illustrated in FIGS. 1 and 2, a substrate processing apparatus 10 includes processing

modules as two adjacent process furnaces 202 as described hereinbelow. The processing

modules are vertical processing modules that process dozens of wafers 200 as substrates at a

time.

[0012] Transfer chambers 6A and 6B as preparation chambers are arranged below the process

furnaces 202. A transfer chamber 8 having a wafer transfer mechanism 125 as a transfer

mechanism for transferring the wafers 200 as substrates is arranged adjacent to the transfer

chambers 6A and 6B on the front side of the transfer chambers 6A and 6B. Furthermore, in the

present embodiments, it is described that the process furnaces 202 as described hereinbelow are

respectively installed above the transfer chambers 6A and 6B.

[0013] A storage chamber 9 (pod transfer space) for storing pods (FOUPs) 110 as

accommodation vessels that accommodate a plurality of wafers 200 is installed on the front side

of the transfer chamber 8. Load ports 22 as I/O ports are installed on the entire surface of the

storage chamber 9, and the pods 110 are loaded and unloaded into and from a processing

apparatus 2 through the load ports 22.

[0014] Gate valves 90A and 90B as isolation portions are installed on boundary walls (adjacent

surfaces) between the transfer chambers 6A and 6B and the transfer chamber 8. Pressure

detectors are respectively installed in the transfer chamber 8 and the transfer chambers 6A and

6B so that the internal pressure of the transfer chamber 8 is set to be lower than that of the

transfer chambers 6A and 6B. In addition, oxygen concentration detectors are respectively

installed in the transfer chamber 8 and the transfer chambers 6A and 6B, and the oxygen

concentrations in the transfer chamber 8A and the transfer chambers 6A and 6B are kept lower

than the oxygen concentration in the atmosphere. The oxygen concentrations in the transfer
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that the pods 110 are loaded onto the load ports 22 by an in-process transfer device, and are

unloaded from the load ports 22.

[0021] Storage shelves (pod shelves) 105 are installed on front/rear sides of the housing 111 in a

matrix form over the upper and lower or left and right sides around the pod loading/unloading

port. Mounting parts 140 as accommodation parts, on which the pods are mounted, are

installed in the pod shelves 105. Each of the accommodation parts is configured by the

corresponding mounting part 140 and a horizontal transfer mechanism (horizontal storage shelf

transfer mechanism) for horizontally moving the mounting part 140 between a waiting position

where the pods 110 are stored and a delivery position where the pods 110 are delivered. A

plurality of independent mounting parts 140 arranged on the same straight line in the horizontal

direction constitute one stage of the pod shelves 105, in which the pod shelves are installed in

multiple stages along a vertical direction. The respective mounting part 140 may be

independently moved horizontally without being synchronized with the mounting parts 140,

which are adjacent to each other on the upper and lower or left and right sides, and the other

mounting parts 140. In addition, a pod transfer device 130 is configured to transfer the pods

110 among the load ports 22, the pod shelves 105, and the pod openers 21.

[0022] Pod shelves (storage shelves) 105 are installed on the front side of a sub-housing 119 in

the housing 111 in a matrix form over the upper and lower or left and right sides. Similar to the

pod shelves 105 on the front/rear sides of the housing 111, mounting parts 140 as

accommodation parts for mounting pods of the respective pod shelves 105 can be horizontally

moved, and can be independently moved horizontally without being synchronized with the

mounting parts 140 adjacent to each other on the upper and lower or left and right sides. The

pod shelves 105 are configured to keep the pods 110 respectively mounted on the plurality of

mounting parts 140 one by one.

[0023] A pair of wafer loading/unloading ports 120 for loading and unloading the wafers 200

into and from the sub-housing 119 is vertically arranged in upper and lower two stages on the

front wall 119a of the sub-housing 119, and a pair of pod openers 21 are respectively installed at
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the upper and lower wafer loading/unloading ports 120. In the present embodiments, the pod

openers 21 are installed in the upper and lower two stages, but two openers may be installed on

left and right sides in the horizontal direction. Each of the pod openers 21 includes a mounting

table 122 for mounting the pod 110, and a cap attaching/detaching mechanism 123 for attaching

and detaching a cap of the pod 110 used as a seal member. The pod opener 21 is configured to

open and close the wafer loading/unloading port of the pod 110 by attaching and detaching the

cap of the pod 110 mounted on the mounting table 122 by the cap attaching/detaching

mechanism 123.

[0024] The sub-housing 119 constitutes the transfer chamber 8 fluidly isolated from the

installation space of the pod transfer device 130 and the pod shelves 105. The wafer transfer

mechanism 125 is installed in a front region of the transfer chamber 8. The wafer transfer

mechanism 125 is configured by a wafer transfer device 125a capable of rotating or linearly

moving the wafers 200 in the horizontal direction, and a wafer transfer device elevator 125b for

moving the wafer transfer device 125a up and down. By continuous operation of the wafer

transfer device elevator 125b and the wafer transfer device 125a, tweezers (substrate support

bodies) 125c of the wafer transfer device 125a are configured to charge and discharge the wafers

200 into and from a boat (substrate support) 217 as a mounting part of the wafers 200.

[0025] In a rear region of the transfer chamber 8, a transfer chamber 6 is configured as a waiting

part that accommodates the boat 217 via a gate valve 90 and put on standby. The process

furnaces 202 having process chambers therein are installed above the transfer chamber 6. A

lower end portion of each of the process furnaces 202 is configured to be opened and closed by a

furnace opening shutter 147.

[0026] The boat 217 is moved up and down by a boat elevator 115 (not shown) and is introduced

into the process furnace. A seal cap 219 as a lid is horizontally installed on an arm (not shown)

as a connecting port connected to an elevating table of the boat elevator 115, in which the seal

cap 219 is configured to vertically support the boat 217 and close the lower end portion of the

process furnace 202. The boat 217 includes a plurality of holding members, and is configured
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[0046] As illustrated in FIG. 4, the controller 121, which is a controller (control means), may be

configured as a computer including a central processing unit (CPU) 121a as an execution part

that executes various programs, and a random access memory (RAM) 121b, a memory device

121c as a storage part, and an I/O port 121d. The RAM 121b configured as a memory area

(work area) in which a program, data or the like read by the CPU 121a is temporarily stored, the

memory device 121c and the I/O port 121d are configured to exchange data with the CPU 121a

via an internal bus 121e. In addition, an input/output device 127 as a display formed of, e.g., a

touch panel or the like, is connected to the controller 121.

[0047] The memory device 121c is configured by, for example, a flash memory, a hard disk

drive (HDD), or the like. A control program for controlling operations of a substrate processing

apparatus, a process recipe for specifying sequences and conditions of substrate processing, or

the like is readably stored in the memory device 121c. The process recipe functions as a

program for causing the controller 121 to execute each sequence in the substrate processing, as

described hereinbelow, to obtain a predetermined result. In addition, a maintenance recipe is a

recipe for causing the controller 121 to execute each sequence in a state in which the wafers 200

are not loaded into the apparatus. For example, the maintenance recipe serves to maintain

components and functions as a program. The maintenance recipe may also be executed as the

present process. Furthermore, device data generated by operating the respective parts

constituting the apparatus when a job is executed is stored in the memory device 121c. Time

data is added to the device data by a time stamp function as a clocking part of the controller 121.

[0048] The device data used herein is data collected when a job is executed as described above.

For example, the device data is data generated by operating the respective components when the

substrate processing apparatus processes the wafers 200, such as data (e.g., set values or

measured values) related to the substrate processing such as a processing temperature, a

processing pressure, a flow rate of processing gas or the like when the substrate processing

apparatus 10 processes the wafers 200, data related to a quality (e.g., data on a thickness of a

film as formed, an accumulated value of the film thickness, or the like) of manufactured product
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substrate, or data (e.g., set values or measured values) on the components (the reaction tube, the

heater, the valves, the MFCs, and the like) of the substrate processing apparatus 10, or the like.

[0049] In addition, measured values of specific intervals collected during recipe execution, for

example, measured value data from the start of a recipe to the end thereof and statistical data of

each step in the recipe may be referred to as process data. This process data is also included in

the device data. The statistical data includes a maximum value, a minimum value, an average

value, and the like. In addition, event data indicating an apparatus event indicating the start or

end of a recipe, or event data (e.g., data indicating a maintenance history) indicating an apparatus

event when a process recipe is not executed (for example, during an idle in which no substrate is

loaded into the apparatus) is also included in the device data. Also, data indicating an alarm

(abnormality) and event (occurrence or recovery) that an alert has occurred is included in the

device data.

[0050] In addition, a chart display program, a screen transition program, or the like according to

the present embodiments is stored in the memory device 121c. The CPU 121a is configured to

execute these programs according to an input of an operation command from the input/output

device 127 or the like. In the present embodiments, the CPU 121a functions as a display

controller. Furthermore, various screen files including screen files for chart display according

to the present embodiments, such as a schedule screen, a production information screen or the

like, are also stored in the memory device 121c.

[0051] When the term "program" is used herein, it may indicate a case of including only the

process recipe (maintenance recipe), a case of including only the control program, or a case of

including both the process recipe and the control program.

[0052] The I/O port 121d is connected to the MFCs 320a to 320f, the valves 330a to 330f, the

pressure sensor 245, the APC valve 244, the vacuum pump 246, the heater 207, the temperature

sensor 263, the boat rotation mechanism 267, the boat elevator 115, and the like, as described

above.

[0053] The CPU 121a is configured to read the control program from the memory device 121c
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and execute the same. The CPU 121a also reads the process recipe (maintenance recipe) from

the memory device 121c according to an input of an operation command from the input/output

device 127. In addition, the CPU 121a is configured to control, according to the contents of the

process recipe read through the I/O port 121d, the flow rate adjusting operation of various kinds

of gases by the MFCs 320a to 320f, the opening/closing operation of the valves 330a to 330f, the

opening/closing operation of the APC valve 244, the pressure regulating operation performed by

the APC valve 244 based on the pressure sensor 245, the driving and stopping of the vacuum

pump 246, the temperature adjusting operation performed by the heater 207 based on the

temperature sensor 263, the operation of rotating the boat 217 with the boat rotation mechanism

267 and adjusting the rotation speed of the boat 217, the operation of moving the boat 217 up

and down with the boat elevator 115, and the like.

[0054] Next, a substrate processing corresponding to the main processing of the process job will

be described with reference to FIG. 3. In the present embodiments, the substrate processing is

performed by executing the process recipe by the controller 121. The process recipe is a recipe

for processing a substrate to be executed in the main processing, and is controlled by the

controller 121. Thereafter, the controller 121 controls operations of the respective parts

constituting the substrate processing apparatus 10 to perform a predetermined process on a wafer

200.

(Substrate Processing)

[0055] The boat 217 on which a predetermined number of wafers 200 are mounted is inserted

into the reaction tube 203, and the reaction tube 203 is hermetically sealed by the seal cap 219.

The wafers 200 are heated in the hermetically sealed reaction tube 203, and a processing gas is

supplied into the reaction tube 203 to perform a predetermined process on the wafers 200.

[0056] In the predetermined process, for example, a SiN film is formed on a wafer 200 by

alternately supplying an NH3 gas as a first processing gas, an HCDS gas as a second processing

gas, and an N2 gas as a third processing gas.
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121 acquires a current time at first. Next, the memory device 121c is searched to confirm

whether there is a job scheduled to be executed by the apparatus. If there is no job, the process

is terminated or a waiting state is kept. In either case, when an update button as described

hereinbelow is depressed, the program is restarted to start from acquiring the current time.

[0069] When a job is searched, the controller 121 acquires information on the job. In addition

to the job information (a name, a recipe name, a scheduled start time, a scheduled end time, or

the like), at least recipe information (a name, a type, a process chamber, process data, or the like)

executed by the job is acquired.

[0070] Next, it is determined whether the job is reserved or is currently running. Specifically,

it is determined based on whether the current time has exceeded the scheduled start time by

comparing the acquired current time with the scheduled start time of the job, or based on the

presence or absence of device data indicating the job start (time data indicating the job execution

start time).

[0071] When the job is reserved, a pre-processing scheduled time from a pre-processing start

time and a pre-processing end time of pre-processing, a main processing scheduled time from a

main processing start time and a main processing end time of main processing, and a post-

processing scheduled time from a post-processing start time and a post-processing end time of

post-processing are calculated from the job information, and the calculated pre-processing

scheduled time, main processing scheduled time, and post-processing scheduled time are added

to calculate a scheduled execution time of the job. The pre-processing scheduled time, the main

processing scheduled time, and the post-processing scheduled time may be displayed in a

distinguishable manner, for example, in different colors. Furthermore, for example, when all

jobs are reserved, a pre-processing scheduled time of a job to be first executed is calculated so as

to fall between the current time and the pre-processing end time.

[0072] When the job is currently running, the controller 121 confirms which of the pre-

processing, the main processing, and the post-processing is running. Specifically, the controller

121 determines whether the current time falls in which of between the scheduled start time and
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next job, calculates scheduled job execution times for all searched jobs, and acquires the

scheduled job execution times as chart processing result information. Here, the execution times

or scheduled execution times of the pre-processing, the main processing, and the post-processing

of each job are also acquired as the chart processing result information.

[0077] Then, based on various device data such as the acquired current time, job information,

recipe information, chart processing result information, recovery condition waiting information

or the like, the controller 121 is configured to create a schedule screen file (for example,

illustrated in FIG. 6) and display each job as a chart. Furthermore, the controller 121 is

configured to display a line icon corresponding to the current time on the schedule screen.

[0078] As described above, according to the chart display program of the present embodiments,

when a processing start time and a processing end time are stored in the job information, at first,

a scheduled execution time of a corresponding job is calculated from the processing start time

and the processing end time of a first job or a currently running job to calculate a scheduled end

time of the first job. The scheduled execution time of a reserved job can be calculated by

reflecting the scheduled end time of the first job on a job scheduled to be executed next and

repeating it by the number of searched jobs.

[0079] In addition, when the recovery condition waiting information for the currently running

job is acquired, as illustrated in FIG. 8, the controller 121 is configured to display an icon

indicating that the recovery condition waiting has occurred in a predetermined space of the

schedule screen. Furthermore, for example, when a factor button, as described hereinbelow,

displayed in a predetermined region of the schedule screen is depressed, the controller 121 is

configured to display details of a factor for which the recovery condition waiting has been made

on the display.

[0080] FIG. 6 illustrates an example of a schedule screen displayed on the operation screen of

the input/output device 127 by executing the chart display program by the controller 121. A

schedule screen 500 illustrated in FIG. 6 includes a two-dimensional space in which the vertical

axis indicates an item number cell 501 indicative of an order number of reservation of various
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jobs executed by the apparatus including a currently running job by the apparatus, and the

horizontal axis indicates a job name cell 502, a PM cell 503, job information including a recipe

name or scheduled end time cell 504, and a date/time 505 indicative of a predetermined

monitoring period. Here, PM is an abbreviation PM of a processing module.

[0081] In addition, a line 506 indicating the current time, a currently running job 507 displayed

as an icon indicating the execution time or the scheduled execution time of the job, a reserved

job 508 displayed by an icon indicating the scheduled start time to the scheduled end time are

displayed on the two-dimensional space of the schedule screen 500, in which the currently

running job 507 and the reserved job 508 are displayed as a chart. Furthermore, a recipe name

(process recipe 1) is displayed on the recipe name or scheduled end time cell 504.

[0082] In addition, a pre-processing step 508a, a main processing step 508b, and a post-

processing step 508c of the reserved job 508 are displayed on the two-dimensional space of the

schedule screen 500, in which the respective steps are respectively displayed in predetermined

colors. Furthermore, although it is not clear from the drawing, similarly, for the currently

running job 507, the pre-processing step, the main processing step and the post-processing step

are independently displayed, and are respectively displayed in predetermined colors.

[0083] FIG. 7 is a diagram illustrating a time when switching to a scheduled end time is made by

depressing the recipe name or scheduled end time cell 504 on the schedule screen illustrated in

FIG. 6.

[0084] FIG. 8 is a display example of an icon 510 indicating that a recovery condition waiting

has occurred on the schedule screen. It can be seen that the currently running job 507 has

different display colors by the boundary of the line indicating the current time 506. A trouble

has occurred in the pre-processing (or main processing), and the next main processing (or post-

processing) is waiting for recovery process from the trouble. When the recovery process is

performed, the icon 510 is not displayed. When the icon 510 is displayed and the factor button

illustrated in FIG. 9 is depressed, it is configured so that a detailed factor with the icon 510

displayed is displayed.
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[0085] FIG. 9 is a factor detailed screen 600 displayed on the input/output device 127 when a

factor button 511 on the schedule screen is depressed. The factor detailed screen 600 is a

screen when a condition A is depressed (selected) among recovery condition waiting factors.

The condition A includes four conditions of "EFEM", "maintenance", "PM1" and "PM2".

"EFEM", "PM1" and "PM2" respectively indicate waiting for maintenance state release of

EFEM as the storage chamber 9, a processing module 1 as the process furnace 202, and a

processing module 2 as the process furnace 202, and "maintenance" indicates a schedule pause

for maintenance. In addition, when the recovery condition waiting occurs, the factor button 511

may be displayed in a different color on the schedule screen.

[0086] An occurrence factor (maintenance state release waiting) of "EFEM" and a coping

method for the factor are described below the factor detailed screen 600. When the search cell

is depressed, a screen for selecting the four conditions of "EFEM", "maintenance", "PM1" and

"PM2" is displayed. Therefore, it may be changed by selecting another condition other than

"EFEM". Furthermore, although not clearly indicated in FIG. 8, the cells of condition for

which the recovery condition waiting has occurred are displayed in different colors. When a

lower OK button is depressed, it is configured so that the display of the factor detailed screen

600 is canceled, and it is returned into the schedule screen 500.

[0087] In addition, when the update button 509 displayed on the schedule screen 500 is

depressed, the chart display is updated. That is, the chart display program illustrated in FIG. 5

is restarted, and a new current time is acquired. Then, the process flow illustrated in FIG. 5 is

executed from this current time, and the schedule screen illustrated in FIG. 6 is updated.

[0088] Specifically, when it is detected that the update button 509 is depressed, the controller

121 is configured to execute the process flow illustrated in FIG. 5 and update the new current

time, job information, and recipe information, and accordingly recalculate a scheduled end time

of the currently running job and a scheduled start time and a scheduled end time of the reserved

job, and based on the calculated scheduled start time and scheduled end time, calculate an

execution time and a scheduled execution time of the currently running job and a scheduled
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execution time of the reserved job, and update and display the schedule screen illustrated in FIG.

6.

[0089] As illustrated in FIG. 12, it is configured so that an icon is displayed on the item number

cell 501 so as to clearly display a difference between a production job (process job) and a

maintenance job (cleaning job in FIG. 12). Furthermore, for example, it may be configured so

that an icon for identifying whether the recipe executed in the job is a process recipe (a recipe for

processing a substrate) or a maintenance recipe (a recipe for maintaining a component such as a

cleaning recipe) is displayed on the item number cell 501.

(Example 2)

[0090] FIG. 10 is a process flow illustrating a chart display program of a job after the execution

of the present example, and FIG. 11 illustrates an example of a production information screen

displayed on the operation screen of the input/output device 127 by executing the chart display

program.

[0091] When a button for switching to the production information screen is depressed, it is

configured so that the chart display program of an executed job starts. First, the controller 121

acquires the current time. Next, the memory device 121c is searched to confirm whether there

is a job (executed job) executed by the apparatus. If there is no executed job, the process is

terminated. Alternatively, when an update button (not shown) is depressed, it may be

configured so that the program is restarted to start from acquiring the current time.

[0092] When the executed job is searched, the controller 121 acquires information on the

executed job. In addition to the job information (the name, recipe name, scheduled start time,

scheduled end time, or the like), at least recipe information (the name, type, process chamber,

process data, production information, or the like) executed by the job is acquired. Furthermore,

device data including the production information collected when the job is executed and stored

in the memory device 121c is also achieved.

[0093] Furthermore, the controller 121 calculates a pre-processing execution time from a pre-
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processing end time, it is possible to calculate a scheduled end time of the job. By reflecting

the scheduled end time of the job on a job scheduled to be executed and repeating it, it is

possible to calculate a scheduled execution time of a reserved job.

[0101] The controller 121 according to embodiments of the present disclosure is not limited to

being configured as a dedicated computer, but may be configured as a general-purpose computer.

For example, the controller 121 of the present embodiments may be configured by installing an

external memory device 128 (e.g., a semiconductor memory such as a USB memory or the like)

storing the aforementioned program, and installing the program on the general-purpose computer

using the external memory device 128. However, means for suppling the program to the

computer is not limited to a case of supplying it using the external memory device 128. For

example, the program may be supplied using a communication means such as the Internet or a

dedicated line, instead of using the external memory device 128. The memory device 121c or

the external memory device 128 is configured as a computer-readable recording medium. The

memory device 121c and the external memory device 128 will be generally and simply referred

to as a "recording medium." When the term "recording medium" is used herein, it may indicate

a case of including only the memory device 121c, a case of including only the external memory

device 128, or a case of including both the memory device 121c and the external memory device

128.

[0102] In addition, the substrate processing apparatus 10 according to an embodiment of the

present disclosure may be applied not only to a semiconductor manufacturing apparatus for

manufacturing a semiconductor, but also to an apparatus for processing a glass substrate such as

a liquid crystal display (LCD) device. Moreover, it is needless to say that the present disclosure

may be applied to various substrate processing apparatuses such as an exposure apparatus, a

lithography apparatus, a coating apparatus, a processing apparatus using plasma and the like.

INDUSTRIAL USE OF THE PRESENT DISCLOSURE

[0103] The progress statuses of various recipes executed by a job can be displayed on a screen,
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WHAT IS CLAIMED IS:

1. A substrate processing apparatus, comprising:

a display having an operation screen including a two-dimensional space in which one

axis indicates an order number of reservations of various jobs executed by the apparatus

including a current job being executed by the apparatus, and the other axis indicates a

predetermined monitoring period; and

a display controller configured to:

acquire various information including a start time and a scheduled end time of

the current job being executed by the apparatus, or including a scheduled start time and a

scheduled end time of a job reserved by the apparatus;

calculate a scheduled execution time of the current job based on the acquired

start time and the acquired scheduled end time of the current job, and/or a scheduled

execution time of the reserved job based on the acquired scheduled start time and the

acquired scheduled end time of the reserved job; and

display a chart as an image indicating the scheduled execution time of the

current job and the scheduled execution time of the reserved job on the display.

2. The apparatus according to Claim 1, wherein the display controller is further configured

to acquire a current time, and to display a line indicating the current time on the display.

3. The apparatus according to Claim 1, wherein when the various information acquired by

an acquisition part includes information indicating a recovery condition waiting, the display

controller is further configured to display an icon indicating the recovery condition waiting on

the display.

4. The apparatus according to Claim 3, wherein when a depression of a factor button
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installed on the display is detected, the display controller is configured to display a factor for the

recovery condition waiting.

5. The apparatus according to Claim 1, wherein when a depression of an update button

installed on the display is detected, the display controller is configured to recalculate the

scheduled end time of the current job, recalculate the scheduled start time and the scheduled end

time of the reserved job, and display the current job and the reserved job on the display based on

the recalculated scheduled start time and the calculated scheduled end times.

6. The apparatus according to Claim 1, wherein when a depression of an update button

installed on the display is detected, the display controller is configured to update a current time

and to display the updated current time on the display.

7. The apparatus according to Claim 1, wherein the display controller is configured to

display an icon for identifying whether a recipe executed in the job is a recipe for processing a

substrate or a recipe for maintaining a component on an item number cell installed in the display.

8. A substrate processing apparatus, comprising:

a display having an operation screen including a two-dimensional space in which one

axis indicates an order number of jobs and the other axis indicates a predetermined monitoring

period;

a storage part configured to store various information including a start time and an end

time of a job including a pre-processing step, a main processing step and a post-processing step

executed by the apparatus; and

a display controller configured to calculate an execution time of each of the pre-

processing step, the main processing step, and the post-processing step acquired from the storage

part, and display a chart as an image indicating the execution time of the executed job on the
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display while identifiably displaying the job for each step.

9. The apparatus according to Claim 8, wherein the display controller is configured to

display an item number cell installed in the display in different colors according to a presence or

absence of data indicating an abnormality that has occurred during execution of a recipe from

device data.

10. The apparatus according to Claim 8, wherein the display controller is configured to

display an icon for identifying whether a recipe executed in the job is a recipe for processing a

substrate or a recipe for maintaining a component on an item number cell installed in the display.

11. A display method for a substrate processing apparatus, the method comprising:

acquiring various information including a start time and a scheduled end time of a

current job being executed by the apparatus, or including a scheduled start time and a scheduled

end time of a job reserved by the apparatus;

calculating a scheduled execution time of the current job based on the acquired start time

and the acquired scheduled end time of the current job, and/or a scheduled execution time of the

reserved job based on the acquired scheduled start time and the acquired scheduled end time of

the reserved job; and

displaying a chart as an image indicating the scheduled execution time of the current job

and the scheduled execution time of the reserved job on an operation screen including a two-

dimensional space in which one axis indicates an order number of reservations of various jobs

executed by the apparatus including the current job being executed by the apparatus, and the

other axis indicates a predetermined monitoring period.

12. A display method of a substrate processing apparatus, the method comprising:

storing various information including a start time and an end time of a job including a
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pre-processing step, a main processing step and a post-processing step executed by the apparatus;

calculating an execution time of each of the pre-processing step, the main processing

step, and the post-processing step; and

displaying a chart as an image indicating the execution time of the executed job while

identifiably displaying the job for each step on an operation screen including a two-dimensional

space in which one axis indicates an order number of jobs and the other axis indicates a

predetermined monitoring period.

13. A method for manufacturing a semiconductor device comprising a display step, the

display step comprising:

acquiring various information including a start time and a scheduled end time of a

current job being executed by a substrate processing apparatus, or including a scheduled start

time and a scheduled end time of a job reserved by the apparatus;

calculating a scheduled execution time of the current job based on the acquired start

time and the acquired scheduled end time of the current job, and/or a scheduled execution time

of the reserved job based on the acquired scheduled start time and the acquired scheduled end

time of the reserved job; and

displaying a chart as an image indicating the scheduled execution time of the current job

and the scheduled execution time of the reserved job on an operation screen including a two-

dimensional space in which one axis indicates an order number of reservations of various jobs

executed by the apparatus including a current job being executed by the apparatus, and the other

axis indicates a predetermined monitoring period.

14. A method for manufacturing a semiconductor device comprising a display step, the

display step comprising:
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storing various information including a start time and an end time of a job including a

pre-processing step, a main processing step and a post-processing step executed by a substrate

processing apparatus;

calculating an execution time of each of the pre-processing step, the main processing

step, and the post-processing step; and

displaying a chart as an image indicating the execution time of the executed job while

identifiably displaying the job for each step on an operation screen including a two-dimensional

space in which one axis indicates an order number of jobs and the other axis indicates a

predetermined monitoring period.


