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Description 

This invention relates to a method for producing ultra-high purity, optical quality glass articles. More 
particularly, as described in full detatl below, the invention involve~ a method and product according to the 
features of claims 1 and 22. 

Numerous investigators have attempted to apply the sol-gel technique to the production of optical 
quality glass products. 

For example, Matsuyama et al., UK Patent Application No. GB 2,041,913, describes a gel casting 
method for producing "mother rods" from which optical waveguide fibers can be prepared wherein a 

10 solution of a silicon alkoxlde Is formed, allowed to gel so as to produce a porous preform, dried, and then 
sintered at a temperature below its melting temperature to produce the mother rod. "ryle application 
describes a three step slntering process in which an atmosphere of oxygen and helium is used up to a 
temperature of 10o•c, an atmosphere of chlorine and helium is used between 700·C and 1ooo•c, and an 
atmosphere of Just helium is used above -1ooo·c. As acknowledged in this application, drying the gel 

. ft 

75 without cracking is difficult and can take as long as 10\ldays. 
U.S. Patent No. 4,419,115 to David W. Johnson,'Jr., et al., describes a similar process for producing 

glass articles wherein fumed silica is mixed with a polar liquid to form a first sol, the first sol is gelled to 
form a first gel, the first gel is dried, heated to a temperature In the vicinity of 750-850 • C, cooled, 
redlspersed In a polar liquid to form a second sol, the second sol ls gelled to form a second gel, the second 

20 gel is dried, and the dried second gel is sintered to form the glass article. 
The Johnson et al. patent states that the heating of the first gel to 750-850 • c does not result in 

densification of the gel material. Specifically, the patent states that until final slntering, the BET surface area 
of its silica material remains essentially the same as that of fumed silica. With regard to slnterlng, the patent 
states that a helium atm0$phere, which optionally contains chlorine, or a vacuum can be used during this 

26 step. Significantly, the patent employs the helium plus chlorine approach, and not the vacuum approach, in 
each of its examples. In practice, the process of the Johnson et al. patent, like the process of the 
Matsuyama et al. application, has been found to be subject to gel cracking problems. 

In addition to the foregoing, sol-gel casting processes have also been described In Hansen et al., U.S. 
Patent No. 3,535,890, Shoup, U.S. Patent No. 3,878,144, B•aszyk et al., U.S. Patent No. 4,112,032, Bihuniak 

so et al., U.S. Patents Nos. 4,042,361, and 4,200,445, and· Scherer, U.S. Patent No. 4,574,063, European 
Patent Publication No. 84,438, and Scherer et al., "Glasses from Colloids", Journal of Non-Crystalline 
Solids, 63:163-172 (1984). 

In particular, the Hansen et al. patent relates to a process In which an aqueous solution of colloidal silica 
particles is formed, dried to produce a gel, and the gel Is sintered In a three step process, the first step 

35 comprising heating the gel to around 600 • C in a vacuum_, the second step comprising flushing the gel with 
chlorine gas to remove bound water, a:nd the third step comprising sintering t.he gel under vacuum by 
raising Its temperature tO 1·200 • C. The patent acknowJ~dges the gel's high sensitivity to cracking during the 
drying process and states that drying times on the order of many days or weeks are needed to overcome 

~-40 

this problem. 
The Shoup patent, as well as the Blaszyk et al. patent, relate to a process in which gels are formed 

from soluble silicates, such as, alkali silicates. The dried gels can be used, for example, as filters, solid 
supports for catalysts, and the like, or can be consolidated Into a solid glass body at temperatures ranging 
from 600 • -1700 • C. The gels produced by the soluble silicate technique are generally Stronger than those 
produced by other sol-gel procedures. This makes crack-free drying of the gel easier and also facilitates the 

45 production of large castings. Alkali silicate solutions, however, contain significant amounts of iron. Accord­
ingly, a leaching step is required If high purity glass Is to be produced. Leaching ls also generally required 
if the final product is to be alkali-free. In one set of examples, the Shoup patent compares consolidating a 
gel in air with consolidating a gel under a reduced pressure of 20 mm. In some cases, the reduced 
pressure resulted in a consolidated product which did not include bubbles; in other cases, bubbles still 

50 remained. 
The Bihuniak et al. patents describe processes for densifying fumed silica and other fumed metal 

oxides by forming a sol, drying the sol to form fragments, and densifying the fragments by calcining them 
at 1150-150o·c. Thereafter, the densified material can be milled, e.g., to an 8 to 10 micron average particle 
size, suspended in a casting medium, slip cast to form a porous preform, and fired to produce the desired 

65 finished product. 
Because It employs fumed silica, the Bihuniak et al. process is more difficult to perform than the 

process of the. present invention. For example, it is relatively difficult to form gels from fumed silica, and as 
acknowledged in the Bihuniak et al. pate~. once formed, gel~ made from fumed silica tend to break up 
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into large chunks, rather than small particles, as is desired. Further, extensive pollution abatement 
equipment is required to produce fumed silica since such production Involves the creation of hydrochloric 
acid. 

In addition, denslfled sllica particles made from fumed silica tend to have higher impurity levels than the 
5 densified silica particles produced by the process of the present invention. These higher impurity levels are 

due in part to the fact that impurities, including trace amounts of radioactive materials, are introduced into 
the silica during the fuming process. 

The higher Impurity levels also arise from the tact that densification of particles made from fumed silica 
gels requires higher temperatures than densification of particles formed from gels prepared in accordance 

10 with the present invention, i.e., densiflcatlon of particles made from fumed silica gels require temperatures 
above, rather than below, 1150 • C. Such higher temperatures generally mean that metal~ontalnlng furnaces 
must be used to perform the denslftcation. The use of such furnaces, in turn, means that the silica particles 
will be exposed to and thus wlll pick up metal ions which are released from the walls of the hot furnace. In 
addition to the purity problem, the n+->~d to generate higher temperatures to achieve denslflcatlon Is In 

75 general undesirable. . k\': 
The Scherer references describe forming a gel lrom fumed oxides In a non-aqueous medium, e.g., an 

organic medium, drying the gel, exposing the dried gel to vacuum for a few hours and heating the gel in 
oxygen to remove residual organic constituents, and then slnterlng the gel in a helium or helium plus 
chlorine atmosphere. 

20 As with various of the sol-gel techniques described above, the gels produced by the Scherer technique 
are relatively fragile and thus must be carefully handled to avoid cracking. Also, as is typical of processes in 
which gels are sintered, gels prepared in accordance with the Scherer process undergo a linear shrinkage 
of approximately 40% upon sintering. Such a shrinkage level makes it relatively difficult to cast complex 
shapes and also leads to relatively high levels of gel fracture during sintering. In addition to the foregoing, 

25 because the Scherer process uses fumed silica, it suffers from the impurity and pollution control problems 
associated with the fuming process (see discussion above). 

The use of hot isostatic pressing ("hipping"), as well as other pressing techniques, to compress gas 
bubbles In vitreous materials has been described in a number of references. See Rhodes, U.S. Patent No. 
3,310,392, Bush, U.S. Patent No. 3,562,371, Okamoto et al., U.S. Patent No. 4,358,306, and Bruning et al., 

30 U.S. Patent No. 4,414,014 and UK patent application No. 2,086,369. The Bush patent, in particular, 
discloses forming a·green body, sintering the body in a vacuum, and then subjecting the consolidated body 
to isostatic pressure at a temperature equal to or greater than the sintering temperature. 

US-A-4243422 describes a method of preparing granular quartz glass by heating a porous-granulated 
silica gel at high sintering temperatures of up to 1400 • C. DE·A-2008653 describes the. preparation of a 

35 highly pure oxide product which can also be further heated at very high sintering temperatures to produce 
silicate glass. . . 

In view of the foregoing state of the art, it Is afl.,object of the present invention to provide an improved 
process for producing optical quality, high purity, glass articles. In particular, it is an object of the inventipn 
to provide a process for producing such articles which involves the slntering of a porous silica body but 

40 avoids the cracking, shrinkage and purity problems encountered in prior art processes of this type. 
With regard to products, it is an object of the invention to provide ultra-pure fused silica granules 

("artificial sand") which can be used in a variety of conventional ceramic forming processes, such as, 
powder pressing, extrusion, slip casting, and the Ilka, to produce green bodies. It is an additional object of 
the invention to produce glass articles of complex shapes which have higher purities, more uniform 

46 transmittance characteristics, and smaller index of refraction variations, i.e., better homogeneity, than similar 
articles produced by prior art techniques. It is a further object of the invention to economically produce 
optical waveguide fibers which have transmission characteristics equivalent to optical waveguide fibers 
produced by more expensive techniques. 

In accordance with the invention, the foregoing and other objects are achieved by using the following 
50 method steps to produce fuSed silica glass articles: 

(a) preparing a solution which contains at least one silicon-containing organic compound having the 
formula Si(OR)4 or SiR(OR)a, where R is an alkyl group; 
(b) polymerizing the silicon in the solution to form a Si02 gel; 
(c) drying the gel at a rate which causes the gel to fragment into granules having a mean particle size 

55 less than about 1 millimeter; 
(d) sintering the granules at a temperature less than about 1150 • C, the density of the granules after 
sintering being approximately equal to their maximum theoretical density; 
(e) forming a green body from the ~intered granules; 
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(f) drying and partially sintering the green body in a chamber by: 
(i) introducing oxygen into the chamber to reduce the level of organic materials associated with the 
green body; and 
(ii) raising the temperature of the chamber to above about 1000 • C, e.g., to 11 so• c, while Introducing 
chlorine into the chamber and/or purging the chamber with an inert atmosphere and/or subjecting the 
chamber to a vacuum to reduce the level of water associated with the green body; 

(g) fully sintering the green body in a chamber by raising the temperature of . the chamber to a 
temperature above about 1720 • C while purging the chamber with helium or preferably applying a 
vacuum to the chamber; and 
(h) hot isostatic pressing the fully sintered green body in a chamber by raising the temperature of the 
chamber to above about 1150 • C and Introducing an inert gas into the chamber at a pressure above 
about 6894.8 kPa (1,000 psig) and preferably above about 103421.4 kPa (15,000 psig). 
As discussed in detail below, for certain applications, subgrouplngs of the foregoing eight process steps 

can be employed. For example, steps (~) through (d) can be used to produce high purity, fused silica 
15 granules, which in themselves are useful articles ofhcommerce. Similarly, green bodies produced from 

materials other than the glass granules of the present'tnvention can be consolidated into bubble and water 
free glass articles through the use of steps (f) through (h). 

Particular process steps can also be omitted depending on the specific conditions used and the purity 
requirements of the final product. For example, chlorine treatment may not be required in step (f) if the 

20 finished product does not have to have a low water content. Other modifications of this type are discussed 
below in connection with the description of the preferred embodiments of the invention. 

Unlike prior art techniques Which have employed sol-gel technology, the foregoing method provides a 
practical procedure for commercially prQducing ultra high purity, optical quality glass articles. The success 
of this technique is due to a number of factors. In the first place, the technique of the present invention 

25 does not use sol-gel technology to form a green body. Rather, sol-gel technology is used to produce 
artificial sand, and then conventional techniques, e.g., slip casting, are used to form a high density green 
body whose shape and size are near to that of the final product. In this way, the two main problems 
associated with sol-gel technology, i.e., gel cracking during drying and gel shrinkage upon sintering, are 
avoided. 

30 Indeed, the present invention, rather than trying to prevent gels from cracking during drying, affir­
matively uses the cracking phenomenon to create its artificial sand. Thus, rather than drying gels slowly, as 
was done in the prior art, the gels of the invention are dried rapidly so that they fragment into small 
granules. 

To achieve this fragmentation, the gels of the invention are made from silicon-c<mtaining organic 
35 compounds, e.g., from tetraethylorthosilicate, rather than from fumed silica. Gels made from such organic 

compounds have smaller pore sizes than gels made from f~med silica. Accordingly, during drying, greater 
stresses are generated in these gels, and thus small~r particles are produced when the gels crack during 
drying. Depending on the application, these small pardcles can either be used directly or, If desired, can be 
milled to smaller sizes using conventional techniques and equipment. 

In addition to their fragmentation characteristics, the use of gels made from silicon-containing organic 
compounds, rather than fumed silica, is also advantageous for various other reasons. First, as discussed 
above, it is in general easier to make gels from silicon-containing organic compounds than from fumed 
silica. Further, because of the differences in the way they are manufactured, higher purities can be achieved 
for silicon-containing organic compounds than for fumed silica. Also, less pollution is generated during the 

45 manufacturing of the organic compounds than during the manufacturing of fumed silica. 
In addition, it is easier to maintain high levels of purity when working with gels made from silicon­

containing organic compounds than when working with gels made from fumed silica. Specifically, because 
gels made from organic compounds have higher densities, w~er contents, and surface areas than gels 
made from fumed silica, granules produced from organic compound gels can be sintered at lower 

50 temperatures than granules produced from fumed silica· gels. Lower sintering temperatures mean that it is 
easier to keep the sintering environment free from contaminants. In particular, the lower sinterlng tempera­
tures mean that high purity, silica-based reactors, as opposed to metallic or ceramic Zr"2 furnaces, can be 
used to perform the sintering. 

In addition to providing high purity, fused silica granules, the method of the invention also carries the 
55 high purity level of the granules through to the final product and, at the same time, produces a finished 

product having excellent optical properties. In particular, the oxygen and chlorine treatments during the 
drying of the green body specifically reduce the levels of water and organic matter in the finished product. 
In addition, the use of the preferred v~~uum sintering means that any bubbles or similar defects which are 
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created during sintering will in essence be empty voids. These empty spaces can be easily closed during 
hipping. 

As described in detail in Example 2 below, it has been found that by means of the invention, finished 
products of complex shapes, such as, optical domes, antenna windows, sight glasses, aerospace viewports, 

s lenses, prisms, mirrors, etc., can be readily produced which have equivalent or better optical properties than · 
similar products produced by other techniques. In particular, the products have been found to have higher 
purities, smaller index of refraction variations (better homogeneities), and more uniform transmittance 
characteristics from the ultraviolet through the infrared than similar commercial products which have 
heretofore been available. In addition, as illustrated in Example 3, the method of the invention can be used 

10 to produce low loss, optical waveguide fibers. Significantly, In accordance with the invention, production 
costs for such fibers can be reduced. 

The principles of the invention, as well as its preferred embodiments, are explained and illustrated by 
the accompanying figures and the examples presented below. These figures and examples, of course, are 
for purposes of illustration only and are not Intended to limit the scope of the Invention. 

16 Figures 1 and 2 show the appearsnpe of the slllca granules of the present invention before and after 
sintering, respectively. The numbers on the scales 1th.own In these figures represent centimeters. 

As discussed above, the present invention Involves producing glass articles by: 1) using a sol-gel 
process to form fused silica granules, 2) preparing a green body from the granules, 3) purifying and 
consolidating the green body, and 4) subjecting the consolidated green body to hot isostatic pressing to 

20 produce the desired finished product. 
The sol-gel process employs at least one silicon-containing organic compound having the formula Si­

(OA)4 or SiR(OR)s, where R is an alkyl group. Tetraethylorthosilicate ("TEOS"), having the formula Si­
(OC2Hs)4, is the preferred silicon-containing organic compound, although other organosilicon compounds, 
including, for example, tetramethylorthosilicate having the formula Si(OCHa)4, and methyltrimethoxysilane, 

25 having the formula SiCHa(OCHa)a, can be used. The silicon-containing organic compound can be partially 
hydrolyzed. For example, partially hydrolyzed TEOS sold by the Stauffer Chemical Company under the 
trademark SILBOND 40 is a suitable starting material for preparing the gels of the present invention. In 
general, the use of a single silicon-containing organic compound Is preferred, although mixtures of such 
compounds can be used, if desired. 

30 A solution of the silicon-containing organic compound is prepared . and then gelled. Preferably, the 
solution is an aqueous solution which includes an acid, such as, hydrochloric acid, as a gelation catalyst. 
Other solvents, e.g., organic solvents such as ethanol, can be added to improve miscibility, and other 
gelation catalysts, e.g., acids such as formic and nitric acid, can be used. 

In the case of TEOS, water to TEOS mole ratios in the range of 4:1 to 15:1 have been found to work 
35 successfully. Theoretically, ratios as low as 2:1 can be employed. Higher ratios produce gels having larger 

surface areas and pore sizes which are easier to dry. In some cases, for higher ratio gels, drying alone has 
been found to sufficiently reduce the ler~I of organic materi~I within the gel, so that oxygen treatment of the 
gel can be omitted. The higher ratio gels, howeverr)~mean that less product is produced for the same size 
reaction vessel. In general, a mole ratio of 6:1 has 'been found to produce a reasonable amount of product 

40 which can be readily dried. 
If the final product is to be doped, in addition to the primary silicon-containing organic compound, the 

solution will also contain other organic or inorganic compounds which include the dopant elements. 
Examples of elements which can be introduced into the solution In the form of soluble compounds include 
alumlnurri, antimony, barium, beryllium, bismuth, boron, bromine, cadmium, calcium, cerium, chlorine, 

45 chromium, cobalt, copper, europium, fluorine, germanium, iron, lanthanum, lead, lithium, magnesium, 
neodymium, nickel, oxyg·en, phosphorous, potassium, samarium, silver, sodium, strontium, tantalum, tin, 
titanium, uranium, vanadium, yttrium, zinc, and zirconium. One or more dopants can be used, as desired. 

A particularly preferred dopant is titanium since it allows for the production of ultra-low expansion 
glasses, i.e., glasses having ari expansion coefficient of less than 0.5 x 10-7 cm/cm/•C. This dopant can be 

so conveniently introduced into the solution as a titanium ester having the formula Tl(OR)4, where R is an alkyl 
group. Examples of titanium esters which are suitable for use with the present invention include tetraethyl 
titanate having the formula Ti(OC2Hs)4 and tetraisopropyl titanate having the formula Ti(OCH(CHa)2)4, 

The solution of the organosilicon compound and dopants, if used, is preferably gelled in a quartz 
reactor or similar vessel. Gelatlon results in 1 ) polymerization of the silicon, and 2) the production of an 

55 alcohol, such as, ethanol in the case of TEOS. Typical gelatlon times for a solution pH in the range of 1-2 
are in the range of 1-4 hours at a temperature of from 60 • C to 75 • C. Gelation times can be reduced by 
applying heat to the organosilicon solution. Also, if desired, high speed gelation can be achieved by 
neutralizing the pH of the TEOS solution through the addition of a basic solution, such as, a 1.2% 
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ammonium carbonate solution. Gelation times in the range of seconds can be achieved in this way. 
Once gelation has been completed, the gel is dried to 1) remove residual water and alcohol (carbon), 

and 2) fragment the gel Into granules having a mean particle size less than about 1 millimeter. The drying 
can be conveniently performed in the same reactor used to prepare the gel, or the gel can be removed and 

\.J 5 dried in specialized drying equipment, e.g., in a rotary dryer or rotary vacuum dryer. 
When the drying is performed in the reactor used to prepare the gel, drying temperatures above about 

250 • C are preferred~ At such temperatures, drying times on the order of 30 hours are typical. To remove 
the water and alcohol, the gel is either purged with an Inert atmosphere, e.g., an argon atmosphere, or 
subjected to a vacuum. Purging and vacuum treatments can be used sequentially, if desired. 

10 When the drying Is performed using a rotary dryer or a rotary vacuum dryer, temperatures above the 
boiling point of water, e.g., on the order of 120 • C, have been found to be adequate. in the case of vacuum 
rotary dryers, It has been found that vacuum should not be applied to the gel at the beginning of the drying 
process since it causes the gel to collapse which impedes the removal of water and organics. Vacuum, 
however, can be used at the end of the drying process where It does help in the removal of water and 

15 organics. Typical drying times when ei~r a rotary or rotary vacuum dryer Is used are on the order of 8 
hours. It has been observed that smaller grahules are41roduced by rotary drying than by bulk drying in the 
reactor in which the gel was produced. ~' 

In addition to the foregoing methods, drying can be accomplished by forming the gel in thin sheets and 
allowing the sheets to dry at room temperature. The thin sheet approach, however, is not preferred for 

20 commercial production. 
\...,.i Depending on the characteristics of the gel and the particular drying conditions employed, drying alone 

may reduce the level of organics associated with the granules to a point where charred carbOn particles do 
not form upon sinterlng of the granules. Alternatively, the . organics can be removed by purging the gel 
granules with an oxygen-containing atmosphere at an elevated temperature. To avoid the production of 

25 charred carbon particles during this process, the rate of oxygen purging must be controlled so that the 
exothermic reaction between oxygen and organics does not cause the temperature of the drying chamber 
to rise above about 340 • C. 

1n the case of gels formed from TEOS, depending on the H20:TEOS ratio, the amount of acid catalyst 
used, and the specific drying protocol employed, the dried gel granules will typically have a density of 

30 approximately 1.29 - 1.59 grams/cc, a pore size of approximately 2 x 10'""9 - 1 x 10-1 m (20 -100 
angstroms}, and a surface area to mass ratio of between about 150 and about 700 meter2/gram. 

For comparison, if fumed silica is used as the starting material, the resulting dried gel will have a lower 
density of approximately 0.31-0.88 grams/cc and a larger pore size of approximately 7 x 108 - 1 x 10-7 m 
(700-1000 angstroms). Moreover, the drying of such a fumed silica gel wlll generally not produce granules 

35 having a mean particle size less than one millimeter, but rather, wlll produce larger particles and chunks 
which are not well-suited for further processing. 

Once the gel has been dried and .thus fragmented, the gel granules are fully sintered, i.e., they are 
sintered to a density which is approximately equal .lP their maximum theoretical density. The sintering 
process causes various changes in the character of<:the gel granules. Specifically, during sinterlng, the 

\.._.. 40 polymeric structure of the gel granules relaxes, water is given off (condensation reaction) which, in tum, 
affects the granules' apparent viscosity, and the pores of the granules collapse. Overall, the sintering 
process results in a dramatic decrease in surface area to mass ratio of the granules, i.e., from the 150-700 
meter2/gram range to a value less than 0.5 meter2/gram .. 

The sintering of the gel granules is conducted at a temperature of less than about 1150 • C. This low 
45 sintering temperature allows the sintering to be conducted in the same quartz reactor used for gelation and 

drying. The use of such reactor, as opposed to a metal furnace, helps maintain the purity of the granules 
through the sintering procedure. Alternatively, if the gel has· been removed from the original quartz reactor 
for drying, it can be returned to a silica-based reactor for sintering . 

. For comparison, to sinter a gel formed from fumed silica requires temperatures well above 1150 • C, 
so e.g., in the range of 1250-1450•C. This difference in sintering temperatures is due primarily to the fact that 

the pore size for gels made from fumed silica is generally on the order of 7 x 1 o-a m (700 angstroms), 
while the pore size tor gels made from silicon-containing organic compounds Is generally less than about 1 
x 10-1 m (100 angstroms). As known in the art, sintering temperature generally decreases with decreasing 
pore size. See Scherer et al., supra. 

55 The sintering can be performed in a variety of atmospheres. For example, helium, helium/oxygen, and 
argon/oxygen atmospheres can be used. In some cases, a helium atmosphere has been found preferable to 
an argon/oxygen atmosphere. The sintering can also be performed In air. 
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A sintering period of approximately one hour at temperatures in the 900-1000 • C range is generally 
sufficient to achieve full densification of the granules. The specific temperature needed will depend on pore 
size of the gel. The pore size, in turn, will depend on the H:!O:TEOS ratio used to produce the gel. As 
illustrated in Table I, higher mole ratios result in gels having larger surface areas but lower densities. 

5 Accordingly, the pore sizes for these gels are greater and thus higher slntering temperatures are required to 
achieve full densification. 

Sintering temperature is also affected by the amount of chemically bound water associated with the 
granules. For example, it has been found that if the water level in a gel has been reduced by means of a 
chlorine gas treatment, high sintering temperatures, e.g., temperatures 100-15o•c higher, are required to 

10 obtain full densiflcation of the granules. 
The fully-sintered granules constitute ultra-pure, artificial sand which can be used as a filler for potting 

sensitive e.lectronic components, such as, semiconductor memory devices. In comparison with prior art 
silica fillers, the granules contain lower amounts of such radioactive materials as uranium and thorium, and 
thus produce less alpha particles which can Interfere with the operation of state-of-the-art electronic 

15 components. The pertinent portions of the above-referenced copendlng application are Incorporated herein 
by reference. . 

In accordance with the present invention, thel'fully-sintered granules are used to form high density 
green bodies. In particular, the granules are used as the starting material for such conventional processes 
as slip casting, injection molding, extrusion molding, cold isopressing, and the like. A description of these 

20 and other processes in .which the artificial sand of the present invention can be used can be found in such 
texts as Introduction to Ceramics, by W. D. Kingery, John Wiley and Sons, Inc., New York, 1960, and 
Ceramic Processing Before Firinp. G. Y. Onoda, Jr., and L. L. Hench, editors, John Wiley and Sons, Inc., 
New York, 1978, lhe pertinent portions of which are incorporated herein by reference. With regard to slip 
casting in particular, descriptions of this technique can be found in U.S. Patent No. 2,942,991 and in 

25 Whiteway, et al., nSlip Casting Magnesia," Ceramic Bulletin, 40:432-435 (1961), the pertinent portions of 
which are also incorporated herein by reference. - ' 

For many of these processes, such as, slip casting, it is preferred to reduce the size of the granules 
prior to casting. This can be readily accomplished by a variety of milling techniques, including vlbra·milling, 
ball milling, jet impingement or fluid energy milling, triter milling, and the like. Combinations of these milling 

30 techniques can also be used. If desired, the milling can be performed prior to sintering of the granules. In 
general, It has been found that unslntered granules are easier to fracture than sintered granules. 

For slip casting, it has been found preferable to form the green body from a slurry which has a specific 
gravity greater than about 1.70 grams/cc and which is composed of granules having a mean particle size In 
the 10-15 micron range. Such a slurry can be conveniently produced using a urethane-lined vlbra-mlll to 

35 which the granules, silica media, and water are added. Using a slurry of this type, high density green 
bodies, e.g., green bodies having a porosity on the order of 20%, are readily prepared. 

For various of the other casting methods, e.g. the in}ection, extrusion, and pressing techniques, it Is 
.generally preferred to employ a binder- !n the slurry. Such a binder can be conveniently formed by!!! situ 
hydrolyzation of TEOS. By way of illustration, a;·:,slurry of the granules of the present invention was 

40 successfully casf in a plastic mold, as opposed to ~ plaster of Paris mold, by adding 5 milliliters of an acid· 
catalyzed TEOS/water mixture (4 moles water to each mole of TEOS) to 132 milliliters of slurry. After 
molding, 2-7 milliliters of a basic solution (1.2% ammonium carbonate) was added to the slurry. The basic 
solution shifted the pH causing the TEOS to gel within a period of from about 2 to Etbout 30 minutes, thus 
binding the granules together to form a strong green body, well-suited for further processing. Alternatively, 

45 commercial binders, such as those sold by the Stauffer Chemical Company under the SILBOND trademark, 
can be used. 

Once formed, the green body is purified and consolidated by a two-step process. In the first step, the 
green body is dried and partially sintered. In the second step, the green body is fully sintered. 

The drying and partial sintering step, among other things, serves to remove water from the green body 
so which could form bubbles in the final product during full sintering. To minimize contamination, this step is 

preferably performed in a quartz tube furnace, although other types of furnaces can be used, if desired. 
When a quartz tube furnace is used, the temperatures employed are preferably kept below about 1150 • C. 

Drying and partial sinterlng are achieved by raising the temperature of the furnace to above about 
1000 • C, while introducing chlorine into the furnace and/or applying a vacuum to the furnace and/or purging 

55 the furnace with one or more inert gases, e.g., with argon and/or helium. The chlorine treatment,. vacuum 
stripping and/or inert gas purging reduces the chances that the water content of the green body will cause 
bubbles to form during full sintering. In addition to removing water, the chlorine treatment has also been 
found to reduce the green body's iron, copper, and calcium levels. When the green body ls formed by slip 
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casting, the chlorine treatment's ability to strip calcium is of particular value since the green body tends to 
pick up calcium from the plaster of Paris mold. 

Optionally, the drying and partial siritering step can include subjecting the green body to an oxygen-
,. . containing atmosphere to reduce its content of organic materials. 
\.../ s The oxygen treatment can be omitted if the green body Includes only minor levels of organic material 

contamination. The chlorine treatment can be omitted in cases where the final product can have a relatively 
high water content, e.g., in cases where the absorption characteristics of the final product In the infrared 
region are not critical. When the chlorine treatment is omitted, either vacuum stripping '"or Inert gas purging 
should be performed. If desired, both vacuum-stripping and gas purging can be used sequentially. Either or 

10 both the vacuum stripping and the Inert purging can be omitted when the chlorine treatment is used. 
After the green body has been dried and partially sintered, It Is fully sintered at a temperature above 

about 1720•C. Full sintering Is preferably performed in a vacuum of, for example, 1.333 x 10-s Pa (1 x 
10-5 torr). Alternatively, helium purging can be used, although this Is less preferred since any bubbles 
which form in the glass during slntering will be filled with helium, rather than being empty, as occurs during 

16 vacuum sintering. 
The full sintering of the cast granules can be performed In, for example, a tungsten-molybdenum 

furnace or a helium-filled graphite furnace. To mini'!nize contamination, the green body is preferably 
supported on quartz cloth and monoclinic unstabiliz~d zirconia A grain. Specifically, it has been found 
preferable to use monoclinic unstabilized zirconia, as opposed to stabilized zirconia, as the support for the 

20 green body during the sintering process. Grain of this type is available from Coming Glass Works, Coming, 
\._...,·· New York, under product designation Zircoa GGA. 

In general, full sintering, as well as cooling of the sintered product, can be completed in about 3 hours. 
Thereafter, if desired, the surfaces of the consolidated green body can be cleaned with hydrofluoric acid. 
Also, areas of the green body which may have become deformed during sintering, e.g., areas In contact 

25 with the quartz cloth, can be removed by grinding. 
For certain applications, e.g., the production of consolidated preforms for optical waveguide fibers, the 

fully sintered green body may be ready for use without further processing. In most cases, however, It is 
preferred to hip the sintered green body to collapse any bubbles which may have formed in the body 
during the sintering process. 

30 The hipping is performed in the pressure chamber of a hipping furnace (see, for example, U.S. Patent 
No. 4,349,333) by heating the chamber to a temperature greater that the annealing point of the consolidated 
green body and less than about 1800 • C, while introducing an inert gas, such as, argon, helium, or nitrogen, 
into the chamber at a pressure in the range of 689.5 kPa-310264.2 kPa (100-4S,OOO psi). In practice, 
temperatures in the range of 1150-1740•C and pressures in the range of 6894.8-206842.8 kPa (1,000-

35 30,000 pslg) have been found suitable for collapsing bubbles and other voids in consolidated green bodies 
produced in accordance with the present invention. Lower pressures, e.g., pressures in the 689.5-6894.7 
kPa (100-1000 psig) range, can also be used. 

To avoid contamination of the consoli(;fated green body during hipping, it is preferred to wrap the body 
in glass wool and steel foil before it is placed in the, !}ipping fumaee. These precautions, however, can be 

0 40 omitted in the case of a nclean" furnace which has only been used to hip high purity silica materials. 
After hipping has been completed, various conventional glass treatment procedures, such as, annealing, 

grinding, polishing, drawing, pressing, etc., can be applied to the fully sintered and hipped green body. The 
resulting finished product is then ready for use by the consumer. 

Based on the foregoing description, the invention will now be further illustrated by the following specific 
45 examples. 

Example 1 

This example illustrates the preparation of ultra-pure artificial sand in accordance with the method of the 
so present invention. 

21.14 kilograms of TEOS (Eastman Kodak Chemical Company, Rochester, New York), was filtered 
through a 0.6 micron filter (Pall Company, Cortland, New York) into a 50 liter polyethylene container. 9.072 
kilograms of deionized (DI) water, which had been filtered through a Millipore filter (pore size = 0.2 
microns), was combined with 0.0209 kilograms of hydrochloric acid (Fisher Scientific Company, Rochester, 

55 New York). This mixture was also filtered through the Pall filter and then added to the TEOS. The resulting 
mixture was stirred until a temperature of 65-75•C was reached, and then transferred to a quartz reactor 
and allowed to gel. If desired, the mixture can be filtered through a 2.5 micron filter before being transferred 
to the quartz reactor. 
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Drying and sititerlng of the gel was performed as follows. First, the reactor was placed in a furnace and 
the temperature of the furnace was raised to 100 • C at a rate of 100 • C/hour. During this initial heating, the 
reactor was purged with argon at a rate of 200 cc/minute. The argon, as well as all other gases used In the 
process, was filtered through a 0.6 micron Pall filter before being introduced into the reactor. 

5 The furnace was held at 100 • C for a half an hour, and then raised to 300 • C at a rate of 50 • C/hour. 
The argon purging rate was increased to 800 cc/minute during this second heating phase. When the 
temperature of the gel reached 290 • C, the furnace was cooled to 250 • C. At this point, the gel had 
completely fragmented Into fine granules having a mean size of less than about 1 millimeter and a surface 
area to mass ratio of approximately 200 meter2/gram. 

10 Using a computer-controlled feedback loop, oxygen was then introduced into the reactor at a rate such 
that the temperature of the reactor did not exceed 340 • C as a result of the exothermic reaction between 
the oxygen and the residual organics associated with the gel. Alternatively, oxygen was introduced into the 
reactor in accordance with a 10 cc/minute/hour ramp up to a maximum of 200 cc/minute. This rate of 
oxygen introduction was also found to control the oxygen-organic reaction so as to avoid the formation of 

15 charred carbon particles. 
The oxygen treatment was continued until the temperature of the gel dropped below 300 • C, at which 

point the temperature of the furnace was ramped t<? 400 • C at a rate of 25 • C/hour. The temperature of the 
-~· 

furnace was held at 400 • C for 4 hours. Figure 1 shOws the typical appearance of the granules at this stage 
of the process. 

20 After the four hour holding period at 400 • C, the temperature of the furnace was raised to 925 • C at a 
rate of 75 • Clhour to fully sinter the granules. After the sinterlng, the granules had 1) a smaller mean size 
than before sintering, e.g., a mean size on the order of 0.6 millimeters, and 2) a reduced surface area to 
mass ratio on the order of 0.08 meter2/gram. Figure 2 shows the typical appearance of the fully sintered 
granules. 

25 The overall process from initial preparation of the TEOS solution to final sintering of the granules took 
less than 100 hours. 

Flame emission, graphite furnace, and D.C. plasma analyses were performed on the fully sintered 
granules to determine their K, Li, and Na concentrations (flame emission), their Al, Cr, Cu, Fe, Mn, and Ni 
concentrations (graphite furnace), and their Ba, Ca, Ti, and Zr concentrations (D.C. plasma). The carbon 

30 content of the particles w~ determined using LECO carbon analysis, and their uranium and thorium 
concentrations were determined by neutron activation analysis. For comparison, similar analyses were 
performed on Deguassa's commercial AEROSIL OX 50 fumed silica (Deguassa Chemical Company, 
Teterboro, New Jersey). 

The results of these analyses are shown in Table II. As shown therein, the artificial sand of the present 
35 invention was found to have either equivalent purity or to be more pure than fumed silica with respect to 

each of the foregoing elements. Moreover, as illustrated in the following example, unlike fumed silica, the 
artificial sand of the present Invention Is ideally suited for preparing high purity glass articles by 
conventional casting techniques. . 

In addition to the foregoing analyses, neutron activation analyses for forty-one elements were performed 
40 on granules which had been vibra-milled · so that ·~\hey would pass through a 325 mesh screen but not 

through a 600 mesh screen. The results of these. analyses are shown in Table Ill. As shown therein, the 
granules of the present invention maintained their purity through the milling process. 

45 

Example 2 

This example illustrates the preparation of an ultra-pure, optical quality glass article from the artificial 
sand of Example 1 by means of slip casting. 

5,005 grams of the fully sintered granules of Example 1 and 1,407 grams of DI water were milled in a 
polyurethane-lined vibra mill with silica media for 17 hours. The resulting slurry had a specific gravity of 

50 1.741 grams/cc. The particles making up the slurry had a mean size of 12.5 microns. The slurry was 
passed through a 297 micron screen and collected in a polyethylene container. The container was 
continuously rotated on a roller mill until slip casting was performed. 

A flat plaster of Paris plate was prepared, and a 3" PVC hollow cylinder was placed onto the top 
surface of the plate. The inside surface of the hollow cylinder was sprayed with a mold release compound 

55 and filled with 50 ml of DI water. After the water had been absorbed into the plaster, the cylinder was filled 
with 125 ml of the artificial sand slurry, care being taken not to create bubbles while pouring the slurry into 
the cylinder. 
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The cylinder was covered and allowed to stand for 10-15 hours. The green body was then removed, 
covered with a cloth, and allowed to stand at room temperature for 24 hours prior to drying and partial 
sintering. The density of the green body was approximately 78% of the final density of the finished product. 

Drying and partial slntering of the green body was performed In a quartz tube .furnace as follows. First, 
the temperature of the furnace was raised to 11 O • C at a rate of 2 • C/minute while purging the furnace with 
a mixture of argon and oxygen (400 cc/minute argon; 100 cclminute oxygen). As in Example 1, the argon 
and oxygen, as well as the other gases used in processing· the green body, were filtered through 0.6 micron 
Pall fllters. 

The furnace was held at 110 • C for 2 hours and then raised to 1000 • C at a rate of 3 • C/minute. After 
10 two hours at 1000 • C, the argon/oxygen mixture was changed to a helium/chlorine mixture (3.5% chlorine; 

200 cclminute flow rate). The temperature of the furnace was then ramped to 1150 • C at a rate of 
75 • Clhour and held at that temperature for 6 hours. The helium/chlorine flow rate was then reduced to 25 
cclmlnute, and the furnace was allowed to cool. When the furnace temperature had dropped Into the 200-
300. c range, the helium/chlorine purge was stopped and replaced with an argon purge. 

16 The dried and partially sintered green body was fully sintered in a tungsten-molybdenum vacuum 
furnace (vacuum = 1.333 x 1 o-s Pa (1 x 10-s torr)) as follows. The body was placed on zirconia beads and 
quartz cloth in a molybdenum tray. The til!y was placed in the furnace, and the temperature of the furnace 
was ramped to 1000 • C at a rate of 25 • C/minute. · "tile furnace temperature was held at 1000 • C for 10 
minutes, and then ramped to 1450 • C at a rate of 25 • C/minute. The furnace was held at 1450 • C for 30 

20 minutes, and then ramped to 1740•C at a rate of 25°C/minute. After 5-10 minutes at 1740°C, the furnace 
~ was allowed to cool to 600 • C, at which point the furnace's chamber was backfilled with helium. The furnace 

was then cooled to room temperature, and the fully sintered green body was removed. Although the 
foregoing processing procedure works successfully, even better results are achieved when slower ramps 
are used between the various holding temperatures, e.g., ramps on the order of 6.5 • C/mlnute. 

26 After sintering, the surfaces of the consolidated body were found to be covered with a thin translucent 
white haze. This haze was found to result from the use of zirconia beads as the support for the green body. 
Use of A-grain zirconia has been found to eliminate the haze. Also, some areas of the body were found· to 
have devitrified. Both the haze and the de.vitrified areas were easily removed with hydrofluoric acid. In 
addition to the hydrofluoric acid treatment, the portions of the body which had been in contact with the 

30 quartz cloth were ground away. 
The fully sintered green body was then hipped using a conventional hipping furnace as· follows. The 

body was wrapped in Alpha Quartz wool and steel foil and placed in the furnace's pressure chamber. The 
pressure in the chamber was raised to 48263.3 kPa (7,000 psi) with argon (not filtered), and then the 
furnace's temperature was raised to 1320 • C at a rate of 20 • C/minute. The pressure in the chamber was 

35 raised to 137895.2 kPa (20,000 psi) and the furnace was held at this pressure and temperature for a period 
of 45 minutes. Thereafter, the furnace was cooled to 800 • C at a rate of 10 • C/mlnute, and then cooled to 
room temperature. 

To produce the finished product, the hipped, fully-sintered green body was annealed, ground, and 
polished. The annealing was performed as. Jollows. The body was placed onto a fused silica flat plate and 

V 4'J quartz cloth for support and placed In a tube re.ag!Or. The temperature In the reactor was raised to 
approximately 1150 • C at a rate of 240 • C/hour and held at this temperature for 1 hour. The reactor was 
then cooled to room temperature at a rate of 20 • C/hour. Throughout the annealing process, the reactor was 
purged with an argon/oxygen mixture (200 cc/minute argon; 50 cc/minute oxygen). 

The yield of the various process steps from TEOS polymerization through to the production of the high 
45 density, porous green body were as follows: TEOS to fully sintered granules - 99%; fully sintered granules 

to milled granules -- 97.5%; milled granules to green body -- 90.3%. Overall, from TEOS to annealed 
product, the yield was approximately 86.3%. 

Finished glass products produced in accordance with the foregoing procedures have been found to 
have the following characteristics: 1 ) a particle count in the glass on the order of 500 counts/cc (this value 

50 can be reduced by performing the process using conventional clean room techniques); 2) an IR transmis­
sion coefficient at 2.73 microns of 90-91% for 10 mm of glass; 3) a UV transmission coefficient at 200 nm 
of approximately 82% for 10 mm of glass; 4) a UV transmissiori coefficient at 185 nm of approximately 70% 
for 10 mm of glass; 5) a homogeneity in all directions of approximately 2.75 x 10-6 for fully annealed 
samples; 6) a strain point of 993 • C; 7) an annealing point of 1113 • C; 8) an average expansion coefficient 

ss between O • C and 200 • C of 0.54 x 10-s; 9) an average expansion coefficient between -100 • C and 200 • C 
of 0.39 x 10-&; 10) a log10 resistivity of 12.87 ohm-cm at 2oo•c; 11) a dielectric constant at 1 kHz of 3.91 
at 25•C; 12) a loss tangent at 1 kHz of 0.003 at 25•C; and 13) an Abbe' constant of Vo = 73.2, nF = 
1.465, no = 1.461, nc = 1.459. 
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For comparison, a commercially available premium quality fused silica glass sold by Coming Glass 
Works under the designation 7940 has the following characteristics: 1) a particle count in the glass on the 
order of 130 counts/cc for grade AO quality glass; 2) an IR transmission coefficient at 2.73 microns of 
approximately 0% for 10 mm of glass; 3) a UV transmission.coefficient at 200 nm of approximately 88% for 

5 10 mm of glass; 4) a UV transmission coefficient at 185 nm of approximately 80% for 10 mm of glass; 5) a 
homogeneity in one direction of approximately 1.5· x 1 o-6 ; 6) a strain point of 990 • C; 7) an annealing point 
of 1075°C; 8) an average expansion coefficient between o·c and 2oo·c of 0.57 x 10-6 ; 9) an average 
expansion coefficient between -1oo•c and 2oo•c of 0.48 x 10-6 ; 10) a log10 resistivity of 13.0 ohm-cm at 
2oo•C; 11) a dielectric constant at 1 kHz of 4.00 at 2s•c; 12) a loss tangent at 1 kHz of 0.00002 at 2s•c, 

10 and 13) an Abbe' constant of Vo = 67.8, nF = 1.463, no = 1.458, nc = 1.456. 
Purity data for the glass of the present invention and the 7940 glass are set forth in Table IV. 
As these representative data illustrate, the glass produced by the present invention Is functionally 

equivalent to the commercially available premium glass, and Indeed is superior to that glass with regard to 
homogeneity and IR transmission dispersion. With regard to purity, the glass of the Invention Is generally 

15 more pure than the 7940 glass. Moreover, the process of the present invention can be used to directly cast 
complex shapes, while the commercially available premium glass ls produced In bulk form so that if 
complex shapes are to be made, they rri~st be machined out of or pressed from sheets of the bulk material. 

In sum, as demonstrated by this example, t~ process of the invention allows conventional casting 
procedures to be used to produce high purity, optic~! quality glass products which are equivalent to or, with 

20 regard to certain properties, superior to existing, commercially available, premium glass products. 

Example 3 

This example illustrates the use of the process of the present invention to prepare the outer portion of 
25 the cladding for an optical waveguide fiber. 

A conventional chemical vapor deposition process was used to form a glass rod consisting of a central 
germania-doped region (core)· surrounded by a pure silica region (Inner portion of the cladding). (If desired, 
the core can have a uniform index of refraction or can include regions having different indices of refraction.) 
The glass rod was heated and stretched to form a segment of "cane" having a diameter in the 6-8 mm 

30 range. 
A plaster of Paris mold was formed having an internal cylindrical cavity whose length was approximately 

101.6 mm (4 inches) and whose diameter was approximately 61.0 mm (2.4 Inches). The walls of the cavity 
sloped outward from the bottom to the top of the cavity at an angle of approximately 1 • . The bottom of the 
cavity included an aperture for receiving one end of the cane, and the top of the cavity was closed with a 

35 plastlc cover which Included a corresponding aperture for receiving the other end of the cane. 
The cane was supported In the mold by means of the top and bottom apertures, the mold was pre­

wetted with DI water, and filled with a slurry of milled, artificial sand prepared from TEOS following 
generally the procedures described above In Examples 1 and 2. The slurry had a specific gravity of 1.75. 

After 15 hours, a strong green body had formed which was easily removed from the mold. The green 
40 body was held at room temperature for 48 hours; pried and partially sintered in 1) an oxygen-containing 

atmosphere and 2) a chlorine-containing atmosphere, and then fully sintered under vacuum. The proce­
dures used were generally those described in Example 2. 

In some, but not all, cases, the fully sintered green body was hipped, again following generally the 
procedures of Example 2. Prior to being drawn into fiber, the outside surface of the green body was 

45 cylindrically ground to a diameter of approximately 45 mm, cleaned with hydrofluoric acid and fire polished. 
Drawing was performed using a standard draw furnace. 

The transmission and strength characteristics of fibers prepared in accordance with the above 
procedure are set forth in Table V, where samples 1 and 3 were prepared using hipping and sample 2 was 
prepared without hipping. As shown in this table, the fibers had excellent transmission and strength 

50 characteristics. These results are considered surprising in view of the fact that they represent initiai 
experiments, as opposed to a fully refined and optimized process. 

56 
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TABLE I 

, 
.,"-"" 

5 

Water:TBOS 
Mole Ratio S ·to l 10 to l 15 to 1 

10 

Si~t.-ring Su;f f ac;e Area 
Temperature c•c> (Ml/g-ram) 

15 

400 192 596 673 
500 1so·· ~-~·· 

ft 
560 663 

20 600 122 475 548 
. \.,,.; 700 118 398 443 

800 13 206 354 
900 <O.S 4 88 

25 
950 <O.S 

Density before 
30 

sintering 
(gm/cm'> 1.529 1.290 

35 

45 

50 

55 
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TABLE II 

\~ ... / 
5 

PURITY (ppb) 

Deguaaaa Granule• ot .the 
Element ox .. s-o rre-a,ent Invention 

10 

Carbon (%) * 0.034 
Lithium 27 <54 

15 Sodium <233 <233 
Potassium <966 <966 
Barium <}10 <110 
Calcium :200 150 

'l.. 20 

Titanium 6140 220 
Zirconium 240 230 

Aluminum 66500** <23 
25 Chromium Sl 1 

Copper 5 3 
Iron 927 46 

30 Manganese 10 <4 
Nickel SS <18 

35 

* - not measured 

\.....<- 40 

** - Alum~num analysis performed by the D.C. plasma 
technique. 

45 

50 

55 
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TABLE III 

Neutron Act1va·t1on Analy·ais of Milled Silica Granules 
· (parts per il111on) · 

Titanium <35.0 
10 Tin <O.S 

Iodine <0.003 
Manganese 0.322 :I: 5.0% 

15 Copper <0.6 
Vanadium <0.02 
Chlorine <0.3 
Aluminum 20.937 :I: l.0% 

v 20 Mercury <0.0015 
Samarium <0.0001 
Tungsten <0.7 

25 Molybdenum <0.009 
Uranium <0.0001 
Lan than~ <0.0004 
Cadmium <0.017 

30 Arsenic <0.001 
Antimony <0.0001 
Zirconium <0.4 

35 Bromine 0.0038 :I: 15.0% 
Sodium 0.259 :I: 10.0% 
Potassium <100.0 

\.,,../ 40 
Cerium <O.OC)lS 
Calcium <S.O 
LutetiUJD Jo.001 
Europium <0.005 

45 Selenium <0.010 
Terbium <0.0006 
Thorium <0.0005 
Chromium 0.002 :I: 20.0% 

50 Ytterbium <0.004 

55 
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v 5 . 

Hafnium 
Barium 

10 
Neodymium 
Cesium 
Silver 
Nickel 

15 Scandium 
Rubidium 
Iron 

20 Zinc 
v Cobalt 

25 

30 

35 

~- 40 

50 

65 
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TABLE III 

' 
!t 

. 
·' 

15 

(con·tinued) 

<0.001 
<0.1 

0.013 :t 20.0% 
<0.0005 

<0.002 
<0.45 

0.00003 :I: 15.0% 
<O.OOS 
0.258 :I: 20.0% 

<0.025 
0.0017 :I: 12.0% 
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TABLE IV 

"---" 5 
PURITY Cppb> 

Element 1!.!! Pres·ent .Invention 

10 
Sodium <233 <233. 

Potassium <966 <966 

Copper 1521 2 - 7 
16 Magnesium. 10 - 100 * 

Calcium 180 3SO - 380 
Zinc 50 - soo * 

20 Boron 'SO .. :;SOO * 
\ Aluminum <32 <2S ..._...,. 

Chlorine 10000 - 100000 * 
Titanium 420 120 - 180 

25 
Phosphorous 10 - 100 * 
Arsenic 1 - 5 * 
Antimony 1 - 5 * 

30 Bismuth 10 - 100 * 
· Vanadium 10 - 100 * 

Chromium 4 1 - <24 

35 Manganese <4 <3 
Iron 117 42 - 48 
Lithium <54 <54 

Nickel <20 2 - <15 
.· .. 40 
\,.,.-- Zirconium 170 180 .. 230 

Barium <-100 <110 
Uranium * .1 - .3 

45 Thorium * <.S 

* - not measured 

50 
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TABLE V 

Attenuation bte 
Cdl/b)@13·04ta· 

0.39 - o.so 
0.36 - 0.50 

0.39 

F~ber Stren,th 
Weibull SO 

Failure Probability 

60 lCPSI 

426.9 ICPSI 

426.6 ICPSI 

20 1. A method for producing fused silica granules cqey,prlslng the steps of: 
(a) preparing a solution which contains at least one silicon-containing organic compound having the 
formula Si(OR)4 or SIR(OR)a. where R ls an alkyl group; 
(b) polymerizing the silieon In the solution to form a Si(}.i gel; 
(c) drying the gel at a rate which causes the gel to fragment into granules having a· mean particle 

25 size less than about 1 millimeter; and 
(d) sintering the granules at a temperature less than about 1150 • C, the density of the granules after 
sintering being approximately equal to their maximum theoretical density. 

2. The method of claim 1 wherein the solution of step (a) contains tetraethylorthosllicate having the 
30 formula Si(OC:!Hs)4. 

3. The method of claim 1 wherein the glass granules are doped through the Inclusion in the solution of 
step (a) of at least one element selected from the group consisting of aluminum, antimony, barium, 
beryllium, bismuth, boron, bromine, cadmium, calcium, cerium, chlorine, chromium, cobalt, copper, 

36 europium, fluorine, germanium, Iron, ranthanum, lead, lithium, magnesium, neodymium, nickel, oxygen, 
phosphorous, potassium, samarium, silver, sodium, strontium, tantalum, tin, titanium, uranium, vana­
dium, yttrium, zinc, and zirconium. 

40 

45 

50 

55 

4. 

6. 

6. 

7. 

8. 

9. 

The method of claim 3 wherein (i) the element is titanium, and (ii) the titanium Is introduced into the 
solution as a titanium ester having the formula Ti(OR)4, where R is an alkyl group. 

The method of claim 4 wherein the titan,ium e~er is selected from the group consisting· of tetraethyl 
titanate having the formula Ti(OC:!Hs)4 and tetrJiS<>propyl titanate having the formula Ti(OCH(CHa)2)4. 

The method of claim 1 wherein the drying of step (c) is performed in a rotary dryer at a temperature 
above about 100 • C. 

The method of claim 1 wherein the gel and/or the granules are treated with oxygen during at least a 
portion of step (c) to remove organic materials. 

The method of claim 7 wherein the rate of oxygen treatment is controlled so as to prevent substantial 
charring of the gel and/or the granules. 

The method of claim 8 wherein the rate of oxygen treatment is controlled so that the temperature of the 
gel and/or the granules does not rise above about 340 • C. 

10. The method of claim 1 wherein the surface area per unit mass of the granules prior to sintering step (d) 
is greater than about 150 square meters per gram and the surface area per unit mass of the granules 

17 
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TABLE V 

Attenuation Rate 
(dB/ltm)@l300nm 

0.39-- o.so 
0.36 - o.so 
0.39 

• ·.;.·:=::;. 

--------------····· -
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Fiber Stren,th 
Weibull SO 

Failure Probabilitz 

60 lCPSI 

426.9 ICPSI 

426.6 ICPSI 

20 1. A method for producing fused silica granu!es .::cj.nprlsing the steps of: 
(a) preparing a solution which contains at least one silicon-containing organic compound having the 
formula Si(OR)4 or SIR(OR)3. where R Is an alkyl group: 
(b) polymerizing the. silicon in the solution to form a Si02 gel; 
(c) drying the gel at a rate which causes the gel to fragment into granules having a mean particle 

25 size less than about 1 millimeter; and 
(d) sintering the granules at a temperature less than about 1150 • C, the· density of the granules after 
sintering being approximately equal to their .maximum theoretical d~;msity. 

2. The method of claim 1 wherein the solution of step (a) contains tetraethylorthoslllcate having the 
30 formula Si(O~Hs)4. 

3. The method of claim 1 wherein the glass granules are doped through the inclusion In the solution of 
step (a) of at least one element selected from the group consisting of aluminum, antimony, barium, 
beryllium, bismuth, boron, bromine, cadmium, calcium, cerium, chlorine, chromium, cobalt, copper, 

35 europium, fluorine, germanium, iron, lanthanum, lead, lithium, magnesium,. neodymium, nickel, oxygen, 
phosphorous, potassium, samarium, silver, sod!um, strontium, tantalum, tin, titanium, uranium, vana-

40 

45 
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4. 

5. 

6. . 

7. 

8. 

9. 

dium, yttrium, zinc, and zirconium. · 

The method of claim 3 wherein (i) the element is titanium, and (ii) the titanium Is introduced into the 
solution as a titanium ester having the for.mula Ti(OR)4, w~ere R is an alkyl group. 

The method of claim 4 wherein the titanium e;ster is selected from the group consisting of tetraethyl 
titanate having the formula Ti(O~Hs)4 and tetraisopropyl titanate having the formula Ti(OCH(CHs)2)4. 

The method of claim 1 wherein the ·drying of step (c) is performed in a rotary dryer at a temperature 
above about 100 • C. 

The method of claim 1 wherein the gel and/or the granules are treated with oxygen during at least a 
portion of step (c) to remove organic materials. 

The method of claim 7 wherein the rate of oxygen treatment is controlled so as to prevent substantial 
charring of the gel and/or the granules. 

The method of claim 8 wherein the rate of oxygen treatment is controlled so that the temperature of the 
gel and/or the granules does not rise above about 340 • C. 

10. The method of claim 1 wherein the surface area per unit mass of the granules prior to sintering step (d) 
is greate.r than about 150 square meters per gram and the surface area per unit mass of the granules 
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after sintering is less than about 0.5 square meters per gram. 

11. The method of any one of claims 1-10 additional step after step (d) of milling the granules to reduce 
. .. their mean particle size. 
"'-..../ 

6 

12. The method of claim 11 wherein the granules are milled until their mean particle size is between about 
5 microns and about 15 microns. 

13. Method according to any one of claims 1-12, comprising the further steps of: 
10 (e) forming a green body from the sintered granules; 

(f) drying and partially sintering the green body in a chamber by (i) raising the temperature of the 
chamber to above about 1000 • C, and (II) Introducing chlorine gas Into the chamber and/or 
subjecting the chamber to a vacuum and/or purging the chamber with an Inert gas; and 
(g) fully slntering the green body In a chamber by raising the temperature of the chamber to a 

1s temperature above about 1720 • C while purging the chamber with helium or applying a vacuum to 
the chamber. 

14. The method of claim 13 including the additional step after step (g) of hot Isostatic pressing the fully 
sintered green body in a chamber by raising the temperature of the chamber to above about 1150 • C 

l._,., 20 and introducing an inert gas into the chamber at ~l):>ressure above about 689.5 kPa (100 psig). 

16~ The method of claim 14, wherein the fully sintered green body is wrapped in glass wool prior to the hot 
isostatic pressing step. 

2s 16. The method of claims 3 and 13 wherein the element is titanium and the glass article has a coefficient of 
expansion of less than 0.5 x 10-7 cm/cm/• C. 

30 

17. The method of claim 13 wherein the sintered granules of step (d) are milled In water to form a slurry 
and wherein the green body is formed by slip casting the slurry. 

18. The method of claim 17 wherein the specific gravity of the slurry is greater than about 1.70 grams per 
cubic centimeter. 

19. The method of claim 13 wherein the granules are held together in the green body by means of an 
35 organosilicon binder. 

20. The method .of claim 13 wherein oxygen ls Introduced into the chamber during at least a portion of step 
(f) to reduce the level of organic material associated with the green body. 

\.....·-ta 21. The method of claim 13 or 14 wherein the glass article is an optical waveguide fiber and wherein: 
(i) the solution of step (a) contains tetraethylorthosllicate having the formula Si(OC2 Hs )4; 
(II) the sintered granules of step (d) are milled ii} water to form a slurry, said milled granules having a 
mean particle size between about 5 microns arid about 15 microns; · 
(iii) the green body is formed by slip casting the slurry about a rod which contains a center portion 

45 and an outer portion, the center portion Including at least one region which has an index of refraction 
which is greater than the outer portion; 
(iv) chlorine Is introduced into the chamber during step (f); and 
(v) the fully sintered green body prod~ced by step (g) is drawing into an optical waveguide fiber. 

so 22. Fused silica granules produced according to any of claims 1-21 prepared from at least one silicon­
containing organic compound having the formula Si(OR)4 or SiR(OR)s, where R is an alkyl group, said • 
granules having a mean particle size less than about 1 millimeter, a carbon content of less than about 
0.05 weight percent, a uranium content of less than about 0.1 parts per billion, and a thorium content of 
less than about 0.5 parts per billion. 

55 
23. The fused silica granules of claim 22 wherein the silicon-containing organic compound is tetraethylor­

thosilicate having the formula Si(OC:!Hs)4.. 
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24. The fused silica granules of claims 22 or 23 wherein the granules include a dopant selected from the 
group consisting of aluminum, antimony, barium, beryllium, bismuth, boron, bromine, cadmium, 
calcium, cerium, chlorine, chromium, cobalt, copper, europium, fluorine, germanium, iron, lanthanum, 
lead, lithium, magnesium, neodymium, nickel, oxygen, phosphorous, potassium, samarium, silver, 

5 sodium, strontium, tantalum, tin, titanium, uranium, vanadium, yttrium, zinc, and zirconium. 

PatentansprUche 

1. Verfahren zur Herstellung von K6mchen aus Quarzglas mit den Schritten: 
10 a) Herstellen einer L6sung, die wenigstens eine sllicium-enthaltende organische Verbindung mit der 

Formal Si(0R)4 oder SiR(OR)3 enthlilt. wobei R eine Alkylgruppe ist; 
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2. 

3. 

4. 

5. 

6. 

7. 

8. 

9. 

b) Polymerisieren des Sillclums In der L6sung, um ein Si02·Gel zu bilden: 
c) Trocknen des Gels mit einer Geschwindigkeit, die das Gel in Kornchen mit einer mittleren 
Teilchengr6Be von unter etwa 1 mm zerbrechen llBt: und 
d) Slntern der K6rnchen bei elner Temperatur von unter etwa 1150 •c, wobel die Dichte der 
K6mchen nach dem Sintem etwa gleich ihrer maximalen theoretischen Olchte 1st. 

Verfahren nach Anspruch 1, worin die Losung des Schritts.(a) Tetraethylorthosilicat mit der Formal Si­
(OC2Hs)4 enthilt. 

' fa 

Verfahren nach Anspruch 1, worin die Glaskor~~hen dotiert warden durch den EinschluB in die L6sung 
des Schritts (a) von wenigstens einem Element,' ausgewlihlt aus der Gruppe, bestehend aus Aluminium, 
Antimon, Barium, Beryllium, Bismut, Bor, Brom, Cadmium, Calcium, Cerium, Chlor, Chrom, Kobalt, 
Kupfer, Europium, Fluor, Germanium, Eisen, Lanthan, Blei, Lithium, Magnesium, Neodymium, Nickel, 
Sauerstoff, Phosphor, Kalium, Samarium, Silber, Natrium, Strontium, Tantal, Zinn, Titanium, Uranium, 
Vanadium, Yttrium, Zink und Zirkonium. 

Verfahren nach Anspruch 3, worin (i) das Element Titanium ist, und (ii) das Titanium in die L6sung als 
Titaniumester der Formal Ti(OR)4 eingefUhrt wird, wobei R eine Alkylgruppe ist. 

Verfahren nach Anspruch 4, worin der Tltaniumester ausgewihlt wird aus der Gruppe, bestehend aus 
Tetra-ethyltitanat der Formal Ti(OC:!Hs)4- und Tetraisopropyltitanat der Formal Ti(OCH(CH3)2)4-. 

Verfahren nach Anspruch 1, worin die Trocknung aus Schritt (c) in einem Rotationstrockner bei elner 
Temperatur von Uber etwa 100 • C durchgefOhrt wird. 

Verfahren nach Anspruch 1, worin das Gel und/oder die K6mchen wihrend wenigstens eines Tells des 
Schritts (c) mit Sauerstoff behandelt warden, um organische Materiallen zu entfernen. 

Verfahren nach Anspruch 7, worln der Grad der Sauerstoffbehandlung regullert wird, um eine betrichtll­
che Verkohlung des Gels und/oder der Kornchen zu vermeiden. 

Verfahren nach Anspruch 8, worin der · Gra~f:der Sauerstoffbehandlung so reguliert wird, daB die 
Temperatur des Gels und/oder der K8mchen nicht Uber etwa 340 • C steigt. 

10. Verfahren nach Anspruch 1, worin die Oberfl~che pro Masseneinheit der K8rnchen vor dem Sinter­
schritt {d) gr8Ber ist als etwa 150 m2/g und die OberfHiche pro Masseneinheit der K6rnchen nach dem 
Sintern unter etwa 0,5 m2/g liegt. 

so 11. Verfahren nach irgendeinem der AnsprOche 1 bis 10, das als zuslitzlichen Schritt nach dem Schritt (d) 
das Vermahlen der K6rnchen umfaBt, um ihre mittlere Teichengr8Be zu verringem. 

55 

12. Verfahren nach Anspruch 11, worin die K8rnchen so lange vermahlen warden, bis lhre mittlere 
TeilchengrlSBe zwlschen etwa 5 IJ.m und etwa 15 IJ.m liegt. 

13. Verfahren nach irgendeinem der AnsprUche 1 bis 12 mit den welteren Schritten: 
(e) Forman eines GrUnk6rpers aus den gesinterten K8mchen; 
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(f) Trocknen und teilweise Sintem des GrOnkorpers in einer Kammer durch (i) erhohen der 
Temperatur der Kammer auf Uber etwa 1.000 • C und (ii) einfOhren von Chlorgas In die Kammer 
und/oder Vakuumisieren der Kammer und/oder Reinigen der Kammer mit eineni inerten Gas; und 
(g) vollsUindiges Sinteren des GrUnkorpers in einer Kammer durch Erh6hen der Temperatur der 
Kammer auf eine Temperatur von Uber etwa 1.720 •c, wl!hrend die Kammer mit Helium gereinlgt 
oder an die Kammer ein Vakuum angefegt wird. 

14. Verfahren nach Anspruch 13, das als zuslitzlichen Schritt nach dem Schritt (g) das isostatische 
HeiBpressen des vollstl!ndig geslnterten Gr0nk6rpers In elner Kammer durch Erh6hen der Temperatur 
der Kammer auf Uber etwa 1.150 • C und das EinfOhren eines inerten Gases in die Kammer bei einem 
Druck von Uber etwa 689,5 KPa (100 pslg) umfaBt. 

15. Verfahren nach Anspruch 14, worin der vollst§ndig gesinterte GrUnk6rper vor dem Schritt des 
lsostatischen HelBpressens In Glaswolle elngewlckelt wlrd. 

16. Verfahren nach einem der Ansprllche 3 und 13, worin das Element Titanium ist und der Glasgegen­
stand einen Ausdehnungskoeffizlenten von unter 0,5 x 10-7 cm/cm/•C aufweist. 

17. Verfahren nach Anspruch 13, worin die gesinterten K<Smchen des Schritts (d) in Wasser vermahlen 
warden, um eine Aufschl§mmung &u .l;)ilden, und worin der Grllnkorper durch SchlickergleBen der 
Aufschliimmung geformt wird. · ;''. '. 

18. Verfahren nach Anspruch 17, worin das spezifische Gewicht der Aufschllimmung Uber etwa 1,70 g/cm3 
liegt. 

19. Verfahren nach Anspruch 13, worin die K6rnchen durch ein Organosilicium-Bindemittel im Gr0nk6rper 
zusammengehalten warden. 

20. Verfahren nach Anspruch 13, worin der Sauerstoff in die Kammer wlihrend wenigstens elnes Teils des 
30 Schritts (f) eingefOhrt wird, um die Menge an mit dam GrUnkorper verbundenen organischen Material 

zu verringern. 

\__,: 40 
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21. Verfahren nach Anspruch 13 oder 14, worln der Glasgegenstand eine optische Wellenleiterfaser ist und 
worin: 

(i) die L6sung des Schrltts (a) Tetraethylorthoslllcat der Formal Si(OC:!Hs)4. enthlilt; 
(ii) die geslnterten KlSrnchen des Schrltts (d) In Wasser vermahlen warden, um eine Aufschllimmung 
zu bllden, wobei die gemahlenen Komchen eine mittlere Tellchengr6Be zwlschen etwa 5 1.Lm und 
etwa 15 u.m aufweisen; 
(iii) der GrllnkCSrper durch SchlickergieBen der Aufschllmmung um einen Stab gebildet wird, der 
einen zentralen Abschnitt und einen iuBeren Abschnltt enthllt, wobel der zentrale Abschnltt 
wenlgstens einen Bereich enthllt, der einen Brechungsindex autweist, der gr<SBer ist als der des 
luBeren Abschnitts; 
(iv) Chlor in die Kammer wlhrend des Schritts.{f) eingefUhrt wird; und 
(v) der durch den Schritt (g) gebildete voilsUindig geslnterte Grllnk<Srper zu elner optischen 
Wellenleiterfaser ausgezogen wird. 

22. Nach einem der AnsprUche 1 bis 21 hergestellte K6rnchen aus Quarzglas, hergestellt aus wenigstens 
einer sllicium-enthaltenden organischen Verbindung der Formal Si(OR)I. oder SiR(OR)a, wobei R eine 
Alkylgruppe ist, und wobei die Kornchen eine mittlere Teilchengr<SBe von unter etwa 1 mm, einen 

50 Kohlenstoffgehalt von weniger als etwa 0,05 Gew.-o/o, einen Uraniumgehalt von wenlger als etwa 0,1 
Teilen pro Milliarde und einen Thoriumgehalt von weniger als etwa 0,6 Teilen pro Milliarde aufweisen. 

55 

23. K6rnchen aus Quarzglas des Anspruchs 22, worin die silicium-enthaltende organische Verbindung 
Tetraethylorthosilicat der Formal Si(OC:!Hs)4 ist. 

24. K6rnchen aus Quarzglas der Ansprllche 22 oder 23, worin die Kornchen ein Dotierungsmittel enthalten, 
ausgewtihlt aus der Gruppe, bestehend aus Aluminium, Antimon, Barium, Beryllium, Bismut, Bor, Brom, 
Cadmium, Calcium, Cerium, Chlor, Chrom, Kobalt, Kupfer, Europium, Fluor, Germanium, Eisen, Lant-
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han, Blei, Lithium, Magnesium, Neodymium, Nickel, Sauerstoff, Phosphor, Kalium, Samarium, Silber, 
Natrium, Strontium, Tantal, Zinn, Titanium, Uranium, Vanadium, Yttrium, Zink und Zirkonium. 

Revendlcatlons 

1. Procede pour produire des granules de silica fondue, comprenant les etapes de: 
(a) pn~paration d'une solution qui contient au molns un compose organlque contenant du sillclum 
ayant la formule Si(OA)4 ou SIR(OR)a, oO Rest un groupe alkyle; 
(b) polymerisation du silicium dans la solution pour former un gel de Si02 ; 

10 (c) sechage du gel a une vitesse qui provoque la fragmentation du gel en granules ayant une taille 
moyenne des particules imerieure a environ 1 mm ; et de 
(d) frittage des granules a une temperature interieure a environ 1150 • c. la densite des granules 
apres frittage etant approximativement egale a leur densite theorique maximale. 

ts 2. Procede salon la revendication 1, dans lequel la solution de l'etape (a) contient de l'orthosilicate de 
tetraethyle ayant la formula Si(O~ Hs )4. 

3. Procede salon la revendlcation 1, dans lequel las granules en verre sont dopes par l'lnclusion, dans la 
solution de l'etape (a), d'au moins un element choisi dans le groupe constltue de !'aluminium, 

20 l'anttmolne, le baryum, le beryllium, le bismuth, le bore, le brome, le cadmium, le calcium, le cerium, le 
chlore, le chrome, le cobalt, le cuivre: 'J•europli)~. le fluor, le germanium, le fer, le lanthane, le plomb, le 
lithium, le magnesium, le nt§odyme, le nickel;· roxygene, le phosphore, le potassium, le samarium, 
!'argent, le sodium, le strontium, le tantale, retain, le titane, !'uranium, le vanadium, !'yttrium, le zinc et 
le zirconium. 

25 
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Procede salon la revendication 3, dans lequel (i) !'element est le titane et (ii) le titane est introduit dans 
la solution sous la forme d'un ester du titane ayant la formula TI(OR)4, oQ R est un groupe alkyle. 

Procede salon la revendication 4, dans lequel l'ester de tltane est choisi dans le groupe constitue du 
titanate de tetraethyle a:yant la formula Ti(OGi Hs )4 et du titanate de tetraisopropyle ayant la formula Ti~ 
(OCH(CHs )2 )4. 

Procede salon la revendication 1, dans lequel le sechage de l'etape {c) est effectue dans un sechoir 
rotatif a une temperature superleure a environ 100 • C. 

Procede selon la revendication 1, dans lequel le gel et/ou les granules sont traites avec de l'oxygene 
durant au moins une partie de l'etape (c) pour elimlner les materiaux organiques. 

Procede salon la revendication 7, dans lequel le debit du traitement a l'oxygene est regle de facon a 
prevenlr une carbonisation substantielle do gel etlou des granules. 

Procecte salon la revendication 8, c:tans lequel le debit du traitement a l'oxyglme est regle de sorta que 
la temperature du gel et/ou des granuh:.s ne mo~e pas au-dessus d'environ 340 • C. 

'' 

46 1 o. Procede selon la revendicatlon 1, dans lequel l'aire superficielle par masse unitaire des granules avant 
l'etape de frittage (d) est superieure a environ 150 m2 par gramme et l'aire superficielle par masse 
onitaire des granules apres frittage est interieure a environ 0,5 rn2 par gramme. 

11. Procede selon l'une quelconque des revendications 1 a 10, incluant l'etape supplementaire, apres 
50 l'etape (d), de broyage de granules pour reduire leur taille moyenne de particules. 

12. Procede salon la revendication 11, dans lequel les granules sont bro~s jusqu'a ce que leur tailla 
moyenne de particules soit entre environ 5 1.1.m et environ 15 1.1.m. 

55 13. Procede salon l'une quelconque des revendications 1 a 12, comprenant en outre las etapes de: 
(e) formation d'un corps vert a partir des granules fri"'s ; 
(f) sechage et frittage partial du corps vert dans une chambre (I) en portant la temperature de la 
chambl'e a plus d'environ 1 000 • C, et (ii) en introduisant du gaz chlore dans la chambre et/ou en 
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faisant le vide dans la chambre et/ou en purgeant la chambre avec un gaz inerte ; et de 
(g) frittage total du corps vert dans une chambre en portant la temperature de la chambre a une 
temperature superieure a environ 1720 • C tout en purgeant la chambre avec de !'helium ou en 
appliquant un vide a la chambre . 

14. Procede salon la revendication 13, incluant l'etape supplementaire, apres l'etape (g), de pressage 
lsostatique a chaud du corps vert totalement frl"' dans une chambre en portant la temperature de la 
chambre a plus d'envlron 1150 • c et en lntrodulsant un gaz lnerte dans la chambre a une presslon 
superieure a environ 689,5 kPa. 

15. Procede salon la revendication 14, dans l~quel le corps vert totalement trim est enveloppe dans de la 
laine de verre avant l'etape de pressage isostatique a chaud. 

16. Procede salon les revendications 3 et 13, dans lequel !'element est le tltane et !'article en verre a un 
16 coefficient de dilatation interieur a 0,5 x 10-1 cm/cm/• C. 

20 

17. Procede salon la revendication 13, dans lequel las granules frittes de l'etape (d) sont broyes dans de 
l'eau pour former une suspension et dans lequel le corps vert est forme en coulant en barbotlne la 
suspension. 

V 18. Procede salon la revendicatlon 17, danil· lequel 1, densite de la suspension est sup6rleure a environ 
1,70 g par cms. · 

19. Procede salon la revendication 13, dans lequel les granules sont maintenus ensemble dans le corps 
26 vert au moyen d'un liant organosilicle. 

20. Procede salon la revendication 13, dans lequel de l'oxyg~ne est introduit dans la chambre durant au 
moins une partie de l'etape (f) pour reduire le taux de materlau organique assocle avec le corps vert. 

30 21. Procede salon la revendication 13 ou 14, dans lequel !'article en verre est une fibre optique.de guide 
d'ondes et dans lequel : 

(I) la solution de l'etape (a) contient de l'orthosilicate de tetraethyle ayant la formula Si(OC2Hs)4 ; 
(ii) las granules frims de l'etape (d) sont broyes dans de l'eau pour former une suspension, lesdits 
granules broyes ayant une tame moyenne des particules entre environ 5 u.m et environ 15 u.m ; 

35 (iii) le corps vert est forme en coulant en barbotine la suspension autour d'une tlge qui contlent une 
partle centrale et une partie exterieure, la partie centrale incluant au moins une region qui a un 
indice de refraction qui est superieur a celui de la partle exterieure, 
(iv) du chlore est introduit dans la chambre durant l'etape (f) ; et 
(v) le corps vert totalement fritte produit par l'etape (g) est etire en une fibre optique de guide 

l_.: 40 d'ondes. 

22. Granules de silica fondue produits -salon l'une quelconque des revendications 1 a 21, prepares a partir 
d'au moins un compose organique contenant du 1mcium ayant la formula Si(OR)4 ou SIR(OR)s. oll R 
est un groupe alkyle, lesdits granules ayant une' tame moyenne des partlcules lmerleure a environ 1 

45 mm, une teneur en carbone interieure a environ 0,05 o/o en poids, une teneur en uranium interieure a 
environ 0,1 partie par milliard, et une.teneur en thorium interieore a environ 0,5 partie par milliard. 

50 

23. Granules de silica fusionnes salon la revendication 22, dans lesquels le compose organique contenant 
du sllicium est de l'orthosilicate de tetraethyle ayant la formula Si(OC2 Hs )4. 

24. Granules de silica fondue salon la revendlcation 22 ou 23, o(J las granules incli.lent un dopant choisi 
dans le groupe constitue de !'aluminium, l'antimoine, le baryum, le beryllium, le bismuth, le bore, le 
brome, le cadmium, le calcium, le cerium, le chlor'e, le chrome, le cobalt, le cuivre, !'europium, le fluor, 
le germanium, le fer, le lanthane, le plomb, le lithium, le magnesium, le neodyme, le nickel, l'oxygene, 

55 le phosphore, le potassium, le samarium, !'argent, le sodium, le strontium, le tantale, retain, le titane, 
!'uranium, le vanadium, !'yttrium, le zinc et le zirconium. 
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