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WHAT IS CLAIMED IS:

1. A three-dimensional object modeling method, comprising:

a plane contour extraction step, wherein for at least one panoramic image shot for each

three-dimensional object of at least one three-dimensional object to be processed, a plane5

contour of the at least one panoramic image of each three-dimensional object in a

three-dimensional space is extracted;

a scale normalization step, wherein a scale of the plane contour of the at least one

panoramic image of each three-dimensional object in the three-dimensional space is

normalized based on a camera position, to obtain normalized plane contours of respective10

panoramic images in the three-dimensional space; and

a multi-object splicing step, wherein based on the camera position, rotation and

translation operations are performed on three-dimensional point coordinates of the

normalized plane contours of the respective panoramic images in the three-dimensional space,

so as to unify the three-dimensional point coordinates in same one coordinate system, to15

splice plane contours of respective three-dimensional objects into a multi-object plane

contour.

2. The three-dimensional object modeling method according to claim 1, wherein the

plane contour extraction step comprises:20

a camera position acquisition step, wherein according to a geometric relationship of at

least two panoramic images shot for each three-dimensional object of the at least one

three-dimensional object to be processed, the camera position of a panoramic camera when

shooting each panoramic image of the at least two panoramic images of each

three-dimensional object and three-dimensional point coordinates of matching feature points25

on each panoramic image are obtained;

a single-image plane contour generation step, wherein for each panoramic image of the

at least two panoramic images of each three-dimensional object, a plane contour of the

panoramic image in the three-dimensional space is generated based on a contour surrounded

by edge pixels in pixels, whose contour features belong to a specific category, on the30
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panoramic image,

wherein the specific category comprises at least a top portion, a bottom portion, and a

support portion of a three-dimensional object in the panoramic image.

3. The three-dimensional object modeling method according to claim 2, wherein the5

single-image plane contour generation step comprises:

based on a feature similarity among pixels on each panoramic image of the at least two

panoramic images of each three-dimensional object, determining the edge pixels in the pixels,

whose contour features belong to the specific category, on each panoramic image of the at

least two panoramic images of each three-dimensional object,10

wherein a feature similarity of two pixels is an absolute value of a difference between

features of the two pixels, and features of each pixel comprise grayscale and color.

4. The three-dimensional object modeling method according to claim 1, wherein the

plane contour extraction step comprises:15

a camera position acquisition step, wherein according to a geometric relationship of at

least two panoramic images shot for each three-dimensional object of the at least one

three-dimensional object to be processed, the camera position of a panoramic camera when

shooting each panoramic image of the at least two panoramic images of each

three-dimensional object and three-dimensional point coordinates of matching feature points20

on each panoramic image are obtained; and

a single-image plane contour generation step, wherein for each panoramic image of the

at least two panoramic images of each three-dimensional object, a plane contour of the

panoramic image in the three-dimensional space is extracted through a deep learning model

used for extracting an image contour.25

5. The three-dimensional object modeling method according to claim 4, wherein the

deep learning model is trained in a following manner:

by manually labeling contour features of three-dimensional objects of a type of interest

on a plurality of panoramic images serving as training images, generating a contour feature30
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training data set of the three-dimensional objects of the type of interest; and

training the deep learning model using the contour feature training data set of the

three-dimensional objects of the type of interest, to obtain a trained deep learning model,

wherein an output of the deep learning model comprises categories of the contour

features of the three-dimensional objects of the type of interest.5

6. The three-dimensional object modeling method according to claim 5, wherein the

single-image plane contour generation step comprises:

inputting the at least two panoramic images of each three-dimensional object into the

trained deep learning model to obtain a category of a contour feature corresponding to each10

pixel in the at least two panoramic images of each three-dimensional object;

extracting edge pixels that are at edges among pixels, whose contour features belong to a

specific category, on each panoramic image of the at least two panoramic images of each

three-dimensional object as specific category edge pixels;

assuming that all specific category edge pixels on each panoramic image of the at least15

two panoramic images of each three-dimensional object have the same height hc that serves

as an assumed contour height of a contour of the specific category, projecting the specific

category edge pixels on each panoramic image onto a three-dimensional plane to obtain

specific category three-dimensional points corresponding to each panoramic image, and then

forming a plane contour of each panoramic image in the three-dimensional space based on20

the specific category three-dimensional points corresponding to each panoramic image,

wherein the specific category comprises a top portion of a three-dimensional object in

the panoramic image.

7. The three-dimensional object modeling method according to any one of claims 2-6,25

wherein the camera position is obtained in the camera position acquisition step,

the camera position acquisition step comprises:

obtaining a video stream and a timestamp corresponding to at least one panoramic

image of each three-dimensional object;

determining at least one video frame corresponding to the at least one panoramic30
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image of each three-dimensional object in the video stream based on the timestamp; and

determining the camera position of the panoramic camera when shooting the at least

one panoramic image of each three-dimensional object according to a position of the at

least one video frame.

5

8. The three-dimensional object modeling method according to any one of claims 2-6,

wherein the camera position is predetermined or obtained in the camera position acquisition

step,

the camera position acquisition step comprises:

using a geometric relationship of at least two panoramic images shot for each10

three-dimensional object of the at least one three-dimensional object to be processed,

performing feature point matching between the at least two panoramic images of each

three-dimensional object, and recording feature points that match with each other in the

at least two panoramic images of each three-dimensional object as the matching feature

points; and15

for each panoramic image of the at least two panoramic images of each

three-dimensional object, reducing reprojection errors of the matching feature points on

each panoramic image to obtain the camera position of the panoramic camera when

shooting each panoramic image and the three-dimensional point coordinates of the

matching feature points on each panoramic image.20

9. The three-dimensional object modeling method according to claim 8, wherein the

scale normalization step comprises:

in a case where the camera position is obtained in the camera position acquisition step,

sorting from small to large height values of all three-dimensional point coordinates,25

which are obtained when the camera position is obtained, on at least one panoramic image of

each three-dimensional object, and taking a median value or an average value of the height

values sorted in front as an extracted contour height hc’ of the contour of the specific category;

and according to a ratio of the assumed contour height hc of the contour of the specific

category to the extracted contour height hc’ of the contour of the specific category, generating30
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normalized plane contours of at least two panoramic images of each three-dimensional object

in the three-dimensional space based on the plane contours of the at least two panoramic

images of each three-dimensional object in the three-dimensional space; and

in a case where the camera position is a camera definition height hc’ that is

predetermined,5

according to a ratio of a camera assumed height hc that is assumed to the camera

definition height hc’, generating normalized plane contours of at least two panoramic images

of each three-dimensional object in the three-dimensional space based on the plane contours

of the at least two panoramic images of each three-dimensional object in the

three-dimensional space,10

wherein the assumed contour height hc of the contour of the specific category is an

arbitrarily assumed height.

10. The three-dimensional object modeling method according to any one of claims 1-9,

after the scale normalization step, further comprising a single-object plane contour generation15

step, which comprises:

for at least two panoramic images shot for the at least one three-dimensional object to be

processed, determining whether there are a plurality of panoramic images belong to the same

three-dimensional object one by one in a following method: if there are matching feature

points, a ratio of which is more than a specific ratio, between two panoramic images, then it20

is determined that the two panoramic images belong to a same three-dimensional object; and

if it is determined that the plurality of panoramic images belong to the same

three-dimensional object, for respective plane contours of the same three-dimensional object

obtained according to the plurality of panoramic images, a union of all the plane contours of

the same three-dimensional object is taken as a plane contour of the three-dimensional object25

in the three-dimensional space.

11. The three-dimensional object modeling method according to claim 10, wherein in the

multi-object splicing step, the multi-object plane contour in the three-dimensional space is

obtained by splicing based on the plane contours of respective single three-dimensional30
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objects in the three-dimensional space.

12. The three-dimensional object modeling method according to any one of claims 1-11,

wherein the multi-object splicing step comprises:

assuming that there are N plane contours of all panoramic images in the5

three-dimensional space, a p-th three-dimensional point of an n-th plane contour is indicated

as n
pX , and the camera position where a panoramic image corresponding to the n-th plane

contour is shot is indicated as {Rn, tn}, where Rn is a rotation matrix used to represent a

rotation parameter of the camera position, and tn is a translation vector used to represent a

translation parameter of the camera position, where N is an integer greater than 1, and n is an10

integer greater than or equal to 1,

selecting the camera position where a panoramic image corresponding to an i-th plane

contour is shot as a reference coordinate system, and unifying the three-dimensional points of

other plane contours under the reference coordinate system through a formula below:

  in
n
p
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ni

in
p tt  XRRX

, and15

converting all the three-dimensional points of the plane contours after the scale

normalization except the i-th plane contour through the formula, to unify the

three-dimensional points of all the plane contours under the same coordinate system, so as to

splice the plane contours of the respective three-dimensional objects into the multi-object

plane contour.20

13. The three-dimensional object modeling method according to claim 12, wherein the

three-dimensional object modeling method further comprises:

a multi-object contour optimization step, wherein a distance between adjacent edges of

two single-object plane contours in the multi-object plane contour is calculated, and if the25

distance is non-zero and less than a certain threshold, the two single-object plane contours are

shifted to make the distance between the adjacent edges become to zero.

14. The three-dimensional object modeling method according to any one of claims 1-13,
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further comprising:

a 3D model generation step, wherein after the multi-object splicing step, the multi-object

plane contour obtained by splicing in the three-dimensional space is converted into a

multi-object 3D model.

5

15. The three-dimensional object modeling method according to claim 14, wherein the

3D model generation step comprises:

performing three-dimensional point interpolation on an inside of a top plane contour of

the multi-object plane contour obtained by splicing, and projecting all obtained

three-dimensional point coordinates on respective top plane contours into a corresponding10

panoramic image coordinate system to obtain a top texture;

performing the three-dimensional point interpolation on an inside of a bottom plane

contour of the multi-object plane contour obtained by splicing, and projecting all obtained

three-dimensional point coordinates on respective bottom plane contours into the

corresponding panoramic image coordinate system to obtain a bottom texture;15

connecting three-dimensional vertices on the same plane position between the top plane

contour and the bottom plane contour to form a plane contour of a support portion,

performing the three-dimensional point interpolation on an inside of the plane contour of the

support portion, and projecting all obtained three-dimensional point coordinates of the plane

contours of respective support portions into the corresponding panoramic image coordinate20

system to obtain a support portion texture; and

generating a 3D texture model of the entire three-dimensional object based on the top

texture, the bottom texture, and the support portion texture.

16. The three-dimensional object modeling method according to claim 15, wherein in25

the 3D model generation step, a height value of an extracted height, which is taken as the

extracted contour height hc’ of the contour of the specific category, from the camera to a top

portion of a corresponding three-dimensional object in all the obtained three-dimensional

point coordinates on the top plane contour of each three-dimensional object is replaced by an

extracted height hf’ from the camera to a bottom portion of the corresponding30
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three-dimensional object and length values and width values in all the obtained

three-dimensional point coordinates on the top plane contour of each three-dimensional

object remain unchanged, to obtain the bottom plane contour of each three-dimensional

object,

the extracted contour height hc’, which is a height from the camera to the top portion of5

the corresponding three-dimensional object, of the contour of the specific category is

obtained in a following manner: sorting from small to large height values of all

three-dimensional point coordinates, which are obtained when the camera position is obtained,

on at least one panoramic image of each three-dimensional object, and taking a median value

or an average value of the height values sorted in front as the extracted contour height hc’,10

which is the height from the camera to the top portion of the corresponding three-dimensional

object, of the contour of the specific category, and

the extracted height hf’ from the camera to the bottom portion of the corresponding

three-dimensional object is obtained in a following manner: sorting from small to large the

height values of all three-dimensional point coordinates, which are obtained when the camera15

position is obtained, on the at least one panoramic image of each three-dimensional object,

and taking a median value or an average value of the height values sorted in rear as the

extracted height hf’ from the camera to the bottom portion of the corresponding

three-dimensional object.

20

17. An image processing method, comprising:

a camera position acquisition step, wherein using a geometric relationship of at least two

panoramic images shot for each three-dimensional object of at least one three-dimensional

object to be processed, a position of a panoramic camera when shooting the at least two

panoramic images of each three-dimensional object and three-dimensional point coordinates25

of matching feature points on the at least two panoramic images of each three-dimensional

object are obtained;

a single-image plane contour generation step, wherein for each panoramic image of the

at least two panoramic images of each three-dimensional object, a plane contour of the

panoramic image in the three-dimensional space is generated based on a contour surrounded30
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by edge pixels in pixels, whose contour features belong to a specific category, on the

panoramic image; and

a scale normalization step, wherein a scale of the position that is obtained of the

panoramic camera when shooting the at least two panoramic images of each

three-dimensional object and scales of the plane contours of the at least two panoramic5

images of each three-dimensional object in the three-dimensional space are normalized, to

obtain normalized plane contours of respective panoramic images in the three-dimensional

space.

18. An image processing method, comprising:10

a camera position acquisition step, wherein using a geometric relationship of at least two

panoramic images shot for each three-dimensional object of at least one three-dimensional

object to be processed, a position of a panoramic camera when shooting the at least two

panoramic images of each three-dimensional object and three-dimensional point coordinates

of matching feature points on the at least two panoramic images of each three-dimensional15

object are obtained;

a single-image plane contour generation step, wherein for each panoramic image of the

at least two panoramic images of each three-dimensional object, a plane contour of each

panoramic image in the three-dimensional space is extracted through a deep learning model

used for extracting an image contour; and20

a scale normalization step, wherein a scale of the position, which is obtained, of the

panoramic camera when shooting the at least two panoramic images of each

three-dimensional object and scales of the plane contours of the at least two panoramic

images of each three-dimensional object in the three-dimensional space are normalized, to

obtain normalized plane contours of respective panoramic images in the three-dimensional25

space.

19. An image processing device, comprising:

a processor; and

a memory, having executable codes stored thereon, wherein when the executable codes30
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are executed by the processor, the processor is caused to execute the method according to any

one of claims 1-16.

20. A three-dimensional object modeling method, comprising:

an image processing step, wherein using the image processing method according claim5

17 or 18, image processing is performed on at least one panoramic image of each

three-dimensional object, to obtain normalized plane contours of respective panoramic

images in the three-dimensional space; and

a multi-object splicing step, wherein based on the normalized plane contours of the

respective panoramic images in the three-dimensional space, a multi-object plane contour is10

obtained by splicing.

21. The three-dimensional object modeling method according to claim 20, further

comprising:

a single-object plane contour generation step, wherein plane contours of respective15

single three-dimensional objects in the three-dimensional space are obtained based on the

normalized plane contours of the respective panoramic images obtained in the image

processing step.


