[0032] Recently, efforts have been made to perform such lens replacement
surgeries using smaller corneal incisions. For example, as shown schematically in the
illustration of FIG. 3, typically, the distal end of an intraocular lens inserter 14 is inserted
completely through the incision 10, during a procedure of inserting an intraocular lens 18.

However, with reference to FIG. 4, recently surgeons have been adopting a “wound-
“assist” technique, wherein only a small portion of the tip 20 of the intraocular lens inserter 14
is inserted into the incision 10, wherein the incision 10 is smaller than the incisions
previously made, such as during the procedure illustrated in FIG. 3. As such, the intraocular
lens 18, in its folded state, is pushed through and slides along interior surfaces of the incision
10. This allows the incision 10 to be smaller and the wound itself (incision 10) becomes a
lumen for inserting the lens 18 into the eye.

[0033] During such a procedure, the surgeon can use the distal end 20 of the tip of
the intraocular inserter 14 to help hold the incision 10 open. For example, the surgeon might
apply a lateral force in the direction of arrow 22 in order to hold the incision 10 open such
that the lens 18 can be pushed therethrough.

SUMMARY OF THE INVENTION

[0033a]  According to a first aspect of the present invention, there is provided an
intraocular lens inserter comprising:

an intraocular lens support portion configured to support an intraocular lens for
insertion into an eye of an animal; and

an actuator portion configured to receive mechanical energy from an energy storage
device and to convert the received mechanical energy into translational movement of a-an
intraocular lens supported in the intraocular lens support portion,

wherein the actuator portion includes a fluid circuit filled with a substantially

incompressible fluid and a plunger device, wherein the fluid circuit transfers enerev from the

enerey storage device to the pluneer device so as to move the nluneer device.

[0033b] According to a second aspect of the present invention, there is provided an
intraocular lens inserter comprising:

an intraocular lens support portion;

an actuator portion communicating with an energy storage device and comprising a
substantially incompressible fluid, the actuator portion configured to apply mechanical forces
from the energy storage device to the incompressible fluid for discharging an intraocular lens

supported by the intraocular lens support portion.



[0033¢]  According to a third aspect of the present invention, there is provided a
method for discharging an intraocular lens from an intraocular lens cartridge, the method
comprising:

releasing stored energy from a compressible energy storage medium;

conducting the released energy from the compressible energy storage medium with a
substantially incompressible fluid to a plunger;

moving the plunger with the substantially incompressible fluid to push an intraocular
lens out of an intraocular lens cartridge.

[0034] Embodiments of the invention disclosed herein include the realization that
an intraocular lens inserter design can allow a surgeon to actuate and thus discharge a lens
from an inserter device with one hand can provide a surgeon and can also reduce the manual
force that must be applied by the surgeon. For example, in some known conventional
devices, such as plunger devices, a surgeon must use significant manual force against the
proximal end of the plunger to push the lens through the end of the inserter device. This
makes it more difficult for the surgeon to hold the device in the desired orientation and
location during insertion. This problem is more significant in the surgical procedures more
recently adopted such as that described above with reference to Figure 4. Thus, an
intraocular lens insertion device that provides assisted discharge force can help a surgeon
perform the surgical procedure as desired.

[0035] Embodiments of the invention disclosed herein include the realization that
significant costs for such devices can be reduced by the use of an inserted device having an
incorporated mechanism for storing energy for providing a discharge force, which is not

connected by a tether, for example, to a separate console. For example, some
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WHAT IS CLAIMED IS:.

1. An intraocular lens inserter comprising:

an intraocular lens support portion configured to support an intraocular lens
for insertion into an eye of an animal; and

an actuator portion configured to receive mechanical energy from an energy
storage device and to convert the received mechanical energy into translational
movement of &-an intraocular lens supported in the intraocular lens support portion,

wherein the actuator portion includes a fluid circuit filled with a substantially

incompressible fluid and a plunger device, wherein the fluid circuit transfers energy

from the energvy storage device to the plunger device so as to move the plunger

device.

2. The intraocular lens inserter according to Claim 1, wherein the intraocular lens
support portion is configured to receive an intraocular lens cartridge having an outer housing
and an intraocular lens disposed therein, and to retain the intraocular lens cartridge in a
predetermined position.

3. - The intraocular lens inserter according to Claim 1, further comprising an
energy storage portion, wherein the energy storage portion is configured to receive the energy
storage device with a compressible energy storage medium contained completely within the
intraocular lens inserter, wherein the intraocular lens inserter is configured to be handheld.

4, The intraocular lens inserter according to Claim 1, wherein the—actuator

lunger-device-so—as—to-movemovement of the plunger device se-as—to—ejectejects an-the

intraocular lens supported by the intraocular lens support portion.

5. The intraocular lens inserter according to Claim 1, wherein the actuator
portion includes an actuator member configured to be actuatable by a hand of a human,
between an unactuated position and an actuated position by movement in a direction

generally transverse to a longitudinal axis of the intraocular lens inserter.
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6. The intraocular lens inserter according to Claim 1, wherein the energy storage
device comprises a cartridge of compressed gas.
7. The intraocular lens inserter according to Claim 6, additionally comprising a

piercing needle configured to pierce a seal of a cartridge of compressed gas.
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