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(54) Title: CHIP MODULE FOR AN RFID SYSTEM

(54) Bezeichnung: CHIPMODUL FUR EIN RFID-SYSTEM
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(57) Abstract: The invention relates to a chip module for an RFID system, in particular for an RFID-label, a coupling label for use
in an RFID-label, an RFID-Inlay for an RFID-label, and an RFID label produced using an RFID inlay on a strip-shaped backing
material (5, 8), in particular a backing film; an RFID chip (3) and a coupling antenna (4) that is electrically, in particular galvanically,
connected to the RFID-chip (3), are arranged on the strip-shaped backing material.
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(57) Zusammenfassung: Die Erfindung betrifft ein Chipmodul fiir ein RFID-System, insbesondere fiir ein RFID-Etikett, ein Kop-
peletikett zur Verwendung in einem RFID-Etikett, ein RFID-Inlay fiir ein RFID-Etikett, sowie ein unter Verwendung eines RFID-In-
lays hergestelltes RFID-Etikett auf einem bahnférmigen Trégermaterial (5, 8), insbesondere einer Trigerfolie, ein RFID-Chip (3)
und eine mit dem RFID-Chip (3) elektrisch, insbesondere galvanisch, verbundene Koppelantenne (4) angeordnet sind.



