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TITLE OF THE INVENTION 

CONTROL APPARATUS AND CONTROL METHOD 

BACKGROUND OF THE INVENTION 

This invention relates to a control apparatus-

5 used for the process control of semiconductor device 

q9;r;100-i~ 
\~,; 

manufacturing equipment such as cluster tool equipment 

and a method therefor. 

In general, a process chamber for performing 

various processes such as ·a CVD (chemical vapor 

10 deposition) process or a sputtering process, an etching 

process, and a thermal oxide_process for semiconductor 

wafers W is provided in the upstream thereof ~ith a 

cassette chamber which has cassettes capab~e of 

containing a plurality (twenty five, for example) of 

15 the wafers w. The wafers are transferred from the __ 

cassette chamber to the process chamber via a transfer 

chamber. 

A. trans.fer chamber is generally connected to a 

plurality (three, for example) of process chambers such 

20 that the wafers are transferred from the cassette 

chamber to the process chambers via the transfer 

chamber so as to be subjected to the various processes. 

In such a system, the process chamber must be 

sometimes replaced or cleaned due to the.contamination 

25 by the deposition of the reactive product produced 

during the processes, for example. In tha_t· time, the 

operation of the process chamber must be stopped during 
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the maintenance or cleaning. If one of the three 

process chambers needs to be maintained or .cleaned, it 

is preferable in view of the manufacturing ef f icien~y 

that the operation of only the process chamber which 

5 needs to be maintained or cleaned is stopped to be 

maintained or cleaned and the other process.chambers 

continue to operate. 

In the most case, however, the operations of the 

transfer chamber, the cassette chamber, and the process 

10 chambers are controlled by process control by which the 

operations of the chambers are closely related to each 

other. It is thus very difficult to control t_he. unit_s 

so as to stop the operation of only the sp~cified.one 

process chamber as described above. More specifically, 

15 when the operation of only specified one process 

chamber is desired to be stopped, not only the program 

for controlling the specified one process c~a~ber but 

also the program for controlling all the process 

·chambers inclusively and the programs for controlling 

20 _the cassette chamber and the trans·fer chamber need to 

be changed. 

BRIEF SUMMARY OF THE INVENTION 

It is an object of the present invention to 

provide a control apparatus capable of maintaining/ 

25 cleaning the process units without stopping the process. 

It is another object of the present inve~tion to 

provide a control apparatus capable of easily changing 
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the process routine. 

· According to the present invention, there is 

provided a control apparatus comprising a plurality of 

process units operating in accordance with paramet~rs, 

5 a storing section for storing parameters-relevant to 

processings of the process units, a setting section 

for setting predetermined parameters for the process 

units, and an administration section for sending the 

parameters, which are stored in the storing section and 

10 corresponds to one of the process units, in reply to a 

request issued by the one of the process u·nits thereto, 

transferring one of the parameters set by the setting 

section .to the corresponding one of the process units, 

and rewriting the parameters stored in the storing 

15 section to the parameter set by the setting· s~ction. 

The cont~ol apparatus according to the present 

invention is constituted to store parameters · 

respectively corresponding to the process units in 

advance, and in reply to a request from one of the 

20 proce~s units, to send back the parameter corresponding 

to the requesting process unit. In addition, when the 

process unit is changed, if the parameter after the 

change of the process unit is set, the control 

apparatus sends the parameter to the process unit and 

25 simultaneously rewrites the parameter stored in the 

file in advance to the set parameter, and thus can 

change the process unit without stopping the process. 
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According to the present invention, there is 

provided a control apparatus comprising a plurality 

of process units operating in reply to ·parameters, 

a first storing section for storing parameters-

5 corresponding to the.process units, a second storing 

section for storing parameters common to the process 

units, a setting section for setting the parameter for 

the process units, and_ an administration section for 

sending a parameter which is stored in one of the first 

10 and second s.toring sections and corresponds· to one of 

the process units, in reply to a request issued by the 

one of the process. units, transferring the one of the 

parameters set by the setting section to the process 

unit, and rewriting the parameters stored in one of the 

15 storing sections to the parameter set by the setting 

section. 

According to the above-mentioned constitution, a 

common parameter common to the process units is sto+ed, 

and thus the relevant parameters need not to be 

20 rewritten in stopping the process unit, and the memory 

region used to store the parameters can be reduced. 

The present invention provides a control method 

comprising the steps of operating a plurality Of 

process units in accordance with parameters, preparing 

25 a storing section for storing parameters relevant to 

processings of the process units, setting predetermined 

parameters for the process units, and sending a stored 
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parameter or parameters corresponding to one of the 

process units, in reply to a request issued by the 

one of the process units, transferring ·one ·of 

the parameters set by the setting section to a 

5 corresponding one of the process units, and rewriting 

the parameters stored in the storing section to the 

parameter set by the setting section. 

Additional objects and advantages of the invention 

will be set forth in the description which follows, and 

10 in part will be obvious from the description, or may 

be learned by practice of the invention. The objects 

and advantages of the invention may be realized 

and obtained by means of the instrumentalities- and 

combinations particularly pointed out hereinbefore. 

15 BRIEF DESCRIPTION OF THE SEVERAL VIEWS OF THE DRAWING 

The accompanying drawings, which are incorporated 

in and constitute a part of the specification, illus­

trate presently preferred embodiments of the invention, 

and together with the general description given above 

20 and the detailed description of the preferred embodi­

ments. given below, serve to explain the principles of 

the invention. 

FIG. 1 is a plane view of a semiconductor wafer 

processing equipment according to an embodiment of the 

25 present invention. 

FIG. 2 is a block diagram showing· the 

constitution of a control apparatus for controlling 
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the semiconductor wafer processing equipment shown in 

FIG. 1. 

FIG. 3 shows the relationship between-process 

units and a parameter administration section shown in 

5 FIG. 2 and parameters stored in a parameter file. 

FIG. 4 shows an example of a local parameter file 

corresponding to all the process units shown in FIG. 2. 

FIG. 5 shows an example of a local parameter 

file corresponding to one of the process units shown 

10 in FIG. 2. 

FIGS. 6A and 6B show the data transmission format 

in the embodiment of the present invention. 

FIG. 7 is a schematic view explaining the 

starting/stopping operation of one of the process units 

15 according to the embodiment of the present inventio~. 

FIG. 8 is a flow chart explaining a processing 

route changing operation according to the embodiment of 

the present invention. 

FIGS. 9A and 9B show the parameter rewriting 

20 operation when the process of one of the process units 

is stopped, .in which the parameter corresponding to the 

stopped process unit is rewritten. 

FIGS. lOA and lOB show the parameter rewriting 

operation when the process of all the process ~nits 

25 are stopped, in which the parameters corres_ponding to 

all the process units are rewritten. 

FIG. 11 shows one example of a display 
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(in Japanese) according to the embodiment of the 

present invention. 

FIG. 12 shows another example of the display 

according to the embodiment of the present inventio~, 
. . 

5 which is converted from the display in Japanese shown 

10 

in FIG. 11 to display in English. 

DETAILED DESCRIPTION OF THE INVENTION 

The embodiment of the present invention will be 

described below with reference to the drawings. 

According to the embodiment shown in FIG. 1, a 

semiconductor wafer processing equipment comprises a 

plurality (three in this embodiment) of process units 

(process chambers) 1, 2, and 3 for performing yarious 

processes such as CVD (chemical vapor depo~ition) 

15 process or a sputtering process, an etching process~ 

and a thermal oxide process for semiconductor-wafe~s W, 

cassette units {cassette chambers) 4 _and 5 having 

cassettes Cl and C2 which can contain a plu~a~ity 

(twenty five, for example) of wafers W, and a transfer 

20 chamber (transfer unit) 6 for transferring the wafers 

from the cassette unit to the process units. The 

chambers in the equipment are connected to each other 

by gate valves G which can be desirably opened/closed. 

The transfer chamber is provided therein with a 

25 multi-joint type transfer arm 7 capable of bending 

and rotation operations, by which the wafers W are 

transferred between the units. When the cassettes Cl 



8 

and C2 are taken into·the cassette units 4 and 5, the 

cassettes Cl and C2 are rotated 90° to turn their 

outlets from which the wafers W are taken out from the 

cassettes to the center of the transfer unit 6 such 

5 that the transfer arm 7 can easily take the wafers W 

our from·the cassettes. 

FIG. 2 is a block diagram showing the constitution 

of a control apparatus for controlling the 

semiconductor wafer processing equipment having the 

10 above-mentioned structure shown in FIG. 1. 

Machine controllers (MCs) 11-16 as slave control 

devices control the process units 1, 2, and 3, the 

cassettes units 4 and 5, and the transfer unit 6, 

respectively. All the machine controllers (MCs) 11-16 

15 are inclusively controlled by a main controller (EC) 17 

as a master control device. The main controller (EC) 

17 includes a parameter administration unit (PRM) 18, 

a man machine interface (MMI) for c;onnecting the-main 
. . 

controller (EC) 17 and a touch screen 19, and a 

20 parameter file 21. The machine controllers 11-16 

correspond to process units which operate in accordance 

with parameters. 

FIG. 3 shows the relationship between process 

units 26 (i.e., the machine controller 11-16), the 

25 parameter administration unit (PRM) 18, and parameters 

stored in the parameter file 21. 

The parameter file 21 includes local p~rameter 
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files 22, global parameter files· 23, edit parameter 

files 24, and parameter control files 25. Each of .the 

files has two types of parameter files: a source 

parameter file, and a parameter file which is formed by 

5 compiling the parameters in a text format •. By adding 

the parameter file in the text format to the source 

parameter file, the present invention facilit~tes the 

edit operation. 

The local parameter files· 22 store parameters 

10 which respectively correspond to the process units 26 

(i.e., the process units 11-16). Upon receiving 

requests from the process units 26, the parameters 

stored in the local parameter files are respectively 

transferred.through the parameter administration unit 

15 (PRM) 18 and mapped in corresponding one of the process 

units 26. 

The global parameter files 23 store common 

parameters common to the process units 11-16. The 

common parameters stored in the global parameter file 

20 23 are transferred through the parameter administration 

unit (PRM) 18 and mapped in a global memory area 27 . 

The pa~ameters mapped in the global memory area 27 are 

read/written by the parameter administration unit {PRM) 

18 and the process units 26. 

25 The edit parameter files 24 store parameters which 

can be edited. It thus can be determined whether or 

not the parameter can be edited merely by referring-to 
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the edit parameter file 24. 

The parameter control files 25 store parameters 

indicating the positions of the above-mentioned 

parameters •. 

5 FIG. 4 shows an example of the local p~rameter· 

file 22 which corresponds. to all the process units~ 

From the left end of the first row of this file, 

"u" denotes a command, "1" denotes a row nuinber, 11 0" 

denotes the minimum value of the number of the process 

10 units, "3" denotes the maximum value of the number of 

the process units, 11 3" denotes the default maximum 

value of the number of the process units, and 11 3 11 

denotes the current value of the number of the process 

units. 

15 FIG. 5 shows the other example of the ·.local 

parameter file which corresponds to one of the process 

units. 

From the left end of the first row of this file, 

"u" denotes a command, "1" denotes a row number, "0" 

20 denotes the value when the process unit is stopped 

{the minimum value of the number of the process unit), 

11 l '; denotes the value when the process unit operates 

(the maximum value of the number of the operating 

process unit), "1" denotes the default maximum value of 

25 the stop/operation of the process unit (in this case, 

the value is set at "1" indicating that the unit is in 

operation), and "l" denotes the current value of the 

r 
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stop/operation of the process unit (in this case, the 

value is set at "l" indicating that the unit is in 

operation) . 

FIG. 6A shows the data format of data transmitted 

5 from the parameter files to the process units 26 

through the parameter. administration unit (PRM) 18. 

According to this data format, a type of data is 

transferred at first, and then the current yaiue, the 

maximum value, and the minimum value as described above, 

10 are transferred in order. FIG. GB shows the transfer 

data of the file shown in FIG. 5. 

FIG. 7 ·schematically shows the operation of the 

control apparatus when one of the process units 26 

(the machine controllers 11-16) operates/stop~. 

15 As shown in FIG. 7, when one of the process units 26 

starts to operate, the one process unit 26 requires the 

parameter administration unit 18 to issue a·parame~er 

corresponding to the process unit (see FIG.: 7, a). 

In response thereto, the parameter administfa~ion 

20 unit (PRM) 18 reads the corresponding parameter from 

the parameter file 21 (see FIG. 7, b) to transfer the 

parameter to the one process unit 26 requiring the 

parameter (see FIG. 7, £)· In this manner,. the one 

process unit 26 operates in accordance with the read 

25 parameter. 

On the other· hand, when one of the process 

u.nits 26. ·needs to be stopped, the user inputs an 
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instruction to stop the process unit 26 to be stopped 

through the touch screen (see FIG. 7, d). This 

instruction is input into the parameter administration 

unit 18 through the man machine interface (MMI) 20 . 

5 (see FIG. 7, e). In response to the stop instruction, 

the parameter administration unit (PRM) 18 rewrites 

the parameter stored in the parameter file 21, 

which corresponds to the process unit 26 to be 

stopped (see FIG. 7, f). Simultaneously, the parameter 

10 administration unit (PRM) 18 transfers the parameter 

correeponding to the stop instruction to the process 

unit 26 to be stopped (see FIG. 7, g). Upon.receiving 

the stop instruction, the process unit stops the 

operation. In this time, the other process units 26 

15 continue to perform the process by' the processing route 

from which the stopping process unit is excluded. 

The above-mentioned stop operation of the process 

unit, i.e., the processing route changing operation, 

will be described more specifically with reference to 

20 FIG. 8. 

Assuming that a process is performed by a 

processing route in which the process is performed from 

the cassette unit 4, the process unit 1, the process 

unit 2, the process unit 3, and to the cassette unit 5, 

25 in order. If only the process unit 3 needs to be 

stopped in this case, and the process needs to be 

continuously performed by another processing route in 
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which the process is performed from the cassette unit 4, 

the process unit 1, the_process unit 2, and to the 

cassette unit 5, in order, the stop instruction of 

stopping the process unit 3, i.e., the processing route 

5 changing instruction is input into the parameter 

administration unit 18 through the man machine 

interface 20 {STl). In response to this instruction, 

the parameter administration unit 18 rewrites· a 

parameter stored in the parameter file 21. More 

10 specifically, the parameter administration unit 18 

rewri~es the parameter file 21 in accordance with the 

processing route changing instruction to form the 

processing route in which the process is performed from 

the cassette unit 4, the process unit 1, the process 

15 unit 2, and to the cassette unit 5 (ST2). In this time, 

the parameter administration unit 18 transfers the 

rewritten parameter to the process unit 26 which needs 

the parameter (ST3). By transferring the parameter in 

this manner, the parameter of the corresponding process 
. . 

20 unit is rewritten (ST4), and the processing form in 

the process unit is changed (STS). Thereafter, the 

process is continued by the changed processing route, 

i.e., the route not including the process unit 3 (ST6). 

Accordingly, when the maintenance or cleaning of the 

25 process unit 3 needs to be performed, it can be 

performed without stopping the other process units. 

The rewriting operation of rewriting the parameter 
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corresponding to the process unit to be stopped as 

described above is shown in FIGS. 9A and 9B·. FIG. 9A 

shows a parameter file of a unit in operation, and 

FIG. 9B shows a parameter file of a stopped un1t. 

5 As shown in these drawings, the current value at the 

right end of the first row is set at "l" in.operation, 

and when the operation is stopped, the current value is 

turned to 11 0 11
• 

In addition to the parameter corresponding to the 

10 unit to be stopped, the parameters relevant thereto 

also must be rewritten. More specifically, when one 

of process units is stopped, the parameter ·in the 

file corresponding to all the process units and the 

parameter in the file corresponding to the transfer 

15 unit also need to be rewritten. The file corresponding 

to the all the process units are rewritten ·in such 

a manner as shown in FIGS. lOA and lOB. The file 

corresponding to all the process units in operation is 

formed as shown in FIG. lOA. When one of the process 

20 units is stopped and the other two process units are 

in operation, the file shown in FIG. lOB is formed. 

As shown in these drawings, when the three process 

units 1, 2, and 3 are in operation, the current value 

at the right end of the first row is set at 11 3", and 

25 when one of the process units is stopped, the current 

value is rewritten to "2". The files corresponding to 

the transfer unit and the like are also rewritten in 
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the similar manner to the above. 

In order to facilitate the above-mentioned 

rewriting operation of relevant files when the 

parameter of a file is rewritten, a file in wh.ich 

5 parameters relevant to each other are collected is 

prepared in advance. When a parameter is rewritten~ 

the parameters relevant to the rewritten parameter.can 

be easily rewritten by referring this file. Also, if a 

parameter which can be used as a common value common to 

10 all the process units is stored in the global parameter 

file 23, the parameters relevant thereto need not to be 

rewritten. In addition, by storing the parameters in 

the global parameter file 23, a memory region necessary 

for storing the parameters can be reduced in area. 

15 According to the control apparatus of the present 

embodiment, when a process unit is stopped, the.process 

units other tha:n the process unit to be stopped need 

not to be stopped. In other words, one of the pro~ess 

units can be stopped while the other process units 

20 are in operation. Accordingly, when all the three 

process units 1, 2, and 3 need to be maintained, the 

maintenance of the system can be performed without 

stopping the entire system by performing the 

maintenance in the following manner: at first, the 

25 process unit 1 is stopped to be maintained while the 

process units 2 and 3 operate, then the process unit 2 

is stopped to be maintained while the process units 1 
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and 3·operate, and the process unit 3 is stopped to be 

maintained while the process units 1 and 2 operate. 

In the above embodiment, the parameter relevant to 

the process unit to be stopped is changed. It goes 

5 without saying that the parameters of the other 

processes not to be stopped can be also changed: e.g. 

parameters related to a display language. FIGS. 11 

and 12 show the examples of displays in which the 

parameter related to a display language is changed. 

10 When the item of the "language" in the display shown in 

FIG. 11 is changed from "Japanese" to "English", the 

parameter in the parameter file corresponding to the 

"language" is rewritten to turn the display in Japanese 

into that in English, as shown in FIG. 12. 

15 

20 

The control apparatus according to- the present 

invention as described above can be applied to the 

other semiconductor device manufacturing apparatuses 

such as a clean track, and a LCD manufacturing 

apparatus. 

As described above in detail, according to the 

present invention, when the objects to be processed, 

such as semiconductor wafers, are sequentially 

proce~sed by a plurality of process units and 

specified on·e of the process units is excluded from 

25 the processing route, the processing route is changed 

to a new process route without stopping the entire 

process system merely by changing the parameters stored 
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in the parameter file. 

Further, the control apparatus according to the 

present invention is provided with a storing unit for 

storing the common parameters conunon to the pr~cess 

5 units, and thus the releva~t parameters needs not to be 

rewritten in changing the processing route and the 

memory region used to store the parameters can be 

reduced in area. 

Additional advantages and modifications· will 

10 readily occur to those skilled in the art. Therefore, 

the invention in its broader aspects is not limited to 

the specific details and representative embodiments 

shown and described herein. Accordingly, various 

modifications may be made without departing from the 

15 spirit or scope of the general inventive concept as 

defined by the appended claims and their equivalents. 
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CLAIMS 

1. A control apparatus comprising: 

a plurality of process units operating in 

accordance with parameters; 

a storing section for.storing parameters relevant 

to processings of the process units; 

a setting section for setting predetermined 

parameters for the process units; and 

an administration section for sending one of 

10 the parameters, which is stored in the storing section 

and corresponds to one of the process units, to the 

one of the process units in reply to a request issued 

by the one of the process units, transferring· one 

of the parameters set by the setting section to a 

15 corre~ponding one of the process units, and rewriting 

the parameters stored in the storing section to the 

parameter set by the setting section. 

2. A control apparatus according to claim 1, 

wherein the storing section has a memory device 

20 containing at least local parameter files storing the 

parameters corresponding to the process units, global 

parameter files storing parameters common to the 

process units, edit parameter files storing parameters 

which can be edited, and parameter control files 

25 storing parameters indicating positions of the 

parameters stored in the other files. 

3. A control apparatus according to claim 2, 

11111111111111 lllll lllll II llll 
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wherein the files each have a source parameter file and 

a parameter file in which the parameters are complied 

in a text format. 

4. A control apparatus according to claim 2, 

wherein the local parameter file includes a row number, 

a minimum value of the number of the process units, 

a maximum value of the number of the process units, 

a default value of the number of the process units, 

and a current value of the number of the process units. 

5. A control apparatus according to cla~m 2, 

wherein the process units include a plurality of 

process units for performing a chemical vapor· 

deposition process or a sputtering process, an etching 

process, and a thermal oxidation process, and a 

15 plura~ity of cassette units having a plurality of 

cassettes capable of containing objects to be processed, 

and a transfer unit for transferring the objects. 

6. A control apparatus according to claim 1, 

wherein the setting section includes a touch screen 

20 used for inputting the parameters to the process units. 

25 

7. A control apparatus according to claim 1, 

further comprising a man machine interface -serving as 

an interface between the setting section and the 

administration section. 

8. A control apparatus. according to claim 7, 

wherein the setting section includes a touch screen, 

and the man machine interface has a changeable language 

I llllllHlllll 1111111111111111 
* C L M S * 
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parameter and changes a language in which items are 

displayed by the touch screen. 

9. A control apparatus according to claim 7, 

wherein the man machine interface includes a parameter 

5 for changing a first language in which items are 

10 

displayed by the touch screen to a second language. 

10. A control apparatus comprising: 

a plurality of process units operating in reply to 

parameters; 

a first storing section for storing parameters· 

respectively corresponding to the process units; 

a second storing section for storing paramet~rs 

common to the process units; 

a setting section for setting the parameter for 

15 the process units; and 

an administration section for sending a parameter 

which is stored in one of the first and second storing 

sections and corresponds to one of the process units, 

to the one of the process units in reply to a request 

20 issued thereby, transferring the one of the parameters 

set by the setting section to the process unit, and. 

rewriting the parameters stored in one of the· storing 

25 

sections to the parameter set by the setting section. 

11. A control method comprising the steps of: 

operating a plurality of process units in 

accordance with parameters; 

preparing a storing section for storing parameters 

111111111111111111111111111111 
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relevant to processings of the process units; 

setting predetermined parameters for t~e:process 

units; and 

sending a stored parameter corresponding to one 

5 of the process units, to the one of the process unit 

in reply to a request issued thereby, transferring 

one of the parameters set by the setting section to 

corresponding tone of the process units, and rewriting 

the parameters stored in the storing section to the 

10 parameter set by the setting section. 

12. A control method according to claim 11, 

wherein the storing section preparing step includes a 

step of preparing at least local parameter files 

storing the parameters corresponding to the process 

15 units, global parameter files storing parameters common 

20 

to the process units, edit parameter files storing 

parameters which can be edited, and parameter control 

files storing parameters indicating positions of the 

parameters stored in the other files. 

13. A control method according to claim 11, 

wherein the operating step includes a step of making 

the process units perform a film forming proc~ss, an 

etching process, and a thermal oxidation process 

respectively, a step of containing objects to· be 

25 processed in a plurality of cassette units having a 

plurality of cassettes capable of containing the 

objec~s, and a step of transferring the objects from 

1111111111111111111· 1111111 1111 
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the cassette units to the process units. 

14. A control method according to claim 11, 

further comprising the steps of displaying processes to 

be performed and changing a display language. 

15. A control method comprising the steps of: 

operating a plurality of process units in reply to 

parameters, 

storing parameters respectively corresponding to 

the process units in a first storing section,. 
. . 

storing parameters common to the process units iri 

a second storing section, 

setting the parameters for the process units, 

respectively; and 

sending a parameter which is stored in one of the 

15. first and second storing sections and corresponds to 

one of the process· units, in reply to a request issued 

by the one of the process units, transferring one of 

the parameters set by the setting section t~ the 

process unit, and rewriting the parameters stored in 

20 one of the first and second storing sections to the 

25 

parameters set by the setting section. 

16. A control apparatus, substantially as 

hereinbefore described with reference to the 

accompanying drawings. 

17. A control method, substantially as 

hereinbefore described with reference to the 

accompanying drawings. 
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