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METHOD OF MANUFACTURING SEMICONDUCTOR DEVICE, AND MOUNTING 

APPARATUS 

 

BACKGROUND 

Technical Field 5 

[0001] The present invention relates to a method of manufacturing a semiconductor 

device in which a plurality of semiconductor chips are laminated and to a mounting 

apparatus of semiconductor chips. 

Description of Related Art 

[0002] Conventionally, there has been a demand for higher performance and further 10 

miniaturization of semiconductor devices.  Therefore, in some cases, it has been 

proposed to laminate and mount a plurality of semiconductor chips.  For example, 

Patent Document 1 discloses a technique for laminating and mounting a plurality of 

semiconductor chips.  In Patent Document 1, a thermosetting adhesive film is laminated 

in advance on a bump forming surface of a semiconductor chip.  At the time of 15 

laminating and mounting, a plurality of semiconductor chips are sequentially laminated 

on a substrate or another semiconductor chip while being temporarily bonded to form a 

multistage temporarily bonded laminate body.  Next, by pressurizing and heating this 

multistage temporarily bonded laminate body from the upper side, a permanent bonding 

step of melting the bumps and curing the thermosetting adhesive film is performed.  20 

According to such a technique, since a larger number of semiconductor chips can be 

mounted in a small area, much higher performance and further miniaturization can be 

achieved. 

Related Art 

Patent Document 25 
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[0003] [Patent Document 1] Japanese Laid-open No. 2014-60241 

 

SUMMARY 

Technical Problem 

[0004] Here, of course, in order to realize much higher performance and further 5 

miniaturization, it is good if the lamination number of semiconductor chips finally 

obtained (hereinafter referred to as a “target layer number”) is increased.  However, as 

in Patent Document 1, in the case of the technique which, after laminating a target layer 

number of the semiconductor chips, collectively permanently bonds the target layer 

number of the semiconductor chips, there is a concern that the semiconductor chips in the 10 

lower layer side cannot be properly mounted.  That is, in the permanent bonding, the 

uppermost surface of the multistage temporarily bonded laminate body is pressed by a 

heated heat tool, whereby the multistage temporarily bonded laminate body is heated.  

A temperature gradient from the upper part to the lower part is caused by heat transfer.  

If the lamination number increases and the distance from the heat tool becomes 15 

excessively long, the semiconductor chips in the lower layer side is not sufficiently 

heated.  In this case, since the bumps of the semiconductor chips in the lower layer side 

do not melt sufficiently, or the thermosetting adhesive films do not cure sufficiently, the 

semiconductor chips in the lower layer side are not properly mounted. 

[0005] Therefore, in the present invention, an object is to provide a method of 20 

manufacturing a semiconductor device and a mounting apparatus that can properly 

mount each semiconductor chip at the time of laminating and mounting semiconductor 

chips even when the lamination number is large. 

Solution to the Problem 

[0006] A mounting method of the present invention is a method of manufacturing a 25 



 

3 

semiconductor device in which a prescribed target lamination number of semiconductor 

chips are laminated on a substrate, including: a first lamination step of sequentially 

laminating while temporarily bonding one or more semiconductor chips on the substrate 

to thereby form a first chip laminate body; a first permanent bonding step of heating and 

pressurizing the first chip laminate body from an upper side to thereby collectively 5 

permanently bond the one or more semiconductor chips; a second lamination step of 

sequentially laminating while temporarily bonding two or more semiconductor chips on 

permanently bonded semiconductor chips to thereby form a second chip laminate body; 

and a second permanent bonding step of heating and pressurizing the second chip 

laminate body from an upper side to thereby collectively permanently bond the two or 10 

more semiconductor chips.  

[0007] In a preferred aspect, after the first lamination step and the first permanent 

bonding step are performed, the second lamination step and the second permanent 

bonding step are repeated until a total lamination number of the semiconductor chips 

reaches the target lamination number. 15 

[0008] In another preferred aspect, a plurality of disposition regions are set on the 

substrate; in the first lamination step and the first permanent bonding step, one 

semiconductor chip is temporarily bonded and permanently bonded; and the second 

lamination step is performed after the first permanent bonding step is performed in all of 

the two or more disposition regions. 20 

[0009] Another mounting apparatus of the present invention is a mounting apparatus 

for laminating and mounting a prescribed target lamination number of semiconductor 

chips on a substrate, including: a temporary bonding means for heating at a first 

temperature and pressurizing with a first load from an upper side to thereby temporarily 

bond the semiconductor chips disposed on the substrate or on a semiconductor chip in a 25 



 

4 

lower layer; a permanent bonding means for heating at a second temperature greater than 

the first temperature and pressurizing with a second load from an upper side of a chip 

laminate body, which is a laminate body of one or more semiconductor chips, to thereby 

collectively permanently bond the one or more semiconductor chips which form the 

laminate body; and a control part for controlling the temporary bonding means and the 5 

permanent bonding means, wherein the control part makes the temporary bonding means 

and the permanent bonding means perform: a first lamination process for sequentially 

temporarily bonding one or more semiconductor chips on the substrate by the temporary 

bonding means to thereby form a first chip laminate body; a first permanent bonding 

process for collectively permanently bonding the one or more semiconductor chips which 10 

form the first chip laminate body by the permanent bonding means; a second lamination 

process for sequentially laminating while temporarily bonding two or more 

semiconductor chips on permanently bonded semiconductor chips by the temporary 

bonding means to thereby form a second chip laminate body; and a second permanent 

bonding process for collectively permanently bonding the two or more semiconductor 15 

chips which form the second chip laminate body by the permanent bonding means.  

[0010] Another mounting apparatus of the present invention is a mounting apparatus 

for laminating and mounting a prescribed target lamination number of semiconductor 

chips on a substrate, including: a bonding part for heating at a first temperature and 

pressurizing with a first load from an upper side to thereby temporarily bond the 20 

semiconductor chips disposed on the substrate or on a semiconductor chip in a lower 

layer, and for heating at a second temperature greater than the first temperature and 

pressurizing with a second load from an upper side of a chip laminate body, which is a 

laminate body of one or more semiconductor chips, to thereby collectively permanently 

bond the one or more semiconductor chips which form the laminate body; and a control 25 
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part for controlling the bonding part, wherein the control part includes: a first lamination 

process part for sequentially temporarily bonding one or more semiconductor chips on 

the substrate by the bonding part to thereby form a first chip laminate body; a first 

permanent bonding process part for collectively permanently bonding the one or more 

semiconductor chips which form the first chip laminate body by the bonding part; a 5 

second lamination process part for sequentially laminating while temporarily bonding 

two or more semiconductor chips on permanently bonded semiconductor chips by the 

bonding part to thereby form a second chip laminate body; and a second permanent 

bonding process part for collectively permanently bonding the two or more 

semiconductor chips which form the second chip laminate body by the bonding part. 10 

Effects 

[0011] According to the present invention, the lamination step and the permanent 

bonding step are repeated for at least twice when the prescribed target lamination number 

of the semiconductor chips are laminated.  Therefore, it is not necessary to permanently 

bond the target lamination number of the semiconductor chips collectively, and the 15 

semiconductor chips in the lower layer side can also be sufficiently heated.  As a result, 

at the time of laminating and mounting the semiconductor chips, each semiconductor 

chip can be properly mounted even when the lamination number is large. 

 

BRIEF DESCRIPTION OF THE DRAWINGS 20 

[0012]  

FIG. 1 is a diagram showing a configuration of a mounting apparatus according 

to an embodiment of the present invention.  

FIG. 2 is a schematic perspective diagram of a semiconductor wafer functioning 

as a substrate.  25 
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FIG. 3 is a diagram showing a configuration of a semiconductor chip to be 

mounted.  

FIG. 4 is a diagram showing a configuration of a semiconductor device.  

FIG. 5 is a diagram showing a flow of laminating and mounting a plurality of 

semiconductor chips.  5 

FIG. 6 is a diagram showing a flow of laminating and mounting a plurality of 

semiconductor chips.  

FIG. 7 is a diagram showing a flow of laminating and mounting a plurality of 

semiconductor chips.  

FIG. 8 is a diagram showing another example of a flow of laminating and 10 

mounting a plurality of semiconductor chips. 

 

DESCRIPTION OF THE EMBODIMENTS 

[0013] Hereinafter, an embodiment of the present invention will be described with 

reference to the drawings.  FIG. 1 is a schematic diagram of a configuration of a 15 

mounting apparatus 100 according to an embodiment of the present invention.  The 

mounting apparatus 100 is an apparatus for mounting a semiconductor chip 10 on a 

substrate 30.  The mounting apparatus 100 is configured to be particularly suitable for 

laminating and mounting a plurality of semiconductor chips 10. 

[0014] The mounting apparatus 100 includes a chip supplying part 102, a chip 20 

transporting part 104, a bonding part 106, and a control part (not shown) for controlling 

the driving of these components.  The chip supplying part 102 is a part for taking out 

the semiconductor chip 10 from a chip supply source and supplying the semiconductor 

chip 10 to the chip transporting part 104.  The chip supplying part 102 includes a 

protrusion part 110, a die picker 114, a transfer head 116, and a control part 130 for 25 
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controlling each part of the mounting apparatus. 

[0015] In the chip supplying part 102, the plurality of semiconductor chips 10 are 

placed on a dicing tape TE.  At this time, the semiconductor chips 10 are placed in a 

face-up state in which bumps 18 face upward.  The protrusion part 110 pushes up only 

one semiconductor chip 10 out of the plurality of semiconductor chips 10 in the face-up 5 

state at it is.  The die picker 114 receives the semiconductor chip 10 pushed up by the 

protrusion part 110.  The die picker 114 that has received the semiconductor chip 10 

rotates 180 degrees in situ so that the bumps 18 of the semiconductor chip 10 face 

downward, that is, so that the semiconductor chip 10 becomes to be in a face-down state.  

Once in this state, the transfer head 116 receives the semiconductor chip 10 from the die 10 

picker 114. 

[0016] The transfer head 116 can move in the vertical and horizontal directions and can 

suck and hold the semiconductor chip 10 at its lower end.  When the die picker 114 

rotates 180 degrees and the semiconductor chip 10 becomes to be in the face-down state, 

the transfer head 116 sucks and holds the semiconductor chip 10 at its lower end.  15 

Thereafter, the transfer head 116 moves in the horizontal and vertical directions to move 

to the chip transporting part 104. 

[0017] The chip transporting part 104 has a rotating table 118 which rotates with a 

vertical rotation axis Ra as the center.  The transfer head 116 places the semiconductor 

chip 10 at a predetermined position of the rotating table 118.  The rotating table 118 on 20 

which the semiconductor chip 10 is placed rotates with the rotation axis Ra as the center, 

whereby the semiconductor chip 10 is transported to the bonding part 106 located on the 

opposite side of the chip supplying part 102. 

[0018] The bonding part 106 includes a stage 120 for supporting the substrate 30 and a 

mounting head 122 for holding the semiconductor chip 10 and installing it on the 25 
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substrate 30.  The bonding part 106 functions as a temporary bonding means for 

temporarily bonding the semiconductor chip 10 and also functions as a permanent 

bonding means for permanently bonding the semiconductor chip 10.  The stage 120 is 

movable in the horizontal direction and adjusts the relative positional relationship 

between the substrate 30 placed thereon and the mounting head 122.  In addition, a 5 

heater is incorporated in the stage 120. 

[0019] The mounting head 122 can hold the semiconductor chip 10 at its lower end and 

can rotate and can rise and descend around a vertical rotation axis Rb.  The mounting 

head 122 bonds the semiconductor chip 10 onto the substrate 30 placed on the stage 120 

or onto another semiconductor chip 10.  Specifically, the mounting head 122 descends 10 

so as to press the held semiconductor chip 10 onto the substrate 30 or the like, whereby 

temporary bonding or permanent bonding of the semiconductor chip 10 is performed.  A 

variable temperature heater is incorporated in the mounting head 122, and the mounting 

head 122 is heated to a first temperature T1 (to be described later) when performing the 

temporary bonding and is heated to a second temperature T2 greater than the first 15 

temperature T1 when performing the permanent bonding.  In addition, the mounting 

head 122 applies a first load Ft1 to the semiconductor chip 10 when performing the 

temporary bonding and applies a second load Ft2 to the semiconductor chip 10 when 

performing the permanent bonding. 

[0020] A camera (not shown) is provided in the vicinity of the mounting head 122.  20 

The substrate 30 and the semiconductor chip 10 are each provided with an alignment 

mark as a reference for positioning.  The camera images the substrate 30 and the 

semiconductor chip 10 so that the alignment marks are reflected.  The control part 130 

grasps the relative positional relationship between the substrate 30 and the semiconductor 

chip 10 based on the image data obtained by this imaging and adjusts the rotation angle 25 
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of the mounting head 122 around the rotation axis Rb and the horizontal position of the

stage 120 according to the needs.

[0021] The control part 130 controls the driving of each part and includes, for example,

a CPU which performs various calculations and a memory part 138 which stores various

data and programs. The control part 130 functions as a first lamination process part 132,5

a first permanent bonding process part 134, a second lamination process part 135, and a

second permanent bonding process part 136 by reading programs from the memory part

138. The first lamination process part 132 forms a first chip laminate body by

sequentially temporarily bonding one or more semiconductor chips 10 on the substrate 30

with the bonding part 106. The first permanent bonding process part 134 collectively10

permanently bonds the one or more semiconductor chips 10 which form the first chip

laminate body with the bonding part 106. The second lamination process part 135

forms a second chip laminate body by sequentially laminating while temporarily bonding

two or more semiconductor chips 10 on the permanently bonded semiconductor chips 10

with the bonding part 106. The second permanent bonding process part 136 collectively15

permanently bonds the two or more semiconductor chips 10 which form the second chip

laminate body with the bonding part 106.

[0022] Note that the configuration of the mounting apparatus 100 described here is an

example and is changed as appropriate. For example, in the embodiment, both the

temporary bonding and the permanent bonding are performed by one mounting head 122,20

but a pressurizing head for the temporary bonding and a pressurizing head for the

permanent bonding is provided. Further, in the embodiment, the stage 120 is configured

to move horizontally, but the mounting head 122 is configured to move horizontally

instead of or in addition to the stage 120. In addition, the configurations of the chip

supplying part 102, the chip transporting part 104 and the like is changed as appropriate.25
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[0023] Next, mounting of the semiconductor chip 10 by the mounting apparatus 100 

will be described.  In the embodiment, a semiconductor wafer is used as the substrate 30, 

and a plurality of semiconductor chips 10 are laminated and mounted on the 

semiconductor wafer (the substrate 30).  Therefore, the mounting process of the 

embodiment is a chip-on-wafer process in which the semiconductor chips 10 are 5 

laminated and mounted on a circuit forming surface of the semiconductor wafer.  FIG. 2 

is a schematic image diagram of the substrate 30 (the semiconductor wafer) used in the 

embodiment.  As shown in FIG. 2, a plurality of disposition regions 34 arranged in a 

lattice shape are set on the substrate 30.  The plurality of semiconductor chips 10 are 

laminated and mounted in each of the disposition regions 34. 10 

[0024] Next, a configuration of the semiconductor chip 10 will be briefly described.  

FIG. 3 is a diagram showing a schematic configuration of the semiconductor chip 10 to 

be mounted.  Electrode terminals 14 and 16 are formed on top and bottom surfaces of 

the semiconductor chip 10.  In addition, the bumps 18 are formed on one surface of the 

semiconductor chip 10 continuously to the electrode terminals 14.  The bumps 18 are 15 

made of a conductive metal and melt at a predetermined melting temperature Tm. 

[0025] Further, a non-conductive film (hereinafter referred to as the “NCF”) 20 is 

attached to one surface of the semiconductor chip 10 so as to cover the bumps 18.  The 

NCF 20 functions as an adhesive for bonding the semiconductor chip 10 to the substrate 

30 or to another semiconductor chip 10 and is a non-conductive thermosetting resin, such 20 

as polyimide resin, epoxy resin, acrylic resin, phenoxy resin, polyethersulfone resin and 

the like.  The thickness of the NCF 20 is greater than the average height of the bumps 

18, and the bumps 18 are substantially completely covered by the NCF 20.  The NCF 20 

is a solid film at normal temperature, but the NCF 20 gradually softens when it exceeds a 

predetermined softening start temperature Ts and exhibits fluidity, and the NCF 20 starts 25 
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to irreversibly cure when it exceeds a predetermined curing start temperature Tt. 

[0026] Here, the softening start temperature Ts is less than the melting temperature Tm 

of the bumps 18 and the curing start temperature Tt.  The first temperature T1 for 

temporary bonding is greater than the softening start temperature Ts and less than the 

melting temperature Tm and the curing start temperature Tt.  Further, the second 5 

temperature T2 for permanent bonding is greater than the melting temperature Tm and 

the curing start temperature Tt.  That is, Ts < T1 < (Tm, Tt) < T2. 

[0027] When the semiconductor chip 10 is being temporarily bonded to the substrate 

30 or the lower semiconductor chip 10 (hereinafter referred to as the “bonded body”), the 

mounting head 122 is heated to the first temperature T1 and then pressurizes the 10 

semiconductor chip 10.  At this time, the NCF 20 of the semiconductor chip 10 is 

heated to the vicinity of the first temperature T1 by the heat transfer from the mounting 

head 122, softens, and possesses fluidity.  Then, in this way, the NCF 20 can flow into a 

gap between the semiconductor chip 10 and the bonded body and can securely fill the 

gap. 15 

[0028] When the semiconductor chip 10 is being permanently bonded to the bonded 

body, the mounting head 122 is heated to the second temperature T2 and then pressurizes 

the semiconductor chip 10.  At this time, the bumps 18 and the NCF 20 of the 

semiconductor chip 10 are heated to the vicinity of the second temperature T2 by the heat 

transfer from the mounting head 122.  In this way, the bumps 18 can be melted and 20 

welded to the opposite bonded body.  Further, since the NCF 20 cures in the state of 

filling the gap between the semiconductor chip 10 and the bonded body by this heating, 

the semiconductor chip 10 and the bonded body are firmly fixed. 

[0029] Next, a semiconductor device manufactured by laminating and mounting the 

semiconductor chips 10 will be described.  FIG. 4 is a diagram showing a configuration 25 



12

of a semiconductor device in which the plurality of semiconductor chips 10 are laminated

and mounted on the substrate 30. The semiconductor device is configured by

laminating and mounting a target lamination number of semiconductor chips 10 in each

of the plurality of disposition regions 34. In the embodiment, the target lamination

number is “8”, and eight semiconductor chips 10 are laminated and mounted in one5

disposition region 34. Hereinafter, a thing in which eight semiconductor chips 10 have

been laminated and mounted is called a “finished laminate body ST0”.

[0030] In the embodiment, the finished laminate body ST0 is divided into and treated

as a plurality of chip laminate bodies – specifically, a first chip laminate body ST1 and a

second chip laminate body ST2. The first chip laminate body ST1 is a laminate body10

formed by four semiconductor chips 10 laminated on the substrate 30. Further, the

second chip laminate body ST2 is a laminate body formed by four semiconductor chips

10 laminated on the first chip laminate body ST1. In the embodiment, after a first

lamination step and a first permanent bonding step are performed to form the first chip

laminate body ST1, a second lamination step and a second permanent step of forming the15

second chip laminate body ST2 are performed. In this way, one finished laminate body

ST0 is divided into and treated as two or more laminate bodies ST1 and ST2, and this is

for well mounting all the semiconductor chips 10, which will be described later.

[0031] Next, a flow of mounting the semiconductor chips 10 will be described with

reference to FIGs. 5 to 7. FIGs. 5 to 7 are image diagrams showing a flow of mounting20

the semiconductor chips 10. Three disposition regions 34 are illustrated in FIGs. 5 to 7,

and for convenience of description, these are referred to as a region A, a region B, and a

region C in order from the left side. Further, the mounting procedure described below is

performed under normal pressure or is performed in a vacuum to prevent inclusion of air

bubbles and the like.25
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[0032] In the embodiment, as described above, first, after the first chip laminate body

ST1 is mounted, the second chip laminate body ST2 is further mounted on the first chip

laminate body ST1, and finally, the finished laminate body ST0 having eight layers is

formed. Each of the chip laminate bodies ST1 and ST2 is mounted by performing a

lamination step of sequentially laminating the four semiconductor chips 10 while5

temporarily bonding them to form the chip laminate bodies ST1 and ST2 in a temporarily

bonded state and performing a permanent bonding step of collectively permanently

bonding the four semiconductor chips 10 by heating at the second temperature T2 and

pressurizing from the upper side of the chip laminate bodies ST1 and ST2.

[0033] Specifically speaking, first, at the beginning, as shown in (a) of FIG. 5, the10

mounting head 122 is used to dispose the semiconductor chip 10 in the region A on the

substrate 30. At this time, the substrate 30 is positioned with respect to the

semiconductor chip 10 so that the bumps 18 of the semiconductor chip 10 face electrode

terminals 32 on the substrate 30. In addition, at this time, the mounting head 122 is

heated to the first temperature T1 which is the temperature for temporary bonding.15

Next, as shown in (b) of FIG. 5, the semiconductor chip 10 is pressurized with the

prescribed first load Ft1 by the mounting head 122, and the semiconductor chip 10 is

temporarily bonded to the substrate 30. At this time, the NCF 20 is heated to the

softening start temperature Ts or more by the heat transfer from the mounting head 122

and exhibits appropriate fluidity. In this way, the NCF 20 fills the gap between the20

semiconductor chip 10 and the substrate 30 without any gap. Note that the first load Ft1

is not particularly limited as long as the amount of the first load Ft1 allows the bumps 18

to contact the electrode terminals 32 of the substrate 30 by pushing away the softened

NCF 20 without significantly deforming the bumps 18.

[0034] When the first-layer semiconductor chip 10 can be temporarily bonded, then the25
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second-layer semiconductor chip 10 is further temporarily bonded onto the temporarily

bonded first-layer semiconductor chip 10. When the second-layer semiconductor chip

10 is being temporarily bonded, the same as the case in the first-layer semiconductor chip

10, the mounting head 122 is used to dispose the second-layer semiconductor chip 10 on

the first-layer semiconductor chip 10 so that the bumps 18 of the second-layer5

semiconductor chip 10 face the electrode terminals 16 of the first-layer semiconductor

chip 10. Then, in this state, the second-layer semiconductor chip 10 is heated at the first

temperature T1 and pressurized with the first load Ft1 to be temporarily bonded to the

first-layer semiconductor chip 10.

[0035] Thereafter, similarly, the third-layer semiconductor chip 10 is temporarily10

bonded onto the second-layer semiconductor chip 10, and the fourth-layer semiconductor

chip 10 is temporarily bonded onto the third-layer semiconductor chip 10. (c) of FIG. 5

shows a mode in which four layers of the semiconductor chips 10 are laminated in the

region A while being temporarily bonded. The step of laminating the four

semiconductor chips 10 is the first lamination step, and the formed laminate body15

becomes the first chip laminate body ST1 in the temporarily bonded state.

[0036] When the first chip laminate body ST1 in the temporarily bonded state can be

formed in the region A, the first chip laminate bodies ST1 in the temporarily bonded state

are also formed in other disposition regions 34, such as the region B and the region C, in

the same procedure. (a) of FIG. 6 shows a mode in which four semiconductor chips 1020

are laminated while being temporarily bonded to form the first chip laminate bodies ST1

in the temporarily bonded state in all the disposition regions 34.

[0037] When the first chip laminate bodies ST1 in the temporarily bonded state can be

formed in all the disposition regions 34, then the first permanent bonding step is

performed for permanently bonding the first chip laminate bodies ST1. Specifically,25
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first, the mounting head 122 is heated to the second temperature T2 which is the

temperature for permanent bonding. Then, as shown in (b) of FIG. 6, the first chip

laminate body ST1 in the temporarily bonded state is pressurized with the second load

Ft2 by the mounting head 122 heated to the second temperature T2, and the four

semiconductor chips 10 are permanently bonded collectively. Note that the second load5

Ft2 is not particularly limited as long as the pressing amount of the bumps 18 can be

properly maintained.

[0038] By being pressed by the mounting head 122 heated to the second temperature

T2, the four semiconductor chips 10 forming the first chip laminate body ST1 are also

heated. However, the heating temperature decreases as the distance from the mounting10

head 122 increases. Specifically, the uppermost-layer (fourth-layer) semiconductor chip

10 is heated to substantially the same temperature as the second temperature T2, but the

lowermost-layer (first-layer) semiconductor chip 10 is heated to a lower layer

temperature Ta = T2 − ΔT, which is less than the second temperature T2 by ΔT.  The 

second temperature T2 is set so that the lower layer temperature Ta becomes greater than15

the melting temperature Tm and the curing start temperature Tt. That is, at the time of

permanent bonding, all the four semiconductor chips 10 forming the first chip laminate

body ST1 are heated to a temperature greater than the melting temperature Tm and the

curing start temperature Tt.

[0039] Each semiconductor chip 10 is heated to above the curing start temperature Tt,20

whereby the NCF 20 of the semiconductor chip 10 gradually cures. Then, by curing the

NCF 20, the semiconductor chip 10 and the bonded body (the substrate 30 or the lower

semiconductor chip 10) are firmly fixed mechanically. In addition, the bumps 18 can be

melted and glued to the opposite electrode terminals 32 and 16 by being heated to above

the melting temperature Tm. Then, in this way, the four semiconductor chips 10 and the25
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substrate 30 become to be in a mounting state in which they are electrically bonded to

each other. Then, the step of collectively permanently bonding the four semiconductor

chips 10 which form the first chip laminate body ST1 becomes the first permanent

bonding step.

[0040] When one first chip laminate body ST1 can be permanently bonded,5

subsequently, other first chip laminate bodies ST1 are also permanently bonded. That is,

the first permanent bonding step is performed in all of the two or more disposition

regions 34 such as the region B, the region C and the like. (c) of FIG. 6 shows a mode

in which the first permanent bonding step is performed in all the disposition regions 34.

[0041] When the first permanent bonding step is performed in all the disposition10

regions 34, subsequently, the second lamination step is performed for forming the second

chip laminate bodies ST2 in the temporarily bonded state on the first chip laminate

bodies ST1. Specifically, the temperature of the mounting head 122 is lowered to the

first temperature T1 which is the temperature for temporary bonding. Thereafter, as

shown in (a) and (b) of FIG. 7, another four semiconductor chips 10 are sequentially15

laminated while being temporarily bonded on the permanently bonded first chip laminate

bodies ST1. In this way, the formed laminate bodies are the second chip laminate

bodies ST2, and the step of forming the second chip laminate bodies ST2 is the second

lamination step. The second lamination step is also performed in all of the two or more

disposition regions 34. When the second chip laminate bodies ST2 in the temporarily20

bonded state are formed in all the disposition regions 34, finally, the second permanent

bonding step is performed for permanently bonding all the second chip laminate bodies

ST2. Then, when all the second chip laminate bodies ST2 are permanently bonded, the

mounting step is completed.

[0042] As is clear from the above description, in the embodiment, one finished25
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laminate body ST0 is divided into a plurality of (two in this example) chip laminate 

bodies ST1 and ST2, and the lamination step and the permanent bonding step are 

performed for each of the chip laminate bodies ST1 and ST2.  The reason for this 

process procedure will be described in comparison with conventional techniques. 

[0043] Conventionally, a technique for laminating and mounting a plurality of 5 

semiconductor chips 10 is known.  However, in the conventional mounting technique, 

permanent bonding is performed after all the target lamination number of the 

semiconductor chips 10 have been laminated.  That is, in the example of FIG. 4, after 

having been laminated while being temporarily bonded, the eight semiconductor chips 10 

are heated at the second temperature T2 and pressurized from the upper side of the 10 

eighth-layer semiconductor chip 10.  In the case of this procedure, since the switching 

of the heating temperature of the mounting head 122 (switching between the first 

temperature T1 and the second temperature T2) is performed only once, the time required 

for the temperature rise and fall of the mounting head 122 can be reduced, and thus the 

time for the entire mounting process can be shortened.  However, in the case of the 15 

conventional technique, there has been a concern that the semiconductor chip 10 in the 

lower layer cannot be properly heated and that the curing of the NCF 20 and the melting 

of the bumps 18 are insufficient. 

[0044] That is, in the conventional technique, in the case of laminating and mounting 

eight semiconductor chips 10, the heated mounting head 122 presses the uppermost-layer 20 

(eighth-layer) semiconductor chip 10 to permanently bond the eight semiconductor chips 

10 collectively.  However, in this case, when the lamination number is large, a distance 

H from the mounting head 122 to the semiconductor chip 10 in the lower layer is long.  

As the distance H from the mounting head 122, which is a heat source, increases, the 

heating temperature also decreases accordingly.  As a result, there has been a concern 25 
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that the semiconductor chip 10 in the lower layer cannot be heated sufficiently and that 

the curing of the NCF 20 and the melting of the bumps 18 are insufficient. 

[0045] Here, of course, if the temperature of the mounting head 122 is increased, the 

temperature of the semiconductor chip 10 in the lower layer can be maintained high.  

However, in consideration of the temperature gradient between the upper-layer chip and 5 

the lower-layer chip as previously described, a temperature greater than the first 

temperature is required.  As a result, since the melting of the bumps 18 of the 

upper-layer chip and the accompanying alloy reaction occur, and further, the curing and 

deterioration of the NCF 20 also occurs, the reliability is significantly impaired.  

Therefore, the mounting head 122 cannot be heated to an excessively high temperature. 10 

[0046] Therefore, in the embodiment, as described above, the finished laminate body 

ST0 formed by the target lamination number of semiconductor chips is divided into a 

plurality of chip laminate bodies ST1 and ST2, and the lamination step and the 

permanent bonding step are performed for each of the chip laminate bodies ST1 and ST2.  

With this process procedure, when the permanent bonding is performed, the distance 15 

from the mounting head 122 to the semiconductor chip 10 in the lower layer can be 

shortened.  Therefore, the lower layers of the chip laminate bodies ST1 and ST2 can be 

properly heated without excessively raising the second temperature T2 which is the 

temperature for permanent bonding.  As a result, at the time of laminating and mounting 

the semiconductor chips 10, each semiconductor chip 10 can be properly mounted even 20 

when the lamination number is large. 

[0047] Next, another embodiment will be described with reference to FIG. 8.  FIG. 8 

is an image diagram showing another mounting procedure.  This embodiment is 

different from the first embodiment in that the first chip laminate body ST1 is formed by 

one semiconductor chip 10.  Moreover, in the embodiment, after one first chip laminate 25 
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body ST1 is formed, the next first chip laminate body ST1 is formed. Specifically

speaking, in the embodiment, first, one semiconductor chip 10 is disposed in one

disposition region 34 (the region A) by the mounting head 122 heated to the first

temperature T1. Then, in this state, the first load Ft1 is applied to temporarily bond the

semiconductor chip 10. Thereafter, the mounting head 122 is heated to the second5

temperature and then pressurizes the semiconductor chip 10 with the second load Ft2.

That is, the first lamination step and the first permanent bonding step are continuously

performed. In this step, one permanently bonded semiconductor chip 10 becomes the

first chip laminate body ST1. When the first chip laminate body ST1 can be formed in

the region A, subsequently, the first chip laminate bodies ST1 are also sequentially10

formed in the region B and the region C which are the remaining disposition regions 34.

(a) of FIG. 8 shows a mode in which the first chip laminate bodies ST1 are formed in all

the disposition regions 34.

[0048] Once in this state, subsequently, the second chip laminate bodies ST2 are

formed. The formation procedure of the second chip laminate bodies ST2 is the same15

as that in the first embodiment. That is, a plurality of (three in the example shown in

the drawings) semiconductor chips 10 are sequentially laminated while being temporarily

bonded on the first chip laminate body ST1 by the mounting head 122 heated to the first

temperature T1, and the second chip laminate body ST2 in the temporarily bonded state

is formed. When one second chip laminate body ST2 can be formed, then other second20

chip laminate bodies ST2 are also formed in other disposition regions 34 in the same way.

That is, the second lamination step is performed in all of the two or more disposition

regions 34. (b) of FIG. 8 is a diagram showing a mode in which the second chip

laminate bodies ST2 in the temporarily bonded state are formed. Subsequently, the

mounting head 122 pressurizes the second chip laminate bodies ST2 in a state in which the25



20

mounting head 122 is heated to the second temperature T2 for permanent bonding and

collectively permanently bonds the four semiconductor chips 10. (c) of FIG. 8 is a

diagram showing the mode of the second permanent bonding step. When the second

permanent bonding step is completed in one disposition region 34, the second permanent

bonding step is performed in the remaining disposition regions 34 in the same way.5

Thereafter, the second lamination step and the second permanent bonding step are

repeated until the total lamination number of the semiconductor chips 10 reaches the

target lamination number. For example, in the case where the target lamination number

is “8”, once in the state shown of (c) of FIG. 8, subsequently, after four layers of the

semiconductor chips 10 have been further laminated on each second chip laminate body10

ST2 while being temporarily bonded, the second lamination step and the second

permanent bonding step is performed for the second time for permanent bonding.

Further, in the case where the target lamination number is “10”, after the second

lamination step and the second permanent bonding step have been performed for the

second time as described above, two layers of the semiconductor chips 10 are further15

laminated while being temporarily bonded, and then the second lamination step and the

second permanent bonding step is performed for the third time for permanent bonding.

[0049] By the way, as is clear from the above description, in the embodiment, the chip

lamination number of the first chip lamination body ST1 is one. In other words, after

the first-layer semiconductor chips 10 are permanently bonded in all of the two or more20

disposition regions 34, the second-layer and subsequent layers of the semiconductor

chips are laminated. The reason for this configuration is as follows.

[0050] The substrate 30 in the embodiment is a semiconductor wafer made of silicon

or the like. The semiconductor wafer has a high thermal conductivity compared with a

normal resin substrate or the like. Therefore, the heat applied to the chip laminate body25
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in the region A by the permanent bonding is transferred to the chip laminate body in the

adjacent region B. At this time, as shown in (b) of FIG. 6, it is assumed that the

first-layer semiconductor chip 10 in the region B adjacent to the region A is in the

temporarily bonded state when the chip laminate body in the region A is being

permanently bonded. In this case, the heat transferred via the chip laminate body in the5

region A and the substrate 30 is also transferred to the first-layer semiconductor chip 10

in the region B. Then, the transferred heat causes the NCF 20 of the first-layer

semiconductor chip 10 in the region B to start to cure. As described above, when the

NCF 20 cures prior to the permanent bonding, the fixing of the semiconductor chip 10 to

the substrate 30 becomes insufficient.10

[0051] Therefore, in the embodiment, to prevent unintended curing of the NCF 20, the

lamination of the second-layer and subsequent layers of the semiconductor chips 10 are

performed after all of the first-layer semiconductor chips 10 are permanently bonded.

In the case of this configuration, as shown in (c) of FIG. 8, the heat when the

second-layer and subsequent layers of the semiconductor chips 10 are being permanently15

bonded in the region A is also transferred to the first-layer semiconductor chip 10 in the

region B via the chip laminate body in the region A and the substrate 30. However,

since the first-layer semiconductor chip 10 in the region B has already been permanently

bonded, no problem occurs even if the heat is transferred thereto. Further, the heat is

also transferred to the second-layer and subsequent layers of the semiconductor chips 1020

in the region B via the first-layer semiconductor chip 10 in the region B. However,

since the heat path from the heat source (the mounting head 122) is long for the second-layer

and subsequent layers of the semiconductor chips 10 in the region B, the amount of heat

transfer is small, and the curing of the NCFs 20 is unlikely to occur. Furthermore, the

permanently bonded semiconductor chip 10 is interposed on the way of the heat path25
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from the heat source to the second-layer and subsequent layers of the semiconductor 

chips 10 in the region B.  In the permanently bonded semiconductor chip 10, the NCF 

20 has completely cured, and the cured NCF 20 functions as a shielding material that 

impedes heat transfer.  By interposing the permanently bonded semiconductor chip 10, 

the amount of heat transfer to the second-layer and subsequent layers of the 5 

semiconductor chips 10 in the region B can be significantly reduced. 

[0052] In other words, the first-layer semiconductor chips 10 are permanently bonded 

in all of the disposition regions 34 in advance, whereby unintended curing of the NCFs of 

the second-layer and subsequent layers of the semiconductor chips 10 can be effectively 

prevented.  Further, according to the embodiment, even if the temperature of the 10 

mounting head 122 is set to be high, unintended curing of the NCFs 20 in the adjacent 

regions do not occur.  As a result, since the temperature of the mounting head 122 can 

be set to be high, the degree of freedom in setting the temperature of the mounting head 

122 can be improved. 

[0053] Note that the configuration described above is an example and is changed to 15 

other configurations as appropriate as long as the lamination step and the permanent 

bonding step can be repeated twice or more in forming one finished laminate body ST0.  

For example, the performance order of the temporary bonding and the permanent 

bonding is changed as appropriate. 

[0054] For example, in the embodiment, the permanent bonding step is performed after 20 

the lamination step is completed in all of the plurality of disposition regions 34, but the 

lamination step and the permanent bonding step are performed serially for each 

disposition region 34.  That is, the first lamination step, the first permanent bonding step, 

the second lamination step, and the second permanent bonding step are performed in the 

region B after the first lamination step, the first permanent bonding step, the second 25 
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lamination step, and the second permanent bonding step are continuously performed in 

the region A.  In the case of this configuration, the number of times of switching the 

temperature of the mounting head 122 is increased, but there is no laminate body in the 

temporarily bonded state present in the vicinity of the laminate body being permanently 

bonded.  As a result, unintended curing of NCF 20 can be prevented. 5 

[0055] Further, the permanent bonding is performed continuously when the 

uppermost-layer semiconductor chip 10 in each of the chip laminate bodies ST1 and ST2 

is temporarily bonded.  Specifically, in the first embodiment, when the first chip 

laminate body ST1 is formed, the semiconductor chips 10 are laminated while being 

temporarily bonded to the third layer in each of the regions A to C.  Thereafter, in the 10 

region A, the fourth-layer semiconductor chip 10 is pressurized and temporarily bonded 

by the mounting head 122 heated to the first temperature T1.  When the fourth-layer 

semiconductor chip 10 can be pressurized, the temperature of the mounting head 122 is 

raised to the second temperature T2 in the state in which the mounting head 122 has 

pressurized the fourth-layer semiconductor chip 10, and the mounting head 122 performs 15 

permanent bonding.  In this case, when the permanent bonding of the fourth-layer 

semiconductor chip 10 in the region A is completed, the mounting head 122 is cooled to 

the first temperature T1 and then performs temporary bonding of the fourth-layer 

semiconductor chip 10 in the region B, and thereafter, the mounting head 122 is raised to 

the second temperature T2 and performs permanent bonding.  In the case of this 20 

configuration, the number of times of switching the temperature of the mounting head 

122 is increased, but the movement amount of the mounting head 122 can be reduced. 

[0056] Further, though in the above description, both the temporary bonding and the 

permanent bonding are performed by one mounting head 122, a mounting head for the 

temporary bonding and a mounting head for the permanent bonding are provided 25 
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separately.  In this case, the mounting head dedicated to temporary bonding is always 

heated to the first temperature T1, and the mounting head dedicated to permanent 

bonding is always heated to the second temperature T2.  With this configuration, since 

the switching of the temperature of the mounting heads is not required, the time required 

for the temperature rise and fall of the mounting heads can be eliminated, and the 5 

mounting time can be further reduced.  Further, at this time, the mounting head for 

permanent bonding is set to a size that can heat and pressurize (permanently bond) two or 

more chip laminate bodies simultaneously. 

[0057] In addition, the lamination number of the first chip laminate body is not 

particularly limited as long as it is one or more.  In addition, the lamination number of 10 

the second chip laminate body is not particularly limited as long as it is two or more.  

However, when the lamination number of one chip laminate body is excessively large, 

the heat of permanent bonding applied to the uppermost surface is not sufficiently 

transferred to the lowermost layer, which causes a mounting failure.  Therefore, the 

lamination number of the chip laminate body is set to be less than or equal to the number 15 

at which the heat of permanent bonding can be properly transferred to the lowermost 

layer.  The number at which heat can be properly transferred varies depending on the 

material and configuration of the semiconductor chip 10, but in the case of using a 

general semiconductor chip 10, the lamination number of one chip laminate body is 

preferably four or less.  Further, though in the embodiment, a semiconductor wafer is 20 

used as the substrate 30, the substrate 30 is not limited to a semiconductor wafer and may 

be other types of substrates. 

Description of Reference Numerals 

[0058]  

10: Semiconductor chip 25 
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14, 16, 32: Electrode terminal 

18: Bump 

30: Substrate 

34: Disposition region 

100: Mounting apparatus 5 

102: Chip supplying part 

104: Chip transporting part 

106: Bonding part 

110: Protrusion part 

114: Die picker 10 

116: Transfer head 

118: Rotating table 

120: Stage 

122: Mounting head 

ST0: Finished laminate body 15 

ST1: First chip laminate body 

ST2: Second chip laminate body 

TE: Dicing tape 
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WHAT IS CLAIMED IS: 

Claim 1. A method of manufacturing a semiconductor device in which a 

prescribed target lamination number of semiconductor chips are laminated on a substrate, 

the method comprising:  

a first lamination step of sequentially laminating while temporarily bonding one 5 

or more semiconductor chips on the substrate to thereby form a first chip laminate body;  

a first permanent bonding step of heating and pressurizing the first chip laminate 

body from an upper side to thereby permanently bond collectively the one or more 

semiconductor chips;  

a second lamination step of sequentially laminating while temporarily bonding 10 

two or more semiconductor chips on permanently bonded semiconductor chips to thereby 

form a second chip laminate body; and  

a second permanent bonding step of heating and pressurizing the second chip 

laminate body from an upper side to thereby permanently bond collectively the two or 

more semiconductor chips.  15 

Claim 2. The method of manufacturing a semiconductor device according to 

claim 1, wherein after the first lamination step and the first permanent bonding step are 

performed, the second lamination step and the second permanent bonding step are 

repeated until a total lamination number of the semiconductor chips reaches the target 

lamination number. 20 

Claim 3. The method of manufacturing a semiconductor device according to 

claim 1 or claim 2, wherein  

a plurality of disposition regions are set on the substrate,  

in the first lamination step and the first permanent bonding step, one 

semiconductor chip is temporarily bonded and permanently bonded, and  25 
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the second lamination step is performed after the first permanent bonding step is 

performed in all of the two or more disposition regions.  

Claim 4. A mounting apparatus for laminating and mounting a prescribed target 

lamination number of semiconductor chips on a substrate, the mounting apparatus 

comprising:  5 

a temporary bonding means for heating the semiconductor chips that is disposed 

on one of the substrate and a semiconductor chip in a lower layer, from an upper side at a 

first temperature and pressurizing with a first load to thereby temporarily bond thereof; 

a permanent bonding means for heating a laminate body of one or more 

semiconductor chips, from an upper side of a chip laminate body at a second temperature 10 

greater than the first temperature and pressurizing with a second load to thereby 

permanently bond collectively the one or more semiconductor chips that form the 

laminate body; and  

a control part for controlling the temporary bonding means and the permanent 

bonding means,  15 

wherein the control part makes the temporary bonding means and the permanent 

bonding means perform:  

a first lamination process for temporarily bonding sequentially one or more 

semiconductor chips on the substrate by the temporary bonding means to thereby form a 

first chip laminate body;  20 

a first permanent bonding process for permanently bonding collectively the one 

or more semiconductor chips that form the first chip laminate body by the permanent 

bonding means;  

a second lamination process for sequentially laminating while temporarily 

bonding two or more semiconductor chips on permanently bonded semiconductor chips 25 
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by the temporary bonding means to thereby form a second chip laminate body; and  

a second permanent bonding process for permanently bonding collectively the 

two or more semiconductor chips that form the second chip laminate body by the 

permanent bonding means.  

Claim 5. A mounting apparatus for laminating and mounting a prescribed target 5 

lamination number of semiconductor chips on a substrate, the mounting apparatus 

comprising:  

a bonding part for heating the semiconductor chips that is disposed on one of the 

substrate and a semiconductor chip in a lower layer,  from an upper side at a first 

temperature and pressurizing with a first load to thereby temporarily bond thereof and for 10 

heating a laminate body of one or more semiconductor chips, from an upper side of a 

chip laminate body at a second temperature greater than the first temperature and 

pressurizing with a second load, to thereby permanently bond collectively the one or 

more semiconductor chips that form the laminate body; and  

a control part for controlling the bonding part,  15 

wherein the control part comprises:  

a first lamination process part for sequentially temporarily bonding one or more 

semiconductor chips on the substrate by the bonding part to thereby form a first chip 

laminate body;  

a first permanent bonding process part for collectively permanently bonding the 20 

one or more semiconductor chips which form the first chip laminate body by the bonding 

part;  

a second lamination process part for sequentially laminating while temporarily 

bonding two or more semiconductor chips on permanently bonded semiconductor chips 

by the bonding part to thereby form a second chip laminate body; and  25 
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a second permanent bonding process part for collectively permanently bonding 

the two or more semiconductor chips which form the second chip laminate body by the 

bonding part. 


