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COMPOSITION AND PROCESS FOR DUAL DAMASCENE SYSTEM BACKGROUND OF THE
INVENTION 10 1. Field of the Invention: The present invention relates
generally to manufacture of semiconductor devices incorporating a metal
interconnect. More specifically, it relates to a composition apd process to
clean post etch residues at an interconnect level, such as with a copper
metallurgy, preferably incorporating a damascene / dual damascene 15
structure. The invention further relates to a composition for other post
etch residuecleaning applications, such as aluminum, or aluminum alloy
interconnects with misaligned tungsten plugs. A key challenge in reduced
geometry devices, such as 0.18 ~m technology, is the interconnect RC delay
time, which becomes the limiting factor of the device 20 performance. This
delay can be improved by combining low dielectric constant between tracks
and the use of copper as a better conductor. This application is directed
to solving some of the difficulties in integrating this type of
interconnects, and a new strategy for the post dielectric etch cleaning
process. The development of new cleaning chemistries and processes for
their use, which are compatible with 25 copper and lovri-k dielectric
materials, is essential for process integration. Since Copper can not
easily be dry etched, the use of damascene or dual damascene structures is
becoming a key solution to realize this integration. With the appearance of
new materials such as organic polymers for inter metal dielectric material,
and the need to etch complex layers of dielectric materials, photoresist 30
removal and cleaning steps require a new strategic approach. 2. Description
of the Prior Art: During~the fabrication of microcircuits, photoresist
material is used to pattern, ' and transfer patterns onto the appropriate
material. For example at interconnect levels the appropriate material will
be either metal for electrically conducting paths or 35 dielectric for ~
isolating material in-between the conducting lines. Traditional
interconnects are made of aluminum or aluminum alloys isolated by
dielectric material, for example silicon dioxide. IIIIIIIIIII~IIIIIIII
*~~~2* IIIIIIIIIIIIIIIIIII *166166* I   p ~ JAN 2003 WO 00l02238
PCTNS99/15157 5 More recently developed interconnects use copper as the
conducting material and low-k dielcctric material (a dielectric, having a
dielectric constant E smaller than the dielectric constant of silicon
dioxide). Figures 1 and 2 show a typical structure used in this case. To
integrate copper and eventually aluminum, the pattern is transferred from
the photoresist (3) through the dielectric (2). The gaps are then filled 10
up by the conducting layer. This process is called damascene and can
integrate either one level of interconnect only (single damascene) or both
the horizontal interconnects and the vertical interconnects called vias
(dual damascene). Vias always open atop the underlying metal lines (1) and
good cleanliness of the via is required in order to minimize electrical
resistance along the interconnect. 15 Various processes have been developed
to build those structures, as disclosed, for example, in US Patents
5,739,579; US 5,635,423; US 5,705,430 and US 5,686,354, which can include
optional layers into the dielectric stack (5, 6) but a11 those processes
have in common:  that the via needs to be cleaned from all post etch
residues (7 and 8), without 20 damaging the metal, before the second metal
layer can be deposited,  that the whole dielectric material needs to be
cleaned from copper compounds back 



sputtered onto the sidewall and top surface (8) on the underlying copper
during the final part of the etching, called "opening".  that the transfer
of the wafer from the etching chamber to the ambient air for further 25
processing creates oxidized copper compounds Cu0 or Cu20 that need to be
cleaned to minimize thd via resistance. IC manufacturing requires an
excellent cleaning of copper residues, as copper diffuses very easily into
silicon dioxide and other dielectric materials ultimately risking the
creation of a failure ("killing" the device). 30 It has been described
previously to clean materials used in the semiconductor industry by
including a small amount (generally between 1 % and 5% weight) of choline
and other compounds to remove or avoid adsorption of metal impurities (US
4,239,661, US 4,339,340, PAJ 6,163,495, PAJ 6,041,773, PAJ 2,275,631, PAJ
1,191,450). CholinP base is also well known for its use as developer of
positive 35 working photoxesist (LJS 4,294,911, US 4,464,461 ). It has also
been recognized that choline base can act as a etching agent of metal for
thin film layer definition (PAJ G2,281,332, US 4,172,005) and that adding
choline atoms into an etching chamber 2.   0 6 JAN 2003 WO 00/02238
PCTNS99/15157 5 when etching copper helps to lower the process temperature
and hence minimize copper oxidation. US 5,846,695 discloses aqueous
solutions of quaternary ammonium hydroxides, including choline, in
combination with nucleophilic amines and sugar and/or sugar alcohols, for
removal of photoresist and photoresist residues in integrated circuit
fabrication. i 10 The present invention is aimed at cleaning residues left
after etching dielectric material and openings on a copper layer. Those
residues can be minimal if the main etching residues and photoresist are
cleaned before the final step of forming openings on copper, in which case
we are dealing with residues due to the "opening" etch step only, e.g.
copper rich residues on the bottom of the openings and copper back 15
sputtered onto the dielectric material surfaces. But the residues become
more complex if the "opening" etch is done directly after the main etch, in
which case the post etch treatment is required to clean main etch residues
(containing CFx, CHFx...), to clean the bottom residues (containing Cu,
CuO, CuOz), as well as the back sputtered copper. Additionally it is
required that the post etch treatment remove photoresist. 20 Existing
cleaning compositions used in the semiconductor industry are not suitable
for the following reasons:  amine containing products are not compatible
with copper and dissolve the metal at the exposed areas;  dilute
hydroi'luoric acid solutions (DHF) remove the sidewall polymer and Cu0 25
compounds by :aggressively attacking the sidewall of the dielectric and
hence change the designed dimensions of the device. Furthermore those
solutions are ineffective for cleaning Cu20 or CFX compounds. Optionally
the photoresist might or might not be removed before the copper is exposed.
Using traditional photoresist removal techniques is not ideal for the 30
following reasons:  an oxygen plasma step will oxidize the copper to the
Cu0 and Cu20 states, which will increase the via resistance,  an oxygen
plasma step will be detrimental to organic dielectric material, if used, by
etching the material in an uncontrolled manner. 35  a traditional solvent
used to remove photoresist such as, for example, products containing
N-methyl pyrrolidone might require an extra cure step to recover the
dielectric constant and properties of an organic dielectric. 3.  



0 ~ JAN 2~~3 WO 00I02238 PCf/US99/15157 5 The demand for faster devices has
driven down the scale of the design rules. Today's 0.18 ~m technology is
reaching hole dimensions of 0.25pm. Since the introduction of'~0.25 prn
technology we have seen that interconnects are becoming the limiting speed
factor of the device due to interconnect resistivity as well as the RC
delay induced ~by adjacent interconnects. A solution for lower resistance
of the 10 interconnects is to switch the interconnect metal from aluminum
to copper. Similarly, a solution for reduced capacitance between adjacent
metal lines is to decrease the dielectric constant of the material
in-between the lines. This can be i achieved by they use of emerging new
low-k materials. Copper has been chosen because it is a relatively
inexpensive metal with better 15 conductivity (p=1.7 s2. cm) than aluminum
(p= 2.7 S2. cm). However the main drawbacks of this material are first its
high diffusivity into silicon, introducing risk of a killing defects in the
front end device, and second the difficulty to dry etch it and integrate it
in traditional processes. In addition, copper does not form an oxide
passivation layer under ambient conditions (as aluminum does), making this
metal 20 very difficult to ~~work with. On the gap-fill side, the
industry's choice of low-k dielectric material has not yet emerged, though
various candidates have been suggested. It has been shown that a general
trend toachieve lower dielectric constant is to use material with less
silicon and more carbo ~n. There is then a logical evolution from the
inorganic materials (such 25 as Si02 [~ = 4]SiOF (s = 3.5]) to
silsesquioxane types of material (such as HSQ, MSQ [3.0 < E c 3.5]),
towards organic material, such as benzyl cyclobutane (BCB) or silicon low k
(S;iLK) [s = 2.7]), with the ultimate low-k value being reached with air
gaps. The SIA Roadmap predicted the merging of the work done on the one
hand 30 with copper intCgration, and on the other hand with low-k
materials, by the end of 1998. The strat ~egy chosen here is the
introduction of copper first followed by the transfer of the process to
low-k material. However both projects are progressing i together and a
cleaning strategy has to be developed at this stage, taking into account
the requirements of all the materials that will be used in the final
process. i 35 We have. seen over the past few years, the emergence of the
damascene type of structure in which the design is etched into a dielectric
layer, which is then filled with conducting wires and planarized (Fig. 1 ).
Dual damascene structures have the 4.   0 6 JAN 2pp3 WO 00/02238
PCT/US99/15157 5 advantage of incorporating both lines and vies in one
deposition step; this reduces the number of process steps and is therefore
cost effective. However the main reason for the emergence :of such
structures nowadays is the fact that this is the easiest way to introduce
copper. Variations of the dual damascene structure exist, incorporating a
series of 10 layers for process purposes such as anti-reflective coatings,
adhesion promoters, moisture barrier's, diffusion barriers, polishing
stops, buried etch mask and so on. The choice of whether those have to be
used or not and what material (SiOxNY or SixNy) should be used for them
often depend upon the final choice of the low-k material. 15 SUMMARY OF THE
INVENTION Accordingly, it is an object of this invention to provide a
composition and process for cleaning post etch residues and copper
containing polymeric residues formed when copper is exposed in
semiconductor device manufacturing. 



It is anther object of the invention to provide such a cleaning composition
20 and cleaning process which is compatible with copper and dielectric
materials used in interconnects. A further obj ect of the invention is to
provide such a cleaning composition and cleaning process which is
compatible with most low-k dielectric materials, and does not substantially
modify the FT-IR spectrum, dielectric constant, refractive index (RI) 25 or
thickness of Such materials after use. It is still another object of the
invention to provide such a cleaning composition and cleaning process which
will effectively clean residues on both sidewalls and tops of vial. It is a
; still further object of the invention to provide such a cleaning 30
composition anti cleaning method that will effectively clean post etch
residues from a via bottom. In accordance with one aspect of the invention,
it has been discovered that the traditional way of cleaning the dual
damascene structure can not be efficiently applied on this combination of
materials. A "2 step etch process" can be used to achieve the 35
requirement of ULSI manufacturing. In accordance with another aspect of the
invention, a new cleaning chemistry is provided in order to address the
problem of dual damascene fabrication. This work starts with a wide
screening of possible candidates compatible with copper and SILK, 5.   0 6
JAN 2~~3 WO 00/0223S PCT/US99/15157 5 the two main materials of interest in
this aspect of the invention, resulting in the design of a new chemistry.
This new cleaning chemistry is evaluated on damascene structures. This work
is supported by scanning electron microscopy (SEM), transmission electron
microscopy (TEM) and time-of flight secondary ion mass spectrometry
(TOF-SIMS) analyses on the features integrating copper, and by FT-IR 10 and
C(V) measurement for the integration of SILK. In this aspect of the
invention, a composition for removal of residues from integrated circuits
comprises a choline compound, water and an organic solvent. In accordance
with another aspect of the invention, a process for the removal of a
residue from an integrated circuit comprises contacting the integrated
circuit with 15 a composition comprising a choline compound, water and an
organic solvent at a temperature and for a time sufficient to remove the
residue from the integrated circuit. In accordance with a further aspect of
the invention, an etch stop inorganic layer at the .bottom of the dual
damascene structure protects the underlying interconnect of copper and
allows us to proceed to a better cleaning. In this aspect of 20 the
invention, an integrated circuit fabrication process comprises forming a
first silicon compound etch stop layer over a copper conducting line in the
integrated circuit. A second silicon compound bulk dielectric is formed
over the first silicon compound etch stop layer. The second silicon
compound bulk dielectric is etched to expose the etch stop layer. Residues
are removed from the integrated circuit. The etch 25 stop layer is etiched
away to expose the copper conducting line. Residues are removed from the
integrated circuit with a residue removal composition containing an
effective amount of a choline compound. BRIEF DESCRIPTION OF THE DRAWINGS
30 Fig. 1 is a cross section view of an example of a prior art dual
damascene structure. 



Fig. 2 ,is a cross section view of a modified dual damascene structure in
accordance with the invention. Fig. 3 is a set of scanning electron
microscope (SEM) and TEM photographs 35 showing results obtained with the
invention. Fig. 4 is a TOF-SIMS analysis showing a reduction of copper
contamination in use of the invention. 6.   0 6 JAN Z003 WO 00I02238
PCTNS99/15157 5 Figs. 5 and 6 are SEM photographs further showing results
obtained with the invention. Figs. 7-10 are FT-IR spectra showing results
obtained with the invention. Figs. 11-22 are SEM photographs further
showing results obtained with the invention. 10 Figs. 23-24 are graphs of
results obtained with the invention. Figs. 2Sa-33 are SEM and TEM
photographs further showing results obtained with the invention. Figs.
3~-35 are graphs of results obtained with the invention. Figs. 3~-37 are
SEM photographs further showing results obtained with the 1 S invention.
Figs. 3$-39 are graphs of results obtained with the invention. Fig. 40
shows results of x-ray photo spectroscopy (XPS) analyses obtained through
use of the invention. 20 DETAILED DESCRIPTION OF THE INVENTION In the
composition and process of this invention, the choline compound can be in
the hydroxide or salt form, such as choline hydroxide, choline bicarbonate
or choline chloride. As used herein, the term "choline compound" also
embraces related quaternary ammonium compounds, such as tetramethylammonium
hydroxide 25 (TMAH), tetra~utyl ammonium hydroxide (TBAH), their salts, and
the like. Suitable organic solvents in the composition and for practice of
the process include such polar solvents as dimethyl sulfoxide, ethylene
glycol, ethylene glycol alkyl ether, diethylene glycol alkyl ether,
triethylene glycol alkyl ether, propylene glycol, propylene glycol alkyl
ether, N-substituted pyrrolidone, ethylene diamine and 30 ethylene
triam~ne. Additional polar solvents as known in the art can also be used in
the composition of the present invention. Optionally, a corrosion inhibitor
may be included in a formulation used to clean damascene structures with
exposed copper present. The corrosion inhibitors are present to protect
copper from being corroded, and may be chosen from a variety of 35 classes
of chemical compounds, including any compounds used for the prevention of
copper corrosion in other systems comprising the art. More specifically,
compounds of the general class 7.  



p ~ J A N 2003 WO 00I02238 PCTNS99/15157 R5 R1 X Y-T R4 R2 Z R3 5 may be
employed, where X, Y, and Z are chosen from C, N, O, S, and P. Under these
conditions the valence requirements and presence of pendant R groups may be
set appropriately. Pendant R groups R1-RS may be chosen independently as H,
optionally a substituted G 1-C6 straight, branched or cyclo alkyl, alkenyl
or aIkynyl group, straight or branched alkoxy group, optionally a
substituted acyl group, straight or 10 branched alko~y group, amidyl group,
hydroxyl group, a halogen, carboxyl group, alkoxyalkyl group, alkylamino
group, alkylsulfonyl group or sulfonic acid group; or the salt of such
compounds. In a preferred embodiment X, Y and Z are nitrogen, nitrogen and
carbon, respectively, and Rl-RS are hydrogen. In another preferred
embodiment, ~, Y and Z are nitrogen, R3 is hydrogen and R4 and RS
constitute a 15 benzene ring. Another class of copper corrosion inhibitors,
the hydroxybenzenes, may be employed in the invention independently or in
conjunction with the classes already cited herein. These comprise the
general class R6 {OH)n 20 Wherein n=1-4R6 may be present from 2-5 times and
may be chosen independently as H, optionally a substituted C1-C6 straight,
branched or cyclo alkyl, alkenyl or alk5myl group, straight or branched
alkoxy group, optionally a substituted acyl group, straight or brunched
alkoxy group, amidyl group, a halogen, carboxyl group, alkoxyalkyl group,
alkylamino group, alkylsulfonyl group or sulfonic acid group; or 25 the
salt of sudh compounds. Suitable specific examples of corrosion inhibitors
include catechal, t-butyl catechol and benzotriazole. The composition
optionally contains hydroxylamine or a hydroxylamine salt. i If present)
the composition desirably contains from about 2 to about 12% by weight of
the hydroxylarriine or hydroxylamine salt. 8.   0 6 JAN Q003 _ WO 00/02238
PCTNS99/15157 In practice, the composition contains from about 10 percent
by weight to about 50 percent by weight of the choline compound, from about
10 percent by weight to about 80 percent by weight of the water, and from
about 20 percent by weight to about 80 percent by weight of the organic
solvent. If present, the corrosion inhibitor is typically provided in an
amount of from about 0.5 to about 5 percent by weight.  10 Because of its
inability to create a passivation layer, traditional cleaning solvents are
not well suited to work with copper as they usually contain aggressive
complexing agents. A screening has been undertaken to evaluate new
candidates to gently remove copper etch residues without damaging the
existing interconnects. Etch rates on blanket copper were measured by sheet
resistance measurement using a four 15 point probe. 



Some solvents, including hydroxylamine chemistries, show a severe
incompatibility with copper. The incompatibility of Cu with hydroxylamine
containing chemistries is most likely a result of two factors: the known
strength of hydroxylamine as a reducing agent, and its propensity (along
with amine solvents and 20 other chelatin~ agents) to effectively complex
and solubilize metal ions. Coppercontaining etah residues in a high
oxidation state (Cu~~) may be reduced and solubiiized to Cup, then
reoxidized by water or dissolved oxygen back to Cu in an equilibrium
process: 25 2CuOxFy + 2HzNOH +20H' ~ 2Cu~ + NZ + (2y)F- + (4+2x)HZO ( 1 )
Cup + 6L N'-- ~~ -~ Cu(L)6 (2) where L is ar~ available ligand. Reaction 1
serves to assist in breaking up what is probably an amorphous, highly
oxidized Cu residue of i11-defined stoichiometry, 30 while (2) complexes
the Cu, most likely oxidizing it back to Cu~~ (especially in the presence
of winter) in the process. At the same time, dissolved water and/or oxygen
can oxidize naive copper (Cu) to an oxidized form that can be dissolved by
the strong completing agents (including hydroxylamine) comprising an
hydroxylaminecontaining chemistry. What is important is to design a
chemistry that is capable of 35 dissolving oxiidized Cu residues while
shutting down the thermodynamic drive that draws native Gu into solution;
this is accomplished through judicious change of the i ionic medium
employed. 9.   p g J AN 2003 WO 00/02238 PCTNS99/15157 S Cu ~---~ Cup, Cu~~
(3) 1 . Cleaning of damascene type structures integrating copper: The main
purpose of this invention is to clean damascene type structures when copper
10 is exposed. In the first example presented here (Fig. 3), the sample is
a blanket copper with a single layer of TEOS (silicon dioxide type of
dielectric) etched. The etch has been realized in: two steps: first the
main etch through the bulk dielectric, followed by a cleaning step. where
photoresist and main post etch residues are removed into conventional
solvent while copper is still protected by a thin nitride layer; then a 15
second short etch is realized to open the structure to copper, leaving a
minimum of residues on the bottom and sidewall of the structure. A solution
of c~oline hydroxide (solution B6) was used to successfully clean those
residues at 50C for 10 min (Fig. 3). XPS (X-Ray Photo Spectroscopy)
analysis of such a structure shows the effect of the 20 invention at
removing Cu0 and Cu02 compounds (Fig. 4). Table 1 summapzes various
compositions used to clean such a structure, and their result on the
cleaning efficiency and copper attack at the bottom of the structure.
Results are rated from 0 to 10 by subjectively analyzing SEM pictures. A 0
rating means bad and 10 is good. However we note that if cleaning is bad,
corrosion 25 inhibition is usually good only because the residues protect
the copper material. This is for example the case of pure water (A1). From
solutions A1, A2, A3, A4, and AS we observe that cleaning efficiency
increases when choline concentration reaches 20%. However we note that such
concentration creates a thin foam at the surface of the solution and that
adding a 30 solvent such as; for example, propylene glycol, reduce this
foaming effect without reducing the cleaning efficiency (solutions B1, B2,
B3, B4, BS and B6). This foaming effect however is reduced depending upon
the type of stabilizer used with the raw material of chol~ne hydroxide, and
if the raw material is chosen correctly, the solution might not require an
additional solvent. 35 We have investigated the process conditions for
those cleaning solutions and found better results at temperatures below
50C. The time does not appear to be important and we would recommend a
process time between 10 and 30 minutes depending upon rthe difficulty of
removing the residues. 10.   p 6 JAN Q003 WO 00/02238 



PCTNS99/15157 5 Alternatively the use of other quaternary ammonium systems
such as TMAH (Tetramethyl ammonium hydroxide), or TBAH (Tetrabutyl ammonium
hydroxide) can have satisfactory results on the cleaning of such
structures. Solution4p. Temp.Op. timeCleaning efficiencyCopper
corrosionA1$015010E7803005E36010710D21451010?10?D115010710D12010910D801095D
10451055D80105?5D2245I S710D2345152-510D2445150-210D25~t515010D134515710D
1445150-25D154515010D16451599D174515710D
1845152-510B65010109A2~01072A3501052A45010109ASSO10910B 125579B
175599B17525710B2255510B2755510B275255-77B3Q255010B3755510B375255IOB42552-5
10B475252-510BS255010BS7557-910BS75257-910BS5010109B625~ 5~ 910 11.   0 6
JAN 2003 5 WO 00/02238 i B6755710B675 ~25710C601075C1~01079C20
~1077C301075C450107-99C801075C901077C10 ~ _ r0 ____1 ~ n10 ....a L~a_L 115
....:.1...... _~......L..._ ..10 ~J _ ..6 .. .",rr.,. I ilVlc a ~ awu~at vu
a via arwa~ a~..v.v..v.. vw.~u. u~ solutions (scored O:bad to l0:good) i
PCT/US99/15157 attack for various In our second example the structure has
been etched in one step directly opening on copper. Figure 5 shows the
example of residue found at the bottom of the 10 structure. Figure; 6 shows
that the invention was not able to clean such a residue under i the
conditions etl~ployed. Dual damascene structures have the advantage of
reducing process steps for interconnect manufacture. Hence, process
engineers research the simplest structure possible in order to preserve
this cost advantage. Also, the introduction of too many 15 layers
participates in the increase of the global dielectric constant of
inter-metal dielectric materials. This increase can be as high as 20%, in
which case the benefits earned by using a new dielectric material are lost.
The simplest strticture, the first approach tested, consisted of etching
both lines and via levels down! to the underlying copper. In this example a
buried hard mask is 20 included and used to pattern the via level, while
photoresist was used to pattern the line level. I A typical example is
shown in Fig. 25, where the opening on copper forms some "mushroom"-tyy~c
residues. The high aspect ratio of such a structure, the wafer non
uniformity of the etch, 25 and etch lag a11 demand a minimum overetch of
the structure into the copper, resulting in two main issues that need to be
addressed: firstly, copper i~ back sputtered a11 over the structure
(sidewalls and top), likely to diffuse later into the dielectric material
and eventually reach the front end device; and secondly, post e~ch residues
created in this case are more difficult to remove. They are 



30 very strongly anchored to the wall, and have a complex composition (Cu,
CuO, Cu20, 12.   0 6 JAN 2003 WO 00/02238 PCTNS99/15157 5 silicon from the
dielectric, carbon from the photoresist, fluoride species from the etching
gases, etc.). Various traditional cleaning treatments were tested on these
residues, and failed to give satisfactory results. Therefore, from a
process integration standpoint, the use of a one-step etch opening directly
on copper is not ideal. 10 One of the strategies chosen in this work was
the introduction of a thin SixNy layer at the bottom of the structure,
which is used as an etch stop for the main etch step. This perriiits
photoresist removal while isolating the etch residues generated from the
dielecfric etch from those generated from opening on copper. At the same
time, photoresist removal can proceed in the absence of exposed 15 copper.
Here again, the weakness of the natural copper oxide layer makes the
photoresist removal step an issue. Indeed, traditional methods of
photoresist stripping (such as plasma OZ) will in most cases oxidize and
attack the metal. Lithography was performed on the DUV 248 nm ASML/90
stepper and damascene strictures are etched on the TEL Unity 85 DRM. The
photoresist was 20 removed by a combination of downstream oxygen and
forming gas plasma (IPC Branson 3500I:) followed by a copper compatible
product, to compensate for the possibility of premature punch-through of
the SixNy layer. PosistripEKCLE is used in WSST 640 from SEMITOOL at fi0C
for 15 minutes. The re~aining residues are now easier to remove. However,
an issue still ZS remains with black sputtered copper on the sidewall of
the stricture, because in the second etch step copper is exposed. At this
stage the generated residue contains a large quantity pf copper, which can
be removed as discussed above. As shown in the TEM picture irk Fig. 26, the
final etch back-sputters a large amount of copper residue on the sidewalls
and top of the structure. This contamination has to be removed before 30
the next metall~zation step; otherwise, it will be trapped under the
diffusion barrier. Various papers report the use of dilute HF solutions to
clean these types of residues. The i ability of these solutions to clean is
well known for front end processing, but shows some disadvantages at the
interconnect level, in that cleaning proceeds throu~h attack of the
dielectric and results in a loss in critical dimensions. It 35 has also
been reported that these solutions are not effective in removing Cu20 types
of residues. 13.   0 6 JAN 2003 WO 00I02238 PCT/US99/15157 5 The samples
used in this study are composed of a blanket layer of CVD copper, with a
gingle damascene of TEOS. Solution B6 is used at 50C for l Omin in a
SEMITOOL to remove these residues. The TEM cross section (Fig. 27) shows
the cleaning efficiency of solution B6 at the bottom o~'the via and on the
sidewalls. A slight attack of the metal at the bottom 10 of the via is dub
the ability of the chemistry to remove damaged or oxidized copper. During
opening of the via on copper, there is not only some copper backsputtered
onto the sidewakl but also the structure of the exposed copper is
mechanically changed (hammer-hardened) by the etching. It is necessary to
remove this transformed i material, which! would increase the via
resistance. The resulting shape of the material 15 is not a problem as the
lateral attack is lower than SOnm and the via will next be filled by fresh
copper; A TOF~SIMS analysis on the top of the surface shows the
quantitative 



reduction of copper contamination from 9x 1 O 14 atoms/cm2 before cleaning
to 9x 1 O 13 atoms/cm2 afte~ use of solution B6. The detection limit of the
equipment is about 20 1012 atoms/cm2. Furthermore, a blanket silicon wafer
is introduced in the SEMITOOL during processing as a control for copper
contamination. The contamination of the native oxide of this wafer is
analyzed by vapor phase decomposition total reflection x-ray fluorescence
(VPD-TXRF), and shows that not only does the chemistry remove 25 copper
contamiization but also does not redeposit this contamination elsewhere.
Figs. 2833 demonstrate the cleaning efficiency of solution B6 on large
areas of exposed copper (Figs 28-29), trenches (30-31), and holes (32-33).
We note that an artifact due to i sample cross sectioning breaks some TEOS
lines which allows a comparison bexween the copper exposed to the etch
pmcess and that which was 30 protected by they dielectric. This shows that
solution B6 effectively cleans the residues) i with no globalattack of the
copper (as demonstrated in figure 23), but the gentle action of the product
is shown by the clear definition of the grain boundaries. i Figures 38 and
39 show electrical results on an integrated circuit with 2 levels i of
copper. Via. resistance is a measure of the cleaning efficiency at the
contact 35 between the 2 Dyers. The via resistance after cleaning with
solution B6 corresponds to the theoretical via resistance, which proves a
good cleaning with the via dimension being respected; 14.   p 6 JAN 2003 WO
00I02238 PCTNS99I15157 5 Figure 40 shows the efficiency of solution B6 to
reduce post etch residues. Curve ( 1 ) shows the composition of the blanket
copper in ambient air, with a high peak intensity at 932.5 eV. for CuzO.
Curves (2) and (3) show the composition of the blanket copper 'after an
02/Nz plasma etch for 34 sec. and 68 sec. respectively. The residues
consist of Cu0 detected at 935 eV. Curves (4) and (5) show the composition
10 of the blanket ~ copper surface after processing through plasma etch,
followed by cleaning in solution B6 for 2min. and 20 min., respectively.
This shows a reduction of the Cu0 residues to a less oxidized state. 2.
Etch fates: 15 The main purpose of this invention is to clean damascene
type structures when copper is exposed. For this reason a series of
solvents were tested for compatibility with copper. Etch rates on metals
are measured by using a four point probe on blanket sample, measul'ing the
evolution in sheet resistance of the material versus time processed into
the solution. The resultant etch rates are converted into Angstrom per 20
minute (A/min)as in table 2. It is shown that choline solutions (for
example solutions A5, D19, or D3) are compatible with copper material and
will not attack the copper material when it is exposed to the solution
during cleaning. i The corfcentration of choline hydroxide has been varied
from 10% to 50% 25 with added solvent, e.g., propylene glycol varying from
0% (solution AS) to50% (solutions B6, C2, C4) and show good compatibility
with copper (table 2). The invention shows good compatibility with most
low-k dielectric materials used in integrated circuit fabrication.
Compatibility with dielectric materials is evaluated by thb two following
methods: i 30  thickriess measurement by ellipsometry (table 3);  material
characteristic by FT-IR (Fourier transform infra red) (Figs. 7 to 10) As
above in the case of metal, thickness evolution is evaluated versus time of
processing in the solution, and results are given in /min. (Table 4). FT-IR
spectra of the processed material are compared to the initial spectrum in
order to detect any 35 structural or chemical change in the material.
Materials tested were silicon dioxide (TEOS), hydrogen silsesquioxane
(HSQ), methyl silsesquioxane (MSQ) and organic dielectric, in solutions of
choline i 15.   



f ' p g JAN 2003 WO 00/02238 PCTNS99/15157 5 hydroxide 50% {AS), propylene
glycol 100% (E13), and mixtures of both (solution B6) (Figs. 7-10).i We
obse~e good compatibility between these solutions and TEOS, MSQ, and
organic dielectric. The FT-IR of HSQ however shows a slight absorption of
moisture (around 10 3500 cm's) which correlate to our observation of spots
in the material. We anticipate a lift-off of this material if a patterned
sample is processed in these solutions. A C(V) ~ curve measures the
capacitance of a structure composed of metaUdielectric%ilicon versus
voltage. It gives an indication of the dielectric under i stress
conditions: Figure 35 shows that processing with solution B6 does not
change 15 the properties of~an organic dielectric material and that no
hysteresis is induced. These results show that the invention is compatible
with most materials used to integrate copper in modern interconnects. I i I
16. I I l   p 6 JAN 2003 .) 5 WO 00/02238 Table 2: etch rite on copper of
various solvents I Test 1Test 2Test 3test
temp.dTldtdTldtdTldt(r4lmin(~4lmin)(~Umin)A5802.790.8D19802.86D3809.81E180.
-3.360E280
;4.756.7E380-3.24E4807.7117E58044.959E6804.11E?8039.6574.4754E8801.34-5.231
.1E980-2.32E1080
.-1.21E1180-2.50-2.82E1280-15.77E1380-0.83-1.4E148023.01-1.68E1580:-0.97E
16800.84E178028.65E20806.30E2180 ~-58.32E22800.15E2380 '0.82E2480-2.36E2780
.6.03E28~ 80-0.80E298025.90E3080 ~4.17E3180-40.15E3480
:8.69E35807.45A5450.8B545.0B6450.3C1450C245~13C345'8C6450.7C845'6C9450C1045
6 PCT/US99115157 17.   WO 00/02238 p g JAN 2003 PCT/US99/15157 Dielectric
MaterialsMetals#TEOS HSQ MSQ SILKCu
TiE80.04.0-0.3-23.71.1E1?5.3-1.9-15.40.0E20.04.8-1.00.26.7E40.96.410.5-0.91
7.0E70??0.653.5E52.49.2-2.39.0B6-0.4Spots I I ift
off1.90.3-3.60A5-0.40?9.5-1.40.8E130.31.71.0-0.1-1.4 5 Table 3: Etch rtes
on dielectric materials and metals for selected solutions. This new
chemistry has been developed in order to be compatible with low-k
dielectric materials. Because of the introduction of SILK, special efforts
were made to study the particular compatibility of solution B6 with this
material. Figure 34 shows 10 the FT-IR spectivm of the material as
deposited (reference), and after treatment in solution B6 (proicessed at
50C for an extended period of 30 minutes). As shown in the graph, no
structural change of the material through processing is observed.
Similarly, the change in the dielectric constant of SILK was followed by
the mercury probe method. The mercury probe measures the capacitance of the
dielectric 15 between a mercury droplet and the bulk silicon. The
dielectric constant is calculated from the equation: 



CoX aer A/t, in which: 20 Cox = measured capacitance, eo = dieleactric
constant of vacuum, er = real electric constant [or k], A = surface area of
the mercury droplet, t = thickness of the dielectric. 25 After processingin
solution B6 there is no noticeable change in the dielectric constant from
its initial v ue of 2.7. _ B sw ~n the volts a the C curve Ives an indi a '
y eep g g , (V) g c tion of the behavior of the dielectric udder stress
conditions. The C(V) curve in Fig. 35 shows that the 18.   p 6 JAN 20D3 WO
00I02238 PCTNS99/15157 5 material is not modified, as no hysteresis is
induced in the material by processing in solution B6. Tests on patterned
SILK (Figs. 36-37) corroborate the blanket SILK data, as no change in the
morphology (e.g., bowing) is observed between the before treatment i sample
(Fig. 36) and the after treatment sample (Fig. 37). Again, solution B6 was
10 used in the SEIVfITOOL apparatus at 50C for 10 min. The recent
introduction of copper as the new interconnect material challenges standard
processing and requires new strategies. Etching and cleaning steps need to
be redesigned in coordination with each other for optimum results. This
invention deals with one of the: problems encountered during etching:
creating residues difficult to 15 remove by any traditional cleaning
treatment. The new etching strategy consists of a I "2-step etch" process,
in which a protecting layer helps to deal with easier to remove residues. A
new chemistry has been developed in order to deal with the results of this
I process flow. This new chemistry, exemplified by solution B6, efficiently
cleans post etch residues containing copper, without damaging the metal and
with perfect 20 compatibility w~th SILK. 3. Photo resist stnppmg: The
invention has been tested to remove photoresist on a sample covered with
photoresist. The sample in this example is a dual damascene structure
etched in a 25 double layer ofTEOS. The solutions reported in table 4 were
successful in attacking the photoresist in various degrees:  a concentrated
choline hydroxide solution (AS) successfully removed the photoresist (Figs.
11-12);  soluti~ns of other choline types, even at low concentration (for
example 10% 30 choline chlorid [D2], or 3% choline bicarbonate (D20]) have
a non-negligible effect at thinning dowln the photoresist (Figs. 13-14);
solutions containing low concentration (2.3% in our example) of choline
hydroxide mixied with other solvents such as, for example, dimethyl
sulfoxide (DMSO) (solution D4) or monoethanolamine (MEA) (solution D6) have
a lift off 35 effect on the pliotoresist (Figs. 15-16); solutiorls of
choline (hydroxide) chloride, or bicarbonate) can remove the photoresist at
high concentrations. 19.   Q 6 JAN Q003 WO 00/02238
SolutionTerrjperaturetimeStripping ResultAS65 ~15 minP/R removedFigure
12D265~15 minP/R attackedFigure 13D2065 ~15 minP/R attackedFigure 14D46515
minP/R lift offFigure 15D66515 minPIR lift offFigure 16 5 Table 4:
Yhotdresist rernova~ evaiuatron PCTNS99/15157 The addition of a small
amount of hydroxylamine in the base solution i increases the r ~moval
efficiency while keeping the solution compatible with copper. Table 5 shows
the results on sample 2, consisting of blanket SILK film (organic low-k 10
dielectric) with ~ patterned silicon dioxide. The results show that these
chemistries can effectively remove the organic resist without damaging the
organic dielectric. 



.. ~t~ _, ' Solutro ' ~  ~ _~_r ~_ .,~t_', " F1 ~~ ' : _ _ ' ' dro''  ~
arn_m_d 0%.. C_o,Enpo .itiotf~ ~~~rr irlg ftoselta~; .. Compniiblll~y ... _
~: ~. . Pp ... t,. ~. . . _Solvent ;' as -_ attar ~: SiLKdHard = ~ i' ~ ~1~
,  i . ~ . . _ ! _ _ _ .~ r~u . . .~` -~ '-.,~_ -. ~_'~ . 50% 25%' ' 25% ~~
rF20%50%50%~XF32%48%12% 38%~vF45%45%12% 38%rrF55% ;48%47%~rF65%5%
90%~rF75%12% 83%rrF85%24% 71 %rrF95%95%~rF105%50%45%~rF11~5% ~48%24%
23%rrF1210%40%12% 38%rvF1313%37%12% 38%rXF1415%35%12% 38%rXF1520%
;50%30%~XF1625%12% 63%~XF 1730%46%pXF 1840%60%~XF1950%12% 38%rXF2050% ~12%
38%~X ~ Good Incomplete ~ Not Tested X Incompatible 20.   p s ,~aN zoos WO
00/02238 PCT/US99/15157 Table 5: Resist removal results on sample 2
(SiLK'''" / Si02) and copper compatibility of some chemistries Solvents ~
can be dimethyl acetamide (DMAc), DMSO, propylene glycol (PG), dipropylene
glycol monomethyl ether (DPM), N-methyl pyrrolidone (NMP), or cycIohexyl
pyr~olidone (CHP), while the bases consist of morpholine, MEA,  10
diethanolamine, diglycolamine, choline bicarbonate, tetramethyl ammonium
hydroxide ('TMAH), or choline hydroxide. A chemistry composed of 2% to 12%
of hydroxylamine with a strong base such as a quaternary ammonium hydroxide
compound can be used to remove tough resist on inorganic substrate with an
organic material exposed. The chemistry is 15 compatible with both copper
and the organic material. 4. Residue rembval after metal etch: The
invention has been tested for removing polymer after metal etch. The metal
etched inour example is an aluminum line, with post etch residues (Fig. 17)
20 relatively easy to clean. A dilute solution of choline bicarbonate (3%
[D20] to 5% [D21 ]) success fully removes this polymer at room temperature,
with treatment for about 5 minutes (table 6 and Fig. 18). However we
anticipate that tougher residues will require either higher temperature or
higher concentration of the solution to be removed efficiently. Either way,
care is 25 required to maintain compatibility with the aluminum or aluminum
alloy line. Solution emperaturetimecleaning resultsD20 5C5 mingoodFig.
18D21 5C5 mingoodno figure 



Table 6: eftici~ncy of post etch reslaue removal after metal etcu i 30 5)
Residue rerr~oval after via etch: SolutionTemperaturetimeCleaning ResultsD4
~65C15 minGoodno figureDS65C15 minGoodno figureD665C15 minGoodno
figureD765C15 minGoodno figureD865C15 minGoodno figureD965C15 minGoodno
figure 21.   p g JAN 2003 WO 00I02238 PCTNS99/15157 5 Table 7: eflicie i cy
of post via etch residues removal. The invention has been tested for
removing polymer after via etch. Dilute solutions of choline hydroxide (2%
to S%) with or without added solvents, such as, for example D~VISO
(solutions D4 and DS), or MEA (solutions D6 and D7) i 10 successfully clean
residues from via samples (table 7). Those solutions give good results at
cleanixig dielectric substrate, but underlying aluminum lines are subject
to attack due to the. higher temperatwe used here. i I 6. Corrosion of
misaligned tungsten plug: 15 The invention has been tested on a sample
where misaligned tungsten plugs are corroded by conventional amine cleaner
(Fig. 19). We can successfully clean the sample without damaging the plug
by using a dilute solution of choline bicarbonate (3% [D20] to 5yo [D21])
as a rinse at room temperature for about 5 minutes prior to using the
conventional amine cleaner (Figs. 20 and 21 ). Furthermore we show in Fig.
20 22 that adding a small amount (3%) of choline bicarbonate into the
conventional cleaner slows down the attack of the exposed plug by the
conventional amine system. The use of those solutions as an intermediate
rinse between the photoresist removal step and the conventional solvent
step avoids corrosion of misaligned tungsten plugs, especially in a case
such as the present one where the post metal etch residue is 25 relatively
easy to remove. 22.   5 WO 00/02238 PCTNS99/15157
SolutionTemperaturetimeline corrosionplug corrosionD20Rt5 minno corrosionno
corrosionFigwe 20D21Rt5 minno corrosionno corrosionFigwe 21D2665C15 minno
corrosionreduced attackFigwe 22 t ame a: r.vamauuu ur mugs~cu pmg evrrosiun
23.   0 6 JAN z~p3 5 WO 00/02238 Solution summary: Solutionchoiine
hydroxide con entrationwater 



concentrationA10%100%A25%95%A310%90%A4~ 20%80%A550%50% Solutionchorine
hydroxide concentrationwater concentrationPropylene Glycol concentrationB
115%(70+15)%0%B220%(60+20)%0%B325%(50+25)%0%B420%(10+20)%50%B520%(35+20)%25
%B625%25%50% PCT/US99115157 Solutioncholine hydfoxide concentrationwater
concentrationPropylene Glycol concentrationOther (Benzotriazol e)C 1~
20%(20+20)%40%C210%30+10)%50%C310%(79+10)%1 % BTAC410%(29+10)%50%1 %
BTAC620%(20+59.5 %0.5% BTA SolutionTM H conl~entrationWater
concentrationPropylene Glycol concentrationPropylene
CarbonateC825%75%C912.50%12.50%- 50%C 1012.50%12.50%50% 24.   fl 6 JAN 20D3
~l WO 00/02238 5 PCT/US99/15157 SolutionCholine hydroxideCholine
bicarbonateCholine chlorideWaterSolvents)corr. inhib.D210%90%D320%80%D42.;
0%47.70%50% DMSOD51.:19%45.32%47.5% DMSO5% catD62.30%47.70%50%
MEAp71.'19%45.32%47.5%MEA5% catD84.60%95.40%pg4.37%90.63%5% CatD
104.60'/094.80%0.5% BTAD114.60%94.40%196 TBCD124.60% - _90.40%5% TBCD
132.60~6 -g7.50~6D1420%30~650% PGD1510%40%50% PGD16, 2I648i650% PGD
1720%20%60% PGD1812. 0%12.50~675% PGD
1975%25%D203%97~D215%95%D2237.50%12.50%50% PGD23 -18.75% - 



- -56.25I625% PGD24-3.75%46.25%50% PGD253.75%1.25%959'o
PGD262%17.15%17.15%HYDRO XYLAMINE ; 58.8%DGA4.9% Cat ' 25.   p 6 (!AN Z00 i
5 WO 00/02238 PCT/US99/15157 SolutionCompositionNameE1NMN-methyl
pyrrolidoneE2 ~BLOgamma butyrolactoneE3DPM acetateDipropyleneglycol
monomethyl etherE4morpholineE5DGADiglycol amineE685%~ BLO + 15% NMP
-E750%DGA + 50% NMPE850%. Morpholine + 35% NMP + 15% BLOE9DPE10propylene
carbonateE11DM ODimethyl sulfoxideE12DMDimethyl formateE13prop lane
glycolE14dimeithylacetamideE15TETATri(ethylene) tetraamineE16TETA + 5~6
ammonium bicarbonate.E17TET + 1 % ammonium bicarbonate.E20TET + 5%
catechol.E21TET + 1 ~6 BTABenzotrlazoleE22TEATriethanolamineE23TEA + 5%
ammonium bicarbonate.E24TEA + 1% ammonium bicarbonate.E27TEA,+ 5%
catecholE28TEA.+ 1 % BTAE29MEAMonoethanolamineE30MEA + 5% ammonium
bicarbonate.E31MEA + 1% ammonium bicarbonate.E34MEA + 5% catecholE35MEA + 1
% BTA-E368% Citric acid + 3.2 % HYDROXYLAMINE+ 0.5% BTA + 88.3~6 water cat
= catechol TBC = t+butyl catechol 10 Note: choline hydroxide is
commercially available as a 40 to 50 weight percent aqueous solutio#~ from
a variety of sources, including E.I. Du Pont de Nemours and Company,
Wilmington, Delaware; Chinook Chemical, Toronto, Ontario, Canada; Japan
Hydrazine Co., Tokyo, Japan and Mitsubishi Gas Chemical Company, Tokyo,
Japan. The formulations in the above table include the water in these
commercial 15 choline hydroxide solutions in the amount of water specified.
In summary, these tests demonstrate a new chemistry, exemplified by
composition B6 in the above tables, which has a negligible etch rate on
copper and other metal used for copper integration (Fig. 23). It is
perfectly compatible with SILK 26.   p g JAN 203 WO 00/02238 PCTNS99/15157
5 and some other low-k materials (Fig. 24) and at the same time, gently
removes residues containing copper. It should; further be apparent to those
skilled in the art that various changes in form and details .of the
invention as shown and described may be made. 27.   0 6 J~~1 2Q03 WHAT IS
CLAIMED IS: 1. A composition for removal of etch residues from an
integrated circuits using low k dielectric and copper materials, which
comprises a choline compound, water and an organic solvent. 2. The
composition of claim 1 in which the composition comprises from about 10 



percent by weight to~about 50 percent by weight of the choline compound. 3.
The compound of claim 2 in which the composition comprises from about 10
percent by weight toabout 80 percent by weight of the water. 4. The
composition of claim 3 in which the composition comprises from about 20
percent by weight to~about 80 percent by weight of the organic solvent. 5.
The composition of claim 4 in which the choline compound comprises choline
hydroxide, choline bicarbonate or choline chloride. 6. The compou,~d of
claim 5 in which the choline compound is choline hydroxide. 7. The
composition of claim 5 in which the organic solvent comprises propylene
glycol, dimenthyl sulfoxide, monoethanolamine, or diglycolamine. 8. The
composition of claim 1 in which the composition additionally comprises
hydroxylamine or a hydroxylamine salt. 9. The composition of claim 1 in
which the composition additionally comprises a corrosion inhibitor. 10. A
process fox the removal of etch residues from an integrated circuit using
low k dielectric and coppet materials, which comprises contacting the
integrated circuit with a 28   0 6 JAN 2~p~~ composition comprising a
choline compound, water and an organic solvent at a temperature and for a
time sufficient to remove the residue from the integrated circuit. 11. The
process of claim 10 in which the composition comprises from about 10
percent by weight to about 50 percent by weight of the choline compound.
12. The process of claim I 1 in which the composition comprises from about
10 percent by weight to about 80 percent by weight of the water. 13. The
process of claim I2 in which the composition comprises from about 20
percent by weight to about 80 percent by weight of the organic solvent. 14.
The process of claim 13 in which the choline compound comprises choline
hydroxide, choline bicarbonate or choline chloride. 15. The process of
claim 14 in which the choline compound is choline hydroxide. I6. The
process of claim 10 in which the process includes the steps of forming a
first silicon compound etch stop layer over a copper conducting Iine in the
integrated circuit, forming a second siljcon compound bulk dielectric over
the first silicon compound etch stop layer, etching the second silicon
compound bulk dielectric to expose the etch stop layer, removing residues
from the integrated circuit, etching away the etch stop layer to expose the
copper conducting line, and removing residues from the integrated circuit
wherein the choline compound comprises choline hydroxide, choline
bicarbonate or choline chloride and the organic solvent comprises propylene
glycol, dimethyl sulfoxide, monoethas~olamine, or diglycolamine. 17. The
process of claim 10 in which the composition additionally comprises
hydroxylamine or a hydroxylamine salt. 



29   0 6 JAN 2003 18. The process of claim 10 in which the composition
additionally comprises a corrosion inhibitor. I9. An integrated circuit
fabrication process, which comprises forming a first silicon compound etch
stop layer over a copper conducting line in the integrated circuit, forming
a second silicon compound bulk dielectric over the first silicon compound
etch stop layer, etching the second silicon compound bulk dielectric to
expose the etch stop layer, removing etch xesidues from the integrated
circuit, etching away the etch stop layer to expose the copper conducting
line, and removing etch residues from the integrated circuit with an etch
residue removal composition containing an effective amount of a choline
compound. 20. The integrated circuit fabrication process of claim 19 in
which the first silicon compound etch stop layer comprises silicon nitride.
21. The integrated circuit fabrication process of claim 20 in which the
second silicon compound bulk dielectric comprises silicon oxide. 22. The
integrated circuit fabrication process of claim 21 in which the choline
compound comprises choline hydroxide, choline bicarbonate or choline
chloride. 23. The integrated circuit fabrication process of claim 22 in
which the choline compound is choline hydroxide. 24. The integrated circuit
fabrication process of claim 20 in which the residue removal composition
additionally includes water. 25. The integrated circuit fabrication process
of claim 24 in which the residue removal composition comprises from about
10 percent by weight to about 50 percent by weight of the choline compound.
30   Q ~ J~~6 ~~~ 26. The integrated circuit fabrication process of claim
25 in which the composition comprises from about 10 percent by weight to
about 80 percent by weight of the water. 27. The integrated circuit
fabrication process of claim 24 in which the composition additionally
includes an organic solvent. 28. The integrated circuit fabrication process
of claim 27 in which the organic solvent comprises propylene glycol,
dimethyl sulfoxide, monoethanolamine, or diglycolamine. 29. The integrated
circuit fabrication process of claim 27 in which the composition
additionally comprises hydroxylamine. 30. The integrated circuit
fabrication process of claim 27 in which the composition comprises from
about 10 percent by weight to about 50 percent by weight of the choline
compound, from about 10 percent by weight to about 80 percent by weight of
the water, and from about 20 percent by weight to about 80 percent by
weight of the organic solvent. 31. The integrated circuit fabrication
process of claim 27 in which the composition additionally comprises a
corrosion inhibitor. 
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