Abstract A polishing pad for polishing a notch on a circunferenti al
edge portion of a wafer has a disk-shaped center pad of a s)ﬁnt hetic resin

materi al and hol der plates secured to both surfaces of the‘m ’mmm‘mmuso as
i al

to expose circunferential portions of the center pad. The
portion of the center pad is sectionally shaped so as to be fisteiszgly
I nsertable into the notch. A foamed resin such as foanmed urethane is

Bi T bubbl b5 in the foamd material s in the range of 10 SAMNGARMMIE The

hardness of the foanmed material is iAbstfaet range of 25 - 95 degiggs.in the
Shore hardness A scale. Such a polishing pad is rotated and the
circunferential portion of its center pad is fittingly inserted into and

‘pressed agai ns? polishirg pad fer palishing a potch ayup pirquniferentisl eidge pomntior of par t

through aanvc\)%ézlr a5 Pslki-s%gp% ecerr{%trcpha'd of a synthetic resin material and holder

5  plates secured to both surfaces of the center pad so as to expose circumferential
portions of the center pad. The circumferential portion of the center pad is
sectionally shaped so as to be fittingly insertable into the notch. A foamed resin
such as foamed urethane is preferably used as the synthetic resin material. The
average diameter of air bubbles in the foamed material is in the range of 104 m

10 — 500um. The hardness of the foamed material is in the range of 25 — 95
degrees in the Shore hardness A scale. Such a polishing pad is rotated and the
circumferential portion of its center pad is fittingly inserted into and pressed
against the notch while slurry is supplied to their contact part through a nozzle
to polish the notch.
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