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EXTENSIBLE CRIMP SEAL FOR SANITARY NAPKINS. 

FIELD OF 1llB INVENTION 

The present invention relates to absorbent articles such as sanitmy napkins, 

J>8nty lin~ incontinence devices, and the like. More particularly, the present 

'invention felates to absorbent articles of the foregoing type that are extensible and 

preferably elastically extensible in multiple directions. 

BACKGROUND OF THE INVENTION 

Absorbent articles such as sanitary napkins, pantiliners, and incontinence pads 

are designed to absorb and retain liquid and other discharges ftom the human body 
and to prevent body and clothing soiling. Sanitary napkins are a type of absorbent 

article worn by women that is normally positioned between the wearer's legs, 
adjacent to the perinea! area of the body. 

Typically, most of the disposable absorbent articles of the types mentioned 

above are made of materials that will not stretch. That is, the materials (and the 

article itself) will not stretch under the forces that the absorbent article is normally 

subjected to when worn. 

The inability of the absorbent articles to stretch causes such articles to have a 

number of 'serious drawbacks. One of the most serious is that they are not as 

·Comfortable "for the wearer as they could be. The wearer should ideally be able to 

;notice a difference between an absorbent article that stretehes to confonn to the 

wearer's body and with the wearer's movements and an absorbent article that fails to 

stretch. Conventional sanitary napkins will also fail to stretch and move with the 

wearer's undergarments, which may cause the sanitary napkins to shift therein. 

Providing the sanitary napkin with stretch properties will permit the napkin to better 

confonn to the wearer's und~garment and stay in place. 

Several patent publications disclose absorbent articles having. various 

components that are capable of stretching. Such efforts are described in U.S. Patent 
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2,701,567 issued to Smith; U.S. Patent 3,570,493 issued to Olsson, U.S. Patent -. . . . . 

3,653,382 issued to Easley, et al., U.S. Patent 3,717,150, issued to Sc~ U.S. 

Patent 4,013,816 issued to Sabee, et al., U.S. Patent 4,041,949 issued to Kozak, U.S. 

Patent 4,166,464 issued to Korpman, U.S. Patent 4,533,357 issued to Hall, U.S. 

Patent 4,573,991 issued to Pieniak, et al., U.S. Patent 4,578,070 issued to Holtman, 

U.S. Patent 4,596,570 issued to Jackson, et al., U.~. Patent 4,655,760 issued to 

Monnan, et al. U.S. Patent 4,731,066 issued to Kolpman, U.S. Patent 4,847,134 

issued to Fahrenkrug, et al., .U.S. Patent4,891,258 issu~ to Fahrenkrug, et al., U.S. 

Patent 4,965:,122 issued to Monnan, U.S. Patent 4,9~324 issued to Dube, U.S. 

Patent 5,011,480 issued to Gossens, et al., and .European Patent 'Application 0 450 

541 A2 published in the name ofMorris, et al. 

Some of the publications listed above disclose providing absorbent articles with 

one or more stretchable components. More recently, various embodiments of 

absorbent articles, such as sanitary nap~s, comprised entirely of components 

capable of stretching· to. accommodate the movements ~f the wearer and the wearer's 

undergarments have been disclosed in {.!.S. Patent 5,611,790 entitled "Stretchable 

Absorbent Articles", issµed to Osborn, et al. on l\1~h 18, 1997. Improved materials 

for use in absorbent arti~es have also been developed. · 
. . . . ,. . . . 

For example, U.S. Patent 5,518,801 entitled "Web Materials Exhibiting 

Elastic-Like Behavior", i$~~ to Chappell, et aJ. <>n .May 21, 1996, discloses web 

materials which exhibit an ~astic-like behavior. IUld. ~sorbent articles embodying such 

materials. U.S. Paten~ 5,560,878 entitled "Method and Apparatus for Making 

Stretchable Absorbent Arti<=les", issued to Dragoo, et al. on October 1, 1996, 

discloses a stretchable ab$0fbent material. PCT Publication No. WO 95/20931, 

entitled "Absorbent Artic.1~" published in the Jlll:llle ,of Osborn, et al. on August 10, 

1995 is directed to _extep$ibJe absorbent article$ that .are provided with improved 
. . . . . . . . 

mechanisms for mainW.ning the articles in co~~~ With the wearer's body. The 

search for improved varhltjQps of extensible absorb~~ articles, and absorbent cores 

for such absorbent articles, lu:,lwever, has continµed, . , · 

It is, therefore, an obj~ of this iriventiQn to provide an improved absorbent 
. ·: • 1,. ··· .• 

article, such as a sanitaiy napkin, that is capable Qf ex:tending, or more preferably, one 

that is elastically extensi~J~. 
. . 

It is another obJ~ Qf this invention to prpvide an absorbent article, such as a 

sanitary napkin, th~t i!S. ~p~~le of elastic exten~bi~fr i~ multiple directions. 

.· .. 
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It is another;R.\>~t of .the present invent,io~ f~ 1m.;ovide extensible absorbent -

articles that are provided with improved mechanisms for preventing some of the 

problems that aifect such generally highly flexible absorbent articles, such as the 

undesirable tendency for the end regions of the absorbent articles to fold over on the 

remainder of the absorbent article. 

, It is another object of the present invention to provide an extensible absorbent 

> '." amcle with diagonal extensibi1ify to accommodate the forces walkin& and similar 

motions exert on the absorbent article when it is attached to the wearer's 

underganncmts. 

It is another object of the present invention to provide improved absorbent 

· · · cdres for eXtensible absorbent articles. 

It is another object of the present invention to provide an absorbent article with 

''side flaps or wings that have portions that are extensible for relieving stresses on the 

sanitary napkin when the flaps are wrapped around the side edges of a wearer's 

· ·· 'bttdergannents. 

It is still another object of the present invention to provide an extensible 

absorbent article with an improved type of stretchable crimp seal that joins the 

extensible components of the absorbent article together yet still allows them to 

extend. 

These and other objects of the present invention will be more readily apparent 

when considered in reference to the following description and when taken in 

conjunction with the accompanying drawings. 

SUMMARY OF nm INVENTION 

The present invention provides a multi-directionally extensible> and preferably 

elastically extensible, absorbent article for wearing in an undergarment, such as a 

sanitary napkin, panty liner, incontinence device, or the like. 

The inutti-directionally extensible absorbent article has a longitudinal 

centerline, a transverse centerline, a pair of longitudinal side edges, a pair of end 

edges, a first end region, a second end region, and a central region between the first 

and second end regions. The multi-directionally extensible absorbent article 
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preferably ha& a main body portion that c0mprises at least two regions that are -

·. eXtensible hi different direction8> amd., at least C>n~ of these regions, 8114 preferably two 

or more'.ofthese regions,· are capable of2S%elongation under·forces of less than or 
equal to about 500 grams. ·. The main body· portion of the multi-directionally 

extenSJl>le absorbent article preferably comprises a· multi-directionally extensible 

liquid pervious topsheet, a multi-dire~onally extenSJ~le liquid impervious backsheet 

at least partially peripherally joined to the topsheet, and a multi-directionally · 

extensible absorbent core positioned between the topsheet and the backsheet. 

In one preferred embodiment, the main body portion of the multi-directionally 

extensible absorbent article has a central region that is primarily extensi'ble in the 

transverse direction. The first and second en4. regions preferably each comprise three 

regions of extensibility: a first region· of extensibility, a second region of extensibility, 

and a third region of extensibility. ·The first region of extensibility in the end regions 

is disposed along at least a portion of the longitudinal. centerline adjacent one of the 

end edges of the main body portion. The first region of extensibility is primarily 
extensible in the transverse direction. The second region of extensibility is disposed 

laterally outward of at least part of the first region of extensibility on one side of said 
first region of extensibility, and extends toward one of the longitudinal side edges of 

the ·absorbent article. The ·second region of extensibility is extensible in a direction 

which is between the longitudinal and transverse ·directions. The third region of 

extensibility is disposed laterally outward of at least part· of the first region of 

extensibility on the other side of the. first region of extensibility. The third region of 

extensibility extends toward the other longitudinal side edge of the absorbent article, 
and is extensible in a direction· which is between ·the longitudinal and transverse 

directions. 

In this or other embodiments, the multi-directionally extensible absorbent 

article can be provided with· side flaps or wings· that extend laterally outward beyond 

the longitudinal side edges of the main body portion of the absorbent article. The 

side flaps have an improved configuration of portions therein that are extensible for 

relieving stresse8 on the flaps when they are wrapped around the side edges of a 

wearer's undergarments. More specifically, the side flaps are integral with the main 

body portion, and are provided with extensibility in zones that are located inward of 

the edge of the absorbent core of the absorbent artiCle. It is also within the scope <?f 
the present invention for the flaps descn'bed herein to be utilized on conventional 

non-extensible absorbent articles. 

.-
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In addition, ~..1~ components forming the exte11sible absorbent article are -,. . ~~·· .. ~r,··d· 

preferably held together by use of a novel liquid impervious seal having a sinusoidal 

configuration that allows the components to extend elastically. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is .a top plan view of a preferred sanitary napkin embodiment of the 

present invention. 

FIG. 2·is a lateral cross-$ectional view taken along line 2~2 of FIG. 1 through 

·the conter region of one of the flaps of the sanitary napkin. 

FIG. 3 is a lateral cross-sectional view taken along line 3-3 of FIG. 1 through 
the center portion of one of the flaps. 

FIG. 4 is a bottom plan view of the sanitary napkin shown in FIG. 1 shown 
with the strainable network regions omitted from the backsheet for simplicity of 

illustration. 

FIG. S is a simplified plan view of a sanitary napkin after stretching. 

FIG. 6 is a schematic side view of a flex1.1>le and extensible sanitary napkin that 
· shows some of the problems the sanitary napkin can be subject to if it is not provided 

with the improved features of the present invention. 

FIG. 7 is a top plan view of a preferred compound sanitary napkin according 
to the present invention. 

FIG. 8 is a cross-sectional view of the compound sanitary napkin shown in 

FIG. 7 taken along line 8-8, and shown without corrugations in topsheet and 
backsheet for simplicity. 

DETAILED DESCRiPTION OF THE INVENTION 

FIGS. 1-4 show a preferred embodiment Of a disposable absorbent article 
comprising the present invention. The present invention relates to absorbent articles 
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that are worn in an undergarment, such ~ sanitary ~apkins, panty liners, incontjnence -

devices, and the like. · 

The term "absorbent article", as used herein, refers to articles which absorb and 

contain body exudates. More specifically, the term refers to articles which are placed 

against or in proximity to ~ body of the wearer to •sorb and contain the vanous 

exudates discharged from the body •. The term "absorbent article" is intended to 

include sanitary napkins, pantiliriers, and incontinence. pads (and other articles worn 

in the crotch region of a gannent). 

The term "disposable" refers to articles which are intended to be discarded 

after a single use and preferably recycled, composted, or otherwise disposed of. in an 

environmentally compatible manner. (That is, they are not intended to be_ laundered 

or otherwise restored or reused as an absorbent article.) In the preferred embodiment 

illustrated, the absorbent article is a sanitary napkin designated 20. 

·. The term "sanitary napkin", as used herein, refers to an article which is worn by 

females adjacent to the pudendal region that is intended to absorb and contain the 

various exudates which are discharged from the body (e.g., blood, menses, and 

urine). The present in~ention, however, is not limited to the. particular types or 

configurations of absorbent articles shown in the drawings. 

The sanitary. napkin 20 has two surfaces, a bo~y.:.contacting surface or "body 

surface" 20A and a garinent surface 20B. The sanitary napkin 20 is shown in FIG. 1 

as viewed from its body surface 20A. The body surfaCe 2.0A is intended to be worn 

adjacent to the wearer's body.. The garment ~rface 20B is intended to be placed 

adjacent to the wearer's undergarments when the sanitary napkin 20 is worn. 

The sanitary napkin 20 has two centerlines, a principal longitudinal centerline 

(or "longitudinal centerline") L and a principal transverse centerline (or "transverse 

centerline") T. The term "longitudinal", as used herein, refers· to a line, axis or 

direction in the plane of the sanitary napkin 20 that is generally aligned with- (e.g., 

approximately parallel to) a vertical plane which bisects a standing wearer into left 

and right body halves when the sanitary napkin 20 is worn. The terms "transverse" or 

"lateral" used herein, are interchangeable, and refer to a line, axis or direction which 

lies within the ·plane of the sanitary napkin . 20 that is generally perpendicular to the 

longitudinal direction. 
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As shown in ~g .. 1. the sanitary napkin 20 pr~ferably comprises a main body -

portion 22 and two flaps 24. FIG. 1 shows that the main body portion 22 of the 

sanitary napkin 20 comprises the portion of the sanitary napkin without the flaps 24. 

The main bqdy portion 22 has two spaced apart longitudinal edges 26~ two spaced 

apart transverse or end edges (or "ends") 28, which together form the periphery 30 of 

the main body portion. The main body portion 22 has four comers 27 where the 

longitudinal edges 26 and end edges 28 converge. The main body portion 22 also has 
' . 

two end regiOn~ which·are designated first erid region 32 and second end region 34. 
·: · ·"}\. central region 36 is disposed betweert the end· regions 32 and 34~ The end regions 

3'2 and 34 extend'outwardly in the longitudinal direction from' the edges of the central 

·;region 36 about 1/8 to about 113, or mo~ of the length of the main body portion. A 

Cletailed description of the characteristics of a central region and two· end regions for 

'a sanitary napkin is c<>ntained in U.S. Patent 4,690,680 issued to Higgins on 

September 1, 1987. 

The main body portion 22 of the sanitary napkin 20 can be of any thickness, 

including relatively thick, intermediate thickness, relatively thin, or even very thin (or 

*ultra thin"). The characteristics of generally inextensible "ultra thin" sanitary napkins 

are descnl>ed in U.S. Patents 4,950,264 and 5,009,653 issued to Osborn. The 

embodiment of the sanitary napkin 20 sbo"Wn in FIGS. 1-3 of the drawings is intended 
to be an example of an ultra-thin sanitacy napkin which has a caliper of about 4 

millimeters. The main body portion 22 of the sanitary napkin 20 is also preferably 
relatively tlexibl~ so that it is comfortable for the wearer. 

The sanitary napkin 20 shown in the drawings is extensible, preferably 

stretchable, and more preferably elastically stretchable, in multiple directions. The 
tenn "extensible", as used herein, refers to articles that can increase in at least one of 
their dimensions in the x-y plane. The x-y plane is a plane generally parallel to the 
faces of the sanitary napkin 20. The term "extensible" includes articles that are 

stretchable and elastically stretchable. The term 11stretchable1t, as used herein, refers 

to articles that are extensible when stretching forces are applied to the article and 

offer some resistance to stretching. 

The terms ••elastically stretchable" or "elastically extensible" are intended to be 

synonymous. These terms are illustrated with the simplified schematic view of the 

sanitary napkin in FIG. S. As shown in FIG. 5, the sanitary napkin 20 can extend to a 

stretched length Ls and a stretched width Ws. As used herein, the tenns "elastically 
stretchable" or "elastically extensible" mean that when the stretching forces 
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designated "F" are removed, ·the· sanitary. napkin will tend to return tpward its -

unextended. or unstretched dimensions (or "original" diinensions Lu· and .Wu; The 

sanitary napkin 20 need :net retUm all the way to its unstretched djmensions, 

however. It may~ as Shown in FIG. s,· retum·to relaxed dimensions (such as LR and 

WR) between its unstretched dimensions (Lu and Wu) and its extended (or 

stretched dimensions) Ls and Wg. 

FIG. 2 .Shows· the individual .components of the majn body portion 22 of the . 

sanitary napkin 20 of the present invention. The main )Jody portion 22 of the sanitary .. 

napkin preferably comprises at least three .. Primary components.. These .. include a 

liquid pervious topSheet .38, a· liquid impervious backsheet 40, and an absorbent core 

42 positioned between the topsheet 38 and the bacbheet 40. The liquid pervious 

topsheet, the liquid impervious backsheet, . and the ~sorbent . core can comprise a 

number of suitable materials, provided that they are extensible as described below, or 

comprise base materials that are suitable for being modified as specified herein to 

p~ovide them with extenStl>ility. 

In the embodiment shown in F'IG. 1, the base material for the liquid pervious 

tqpsheet 38 comprises an apertured formed film. Suitable formed films are described 

in U.S. Pat. No. 3,929,135, issued to Thompson on pecember 30, 1975; U.S. Pat. 

No. 4,324,245, issued to Mullane, et al. on April 13, 1982; U.S. Pat. No. 4,342,314, 

issued to Radel, et al. on August 3, 1982; U.S~ Pat. Ne;>. 4,463,045, issued.to Ahr, et 

al. on July 31, 1984; and u~s. Pat. No. S,006,394, iss11ed to Baird, on April 9, 1991. 

One especially preferred base material for the topsheet 38 comprises a formed film 

described in one ·or more ·of the above patents and marketed on sanitary napkins by 

The Procter & Ganible Company of Cincinnati, Ohio as the "DRI-WEA VE" 

topsheet. The base material for the topsheet 38 preferably has a hydrophilic 

surfactant inoorporated therein during manufacture. The base material for the 

topsheet 38 is modified to make it multi-directionally extensible as discussed in 

greater detail below. 

The absorbent core 42 can comprise a variety of absorbent materials which are 

capable of extensibility, or are suitable for being modified to make them ~ensible. 

For example, materials suitable for use as the absorbent core 42 could comprise a 

knit material; or a nonwoven material that is modified to make it multi-directionally 

extensible. The phrase 11multi-directionally11 extensible, as used herein, .. refers to 

extensibility in at least two directions in the x-y plane. (It should also be understood 

that the materials described herein for use in the absorbent core 42 can optionally be 
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used as absorbent . 1~~~s in other types of dispo~~~~, absorbent articles, . such as -

disposable diapers, and the like, if desired.) · 

One suitable multi-directionally elastically extenstole nonwoven material is a 

SO/SO blend of polymeric fibers, such as polyester fibers and a fibrous superabsorbent 

hydrogel-fonning polymeric material (or "absorbent gelling material"). A suitable 

·fibrous absorbent gelling material is obtained as product #1161 from Camelot 

Superabsorbents, Ltd. of Calgary, Alberta, Canada. The nonwoven material is 

preferably embossed with the pattern described in U.S. Patent 4,781,710 issued to 

Megison, et al. The embossed nonwoven material is preferably then heated to a 

temperature of just below the glass transition temperature of the polyester (about 280 

°F (about 138°C)) and consolidated laterally as descnoed in University of Tennessee 

U.S. Patent 5~4,482 entitled "Post-Treatment of Nonwoven Webs" issued to 

Hassenboehler, Jr., et al. on September 14, 1993, so that it will be extensible in a first 

direction. 

The nonwoven web is then preferably cooled to about 200°F (about 93°C) and 

mechanically compressed (or "micrexed") to provide it with extensibility in a second 

direction perpendicular to the first direction. Suitable methods for mechanically 

compressing nonwoven webs are described in U.S. Patent 3,260>778 issued to 

Walton on July 12, 1966; U.S. Patent 3,426,405 issued to Walton on February 11, 

1969; and U.S. Patent S,117,540 issued to Walton, et al. on June 2, 1992. The entire 

process can produce a nonwoven absorbent core material that is extensible about 

25% in both the machine direction (the direction the fabric unwinds from a roll in the 

process of manutacturing the sanitary napkin 20) and the cross-machine direction 

(perpendicular to the direction of unwinding) under forces of less than or equal to 

about 200 grams/inch (about 80 g/cm), preferably less than or equal to about 100 

grams/inch (about 40 g/cm), more preferably between about 25 to about 100 

grams/inch (about 10 to about 40 grams/cm), and most preferably about 60 

grams/inch (about 24 grams/cm). 

The absorbent core 42 in the embodiment shown in the drawings preferably 

comprises a omni-directionally elastically extensible knit material. The phrase 11omni­

directionally'' extensible, as used herein, refers to extensibility in all directions in the 

x-y plane. In a particularly preferred embodiment, the absorbent core 42 is a laminate 

of two or more knit materials. Preferably, the absorbent core 42 comprises a three 

layer structure comprising layers of knit Nylon material, knit polyester materia~ and 

knit 20/1 Acrylic material th~t are sewn together with stitching that provides the 
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laminite with a jacquard· quilted pattern. Such a material is ·known as product -

·. number B7112 and obtained' ftom Flynt Amtex, Inc. of Burlington, NC.· The Flynt 

material has a basis. weight of 24 mg/cm2, an absorb~t capacity of greater than or 

equal to about 5 grams.of water per gram oftabric, ·~d a caliper of about 2 mm. A 

simple test for determining the capacity of such a material is described beJow in the 

Test Methods section. 

The absorbent core 42 (e.g., the Flynt material) is preferably capable of omni­

directional extension in the following amounts at the forces specified: 5% elongation 

under a force of less than· or equal to about 20 gramsfmch (about 8 g/cm); 100/o 

elongation under a force of less than or equal to about 35 gramsfmch (about 14 

g/cm); 25% elongation uilder a force of .less than or equal to about 200 gramsfmch 

(about 80 g/cm), preferably less than or equal to about 100 gramsfmch (about 40 

g/cm), more preferably iess than or equal to about 85 grams/inch (about 33 g/cm); 

and 500/o elongation under a force of less than or equal to about 225 gramsfmch 

(about 90 g/cm). All forces specified h~ein are measured with one inch (2.54 cm) 

wide. strip of the absorbent ~aterial ~.described in the Test Methods section below. 

For simplicity, omni-directional extensibility is measured using strips cut in the 

longitudinal direction, the transverse direction, and a 45 degree diagonal direction. 

The absorbent core 42 (e;g., the Flynt material) is preferably omni-directionally 

elastically extensible. The absorbent core 42 may, but need not return all.the way to 

its unextended dimensions when the extending forces are removed. This feature can 

be expressed in terms of percent(%) set: of the core material. The Flynt material has 
less than or equal to about 100/o set in the longitudinal direction, transverse direction, 

and the diagonal direction. 

The absorbent core 42 (e.g., the Flynt material) is preferably highly flexible and 

drapable. The Flynt material has a Taber Stifthess of about 0.11 or 0.12 g cm; a 

flexural rigidity of about 26 mg cm/cm; and a flexure resistance of about 14 or I 5 

grams measured on the Flynt material alone using the test set out in U.S. Patent 

5,009,653 issued to Osborn. ·The Flynt material has one side with a "puffy" 

appearance, and one side which is relatively flat. The Flyrit material can be placed in 
the sanitary napkin 20 with either side adjacent to the topsheet 38. No modification 

of this absorbent core material is necessary since it· is inherently omni-directionally 

extensible. 
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In certain ca.J~. it may be desirable to pspvide the Flynt material with -
• .... J•I- . ./ 

additional absorbent capacity for use as the absorbent core 42. This can be done in 
several non-limiting ways. In one embodiment, an additional web or strip of 
extensible material can be joined io the underside of the Flynt material. In this 

embodiment, the additional web or stiip of extensible material can have its surfice 

which will be placed adjacent to the Flynt material (that is, its inside surface) 

provided with absorbent gelling material thereon. The additional web or strip~ 

therefore, "traps" or holds the absorbent gelling material adjacent to the underside of 

the Flynt mattmal 

In one preferred version of such an embodiment~ the extensible material 

coltlprises a rectangular strip about 2 inches (about 5 cm) wide and about 6.25 inches 

(about 16 cm) long· of an air-through bonded nonwoven material comprised of bi­

componeiit fibers which is manufactured under the tradename HAVDC 82146 by the 

Havix Corporation, Gifu-City, Japan. The HA VD{ material will have a degree of 

extensibility in one direction, which is preferably its widthwise direction. The 

HA VIX material is preferably mechanically compressed (or "micrexed") as described 

in conjunction with the multi-directionally extensible nonwoven material discussed 

above so that it is also extensible in the longitudinal direction. The absorbent gelling 

material is preferably applied to the HA VDC material as a mixture of Nalco 1180 

absorbent gelling material obtained ftom Nalco Chemical Company, Naperville, n.., 
and PEOOSPERSE surfactant obtained ftom Lonza, Inc., Williamsport, PA. These 

components are preferably mixed together in a ratio of about l O grams of absorbent 

gelling material to about 1 gram of surfactant. Preferably, about 0.3 to about 0.4 

grams of this mixture is applied to the strip of HA VIX material. 

The strip of HA VIX material can be joined to the underside of the Flynt 
material in any suitable manner. Preferably, the HA VIX material is stretched and 

joined to the ·underside of the Flynt material by use of an adhesive, such as adhesive 

number 2031 manufactured by Findley Adhesive Company of Wauwatosa, 

Wisconsin. A double-sided adhesive tape can be placed around the perimeter of the 

HA VD{ material for attachment to the Flynt material if additional securement is 

desired. The use of this additional web of material with the absorbent gelling material 

preferably nearly doubles the absorbent capacity of the sanitary napkin 20 from an 

overall capacity of about 12 grams to about 23 grams. These absorbent capacities 

are preferably measured according to the test set out in U.S. Patent 5,009,653 issued 
to Osborn. 
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.In other embodiments,· the absorbent core 42 can be provided with additional -

capacity in other ways. For example, instead of.adding. a strip of material to the 

underside of the absorbent' Core as described· above, ·the. absorbent 'gelling material 
could be added on the .surface of one or more of the layers of the absorbent core 

(such as one of the different layers of the Flynt material). Alternatively, one or more 

of the layers of the absorbent· core could at least partially comprise fibrous abSQrbent 

gelling material. 

The backsheet 40 can be any suitable liquid impervious material that. is 

extensible, or comprises a .base material that can be modified as specified hei:ein .. to 

provide it with extensibility. Preferably, the base material for the backsheet 40 is a 

polyethylene film having a thickness of ftom ab9ut 0.012 mm (0.5 mil) to ·about 

0.015 mm (2.0 mil). Exemplary polyethylene films are. manufactured by Clopay 

Corporation of Cincinnati; Ohio, under the designation Pl8-0401 and mi~otlex 
1401~ The backsheet 40 may be embossed and/or matte finished to provide a more 

clothlike appearance. Further~ the backsheet 40 may permit vapors to escape ftom 
the absorbent core 42 (that is, it may be breathable) while still preventing exudates 
ftom passing through the: backsheet. ·In a preferred embodiment when the base 

material for the backsheet 40 is produced,. it is subjected to a corona discharge 
treatment in order to aid in gluing the desired portions of the same to the topsheet. 
Methods for treating a film material With. a corona discharge are described in U.S. 

Patents 4,351, 784, 4,456,570, and 4,535;020 issued to Thomas, et al. ·. '.fhe base 

material for the backsheet 40 is modified to make it multi-directionally extensible as 

diseussed in greater detail below. 

The topsheet 38, the backsheet 40, and the absorbent core 42 may be 
assembled in a variety of configlirations known in the art (including layered or 
"sandwich" configurations and wrapped or 11tube11 configurations). Figures 1-4 show 
a preferred embodiment of the ·sanitary· napkin 20 assembled in a sandwich 

construction in which the topsheet · 38 and the backsheet 40 have length and width 

dimensions generally larger than those of the absorbent core 42. The topsheet 38 and 

the backsheet 40 extend beyond the edges of the absorbent core 42 to form portions 
of the periphery 30. The topsheet 38 is preferably joined to the body-facing side of 
the absorbent core 42. The topsheet 38 can be joined to the absorbent core 42 ·in any 
suitable manner known in the art for this purpose, such as· by an open· pattern of 

adhesives. The backsheet 40 need not be, and in the embodiment shown preferably is 

not, joined to the absorbent core 42. The portions of the topsheet 38 and backsheet 
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40 that exu,nd beyond the edgestof the absorbent core 42 to form the periphery 30> 

as will be described in greater .ci~au below, are prefetably joined to each other. 

T~e top1".•. 38 niaY-. h" joined to the absorbent core 42 by a unifunn .. ... . ...... - .. . . 

continuous layer _of adhesive, .a patterned layer of adhesive, or an array of separate 
lines, -apirals, or spots of adheSive. - . One adhesive that has been -found to be 

satisfact<ny .for this. purpo~ is·. manufactured by Findley Adhesive Company of 

Wauwato8' Wisconsin as aclhesive number_203 l. The adhesive is preferably applied 

an open·pattem network of:filanients of adhesive such as is disclosed in U.S. Patent 

4~S73>986 entitled .. Disposable Waste-Contaimnent Gannenttt, which issued to 

Minetola, ·et -al. on March 4, 1986. Other exemplary open pattern networks of 

·*8JtestYe1itameiits "l:omprisi11g •era1 lines of adhesive filaments swirled into a spiral 
patt~Hi\re1Ulti'i~by:th~apparatus and methods shown in U.S. Patent 3,911,173 

issat:!d1ifS~ritgti~ 1'r. 'on oetblfer 7, 1975; U.S. Patent 4't785,996 issued to Ziecker, 
·et al. Oh NriVatillet'22, 1918; and U.S. Patent 4,842,666 issued to Werenicz on June 
27~-1989. Altemativdy,-the tottlponents of the samtary napkin may be joined by heat 

bofttls, ~res*e-b'tmd$'; Ut~c bonds~ dynamic mechanical bonds, or any other 
dfabte attaclitiienl m~ or combinations of these attachment means as are known 

in the art. 

- 'The entire ~tary napJ9n 20, or regions of the same can be exteiisible in 

various directions .. The ~ulti-4ir~ionally extensible absorbent article preferably has 
a· main body portion that comprises at least two regions that are extensible in 
diifererit directions, 'and at least one of these regions, and preferably two or more of 
these regions, are capllble of 25% elongation under forces of less than or equal to 
about-SOO grams. In the embi>diment shown in FIGS. 1-4, the central region 36 of 
the sanitary ;Jtilpldn -'20 ts ·plieratly extensible in the transverse direction. This is 

g~y'ih'.ftle~ftai:on oftbe·~irrows shoWll in FIG. 1. As shown in the drawings, 

ifthe;i8riitirY1taplm·20 is ·pJb~ded with flaps 24, the extensibility of the central 
region 36 can ·~ful into the tliaps 24. The central region 36 expands JateraJly to 

assist the flaps 14 in ibldtttk around the curved side edges of the wearer's 

undergarments. 

As used herein, the phr•~ 11geneqtlly in the transv~ direction" (or generally 
in another direction) means ~t a pr,jmary component of the extensibility is in the 

. . . . . 

direction specified. All of the extension, however, need not be exactly in the 

direction specified. Therefore, when the extensibility is said to be generally in the 

transverse direction, the extensibility need not be exactly parallel to the principal 
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transverse centerline of the sanitary napkin. •nie·extenSibility, however, is·preferably -
oriented more in the transverse direction than in the longitudinal direction. 

. . .. 

· The first and seeond end regions 32 and 34 of the sariitary napkin 20 shown in 
FIGS. 1-4 each preferably comprise three regions of extmwbility. The three regions .. 

. . . 

·of extensioility comprise a first region of extensibiliiy 44, a second region of 
exten~bility 46, and· _a trurct region of extensibility 48~ In ·the embodiment shown in 
the drawings, the regions of extensibility in the first end region 32 of the sanitary 
napkin 20 are synlmetrical with those same respective . regions In the second end . 
region 34, although iii other embodiments, this need not be the case. 

The first region of extensibility 44 of the.· end regions. 32 and 34 is preferably 
disposed along at least a portion of the longitudinal centerline L of the sanitary 
napkin. A portion of the first region of extensibility .44 is preferably located adjacent 
to one of the end edges 28 of the main body portion 22; Preferably, the first region 
of extensibility 44 is a generally pie-shaped region that is centered relative to the 
longitudinal centerline. The first region o( extensibility 44 . preferably has . a tip or 
apex SO that lies along the. longitudinal centerline, L. Preferably, the tip SO extends 
substantially all the way to . the end edge S2 . of the central region 36.. In the 
embodiment shown in the drawings, the first region of extensibility 44 is preferably 
also primarily extensible in the.transverse ~irectioit (as shown by the arrows). This 
. allows the first region to stretch With the wearel-'s panties, particularly in the region of 
the wearets buttocks. The first. and second end regions 32 and 34 preferably have 
the same extensibility so that the wearer can wear either end of the sanitary napkin 20 . 
in the rear crotch portion of her panties. 

The second region. of extensibility 46. is disposed laterally outward of at least .. 
part of the first region of extensibility 44. The second region of extensibility 46 is 
located on one side of the first region of extensibility 44. The second region of 
extensibility 46 extends toward, and preferably to one of the longitudinal side edges 
26 of the main body portion 22 of the sanitary napkin 20. As shown in the drawings, 
if the sanitary napkin 20 is provided with flaps 24, this region of extensibility can 
even extend beyond the longitudinal side edge 26 of the main body portion into the· 
side flaps 24. In the embodiment shoWii in the drawings, the portion of the second 
region of extensibility 46 that overlies the main body portion 22 is preferably roughly 
in the shape of a right triangle. 
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In the embodiment shown in the drawings, the second region of extensibility 46 -

is extensible in a direction which is between the longitudinal and .. transverse 

direotions. Preferably, in this embodiment, the second region of extensibility 46 is 
extensible in a direction having a primary vector component that forms an angle, A, 
as shown in FIG. 1, of between about 45° and about 55°, more preferably about 48° 
with'the lonpud"mal eenterline, L. The open portion of the angle A is turned so that 

the angteiaces lihe transverse centerline, T, of the sanitary napkin 20. As long as the 
angle A 'is less than 90°, this provides "inwardly-oriented" extensibility, or 
extehsibility haVing a primaiy vector eolnponent that is oriented inward toward the 
tranlverse centerline, T. This can be contrasted with regions having an "outward­

oriented11 extensibility, which have a primazy wctor component that is oriented away 

from the transverse centerline. Outward-oriented extensibility would be present if the 
extensibility was perpendicular io the arrows shown in region 46. The tenns 
"inwardly-oriented" and 11outwardly-oriented11

, refer to the direction of e'Xtensibility, 

rather than the direction in which the region may tend to retract which is also shown 
by one of the heads on each of the arrows in FIG. I. 

The third region of extensibility 48 is preferably disposed laterally outward of 
at least part· of the first region of extensibility 44 on the other side of the first region 
of extensibility 44. The third region of extensibility 48 extends toward, and 
preferablyto'one·ofthe longitudinal side edges 26 of the main body portion 22 of the 
sanitary napkin 20. The third region of extensibility 48 can also extend into the side 
flaps 24. The portion of the third region of extensibility 48 that overlies the main 
body portion 22 is also roughly in the sbape of a right triangle. In the embodiment 
shown in the drawings, the third region of extensibility 48 is eXtensible in a direction 
which is between the longitudinal and transverse directions. Preferably. in this 

embodiment, the third region of extensibility 48 also has an inwardly oriented 
extensibility in a direction having a primary vector component that fonns an angle of 
between about 45° and about 55°? more preferably about 48° with the longitudinal 
centerline, L. In the preferred embodiment shown in the drawings, the second and 

third regions of extensibility 46 and 48 are symmetrically disposed on either side of 
the first region of extensibility 44. 

The sanitary napkin 20 differs from many prior absorbent articJes in that it 
preferably has ·an overall extensibility that runs in diagonal directions. As used herein, 
"diagonal" means generally from one comer 27 of the main body portion to the 

comer 27 on the opposite side of the longitudinal and transverse centerlines. This is 
illustrated in FIG. 5. As shown in FIG. 5, the primary direction of overall 
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extensibility of the main· body portion ·22 of the. sanitary napkin 20 is preferably -
oriented in a direction that makes. an angle B Wi.th;the longitudinal centerline L. The 

angle B is greater· ~hail 0° and less than ·45°, and is preferably between about 15° and 

about 30°, and for the embodiment shown in the drawings, is preferably about 20°. 

It should be understood that. the sanitary n.apkin. 20 is preferably eXtensible in. 
both diagonal dir~ions that nm between .the four corners of the main body portion 
22. Thus, not· only does tile sanitary. napkin 20. have a primary component of 
extensibility· that is oriented at the angle B shown in FIG. 5 (where the angle is turned 
·counter clockwise relative to the longitudinal centerline L), but also at a similar angle 

turned clockwise relative to the longitudinal centerline L. 
. ~ . 

The amount of extensibility the sanitary napkin 20 is provided With is also 

important. The sanitary.· napkin 20 shown i_n the · draWings is preferably capable of 
longitudinal extensibility along the _longitudinal. centerline, L, in· .the following 
amounts at the forces specified: . 5% elongation wider a force of le.ss than or equal to . 

. about 200 grams; 1 OOA. elongation under a force of less than or equal to about 550 

grams; 15% elongation under a force ofless than or eqllal to aboµt 900 grams; and 
25% elongation under a force .of:less than or equal to ab~ut 1,600 grams. The 
sanitary· napkin 20 is preferal>ly elastically extensible in the longitudinal direction. 
The sanitary napkin 20 may have a smallamount of set (up to about 10%) after it has 
been extended in the longitudinal direction~ 

The sanitary napkin 20 shown in the draWings is preferably capable of 
transverse-extensibility in the central region 36 of the main body portion 22 measured 
along the transverse centerline, T, in the following amounts at the forces specified: 
5% elongation under a force ofless than or equal to about_ 75 grams; I 0% elongation 

under a force of less tlum. or equal to about 150 grams; l 5% elongation under a force 
of less than or equal to about 250 grams; and 25% elongation under a force of less 
than or equal to about 400_ grams. The sanitary napkin 20 shown in the drawings is 

. : . . . 

preferably capable of transverse extensibility In the end regions 32 and 34 ofthe main 
. . . 

body portion 22 measured parallel to the transverse centerline· in approximately the 
same amounts and at the same forces. The sanitary napkin 20 is preferably elastically 

extensible in the transverse direction in the central region 36 and the end regions 32 

and 34. The sanitary napkin 20 may have a small .amount of set (up to about 10%) 

after it has been extended transversely. in these regions. 
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The sanitary napkin 20 shown in the drawings is preferably capable of diagonal ·­

extensibility in the following amounts at the forces specified: 5% elongation under a 

force of less than or equal to about 200 grams; 10% elongation under a force of less 

than or· equ81 to about SOO grams; 15% elongation under a force of less than or equal 

to about 850 ·grams; and 25% elongation under a force of less than or equal to about 

I,SOO Brams· All torces specified herein are measured with one inch (2.S4 cm) wide 

clatnps ·as :described in the Test Methods section below. The sanitary napkin 20 is 
preferably elBstlcally extensible in the diagonal direction. The sanitary napkin 20 may 

ha1e a small amount of set (up to about lOOA) after it has been extended diagonally. 

In the case of all of the directions of extensibility discussed in the preceding 

paragraphs, the sanitary napkin 20. is preferably not so highly extensible at low force 

levels that it is difficult to place the same in the wearer's undergarments. Preferably, 

the sanitary napkin 20 is not extensible in an amount greater than or equal to about 

10% under forces of less than or equal to about SO grams in each of the directions for 

which the eXtensibility is specified above. It should be understood, however, that 

this, like the ·exiensibilities specified elsewhere herein are preferred amounts, and the 

absorbent articles of the present invention are not limited to those having 

extensibilities in the amounts described herein, unless otherwise specified in the 

appended claims. 

The ability to stretch diagonally is made possible because of the direction of 

extensibility of the various regions of the topsheet 38 and backsheet 40:o and the 

omni..directional extensibility of the preferred absorbent core 42 described herein. 

The overall diagonal extensibility provides the sanitary napkin 20 with several 

advantages. The diagonal extensibility helps the sanitary napkin to accommodate 

diagonal sttetching of the wearer's panties associated with walking, and similar 

movements. The overall diagonal extensibility reduces tension on the sanitary napkin 

which may Cause the undesirable tendency of the end edge portions of the sanitary 

napkin to fold over on the remainder of the main body portion 22 (that is, it prevents 

end edge "roll over", a problem which may lead to loss of coverage o( and soiling of 

the wearer's undergannents). Without wishing to be bound by any particular theory, 

it is believed that the reduction in end roll over is at least partially attributable to the 

fact that the sanitary napkin 20 is better able to accommodate the aforementioned 

diagonal stretching. In addition, designing a sanitary napkin with greater extensibility 

in a diagonal direction than in the longitudinal direction provides the sanitary napkin 
with more stifthess along the longitudinal centerline (than a sanitary napkin that has 
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its greatest extensioility in the longitudinal ·direction), which will .also tend to reduce -

end edge roll over~ ' · .. 

The extensibility·ofthe.sanitary napkin 20.and the different regions thereof can 
be provided in· any suitable manner. In. the embodiment shown in the drawings, the 

extenSloility is provided by fonning. a strainable network into the desired portions of 

the topsheet·38 and backsheeJ 40 of the sanitary·napkin·20. The strainable network 

is formed by a process ·which may be• referred to herein as funning the. topslJ.eet and 
backsheet base materials into a stretchable elasti~like film (or "SELFing" the 

topsheet and backsheet base· materials). A suitable process for fonning a strainable 

network into the topsheet 38 and backsheet 40 is described in U.S. Patent 5,518,801 
entitled "Web Materials Exhibiting Elasti~Like Behavior" which issued to Chappell, 

et al. on May 21, 1996. 

As shoWll in FIG. 1, the topsheet 38 and backsheet 40 preferably have several 

strainable network regions formed therein. One strainable network region is formed 
for the central region· 36 of the main bQdy porti()n. 22, and a strainable network region 

is formed for each of three regions of extenstl>ility in the end regions 32 and 34 of the 
sanitaiy napkin 20. The different strainable network regions all preferabJy comprise 
portions of a single base topsheet or backsheet material that has a pattern of regions 
formed therein. In this ·embodiment, both the .topsheet 38 and backsheet 40 have 
identical strainable ·network regions formed therein (though the strainable network is 
not shown on the backsheet 40 in FIG. 4 for simplicity of illustrating the adhesive .. 

pattern thereon). Preferably, the strainable networks in the topsheet 38 and 

backsheet 40 are aligned directly over one another. 

As shown in FIGS. 1 and 2, each of the strainable networks comprise at least . 
two visually distinct regions, first and second network regions 64 and 66. Preferably, 
each of the strainable networks comprises several first and second network regions 

· 64 and 66. In the preferred embodiment ·shown, the first network regions 64 are 

substantially planar. The second network regions 66 preferably comprise a plurality 

of deformations in the form of raised rib-like elements 74. 

The characteristics of the first and second network regions 64 and 66 can also 

be expressed in . terms of the length of the respective regions .·measured 
topographically over the surfaces of these regions when the strainable network is in 
an untensioned condition (or the 11surface-path1ength11 of the first and second network 

regions). The second network region 66 has a surface-pathlength that is greater than 
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that of the first network region 64. When elongation forces are applied to the -

strainable networks, the rib-like elements 74 will undergo a geometric d(ofonnation 

under which they will flatten and extend while the first regions wm undergo a 

molecular level deformation. This will cause the strainable network regions to exhibit 

an elastic-like behavior in the direction of the arrows when subjected to an applied 
and subsequently released elongation. The general characteristics of strainable 

network regions are described in greater detail in U.S. Patent 5,518,801 issued to 

Chappell, et al. 

The strainable network(s) can be fonned by separately . feeding the base 

materials for the· topsheet and backsheet between meshing patterned rolls, pressing 

the base material between mating plates having a pattern therein, or by casting. The 

strainable network(s) can be fonned at several stages in the assembly of the 

components of the sanitary napkin 20 shown in the drawings. The strainable 

network(s) can be funned into the components of the sanitary napkin before they are 

joined together to fonn the sanitary napkin. Alternatively> the strainable network(s) 

can be formed into the entire assembled sanitary napkin. Preferably, in the 
embodiment shown in the drawings, the strainable network(s) are fanned into the 
topsheet 38 and backsheet 40 before they are joined together to encase the absorbent 

core 42 therebetween. The absorbent core 42 may, but need not~ have a strainable 

network formed therein since it preferably has multi-directional extensibility as 

described above. Preferably, in the embodiment illustrated in the drawings, the 

absorbent core 42 does not have a strainable network formed therein. 

The portions of the topsheet 38 and backsheet 40 that extend beyond the edges 
of the absorbent core 42 form a flange 76. These portions of the topsheet 38 and 
backsheet. 40 can be joined in any manner which does not interfere with the ability of 

the sanitary napkin to stretch. Preferably,. in the embodiment shown, the topsheet 38 

and backsheet 40 are joined using an extensible adhesive over substantially the entire 

portions that extend beyond the edges of the absorbent core 42, and a crimp seal 78 

for added strength at the end edges 28 of the main body portion 22 where the 

topsheet 38 and backsheet 40 are densified by the application of pressure or heat and 

pressure. A suitable extensible adhesive is Fuller adhesive 2352 available from the 

H.B. Fuller Company of Badnais Heights, :MN. Preferably, a small amount of 

adhesive contacts the edges of the absorbent core 42 to keep the absorbent core 42 in 
position. 
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The crimp seal 78 should not interfere with the ability of the components of the -

·.sanitary napkin to stretch; Preferably,· the. extenStl>le portions of the sanitary napkin 

that are· joined by the crimp seal 78 ·are capable of extending the amounts arJd under 

the forces specified above for the sanitary napkin 20 (See ··e.g., the transverse 

extensibility in the end regions). (The crimp seal 78 is, however, capable of:allowing 

the components to extend in multiple directions.) The crimp seal 78 may,, thus, be. 

referred to as an ·extensible crimp seal (although the crimp seal ·78 does not.provide 

any inherent extensibility if not used with extensible components). The crimp seal 78 

preferably comprises a liquid impervious seal. The crimp seal 78 pr:eferably 

comprises a sinusoidal sealing line along which portions of at least one of the. 

topsheet 38 or backsheet 40 are compressed and/or melted together. The crimp seal 

78 shown in FIG. l is in a sin~soidal pattern that is preferably arranged in a generally 

curved configuration. . Other configurations, such as straight sinusoidal patterns, can 

also be used. Without wishing to be bound by any particular theory, it is believed 

that the crimp seal 78 allows the portions of sanitary napkin adjacent thereto to 

extend because the waves of the sinusoidal configuration provide the crimp seal 78 

with. "slack" that can be stretched until it at least partially straightens. 

Numerous variations of the extenStl>le crimp seal 78 are possible. For example, 

the crimp seal can be located . around all, or any portion of the periphery of the 

sanitary napkin including the distal edges of the flaps (described below). In addition 

to sinusoidal patterns; other suitable patterns which provide the desired "slack", 

including, but not limited to. zig zag patterns can also be used. The extensible crimp 

seal 78 can have a sinusoidal (or other) pattern that varies in band width, amplitude, 

and frequency. In addition, multiple sinusoidal waves (or waves having other 

configurations) can be aligned in phase adjacent to each other. Such multiple crimp 

seals can be used to ensure that a continuous crimp i~ present around the desired 

portion of the perimeter of the sanitary napkin after processing. For example, it is 

possible to cut through a crimp seal during manufacture. This· would most often 

occur when a web of sanitary napkins is cut at the end edges into individual sanitary 

napkins by the last cutting operation (or by the "final knife"). Multiple crimp seals 

will ensure that liquids will not wick through· the crimp seal 78 even if a portion of 

the crimp seal is cut during manufacture. 

In other embodiments, the continuous sinusoidal crimp seal can be combined 

with discontinuous (or intermittent) bonding patterns. The discontinuous: bonding 

patterns can be in the form of discontinuous sinusoidal waves, or other suitable 

discontinuous patterns. The discontinuous patterns should be in configurations so 
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that if any portion of the crimp seal is cut during manufacture, the discontinuous -
pattern will provide a tortuous flow path to trap any liquids that may attempt to wick 
·through the crimp seal. These patterns may also provide increased manufacturing 

flexibility since the place where the final knife cut placement falls on the crimp is not 
as critical; 

The extensible crimp seal 78 provides a number of advantages. these include, 

but are not limited to the following. The extensible crimp seal 78, of course> fonns 
an impervious barrier to liquids wicking out of the ends 28 of the sanitary napkin 20. 
It also permits the components of the sanitary napkin to extend> even though it is 
continuous. It was previously believed that a discontinuous bonding pattern had to 

be used to · avoid interfering with the ability of the components of an extensible 

absorbent article to extend. The extensible crimp seal 78 also helps to prevent the 
undesirable tendency for the end edge portions of the sanitary napkin to fold over on 
the remainder of the main body portion. Without wishing to be bound to any 

particular theC>ry, it is believed that this occurs because the extensible crimp seal 78 
elittiinates ·any differences in extensibility between the flange 76 and the remainder of 
the main body portion 22 that would cause the flange 76 to curl when the main body 
portion 22 is stretched. 

The sanitary napkin 20 shown in FIGS. 1-4, also comprises a pair of flaps 24 
that are joined to the main body portion 22. The flaps 24 extend laterally outward 

beyond the longitudinal side edges 26 of the main body portion 22 ftom their 
proximal edges 24A to their distal edges (or "free ends") 24B. The flaps 24 extend 

outward from at least the central region 36 of the main body portion 22. As shown 

in Figure 1, each tlap 24 is divided into a front half 54, and a back half 56 by a flap 
tntiisverse · cmterline T . The flap transverse centerline T may coincide· with the 

principal transverse ce~terline T of the sanitary napki~ Jit trus is not absolutely 
required. The flaps 24 are each joined to (or associated with) main body portion 22 · 

along a juncture. This is typically a longitudinally-oriented (or "longitudinaltt) 

juncture, such as lines of juncture 68. As used herei~ the terms ''juncture .. (or "line 
of juncture11

) refer to regions where the flaps 24 extend from or are joined to the main 
body portion 22. 

The flaps 24 can be joined to the main body portion 22 in any suitable manner. 

The term "joined", as used herein, encompasses configurations in which an element is 
directly secured to another element by affixing the element directly to the other 
element; configurations in which the element is indirectly secured to the other 
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element by affixing the element to.intennediate member(s) which in tum are affixed -

to the other element; and configurations in. which one element is integral with 

another element, i.e., one element is essentially part of the other element. Preferably, 

in the embodiment shown.in FIGS. 1-4, the flaps 24-areintegral with the main body 

portion 22 (that is, the flaps 24 comprise integral extensions of the topsheet 38 and 

backsheet 40). 

The extensions of the topsheet 38 and backsheet 40 comprising -the flaps 24 

may be joined together-in any· suitable mariner. }t'.or example, the extensions of the 

topsheet 38 and backsheet 40 that form-the flaps can be joined-together by adhesives 

over their entire interface, ot any suitable portion thereof, to form the flaps 24. 

Preferably, the extensions of the topsheet 38 and backsheet 40 comprising the flaps 

24 (like those portions that form the flange 76) are joined together over their entire 

interface with a continuous layer of extensible adhesive such as Fuller adhesive 2352. 

The flaps 24 can be in any sui~le configuration. Suitable flaps are_ described 
in Reexamined Patent No. Bl 4,589,876 entitled "Sanitary Napkin", issued to Van 

Tilburg, Certificate of Reexamination issued .April 27, 1993; U.S. Patent 4'.1-,687,478 

entitled "Shaped Sanitary .Napkin With Flaps", which issued to Van Tilburg on 

August 18, 1987; U.S. Patent S,389,094 entitled "Absorbent Article Having Flaps 

and Zones of Differential Extensibility" issued to Lavash, et al. on February 14, 1995; 

and in International Patent Application Serial No. PCT US 96/15957 entitled 

"Absorbent Article Having Flaps With Step Configuration and Zones of Extensibility" 

filed on October 3, 1996, in the name ofLash, et al. 

In a preferred embodiment, the · sanitary napkin 20 has several improved 

chai'acteristics for relieving stresses on the main body portion 22 and on the flaps 24 

when the flaps 24-are wrapped around the_side edges of a wearets undergarment. 

One improved characteristic desCribed above is that central region 36 of the 

main body portion 22 is provided with lateral extensibility. This -allows the cen~ 

region 36 to expand to assist the-flaps 24 in folding around the curved side edges of 

the wearer's undergannents. As shown in FIG. 1, the transverse extensibility also 

preferably extends from the central region 36 of the main body portion 22 laterally 

outward beyond the longitudinal side edges 26 of the main body portion 22 into the 

flaps 24. In the embodiment shown, this laterally extensible region preferably 

terminates at a region 70 surrounding the flap adhesive 82. The region surrounding 
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the flap adhesive 70 is preferably stiffer than the remainder of the flap 24 to aid in -

handling the flaps 24 when the consumer uses the same. 

Another improved characteristic is that in the embodiment shown, even though 

the side tlaps 24 are integral with the main body portion 22, they are provided with 

zones of extensibility 72 that originate at a point located inward of the longitudinal 

side edge 42A of the absorbent core 42 of the sanitary napkin 20 (that is, in the 

second and third regions of extensibility 46 and 48). It is desirab]e to have zones of 

extensibility 72 located inward of the longitudinal side edges 42A of the absorbent 

core· 42 for several reasons. First, by starting the extensibility inward of the 

longitudinal edges 42A of the absorbent core 42, the overall amount of extensibility 

that ·the flaps 24 can be provided with can be significantly increased relative to flaps 

having al] of their extensibility located laterally outward of the absorbent. core 42. 

Second, the extensibility can more effectively fit a wider variety of panty sizes and 

styles when it is located inwardly of the longitudinal edges 42A of the absorbent core 

42. The difficulty with providing the sanitary napkin having integral flaps with 

extensibility that is located inwardly of the edges of the absorbent core was that the 

absorbent core was typically both inextensible and too thick to fonn strainable 

network regions therein. In the embodiment shown in the drawings, however, these 

difficulties are overcome by utilizing an extensible absorbent core 42 which is 

surrounded by a topsheet 38 and backsheet 40 which both have the desired extensible 

regions formed therein, and joining the topsheet 38 and backsheet 40 together. 

The extensible portions of the topsheet and backsheet are vertically aligned 

with the strainable network regions in the topsheet 38 lying directly over those in the 

backsheet 40. The extensible portions of the topsheet 38 and backsheet 40 can be 

joined to the absorbent core 42 and ex.tend with the absorbent core. Alternatively, 

either one, or both of the topsheet 38 and backsheet 40 can be unattached to the 

absorbent core 42 in these regions. Preferably, at least the backsheet 40 is 

unattached to the absorbent core 42 in these regions. 

Still another improved characteristic of the sanitary napkin 20 in the 

embodiment shown in the drawings is the direction of the primary vector component 

of extensibility in the comer regions 86 of the flaps 24 and the adjacent portions of 

the main body portion 22 (the second and third regions of extensibility 46 and 48). 

The comer regions 86 of the flaps occur where the outer edges of the flaps 24 

intersect with the longitudinal side edges 26 of the main body portion 22 when the 

sanitary napkin 20 is shown in plan view. The comer regions 86 include not only 
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these comers, but also surroun~g regions and adjacent regions inboard of the edges -

ofthe tlaps.24. It is also not necessary for there: to be a sharp angle fonned at the 

intersection ofthese·edges, or for lines 9f·dematcation to designate-the same. A 

more detailed description of the ·comer region$ for. a sanitary napkin having flaps is 

contained in U.S. PatentS~389,094 issued to Lavash, et al. The comer regions 86 of 

the embodiment shown in FIG. 1 are located in the same region as the mnes of 

. extensibility 72. 

The direction of the primmy vector component of extensibility in the comer 

regions 86 in various embodiments can be priniarily in the transverse direction, 

primarily in the longitudinal direction, or in a direction between the transverse and 

longitudinal directions~ In the preferred embodiment shown in the drawings, the 

direction of the primary vector component of extensibility in the comer regions 86 is· 

preferably in the sanie direction as that of the adjacent region of extensibility of the 

main body portion 22. The adjacent region of extensibility will be either the second: 
or third regions of extensibilitY 46· and 48. Since·these two regions of extensibility 
are preferably symmetrical, the relative direction of this primary vector component 
will generally be the same for both comer regions 86 of each flap 24. The tenn 

"relative direction" refets to the angle the primary vector component makes with the · 

longitudinal centerline L. The relative direction of the- primary vector component of 

extensibility of the comer regions 86 is, thus, at an angle A that faces inward toward 

the transverse centerline T of the sanitary napkin 20. 
. . . 

The inward orientation of the primary vector oomponent of extensibility in the 

comer regions 86 provides several advantages. The extensibility is designed to more 
efficientfy relieve the stresses on the flaps 24 when they are folded around the curved. 

side edges of the wearer's undergannents than a number of previous attempts to solve 

this problem. In particular, the extenSibility is intended to solve problems that are 

caused by the forces acting on both the main body portion 22 of the sanitary napkin 

20 and the flaps 24 when the flaps 24 are wrapped around the curved side edges of 

the crotch region of the wearer's undergarments. 

One such problem that the orientation of the extensibility described herein is 

intended to resolve is referred to herein a5 wing or flap "pop off". This involves the 
flap adhesive 82 (described in greater detail below), which is designed to secure the 

flaps 24 around the undergarment by attaching the flaps 24 to the underside of the 

wearer's undergarment, or to the opposing flap. Folding the flaps 24 around the side 

edges of the wearer's undergarments causes tension to be placed on the flaps. This 
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tension may ·make the flap adhesive 82 lose its bond with the underside of the -

wearer's undergarment or with the opposing flap, and become unattached or ttpop 

oft" the same. One way to attempt to eliminate wing pop off is to increase the 

strength of the flap adhesive 82. However, increasing the strength of the flap 

adhesive 82 can lead to other problems. 

Another problem that the orientation of the extensibility described herein is 

intended to resolve results from the fact that the tension created by folding the flaps 

24 around·thcfside edges of the wearers undergannents can also place tension on the 

main body:portion 22 of the sanitary napkin 20. This is particularly of concern with 

, highly flexible sanitary napkins, such as the extensible sanitary napkin described 

. herein.· The tension placed on the main body portion 22 by the wrapping of the flaps 

24 can cause the end regions 32 and 34 of the main body portion 22 to become 

unattached from the adhesive attachment to the wearer's undergannent. This results 

in the end edges 28 of the main body portion 22 folding or rolling over on top of 

other portions of the main body portion 22. 

Still another problem seen in highly flexible sanitary napkins that is caused by 

the tension created by folding the flaps 24 is shown in FIG. 6. FIG. 6 shows a highly 

flexible sanitary napkin 20. While it is understood that the sanitary napkin 20 has 

flaps, it is shown in FIG. 6 without flaps for simplicity since the effect of the forces 

on the main body portion 22 is primarily of interest. As shown in FIG. 6, the tension 

created by folding the flaps 24 can pull one or both of the ends of the main body 

portion 22 inward toward the transverse centerline and cause portions of the main 

body portion 22 to fold over one another. The panty fastening adhesive on the 

garment-facing side 20B of the sanitary napkin can cause the folded over portions to 

adhere to the underlying portions of the main body portion 22. This may be referred 

to herein as .. Z-folding" in view of the shape taken by the main body portion. 

The direction of the primary vector component of extensibility in the comer 

. regions 86 substantially reduces or eliminates these problems. It has been determined 

that most of these problems can be attributed to the tension forces that are exerted 

between the end regions of the main body portion 22 and the portions of the flaps 24 

secured by the flap adhesives 82. The direction of the primary vector component of 

extensibility in the comer regions 86 is preferably in a direction that is generally 

parallel to the line of tension between these portions of the sanitary napkin. This 

extensibility reduces the tension between the end regions of the main body portion 22 

and the portions of the flaps 24 secured by the flap adhesives 82. In addition, the 
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·· direction of extenSJ'bility of the corner regions 86, dike that of the second and third -

regions of extensibility, is also inwardJy.;.oriented toward the flap transverse centerline 
.· .. ~.Ti. Some prior efforts were·directed toward orienting the extensible portions of the 

flaps in. the same direction· as the : extensibility of ·the wearer's panty ela$tics. The 

extensibility provided to the sanitary napkin· described herein is in a direction which 

crosses that of the wearets panty elastics, and is more nearly perpendicular to the 

same. 

It should also be ·noted that in the preferred embodiment shown in the 

drawings, the corner regions 86 and the second and. third regions of extensibility 46 , 

and 48. are preferably elastically extensible due ·to· the formation of the strainable 

network regions therein. ·This is accomplished without attaching conventional elastic 
strands to the material comprising these portions ot the sanitary napkin. Further, the 

less extensible bands (first netWork regions) do not place tension on these regions of 

the sanitary napkin in such . a manner to cause the flaps to . fold underneath the 

absorbent core. 

The ·corner regions . 86, of the flaps of the sanitary napkin 20 shown in the 
drawings together with the adjacent second and .third regions of extensibility 46 and 
48, are prefeiably capable of extensibility in a direction parallel to the first network 
regions 64 ·therein, in .the following· amounts at the forces specified: 5% elongation 
under a force of less than or equal to about 75 grams; 10% elongation under a force 
of less than or equal to about 150 grams; 15% elongation under a force ofless than 
or equal· to about l 75 grams; and 25% elongation' under a force of less than or equal 
to about 250 grams. The corner regions 86 of the flaps 24 and the adjacent second 
and third regions of extensibiJjty 46 and 48, in the embodiment·. shown, are preferably 
elastically extensible. The corner regions 86 of the flaps 24 and the adjacent second 
and third regions of extensibility 46 and 48 shown in the drawings may have a small 
amount of set (up to about 100/o) after they have been extended. 

Numerous alternative embodiments of the flaps 24 shown in the drawings are 

possible. In (less preferred) embodiments, the comer regions of the flaps 24, rather 

than having the inwardly-oriented extensibility described ·herein, could have regions 

that are extensible entirely in the ·transverse direction, entirely in the longitudinal 

direction, or outwardly in a direction between the longitudinal and transverse 

directions. In addition, it is also. possible in less preferred embodiments, to eliminate 
the less extensible bands comprising the first regions 64 of the strainable network 
from the corner regions 86 of the flaps. The. less extensible bands can also be 
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· eliminated :from the ~~~er portions of the sanitary na~J\ including the main body -

portion 22. It is also within the scope of the present invention for the flaps described 

herein to be utilized on conventional non-extensible absorbent articles. 

The garment surface 20B of the sanitary napkin 20 may include, and preferably 

·does include, fasteners for attaching the sanitary napkin to the wearer's 

undergarment. Figure 1 shows the central pad fastener 80 which is adapted to secure 

tbe· main body portion 22 of the sanitary napkin to the crotch region of an 

:undergarment. Any types of fasteners known in the art, such as adhesive fasteners 

and~ mechanical fasteners can be used as the central pad fastener 80. Fasteners 

comprising adhesives have been found to work well for this purpose, with pressure­

sensitive adhesives being preferred. 

The central pad fastener 80 can be in any suitable configuration. Preferably, as 

shown in FIG. 4, the central pad fastener 80 has a configuration that comprises a 

longitudinally oriented zone of adhesive BOA having several "branches" SOB, SOC, 

and SOD extending therefrom. The branches SOB, 804 and BOD lie in the end 

regions 32 and 34 of the main body portion 22 and· preferably extend from the 

longitudinal centerline, L, toward.the periphery 30 of the main body.portion 22. In 

each end region, one of the branches of adhesive BOB, BOC, and SOD extends into 

each of the three regions of extensibility, 44, 46, and 48. Preferably, the branches of 

adhesive SOB, SOC, and SOD are oriented in a direction that is generally perpendicular 

to the primary direction of extensibility of the respective regions. This has been 

found to allow extensibility in the desired directions while finnly anchoring the 

sanitary napkin 20 in place in the wearer's undergarments. The adhesive can be 

applied to the backsheet 40 in any suitable manner. Preferably, in the embodiment 

shown, the adhesive comprising the various zones and branches of adhesive is an 

extensible hot melt adhesive, such as Fuller adhesive 2238 obtained from The H.B. 

Fuller Company, which is applied in a spiral pattern to provide a degree of 

extensibility. 

The outer surface of the flaps 24, adjacent the distal edges 24B of the flaps, is 

preferably provided with a flap fastener, such as flap adhesive 82. The flap adhesive 

82 is used to assist in maintaining the flaps 24 in position after they are wrapped 

around the edge of the crotch portion of the panty. While the flap adhesive 82 can be 

of any suitable size, it is preferably between about 600.4 and about 800/o of the length 

of the distal portion 24B of the flaps 24. Suitable adhesive fasteners are described in 
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greater detail in U.S. Patent 4,917,697. The flaps· 24 can be maintained in position by -

attaching the flaps 24 to· the undergaml.ent, or to the opposing flap.· 

The fasteners, central pad fastener 80 and flap fasteners 82, used with the 

present invention are not· iimited to adhesive attachment means. Any type of fastener. 

used in the art can be used for such purpose. For example, the. sanitary. napkin 20 

could be secured to the wearer's undergarment .by mechanical fasteners. such as 

VELCRO hook material,· or the fasteners descn1>ed in U.S. Patent 4,946,527 entitled 

"Pressure-Sensitive Adhesive Fastener and Method of Making the Same" issued to 

Battrell on August 7, 1990, or U.S. Patent 5,392,498 entitled "Non-Abl'8$ive Skin 

Friendly Mechanical Fastening System" ·issued to Goulait, et al. on February 28, 1995. 

For simplicity, however, the fasteners will be described in terms of adhesive 

attachment means. 

The adhesive attachment means· are· respectively covered by removable release 

liners, central pad rel~e liner and flap release liner, both designated 84. The 

pressure-sensitive adhesives should be covered With release liners 84 to keep the 

adhesives from sticking to extraneous surfaces prior to _use. Suitable release liners 

are described in U.S. Patent 4,917,697~ In a preferred embodiment, the flaps 24 are 

folded over the topsheet and the flap adhesives 82 are covered by a single release 

paper. The adhesive attachment means on such flaps could, instead of being covered 

with a release liner, be releasably adhered to a release surface provided on some other 

portion of the sanitary napkin, including the main body portion, or the flaps, or a 

separate component attached to the main body portion· or the flaps. For example, the 

flaps 24 could be folded and tucked as described in U.S. Patent 5,281,209 issued to 

Osborn, et al. on January 25, 1994. The sanitary napkin 20 may additionally be 

provided with a particularly preferred release liner which also serves as an individual 

package for wrapping the sanitary napkin as is deScribed in U.S. Patent 4,556,146 

issued to Swanson, et al. -

The sanitary napkin 20 is utilized by removing the release liners 84 and placing 

the sanitary napkin 20 in a panty. The main body portion 22 is placed in the crotch 

portion of the panty with one end of the main body portion 22 extending towards the 

front section of the panty and the other end towards the back section of the panty. 

The backsheet 40 is placed in contact With the inner surface of the center of the 

crotch portion of the panty. The central pad adhesive fastener 80 maintains main 

body portion 22 in position. The flaps 24 are then folded around the side edges of 



.~ ... -~---,. 

W099/00094 PCT/US98/13S01 

. '.: 29 

the panty. The :Oap adhesives 82 secure the flaps 24 to the underside of the panty or -

to the opposing :Oap. 

Other embodiments of the absorbent articles described herein are also possible. 

For example, FIGS. 7 and 8 show an embodiment of an absorbent article in the form 

of a compound sanitary napkin 720. The compound sanitary napkin 720 comprises a 

primary absorbent component (or "core tube") 790 which is joined to the body-facing 

side of a secondary absorbent component (or "base pad") 792. The primary 

absorbent component 790 is preferably intended to absorb the bulk of bodily fluids 

discharged- by the user. The base pad 792 primarily functions to protect the user's 

garments :from soiling by absorbed fluids which may be expelled from the primary 

absorbent component 790 or which inadvertently bypass the primary absorbent 

component 790. 

In the embodiment shown in FIGS. 7 and 8, the primary absorbent component 

790 comprises an absorbent structure, such as absorbent core 794, and an outer 

cover 796 that wraps the absorbent core 794. The outer cover 796 can comprise any 

of the materials described above as being suitable for the topsheet of the embodiment 

shown in FIGS. 14. 

The absorbent core 794 can comprise any material suitable for absorbing or 

retaining liquids (e.g., menses and/or urine). Examples of suitable absorbent material 

include comminuted wood pulp which is generally referred to as aitfelt; creped 

cellulose wadding; meltblown polymers including cofonn; chemically stiffened, 

modified or cross.Jinked cellulosic fibers; synthetic fibers such as crimped polyester 

fibers; peat moss; tissue including tissue wraps and tissue laminates; absorbent foams; 

absorbent sponges, superabsorbent polymers; absorbent gelling materials; or any 

equivalent material or combinations of materials, or mixtures of these. The 

configuration and construction of the absorbent core may also be varied (e.g., the 

absorbent core may have varying caliper zones (e.g., profiled so as to be thicker in 

the center), hydrophilic gradients, superabsorbent gradients, or lower density and 

lower average basis weight acquisition zones; or may comprise one or more layers or 

structures). 

The primary absorbent component 790 may further comprise an optional 

acquisition layer 798 shown in FIG. 9. The acquisition layer 798 may be a separate 

component positioned between the outer cover 796 and the absorbent core 794> or it 

may be an integral part of a composite outer cover. The acquisition layer 798 may 
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serve several functions including improving the wicking of exudates over and into the -

·absorbent core 794 and/or containing absorbent material in the absorbent core 794 .. 

The base pad 792 of the compound sanitary napkin 720 shown in FIGS. 7 and 

8 preferably comprises the sanitary napkin 20 shown in FIGS. 1-4. The elements of 

the base pad 792 shown in FIGS. 7 and 8 that have been discussed above in 

conjunction with FIGS. 1-4 are designated with the number 700 preceding the same 

reference numbers used m FIGS. 1-4~ The primary absotbent component 790 may, 

but need not be extensible. As shown in ·FIG. 7, in one preferred embodimen~ the 

outer cover 796 of the· primary absorbent component 790 comprises. the same 

material used for the topsheet 738 of the base pad. Preferably, after the outer cover 

796 'is wrapped around >the primary absorbent component 790, the regions of 

extensibility in the outer cover 796 are aligned directly over those of the topsheet 738 

on the base pad 792 as shown in FIG. 7. 

Compound sanitary napkins (without the extensibility described herein) are 

further descn"bed in U.S~ Patent 4,425,130 issued to DesMarais on January 10, 1984, 

and in Statutory Invention Registration·. HI 614 entitled "Body Fitting Compound 

Sanitary Napkin," published in the name of Mayer, et al. on November S, 199,.6. 

In ·alternative embodiments, the components, · such as the topsheet and 

backsheet of the absorbent articles described herein ·can optionally be replaced with 

any suitable (extensib.le) components described iii the patents and patent applications 

incorporated by reference herein. For instance,. in one non-limiting example, the 

backsheet with the strainable network regions described herein could be replaced 

with a liquid imperVious extensible adhesive film, if desired. In addition, the 

absoment articles descn"bed herein can optionally . be provided with any of the 

characteristics and/or features descn"bed. ·in the patents and patent applications 

incorporated by reference herein. 

For example, other embodiments of the sanitary napkin 20 may be extensible in 

the various directions specified herein in the amounts described in U.S. Patent 

S,611, 790 under the forces associated with wearing the sanitary napkin in a pair of 

panties. The sanitary napkin of the present invention can also be provided with any of 

the other features of the sanitary napkins described in U.S. Patent S,611,790 

including, a structure that provides a "force wall" to prevent elongation past a certain 

amount without substantial increases in the amount of force applied to the sanitary 

napkin. 
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In these or otJien-embodiments, the absorbent ~R•es described herein can be -

provided with zones of extensibility in any other suitable configurations, or that 

stretch in· any other suitable directions. The absorbent articles described herein can 

also be provided with various regions that stretch more or less than other regions for 

improved contact with the wearer's body, or for other purposes. Some examples of 

absorbent articles having such regions are described in the patents and patent 

applications incorporated by reference herein. For instanc~ sanitary napkins having 

regions of differential extensibility are described in U.S. Patent 5,611,790 issued to 

Osborn, et 'al. Sanitary napkins having improved mechanisms for maintaining the 

sanitary napkin in contact With the wearef's body are described· in U.S. Patent 

Application·Serial No. ·os/383,536, filed in the name of Osborn, et al. on February 2, 

1995 (P&G Case Sl51R) PCT Publication No. WO 95/20931, published August 10, 

1995. 

The absorbent articles described herein can also be provided with regions that 

are stiffer or more flexible than other regions for improved body contact or other 

purposes. For example, FIG. 4 shows that the sanitary napkin 20 can be provided 

with optional stiffeners 90. The optional stiffeners 90 are preferably provided along 

at least a portion of the perimeter of the absorbent core 42, particularly along the 

longitudinal side edges 42A of the absorbent core 42. The optional stiffeners can be 

positioned inside the entire periphery of the absorbent core· 42. Preferably, however, 

as shown in FIG. 4, the optional stiffeners 90 are not present along the longitudinal 

centerline L of the sanitary napkin 20. 

In the embodiment shown in FIG. 4, the optional stiffeners 90 comprise a 60% 

polyester/400/o rayon material available from fabric stores known as PELLON® 

Craft-Bond material sold by Freudenbert Nonwovens. The PELLON stiffening 

material preferably has a caliper of 0.35 mm, a flexure resistance of about 33 grams, 

and a Taber stifflless of about 0.85 g/cm.. The PELLON stiffening material can be 

positioned 'between any of the layers of the sanitary napkin 20. The PELLON 

stiffening material is preferably positioned underneath the absorbent core 42 and 

joined to the ·underside of the absorbent core by adhesives, such as Fuller adhesive 

2031. 

The optional stiffeners 90 shown in FIG. 4 provide the longitudinal side edges 

of the absorbent core and the end regions 32 and 34 of the sanitary napkin 20 with an 

additional degree of stiftbess to reduce undesirable bunching and reduce or eliminate 

the problem of end edge "roll over" discussed above. The optional stiffeners 90 will 
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also provide the zone ·of the sanitary· napkin which lies along the. longitudinal -
.·. cenierline of the same with.· incteased "lift" for. improved. contact with the wearer's 

body. Without wishing to be bound by any particular theory, it is believed ,that the · 

increased lift can be attributed to the fact that due to the presence of the stiffeners 90, 
all of the lift is coneentrated in the region. atoilg the longitudinal centerline between 

the inside edges of the stiffeners 90. The stiffer iri=as on the outer perimeter or sides 

of the sanitary napkin can ais0 help to secure sanitary napkin to the wearer's panty. 

It is recognized; however> that .if an inext~sible material such as PELLON is · 

used for the stifthess, the extensibility of the stiffened . regions of the sanitary napkin 

20 Will be reduced or eliminated. This embodiment of the sanitary napkin 20 can, 

however, still function ·effectively particularly when a gap is left between the 

stiffeners 90 along the longitudinal centerline L. Such an embodiment is still capable 

of extension along the longitudinal centerline, and in the diagonal direction as 
specified above. This embodiment also allows the first region of extensibility 44 in 

the end regions 32 and 34 to, extend trans\rersely. 'If it is not desirable to affect the 
extensibility· of the sanitary napkin, a stifferiing material· can be chosen which has a 
degree of extensibility'. · · 

'· '·: 

In addition, in· alternative embodiments, instead of being provided with flaps, 

the absorbent article could be provided with undergannent. covering components or 
("side wrapping elements") that preferably have a smaller span than conventionally 

sized flaps and that do not have to be manipulated by the wearer when placed in the 
wearer's undergarments. Absorbent articles having side wrapping elements are · 
delcnoed in U.S. Patent 5,584,829 entitled "Absorbent Articles Having Panty 
Covering Component~ That Naturally Wrap the Sides of Panties" issued to Lavash, et 

al. on December 17, 1996; U.S. Patent Application Serial No. 08/124,180 entitled 
"Absorbent Articles Having Panty Covering Components Comprising Extensible Web 

Materials Which Exhibit Elastic-Like Behavior" filed September 17, 1993, in the name 
of Mansfield, et al. (PCT Publication No. WO 95/07675, published March 23, 1995); 

and U.S. Patent 5,558;663 entitled "Absorbent Articles Having Undergarment 
Covering Components With Zones of Extensibility" issued to Weinberger, et al. on 

September 24, 1996. 

The disclosures of all patents, patent applications (and any patents which issue 
thereon, as ·well as any corresponding publiShed foreign patent applications), and 

publications mentioned throughout this patent application are hereby incorporated by 

reference herein. It is expressly not admitted~ however, that any of the documents 
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incorporated -by ref,rpt.ce herein teach or disclose t~p, 1pf~ent invention. It is also -
expressly not admitted that any of the commercially available materials or products 
descnoed herein teach or disclose the present invention. 

It should also be understood that all of the limits and ranges specified herein 

include all narrower ran~ limits, and amounts that are within the specified limits 

and ranges and that such narrower ranges and limits may be claimed even though 
those limits and ranges are not separately listed. 

TEST :ME1HODS 

Unless otherwise indicated, all the following tests are perfonned on samples 
that have been conditioned by leaving them in a room at SO% relative humidity and at 
73°F (23°C) for a period of two hours prior to the test. The tests should be 
performed under similar conditions. 

· Absorbent Material Capacity 

Absorbent capacity of the absorbent material may be detennined as follows. 

A rectangular sample measuring 2 112 inches by 3 inches (6.4 cm by 7.6 cm) of 
absorbent material is obtained. The sample is weighed to the nearest 0.1 gram. The 
sample is then totally submerged in distilled water by dunking it in a distilled water­
filled tray, such that the sample is not bent or otherwise twisted or folded. The 

sample is submerged for 20 minutes. The sample is removed from the distiUed water 
and suspended for two minutes to allow the distilled water to drain out of the sample. 
The sample is then weighed to the nearest 0.1 gram and the dry weight of the sample 
is subtracted. The difference in grams is the absorbent capacity of the sample. The 
absorbent capacity can then be expressed as a ratio of the absorbent capacity to the 

dry weight of the sample in grams/gram. 

Extensibility Tests 

The following extensibility tests of the absorbent material or sanitary napkin 
(or other absorbent article) utilize a constant. rate of elongation tensile testing 
apparatus such as an Instron model #1122 tensile testing instrument, or an EME 
Tensile Tester, Model No. 559A obtained from EME, Inc., P.O. Box 187, Newbury, 
OH 44065. 
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The testing instrument is preferably provided with a computer that provides an -

LCD readout of the distance the ends of the clamps are spaced from a reference 

home position and the forces on the sample when the clamp are spaced various· 

distances ftom the home position. 

The samples are carefullyhandled to .avoid any stretching of the same prior to 

performing the tests. If the tests are performed on absorbent articles, the tests should 

each be repeated with samples taken ftom five separate products of the same type. If 

any of the samples fall within the claimed range or limit, the product will be 

considered to fall within the scope of the appended claims. 

A. . Absorbent Material Extensibility -- One Inch (2.5 cm) Strip Tests. 

Samples for Measuring Extensibility 

The samples are preferably taken fto1n a web of absorbent material before it is 

.·incorporated into the absorbent· article; If this is not possible, the absorbent material 

samples may be obtained by carefully removing the absorbent material from. the 

absorbent article. This can be done by peeling away oiher portions of the absorbent 

article while being c~ful not-to damage the absorbent material or do anything else 

that will affect .the extensibility of the same. · 

The samples are obtained by cutting a 1.0 inch (2.54 cm.) wide strip from the 

absorbent material using a JDC Precision Sample Cutter, Model # 1-12 available from 

Thwing-Albert, Philadelphia, PA. The tenn "absorbent material", as used herein, 

refers to material that is generally used as the primary absorbent component of the 

product, such as the absorbent core of the product. It also includes absorbent 

materials that serve a wicking or storage function. 

The strip used as the sample for measuring longitudinal extensibility should be 

taken from a portion of the absorbent article that is centered about the longitudinal 

centerline of the absorbent article. The length of the strip should run the full length 

of the portion of the absorbent article from which the sample is taken. 

If the sample can be t8ken from a web of absorbent material before the 

absorbent material is placed into the absorbent article, a 1" x 4" strip of fabric should 

be cut so that its extensibility runs in the same direction that it will be oriented in the 

assembled absorbent article. A sample for measuring longitudinal extensibility should 
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be cut ftom a fi~, ~pie of the absorbent mat~pl~ ,, ,'!he sample for measuring -

transverse extensilniity ·should be cut from a second ~ample of the absorbent. material 

of the same type as the first (i.e., an identical material or product). Likewise, the 

sample for measuring diagonal extensibility should be cut from a third sample of the 

absorbent material or absorbent article of the same type as the first (i.e., an identical 

material or product). 

The strip used as the sample for measuring transverse extensibility is a 1.0 inch 

wide strip that is cut from the absorbent material that runs (or will be positioned in 

the assembled absorbent article so that it runs) parallel to the transverse centerline of 

the absorbent ·article. The strip used as the sample for measuring the transverse 

extensibility can be cut through any one inch wide section of the absorbent material 

that runs parallel to the transverse centerline. The sample need not run along the 

transverse centerline. 

The strip used as the sainple for measuring the diagonal extensibility is cut 

through a one inch wide section of the absorbent material that runs (or will be 

positioned so that it runs) at a 45 degree angle to the longitudinal centerline of the 

absorbent article. 

Procedure 

Lay the sample unrestrained on a table. Measure the length of the sample (the 

dimension of the sample that runs perpendicular to the one inch width dimension) to 

the nearest 0.1 inch (0.25 cm). 

Clamp each end of the sample in the tensile testing apparatus using 1 inch (2.54 

cm.) wide clamps. The clamps of the tensile tester are set so that they will be pulled 

away from each other in opposite directions (that is, they will pull at an angle of 180 

degrees). The sample should be centered in the clamps· and the clamping pressure 

should be sufficient to prevent any slippage of the sample in the clamps (this applies 

to all of the extensibility test methods). The sample should be clamped so that the 

outennost edge (i.e., the free end) of the clamps are approximately 0.5 inches (about 

1.3 cm) inward from the end edges of the absorbent material. 

Set the gauge length of the tensile tester to the length of the absorbent material 

(as measured above) less the amount of absorbent material clamped into each of the 

clamps (typically 1 inch). A gauge length of 2 inches (S cm) has been found to be 

suitable. Initiate the elongation with a cross head speed of 20 inches/minute (S 1 
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cm/minute). . When the sample reaches the gauge length, tare the load cell of the ·­

testing apparatus to zero. Set the trigger point to begin collecting data at S grams 

force. 

The force and extensibility. measurements are. taken at the desired tim~ and 

the test is completed. The force, for the purpose of the appended claims is the actual 

f()rce reading on the testing apparatus when the above procedure is followed. The 

results are expressed in grams/inch or grams/cm . 

. If the one inch strips of absorb~t ·.material are. extensible in the amounts and 

under the forces specified in the claims in the following three directions: the 

longitudinal direction, along· any cross-section in the transverse direction, and in the 

45 degree diagonal direction, the absorbent ina~riaf will be considered to be omni­

directionally extensible. 

B. Method to· Measure Extensibility of Absorbent Article or Various 

Portions Thereo£ 

This test is used to measure the extensibility ·of ihe absorbent article, or various 

regions of the same. The type of test used for this purpose is known as a "grab test''. 

It involves clamping portions of·the. absorbent article in the clamps of the tensile 

tester and exerting a tensile force on either the entire absorbent article, or the desired 

regions of the same. 

The sample used for this test is the entire absorbent article. Separate samples 

of the absorbent article of the same type (i.e., identical products) should be used for 

measuring the different directions of extensibility of the absorbent article, or the 

extensibility of the different regions of the same. 

The absorbent article can be tested fc;>r: the· longitudinal extensibility of the 

absorbent article; the tnuisverse direction extensibility of the absorbent article (both 

along the. transverse centerline, and in the end regions of the absorbent article); the 

diagonal extensibility of the absorbent article; the extensibility in the comer regions of 

the flaps and those regions of extensibility of the main body portion adjacent to the 

flaps; and the extensibility of the crimp seal. 

In this test, one inch (2.54.cm) wide clamps are used in the testing machine. If 

the absorbent article has regions with different directions of extensibility, and it is 

desired to measure the extensibility of the various regions,. then care should be taken 
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to place both of the, ,Cll,l»lPS entirely within the desire4 region. If this is not possible, -.. ;.__ ... •· .. 
the clamps should be placed as nearly as possible entitely within the desired region. 

In testing for the JongitudinaJ extensibility of the absorbent article, the clamps 

should be centered about the longitudinal centerline of the absorbent article. In 

testing for the transverse extensibility of the central region of the absorbent article, 

the clamps should be centered about the transverse centerline. In testing for the 

transverse extensibility of the end regions of the absorbent article, the clamps should 

be placed in the end regions so that the elongation will be parallel to the transverse 

centerline. In testing for diagonal extensibility of the absorbent article, the clamps are 

placed in opposite comers of the main body portion of the absorbent article so that 

the primary vector component of the elongation forces will pass through the 

intersection of the longitudinal and transverse centerlines of the absorbent article. 

In testing for the extensibility between the comer regions of the flaps and 

adjacent regions of extensibility of the main body portion of the absorbent article, the 

clamps should be aligned with the applicable angle, A. One clamp is placed in the 

· flap and the other clamp is placed in the region of extensibility of the main body 

portion. In testing for the extensibility of the crimp seal, the clamps are placed 
centered about the crimp seal so that the elongation will be applied in the direction of 
extensibility of the region containing the crimp seal. 

The absorbent article should be clamped so that the outennost edge (i.e., the 
free end) of the clamps are approximately 0.5 inches (about 1.3 cm) inward from the 

end edges of the absorbent material in the various regions. I( however, there is no 

absorbent material in a portion of the region (such as the one clamp that lies in the 
comer region of the flaps, or if both clamps lie in the region of the crimp seal» 
clamping inside the edges of the absorbent material is not required. 

Set the gauge length of the tensile tester to the length of the absorbent material 

less the amount of absorbent material clamped into each of the clamps. Initiate the 

elongation with a cross head speed of 20 inches/minute (51 cm/minute). When the 
sample reaches the gauge length, tare the load cell of the testing apparatus to zero. 

The force and extensibility measurements are taken at the desired times, and 

the test is completed. The results are expressed in grams. 
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While particular· embodiments of the present invention have been illustrated -
and described, it would be obvious to those skilled in the art that .various other 
changes and modifications can. be made without departing from the spirit and scope 
of the invention. 
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What is claimed is: 

1. An absorbent article for wearing in an undergannent, said absorbent article 

having a pair of longitudinal side edges and a pair of end edges forming the 

periphery of said absorbent article, said absorbent article characterized in that 

it comprises: 

a liquid pervious topsheet having at least one extensible region therein; 

a liquid pervious backsbeet having at least one extensible region therein, said 

backsheet being at least partially peripherally joined to said topsheet; and 

an absorbent core positioned between said topsheet and said backsheet, ·said 

absorbent article further comprising 

a crimp seal that is used to at least partially peripherally join said at least one 

extenstole regions of said topsheet and backsheet, wherein said crimp seal has 

a sinusoidal plan view configuration and pennits said extensible regions of said 

topsheet and backsheet to extend when tensile forces act on the same. 

2. The absorbent article of Claim 1 wherein said crimp seal is capable of 

extending greater than 100.4 in at least one direction under forces greater than 

or equal to 50 grams and less than or equal to 500 grams. 

3. The absorbent article of Claim 2 wherein said crimp seal is capable of such 

extension under forces ofless than or equal to 200 grams. 

4. An extensible absorbent article for wearing in an undergannent, said absorbent 

article having a pair of longitudinal side edges and a pair of end edges forming 

the periphery of said absod>ent article, said absorbent article comprising: 

an extensible liquid pervious topsheet; 

an extensibJe liquid pervious backsheet at least partially peripherally joined to 

said topsheet; and an absorbent core positioned between said topsheet and said 

backsheet, said absorbent article :further comprising an extensible crimp seal 

that is used to at least partially peripherally join said topsheet and backsheet, 

said extensible crimp seal having a sinusoidal configuration. 


