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OFFLINE INFORMATION PUSHING METHOD AND
APPARATUS

TECHNICAL FIELD

[0001] The specification relates to the field of Internet technologies, and in

particular, to an offline information pushing method and apparatus.

BACKGROUND

[0002] With the rapid development of Internet technologies, electronic
transactions have entered people's lives. Online electronic transactions such as online
transfer and online payment are gradually extended to offline scenarios. For example,
after purchasing goods or services from entity merchants, users pay bills through the
Internet. In offline electronic transaction scenarios, how to improve electronic
payment efficiency by using a technical means has become an urgent problem to be

resolved.

SUMMARY

[0003] In view of this, the specification provides an offline information pushing
method and apparatus.

[0004] The specification is implemented by using the following technical
solutions.

[0005] An offline information pushing method includes: probing, by a broadcast
device, terminal identifier data within a predetermined distance, uploading, by the
broadcast device, the probed terminal identifier data to a server, matching, by the
server, an information pushing condition based on the terminal identifier data, pushing,
by the server to the broadcast device, information corresponding to an information
pushing condition matching the terminal identifier data, and broadcasting, by the
broadcast device, the received corresponding information.

[0006] An offline information pushing method includes: receiving terminal
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identifier data probed by a broadcast device, matching an information pushing
condition based on the terminal identifier data, and pushing, to the broadcast device,
information corresponding to the information pushing condition matching the terminal
identifier data, so the broadcast device broadcasts the received corresponding
information.

[0007] An offline information pushing apparatus includes: a data receiving unit,
configured to receive terminal identifier data probed by a broadcast device, a
condition matching unit, configured to match an information pushing condition based
on the terminal identifier data, and a first pushing unit, configured to push, to the
broadcast device, information corresponding to the information pushing condition
matching the terminal identifier data, so the broadcast device broadcasts the received
corresponding information.

[0008] An offline information pushing apparatus includes: a processor, and a
memory, configured to store a machine executable instruction, where by reading and
executing the machine executable instruction that is stored in the memory and that is
corresponding to an offline information pushing logic, the processor is enabled to:
receive terminal identifier data probed by a broadcast device, match an information
pushing condition based on the terminal identifier data, and push, to the broadcast
device, information corresponding to the information pushing condition matching the
terminal identifier data, so the broadcast device broadcasts the received corresponding
information.

[0009] As can be seen from the previous description, in the specification, when
there are a large quantity of users in a merchant store, discount audio can be pushed
through a broadcast device to encourage the users to use the payment system. After
hearing the discount audio, the users can open payment client in advance to improve

payment efficiency.

BRIEF DESCRIPTION OF DRAWINGS

[0010] FIG. 1 is a schematic diagram illustrating a broadcast device, according to
an example implementation of the specification;

[0011] FIG. 2 is a schematic diagram illustrating scanning a payment graphic
code on a broadcast device, according to an example implementation of the

specification;
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[0012] FIG. 3 is a schematic diagram illustrating another broadcast device,
according to an example implementation of the specification;

[0013] FIG. 4 is a schematic flowchart illustrating binding a broadcast device,
according to an example implementation of the specification;

[0014] FIG. 5 is a schematic diagram illustrating a powering-on process of a
broadcast device, according to an example implementation of the specification;

[0015] FIG. 6 is a schematic flowchart illustrating broadcasting payment result
audio by a broadcast device, according to an example implementation of the
specification;

[0016] FIG. 7 is a schematic flowchart illustrating an offline information pushing
method, according to an example implementation of the specification;

[0017] FIG. 8 is a schematic structural diagram illustrating an offline information
pushing apparatus, according to an example implementation of the specification; and
[0018] FIG. 9 is a block diagram illustrating an offline information pushing

apparatus, according to an example implementation of the specification.

DESCRIPTION OF IMPLEMENTATIONS

[0019] Example implementations are described in detail here, and examples of the
example implementations are presented in the accompanying drawings. When the
following description relates to the accompanying drawings, unless specified
otherwise, same numbers in different accompanying drawings represent same or
similar elements. Implementations described in the following do not represent all
implementations consistent with the specification. On the contrary, the
implementations are only examples of apparatuses and methods that are described in
the appended claims in details and consistent with some aspects of the specification.

[0020] The terms used in the specification are merely for illustrating specific
implementations, and are not intended to limit the specification. The terms "a" and
"the" in singular forms used in the specification and the appended claims are also
intended to include plural forms, unless specified in the context clearly. It should be
further understood that the term "and/or" used in the present specification indicates
and includes any or all possible combinations of one or more associated listed items.

[0021] It should be understood that although terms "first", "second", "third", etc.

can be used in the specification to describe various types of information, the
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information is not limited to the terms. These terms are only used to differentiate
information of a same type. For example, without departing from the scope of the
specification, first information can also be referred to as second information, and
similarly, the second information can be referred to as the first information.
Depending on the context, for example, the word "if" used here can be explained as
"while", "when", or "in response to determining".

[0022] The specification provides an offline information pushing scheme, which
can be implemented cooperatively by a server and a broadcast device. The server has
a payment function, and is usually a server or a server cluster deployed by a payment
service provider. The broadcast device has an audio or audio-video broadcast
function.

[0023] FIG. 1 is a schematic diagram illustrating a broadcast device, according to
an example implementation of the specification.

[0024] Referring to FIG. 1, the broadcast device includes a device body 100, and
the device body 100 includes a first surface 101 that carries a payment graphic code
1011. The payment graphic code 1011 can carry identification information of an
account of a service provider. For example, the payment graphic code 1011 can carry
an identifier of a merchant account, and a user can scan the payment graphic code
1011 to make payments. The payment graphic code 1011 can alternatively carry a
random code. The merchant can bind the payment graphic code 1011 to an account of
the merchant. Subsequently, the user scans the payment graphic code 1011 to make
payments. Implementations are not limited in the specification.

[0025] In an example, a code layer of the payment graphic code 1011 can be
bonded to the first surface 101. For example, the merchant prints a payment graphic
code that carries account information of the merchant, and then pastes the payment
graphic code on the first surface 101.

[0026] In another example, the first surface 101 can include a display screen (not
shown) configured to display the payment graphic code 1011. For example, after the
broadcast device 1s bound to the merchant account, a server can send related
information of the merchant account to the broadcast device, and the broadcast device
can further display, on the display screen, the payment graphic code 1011 that carries
the merchant account information.

[0027] Certainly, in practice, the payment graphic code 1011 can be carried in

another way. Implementations are not limited in the specification.
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[0028] In this implementation, to help a user to scan the payment graphic code
1011, an angle between the first surface 101 and the lower surface of the device body
can be set to be less than 90 degrees. Referring to FIG. 2, height of a common desktop
is generally between 70 cm and 1 m. To adapt to a posture of a user when using a
terminal device such as a mobile phone, an angle between the first surface 101 and the
lower surface of the device body can be set between 20 degrees and 70 degrees, so the
user can scan the payment graphical code 1011, and does not need to often adjust the
posture of holding the mobile phone, thereby improving user experience.

[0029] Referring back to FIG. 1, a power key (main control key) 102, a volume
adjustment button 103, an LED status indicator 104, a USB interface (not shown), a
power input line (not shown), etc. can be further disposed on the device body 100 of
the broadcast device. There are usually two volume adjustment buttons 103, one is
configured to turn up the volume and the other is configured to turn down the volume.
The USB interface can be located on a second surface (not shown) on the device body
100 that is opposite to the first surface 101, and can be configured to output power
source, to charge a terminal device such as a mobile phone. For example, the USB
interface outputs power source of 5V/1A. The power input line can be used to accept a
220V alternating current etc.

[0030] The power key 102, the volume adjustment buttons 103, and the LED
status indicator 104 can alternatively be disposed in another positions on the device
body 100. Implementations are not limited in the specification.

[0031] FIG. 3 is a schematic diagram illustrating another broadcast device,
according to an example implementation of the specification.

[0032] Based on the implementation shown in FIG. 1, referring to FIG. 3, the
broadcast device can further include a communications module 105, which is
disposed inside the device body 100 and can communicate with the outside by using a
wireless and/or wired link. For example, the communications module 105 can be a
Wi-Fi module, and can communicate with the outside by using a Wi-Fi technology.
For another example, the communications module 105 can be a Bluetooth module,
and can communicate with the outside by using a Bluetooth technology. Certainly, the
communications module 105 can also be used as a general name of modules that have
a communications function, such as a Wi-Fi module and a Bluetooth module.
Implementations are not limited in the specification.

[0033] The broadcast device further includes a processing module 106, and the
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processing module 106 is disposed inside the device body 100, and can be electrically
connected to the communications module 105. The processing module 106 can be an
MCU (Microcontroller Unit), a CPU, an FPGA (Field-Programmable Gate Array), etc.
Implementations are not limited in the specification.

[0034] The broadcast device can further include a speaker 107, which can be
disposed inside the device body 100 and can be electrically connected to the
processing module 106. In an example, referring back to FIG. 1, speaker holes 1071
of the speaker 107 can be distributed on both left and right sides of the payment
graphic code 1011 on the first surface 101. Certainly, the speaker holes 1071 of the
speaker 107 can be distributed at other locations of the device body 100.
Implementations are not limited in the specification.

[0035] The broadcast device can further include a memory 108, a non-volatile
memory 109, etc. The specification sets no special limitation thereto.

[0036] In this implementation, for example, a service provider is a merchant, and
the merchant can bind a broadcast device to a collection account of the merchant. For
example, a device graphic code of the broadcast device can be scanned by a client that
is logged in by using the collection account, and then the client can parse out a unique
hardware identification code of the device from the device graphic code. Then, the
client sends a binding request that carries the hardware identification code and the
collection account to the server, so the server stores a binding relationship between the
hardware identification code and the collection account.

[0037] In this implementation, after processing a payment request for the
collection account, the server can send a trigger signal to the broadcast device based
on the hardware identification code bound to the collection account. The processing
module 106 of the broadcast device can receive the trigger signal from the server by
using the communications module 105, and can further output a payment result audio
signal to the speaker 107, to drive the speaker 107 to output the payment result audio,
for example, successfully received ** yuan.

[0038] It can be seen from the previous description that, the broadcast device
described in the specification integrates the payment graphic code and a payment
result broadcasting function, and the user can scan the payment graphic code carried
on the device body to make payments. After payments are made, the processing
module of the broadcast device can receive the trigger signal from the server by using

the communications module, and output the payment result audio signal to the speaker,
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to drive the speaker to output the payment result audio, thereby reliably broadcasting
the payment result in time and improving electronic payment experience. In addition,
the brand effect of the server can be improved, which helps promote and popularize
the payment platform of the server.

[0039] The following uses an example in which the service provider is a merchant
to describe a specific implementation process of the specification from four aspects:
network configuration of the broadcast device, binding of the broadcast device,
powering-on of the broadcast device, and output of the payment result audio.

[0040] 1. Network configuration of the broadcast device

[0041] In this implementation, before the merchant uses the broadcast device, a
network of the broadcast device usually needs to be configured to connect the
broadcast device to the Internet.

[0042] In this implementation, the communications module 105 of the broadcast
device includes a Wi-Fi module, and the Wi-Fi module supports a STA (Station) mode
+ an AP (Access Point) mode.

[0043] After the broadcast device is connected to a power supply, the merchant
can switch the Wi-Fi module to the AP mode by using a specified physical key. In the
AP mode, the broadcast device serves as an access point, allowing a terminal device
to connect to the broadcast device. The specified physical key can be set by a
developer. To avoid accidental touching, two physical keys can be set, for example,
the power key + a volume (-) key.

[0044] A mobile phone is used as an example. The merchant can simultaneously
press the power key and the volume (-) key to switch the Wi-Fi module to the AP
mode, and then can select an SSID (Service Set Identifier) of the broadcast device
from a Wi-Fi list of the mobile phone, and enter a corresponding password for
connection. The SSID and the corresponding password of the broadcast device can be
pre-printed on the device body 100, for example, pre-printed on the lower surface of
the device body 100.

[0045] After successfully connecting the mobile phone to the Wi-Fi of the
broadcast device, the merchant can configure Wi-Fi connection information by using
the Wi-Fi connection, for example, an SSID and a password of a router. For example,
after the Wi-Fi of the broadcast device is successfully connected, the client can
display a message indicating that the broadcast device has been connected, and the

merchant can further configure the SSID and the password of the router for the
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broadcast device by using the client.

[0046] After receiving the SSID and the password configured by the client, the
broadcast device can switch the Wi-Fi module to the STA mode, and then access the
corresponding Wi-Fi network based on the configured SSID and password to access
the Internet.

[0047] After accessing the Internet, the broadcast device can establish a long
connection to the server based on a preconfigured address of the server to receive
various information sent by the server.

[0048] The address of the server is usually stored in a non-volatile memory 109. A
packet request for establishing the long connection is usually encapsulated by the
processing module 106, and is sent or received by the communications module 105.
[0049] In the following description of various functions of the broadcast device,
an implementation process of each function is described. For a process in which
hardware modules in the broadcast device cooperate to implement corresponding
functions, refer to a related technology. Details are omitted subsequently in the
specification. For example, the processing module 106 outputs an audio signal to the
speaker, to drive the speaker to output the corresponding audio, which can be
described as: the broadcast device outputs the corresponding audio etc.

[0050] In another example, when the network of the broadcast device is
configured, a Bluetooth connection can be first established with the broadcast device,
and then Wi-Fi connection information is sent by using the Bluetooth connection, so
the broadcast device joins the Internet. The specification sets no special limitation
thereto.

[0051] 2. Binding of the broadcast device

[0052] In this implementation, the device body 100 of the broadcast device can
also carry a device graphic code (not shown). The device graphic code carries a
device identifier of the device, such as a unique hardware identification code.

[0053] Because the device graphic code is used only when the merchant is bound
to the broadcast device, the device graphic code can be provided on the lower surface
of the device body 100. For example, the device graphic code is pasted on the lower
surface of the device body. Certainly, the device graphic code can also be provided at
another location of the device body, for example, a surface opposite to the first surface
101. The device graphic code can be a bar code, a two-dimensional code, etc.

Implementations are not limited in the specification.
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[0054] Before using the broadcast device, the merchant needs to bind the
broadcast device to the collection account (hereinafter referred to as the merchant
account) of the merchant.

[0055] In this implementation, referring to FIG. 4, a process of binding the
broadcast device can include the following steps:

[0056] Step 402: The client scans the device graphic code of the broadcast device.
[0057] The merchant can use a client that is logged in based on the merchant
account to scan the device graphic code of the broadcast device.

[0058] Step 404: The client sends a request for binding the broadcast device to the
server.

[0059] After scanning, the client can obtain the device identifier of the broadcast
device, and then the client can send the request for binding the broadcast device to the
server. The request carries the device identifier and the merchant account, such as
identification information of the merchant account.

[0060] Step 406: The server verifies whether the broadcast device is a valid
device.

[0061] After receiving the request for binding the broadcast device, the server can
first verify, based on the device identifier, whether the corresponding broadcast device
is a valid device.

[0062] For example, the server can check whether the broadcast device is valid on
a hardware platform that stores identifiers of valid devices.

[0063] Certainly, if the server locally stores an identifier list of valid devices, the
broadcast device can also be locally verified. Implementations are not limited in this
implementation.

[0064] If it is determined that the broadcast device is an invalid device, a security
prompt can be returned to the client, to prompt the vendor that there is a security risk.
[0065] Step 408: If the server determines that the broadcast device is a valid
device, the device identifier can be bound to the merchant account.

[0066] Step 410: The server returns a binding success message to the client.

[0067] In this implementation, after binding the device identifier to the merchant
account, the server can further detect whether the corresponding broadcast device is
online, that is, detect whether the corresponding broadcast device has established a
long connection to the server. If it is determined that the broadcast device is online, a

binding success message can be further sent to the broadcast device, and the broadcast
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device can further output audio that the user account is bound successfully.

[0068] The audio that the user account is bound successfully can be general audio,
for example, an account is successfully bound. The audio that the user account is
bound successfully can further include information about the merchant account, for
example, Peter’s account is successfully bound. The information about the merchant
account is carried in the binding success message sent by the server. Implementations
are not limited in this implementation.

[0069] In this implementation, the merchant can view a situation of the broadcast
device by using the client, for example, whether the broadcast device is bound, and
whether the bound broadcast device is online. For processing and implementation of
this part, refer to a related technology. Details are omitted here in this implementation.
[0070] In this implementation, the merchant can further unbind the broadcast
device by using the client, for example, by clicking an unbind button provided on a
client user page. The client can further send an unbinding request to the server, and
the server can further unbind the binding relationship between the merchant account
and the broadcast device. After unbinding, the server can further send the unbinding
message to the corresponding broadcast device, so the broadcast device outputs
unbinding prompt audio, such as has been unbounded.

[0071] Optionally, in another example, the server can further monitor whether a
security risk exists on the broadcast device, and when determining that a security risk
exists, automatically unbind a binding relationship between the broadcast device and
the merchant account, and send a reminder to the client, to ensure that the merchant’s
interest is not infringed.

[0072] In this example, the broadcast device can periodically report device data of
the device to the server, and the device data can include an operating system version
number, a speaker firmware number, etc. After receiving the device data, the server
can determine, based on the device data, whether there is a security risk on the
broadcast device. For example, the server can determine whether the operating system
version number is the latest version number, determine whether the speaker firmware
number is correct, etc. If it is determined that the operating system version number is
the latest version number, and the speaker firmware number is correct, it can be
determined that the corresponding broadcast device does not have a security risk. If it
is determined that the operating system version number is not the latest version

number or the speaker firmware number is incorrect, it can be determined that the
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corresponding broadcast device has a security risk. Certainly, in practice, the device
data can further include other information, and the server can determine whether a
security risk exists on the broadcast device in another way based on the other
information. Implementations are not limited in this implementation.

[0073] In this example, the server can determine whether a security risk exists
after receiving the device data. The server can also first store the received device data,
and subsequently determine security risks offline when the service is not busy.
Implementations are not limited in this implementation.

[0074] 3. Powering-on of the broadcast device

[0075] Referring to FIG. 5, the powering-on process of the broadcast device in
this implementation can include the following steps:

[0076] Step 502: Push and hold the power key.

[0077] In this implementation, to power on the broadcast device, push and hold
the power key 102, for example, hold it for 3 seconds.

[0078] Step 504: The broadcast device determines whether the device is
successfully started, and if the device is successfully started, performs step 506.

[0079] In this implementation, if startup fails, a power-on failure sound effect can
be output.

[0080] Step 506: The broadcast device detects whether a Wi-Fi connection is
normal, and if the Wi-Fi connection is normal, performs step 508.

[0081] In this implementation, when starting for the first time, because Wi-Fi
connection information is not configured, the LED status indicator outputs red light.
[0082] In this implementation, after the Wi-Fi connection information is
configured, if the broadcast device is successfully started, the broadcast device can
attempt to access the network based on the previously configured Wi-Fi connection
information, for example, attempt to access the router based on the SSID and the
password of the router.

[0083] If the network is successfully accessed, it can be determined that the Wi-Fi
connection is normal, and further step 508 is performed.

[0084] If the network is not accessed successfully, the LED status indicator
outputs red light to indicate the network access failure.

[0085] Step 508: The broadcast device detects whether the account binding is
normal, and if the account binding is normal, performs step 510.

[0086] Based on step 5006, if the Wi-Fi connection is normal, the broadcast device
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can establish a long connection to the server based on the saved address of the server,
and after the long connection is established, can send a binding query request to the
server, to query a binding status between the broadcast device and the merchant
account. The binding query request can carry the device identifier of the broadcast
device.

[0087] After receiving the binding query request, the server can search whether
the broadcast device is bound to a merchant account, and return a query result to the
broadcast device. The query result can include: bound, not bound.

[0088] If a “bound” query result is received, it can be determined that the account
binding is normal, and then step 510 is performed.

[0089] If a “not bound” query result is received, it can be determined that the
account binding is abnormal, and the LED status indicator outputs red for prompting.
When determining that the account binding is abnormal based on the LED status
indicator, the staff of the store can notify the store owner. The owner can view the
binding abnormality through the client to resolve the binding abnormality problem in
time and avoid a failure to announce the payment result audio due to the binding
abnormality.

[0090] Step 510: Control the LED status indicator to output green light.

[0091] Based on the detection result in the step 508, if the account binding is
normal, it can indicate that the intelligent broadcast device has entered a working state,
so green light can be output.

[0092] It is worthwhile to note that, in this implementation, a light prompt output
by the LED status indicator is only an example. In practice, another light prompt can
be output, for example, when the Wi-Fi connection is abnormal, red light can be
output. When the account binding is abnormal, red light is output. The specification
imposes no special limitation thereto.

[0093] 4. Output of the payment result audio

[0094] Referring to FIG. 6, broadcasting the payment result audio by the
broadcast device can include the following steps:

[0095] Step 602: A user scans the payment graphic code carried on the device
body of the broadcast device.

[0096] In this implementation, after the user performs consumption, the user can
scan the payment graphic code carried on the device body of the broadcast device, for

example, a payment two-dimensional code, by using the client installed on the mobile
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phone.

[0097] After scanning the payment graphic code, the client can display a payment
page oriented to the merchant account, and the user makes payments based on the
payment page, for example, enters a consumption amount and confirms payments.
[0098] After the user confirms payments, the client can send a payment request to
the server, and the payment request usually carries information such as the payment
amount, the merchant account, and time.

[0099] Optionally, in another example, an NFC (Near Field Communication)
module can further be disposed on the broadcast device. When detecting a terminal
device supporting the NFC technology, the NFC module can send, to the terminal
device by using the NFC technology, the information carried in payment graphic code.
After receiving the information, the terminal device can also display the payment page
oriented to the merchant account, so the user performs a payment operation. The
information carried in the payment graphic code can be sent by the server after the
intelligent terminal device binds the merchant account.

[0100] In this example, the NFC module sends the information carried in the
payment graphic code to effectively prevent a problem that scanning fails due to a
misalignment of the payment graphic code when the user scans the payment graphic
code, and increase a scanning success rate.

[0101] Optionally, in another example, the user can also make payments by
scanning a payment two-dimensional code set by the merchant elsewhere.
Implementations are not limited in this implementation.

[0102] Step 604: The server processes a payment request oriented to the merchant
account.

[0103] Step 606: After the server successfully makes payments, the server
searches for a device identifier of a broadcast device bound to the merchant account.
[0104] Step 608: The server sends a payment result to a corresponding broadcast
device based on the found device identifier.

[0105] Step 610: The broadcast device outputs payment result audio.

[0106] In an example, the payment result sent by the server can be payment result
audio, and the broadcast device can directly play the audio after receiving the
payment result audio.

[0107] In another example, because the data amount of the payment result audio is

usually large, transmission of the payment result audio can occupy a relatively large
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bandwidth of the server, which affects performance of the server. Optionally, the
payment result sent by the server can be a URL (Uniform Resource Locator) of the
payment result audio. After receiving the URL sent by the server, the broadcast device
can obtain the corresponding payment result audio from a corresponding address
based on the URL, and play the corresponding payment result audio. Compared with
the way of directly sending the payment result audio, performance of the server can be
improved.

[0108] In another example, to reduce occupation of network resources and
improve payment result transmission efficiency, the broadcast device can broadcast
the payment result audio in an audio assembly way.

[0109] In detail, the broadcast device can pre-store basic audio in the payment
result audio, for example, "successfully received" and "yuan". After payments are
successfully made, the payment result sent by the server to the broadcast device can
be a payment result parameter, for example, a specific amount paid by the user.

[0110] After receiving the payment result parameter, the broadcast device can
assemble the payment result parameter and the saved basic audio to obtain the
payment result audio for broadcasting.

[0111] For example, the user successfully pays 10 yuan, and the server can send a
payment result parameter 10. After receiving the payment result parameter 10, the
broadcast device can obtain the basic audio "successfully received" and "yuan", and
then assemble the basic audio to obtain the payment result audio "successfully
received 10 yuan" for broadcasting.

[0112] In another example, when payment fails, the server can also send a
payment result to a corresponding broadcast device, so the broadcast device outputs
corresponding payment result audio. Implementations are not limited in this
implementation.

[0113] It can be seen that, after the broadcast device provided in the specification
is bound to the merchant account, the payment result audio oriented to the merchant
account can be broadcasted, so the staff of the store can hear the payment result in
time. Compared with a smart sound box, the broadcast device is independent of the
terminal. When the terminal device that is logged in based on the merchant account is
not in the store, for example, when the owner of the store leaves the store with the
mobile phone, the staff of the store can still hear the payment result, thereby ensuring

the merchant’s interests. In addition, by using the broadcast device provided in the
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specification, the brand effect of the payment system can be improved, which helps
promote and popularize the payment system.

[0114] In another example, the specification further supports offline information
pushing by using the broadcast device.

[0115] Referring to FIG. 7, the offline information pushing method can include
the following steps:

[0116] Step 702. A broadcast device probes terminal identifier data within a
predetermined distance.

[0117] In this implementation, the broadcast device can be further disposed with a
Wi-Fi probe module, which can be configured to probe identification data of a
terminal device that is within a predetermined distance from the broadcast device. For
example, a wireless broadcast signal can be sent to probe a terminal device within
coverage of the wireless broadcast information.

[0118] On one hand, the terminal identifier data can be used to help a merchant
analyze an operation status, for example, customer flow volume, consumers quantity,
and lost customers quantity.

[0119] On the other hand, the terminal identifier data can be used to help a server
push offline information.

[0120] The terminal identifier data can be data such as a MAC (Media Access
Control) address of the terminal. Implementations are not limited in this
implementation.

[0121] Step 704. The broadcast device uploads the probed terminal identifier data
to a server.

[0122] In an example, the broadcast device can upload the probed terminal
identifier data to the server based on a predetermined time period.

[0123] In another example, the broadcast device can also upload the probed
terminal identifier data to the server based on a time point set by the server, for
example, report the probed terminal identifier data hourly between 8 a.m. and 6 p.m.
everyday.

[0124] Step 706. The server matches an information pushing condition based on
the terminal identifier data.

[0125] Step 708. The server pushes, to the broadcast device, information
corresponding to an information pushing condition matching the terminal identifier

data.



10

15

20

25

30

16

[0126] Step 710. The broadcast device broadcasts the received corresponding
information.

[0127] In this implementation, the server can determine, based on the terminal
identifier data, a quantity of terminals probed by the broadcast device. Based on the
quantity of terminals, the server can match the information pushing condition. For
example, when the information pushing condition matching the quantity of terminals
is that the quantity of terminals is greater than a quantity threshold, information
corresponding to the information pushing condition is first-type discount information.
[0128] The information pushing condition can be customized by a merchant, or
can be customized by the server. Implementations are not limited in this
implementation.

[0129] Taking customization by the merchant as an example, assume that the
merchant customizes that when there are 30 customers in the store, free cola for over
50yuan purchase. The merchant can predetermine first-type discount information and
a pushing condition of the activity by using the client. The pushing condition is that
customer quantity in the store reaches 30, and the first-type discount information can
be "free cola for over 50yuan purchase from now on".

[0130] Based on the previous configuration, the server can determine, after
receiving the terminal identifier data reported by the broadcast device, whether
customer quantity in the store reaches 30. If customer quantity in the store reaches 30,
the first-type discount information configured by the merchant can be pushed to the
broadcast device, for example, a URL of the first-type discount information, so the
broadcast device broadcasts the first-type discount information.

[0131] The first-type discount information can be audio information, or can be
video information. Implementations are not limited in the specification.

[0132] For example, the terminal identifier data is a MAC address. Relatively
simple, the server can determine a quantity of MAC addresses reported by the
broadcast device as the quantity of consumers in the store.

[0133] More precisely, the server can set the quantity of MAC addresses as the
sum of the quantity of consumers and the quantity of service personnel in the store.
The server can also count the quantity of service personnel. For example, MAC
addresses reported by the broadcast device in non-business hours are pre-stored as
MAC addresses of terminals used by the service personnel. After MAC addresses

reported by the broadcast device in business hours are received, the quantity of
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current service personnel in the store is determined based on the saved MAC
addresses of the terminals of the service personnel. Then, a relatively accurate
quantity of consumers can be obtained by subtracting the quantity of service
personnel from the sum of the previous quantities, and the information pushing
condition is matched based on the quantity of consumers.

[0134] Taking customization by the server as an example, assume that the server
customizes that when the quantity of persons in the store reaches 30, the discount
activity of "2yuan off 10yuan purchase" is implemented. The server can determine,
after receiving the terminal identifier data reported by the broadcast device, whether
the customer quantity in the store reaches 30. If customer quantity in the store reaches
30, the first-type discount information of "2yuan off 10yuan purchase" can be pushed
to the broadcast device for broadcasting.

[0135] Optionally, to implement relatively accurate discount pushing, a discount
policy of the first-type discount can be related to a category of the merchant.

[0136] For example, for merchants with a relatively small average consumption
amount such as a convenience store, the first-type discount can be "2yuan off 10yuan
purchase". For merchants with a relatively large average consumption amount such as
Starbucks, the first-type discount can be "10yuan off 50yuan purchase".

[0137] Certainly, in practice, based on data such as the category of the merchant
and the average consumption amount of a consumer, the server can customize the
first-type discount accordingly. Implementations are not limited in the specification.
[0138] Optionally, after pushing the first-type discount information to the
broadcast device, the server can further push the first-type discount information to a
user account, i.e., the merchant account, bound to the broadcast device, so the
merchant can know about promotion in time.

[0139] In this implementation, when the quantity of consumers in the store is
relatively large, a discount can be pushed by using the broadcast device, to encourage
the consumers to pay by using the payment system. After hearing the discount audio,
the consumers can open the payment client in advance, thereby improving payment
efficiency.

[0140] In another example, the specification can also support pushing of discount
in different time periods.

[0141] In this example, for ease of distinguishing, a discount corresponding to a

time period can be referred to as second-type discount information.
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[0142] The time period can be divided on a day basis. For example, one day can
be divided into three periods: morning, noon, and evening. When the server does not
process a payment request oriented to the merchant, for example, there is no consumer
paying the merchant, and the broadcast device does not need to broadcast payment
result audio, the server can push, to the broadcast device bound to the merchant
account, the second-type discount information of a time period different from the
current time period, and the broadcast device broadcasts the second-type discount
information.

[0143] For example, when the server does not process the payment request
oriented to the merchant in the morning, the server can push a second-type discount
information in the noon or at the evening to the broadcast device bound to the
merchant account, for example, push "3yuan off 30yuan lunch purchase" to the
broadcast device, to increase a repurchase rate at noon or evening for consumers from
morning.

[0144] Certainly, in practice, the time period is possibly not be divided on a day
basis, and can be divided on a week or month basis. Implementations are not limited
in this implementation. Optionally, the discount audio can also be pushed in advance
for holidays. For example, the discount for the National Day of PRC can be pushed in
September by using the broadcast device bound to the merchant account.

[0145] In this implementation, by pushing the pay discount audio in different time
periods, the repurchase rate of the consumer can be increased, and a consumer loyalty
can be improved.

[0146] In another example, the specification can also support discount pushing for
frequent consumption.

[0147] In this example, for ease of distinguishing, discount information for
frequent consumption can be referred to as third-type discount information.

[0148] The frequent consumption generally refers to consumption in a same
merchant for several times within a predetermined time period, consumption by a user
in the same merchant for several consecutive days, etc. Corresponding third-type
discount information can be pushed to consumers performing frequent consumption,
for example, "once consume for 5 consecutive days, you get 5 yuan free of
consumption in the 6th day".

[0149] In actual implementation, after processing a payment request that has a

merchant account as a payee, the server can obtain historical payment data of a
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current payer, and then determine, based on the historical payment data, whether a
predetermined discount condition for frequent customers is satisfied. If the
predetermined discount condition for frequent customers is satisfied, the server can
push the corresponding third-type discount information to the broadcast device bound
to the merchant account.

[0150] For example, Marry uses a mobile phone to scan a payment
two-dimensional code carried on the broadcast device, and pays a total amount of 20
yuan in the current consumption to the merchant. After processing the payment
request, the server can obtain historical payment data of Marry. If it is determined that
Marry performs consumption in the merchant every day for three consecutive days
(that is, the discount condition for frequent customers is that consumption is
performed in the merchant every day for three consecutive days), the server can push,
to the broadcast device bound to the merchant account, the discount information
"once consume for 5 consecutive days, you get 5 yuan free of consumption in the 6th
day", to increase the repurchase rate of Marry in the merchant.

[0151] Optionally, the server can further push the historical payment data of
Marry to the broadcast device for broadcasting, for example, "you have consumed
here for three consecutive days, once consume for 5 consecutive days, you get 5 yuan
free of consumption in the 6th day", so the user can know its own consumption status.
[0152] In another example, the payer client can further send account information
of the payer to the server after the user scans the payment graphic code. The server
obtains the historical payment data of the payer based on the account information, and
then determines whether the historical payment data matches the discount condition
for frequent customers. Optionally, the payer client can further send the account
information that is of the payee account and that is carried in the payment graphic
code to the server, so the server performs determining. Details are omitted here in this
implementation.

[0153] In this implementation, the server obtains the historical payment data of
the payer, so when the historical payment data matches the predetermined discount
condition for frequent customers, the server can send the corresponding discount
information to the broadcast device bound to the merchant account, to increase the
repurchase rate of the consumer and improve consumer loyalty.

[0154] Certainly, in practice, the information pushed by the server to the broadcast

device can also be promotional information of various activities such as advertisement
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and bidding. Implementations are not limited in the specification.

[0155] Corresponding to the previous implementation of the offline information
pushing method shown in FIG. 7, the specification further provides an implementation
of an offline information pushing apparatus.

[0156] The implementation of the offline information pushing apparatus in the
specification can be applied to the server. The apparatus implementation can be
implemented by software, hardware, or a combination of hardware and software.
Software implementation is used as an example. As a logical apparatus, the software
is formed by reading a corresponding computer program instruction in a non-volatile
memory and running the instruction in a memory by a processor in a server of the
apparatus. In terms of hardware, FIG. 8 is a structural diagram illustrating hardware of
the server that the offline information pushing apparatus of the specification is located.
In addition to the processor, the memory, a network interface, and the nonvolatile
memory shown in FIG. 8, the server that the apparatus is located in this
implementation usually can include other hardware based on an actual function of the
server. Details are omitted.

[0157] FIG. 9 is a block diagram illustrating an offline information pushing
apparatus, according to an example implementation of the specification.

[0158] Referring to FIG. 9, the oftline information pushing apparatus 800 can be
applied to the server shown in FIG. 8, and includes: a data receiving unit 801, a
condition matching unit 802, a first pushing unit 803, a second pushing unit 804, a
third pushing unit 805, a fourth pushing unit 806, a fifth pushing unit 807, a sixth
pushing unit 808, and an unbinding unit 809.

[0159] The data receiving unit 801 is configured to receive terminal identifier data
probed by a broadcast device, the condition matching unit 802 is configured to match
an information pushing condition based on the terminal identifier data, and the first
pushing unit 803 is configured to push, to the broadcast device, information
corresponding to the information pushing condition matching the terminal identifier
data, so the broadcast device broadcasts the received corresponding information.
[0160] Optionally, the condition matching unit 802 determines, based on the
terminal identifier data, a quantity of terminals probed by the broadcast device, and
matches an information pushing condition based on the quantity of terminals.

[0161] Optionally, when the information pushing condition matching the quantity

of terminals is that the quantity of terminals is greater than a quantity threshold,
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information corresponding to the information pushing condition is first-type discount
information.

[0162] Optionally, the broadcast device is bound to a user account, and a discount
policy of the first-type discount information is related to a category of an object to
which the user account belongs.

[0163] Optionally, the broadcast device is bound to a user account, and the second
pushing unit 804 is configured to: when the information corresponding to the
information pushing condition matching the terminal identifier data is pushed to the
broadcast device, further push the corresponding information to the user account
bound to the broadcast device.

[0164] The third pushing unit 805 is configured to: after a payment request that
has a user account bound to the broadcast device as a payee is processed, send a
payment result to the broadcast device, so the broadcast device broadcasts the
payment result, and the fourth pushing unit 806 is configured to: when the payment
request that has the user account bound to the broadcast device as a payee is not
processed, push second-type discount information of a time period different from a
current time period to the broadcast device, so the broadcast device broadcasts the
second-type discount information.

[0165] The fifth pushing unit 807 is configured to: after a payment request that
has a user account bound to the broadcast device as a payee is processed, obtain
historical payment data of a payer of the payment request, determine whether the
historical payment data matches a first discount condition for frequent customers, and
if matched, push third-type discount information corresponding to the first discount
condition for frequent customers to the broadcast device, so the broadcast device
broadcasts the third-type discount information.

[0166] The sixth pushing unit 808 is configured to receive account information of
a payer that is sent by a client of the payer after the client of the payer scans a
payment graphic code, obtain historical payment data of the payer based on the
account information, determine whether the historical payment data matches a second
discount condition for frequent customers, and if matched, push fourth-type discount
information corresponding to the second discount condition for frequent customers to
the broadcast device, where the broadcast device is bound to a payee account
specified by the payment graphic code, so the broadcast device broadcasts the

fourth-type discount information.
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[0167] The unbinding unit 809 is configured to receive device data reported by
the broadcast device, determine, based on the device data, whether the broadcast
device has a security risk, and when it is determined that the broadcast device has a
security risk, unbind a binding relationship between the broadcast device and a user
account.

[0168] For an implementation process of functions and roles of each unit in the
apparatus, references can be made to an implementation process of corresponding
steps in the previous method. Details are omitted here.

[0169] Because an apparatus implementation basically corresponds to a method
implementation, for related parts, references can be made to related descriptions in the
method implementation. The previously described apparatus implementation is
merely an example. The units described as separate parts can or cannot be physically
separate, and parts displayed as units can or cannot be physical units, can be located in
one position, or can be distributed on a plurality of network units. Some or all of the
modules can be selected based on actual requirements to achieve the objectives of the
solutions of the present specification. A person of ordinary skill in the art can
understand and implement the implementations of the present application without
creative efforts.

[0170] The system, apparatus, module, or unit illustrated in the previous
implementations can be implemented by using a computer chip or an entity, or can be
implemented by using a product having a certain function. A typical implementation
device is a computer, and the computer can be a personal computer, a laptop computer,
a cellular phone, a camera phone, an intelligent phone, a personal digital assistant, a
media player, a navigation device, an email receiving and sending device, a game
console, a tablet computer, a wearable device, or any combination of these devices.
[0171] Corresponding to the previous implementation of the offline information
pushing method shown in FIG. 7, the specification further provides another offline
information pushing apparatus, and the apparatus includes a processor and a memory
configured to store a machine executable instruction. The processor and the memory
are generally connected to each other by using an internal bus. In other possible
implementations, the device can further include an external interface capable of
communicating with another device or component.

[0172] In this implementation, by reading and executing the machine executable

instruction that is stored in the memory and that is corresponding to an offline
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information pushing logic, the processor is enabled to: receive terminal identifier data
probed by a broadcast device, match an information pushing condition based on the
terminal identifier data, and push information corresponding to the information
pushing condition matching the terminal identifier data to the broadcast device, so the
broadcast device broadcasts the received corresponding information.

[0173] Optionally, when matching the information pushing condition based on the
terminal identifier data, the processor is enabled to: determine, based on the terminal
identifier data, a quantity of terminals probed by the broadcast device, and match an
information pushing condition based on the quantity of terminals.

[0174] Optionally, when the information pushing condition matching the quantity
of terminals is that the quantity of terminals is greater than a quantity threshold,
information corresponding to the information pushing condition is first-type discount
information.

[0175] Optionally, the broadcast device is bound to a user account, and a discount
policy of the first-type discount information is related to a category of an object to
which the user account belongs.

[0176] Optionally, the broadcast device is bound to a user account, and by reading
and executing the machine executable instruction that is stored in the memory and that
is corresponding to an offline information pushing logic, the processor is enabled to:
when the information corresponding to the information pushing condition matching
the terminal identifier data is pushed to the broadcast device, further push the
corresponding information to the user account bound to the broadcast device.

[0177] Optionally, by reading and executing the machine executable instruction
that is stored in the memory and that is corresponding to an offline information
pushing logic, the processor is further enabled to: after a payment request that has a
user account bound to the broadcast device as a payee is processed, send a payment
result to the broadcast device, so the broadcast device broadcasts the payment result,
and when the payment request that has the user account bound to the broadcast device
as a payee is not processed, push second-type discount information of a time period
different from a current time period to the broadcast device, so the broadcast device
broadcasts the second-type discount information.

[0178] Optionally, by reading and executing the machine executable instruction
that is stored in the memory and that is corresponding to an offline information

pushing logic, the processor is further enabled to: after a payment request that has a
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user account bound to the broadcast device as a payee is processed, obtain historical
payment data of a payer of the payment request, determine whether the historical
payment data matches a first discount condition for frequent customers, and if
matched, push third-type discount information corresponding to the first discount
condition for frequent customers to the broadcast device, so the broadcast device
broadcasts the third-type discount information.

[0179] Optionally, by reading and executing the machine executable instruction
that is stored in the memory and that is corresponding to an offline information
pushing logic, the processor is further enabled to: receive account information of a
payer that is sent by a client of the payer after the client of the payer scans a payment
graphic code, obtain historical payment data of the payer based on the account
information, determine whether the historical payment data matches a second discount
condition for frequent customers, and if matched, push fourth-type discount
information corresponding to the second discount condition for frequent customers to
the broadcast device, where the broadcast device is bound to a payee account
specified by the payment graphic code, so the broadcast device broadcasts the
fourth-type discount information.

[0180] Optionally, by reading and executing the machine executable instruction
that is stored in the memory and that is corresponding to an offline information
pushing logic, the processor is further enabled to: receive device data reported by the
broadcast device, determine, based on the device data, whether the broadcast device
has a security risk, and when it is determined that the broadcast device has a security
risk, unbind a binding relationship between the broadcast device and a user account.
[0181] Corresponding to the previous implementation of the offline information
pushing method shown in FIG. 7, the specification further provides a computer
readable storage medium, where the computer readable storage medium stores a
computer program, and when the program is executed by a processor, the following
steps are implemented: receiving terminal identifier data probed by a broadcast device,
matching an information pushing condition based on the terminal identifier data, and
pushing, to the broadcast device, information corresponding to the information
pushing condition matching the terminal identifier data, so the broadcast device
broadcasts the received corresponding information.

[0182] Optionally, the matching an information pushing condition based on the

terminal identifier data includes: determining, based on the terminal identifier data, a
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quantity of terminals probed by the broadcast device, and matching an information
pushing condition based on the quantity of terminals.

[0183] Optionally, when the information pushing condition matching the quantity
of terminals is that the quantity of terminals is greater than a quantity threshold,
information corresponding to the information pushing condition is first-type discount
information.

[0184] Optionally, the broadcast device is bound to a user account, and a discount
policy of the first-type discount information is related to a category of an object to
which the user account belongs.

[0185] Optionally, the broadcast device is bound to a user account, and the
method further includes: when the information corresponding to the information
pushing condition matching the terminal identifier data is pushed to the broadcast
device, further pushing the corresponding information to the user account bound to
the broadcast device.

[0186] Optionally, the method further includes: after a payment request that has a
user account bound to the broadcast device as a payee is processed, sending a
payment result to the broadcast device, so the broadcast device broadcasts the
payment result, and when the payment request that has the user account bound to the
broadcast device as a payee is not processed, pushing second-type discount
information of a time period different from a current time period to the broadcast
device, so the broadcast device broadcasts the second-type discount information.
[0187] Optionally, the method further includes: after a payment request that has a
user account bound to the broadcast device as a payee is processed, obtaining
historical payment data of a payer of the payment request, determining whether the
historical payment data matches a first discount condition for frequent customers, and
if matched, pushing third-type discount information corresponding to the first
discount condition for frequent customers to the broadcast device, so the broadcast
device broadcasts the third-type discount information.

[0188] Optionally, the method further includes: receiving account information of a
payer that is sent by a client of the payer after the client of the payer scans a payment
graphic code, obtaining historical payment data of the payer based on the account
information, determining whether the historical payment data matches a second
discount condition for frequent customers, and if matched, pushing fourth-type

discount information corresponding to the second discount condition for frequent
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customers to the broadcast device, where the broadcast device is bound to a payee
account specified by the payment graphic code, so the broadcast device broadcasts the
fourth-type discount information.

[0189] Optionally, the method further includes: receiving device data reported by
the broadcast device, determining, based on the device data, whether the broadcast
device has a security risk, and when it is determined that the broadcast device has a
security risk, unbinding a binding relationship between the broadcast device and a
user account.

[0190] Specific implementations of the present application are described above.
Other implementations fall within the scope of the appended claims. In some
situations, the actions or steps described in the claims can be performed in an order
different from the order in the implementations and the desired results can still be
achieved. In addition, the process depicted in the accompanying drawings does not
necessarily require a particular execution order to achieve the desired results. In some
implementations, multi-tasking and parallel processing can be advantageous.

[0191] The previous descriptions are merely preferred implementations of the
present specification, but are not intended to limit the present specification. Any
modification, equivalent replacement, or improvement made without departing from
the spirit and principle of the present specification shall fall within the protection

scope of the present specification.
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CLAIMS

1. A method for pushing information, the method comprising:

probing, by a broadcast device, terminal identifier data within a predetermined distance;

uploading, by the broadcast device, the terminal identifier data to a server;

receiving, by the broadcast device and from the server, a first-type discount information
subsequent to the server determining that a quantity of terminals satisfies a quantity
threshold, wherein the terminal identifier data comprises one or more MAC addresses of the
terminals, and wherein the quantity of terminals is equal to a difference between a first
quantity of the one or more MAC addresses and a second quantity of MAC addresses pre-
stored in the server; and

broadcasting, by the broadcast device, the first-type discount information.

2. The method according to claim 1, wherein the broadcast device is bound to a user
account; and
a discount policy of the first-type discount information is related to a category of an

object to which the user account belongs.

3. The method according to claim 2, further comprising:
pushing, by the server, the first-type discount information to the user account bound to

the broadcast device.

4. The method according to claim 1, further comprising:

after a payment request that has a user account bound to the broadcast device as a payee
is processed, sending, by the server, a payment result to the broadcast device;

broadcasting, by the broadcast device, the payment result;

when the payment request that has the user account bound to the broadcast device as a
payee is not processed, pushing, by the server, a second-type discount information of a
selected time period different from a current time period to the broadcast device; and

broadcasting, by the broadcast device, the second-type discount information.
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5. The method according to claim 4, further comprising:

after a payment request that has the user account bound to the broadcast device as a
payee is processed, obtaining, by the server, historical payment data of a payer of the
payment request;

determining, by the server, whether the historical payment data matches a first discount
condition for frequent customers;

if matched, pushing, by the server to the broadcast device, a third-type discount
information corresponding to the first discount condition for frequent customers; and

broadcasting, by the broadcast device, the third-type discount information.

6. The method according to claim 1, further comprising:

receiving, by the server, account information of a payer that is sent by a client of the
payer after the client of the payer scans a payment graphic code;

obtaining, by the server, historical payment data of the payer based on the account
information;

determining, by the server, whether the historical payment data matches a second
discount condition for frequent customers;

if matched, pushing, by the server, a fourth-type discount information corresponding to
the second discount condition for frequent customers to a broadcast device, wherein the
broadcast device is bound to a payee account specified by the payment graphic code; and

broadcasting, by the broadcast device, the fourth-type discount information.

7. The method according to claim 1, further comprising:

receiving device data reported by the broadcast device;

determining, based on the device data, whether the broadcast device has a security risk;
and

in response to determining that the broadcast device has the security risk, unbinding a

binding relationship between the broadcast device and a user account.

8. The method according to claim 7, further comprising:

providing an output comprising an indication of the security risk.

9. The method according to claim 7, wherein determining, based on the device data,

whether the broadcast device has the security risk is based on an identification of an
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operating system version number or a speaker firmware number.

10. The method according to claim 1, wherein the predetermined distance is relative to

the broadcast device.

11. An apparatus for pushing information, the apparatus comprising a plurality of

modules configured to perform the method of any one of claims 1 to 10.





