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ABSORBENT ARTICLE HAVING A CELLULOSIC TRANSFER LA YER 

BACKJ2ROUND OF THE INVENTION 

5 The present invention relates to disposable absorbent articles having a cellulosic 

transfer layer positioned adjacent lo a primary absorbent. More particularly, the 

invention relates to a cellulosic transfer layer having particular characteristics which is 

positioned adjacent to and overlies a portion of the bodyfacing surf ace of the primary 

absorbent. 

10 Generally, disposable absorbent articles include, in their construction, an 

absorbent core positioned between a liquid-permeable cover and a liquid-impermeable 

baffle. The cover material is generally designed to allow body exudates lo permeate 

through the cover so that the absorbent core can absorb the fluids. The baffle material 

is generally fluid impermeable and is positioned so that it is away from the body. As 

15 used herein, the term •absorbent articles" refers to products such as diapers, sanitary 

napkins, training panls, incontinent garments, overnight pads, panty liners, underarm 

shields, as well as other absorbent devices used for medical purposes such as surgical 

absorbents. Such articles are designed to absorb body fluids, such as urine, menses, 

blood, perspiration and other excrement discharged by the body. For purposes of 

20 clarity and illustration only, the embodiments described herein will be in the form of a 

sanitary napkin, also referred lo as a catamenial pad, a feminine pad, an overnight pad, 

a panty liner, and a panty shield; all of which are designed to be wom by a woman to 

absorb menses and other body fluids discharged before, during, and after a menstrual 

period. Such products are external devices which typically are held in position by a 

25 garment adhesive or by mechanical attachment to an adjacent undergarment. 

One continuing problem of disposabf e absorbent articles Is that the bodily 

excretions are usually directed at one portion of the absorbent, whereas the absorptive 

capacity is spread over a greater area. This localized insulting of body fluid may cause 

a conventional sanitary napkin made of multiple layers of cellulosic material to coUapse 
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inward. This collapse prevents fluid from being conducted downward and substantially 

diminishes the inherent resiliency of the cellulosic material which in turn may lead to 

failure of the sanitary napkin and soiling of the wearer and/or her clothes. 

To increase the absorbent utilization one or more transfer layers have been 

5 employed. Typically, the materials used in such transfer layers are nonwoven, 

polymeric webs. A disadvantage of these structures is their inherent hydrophobic 

nature. To increase the hydrophilicity, the web can be coated with a surfactant and 

constructed having a relatively close pore structure. One example of this type of 

material is a meltblown malarial available from Kimberly-Clark Corporation. 

10 Since menses is not a uniform composition and contains fluids, such as plasma 

and blood cells, and highly viscous materials such as mucus and tissue, a problem 

experienced by these polymeric transfer layers is that close pore structure filters out the 

more fluid-like constituents. The more viscous materials, e.g. the mucus and tissue, 

hang on the bodyfacing surface of the transfer layer. This too may contribute to failure 

15 of the absorbent article resulting in soiling the wearer and/or her clothing. Alternative, 

when the transfer layer pore structure is large, insulting fluids are not sufficiently 

distributed allowing localized absorption of the body fluids and the problem associated 

with localized absorbent utilization discussed above occurs. Accordingly, there is a 

need for a transfer layer that can distribute both the fluid-like and the more viscous 

20 materials. 

SUMMARY OF THE INVENTION 

Brielly, the present invention provides a disposable absorbent article having an 

absorbent with a bodyfacing surface and a cellulosic transfer layer. The transfer layer 

25 is superposed over at least a portion of the bodyfacing surface and is in liquid 

communication with the absorbent. The transfer layer has a mean free path (MFP) 

within the range of 50 microns to about 200 microns. In a preferred embodiment the 

transfer layer can have, in addition to the mean free path, one or more of the following: 

a mean pore size (MPS) ranging from about 18 microns to about 60 microns and an 

:io absorbency of bovine blood of less than about 20 seconds. Surprisingly, it has been 

discovered that a transfer layer having a mean free path within lhe range of about 50 

microns to about 200 microns will effectively transfer both the fluid-like and viscous 

constituents of body fluids, such as menses, to the absorbent. 
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The general object of the invention is to provide an absorbent article with a 

cellulosic transfer layer. A more specific object of the invention is to provide a cellulosic 

transfer layer that will more effectively wick the more viscous constituents of body fluids, 

such as menses. 

5 It is another object of the invention to provide a sanitary napkin having a 

cellulosic transfer layer that permits greater utilization of the absorbent capacity of the 

sanitary napkin. 

f:lR!EE.DESCB.!PT!O~ OF I.!:IE DRAWING 

I 0 The invention will be more fully understood and further advantages of the 

15 

invention will become apparent when reference is made to the following detailed 

description of the invention and the following drawing which is a cul-away perspective 

view of a sanitary napkin of the invention. 

DETAILED DESCRIPTION OF THE INVENTION 

The following detailed description is made with reference to a disposable 

sanitary napkin article. However, it is to be understood that the absorbent structure of 

the present invention would atso be suitable for other absorbent articles, such as 

diapers, adult incontinence garments, wound dressings and the like. 

20 Referring the lo the FIG .• a sanitary napkin 10 Is shown. The form and 

construction of the sanilary napkin 10 is generally conventional and will be described 

only briefly. The sanitary napkin 10 includes a bodyfacing cover 12, a garment facing 

baffle 14, an absorbent 16 between the cover 12 and the baffle 14 and a transfer 

layer 18 between the absorbent 16 and the cover 12. To secure the sanitary napkin 10 

25 to a wearer's undergarment the sanitary napkin 10 can include a garment adhesive 20 

positioned on the garment facing surface of the baffle 14. The garment adhesive 20 

may also be covered by a peel strip 22 of suitable material such as silicone coated Kraft 

paper or a film. 

Looking at the components in greater detail, the cover 12 is fluid pervious and is 

30 adapted to reside on bodyfacing side, i.e. that side of the sanitary napkin 10 in contact 

with the wearer's body. The cover 12 is provided for comfort and conformability and 

functions to direct body fluid away from the body and toward the absorbent 16. 

Preferably, the cover 12 is made of a material which allows the passage of fluid without 

wicking it appreciably in a horizontal plane parallel to the cover 12. The cover 12 

a5 should retain little or no Uui<J in Us structure so that it provides a relatively df)' surface 
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next to the wearer's skin. The cover 12 can be constructed of any woven or nonwoven 

material which is easily penetrated by body fluid contacting its surface. Suitable 

materials include bonded carded webs of polyester, polypropylene, polyethylene, nylon, 

or other heat-bendable fibers, polyolefins, such as copolymers of polypropylene and 

5 polyethylene, liner low-density polyethylene, finely perforated film webs and net material 

also work well. Other suitable materials are composite materials of a polymer and a 

nonwoven fabric material. The composite sheets are generally formed by extrusion of a 

polymer onto a web of spunbond material to form an integral sheet. The 

liquid-permeable cover 12 can also contain a pluralillf of apertures (not shown) formed 

10 therein which are intended to increase the rate al which body fluids can penetrate down 

into the absorbent 16. 

The cover 12 can have at least a portion of the bodyfacing surface treated with a 

surfactant to render the cover 12 more hydrophilic. This results in pennitting the insulting 

liquid to more readily penetrate the cover 12. The surfactant also diminishes the likelihood 

15 that the insulting fluid, such as menstrual fluids, will flow off the cover 12 rather than being 

absorbed by the absorbent core 18. It is preferred &hat the surfactant be substantially evenly 

and completely distributed across at least the portion of the bodyfacing surface of the 

cover 12 that overlays the absorbent 16 of the sanitary napkin 10. 

The absorbent 16 is generally composed of one or more materials that are 

20 hydrophilic, compressible, conformable and non-irritating to the wearets skin. 

Acceptable materials are known in the art and include, for example, various natural or 

synthetic fibers, wood pulp fibers, regenerated cellulose or cotton fibers, or a blend of 

pulp and other fibers. The absorbent layers may also be comprised of other known 

materials used in absorbent articles such as cellulose sponge, hydrophilic synthetic 

25 sponge, such as polyurethane, and the like. The total absorbent capacity of the 

absorbent 16 should be compalibte with the design exudate loading for the intended 

use of the sanita~ napkin 10. 

The absorbent 16 can contain superabsorbent materials which are effective in 

retaining body fluids. Superabsorbents have the ability to absorb a large amount of 

30 fluid in relation to their own weight. Typical superabsorbents used ill absorbent articles, 

such as sanitary napkins, can absorb anywhere from 5 to 60 times their weight in body 
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fluids. Superabsorbents can be incorporated into the absorbent 16 as separate layers 

or admixed with the cellulose fluff. Superabsorbents may be in the form of flakes, 

granules, films, particles, fibers or the like. 

The baffle 14 resides on the undergarment-facing surface of the absorbent 16 

5 and may be constmcted from any desired material that is liquid-impermeable. 

Preferably, the baffle 14 will permit the passage of air and moisture vapor out of the 

sanitary napkin 10 whUe blocking the passage of body fluids. A good material is a 

micro-embossed, polymeric film, such as polyethylene or polypropylene, having a 

thickness of about 0.025 to 0.13 millimeters. Bicomponent films can also be used as 

10 well as woven and nonwoven fabrics which have been treated to render them 

liquid-impermeable. Another suitable material is a closed cell polyolefin foam. A closed 

cell polyethylene foam having a thickness ranging from about 0.5 millimeters to about 

1 O millimeters works well. 

In a preferred embodiment of the sanitary napkin 10, the cover 12 and the 

15 baffle 14 extend beyond the absorbent 16 and are bonded together to form a peripheral 

seal 24. The peripheral seal 24 encloses the absorbent constituents of the sanitary 

napkin 10 to prevent fluid leakage from the side of the absorbent 16 and to form a soft 

and comfortable side edge for the wearer. The cover 12 and baffle 14 can be bonded 

together using any means commonly known in the art for this purpose, such as by gluing, 

20 crimping, pressure and/or heat-sealing and ultrasonics. 

The transfer layer 18 at least partially overlies and is in liquid communication 
with the absorbent 16. It is understood by those skilled in the art that the "transfer 
laye(' may be also known as an intake distribution layer. As used herein, these terms 

may be used interchangebly. Desirably, the transfer layer 18 is positioned between the 

25 cover 12 and the absorbent 16. The transfer layer 18 can be dimensioned to have a 

width and length ranging from a few millimeters to the dimension of the absorbent 16. 

Desirably, the transfer layer 18 will have a width of about of about 10 millimeters to 

about 75 millimeters and a length less than that of the absorbent 16. To achieve the 

functionality of absorbing both the fluid-like and the viscous components of menses, it is 

30 critical to the invention that the transfer layer 18 be substantially composed of a material 

having a mean free path within the range of 50 microns to about 200 microns. 

Preferably, the transfer layer 18 is composed of a cellulosic material. Desirably, the 

transfer layer 18 will have a mean free path ranging from about 50 microns to about 
150 microns, and preferably, it will range from about 50 microns to about 100 microns. 
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The "mean free path" is defined to be the average edge-to-edge, uninterrupted distance 

between all possible pairs of features, i.e. fibers, in the matrix. The procedure for 

determining this parameter is described in greater detail below. 

In addition to the mean free path, the transfer layer 18 preferably may have one 

5 or more of the following: an effective average pore size ranging from about 18 microns 

to about 60 microns and an absorbency rate of less than about 20 seconds. 

DesirabJy, the average pore size of the transfer layer 18 will range from about 20 

microns to about 60 microns and more preterably, is from about 30 microns to about 60 

microns. The average pore size of the transfer layer 18 was determined using a 

10 Coulter porometer available from Coulter Electronics Ltd., Northweil Drive, Luton Beds 

LU33RH, England. The procedure used is described in the Operator's Manual, the 

disclosure of which is incorporated herein by reference. 

Desirably, the absorbency rate of the transfer layer 18 is less than 15 seconds 

and preferably, it is less than about 10 seconds. The absorbency rate of the transfer 

15 layer 18 was determined by the following method. A sheet of poty (about 30.5 cm X 

15.3 cm) was placed on the lab bench to prevent blood from leaking through the 

absorbent. A base material (a 15.3 cm long X 6.4 cm wide X 1.3 cm thick fluff pulp 

pledget having a basis weight of 768 grams per square meter (gsm) or a 19.1 cm long 

X 6.4 cm wide X 0.6 cm thick 75% fluff/25% meltblown coform material having a basis 

20 weight of 540 gsm (3 layers of 180 gsm) with 14.3 gsm SB carrier sheet) was placed on 

the piece of pofy. A 136 mm long X 36 mm wide strip of transfer material was centered 

on top of base material. An acrylic block, having dimensions of 10.2 cm wide X 10.2 cm 

long X 2.5 cm thick and having a 5.1 cm long X 1.3 cm wide oval hole cut out in the 

center with a weight of 273 grams, was placed on top and in the center of the transfer 

~5 material. With the transfer material strip laying flat, 10 cc's of bovine blood, oxalate, 

available from Cocalico Biologicals Inc, P.O. Box 265 Reamstown, PA 17576, was 

drawn into a 20 cc syringe, (Pharmaseal 20 cc Lock Tip). Any excess blood was wiped 

off the syringe. The blood was then dispensed into the center of the oval hole over a 

lime period of 3 seconds. A timer was started immediately after the blood was 

ao completely dispensed. The timer was stopped when alt of the blood was observed to 

have been absorbed out of the acrylic block opening. The time necessary to absorb the 

10 cc's of bovine blood is the absorbency rate. The acrylic block is cleaned between 

tests. 
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An example of a suitable cellulosic material that may be used as a transfer layer 

is an uncreped through air dried sheet (UCT AO) having a basis weight of about 30 gsm 

to about 120 gsm. The UCTAD sheet can be prepared by the process disclosed in U.S. 

Patent No. 5,048,589 issued to Crook et al. on September 17, 1991 and U.S. Patent 

5 No. 5,399,412 issued to Sudall et al. on March 21, 1995; each being commonly 

assigned to Kimberly-Clark Corporation. The entire disclosure of each patent is 

incorporated herein and made a part hereof. Broadly, the process includes the steps of 

forming a furnish of cellulosic fibers. water, and a chemical wet strength resin; 

depositing the furnish on a traveling foraminous bell thereby forming a fibrous web on 

10 top of the traveling belt; subjecting the fibrous web lo noncompressive drying lo remove 

water from the fibrous web and removing the dried fibrous web from the traveling 

foraminous belt. 

EXAMPLE 

15 Test specimens of polymeric transfer layers were prepared for comparison with 

a transfer layer of the invention. The mean free path, pore size and absorbency rate of 

each transfer layer specimen were evaluated, the results are in lhe table below. The 

pore size and absorbency rate were determined in accordance with the procedures 

described above. The mean free path was determined by computer~assisted image 

20 analysis of microtomed plastic sections of the webs, imaged by polarized light optical 

microscopy. Thin optical sections provide a 2-dimensional field suitable for analysis. 

The field is comprised of void space and fiber intercepts, from which the mean free path 

was derived. 

Each transfer layer material was infiltrated in silicone molds with low-viscosity 

25 epoxy resin available from Ladd Research Industries, Ltd., Burlington, Vermont. The 

resin was polymerized for 36 hours at 65°C. Ten micrometer thick sections were cut 

from each block using a steel knife microtome, coverslipped on a glass slide then 

examined using polarized light optical microscopy. Six randomly selected image fields 

of each material section were digitized from the microscope using a Dage MTI VE1000 

30 CCD monochrome camera, and analyzed using a Sun Sparc20 workstation running 

PGT IMIX Feature Analysis software, available from Princeton Gamma Tech, Inc., 1200 

State Rd., Princeton New Jersey. Imaging magnification was 10x for sections of higher 

bulk materials such as UCTAD, the bicomponent fiber materials available from 

Kimberly-Clark Corporation under the tradenames of "PRISM" and "TABBI" and a 

~15 fibrous blend of polyester, rayon, and polymeric fiber such as that marketed· by C. lloh & 
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Co. under the tradename "CHISSO". Imaging magnification was 25x for the denser 

meltblown and pulp tissue materials. Image calibration was performed at both 

magnifications using a certified stage micrometer (Graticules Ltd., Part #SS Mccrone 

Associates), divided into 10 micrometer increments. The polarized light images were 

5 binarized and processed to fill holes or voids inciusions in the fibers. The mean free 

path is calculated by first measuring the fraction of the total field occupied by void 

space. This fraction is divided by the quotient of the number of intercepts of the fibers 

with raster test lines in the field, divided by total unit length of all the test lines. 

Material Basis Wt. MFP MPS Absorbency Rate 

(gsm) (µm) {µm) Over Pulp OverCoform 

UCTAD 60 75.9 29.6 12 5 

Tissue 30 37.7 21.1 30 22 

Metlblown 60 69.7 15.0 15 10 
1 PRISM 40 275.0 117.5 4 3 
2 TABBI 50 1584.3 >300• 1 2 

CHISSO 90 714.1 81.82 3 3 

10 1 A bicomponent spunbonded fiber of polyethylene and polyproplyene described in 

U.S. Patent Number 5,382,400 issued to Pike et al. on January 17, 1995, the 

disclosure of which is incorporated herein by reference. 
2 A bicomponent through air bonded carded web of a staple sheath fibers of 

polyethylene and polyester generally described in U.S. Patent Number 3,589,956 

15 issued to Kranz et al. on September 22, 1967, the disclosure of which is incorporated 

herein by reference. 

• The mean pore size was greater than the ability or the apparatus to measure. 

From the data set forth in the table above, it is evident that a cellulosic transfer 

layer having a mean free pore size ranging from about 50 microns to about 200 microns 

20 has superior wicking and absorbency compared to polymeric materials typically used in 

absorbent articles. 
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While the invention has been described with reference to a pref erred 

embodiment and illustrated with regard to a range of optional features, those skilled in 

the art will appreciate that various substitutions, omissions. changes and modifications 

may be made without departing from the spirit hereof. Accordingly, it is intended that 

5 the foregoing description be deemed merely exemplary of the preferred scope of the 

present invention and not be deemed a limitation thereof. 
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We claim: 

1. An absorbent article comprising an absorbent having a bodylacing surface and 

a transfer layer being superposed over at least a portion of said bodyfacing surface and 

in liquid communication with said absorbent, said transfer layer having a mean free path 

within the range of 50 microns to about 200 microns. 

2. The absorbent article of claim 1 wherein said transfer layer has a mean free 

path within the range of 50 microns to about 150 microns. 

3. The absorbent article of claim 1 wherein said transfer layer has a mean free 

path within the range of 50 microns to about 100 microns. 

4. The absorbent article of claim 1 wherein said transfer layer has a mean pore 

size ranging from about 18 microns to about 60 microns. 

5. The absorbent articie of claim 1 wherein said transfer layer has a mean pore 

size ranging from about 26 microns to about 60 microns. 

6. The absorbent article of claim 1 wherein said transfer layer has a mean pore 

size ranging from about 30 microns to about 60 microns. 

7. The absorbent article of claim 1 wherein said transfer layer has a bovine blood 

absorbency rate of less than about 20 seconds. 

8. The absorbent article of claim 1 wherein said transfer layer has a bovine blood 

absorbency rate of less than about 10 seconds. 

9. The absorbent article of claim 1 wherein said transfer layer substantially 

comprises a cellulosic material. 
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10. An absorbent article comprising: 

a. a liquid-permeable cover; 

b. an absorbent; and 

c. a cellulosic transfer layer positioned between said cover and said 

5 absorbent and which is in liquid communication with said absorbent, said 

transfer layer having a mean free path within the range of 50 microns 10 about 
200 microns and a mean pore size ranging from about 18 microns to about 60 

microns. 

5 

11. The absorbent article of claim 10 wherein said transfer layer has a mean free 

path within the range of 50 microns to about 150 microns. 

12. The absorbent article of claim 10 wherein said transfer layer has a mean pore 

size ranging from about 20 microns to about 60 microns. 

13. The absorbent article of claim 10 wherein said transfer layer has a bovine blood 

absorbency rate of less than about 20 seconds. 

14. The absorbent article of claim 10 wherein said transfer layer has a mean free 

path within the range of 50 microns to about 150 microns. 

15. A sanitary napkin comprising: 

a. a liquid-permeable cover: 

b. a liquid-impermeable baffle; 

c. an absorbent between said cover and said baffle; and 

d. a cellulosic transfer layer positioned between said cover and said 

absorbent and which is in liquid communication with said absorbent, said 

transfer layer having a mean free path within the range of 50 microns to about 

200 microns and a mean pore size ranging from about 18 microns to about 60 

microns. 

16. The sanitary napkin of claim 15 wherein said transfer layer has a mean free path 

within the range of 50 microns to about 100 microns and a mean pore size ranging from 
about 18 microns lo about 60 microns. 
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17. The sanitary napkin of claim 15 wherein said transfer layer has a mean free path 

within the range of 50 microns to about 100 microns and a mean pore size ranging from 

about 30 microns to about 60 microns. 

18. The sanitary napkin of claim 15 wherein said transfer layer has a bovine blood 

absorbency rate of less than about 20 seconds. 

19. The sanitary napkin of claim 15 wherein said transfer tayer has a bovine blood 

absorbency rate of less than about 10 seconds. 

20. A sanitary napkin comprising: 

a. a liquid-permeable cover; 

b. a liquid-impermeable baffle; 

c. an absorbent between said cover and said baffle; and 

ct a cellulosic transfer layer positioned between said cover and said 

absorbent, said transfer layer having a mean free path within the range of 50 

microns to about 200 microns, a mean pore size ranging from about 18 microns 

to about 60 microns and a bovine blood absorbency rate of less than about 20 

seconds. 
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