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(57) Abstract: The method according to the invention comprises, on the one hand, the prior allocation to each module (Mx), liable
to be concerned with the messages transmitted over the network, of an identifier and, during the installation of this module (Mx) on
the network, the association with this identifier of data relating to the geographical position of the place where this module (Mx) is
installed, in such a way as to be able thereafter to tag the location of the module independently of its position in the network and, on
the other hand, during the sending over the network of a message destined for a module (Mx), the recognition of this message by the
o modules (Mx) able to receive the message and the systematic and synchronous repetition of this message by the modules that have
recognized the message, until the message is transmitted over the whole network and all the modules (Mx) receive and resend the

message at least once.

[Suite sur la page suivante]



in the network and, on the other hand, during the
sendi ng over the network of a nessage destined for a
nodul e (MK), the recognition of this nmessag

modul es (WD 22008/031938 V&1t he|IIHHIﬂIiIH#IﬂIHill#lIIFH?IIIIICIIIIIHIIIIIﬂI|||I|||I|I|I|II|||I||I||I|I|I|||II|||I||II|

by the nodul es that have recogni zed the nessage, until
the nessage is transmtted over the whol e network and
all the nodules (M) receive and resend the nmessage at
| east once.

(57) Abrégé : Le procédé selon l'invention comprend, d'une part, l'attribution préalable a chaque module (Mx) susceptible d'étre
concerné par les messages transmis sur le réseau, d'un identifiant et, lors de l'installation de ce module (Mx) sur le réseau, I'association
a cet identifiant de données relatives a la position géographique du lieu ot ce module (Mx) est installé, de maniére & pouvoir ensuite
repérer 1'emplacement du module indépendamment de sa position dans le réseau et, d'autre part, lors de 1'émission sur le réseau
d'un message a destination d'un module (Mx), la reconnaissance de ce message par les modules (Mx) aptes a recevoir le message
et la répétition systématique et synchrone de ce message par les modules ayant reconnu le message, jusqu'a ce que le message soit
transmis sur tout le réseau et que tous les modules (Mx) regoivent et réémettent au moins une fois le message.



