
W097128674 PCTIUS96/1!J017 

5 

10 

APPARA'l'OS l'OR SPRAY-COOLIRG 

MOL'l'IPLI: ELZC'l'llORIC MODULES 

l'ield of the Invention 

This invention relates generally to the cooling of 
electronic heat sources, and, more particularly, to an 
apparatus for spray-cooling multiple electronic modules. 

Background of tha Invention 

Heat-generating electronic modules such as printed 
circuit boards (PCBs), multi-chip modules (MCMs), 
electronic hybrid assemblies including power amplifiers 

15 and passive components such as filters are frequent!~ 
placed together in a rack-type housing such as a Versa 
Module Europe (VME) cage or an Electronic Industries 
Association (EIA) sub-rack. Typically, commonly 
housed electronic modules are cooled by natural or 

20 forced air convection which, because of relatively poor 
thermal capacitance and heat transfer coefficients, 
requires moving large volumes of air through the housing 
and also requires wide spacing between the mo~ules. 
Consequently, air-cooled housings are overly large, and 

25 the air cooling process itself introduces undesired 
acoustic noise and contaminants such as dust into the 
housing. In addition, air cooled housings are heavy 
because of heat spreading devices such as heat-sinks. 

Evaporative spray cooling, described in U.S. Patent 
30 No. 5,220,804 to Tilton et al., features the spraying of 

atomized liquid droplets directly onto a surface of a 
heat-producing device such as an electronic module. 
When the liquid droplets impinge upon the module's 
surface, a thin liquid film coats the module, and heat 

35 is removed primarily by evaporation of the liquid from 
the module's surface. 
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Although evaporative spray cooling is a preferred 

method of heat removal in many electronics applications, 

known spray cooling systems are not specifically 

5 designed to simultaneously cool several commonly housed 

electronic modules. 

10 

There is therefore a need for a compact apparatus 

for spray-cooling a number of electronic modules 
simultaneously. 

Summary of the Invention 

According to an aspect of the present invention, 

the foregoing problems are ameliorated by an apparatus 
15 for spray-cooling multiple electronic modules which 

includes a chassis defining a chamber. The chassis has 
a first wall and a second wall opposed to the first 
wall. The first and second walls each have an interior 
side and an exterior side. A first plurality of guides 

20 are integrally formed in the interior side of the first 
wall and a second plurality of guides are integrally 

formed in the interior side of the second wall. One of 

each of the first plurality of guides is in substantial 

alignment with one of each of the second plurality of 
25 guides, to secure the electronic modules therebetween. 

A plurality of substantially planar fluid distributing 
manifolds are integrally formed in the first wall, each 
fluid distributing manifold having a surface recessed 
relative to at least a portion of the exterior side of 

30 the first wall. A plurality of nozzles are integrally 

formed in the surface of each fluid distributing 

manifold. Each nozzle has a receptacle end and a spray 
end. The spray end has an aperture and is in 

communication with the interior side of the first wall. 
35 The receptacle end is in communication with the surface 

of one of the plurality of fluid distributing manifolds. 
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The receptacle end of each nozzle receives a fluid from 
one of the plurality of fluid distributing manifolds, 
the spray end of each nozzle atomizes the fluid and 
discharges the atomized fluid through the aperture. 

5 According to another aspect of the present 
invention, an apparatus for spray-cooling multiple 
electronic modules includes a substantially planar plate 
having a first side and a second side. A plurality of 
substantially planar fluid distributing manifolds are 

10 formed in the first side of the plate, each fluid 
distributing manifold having a surface recessed relative 
to at least a portion of the first side of the plate. A 
nozzle housing is located in the surface of each fluid 
distributing manifold. The nozzle housing is adapted to 

15 receive a nozzle and has a receptacle end and a spray 
end. The spray end has an aperture, and the receptacle 
end is in communication with the surface of one of the 
plurality of fluid distributing manifolds. The spray 
end is in communication with the second side of the 

20 plate. 
According to a further aspect of the present 

invention, a method for spray-cooling multiple 
electronic modules includes providing a substantially 
planar plate having a first side and a second side. The 

25 second side of the plate has a plurality of guides 
integrally formed therein. Each of the plurality of 
guides is sized to receive an electronic module. Next, 
a fluid is supplied to a plurality of substantially 
planar fluid distributing manifolds formed in the first 

30 side of the plate, each fluid distributing manifold 
having a surface recessed relative to at least a portion 
of the first side of the plate. The fluid is then 
received by a nozzle located in the recessed surface of 
each fluid distributing manifold, the nozzle having a 

35 spray end and an aperture. Finally, the fluid is 
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atomized by the spray end of the nozzle and the atomized 
fluid is discharged through the aperture of the nozzle. 

Advantages of the present invention will become 
readily apparent to those skilled in the art from the 

5 following description of the preferred embodiment of the 
invention which has been shown and described by way of 
illustration. As will be realized, the invention is 
capable of other and different embodiments, and its 
details are capable of modifications in various 

10 respects. Accordingly, the drawings and description are 
to be regarded as illustrative in nature, and not as 
restrictive. 

15 
Brief Description o:f the Drawin9a 

FIG. l is a perspective view of an apparatus for 
spray-cooling multiple electronic modules according to a 
first embodiment of the present invention. 

FIG. 2 is a side view of a nozzle for spray-cooling 
20 multiple electronic modules as shown in FIG. l. 

FIG. 3 is a front view of the apparatus illustrated 
in FIG. 1 during normal operation. 

FIG. 4 is a perspective view of an apparatus for 
spray-cooling multiple electronic modules according to a 

25 second embodiment of the present invention. 

30 

FIG. 5 is a front view of the apparatus for spray­
cooling multiple electronic modules shown in FIG. 4. 

FIG. 6 is a bottom view of the apparatus 
illustrated in FIG. 4. 

Detailed Description of the Preferred Embodiments 

Turning now to the drawings, wherein like numerals 
designate like components, FIG. 1 is a perspective view 

35 of an apparatus for spray-cooling multiple electronic 
modules according to a first embodiment of the present 
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invention. As shown, chassis 10 defines a rectangular 
chamber 12 of any desired size having four walls 14, 
16, 18 and 20. Chassis 10 may be any desired shape, 
however, and may be constructed of any suitable 

5 material, for example plastic or a metal such as 
aluminum. Chassis 10 may also be partitioned to create 
multiple chambers. 

Top wall 14 has two sides, an interior side 22 and 
an exterior side 24. Top wall opposes bottom wall 16, 

10 which also has two sides, an interior side 26 and an 
exterior side 28. A number of orifices 31 are located 
in bottom wall 16. 

A number of guides 30 are integrally formed in 
interior side 22 of top wall 14 and in interior side 26 

15 of bottom wall 16. Each guide 30 on top wall 14 is in 
substantial alignment with a guide 30 on bottom wall 16, 
so that electronic modules (shown in FIG. 3) may be 
secured between the pairs of guides 30. For example, 
electronic modules such as printed circuit boards 

20 (PCBs), passive components such as filters, multi-chip 
modules (MCMs) and electronic hybrid assemblies such as 
power amplifiers may be received by pairs of guides 30. 
Guides 30 may also provide electrical interconnection 
for electronic modules. 

25 Fluid distributing manifolds 32 are integrally 
formed in top wall 14, approximately midway between 
guides 30. Each fluid distributing manifold 32 includes 
a recessed surface 34 on exterior side 24 of top wall 
14. Recessed surface 34 may be, for example, a groove. 

30 Fluid distributing manifolds 32 may have any cross­
sectional shape. A conical, rectangular or circular 
cross-sectional shape is preferred. 

A number of nozzles 36 are integrally formed in 
recessed surface 34 of each fluid distributing manifold 

35 32. As an example, twenty nozzles per manifold 32 may 
be provided. Nozzles 36 may be perpendicular to 
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recessed surface 34, or may be at a slight angle to 
recessed surface 34. 

As shown in FIG. 2, nozzle 36 includes a receptacle 
end 38 and a spray end 40. Spray end 40 has an 

5 aperture 42. As shown in FIG. 1, receptacle end 38 of 

nozzle 36 is in communication with recessed surface 34 
of one of the fluid distributing manifolds 32 and spray 
end 40 of nozzle 36 is in communication with interior 
side 22 of top wall 14. 

10 Nozzle 36 is preferably a miniature atomizer such 
as a simplex pressure-swirl atomizer, which is 
approximately 0.3 mm high. Aperture 42 is approximately 
0.15 mm in diameter. Simplex pressure-swirl atomizers 
are described in detail in U.S. Patent No. 5,220,804 to 

15 Tilton et al, and are commercially available from 
Isothermal Systems Research, Inc., located in Colton, 
Washington. 

Referring again to FIGs. 1 and 2, fluid 
distributing manifolds 32 supply a coolant (discussed in 

20 connection with FIG. 3) to receptacle end 38 of nozzle 
36. Spray end 40 of nozzle 36 atomizes the coolant and 
discharges the atomized fluid through aperture 42. The 
cooling fluid is preferably Fluorinert™, available from 
3M, order number FC-72, but may be another suitable 

25 dielectric coolant, such liquids being well-known and 
widely available. For example, a perfluorocarbon liquid 
similar to Fluorinert™ is available from Ausimont 
Galden®. 

FIG. 3 illustrates normal operation of the 
30 embodiment of the spray-cooling system depicted in FIG. 

1. Atomized fluid 43 is sprayed parallel to electronic 
modules 45 by nozzles 36 (shown in FIGs. 1 and 2). A 
module having a power density of up to thirty Watts per 
centimeter squared is effectively cooled by this spray 

35 cooling system. The removal of heat directly from 
individual components helps to reduce operating 
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temperatures of the modules 45 and their associated 

components, increasing reliability through elimination 

of thermal variation and associated thermal stresses. 

In addition, spacing constraints between electronic 

5 modules 45 are eliminated--modules may be placed as 

close together as the heights of components (not shown) 

attached to the modules will allow. 

Referring again to FIG. 1, a fluid supply manifold 

44 defining a reservoir 46 may be attached and sealed to 
10 exterior side 24 of top wall 14. Fluid supply manifold 

44 supplies coolant to fluid distributing manifolds 32. 
Likewise, a fluid discharge manifold 48 may be 

attached and sealed to exterior side 28 of bottom wall 
16. Fluid discharge manifold 48 collects the coolant 

15 removed from chassis 10 via orifices 31. 

It is contemplated that wherever sealing may be 
required, numerous methods and materials may be used. 

For example, in lieu of or in addition to compliant 
gaskets and fasteners, ultrasonic welding, brazing, 

20 soldering or swaging may be utilized. 

As shown in FIG. 1, a fluid pump 50, which may be 
connected to fluid supply manifold 44 via tube 52, 

supplies a coolant to fluid supply manifold 44. A 

condenser 53, connected to pump 50 by tube 54 and to 
25 fluid discharge manifold 48 by tube 56, receives the 

fluid from fluid discharge manifold 48, rejects the heat 

from the fluid, optionally providing cooling via fan 58, 

and supplies cooled fluid to fluid supply manifold 44. 

Thus, a closed-loop flow of coolant is formed. It will 

30 be appreciated that at any given time the coolant may be 
a vapor, a liquid or a vapor and liquid mixture. 

It is contemplated that any conventional means for 

providing flow of a coolant may be used in conjunction 

with the described embodiments of the present invention, 
35 and that more than one chassis 10 may be connected to a 

single source of coolant or that one or more sources of 
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coolant may be connected to a single chassis 10. 

Alternatively, one or more closed loop fluid flow 

systems may be housed in chassis 10, in a partitioned 

chamber, for example. 

5 The size of fluid pump 50, condenser 52 and fan 58 

should be selected based on heat removal and flow rate 
requirements. For example, a typical closed loop fluid 
flow is 500 to 1000 milliliters per minute for 500 to 
1000 Watts of heat dissipation. Pump and condenser 

10 assemblies in various sizes are available from 
Isothermal Systems Research, Inc., and acceptable tubing 
and fittings may be obtained from Cole-Parmer in Vernon 

Hills, Illinois. 
End plates 60, either or both of which may form a 

15 backplane to provide electrical connections for 
electronic modules 45 {shown in FIG. 3), may be sealed 
to chassis 10 by any suitable means. As shown, gasket 

62, which is fastened between end plate 60 and chassis 
10, serves as a sealant. At least one end plate 60 may 

20 also be integrally formed with chassis 10. 
The closed loop fluid flow system described herein 

has many advantages. For example, it does not require 
routing and managing a multitude of fluid supply and 

discharge lines nor does it involve positioning and re-
25 positioning spray nozzles to cool different types of 

modules. Consequently, as circuits are further 

integrated and physical space on and between electronic 
modules in rack-type housings is reduced, the spray 
cooling assembly described herein will not increase in 

30 size, weight or complexity. 
The simplicity of the system also enhances its 

serviceability. For example, repairing the spray 

cooling assembly does not involve disconnecting and re­
positioning numerous fluid lines, so that leakage 

35 potential of the system is decreased. Likewise, the 
system design provides for unobstructed access to 
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individual electronic modules, facilitating removal and 

replacement of the modules. 
FIG. 4 is a perspective view of an apparatus 70 

for spray-cooling multiple electronic modules according 

5 to a second embodiment of the present invention. 

Apparatus 70 includes a plate 72, which may be 

constructed of a metal such as aluminum or another 

suitable material. Plate 72 has a top side 74 and a 

bottom side 76. As shown, plate 72 is approximately 220 

10 mm long, 127 mm wide and 6.5 mm thick. 

A number of guides 78 are integrally formed in 

bottom side 76 of plate 72. Guides 78 are used to 

position electronic modules (not shown), and as shown 

are approximately 3.5 mm wide. 

15 A fluid supply manifold 80 may be in sealed 

communication with top side 74 of plate 72. As 

depicted, fluid supply manifold 80 is approximately 13.5 

mm deep and supplies a coolant (not shown) at a flow 

rate of approximately 1000 milliliters per minute to 

20 apparatus 70. It is contemplated that apparatus 70 may 

be attached in any suitable manner to a chassis for 

housing electronic modules and that the same or similar 

means for providing a closed loop flow of coolant may be 

used in conjunction with the second embodiment of the 

25 present invention as was described in connection with 

the first embodiment. 
As shown in FIG. 5, a front view of apparatus 70 

shown in FIG. 4, plate 72 includes substantially planar 

fluid distributing manifolds 82 integrally formed in top 

30 side 74 of plate 72. Each fluid distributing manifold 

82 has a recessed surface 84 in top side 74 of plate 

72. 
One or more nozzle housings 86 are formed in 

recessed surface 84 of each fluid distributing manifold 

35 82. A nozzle housing 86 has a receptacle end 88 which 

is located on a recessed surface 84 of a fluid 



-

W097/28674 PCT/US96/l9017 

-10-

distributing manifold 82. A spray end 90 of nozzle 
housing 86 is in communication with bottom side 76 of 
plate 72, and includes an aperture 92, on the order of 
0.15 mm in diameter. Each nozzle housing 86 is adapted 

5 to receive a nozzle (shown in FIG. 2), which may be made 

of any suitable material. An example of a suitable 
material is a metallic material such as brass. It is 
contemplated that nozzles are secured to nozzle housing 
86 by, for example, press-fitting, soldering or bonding. 

10 Alternatively, nozzles may be integrally formed in each 
fluid distributing manifold 82. 

FIG. 6 is a bottom view of the apparatus 
illustrated in FIG. 4. As shown, apertures 92 are in 
communication with bottom side 76 of plate 72 (shown in 

15 FIGs. 4 and 5). Bottom surfaces 83 of fluid 
distributing manifolds 82 are also located on bottom 
side 76 of plate 12. As shown, one hundred apertures 
92 corresponding to one hundred nozzles (shown in FIG. 
2) are divided evenly between five fluid distributing 

20 manifolds 82 (shown in FIG. 5), so that each manifold 82 

houses twenty nozzles. As illustrated in FIGs. 4 and 5, 
this nozzle arrangement cools four electronic modules 
secured by guides 78. 

The embodiment of the spray-cooling system depicted 
25 in FIGs. 4-6 shares the heat-removal and packaging 

advantages realized by the spray cooling apparatus 
depicted in FIG. 1. Thus, spacing between electrical 
components is governed by maximum component height, not 
by the requirements of the cooling system. In addition, 

30 plate 72 is compact and portable. Thus, assembly is 
efficient, serviceability and replacement are 
simplified, and precise heat source-to-nozzle 
registration may be obtained. 

It will be understood that while the embodiments 
35 described show electronic modules being cooled during 

normal operation, the present invention is not limited 
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only to cooling during ordinary operation of the 

electronic modules, but may be adapted to, for example, 

testing and evaluation of the electronic modules or the 

electronic circuit devices included in the modules. 

5 It will also be apparent that other and further 

forms of the invention may be devised without departing 

from the spirit and scope of the appended claims and 

their equivalents, and it will be understood that this 

invention is not to be limited in any manner to the 

10 specific embodiments described above, but will only be 

governed by the following claims and their equivalents. 
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Claims 

We claim: 

1. An apparatus for spray-cooling multiple 
electronic modules, the apparatus comprising: 

a substantially planar plate having a first side 
and a second side; 

a plurality of substantially planar fluid 
10 distributing manifolds formed in the first side of the 

plate, each fluid distributing manifold having a surface 
recessed relative to at least a portion of the first 
side of the plate; and 

a nozzle housing in the surface of each fluid 
15 distributing manifold, the nozzle housing adapted to 

receive a nozzle and having a receptacle end and a spray 
end, the spray end having an aperture, the receptacle 
end being in communication with the surface of one of 
the plurality of fluid distributing manifolds and the 

20 spray end being in communication with the second side of 
the plate. 

25 

2. The apparatus according to claim l, wherein 
the nozzle is press-fit into the nozzle housing. 

3. The apparatus according to claim 2, wherein 
the nozzle is soldered into the nozzle housing. 

4. The apparatus according to claim 1, wherein 
30 the nozzle comprises brass. 

5. The apparatus according to claim 1, wherein 
the plate comprises aluminum. 

----
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6. The apparatus according to claim 1, wherein 

the surface of each of the plurality of fluid 

distributing manifolds comprises a groove. 

5 7. The apparatus of claim 1, wherein each of the 

plurality of fluid distributing manifolds has a 

substantially conical cross-section. 

8. The apparatus according to claim 1, wherein 

10 each of the plurality of fluid distributing manifolds 

has a substantially rectangular cross-section. 

9. The apparatus according to claim 1, wherein 

each of the plurality of fluid distributing manifolds 

15 has a substantially circular cross-section. 

10. The apparatus according to claim 1, further 

comprising: 
a fluid supply manifold in sealed communication 

20 with the first side of the plate, the fluid supply 

manifold supplying a fluid to the plurality of fluid 

distributing manifolds. 
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AMENDED CLAIMS 
[received by the International Bureau on 21 April 1997 (21.04.97); 

original claims 1 and 2 amended; remaining claims unchanged (1 page)] 

1. An apparatus for spray-cooling multiple electronic modules, the 

apparatus comprising: 
a substantially planar plate having a first side and a second side; 

a plurality of substantially planar fluid distributing manifolds formed in the first 

side of the plate, each fluid distributing manifold having a surface recessed relative to 

at least a portion of the first side of the plate; 

a plurality of guides integrally formed in the second side of the plate sized to 

receive the electronic modules; and 

a nozzle housing in the surface of each fluid distributing manifold, the nozzle 
housing adapted to receive a nozzle and having a receptacle end and a spray end, 

the spray end having an aperture, the receptacle end being in communication with the 
surface of one of the plurality of fluid distributing manifolds and the spray end being in 
communication with the second side of the plate. 

2. The apparatus according to claim 1, further comprising a nozzle, the 
nozzle disposed in the nozzle housing, wherein the nozzle is press-fit into the nozzle 
housing. 

3. The apparatus according to claim 2, wherein the nozzle is soldered into 
the nozzle housing. 

4. The apparatus according to claim 1; wherein the nozzle comprises brass. 

5. The apparatus according to claim 1, wherein the plate comprises 
aluminum. 

AMENDED SHEET (ARTICLE 19) 


