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) (57) Abstract: The invention relates to a method and system for

digital decoding MPEG2-compatible 3D stereoscopic video images

31 32 with their own codification algorithm. In order to obtain 3D im-

I ages in a digital video stream, changes have been made to the cur-

3 rent MPEG2 decoders by making hardware and software changes

in different parts of the decoding process, namely the structures and

the video sequence of the video stream are modified in order to in-

clude the necessary flags that identify the type of TDVision® tech-

30 nology image at bit level. Modifications are made in the decoding

processes, for instance, while decoding information via software and

hardware, in which a double output buffer is activated, a parallel

and differences decoding selector is activated, the decompression

process is carried out and the image is displayed in the correspond-

ing output buffer; the decoder is programmed via the software in

order to receive and decode simultaneously two independent pro-
gram streams with a TDVision® stereoscopic identifier.

(57) Resumen: Método y sistema de decodificacién digital
de imagenes de video 3D estereoscépicas compatibles con el
formato MPEG?2, con su propio algoritmo de codificacién. Con la
finalidad de obtener imdgenes de 3D en un flujo de video digital
se han realizado modificaciones a los decodificadores actuales en
MPEG?2 mediante cambios en el hardware y software, en diferentes
partes del proceso de decodificacién. A saber, se modifican las
estructuras y el video_sequence del flujo de video para incluir las
banderas necesarias que identifican a nivel de bits el tipo de imagen
de tecnologia TDVision®; las modificaciones se realizan en los
procesos de decodificacién como al decodificar la informacién
via software y hardware, en donde se activa un doble buffer de
salida, se activa un selector de decodificacién en paralelo y por
diferencias, se realiza el proceso de descompresién, se despliega
en el buffer de salida correspondiente;
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el decodificador se deberd de programar via software para recibir y decodificar en forma simultanea dos flujos de programa inde-

pendientes cada uno con identificador estereoscépico TDVision®.



