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IMAGE PROCESSING METHOD AND DEVICE, AND COMPUTER 

STORAGE MEDIUM 

 

CROSS REFERENCE TO RELATED APPLICATION 

The present application is based on and claims priority to Chinese Patent Application 

No. 201810553047.9 filed on May 31, 2018, the disclosure of which is hereby incorporated 

by reference in its entirety. 

 

TECHNICAL FIELD 

The present application relates to image processing techniques, and in particular, to 

image processing methods and apparatuses, and computer storage mediums. 

 

BACKGROUND 

With the rapid development of Internet technologies, various image processing tools 

have emerged, which may process a character in an image. For example, "leg slimming" and 

"leg stretching", etc. are performed on a target character in the image to make the figure of the 

character more perfect. However, such an image processing operation requires manual 

operation of an operator, and a better adjustment effect may be achieved by means of multiple 

adjustment operations. 

 

SUMMARY 

To solve an existing technical problem, embodiments of the present application 

provide image processing methods and apparatuses, and computer storage mediums. 

To achieve the foregoing objective, the technical solutions in the embodiments of the 

present application are implemented as follows. 

The embodiments of the present application provide an image processing method, 

including: obtaining a first image, identifying a target object in the first image, and obtaining 



 
 
2 

 

body detection information of the target object; obtaining first detection information related to 

a leg region of the target object in the body detection information; and performing image 

deformation processing on the leg region corresponding to the first detection information to 

generate a second image. 

In some embodiments, the body detection information includes body contour point 

information and/or body key point information; the body contour point information includes 

coordinate information of a body contour point; and the body key point information includes 

coordinate information of a body key point. 

In some embodiments, obtaining the first detection information related to the leg 

region of the target object in the body detection information includes: obtaining leg contour 

point information and/or leg key point information corresponding to the leg region of the 

target object in the body contour point information and/or body key point information. 

In some embodiments performing the image deformation processing on the leg region 

corresponding to the first detection information includes: performing stretching and/or 

compression processing on the leg region corresponding to the leg contour point information 

and/or the leg key point information. 

In some embodiments, the leg contour point information includes first leg contour 

point information and second leg contour point information; the first leg contour point 

information corresponding to an outer leg contour; the second leg contour point information 

corresponding to an inner leg contour; and performing the image deformation processing on 

the leg region corresponding to the first detection information includes: performing, for the 

leg region corresponding to the leg contour point information and/or the leg key point 

information, compression processing on the outer leg contour in a direction from the outer leg 

contour towards the inner leg contour, and performing compression processing on the inner 

leg contour in a direction from the inner leg contour towards the outer leg contour; or 

performing stretching processing on the outer leg contour in the direction from the inner leg 

contour towards the outer leg contour, and performing stretching processing on the inner leg 

contour in the direction from the outer leg contour towards the inner leg contour. 

In some embodiments the leg contour point information includes third leg contour 

point information corresponding to a shank contour; the leg key point information includes 

first leg key point information corresponding to a shank region; and performing the image 

deformation processing on the leg region corresponding to the first detection information 
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includes: performing stretching processing on the shank region corresponding to the third leg 

contour point information and/or the first leg key point information in a first direction, or 

performing compression processing in a second direction opposite to the first direction. 

In some embodiments, obtaining the first detection information related to the leg 

region of the target object in the body detection information includes: obtaining waist contour 

point information in the body contour point information, and obtaining from the waist contour 

point information first waist contour point sub-information related to the leg region of the 

target object; and performing the image deformation processing on the leg region 

corresponding to the first detection information includes: performing compression processing 

on a part of a waist region corresponding to the first waist contour point sub-information in a 

third direction to raise a part of a waist contour corresponding to the first waist contour point 

sub-information; or performing stretching processing on a part of the waist region 

corresponding to the first waist contour point sub-information in a fourth direction opposite to 

the third direction to lower a part of the waist contour corresponding to the first waist contour 

point sub-information. 

In some embodiments, performing the image deformation processing on the leg region 

corresponding to the first detection information includes: performing image deformation 

processing on the leg region corresponding to the first detection information according to a 

first type of deformation parameters corresponding to each point in the leg region, where the 

first type of deformation parameters varies with a distance between a corresponding point in 

the leg region and a contour edge formed by the body contour point information. 

In some embodiments, performing the image deformation processing on the leg region 

corresponding to the first detection information to generate the second image includes: 

performing image deformation processing on the leg region corresponding to the first 

detection information to obtain a first processing result; performing image deformation 

processing on at least part of a background region, except a region in which the target object 

is located, in the first image to obtain a second processing result; and generating the second 

image according to the first processing result and the second processing result. 

In some embodiments, performing the image deformation processing on at least part 

of the background region except the region of the target object in the first image includes: 

performing image deformation processing on the at least part of the background region 

according to a second type of deformation parameters corresponding to each point in the at 



 
 
4 

 

least part of the background region; where the second type of deformation parameters varies 

exponentially with a distance between a corresponding point in the at least part of the 

background region and a contour edge of the target object. 

The embodiments of the present application further provide an image processing 

apparatus, including an obtaining unit and an image processing unit, where: the obtaining unit 

is configured to: obtain a first image, identify a target object in the first image, and obtain 

body detection information of the target object; and obtain first detection information related 

to a leg region of the target object in the body detection information; and the image 

processing unit is configured to: perform image deformation processing on the leg region 

corresponding to the first detection information obtained by the obtaining unit to generate a 

second image. 

In some embodiments, the body detection information includes body contour point 

information and/or body key point information; the body contour point information includes 

coordinate information of a body contour point; and the body key point information includes 

coordinate information of a body key point. 

In some embodiments, the obtaining unit is configured to obtain leg contour point 

information and/or leg key point information corresponding to the leg region of the target 

object in the body contour point information and/or body key point information. 

In some embodiments, the image processing unit is configured to perform stretching 

and/or compression processing on the leg region corresponding to the leg contour point 

information and/or the leg key point information. 

In some embodiments, the leg contour point information includes first leg contour 

point information and second leg contour point information; the first leg contour point 

information corresponding to an outer leg contour; the second leg contour point information 

corresponding to an inner leg contour; and the image processing unit is configured to: perform, 

for the leg region corresponding to the leg contour point information and/or the leg key point 

information, compression processing on the outer leg contour in a direction from the outer leg 

contour towards the inner leg contour, and perform compression processing on the inner leg 

contour in a direction from the inner leg contour towards the outer leg contour; or perform 

stretching processing on the outer leg contour in the direction from the inner leg contour 

towards the outer leg contour, and perform stretching processing on the inner leg contour in 

the direction from the outer leg contour towards the inner leg contour. 
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In some embodiments, the leg contour point information includes third leg contour 

point information corresponding to a shank contour; the leg key point information includes 

first leg key point information corresponding to a shank region; and the image processing unit 

is configured to: perform stretching processing on the shank region corresponding to the third 

leg contour point information and/or the first leg key point information in a first direction, or 

perform compression processing in a second direction opposite to the first direction. 

In some embodiments, the obtaining unit is configured to obtain waist contour point 

information in the body contour point information, and obtain from the waist contour point 

information first waist contour point sub-information related to the leg region of the target 

object; and the image processing unit is configured to: perform compression processing on a 

part of a waist region corresponding to the first waist contour point sub-information in a third 

direction to raise a part of a waist contour corresponding to the first waist contour point 

sub-information; or perform stretching processing on a part of the waist region corresponding 

to the first waist contour point sub-information in a fourth direction opposite to the third 

direction to lower a part of the waist contour corresponding to the first waist contour point 

sub-information. 

In some embodiments, the image processing unit is configured to perform image 

deformation processing on the leg region corresponding to the first detection information 

according to a first type of deformation parameters corresponding to each point in the leg 

region, where the first type of deformation parameters varies with a distance between a 

corresponding point in the leg region and a contour edge formed by the body contour point 

information. 

In some embodiments, the image processing unit is configured to: perform image 

deformation processing on the leg region corresponding to the first detection information to 

obtain a first processing result; perform image deformation processing on at least part of a 

background region, except a region in which the target object is located, in the first image to 

obtain a second processing result; and generate the second image according to the first 

processing result and the second processing result. 

In some embodiments, the image processing unit is configured to perform image 

deformation processing on the at least part of the background region according to a second 

type of deformation parameters corresponding to each point in the at least part of the 

background region, where the second type of deformation parameters varies exponentially 
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with a change in a distance between a corresponding point in the at least part of the 

background region and a contour edge of the target object. 

The embodiments of the present application further provide a computer-readable 

storage medium, having computer instructions stored thereon, where the instructions, when 

being executed by a processor, implement the steps of the image processing method in the 

embodiments of the present application. 

The embodiments of the present application further provide an image processing 

apparatus, including a memory, a processor, and computer programs stored in the memory and 

executable by the processor. The processor, upon execution of the programs, is configured to 

implement operations of the image processing method in the embodiments of the present 

application. 

The embodiments of the present application further provide a computer program 

product, including computer-executable instructions, where the computer-executable 

instructions are executed to implement operations of the image processing method in the 

embodiments of the present application. 

In the image processing methods and apparatuses, and the computer storage mediums 

provided in the embodiments of the present application, the methods include: obtaining a first 

image, identifying a target object in the first image, and obtaining body detection information 

of the target object; obtaining first detection information related to a leg region of the target 

object in the body detection information; and performing image deformation processing on 

the leg region corresponding to the first detection information to generate a second image. By 

adopting the technical solutions of the embodiments of the present application, the body 

detection information of the target object in the image is obtained, and the image deformation 

processing is performed on the leg region according to the body detection information, 

automatic adjustment of the leg region of the target object may be implemented. 

 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a schematic flowchart of an image processing method according to 

embodiments of the present application; 

FIG. 2 is a schematic structural diagram of an image processing apparatus according 

to embodiments of the present application; and 
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FIG. 3 is a schematic structural diagram of a hardware composition of an image 

processing apparatus according to embodiments of the present application. 

 

DETAILED DESCRIPTION 

The present application is further described below in detail with reference to the 

accompanying drawings and specific embodiments. 

Embodiments of the present application provide an image processing method. FIG. 1 

is a schematic flowchart of an image processing method according to embodiments of the 

present application. As shown in FIG. 1, the method includes the following steps. 

At step 101, a first image is obtained, a target object in the first image is identified, 

and body detection information of the target object is obtained. 

At step 102, first detection information related to a leg region of the target object in 

the body detection information is obtained. 

At step 103, image deformation processing is performed on the leg region 

corresponding to the first detection information to generate a second image.  

In the embodiments, the image processing method is applied to an image processing 

apparatus. The image processing device may be located in a mobile terminal such as a mobile 

phone, a tablet computer, a notebook computer, or in a terminal such as a desktop computer or 

an all-in-one computer. 

The image processing method of the embodiments performs image processing on a 

first image, and first a target object in the first image is identified, where the target object, as a 

to-be-processed object, may be a real person, which may be understood as a real character in 

the image. In other embodiments, the target object may also be a virtual character.  

In the embodiments, the body detection information includes body contour point 

information and/or body key point information. The body contour point information includes 

coordinate information of a body contour point. The body key point information includes 

coordinate information of a body key point. The body contour point represents a body contour 

of the target object, that is, the body contour edge of the target object is formed by the 

coordinate information of the body contour point. The body key point represents a key point 

of the bone of the target object, that is, the main bones of the target object are formed by the 

coordinate information of the body key points and connecting the body key points. The body 
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contour point includes a leg contour point. The body contour point information includes leg 

contour point information. The leg contour point information includes coordinate information 

of the leg contour point. 

In the embodiments, performing the image deformation processing on the leg region 

corresponding to the first detection information includes: performing stretching and/or 

compression processing on the leg region corresponding to the leg contour point information 

and/or the leg key point information. That is, in the embodiments, deformation processing is 

mainly performed on the leg region of the target object, and the processing modes mainly 

include compression processing (such as "getting thinner") or stretching processing (such as 

"getting fatter"), and "lengthening" or "shortening" processing of the leg region. 

For the "getting thinner" processing of the leg region, in some embodiments, obtaining 

the first detection information related to the leg region of the target object in the body 

detection information includes: obtaining leg contour point information and/or leg key point 

information corresponding to the leg region of the target object in the body contour point 

information and/or body key point information. That is, the first detection information 

includes leg contour point information and/or leg key point information corresponding to the 

leg region of the target object. 

Here, the leg contour point information includes first leg contour point information 

and second leg contour point information. The first leg contour point information corresponds 

to an outer leg contour. The second leg contour point information corresponds to an inner leg 

contour. 

Performing the image deformation processing on the leg region corresponding to the 

first detection information includes: performing, for the leg region corresponding to the leg 

contour point information and/or the leg key point information, compression processing on 

the outer leg contour in a direction from the outer leg contour towards the inner leg contour, 

and performing compression processing on the inner leg contour in a direction from the inner 

leg contour towards the outer leg contour; or performing stretching processing on the outer 

leg contour in the direction from the inner leg contour towards the outer leg contour, and 

performing stretching processing on the inner leg contour in the direction from the outer leg 

contour towards the inner leg contour. 

Specifically, in the embodiments, an image deformation algorithm is used to perform 

compression or stretching processing on the leg region, and specifically, compression or 
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stretching processing is performed on the leg region in the first image along the leg width 

direction. Taking the compression processing of the leg region as an example, specifically, the 

width of the leg region is compressed to achieve the effect of leg slimming. In actual 

applications, the leg contour includes an outer leg contour and an inner leg contour. The outer 

leg contour corresponds to the outer side of the leg, and the inner leg contour corresponds to 

the inner side of the leg. For the compression processing of the leg region, compression 

processing is performed in the direction with the outer leg contour facing the inner leg contour, 

and compression processing is performed in the direction from the inner leg contour towards 

the outer leg contour, thereby shortening the width of the leg region, i.e., shortening the 

distance between edges of both sides of the leg region, which is the distance from any point 

on the outer leg contour to the inner leg contour. The stretching processing of the leg region is 

opposite to the compression processing, and details are not described herein repeatedly. 

In other implementations, performing the image deformation processing on the leg 

region corresponding to the first detection information further includes: determining a center 

line of the leg region according to the first leg contour point information and the second leg 

contour point information; performing compression processing on the leg region 

corresponding to the leg contour point information in a direction with the outer and inner leg 

contours facing the center line, respectively, thereby shortening the width of the leg region, 

i.e., shortening the distance between edges of both sides of the leg region, which is the 

distance from any one of points on the outer leg contour to the inner leg contour; or, 

performing stretching processing on the leg region corresponding to the leg contour point 

information in a direction with the center line facing the outer and inner leg contours, 

respectively. 

In the embodiments, for the "lengthening" or "shortening" processing of the leg region, 

on the one hand, the "lengthening" or "shortening" processing is performed on a shank region, 

and on the other hand, the ratio of the leg is increased or decreased by raising or lowering the 

"waist line", where the "waist line", as the dividing line of the body ratio, is a reference line 

for calculating the ratio of the upper body to the lower body. In actual applications, the 

shortest distance between the contour points on both sides of the waist may be called the 

"waist line". 

In some embodiments, the leg contour point information includes third leg contour 

point information corresponding to a shank contour; the leg key point information includes 
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first leg key point information corresponding to a shank region; and performing the image 

deformation processing on the leg region corresponding to the first detection information 

includes: performing stretching processing on the shank region corresponding to the third leg 

contour point information and/or the first leg key point information in a first direction, or 

performing compression processing in a second direction opposite to the first direction. 

Specifically, the shank region is a region from the knee to the ankle. The third leg 

contour point information corresponds to an outer contour and an inner contour of the shank 

region. In the embodiments, an image deformation algorithm is used to perform stretching or 

compression processing on the shank region according to the leg direction. Here, the leg 

direction includes a first direction and a second direction. The first direction is a direction in 

which the knee points toward the foot. The second direction is a direction in which the foot 

points toward the knee. Then an image deformation algorithm is used to perform stretching 

processing on the shank region according to the first direction, or perform compression 

processing according to the second direction, thereby lengthening or shortening the length of 

the shank. 

In other embodiments, obtaining the first detection information related to the leg 

region of the target object in the body detection information includes: obtaining waist contour 

point information in the body contour point information, and obtaining from the waist contour 

point information first waist contour point sub-information related to the leg region of the 

target object; and performing the image deformation processing on the leg region 

corresponding to the first detection information includes: performing compression processing 

on a part of a waist region corresponding to the first waist contour point sub-information in a 

third direction to raise a part of a waist contour corresponding to the first waist contour point 

sub-information; or performing stretching processing on a part of the waist region 

corresponding to the first waist contour point sub-information in a fourth direction opposite to 

the third direction to lower a part of the waist contour corresponding to the first waist contour 

point sub-information. 

Specifically, as the first waist contour point sub-information related to the leg region, 

in some embodiments, the waist region is divided into upper and lower bodies by using the 

"waist line" (the "waist line" is the reference line corresponding to the minimum width of the 

waist) as the dividing line, and the waist contour point information corresponding to the lower 

body, i.e., the first waist contour point sub-information is the waist contour point information 
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of the lower body. In the embodiments, in order to increase or decrease the ratio of the leg, the 

ratio of the upper body to the lower body is changed by changing the "waist line". For 

example, the mode of raising the "waist line" may be used for decreasing the ratio of the 

upper body, and increasing the ratio of the lower body, thereby visually stretching the ratio of 

the leg. 

In actual applications, performing the compression processing on a part of the waist 

region corresponding to the first waist contour point sub-information is specifically 

performing compression processing on a part of the waist region corresponding to the first 

waist contour point sub-information in a third direction by using an image deformation 

algorithm, where the third direction is a direction toward the head, or a direction having a 

specific acute angle with the direction of the head. It may be understood that when the 

direction of the head is upward, the third direction is slanted upwards, so as to achieve the 

effect of raising the "waist line". Correspondingly, performing stretching processing on a part 

of the waist region corresponding to the first waist contour point sub-information is 

specifically performing stretching processing on a part of the waist region corresponding to 

the first waist contour point sub-information in a fourth direction by using an image 

deformation algorithm, where the fourth direction is a direction opposite the head, or an 

opposite direction having a specific acute angle with the direction of the head. It may be 

understood that when the direction of the head is upward, the fourth direction is slanted 

downwards, so as to achieve the effect of lowering the "waist line". 

In the embodiments of the present application, performing the image deformation 

processing on the leg region corresponding to the first detection information includes: 

performing image deformation processing on the leg region corresponding to the first 

detection information according to a first type of deformation parameters corresponding to 

each point in the leg region, where the first type of deformation parameters varies with a 

change in a distance between a corresponding point in the leg region and a contour edge 

formed by the body contour point information. 

In the embodiments, performing the image deformation processing on the leg region 

corresponding to the first detection information to generate the second image includes: 

performing image deformation processing on the leg region corresponding to the first 

detection information to obtain a first processing result; performing image deformation 

processing on at least part of a background region, except a region in which the target object 
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is located, in the first image to obtain a second processing result; and generating a second 

image according to the first processing result and the second processing result. 

Performing image deformation processing on at least part of a background region, 

except a region in which the target object is located, in the first image by using the image 

deformation algorithm includes: performing image deformation processing on the at least part 

of the background region according to a second type of deformation parameters 

corresponding to each point in the at least part of the background region, where the second 

type of deformation parameters varies exponentially with a change in a distance between a 

corresponding point in the at least part of the background region and a contour edge of the 

target object. 

Specifically, the image deformation algorithm in the embodiments performs 

deformation processing according to a deformation parameter corresponding to the distance 

between each point and a contour edge by using the contour edge formed by the body contour 

point information of the target object as a reference, where points in the target object are 

understood as the points on the character, and corresponding deformation parameters are the 

first type of deformation parameters. Points outside the target object are the points in at least 

part of the background region, and corresponding deformation parameters are the second type 

of deformation parameters. 

The first type of deformation parameters varies with a change in the distance between 

the point in the corresponding leg region and the contour edge. The second type of 

deformation parameters varies exponentially with a change in a distance between the point in 

at least part of the corresponding background region and the contour edge. It may be 

understood that，compared to the first type of deformation parameters, if the change in the 

distance between the point in the corresponding region and the contour edge is the same, the 

change amount of the second type of deformation parameters is larger, thereby reducing the 

impact on the background region, which makes the image processing effect more natural, 

especially the processing near the contour edge smoother and more natural. 

Standard parameters are also configured in the image deformation algorithm of the 

embodiments of the present application. As implementations, the standard parameters indicate 

parameters satisfied by the leg region of the processed target object, that is, when the leg 

region is processed to satisfy the standard parameters by using the image deformation 

algorithm, the processing of the leg region is terminated. As other implementations, the 
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standard parameters indicate the adjustment ratio of the leg region of the target object, that is, 

when the leg region is processed by using the image deformation algorithm, the adjustment 

change amount of the leg region satisfies the adjustment ratio. 

The image processing method according to the embodiments of the present application 

is described below with reference to a specific embodiment. 

If a user desires to adjust the leg region of a character in the first image, the leg region 

is adjusted by means of a terminal-based operation, such as an input operation for a specific 

function key. The specific adjustment process includes: obtaining contour point information 

and/or key point information related to the leg region of the character, specifically including 

leg contour point information, leg key point information, waist contour point information, and 

waist key point information, etc. Image deformation processing is performed on the first 

image by using an image deformation algorithm. Specifically, compression and/or stretching 

processing is performed on the leg region and/or a part of the waist region of the target object 

in the first image according to the standard parameters configured in the image deformation 

algorithm, so that the processed leg region and a part of the waist region satisfy the standard 

parameters. For example, if the width of a thigh region of the target object is larger than a 

parameter in the standard parameters corresponding to the thigh region, the compression 

processing is performed on the thigh region. For another example, if the leg length of the 

target object is smaller than a parameter in the standard parameters corresponding to the leg 

length, the "lengthening" processing is performed on the shank region, and/or the 

compression processing is performed on a part of the waist region, etc. A second image is 

further generated according to a processing result of the image deformation processing. 

By adopting the technical solutions of the embodiments of the present application, the 

body detection information of the target object in the image is obtained, and the image 

deformation processing is performed on the leg region by using the image deformation 

algorithm according to the body detection information, automatic adjustment of the leg region 

of the target object may be implemented, without the need for multiple manual operations by 

the user, thereby greatly improving the user's operating experience. 

Based on the foregoing implementations, in some embodiments, the method further 

includes: obtaining first detection information in the body detection information 

corresponding to a to-be-processed region of the target object, and performing image 

deformation processing on a region corresponding to the first detection information to 
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generate a third image. 

In the embodiments, obtaining first detection information in the body detection 

information corresponding to the to-be-processed region of the target object includes: 

obtaining contour point information in the body contour point information related to the 

to-be-processed region of the target object; and/or obtaining key point information in the body 

key point information related to the to-be-processed region of the target object. 

In the embodiments, a chest or muscle-related region of the target object is mainly 

processed. Then, the contour point information related to the to-be-processed region of the 

target object includes at least one of the following: chest contour point information, 

abdominal contour point information, arm contour point information, leg contour point 

information, and back contour point information. The key point information related to the 

to-be-processed region of the target object includes at least one of the following: contour key 

point information, abdominal key point information, arm key point information, leg key point 

information, and back key point information, etc. 

For the processing mode of the chest region, in some embodiments, the contour point 

information includes chest contour point information. The to-be-processed region is a chest 

region. Processing the first detection information includes: performing stretching or 

compression deformation processing on the chest region corresponding to the chest contour 

point information and/or chest key point information. 

Specifically, contour points on both sides of the chest are identified according to the 

chest contour point information, and a center point of the chest is determined according to the 

contour points on both sides of the chest. A circular region is selected with the center point of 

the chest as the center of a circle and the distance from the center point to the contour point on 

both sides of the chest as the radius. The radius of the circular region is stretched and 

deformed outward with the center point as the center. Alternatively, the radius of the circular 

region is compressed and deformed inward. The image processing mode of the embodiments 

is particularly suitable for female objects. Image processing is performed on the chest of the 

female character to achieve the "chest enlargement" effect. 

In the embodiments, performing the stretching or compression deformation processing 

on the chest region corresponding to the chest contour point information and/or the chest key 

point information includes: performing stretching or compression deformation processing on 

the chest region according to a first type of deformation parameters corresponding to each 
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point in the chest region, where the first type of deformation parameters varies with a change 

in a distance between a point in the corresponding chest region and a contour edge of the 

target object. 

For the processing mode of a muscle-related region, in the embodiments, performing 

the image deformation processing on the first detection information includes: identifying the 

type of a to-be-processed region corresponding to the body contour point information and/or 

body key point information; adding object information to the to-be-processed region 

according to the type of the to-be-processed region; or identifying object information in the 

to-be-processed region corresponding to the body contour point information, and adjusting a 

display attribute parameter corresponding to the object information. 

Specifically, the processing of the muscle-related region in the embodiments of the 

present application includes two modes, i.e., "adding muscles" and "enlarging muscles". The 

so-called "adding muscles" refers to adding muscles in regions without muscles. The so-called 

"enlarging muscles" refers to the effect of enlarging the original muscles in regions with 

muscles. 

On this basis, as the implementations, the type of the to-be-processed region 

corresponding to the contour point information is identified, and object information is added 

to the to-be-processed region according to the type of the to-be-processed region. The type of 

the to-be-processed region represents a part of the target object corresponding to the 

corresponding contour point information. It may be understood that parts such as the chest, 

abdomen, arms, legs, and back correspond to different types. Further, if the part has at least 

two sub-parts, the at least two sub-parts correspond to different types. For example, if the leg 

includes two sub-parts, i.e., the thigh and the shank, the two sub-parts correspond to different 

types. 

Further, for the type of the to-be-processed region, object information corresponding 

to the type is added to the to-be-processed region, where the object information is shadow 

data representing the muscle region, that is, the corresponding shadow data is added to the 

to-be-processed region. For example, when the to-be-processed region is an abdominal region, 

the object information is the shadow data corresponding to the abdominal muscles, and the 

shadow data is added to the corresponding position of the abdominal region. 

As other implementations, object information in the to-be-processed region 

corresponding to the contour point information and/or key point information is identified, and 
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the display attribute parameter corresponding to the object information is adjusted. 

Similar to the foregoing implementations, in the implementations, the object 

information represents the shadow data of the muscle region, that is, the muscle region in the 

to-be-processed region corresponding to the contour point information is identified. For 

example, when the to-be-processed region is the abdominal region, the muscle region in the 

abdominal region is identified. Further, the display attribute parameter corresponding to the 

object information is adjusted, and the display attribute parameter is specifically a contrast 

parameter, that is, the contrast of the object information is adjusted, specifically, the contrast 

of the object information is increased, thereby increasing the stereo degree of the muscle 

region, i.e., the effect of enlarging muscles. 

Based on the foregoing implementations, in the embodiments, the body contour point 

information includes arm contour point information; the arm contour point information 

includes first arm contour point information and second arm contour point information; the 

first arm contour point information corresponds to an outer arm contour; the second arm 

contour point information corresponds to an inner arm contour; and performing the image 

deformation processing on a region corresponding to the first detection information includes: 

obtaining arm contour point information and/or arm key point information in the body 

contour point information corresponding to the arm region of the target object; performing, 

for the arm region corresponding to the arm contour point information and/or the arm key 

point information, compression processing on the outer arm contour in a direction with the 

outer arm contour facing the inner arm contour, and performing compression processing on 

the inner arm contour in a direction with the inner arm contour facing the outer arm contour; 

or performing stretching processing on the outer arm contour in the direction with the inner 

arm contour facing the outer arm contour, and performing stretching processing on the inner 

arm contour in the direction with the outer arm contour facing the inner arm contour. 

In some embodiments, the body contour point information includes waist contour 

point information; the body key point information further includes waist key point 

information; and performing the image deformation processing on a region corresponding to 

the first detection information includes: determining a center line of the waist region 

according to the waist contour point information, and performing compression processing on 

the waist region corresponding to the waist contour point information and/or the waist key 

point information in a direction with the waist contours on both sides facing the center line; or 
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performing stretching processing on the waist region corresponding to the waist contour point 

information and/or the waist key point information in a direction with the center line facing 

the waist contours on both sides. 

Determining the center line of the waist region according to the waist contour point 

information includes: determining the center line of the waist region according to edges of 

both sides of the waist region represented by the waist contour point information; and 

performing compression processing in a direction with edges of both sides facing the center 

line, thereby shortening the width of the waist region, i.e., shortening a distance between 

edges of both sides of the waist region, which is the shortest distance from any one of points 

on the edge contour of one side of the waist to the edge contour of the other side of the waist.  

In some embodiments, the image deformation algorithm in the embodiments of the 

present application uses different deformation parameters during image deformation 

processing for different parts of the body region. For example, image deformation processing 

for the leg region corresponds to the first deformation parameter. The compression processing 

for the arm region corresponds to the second deformation parameter. The image deformation 

processing for the waist region corresponds to the third deformation parameter. The first 

deformation parameter, the second deformation parameter, and the third deformation 

parameter are the same or different. For example, in some embodiments, the third 

deformation parameter is larger than the first deformation parameter. 

The embodiments of the present application further provide an image processing 

apparatus. FIG. 2 is a schematic structural diagram of an image processing apparatus 

according to embodiments of the present application. As shown in FIG. 2, the apparatus 

includes an obtaining unit 21 and an image processing unit 22, where the obtaining unit 21 is 

configured to: obtain a first image, identify a target object in the first image, and obtain body 

detection information of the target object; and obtain first detection information related to a 

leg region of the target object in the body detection information. The image processing unit 22 

is configured to: perform image deformation processing on the leg region corresponding to 

the first detection information obtained by the obtaining unit 21 to generate a second image. 

In the embodiments, the body detection information includes body contour point 

information and/or body key point information. The body contour point information includes 

coordinate information of a body contour point. The body key point information includes 

coordinate information of a body key point. 
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In some embodiments, the obtaining unit 21 is configured to obtain leg contour point 

information and/or leg key point information corresponding to the leg region of the target 

object in the body contour point information and/or body key point information. 

In some embodiments, the image processing unit 22 is configured to perform 

stretching and/or compression processing on the leg region corresponding to the leg contour 

point information and/or the leg key point information. 

In some embodiments, the leg contour point information includes first leg contour 

point information and second leg contour point information. The first leg contour point 

information corresponds to an outer leg contour. The second leg contour point information 

corresponds to an inner leg contour. The image processing unit 22 is configured to: perform 

compression processing on the outer leg contour for the leg region corresponding to the leg 

contour point information and/or the leg key point information in a direction from the outer 

leg contour towards the inner leg contour, and perform compression processing on the inner 

leg contour in a direction from the inner leg contour towards the outer leg contour; or perform 

stretching processing on the outer leg contour in the direction from the inner leg contour 

towards the outer leg contour, and perform stretching processing on the inner leg contour in 

the direction from the outer leg contour towards the inner leg contour. 

In some embodiments, the leg contour point information includes third leg contour 

point information corresponding to a shank contour. The leg key point information includes 

first leg key point information corresponding to a shank region. The image processing unit 22 

is configured to: perform stretching processing on the shank region corresponding to the third 

leg contour point information and/or the first leg key point information in a first direction, or 

perform compression processing in a second direction opposite to the first direction. 

In some embodiments, the obtaining unit 21 is configured to obtain waist contour 

point information in the body contour point information, and obtain from the waist contour 

point information first waist contour point sub-information related to the leg region of the 

target object. The image processing unit 22 is configured to: perform compression processing 

on a part of a waist region corresponding to the first waist contour point sub-information in a 

third direction to raise a part of a waist contour corresponding to the first waist contour point 

sub-information; or perform stretching processing on a part of the waist region corresponding 

to the first waist contour point sub-information in a fourth direction opposite to the third 

direction to lower a part of the waist contour corresponding to the first waist contour point 
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sub-information. 

In some embodiments, the image processing unit 22 is configured to perform image 

deformation processing on the leg region corresponding to the first detection information 

according to a first type of deformation parameters corresponding to each point in the leg 

region, where the first type of deformation parameters varies with a change in a distance 

between a corresponding point in the leg region and a contour edge formed by the body 

contour point information. 

In some embodiments, the image processing unit 22 is configured to: perform image 

deformation processing on the leg region corresponding to the first detection information to 

obtain a first processing result; perform image deformation processing on at least part of a 

background region, except a region in which the target object is located, in the first image to 

obtain a second processing result; and generate a second image according to the first 

processing result and the second processing result. 

In some embodiments, the image processing unit 22 is configured to perform image 

deformation processing on the at least part of the background region according to a second 

type of deformation parameters corresponding to each point in the at least part of the 

background region, where the second type of deformation parameters varies exponentially 

with a change in a distance between a corresponding point in the at least part of the 

background region and a contour edge of the target object. 

In some embodiments, the obtaining unit 21 is configured to obtain contour point 

information in the body contour point information corresponding to the to-be-processed 

region of the target object. 

In some embodiments, the contour point information includes chest contour point 

information. The to-be-processed region is a chest region. The image processing algorithm is 

an image deformation algorithm. The image processing unit 22 is configured to perform 

stretching deformation or compression processing on the chest region corresponding to the 

chest contour point information. 

In some embodiments, the image processing unit 22 is configured to identify the type 

of a to-be-processed region corresponding to the body contour point information, and add 

object information to the to-be-processed region according to the type of the to-be-processed 

region; or identify object information in the to-be-processed region corresponding to the body 

contour point information by using an image processing algorithm, and adjust a display 
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attribute parameter corresponding to the object information. 

In some embodiments, the body contour point information includes arm contour point 

information. The arm contour point information includes first arm contour point information 

and second arm contour point information. The first arm contour point information 

corresponds to an outer arm contour. The second arm contour point information corresponds 

to an inner arm contour. The obtaining unit 21 is further configured to obtain arm contour 

point information in the body contour point information corresponding to the arm region of 

the target object, and further configured to obtain arm key point information in the body key 

point information corresponding to the arm region of the target object. The image processing 

unit 22 is configured to perform compression processing on the outer arm contour for the arm 

region corresponding to the arm contour point information and/or the arm key point 

information in a direction with the outer arm contour facing the inner arm contour, and 

perform compression processing on the inner arm contour in a direction with the inner arm 

contour facing the outer arm contour; or perform stretching processing on the outer arm 

contour in the direction with the inner arm contour facing the outer arm contour, and perform 

stretching processing on the inner arm contour in the direction with the outer arm contour 

facing the inner arm contour. 

In some embodiments, the body contour point information includes waist contour 

point information. The image processing unit 22 is configured to: determine a center line of 

the waist region according to the waist contour point information, and perform compression 

processing on the waist region corresponding to the waist contour point information in a 

direction with the waist contours on both sides facing the center line; or perform stretching 

processing on the waist region corresponding to the waist contour point information in a 

direction with the center line facing the waist contours on both sides. 

In the embodiments of the present application, in actual applications, the obtaining 

unit 21 and the image processing unit 22 in the image processing apparatus are implemented 

by a Central Processing Unit (CPU), a Digital Signal Processor (DSP), a Microcontroller Unit 

(MCU), or a Field-Programmable Gate Array (FPGA) in the terminal. 

The embodiments of the present application further provide an image processing 

apparatus. FIG. 3 is a schematic structural diagram of a hardware composition of the image 

processing apparatus according to the embodiments of the present application. As shown in 

FIG. 3, the image processing apparatus includes a memory 32, a processor 31, and a computer 
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program that is stored in the memory 32 and may run on the processor 31. The image 

processing method according to any one of the foregoing claims in the embodiments of the 

present application is implemented when the program is executed by the processor 31. 

It may be understood that various components in the image processing apparatus are 

coupled together by means of a bus system 33. It may be understood that the bus system 33 is 

configured to implement connection communication between these components. In addition 

to a data bus, the bus system 33 further includes a power bus, a control bus, and a status signal 

bus. However, for the sake of clarity, various buses are annotated as the bus system 33 in FIG. 

3. 

It may be understood that the memory 32 may be a volatile memory or a non-volatile 

memory, or both. The non-volatile memory may be a Read-Only Memory (ROM), a 

Programmable Read-Only Memory (PROM), an Erasable Programmable Read-Only Memory 

(EPROM), an Electrically Erasable Programmable Read-Only Memory (EEPROM), a 

Ferromagnetic Random Access Memory (FRAM), a flash memory, a magnetic surface 

memory, an optical disc, or a Compact Disc Read-Only Memory (CD-ROM). The magnetic 

surface memory is a magnetic disc memory or a magnetic tape memory. The volatile memory 

is a Random Access Memory (RAM) that serves as an external cache. By way of example 

instead of limitation, many forms of RAMs are available, such as a Static Random Access 

Memory (SRAM), a Synchronous Static Random Access Memory (SSRAM), a Dynamic 

Random Access Memory (DRAM), a Synchronous Dynamic Random Access Memory 

(SDRAM), a Double Data Rate Synchronous Dynamic Random Access Memory 

(DDRSDRAM), an Enhanced Synchronous Dynamic Random Access Memory (ESDRAM), a 

Synclink Dynamic Random Access Memory (SLDRAM), and a Direct Rambus Random 

Access Memory (DRRAM). The memory 32 described in the embodiments of the present 

application is intended to include but is not limited to these memories and any other suitable 

types of memories. 

The method disclosed in the embodiments of the present application above may be 

applied to the processor 31, or implemented by the processor 31. The processor 31 may be an 

integrated circuit chip, and has a signal processing capability. In an implementation process, 

steps in the method above are completed by using an integrated logic circuit of hardware in 

the processor 31 or instructions in a form of software. The processor 31 is a general-purpose 

processor, a DSP, another programmable logic component, a discrete gate or a transistor logic 
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component, a discrete hardware component, or the like. The processor 31 may implement or 

execute the methods, steps, and logical block diagrams disclosed in the embodiments of the 

present application. The general-purpose processor is a microprocessor, any conventional 

processor, or the like. The steps of the method disclosed with reference to the embodiments of 

the present application are directly implemented by a hardware decoding processor, or are 

implemented by using a combination of hardware and software modules in the decoding 

processor. The software module is located in a storage medium, and the storage medium is 

located in the memory 32. The processor 31 reads information in the memory 32 and 

completes the steps of the method above with reference to hardware thereof. 

It should be noted that, when the image processing apparatus provided in the 

foregoing embodiments performs image processing, division of the program modules above is 

merely used as an example for description. In actual application, the processing above is 

allocated to different program modules according to requirements; that is, an internal structure 

of the apparatus is divided into different program modules, so as to complete all or some of 

the processing above. In addition, the image processing apparatus provided in the foregoing 

embodiments and the embodiments of the image processing method belong to a same concept. 

For a specific implementation process, reference is made to the method embodiments. Details 

are not described here again. 

In exemplary embodiments, the embodiments of the present application further 

provide a computer-readable storage medium, such as the memory 32 including the computer 

program. The computer program is executed by the processor 31 of the image processing 

apparatus, to complete the steps of the method above. The computer-readable storage medium 

is a memory such as FRAM, ROM, PROM, EPROM, EEPROM, Flash Memory, magnetic 

surface memory, optical disc, or CD-ROM, or a device including one or any combination of 

the foregoing memories, such as mobile phones, computers, tablet devices, personal digital 

assistants, etc. 

The embodiments of the present application further provide a computer-readable 

storage medium, having computer instructions stored thereon. The image processing method 

according to any one of the foregoing claims in the embodiments of the present application is 

implemented when the instructions are executed by the processor. 

The embodiments of the present application further provide a computer program 

product, including computer-executable instructions, where the computer-executable 
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instructions are executed to implement steps of the image processing method according to any 

one of the foregoing claim in the embodiments of the present application. 

In several embodiments provided in the present application, it should be understood 

that the disclosed apparatus and method are implemented in another manner. The described 

device embodiments are merely exemplary. For example, the unit division is merely logical 

function division. In actual implementation, there may be another division manner. For 

example, multiple units or components are combined, integrated into another system, or some 

features are ignored, or not performed. In addition, the displayed or discussed components 

may be mutually coupled, or directly coupled, or communicatively connected by means of 

some interfaces, or indirectly coupled or communicatively connected by a device or unit, and 

may be electrically, mechanically, or in another form. 

The foregoing units described as separate parts may or may not be physically separate, 

and parts displayed as units may or may not be physical units, may be located in one place, or 

may be distributed on multiple network units. Some or all of the units may be selected 

according to actual requirements to implement the objectives of the solutions in the 

embodiments. 

In addition, functional units in the embodiments of the present application may be 

integrated into one processing unit, or may be separately used as one unit, or two or more 

units may be integrated into one unit. The integrated unit can be implemented in the form of 

hardware or in the form of hardware plus software functional units. 

A person of ordinary skill in the art may understand that all or some steps for 

implementing the foregoing method embodiments are achieved by a program by instructing 

relevant hardware. The foregoing program may be stored in a computer readable storage 

medium. When the program is executed, steps including the foregoing method embodiments 

are performed. Moreover, the foregoing storage medium includes any medium that may store 

program codes, such as a ROM, a RAM, a magnetic disc, or an optical disc. 

Alternatively, when implemented in the form of a software functional module and sold 

or used as an independent product, the integrated unit of the present application may also be 

stored in a computer-readable storage medium. Based on such an understanding, the technical 

solutions of the embodiments of the present application essentially or the part contributing to 

the prior art may be implemented in a form of a software product. The computer software 

product is stored in one storage medium and includes several instructions for instructing a 
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computer device (which may be a personal computer, a server, or a network device, etc.) to 

execute all or part of the methods described in the embodiments of the present application. 

The foregoing storage medium includes any medium that may store program code, such as a 

mobile storage device, a ROM, a RAM, a magnetic disc, or an optical disc. 

The above are only specific implementation modes of the present application, but the 

scope of protection of the present application is not limited thereto. Any person skilled in the 

art could easily conceive that changes or substitutions made within the technical scope 

disclosed in the present application should be included in the scope of protection of the 

present application. Therefore, the scope of protection of the present application should be 

determined by the scope of protection of the appended claims. 
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CLAIMS 

 

1. An image processing method, comprising: 

obtaining a first image, identifying a target object in the first image, and obtaining 

body detection information of the target object; 

obtaining first detection information related to a leg region of the target object in the 

body detection information; and 

performing image deformation processing on the leg region corresponding to the first 

detection information to generate a second image. 

 

2. The method according to claim 1, wherein the body detection information comprises body 

contour point information and/or body key point information; 

the body contour point information comprising coordinate information of a body 

contour point; and 

the body key point information comprising coordinate information of a body key 

point. 

 

3. The method according to claim 2, wherein obtaining the first detection information related 

to the leg region of the target object in the body detection information comprises: 

obtaining leg contour point information and/or leg key point information 

corresponding to the leg region of the target object in the body contour point information 

and/or body key point information. 

 

4. The method according to claim 3, wherein performing the image deformation processing on 

the leg region corresponding to the first detection information comprises: 
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performing stretching and/or compression processing on the leg region corresponding 

to the leg contour point information and/or the leg key point information. 

 

5. The method according to claim 3 or 4, wherein the leg contour point information comprises 

first leg contour point information and second leg contour point information; the first leg 

contour point information corresponding to an outer leg contour, and the second leg contour 

point information corresponding to an inner leg contour; and 

performing the image deformation processing on the leg region corresponding to the 

first detection information comprises: 

performing, for the leg region corresponding to the leg contour point information 

and/or the leg key point information, compression processing on the outer leg contour in a 

direction from the outer leg contour towards the inner leg contour, and performing 

compression processing on the inner leg contour in a direction from the inner leg contour 

towards the outer leg contour; or performing stretching processing on the outer leg contour in 

the direction from the inner leg contour towards the outer leg contour, and performing 

stretching processing on the inner leg contour in the direction from the outer leg contour 

towards the inner leg contour. 

 

6. The method according to any one of claims 3 to 5, wherein the leg contour point 

information comprises third leg contour point information corresponding to a shank contour; 

and the leg key point information comprises first leg key point information corresponding to a 

shank region; and 

wherein performing the image deformation processing on the leg region corresponding 

to the first detection information comprises: 

performing stretching processing on the shank region corresponding to the third leg 

contour point information and/or the first leg key point information in a first direction, or 

performing compression processing in a second direction opposite to the first direction. 
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7. The method according to any one of claims 1 to 6, wherein obtaining the first detection 

information related to the leg region of the target object in the body detection information 

comprises: 

obtaining waist contour point information in the body contour point information, and 

obtaining from the waist contour point information first waist contour point sub-information 

related to the leg region of the target object; and 

performing the image deformation processing on the leg region corresponding to the 

first detection information comprises: performing compression processing on a part of a waist 

region corresponding to the first waist contour point sub-information in a third direction, to 

raise a part of a waist contour corresponding to the first waist contour point sub-information; 

or performing stretching processing on a part of the waist region corresponding to the first 

waist contour point sub-information in a fourth direction opposite to the third direction, to 

lower a part of the waist contour corresponding to the first waist contour point 

sub-information. 

 

8. The method according to any one of claims 2 to 7, wherein performing the image 

deformation processing on the leg region corresponding to the first detection information 

comprises: 

performing image deformation processing on the leg region corresponding to the first 

detection information according to a first type of deformation parameters corresponding to 

each point in the leg region, 

wherein the first type of deformation parameters varies with a distance between a 

corresponding point in the leg region and a contour edge formed by the body contour point 

information. 

 

9. The method according to any one of claims 1 to 8, wherein performing the image 

deformation processing on the leg region corresponding to the first detection information to 

generate the second image comprises:  
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performing image deformation processing on the leg region corresponding to the first 

detection information to obtain a first processing result; 

performing image deformation processing on at least part of a background region, 

except a region in which the target object is located, in the first image to obtain a second 

processing result; and 

generating the second image according to the first processing result and the second 

processing result. 

 

10. The method according to claim 9, wherein performing image deformation processing on 

the at least part of the background region, except the region in which the target object is 

located, in the first image to obtain the second processing result comprises: 

performing image deformation processing on the at least part of the background region 

according to a second type of deformation parameters corresponding to each point in the at 

least part of the background region; 

wherein the second type of deformation parameters varies exponentially with a 

distance between a corresponding point in the at least part of the background region and a 

contour edge of the target object. 

 

11. An image processing apparatus, comprising an obtaining unit and an image processing 

unit, wherein 

the obtaining unit is configured to: obtain a first image, identify a target object in the 

first image, and obtain body detection information of the target object; and obtain first 

detection information related to a leg region of the target object in the body detection 

information; and 

the image processing unit is configured to: perform image deformation processing on 

the leg region corresponding to the first detection information obtained by the obtaining unit 

to generate a second image. 
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12. The apparatus according to claim 11, wherein the body detection information comprises 

body contour point information and/or body key point information; 

the body contour point information comprising coordinate information of a body 

contour point; and 

the body key point information comprising coordinate information of a body key 

point. 

 

13. The apparatus according to claim 12, wherein the obtaining unit is configured to obtain 

leg contour point information and/or leg key point information corresponding to the leg 

region of the target object in the body contour point information and/or body key point 

information. 

 

14. The apparatus according to claim 13, wherein the image processing unit is configured to 

perform stretching and/or compression processing on the leg region corresponding to the leg 

contour point information and/or the leg key point information. 

 

15. The apparatus according to claim 13 or 14, wherein the leg contour point information 

comprises first leg contour point information and second leg contour point information; the 

first leg contour point information corresponding to an outer leg contour; the second leg 

contour point information corresponding to an inner leg contour; and 

the image processing unit is configured to: perform, for the leg region corresponding 

to the leg contour point information and/or the leg key point information, compression 

processing on the outer leg contour in a direction from the outer leg contour towards the inner 

leg contour, and perform compression processing on the inner leg contour in a direction from 

the inner leg contour towards the outer leg contour; or perform stretching processing on the 

outer leg contour in the direction from the inner leg contour towards the outer leg contour, and 

perform stretching processing on the inner leg contour in the direction from the outer leg 
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contour towards the inner leg contour. 

 

16. The apparatus according to any one of claims 13 to 15, wherein the leg contour point 

information comprises third leg contour point information corresponding to a shank contour, 

and the leg key point information comprises first leg key point information corresponding to a 

shank region; and 

the image processing unit is configured to: perform stretching processing on the shank 

region corresponding to the third leg contour point information and/or the first leg key point 

information in a first direction, or perform compression processing in a second direction 

opposite to the first direction. 

 

17. The apparatus according to any one of claims 11 to 16, wherein the obtaining unit is 

configured to obtain waist contour point information in the body contour point information, 

and obtain from the waist contour point information first waist contour point sub-information 

related to the leg region of the target object; and 

the image processing unit is configured to: perform compression processing on a part 

of a waist region corresponding to the first waist contour point sub-information in a third 

direction to raise a part of a waist contour corresponding to the first waist contour point 

sub-information; or perform stretching processing on a part of the waist region corresponding 

to the first waist contour point sub-information in a fourth direction opposite to the third 

direction to lower a part of the waist contour corresponding to the first waist contour point 

sub-information. 

 

18. The apparatus according to any one of claims 12 to 17, wherein the image processing unit 

is configured to perform image deformation processing on the leg region corresponding to the 

first detection information according to a first type of deformation parameters corresponding 

to each point in the leg region, wherein the first type of deformation parameters varies with a 

distance between a corresponding point in the leg region and a contour edge formed by the 

body contour point information. 
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19. The apparatus according to any one of claims 11 to 18, wherein the image processing unit 

is configured to: perform image deformation processing on the leg region corresponding to 

the first detection information to obtain a first processing result; perform image deformation 

processing on at least part of a background region, except a region in which the target object 

is located, in the first image to obtain a second processing result; and generate the second 

image according to the first processing result and the second processing result. 

 

20. The apparatus according to claim 19, wherein the image processing unit is configured to 

perform image deformation processing on the at least part of the background region according 

to a second type of deformation parameters corresponding to each point in the at least part of 

the background region, wherein the second type of deformation parameters varies 

exponentially with a distance between a corresponding point in the at least part of the 

background region and a contour edge of the target object. 

 

21. A computer-readable storage medium, having computer instructions stored thereon, 

wherein the instructions when being executed by a processor, implement operations of the 

image processing method according to any one of claims 1 to 10. 

 

22. An image processing apparatus, comprising a memory, a processor, and computer 

programs stored in the memory and executable by the processor, wherein the processor, upon 

execution of the programs, is configured to implement operations of the image processing 

method according to any one of claims 1 to 10. 

 

23. A computer program product, comprising computer-executable instructions, wherein the 

computer-executable instructions, when being executed, enable to implement operations of 

the image processing method according to any one of claims 1 to 10. 


