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WHAT IS CLAIMED IS:

1. A method for account login authentication, the method1

comprising:2

sending, by a user device, a login request message to an3

authentication server, the login request message including a public key, the public4

key and a private key forming a first public-private key pair, and wherein responsive5

to receiving the login request message with the public key, the authentication server6

verifies that the public key matches one of a plurality of registered public keys stored7

in a database, the public key associated with an account, and then generates and8

encrypts a challenge, and transmits the encrypted challenge to the user device;9

receiving, by the user device, an encrypted challenge from the10

authentication server;11

decrypting, by the user device, the encrypted challenge using the12

private key to obtain a decrypted challenge;13

sending, by the user device, the decrypted challenge to the14

authentication server; and15

receiving, by the user device, account information associated with the16

account from the authentication server.17

2. The method of claim 1, further comprising:1

displaying, by the user device, one or more account names on a user2

interface of the user device;3

determining, by the user device, a first account name based on input to4

the user interface, the one or more account names including the first account name;5

and6

determining, by the user device, that the first public-private key pair is7

associated with the first account name; and8

creating, by the user device, the login request message based on the9

determining that the first public-private key pair is associated with the first account10

name, wherein the login request message further includes the first account name.11

3. The method of claim 1, further comprising:1
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determining, by the user device in response to the receiving of the2

encrypted challenge, that the public key is associated with an encrypted private key;3

determining, by the user device, authentication information based on4

input to a user interface of the user device; and5

decrypting, by the user device, the encrypted private key based on the6

authentication information to obtain the private key.7

4. The method of claim 1, further comprising:1

generating, by the user device, the first public-private key pair;2

sending, by the user device, a registration request message to the3

authentication server, the registration request message including the public key; and4

receiving, by the user device, a registration response from the5

authentication server, the registration response including an indication that the public6

key is registered to the user device.7

5. The method of claim 4, further comprising:1

determining, by the user device, an account name based on input from2

a user interface of the user device; and3

creating, by the user device, the registration request message based4

on the input from the user interface, wherein the registration request message further5

includes the account name.6

6. The method of claim 4, further comprising:1

determining, by the user device, authentication information based on2

input to a user interface of the user device;3

encrypting, by the user device, the private key based on the4

authentication information to obtain an encrypted private key;5

storing, by the user device, the encrypted private key and the public6

key; and7

associating, by the user device, the encrypted private key with the8

public key.9

7. The method of claim 1, further comprising:1
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displaying, by the user device, one or more account names and2

associated public keys on a user interface of the user device; and3

displaying, by the user device, the decrypted challenge on the user4

interface.5

8. A method for account login authentication, the method1

comprising:2

receiving, by an authentication server, a login request message from a3

user device, the login request message including a public key;4

responsive to receiving the login request message including the public5

key, verifying, by the authentication server, that the public key matches a registered6

public key in a plurality of registered public keys stored in a database, the registered7

public key associated with an account;8

responsive to verifying that the public key matches the registered9

public key, generating, by the authentication server, a first challenge;10

encrypting, by the authentication server, the first challenge using the11

public key to obtain an encrypted challenge;12

sending, by the authentication server, the encrypted challenge to the13

user device;14

receiving, by the authentication server, a second challenge from the15

user device;16

determining, by the authentication server, that the second challenge17

matches the first challenge; and18

sending, by the authentication server in response to the determining19

that the second challenge matches the first challenge, account information to the20

user device.21

9. The method of claim 8, wherein the login request message1

further includes an account name, the method further comprising:2

determining, by the authentication server, that the public key is3

associated with the account name; and4

determining, by the authentication server, that the account information5

is associated with the account name.6
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10. The method of claim 8, further comprising:1

receiving, by the authentication server, a registration request message2

from the user device, the registration request message including the public key;3

determining, by the authentication server, whether the public key4

included in the registration request message does or does not match at least one of5

a plurality of registered public keys;6

determining, by the authentication server, whether to register the public7

key based on the determining of whether the public key included in the registration8

request message does or does not match the at least one of the plurality of9

registered public keys; and10

sending, by the authentication server, a registration response message11

including an indication of whether or not the public key is registered to the user12

device.13

11. The method of claim 10, further comprising:1

storing, by the authentication server, the public key; and2

associating, by the authentication server, an account name with the3

public key.4

12. The method of claim 10, wherein the determining of whether to1

register the public key includes determining that the public key included in the2

registration request message does match at least one of the plurality of registered3

public keys, the method further comprising:4

registering, by the authentication server in response to determining that5

the public key included in the registration request message does not match any6

registered public keys of the plurality of registered public keys, the public key by7

associating it with an account name; and8

creating, by the authentication server, the registration response9

message, wherein the indication included in the registration response message10

indicates that the public key is registered.11
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13. The method of claim 12, wherein the registration request1

message further includes the account name, the method further comprising:2

determining, by the authentication server, whether the account name3

included in the registration request message does or does not match at least one of4

a plurality of registered account names; and5

determining, by the authentication server, whether to register the6

account name based on the determining of whether the account name included in7

the registration request message does or does not match the at least one of the8

plurality of registered account names, wherein the registration response message9

further includes a second indication of whether or not the account name is registered10

with the public key.11

14. A user device, comprising:1

one or more processor circuits;2

a communication interface; and3

a computer readable storage medium storing a plurality of instructions4

that, when executed by the one or more processor circuits, cause the one or more5

processor circuits to:6

send, using the communication interface, a login request7

message to an authentication server, the login request message including a8

public key, the public key and a private key forming a first public-private key9

pair, and wherein responsive to receiving the login request message with the10

public key, the authentication server verifies that the public key matches one11

of a plurality of registered public keys stored in a database, the public key12

associated with an account, and then generates and encrypts a challenge,13

and transmits the encrypted challenge to the user device;14

receive, using the communication interface, an encrypted15

challenge from the authentication server;16

decrypt the encrypted challenge using the private key to obtain a17

decrypted challenge;18
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send, using the communication interface, the decrypted19

challenge to the authentication server; and20

receive, using the communication interface, account information21

associated with the account from the authentication server.22

15. The user device of claim 14, further comprising a user interface,1

wherein the plurality of instructions further cause the one or more processor circuits2

to:3

display, using the user interface, one or more account names on a user4

interface of the user device;5

determine, using the user interface, a first account name based on6

input to the user interface, the one or more account names including the first account7

name; and8

determine that the first public-private key pair is associated with the9

first account name; and10

create the login request message based on the determining that the11

first public-private key pair is associated with the first account name, wherein the12

login request message further includes the first account name.13

16. The user device of claim 14, further comprising a user interface,1

wherein the plurality of instructions further cause the one or more processor circuits2

to:3

determine, in response to the receiving of the encrypted challenge, that4

the public key is associated with an encrypted private key;5

determine, using the user interface, authentication information based6

on input to the user interface; and7

decrypt the encrypted private key based on the authentication8

information to obtain the private key.9

17. The user device of claim 14, wherein the plurality of instructions1

further cause the one or more processor circuits to:2

generate the first public-private key pair;3
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send, using the communication interface, a registration request4

message to the authentication server, the registration request message including the5

public key; and6

receive, using the communication interface, a registration response7

from the authentication server, the registration response including an indication that8

the public key is registered to the user device.9

18. The user device of claim 17, wherein the plurality of instructions1

further cause the one or more processor circuits to:2

determine an account name based on input from a user interface of the3

user device; and4

create the registration request message based on the input from the5

user interface, wherein the registration request message further includes the account6

name.7

19. The user device of claim 17, further comprising a user interface1

and a system memory, wherein the plurality of instructions further cause the one or2

more processor circuits to:3

determine, using the user interface, authentication information based4

on input to the user interface;5

encrypt the private key based on the authentication information to6

obtain an encrypted private key;7

store, on the system memory, the encrypted private key and the public8

key; and9

associate the encrypted private key with the public key.10

20. The user device of claim 14, further comprising a user interface,1

wherein the plurality of instructions further cause the one or more processor circuits2

to:3

display one or more account names and associated public keys on the4

user interface; and5

display the decrypted challenge on the user interface.6


