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Silicone-Free Release Films 

Background of the Invention 

The invention relates to silicone-free release films 

s having low force release characteristics which are made of 

thermoplastic materials, especially substantially linear 

ethylenic polymers and copolymers. The invention includes 

pressure-sensitive adhesives in the form of solid and foamed 

films, sheets, and tapes produced using the release films as 

JO release liners. The invention is particularly useful in the 

production of release films, release liners, non-stick carrier 

webs utilized as the casting surface for adhesives and foams, 

and coatings for paper and polymer liners for adhesives. 

A release film· or release liner is a component of a 

15 laminated film construction, e.g., pressure-sensitive adhesive 

foam film, which functions as a protective carrier for the film 

during handling and storage of the film prior to use. It is 

separated from an adhesive film and/or face stock of a 

laminated film construction prior to the application of the 

20 film to a substrate. The many types of release liners and 

films produced in industry may be categorized according to the 

peel force required to separate the liner from a pressure­

sensi ti ve adhesive coated tape under specified test conditions. 

The most desirable release films for pressure-sensitive 

25 adhesives (e.g., adhesives which are tacky upon mechanical 

contact, without thermal or chemical activation) have a peel 

test release force value of less ·than 39 g/cm (0.22 lbs/inch) 

in an adhesive industry standard peel test. Release liners 

and films for less demanding applications, such as thermally or 

30 chemically activated adhesives, or facestock for labels or 

printed materials or surfaces requiring protection during 

shipping and handling, may have release force values much 

higher, e.g., 55 g/cm (0.308 lbs/inch) and up to peel values 

typical for low strength adhesive materials. 

35 Conventional thermoplastic materials typically exhibit 

higher adhesive release force values than are acceptable for 

pressure sensitive adhesive release films. For example, medium 

density polyethylene (MDPE) film known as MRLX from Atlantis 

Plastics has an average force-to-release in the 71-89 g/cm (0.4 
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0.5 lb/inch) range~ Similar, undesirable, high release 

force values are disclosed in U.S. Pat. No.s-A-4,339,485 and A-

4,425,176 for low density ethylene/alpha-olefin copolymers and 

blends of these copolymers with medium density polyethylene 

5 used as release liners for pressure sensitive acrylic adhesive 

articles. High pressure sensitive adhesive release force 

values are disclosed for a broad range of low density 

polyethylene and alpha-olefin copolymers in JP-A-94-99551, JP­

A-93-329985 and JP-A-93-286096. 

10 A new class of low density polyolef ins manufactured 

utilizing metallocene catalysts ("metallocene polymers") are 

inherently tacky, blocky and self-adherent materials and would 

be expected to yield even higher release force values from 

pressure sensitive adhesives than the conventional polyolefins 

15 described above. 
Commercially used premium, low force release films for 

pressure sensitive adhesive~ presently are fabricated from 

fluoropolymers or silicone polymers, or by using silicone 

coati_r,igs on support materia~s such as polyester or paper. See, 

20 for example, U.S. Pat. No.-~-5,380,572, and U.S. Pat. No.-A-

5,451,440. The fluoropoly~ers, fluoroethylene propylene 
·r . 

copolymer {FEP) and polytetrafluoroethylene (PTFE} , typically 

exhibit force-to-release values from pressure-sensitive 

adhesives in the 14-27 g/cm·{o.os - 0.15 lb/inch) range, while 

25 silicone coated polyester {Mylar) has an average force-to­

release value in the 9-18 g/cm (0.05 - 0.10 lb/inch) range. 

These release film materials are effective, but have 

certain deficiencies. Silicone materials migrate into the 

adhesive and are carried over into the finished product 

30 assembly containing the adhesive where the silicone may reduce 

the effectiveness of the adhesive, interfere with the 

application of paint or other coatings and components, or 

present defects upon storage or use of the final product 

assembly. The cost of FEP and PTFE is a deterrent to their 

35 use as disposable liners in adhesive film production. These 

f luoropolymers are typically used as release films only in 

expensive specialty applications requiring very high 

temperature tolerances. 
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Other materials suggested for release films are primarily 
intended for release from non-adhesive surfaces and include, 
for example, the polymethylpentene materials described in U.S. 
Pat. No-A-5,080,979 for use as a coverlay in the manufacture of 

s printed circuit boards for electronic components. Another 
example of a non-adhesive surface release material, a 
carboxylic anhydride cross-linked ethylenic polymer which 
leaves a clean surface after peeling, is disclosed in JP-A-85-
245549. 

10 Copolymers of acrylate esters are suggested in U.S. Pat. 
No.-A-5,393,608 for use with pressure sensitive adhesive tape, 
but no release force values are provided. 

It has been discovered that a selected class of linear, 
low density ethylenic polymers and copolymers characterized by 

15 a uniform molecular distribution have excellent low force 
release film properties and may be used as economical, 
disposable release liners in adhesive film production without a 
silicone coating. This class includes certain of the new 
metallocene polymers known to be tacky, blocky and self-

20 adherent. Thus, the low release force values from pressure 
sensitive adhesives described herein were entirely unexpected 
for this class of polymeric materials. 
Summary of the Invention 

The invention is a release film having a maximum release 
25 force value of 39 g/cm (0.22 -lbs/inch) at a film thickness of 

0.1 to 0.15 mm (4-6 mils) in an adhesive peel test, the release 
film comprising a linear ethylenic polymer having a density 
from 0.865 g/cc to 0.900 g/cc and an index of polydispersity of 
less than 5.0, wherein the release film is substantially free 

30 of silicone. 
The linear ethylenic polymer may be a polymer of ethylene 

or a copolymer of ethylene and at least one comonomer, 
preferably an alpha-olefin, selected from the group consisting 
of propylene, butene, pentene, hexene, methylpentene and 

35 octene. Blends of these polymers may be used . 
. . 

The release film may be a monolayer film or may further 
comprise an even number of polymeric film layers laminated onto 
a core layer to provide a multi-layer construction having two 
release surfaces, each surface having a maximum release force 

3 

THIS SHEET HAS BEEN 
REPLACED 



5 

WO 97135719 PCTIUS9'7/03248 

value of 39 g/cm (0.22 lbs/inch) at a film thickness of 0.1 to 
0.15 (4-6 mils) in an adhesive peel test. The multi-layer 

construction may comprise at least one polymeric film layer 

having a tensile modulus at 5% elongation of at least 8.27 MPa 
(1,200 psi) for mechanical support. 
layer may comprise at least one high 
(e.g., having a density greater than 

This mechanical support 
density ethylenic polymer 
about 0.940 g/cc}. The 

mechanical support layer ~ay comprise films of other polymers 
or combinations of polymers, such as polyamide, polypropylene 

10 or polymethylpentene, having a tensile modulus at 5% elongation 
of at least 8.27 MPa. 

The multi-layer release film may consist of outer layers 
having different maximum release force values to form a 
differential release film. 

15 The invention also includes pressure-sensitive adhesive 
tape comprising at least one laminate of a pressure-sensitive 
adhesive layer and a silicone-free release film liner, the 
release film liner having a maximum release force value of 39 
g/cm (0.22 lbs/inch) at a film thickness of 0.1 to 0.15 (4-6 

. . 

20 mils) from the pressure-sensitive adhesive layer, and the 
release film comprising at least one linear ethylenic polymer 
having a density from 0.865 g/cc to o.900 g/cc. 

The pressure-sensitive adhesive tape may be in the form.of 
a rolled sheet suitable for conversion into smaller articles. 

25 The rolled sheets of tape may be supplied in bulk for use in 

the assembly of products being manufactured using a layer of 
the adhesive. The adhesive layer is preferably in the form of 
a solid or textured sheet or a foam. 
pescription of the Drawing 

30 Figure 1 graphically illustrates the relationship between 
the density of t_he polymers used in the release films of the 

invention and the films release force values for release from a 
pressure-sensitive adhesive. Details of the test used to 
generate Figure 1 are provided in Example 9, below. 

35 Descriotion of the Preferred Embodiment 
Conventional linear ethylenic polymers and/or copolymers 

have good adhesion to substrates at elevated temperatures as 
well as to themselves at room and elevated temperatures. For 
this reason, anti-block agents and slip additives are usually 
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added to the polymers to eliminate difficulties during 
processing and during the winding and unwinding of film rolls 

made from these polymeric films. We unexpectedly discovered 
that in contrast to these characteristics of conventional 

s polymers, certain linear low density ethylenic polymers and/or 

copolymer films exhibit excellent release properties from 

pressure sensitive adhesive surfaces, for example, acrylic­

based, pressure-sensitive ·adhesive films. 
As used herein, 11 low density polyethylene" refers to 

10 conventional branched polymers of ethylene having a density of 

about 0.910 to 0.925 g/cc at 25 °c. "Medium density 

polyethylene" and "high density polyethylene" refer, 

respectively, to linear ethylene homopolymers having densities 
in the range of about 0.925 to 0.940 g/cc and 0.940 g/cc and 

15 greater. "Linear low density polyethylene" refers to the 
conventional class of substantially linear polymers of ethylene 
having a density no greater than 0.910 g/cc. Where these 
density classifications are indicated for "ethylenic polymers" 
they include homopolymers and copolymers of ethylene with one 

20 or more comonomers. 
Linear low· density ethylenic polYm.ers suitable.for use in 

the release films of the invention (hereinafter "LLDPE")include 

substantially linear polymers of ethylene, with or without one 
or more comonomers, having a density from 0.865 to 0.900 g/cc, 

25 and a narrow molecular weight distribution. Preferred 

comonomers for use in the copolymers include a-olef ins at a 

mole percentage of l to 10 percent. While the LLDPEs preferred 
for use in the invention are those polymerized with metallocene 

catalysts, any LLDPE having the necessary density and molecular 
30 weight distribution and yielding acceptable peel test. release 

force values from pressure-sensitive adhesive surfaces may be 
used. 

As used herein, "metallocenes" refers to polymerization 
catalyst systems such as the system disclosed in U.S. Pat. No.-

35 A-5,191,052, hereby incorporated by reference. Metallocenes 
are complex combinations of a metal atom compound with 
cyclopentadienyl groups (Cp) . The metallocenes are a 11 sandwich 
complex" arrangement of two Cp groups and a Group IV Transition 
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Metal (Ti, Zr, Hf, Cr). Such catalysts are also named "single 

site" or "constrained geometry" catalysts. The metallocenes 

differ significantly in structure and reactivity from the 

conventional Ziegler-Natta catalysts used in the conventional 

s polymerization of ethylene polymers and copolymers. The 

metallocenes typically yield a narrow molecular weight 

·distribution, uniform chain lengths, uniform comonomer 

distribution along the molecular chain and low bulk density in 

contrast to conventional catalysts for ethylenic polymers. 

10 The metallocene catalyzed polymers are preferred because 

the metallocene catalysts are single site catalysts and they 

control the orientation of each monomeric unit added to the 

polymeric chain. The LLDPE materials produced with .these 

catalysts have a uniform compositional distribution and all 

15 polymer molecules within such materials have substantially 

similar compositions. Some copolymers prepared with 

metallocene catalysts contain long-chain branches within the 

ethylene backbone of the molecules. In contrast, conventional 

linea·r low density polyethylene typically does not contain long 

20 chain branches. Conventional ethylenic polymers have a wide 

compositional distribution and differ significantly in physical 

and mechanical properties, such as crystallinity, from 

metallocene polymers having substantially equivalent molar 

compositions and average molecular weights. For example, the 

25 metallocene catalyzed LLDPE materials useful in the films of 

the invention are amorphous thermoplastic materials, having a 

much lower crystallinity than conventional linear low density 

polyethylene. 

Linear ethylenic polymers and/or copolymers with density 

30 values greater than 0.900 g/cc do not provide force-to-release 

values less than or equal to 39 g/cm at a film thickness of 0.1 

to 0.15 mm. As density decreases, the force-to-release 

decreases substa~tially until the density falls below 0.865 

g/cc at which point the force-to-release begins to increase. 

35 This is illustrated in Fi.gure 1. 

Films made of substantially linear ethylenic polymers 

and/or copolymers with density less than 0.865 g/cc are soft 

and difficult to handle. Therefore, use of such materials as 

release films also is impractical. 

6 
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Another notable trend exhibited by the LLDPEs used herein 

is the decrease in force-to-release values as the 

polydispersity index decreases, with the strength of this 

correlation increasing as density decreases. As used herein, 

s the index of polydispersity (IP), is a value equal to the ratio 

of the weight average molecular weight (Mw) to the number 

average molecular weight (Mn) (i.e. IP = Mw/Mn). 

The LLDPEs preferably have a weight average molecular 

weight in the range from 50,000 to 200,000, preferably from 

10 75,000 to 200,ooe, and most preferably from 75,000 to 150,000. 

The LLDPEs preferably have an index of polydispersity less 

than 5.0, preferably less than·3.0, and most preferably less 

than 2.5. 

Two or more LLDPEs may be blended together to form the 

15 release films Small quantities, e.g., 0.01 to 10.0%, by 

weight, of other thermoplastic materials may be blended with 

the LLDPE, provided that the average density of the blend 

remains in the 0.865 to 0.900 g/cc range, and the film made 

from the blend has a maximum release force value of 39 g/cm at 

20 a film thickness of O .1 to o .15 mm. The term "other 

thermoplastic materials 11 refers to materials chosen from the 

following: LDPE, conventional LLDPE, MOPE, HOPE, and other 

polyolefins and their blends and alloys. 

Other conventional film additives, processing aids, 

25 pigments and the like may be added to the release film in small 

quantities, e.g., 0.01 to 5.0%, by weight, provided the density 

of the LLDPE remains in the 0.865 to 0.900 g/cc range and the 

release film made with these additives has a maximum release 

force value of 39 g/cm at a film thickness of 0.1 to 0.15 mm. 

30 The film may be cross-linked using techniques known in the art 

to permit high temperature use. 

Films may be produced using various film processing 

equipment known in the art, including for example, extrusion 

and compression molding. Where LLDPE blends are used, the 

35 blends may be made by combining the polymers in a dry 

mechanical mixer at room temperature, or in a melt mixing 

process. In the latter, a dry mechanical premix may be 

prepared and loaded into a twin screw extruder, heated to a 

1 
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molten stage, extruded into strands and cut into uniform 

pellets. 

In the alternate, blending of polymers and blending of 

polymers and additives may be achieved in a single screw 

5 extruder prior to the film being extruded onto a flat casting 

extrusion die. 
Where the release film is a laminate of three or more 

layers of polymeric films, a coextruded blown film may be 
manufactured on eq\iipment known in the art. In a preferred 

10 embodiment, a six layer (AlBA2A2BAl) laminated film may be 

manufactured. The A layer is the LLDPE material suitable for 

use as an adhesive release surface herein and the B layer is a 
mechanical support polymer, such as HDPE, or some other 
extrudable material having required mechanical strength 

15 properties to provide structural support for the LLDPE release 
film. This laminate may be manufactured using a three layer 
coextrusion die and permitting the bubble of extrudate to 
collapse on itseif to form a single laminated film, having two 
surfaces with a release force value of less than 39 g/cm at a 

20 film.thickness of 0.1 to 0.15 mm. Following manufacture, the 

film is, in effect, a five layer film (AlBA2BAl} because. the 
inner A2A2 layers heat seal and become a single A2 layer. 

A similar ABA film laminate may be manufactured using 

blown film coextrusion or cast film coextrusion equipment known 
2S in the art . 

The film may be cast or extruded into any desired 
thickness, length, width or configuration as determined by 
further adhesive tape or end use manufacturing requirements. 

In a preferred embodiment, the LLDPE release film is from 0.01 

30 to 0.50 mm (0.5 to 20 mils) in thickness, most preferably 0.05 

to 0.15 mm {2 to 6 mils} in thickness for release liners used 
in the typical. manufacture of pressure-sensitive adhesive tape 
rolls. The selection of the particular thickness depends upon 

whether a multilayer construction is used, the type of polymers 

35 used, whether the film is cast or extruded, and the type of 
extrusion, and other factors. As with a monolithic release 
film, multilayer film constructions are preferably 0.01 to 0.50 

mm (0.5 to 20 mils), more preferably, o.os to 0.15 mm (2 to 6 

8 
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mils), and most preferably, 0.10 to 0.15 mm (4 to 6 mils) in 

thickness. 

Following the extrusion of a film having the required 

thickness, the film may be cut to the required size and/or 

s wound upon itself to form a roll of tape in bulk for further 

handling, e.g., coating with an adhesive composition, solution 

or foam, or use industrially in the manufacture of other 

products. 

Force-to-release values of the films are determined 

JO according to the following procedure used industrially for 

testing pressure-sensitive-adhesive release liners. Samples of 

film or liner at a film thickness of 0.1 to 0.15 mm are cut 

using a standard device for cutting samples to 2.54 cm (1 ± 

1/32 inches) in width by 25.4 cm (10 inches) in length 

15 representing different parts of an adhesive film roll, i.e., 

the front, center, and back of each finished roll tested. The 

sample is applied to a pre-cast sheet (substrate) and placed in 

an lnstron tensile test machine (model No. 1445) capable of 

operating at 101.6 cm (40 inches) per minute cross-head speed 

20 with the recorder set to record on a 2.2 Kg (1 pound) full 

scale load range. The film being tested is clamped in the top 

grip of the machine and the pre-cast sheet in the bottom grip. 

As the cross-head of the machine moves at the preset speed, the 

film and the substrate are allowed to separate at a natural, 

25 uninfluenced angle. Force-to-release readings are taken from 

the chart recorder, and any spikes in release are marked and 

any assignable causes such as air pockets are noted. Tests of 

the release characteristics are per.formed at room temperature 

and then repeated after aging the samples at 52 °C (125 °F) for 

30 72 hours. For film samples having a thickness outside of the 

test specification, the force-to-release values are observed to 

be proportional to the thickness of the film and are a 

function, in part, of the modulus of the film which is also 

proportional to the film thickness. For example, a sample of a 

35 film tested at 0.1 mm in thickness which has a force-to release 

value of 30 g/cm, will have a force-to-release value of about 

300 g/cm when the identical film is tested at a sample 

thickness of 1.0 mm. 
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The following examples are provided as an illustration, 

not a limitation, of the invention. 

Example 1 

Control samples of 0.1 mm {0.004 inch) thick medium 

5 density polyethylene MRLX film were obtained from Atlantis 

Plastics. The force-to-release of this film was evaluated 

according to the procedure detailed above for comparative 

purposes. Properties of this fil~ appear below in Table l. 

Examole 2 

IO Control samples of film were manufactured from a 

conventional, linear low density polyethylene, Petrothene GBS02 

resin, obtained from Quantum Chemical Corporation, for 

comparative purposes. The film extrusion li°ne contained a 

single screw extruder, a flat cast film die, and a roll stack 

15 down stream unit to cool and take-up the final film. The 

extruder screw had a 5.08 .cm (2 11
) diameter and a length to 

diameter ratio (L/D) of 24:1. The compression ratio of the 

screw was 3.5:1.0. The screw rotated in an extruder barrel of 

the same length. The rotational screw speed was 7 rpm. The 

20 barrel was heated with outside electrical heaters. The 

., -_.) 

temperatures of the barrel sections were maintained in the 

following ranges: 

zone 1 (feeding section) 110-120 oc (230- 250 OF) 

zone 2 (melting section) 145-155 oc (290- 310 OF) 

zone 3 (plasticizing section) 160-171 oc (320- 340 OF) 

zone 4 (metering section) 180-190 °C (350- 370 OF) 

The melt ·from the extruder was discharged into the flat cast 

film die 46 cm (18,.) wide and formed into a flat film web, 

which was taken, calibrated, and cooled by the two roll casting 

30 unit. The temperature of the extrusion die was kept in the 

range from 190-210 °C (370 to 410 OF) . The temperature of the 

upper roll was from 77-88 °C (170 to 190 OF), and the 

temperature of the bottom roll was from 66-77 °C (150 to 170 

OF). The surface speed of the two casting rolls was 1.5 meters 

35 {5 feet) per minute to produce film having a thickness of O.l 

mm (0.004 inch). The cooled film was wound in a roll, and then 

slit to the required width and length for use and evaluation. 

10 
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The force-to-release value of this film was evaluated according 

to the procedure detailed above. Properties of this film 

appear below in Table 1. 

Examole 3 

Control samples. of a 0.05 mm (0.002 inch) thick polyester 

film, which had been silicone coated, were obtained from 

Release International. The force-to-release of this film was 

evaluated according to the procedure detailed above for 

comparative. Properties of this film appear below in Table 1. 

Example 4 

Samples of 0.075 mm (0.003 inch) thick film were 

manufactured from a metallocene catalyzed LLDPE copolymer, 

Exact™ 3033 plas~omer, obtained from Exxon Chemical Company. 

This polymer has a density of 0.900 g/cc, measured according to 

15 ASTM D-792. The film extrusion line used to produce film 

samples was identical to that described in Example 2 with the 

following exceptions: the extruder screw had a 2.54 cm (1") 

diameter, the extruder had 3 barrel zones, and the flat cast 

film die was 25.4 cm (10 inches) wide. The extruder 

20 processing. conditions were as follows: 

zone l(feeding) 154-165° C(310-3300F) 

zone 2(melting/plasticizing) 193-204° C(380-400o F) 

zone 3 (metering) 232-243° C (450-4700 F) 

·screw speed l? rpm 

25 film die temperature 257-268° C (495-5150 F) 

upper casting roll temperature 38-60° c (100-1400 F) 

lower casting roll temperature 38-54° c (100-1300 F) 

casting roll surface speed 0.76 mpm (2.5 fpm). 

The force-to-release of this film was evaluated according 

30 to the procedure detailed above. Properties of this film 

appear below in Table 1. In addition to low absolute force-to­

release values, the films did not exhibit undesirable spikes of 

high release force (the so-called »zippy" behavior) . 

35 

Example 5 

Samples of film were manufactured from a blend of a 

metallocene catalyzed LLDPE, Exact™ 3033 plastomer, obtained 

from Exxon Chemical Company, with another metallocene catalyzed 

JI 
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LLDPE, Engage™ KC8852 elastomer available from Dow Chemical 

Company. The weight ratio of the Exact™ 3033 component to the 

Engage™ KC8BS2 component was 9:1. Monolayer film samples were 

prepared from this blend of materials using the equipment and 

5 procedure described in Example 4. The extruder processing 

conditions used to· produce 0.075 mm (0.003 inch) thick film 

10 

15 

·were as follows: 

zone 1 (feeding section) 154-165° c (310-3300 F) 

zone 2 (melting/plasticizing) 193-204° C (380-4000 F) 

zone 3 (metering} 232-243° C (450-4700 F) 

screw speed 15.3 rpm 

film die temperature 257-268° C (495-5150 F) 

upper casting roll tempe:i:.ature 38-60° C (100-1400 F} 

lower casting roll temperature 39:..54° C (100-1300 F) 

casting roll surface speed 0.76 mpm {2.5 fpm) 

The force-to-release of this film was evaluated according to 

the procedure detailed above. Properties of this film appear 

below in Table 1. 

Example 6 

20 Film samples were extruded using conventional, industrial 

scale, blown film technology, from metallocene catalyzed LLDPE 

copolymers obtained from Exxon under the name, Exact™ 

plastomer, and the following grade designations: 4011, 4015, 

3028, and 3033. Exact™ 4011 ethylene-based plastomer has a 

25 density of 0.885 g/cc and is designed for use in blends with 

polyolef ins to improve heat sealing performance and toughness 

in film applications. Exact™ 4015 ethylene-based butene 

plastomer has a density of 0.896 g/cc and is designed for use 

in monolayer and multilayer blown film applications. Exact™ 

30 3028 linear ethylene-based butene copolymer has a density of 

0.900 g/cc and.is designed for both monolayer and multilayer 

coextruded blown film applications requiring excellent 

toughness and outstanding heat sealing performance. Exact™ 

3033 linear ethylene-based terpolymer has a density of 0.900 

35 g/cc and is designed for similar applications as Exact™ 3028 

copolymer. The force-to-release of these films was evaluated 

12 
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according to the procedure detailed above. Properties of these 

films appear below in Table l. The results illustrate the 

uniformity of low force-to-release values (i.e. no "zippy" 

behavior) as well as the decrease in force-to-release value 

s with a decrease in density. 

Example 7 

Film samples were extruded using conventional, industrial 

scale, blown film technology from metallocene catalyzed LLDPEs, 

Exact™ plastomers obtained from Exxon and having the following 

10 grade designations: 4011, 4015, 4041, and 4051. Each film 

contained an anti-block additive manufactured by A. Schulman 

Incorporated. The force-to-release of these films was evaluated 

according to the procedure detailed above. Properties of the 

films appear below in Table l. 

15 Example 8 

Samples of film were manufactured from Flexomer™ 

Polyolefin DFDB-1085 NT and DFDB-9042 semi-crystalline ethylene 

copolymers obtained from Union Carbide Chemicals and Plastics 

Company. These copolymers are not polymerized with a 

20 metallocene catalyst, but are examples of LLDPEs suitable for 

use herein which have been polymerized with conventional 

catalysts. The DFDB-1085 NT polymer has a density of 0.884 

g/cc and is typically used as an impact modifier for 

Polypropylene and polyethylene, .a property enhancer for 

25 recycled polyolefins, and as a base resin for various 

masterbatches. The DFDB-9042 polymer has a density of 0.900 

g/cc and is typically used as an impact modifier, a carrier for 

masterbatches and color concentrates, and as a processing aid. 

Monolayer film samples were prepared from each polymer 

30 using the equipment and procedures described in Example 4. The 

extruder processing conditions used to produce 0.1 mm (0.004 

inch) thick films were as follows: 

zone l (feeding) 127-143° c (260-2900 F) 

zone 2 (melting/plasticizing} 143-160° C (290-3200 F) 

35 zone 3 {metering section) 143-160° C {290-3200 F) 

screw speed 20 - 25 rpm 

film die temperature 138-160° c (280-3200 F) 

IJ 
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upper casting roll temperature 38-60° c <100-1400 F) 

lower casting roll temperature 38-60° c (100-1400 F) 

casting roll surface speed 1.2-1.8 mpm (4-6 fpm). 

The force-to-release of these 

the procedure detailed above. 

below in Table 1. 

films was evaluated according to 

Properties of these films appear 

Example 9 

A series of films were made by compression molding as 

described below from a group of experimental and commercial 

10 copolymers having a density range from 0.857 to 0.880 g/cc, as 

measured by ASTM D-792 method, and from some of the copolymers 

described in Examples 6,7 and 8. 

Using a compression molding technique,·monolayer film 

samples at a thickness of about 1.0 to 1.5 mm (50 ± 10 mils) 

IS were produced by pressi~g resin pellets on a hydraulic Carver 

Laboratory Press. (Film thicknesses of 0.01 to 0.5 mm could 

not be achieved in the laboratory scale compression molding 

appa~~tus.) The press has a 25 ton load capacity and 22.9 cm {9 

inch): by 22.9 cm (9 inch) electrically heated and water cooled 

20 platens. Film samples were produced by placing a 0.075 mm 

(0.003 inch) thick PTFE release sheet on top of a 22.9 cm {9 

inch) by 22.9 cm (9 inch) steel caul plate having a thickness 

of 2.29 mm (0.090 inch). A steel ring mold having a 16.S cm 

(6.5 inch} inner diameter and a height. of 1.91 mm (0.075 inch) 

25 was placed on top of the PTFE release sheet. Resin pellets 

were then placed within the.ring mold, a second PTFE release 

sheet was.placed on top of the resin and mold, and a second 

steel caul plate was placed on top of the second PTFE sheet. 

Both platens of the Carver press were heated to 180 °C (360 

30 Op) . The mold assembly was placed into the press and the 

heated platens were brought together until contact was made 

with the top and bottom caul plates. Without applying pr·essure 

to the resin, the mold assembly was held in the press for 5 

minutes to melt the resin pellets. .The platens were then 

35 slowly closed to apply pressure to the mold assembly, thereby 

forcing the molten polymer to fill the ring mold without air 

entrapment. The mold assembly was held under pressure for 10 

minutes. The platen heaters were then turned off and the 

I<! 
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platen cooling water was turned on until the press and mold 

assembly returned to room temperature. The press was then 

opened, and the film sample disk was removed from the mold 

assembly. 

5 Release force values were measured by the procedure 

described above, except that the sample film thickness was 

about 10 times higher than the specified test thickness of 0.1 

to 0.15 mm. Therefore, force-to-release values are about 10 

times higher than values for the same films using a sample 

10 thickness of 0.1 to 0.15 mm (i.e., samples and values reported 

for Examples 6, 7 and 8, above, using thinner, extruded samples 

of the same films}. Results are shown in Figure 1 and Table 1. 

Example 10 

Three layer coextruded blown film samples of the ABA type 

15 were produced using a metallocene catalyzed LLDPE, EXACT™ 4011 

plastomer, obtained from Exxon Chemical Company, as the skin 

layers (A) surrounding a high density polyethylene (HDPE) core 

layer (B) . This configuration was designed to combine the 

advantages of the low force-to-release property of LLDPE with 

20 the high stiffness and modulus of HDPE. This multilayer 

configuration also illustrates a differential release liner, 

with a force-to-release that differs from one surface of the 

film to the other, as a result of using different types of 

LLDPE as the skin layers. 

25 The skin layers were produced using two 8.89 cm (3.5") 

diameter extruders. The core layer was produced using a 6.35 

cm (2.5 11
) diameter extruder. ·The three extruders fed a 

coextrusion feed block which in turn fed a 40.6 cm (16") 

diameter blown film die. The blow up ratio was approximately 

30 2.4 to 1 to yield a film layflat width of approximately 152 cm 

(60") and a trimmed film width of 147 cm (58"). 

Two film samples, both having O.lmm (0.004 inch) total 

thickness, were produced using different ratios of skin layer 

to core layer thickness and different additive packages in the 

35 skin layers. The first sample was comprised 0£ 0.025 mm (0.001 

inch) thick skin layers and a 0.05 mm {0.002 inch} thick core 

layer. 

. 15 
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Both skin layers contained a 5% loading level .of 

Polybatch® FSU-303-JD2 slip and antiblock concentrate, 

obtained from A. Schulman Incorporated. This additive 

concentrate is composed of 30% natural silica and 3% erucamide 

5 in a carrier of Exxon ExactTM 4028 resin and is produced using 

industrial equipment known in the art. The second sample was 

comprised of 0.0125 mm (0.0005 inch} thick skin layers and a 

0.076 mm (0.003 inch) thick core layer. Both skin layers for 

this sample contained a 10% loading level of Polybatch® 505, a 

10 commercially available slip and antiblock concentrate obtained 

from A. Schulman Incorporated. The force-to-release of the 

films described above was evaluated according to the procedure 

detailed above. Properties of these films appear below in 

Table 1. 

15 Example 11 

A six layer film construction (of the type A1BA2A2BA1 ) was 

produced using a three layer coextrusion blown film equipment 

conf i.guration by allowing the extruded bubble to collapse and 

heat_. __ seal to itself at the nip of the collapsing tower. Layers 

20 A1 and A2 were composed of a metallocene catalyzed LLDPE 

copolymer, Exact™ 4011 plastomer, obtained from Exxon Chemical 

Company. Layer B was composed of high density polyethylene 

having a density of 0.960 g/cc. This configuration was 

designed to combine the advantages of the l_ow force-to-release 

25 property of substantially linear ethylenic polymers and/or 

copolymers with the high stiffness and modulus of HDPE. The 

skin layers A1 contained the following additives: 10% loading 

level of Polybatch EXT 20178, an antiblock concentrate, 

obtained from A. Schulman Incorporated; 5% loading level.of 

30 Polybatch EXT 209, a slip concentrate obtained from A. Schulman 

Incorp.orated; and· 1% loading level of Polybatch EX~ 206F, a 

processing aid concentrate, obtained from A. Schulman 

Incorporated. The Polybatch EXT 2017S antiblock concentrate is 

composed of 20% natural silica in a carrier of Exxon Exact™ 

35 4011 resin and is produced using industrial equipment known in 

the art. The Polybatch EXT 209 slip concentrate is composed of 

5% oleamide in a metallocene catalyzed polyethylene resin 

carrier and is produced using industrial equipment known in the 

16 
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art. The Polybatch EXT 206F processing aid concentrate is 

composed of 3% processing aid in a metallocene catalyzed 

polyethylene resin carrier and is produced using industrial 

equipment known in the art. The skin layers Ai were produced 

s using a 60mm (2.36 inch) diameter extruder while the inner 

layers A2 were produced using a second 60mm (2.36 inch) 

diameter extruder. The HDPE layers (B) were produced using a 

3.5 inch {88.9mm) diameter extruder. The three extruders fed a 

coextrusion feed block which in turn fed a 40.6cm (16 inch) 

10 diameter blown film die. The blow up ratio was approximately 

2.4 to 1 to yield a film layflat width of approximately 152.4 

cm (60 inches) and a trimmed film width of 147.3 cm (58 

inches) . The overall ·film thickness of the samples produced 

was 0.127 mm (0.005 inches) with the individual layer thickness 

15 as follows: Ai = A2 = 0.0127 mm (0.0005 inches), and B = 0.038 

mm (0.0015 inches;. The force to release of the film described 

above was evaluated according to the procedure detailed above. 

Properties of this film appear below in Table 1. 

It is understood that various other modifications will be 

20 · apparent to and can be readily made by those skilled in the art 

without departing from the scope and spirit of the present 

invention. Accordingly, it is not intended that the scope of 

the claims appended hereto be limited to the description set 

forth above but rather that the claims be construed as 

25 encompassing all of the features of patentable novelty which 

reside in the present invention, including all features which 

would be treated as equivalents thereof by those skilled in the 

art to which the invention pertains. 
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Table 1 

Example # Polymer Properties Avg. Force-co-Release 

g/cm Ub/in) 

Density I.P. initial after aging 

(g/cc} 

l(comparative) 0.950 6-7 80(0.45) 107(0.60) 

2(comparative) 0.919 S-8 77 ( 0. 43) 60(0.338) 

J(comparative) 1.4 - 9-18(0.05-0.10) 9-18(0.05-0.10) 

4 0.900 2.1 32(0.18) 54 (0.30) 

5 0.897 2.1 41(0.23) 54(0.30) 

6 

Exact™4011 0.888 2.1 12.5(0.07) 21.4(0.12) 

Exact™4015 0.896 2.1 25.0(0.14) 25.0(0.14) 

ExactTM302s 0.900 2.l 39.3(0.22) 41.1(0.23) 

Exact™3033 0.900 2.1 41. l (0.23) 46.5(0.26) 

7 

Exact ™4 011 0.888 2.1 9.S(0.053) 12.5(0.070) 

Exact™4015 0.896 2.1 15.4(0.086) 17.7(0.099) 

Exact™404l o;e7e 2.1 6.8(0.038) e. o < o. 04Sl 

Exact™4051 
·0.895 2.1 22.7(0.127) 26.4(0.148) 

8 

DFDB-1085-NT 0.884 4.09 19.7(0.110) 25.9(0.145) 

DFDB-9042 0.900 3.7 35. 7 (0 .200) Sl.8(0.290) 

IS 
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9 

Exp-l 0.857 l.2 98.3(0.550) 143(0.800) 

Exp-2 0.858 1.2 53.6(0.300) 116(0.650) 

Exp-3 0.860 1.2 42.9(0.240) 76.8(0.430) 

Exp-4 0.860 1.4 42.9(0.240) 59.9(0.335) 

Exp-5 0.862 1.2 63.5(0.355) 75.1(0.420) 

Exp-6 0.865 1.6 30.4(0.170) 34.0(0.190) 

Exp-7 0 •. 880 1.04 31.3(0.175) 59.0(0.330) 

DFDB-1085-NT 0.886 4.9 161(0.900) 170(0.950) 

Exact™ 4015 0.896 2.1 179(1.000) 179(1.0000) 

DFDB-9042 0.900 3.7 223(1.250) 24l(1.35Cj 

Exact™ 3033 0.900 2.1 223 (1. 250) 223 (1. 250) 

10 

+1ot slip/antiblock O.SBB 2. J. 23.2(0.130) 25.9(0.145} 

+St slip/antiblock 0.888 2.1 24.1(0.135) 31.3(0.1?5) 

11 layer A1 2.1 27.7(0.155) 34.5(0.193) 

0.888 2.1 

layer A2 -
0.888 

layer B 0.960 ',• 

19 
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CLAIMS: 

l. A release film having a maximum release force value of 39 

g/cm (0.22 lbs/inch} at a film thickness of 0.10 to 0.15 mm in 

s an adhesive peel test, the release film comprising a linear 

ethylenic polymer having a density from 0.865 g/cc to 0.900 

g/cc and an index of polydispersity of less than 5.0, wherein 

the release film is substantially free of silicone. 

2. The release film of claim 1, wherein the linear ethylenic 

JO polymer· is a copolymer of ethylene and at least one comonomer 

selected from the group consisting of propylene, butene, 

pentene, hexene, methylpentene and octene, and combinations 

thereof. 
3. The release f.ilm of claim l, wherein the linear ethylenic 

IS polymer has an index of polydispersity of less than 3.0. 

4. The release film of claim 3, wherein the linear ethylenic 

polymer has an index of polydispersity of less than 2.5. 

s. The release film of claim 1, wherein the release film is 
.. 

o.oi- to o.s mm (0 .. 5 to 20 mils) in thickness. 

20 6. ~The release film of claim 1, further comprising at least 

two layers of polymeric film laminated with the release film to 

provide a multi-layer construction having an odd number of 

layers of polymeric film and having two release surfaces, each 

surface having a maximum release force value of 39 g/cm {0.22 

25 lbs/inch) at a film thickness of 0.10 to 0.15 mm in an adhesive 

peel test. 
7. The release film of claim 6, wherein the multi-layer 

construction comprises a core layer of at least one polymeric 

film having a tensile modulus at 5% elongation of at least 8.27 

30 MPa (1,200 psi) for mechanical support. 

a. The release film of claim 7, wherein the core layer is 

selected from the group of films consisting of polyethylene 

polymers and copolymers having a density greater than 0.940 

g/cc, polyamide, polypropylene, polymethylpentene and polyester 

35 and combinations thereof. 
9. The release film of claim 1, wherein the release film is 
0.05 to 0.15 mm (2 to 6 mils) in thickness. 

10. The release film of claim 1, wherein the linear ethylenic 

polymer has been polymerized using a metallocene catalyst. 

111111111111111111111111111111 
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11. A pressure-sensitive adhesive tape comprising at least one 

laminate of a pressure-sensitive adhesive and a silicone-free 

release film liner, the release film liner having a maximum 

release force value of 39 g/cm (0.22 lbs/inch) at a release 

s film liner thickness of 0.10 to 0.15 mm from the pressure­

sensitive adhesive, and comprising at least one linear 

ethylenic polymer having a density from 0.865 g/cc to 0.900 

g/cc. 

12. The pressure-sensitive adhesive tape of claim 11, wherein 

10 the tape is in the form of a rolled sheet. 

13. The pressure-sensitive adhesive tape of claim 11, wherein 

the silicone-free release film liner further comprises a multi­

layer construction having an odd number of layers of polymeric 

film and having two release surfaces, each release surface 

15 having a maximum release force value of 3:il gicm (0.22 lbs/inch) 

at a release film liner thickness of 0.10 to 0.15 mm from the 

pressure-sensitive adhesive. 

14. The pressure-sensitive adhesive tape of claim 13, wherein 

the multi-layer construction comprises a core layer of at least 

20 one polymeric film having a tensile modulus at 5% elongation of 

at least 8.27 MPa (l,200 psi) for mechanical support. 

15. The pressure-sensitive adhesive tape of claim 14, wherein 

the core layer is selected from the group of polymeric films 

consisting of polyethylene polymers and copolymers having a 

25 density greater than 0.940 g/cc, polyamide, polypropylene, 

polymethylpentene, polyester and combinaciqns thereof. 

16. The pressure-sensitive adhesive tape of claim 11, wherein 

the silicone-free release film is 0.05 to 0.15 mm (2 to 6 
mils) in thickness. 

30 17. The pressure-sensitive adhesive tape of claim 11, wherein 

the silicone-free release film liner consists of at least one 

linear ethylenic polymer which has been polymerized using a 

metallocene catalyst. 

18. The release film of claim 6, wherein the two release 

35 surfaces have different maximum release force values. 
····· 

19. The pressure-sensitive adhesive tape -of claim 13, wherein 

the two release surf aces have different maximum release force 

values. 

\ \11\11\ \\\I\\ Ill\\ \\1\1 \\ \ti\ 
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- o.s lb/inch) range. Similar, undesirable, hiqh release 
force values are disclosed in U.S. Pat. No.s-A-4,339,485 and A-
4,425,176 for low density ethylene/alpha-olefin copolymers and 

. . 

blends of these copolymers with medium density polyethylene 
s used as release liners for pressure sensitive acrylic adhesive 

articles. Hiqh pressure sensitive adhe•ive release force 
. i 

values are disclosed for a broad range of low density 
polyethylene and alpha-olefin copolymers in JP-A-94-99551, JP­
A-93-329985 and JP-A-93-286096. 

10 A new claaa of low denaity polyolef ina manufactured utilizing 

met&llacene catalysts c•metalloc~ne polymer•") are inherently tacky, blocky 

and self•adherent materials al'ld would be exp•cted to yield even higher 

releaaa force v&luas from preaaure eenaitive adha•ivea than the· 

conventional polyolefine described above. 7or example, WO 95/00333. 

15 discloses the adhesive lamination of met•llocene polymers ~o make flexible · 
. . 

films and packages, auch a• heat shrinkable filma for packa9in9 foada. 

Commercially used premium, low force release f llms tor 
pressure sensitive adhesives presently are fabricated from 
fluoropolymers or silicone polymers, or by using silicone 

20 coatings on support materials such as polyester or paper. see, 
for example, u.s. Pat. No.-A-5,380,!572, and U.S. Pat. No.~A-
5,451,440. The fluoropolymars; fluoroethylene propylene 
copolymer (FEP) and polytatrafluoroethylene (PTFB), typically 
exhibit force-to-release values from pressure-sensitive 

2s adhesives. in the 14-27 g/cm(o.os - 0~15 lb/inch) ranqe, while 
silicone coated polyester (Mylar) has an average force-to­
release value in the 9-18 9/cm (0.05 - 0.10 lb/inch) range. 

These release film materials are effective, but have 
certain deficiencies. Silicone materials migrate into the 

30 adbesiveand are carried over into the finished product 
assembly containing the adhesive where the silicone may reduce 
the effectiveness -of ~· adhesive, interfere with the 

application of paint or other coatings and components, or 
present detects upon storage or use of the final product 

35 assembly. The cost of FEP and PTFE is a deterrent to their 
use as disposable liners in adhesive film production. These 
fluoropolymers are typically used as release !ilms only in 
expensive specialty applications re~iring very high 
temperature tolerances. 

2 .. 
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Other materials suggested for release tiims are primarily 
intended for release frol:I non-adhesive surfaces and inc.i..ude, 
_for example, the polymethylpentene materials desc.ri:bed i.n U.S. 

Pat. No-A-5,080,979 for use as a coverlay in the manufacture of 
5 printed circuit boards for electronic components. Another 

example of a non-adhesive surface release material, a 
carboxylic anhydride cross-linked. ethylenic polymer which 
leaves a clean surface af~er peelinq, is disclosed in. ~P-A-as-
245549. 

10 Copolymers of acrylate esters are suggested in u.s. Pat. 

No. -A-5,393, o·os for use with pressure sensitive adhesive t.ape, 
but no release force values are provided. 

It has been d.iscove:):'ed that a selected class of linear, 
low density ethylenic polYJrL2rS and copolymers characterized by 

lS a uniform molecular distribution have excellent.low force 
re1ease film properties and may be used as economical, 
disposable release liners in adhasive film pr.oduction witho~t a 
silicone coating. This class includes certain of the new 
metal~ocene polymers known to be tacky, blocky and self-

20 adherent. Thus, the low release foroe values from pressure 
sensitive adhesives deseribed herein were entirely unexpected 
for this class· of polyme?:·ic materials. 

The invention is a release film tor adhesive& comprising ae lea.st en• 

olefinic polymer, character~:ed in that the ~elease film is 0.01 ~~ C.5 mm 

25 (0.S to 20 mile) in thickr.ess and nae a maxi.nal.lm raleasa fore• value of 39 

g/r:m (0.22 lbs/inc=h) ir. an !nst~on Medel Ro. 1445 Machine adhesi.ve peel 

~est at a film thickness o! 0.1 to a.is mm (4-6 mils); and the release 
film consists of. a linea.r ethylenic polymer having· a density 
from o.865 q/cc to 0.900 g/ec and an index of polydispersity of 

30 less than 5.0, wherein. the release film is substantially free 

ot silicone. 
The linear etnylenic polymer may be a polymer of ethylene 

or a copo1ymer ot ethylene and at least one comonomer, 
preferably an alpha-olefin, se1ected from the 9roup consis~inq 

35 ot propy1ene, butene, -pentene, hexene, methylpentene and 
octane. Blends of these polymers may be used. 

The release film may be a nonolayer film or may ~urther 

comprise an even number of polymeric film layers lamina~ed onto 
a core layer to provide a multi-layer construction having two 

3\, 

AMENDED SHEET 
IPEA/EP 



EPA/EPU/OEB Rij~wijh. :31- 3-98.: 
:.!t)~)~i- 11 j/'Tt')l ,, .. , ....... , 

0.:.3263 

release surfacesr each surface having a maximum release force 
value of 39 g/cm (0.22 lbs/inch) at a film thickness of 0.1 to 
0.15 (4-6 mils) in an adhesive peel test. The multi-layer 
construction.may comprise at least one polymeric film layer 

5 havinq a tensile modulus at.st elongation of at least 8.27 MPa 

(1,200 psi) for mechanical support. This mechanical support 
layer may comprise at least one high density ethylenic polymer 
(e.q., having a density greater than about 0.940 g/cc). The 

mechanical support layer may comprise films of other polymers 
10 or combinations of polymers, such as polyamide, polypropylene 

or polymethylpentene, havinq a tensile modulus at si elonqation 
of at least· 8.27 MPa. 

'rhll multi-layilJ: rel•••• film may consist. of outer layer• having 

different •axi.l:llum release force •atuee ~c form a differential ~elaaee film. 

The invention al.eo include• pres_1ure-sensitiva •dhasive tape 

compri•iQg &t least one laminate of a p~eaaure-sensitive adhe•ive layer and 

a •ilicone-free relaa1e film liner, character1&ed in that whan the tape ie 

teated in an lnatron Model No. 1445 Machine adhesive pael tast, the release 

fllm liner baa a maximUll.relaaae force value of 39 g/cm (0.22 lbs/inch) 

20 f~om the preaaure-aensitiva adh•aive layer at a film thickness of 0.1 to 

0.15 (4•6 mils), and the release film comp~isea at least ol\e linear. 

ethylenic polymer having a densi~y fro~ 0.865 g/cc to o.900 g/cc and an 

index of polydi1persity of l••• than s.o. 
'l'he pressu~e-senaitiv• adhesive tape may be in the form cf a rolled 

25 sbeet suitable for oonve~sion into smaller artic1es. The rolled eheets of 

tape may b• supplied in bulk for use in the assembly of prQducts being 

manufactured using a layer of th• adheeive. The adhesive layer is 

preferably in tha form Of a aolid or ~extured Sheet er a fo..-. 

Desc;iption of tba Drawing 
30 Figure 1 graphically illustrates the relationship between 

the density of the polymers used in the release films of the 

invention and the films release force values for release from a 
. . . 

pressure-sensitive adhesive. Details of the test used to 
qenerate Figure 1. are provided in Exaxnple 9, below. 

JS. Description of th' lr•ferrld E!hod!ment 
conventional linear ethylenic polymers and./or copolymers 

have tJOod adhesion to substrates.at elevated temperatures as 
wall as to themselves at room and elevated temperatures. ~or 

this reason, anti-block agents and slip additives are usually 

4, 
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added to the polymers to eliminate difficulties during 

processinq and durinq the winding and unwinding of film rolls 

made from these poiymeric_films •. We unexpectedly discovered 

that in contrast to these characteristics of conventional 

s polymers, certain linear jow density ethylenic polymera and/or 
copolymer films exhibit excellent release p~operties from 
pressure sensitive adhesive s~rfacas, for example, acrylic­
based, pressure-sensitive adhe3iVe films. 

As used herein, ''low density polyethylene" refers "Co 
· 10 conventional branched polymers of ethylene havi~g a density of 

about 0.910 to 0.925 q/cc at 25 °C. 0 Mediuni density 

polyethylene" and "high ·density poly-ethylene" refer, 

respectively, to linear ethylene homopolymers having densities 
in the range of about 0.925 to 0.940 g/cc and 0.940 q/cc and 

15 greater. HLinear low density polyethylene" refers to the 
conventional class of substantially linear polymers of ethylene­
having a density no qi:eater than o .9!0 g/cc. Where these 
density classification;; ·are indicated for "ethylenic polytners" 

they include homopolymers and copolymers of ethylene with one 
20 or more comonomers. 

Linear low density ethylenic polymers suitable for use in 
the release films of the invention (hereinafter 11LLDPE")include 

substantially linear polymers of ethylene, with or without or.e 
or more comonomers, having a density from_0.865 to 0.900 g/cc, 

25 and a narrow molecular we;ight distribution. Preferred 

comonomers for use in the copolymers include a.-elefins at a 

mole percenta.qe of 1 to llJ percent. While the LLDPEs preferred 
for use in the invention are. those polymerized with metallocene 
catalysts, any LLDPE havin9 the necessary density and molecular 

30 weiqht distribution-and yielding acceptable peel test release 
force values from gressure-sensitive adhesiye surfaces may be 

used. 
As used herein, "metallocenes" refers to polymerization 

catalyst systems such as the system discloseq in u.s-. Pat. No.-
3S A-5,191.,052. Metallocenes are complex co:!lbinations of a metal 

atom compound with cyclopentadienyl qroups (Cp). The 
metallccenes are a "sandwich complex" arrangement of two cp 
groups and a Group IV Transition 
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mils), and most preferably, 0.10 to 0.15 mm (4 to 6 mils) in 
thickness. 

. Followin9 the extrusion of a film having the required 

thickness, the film may be cut to the required size and/or 
S wound upon itself to form a roll of tape in bulk for furt..~er 

handling, e.q., coating with an adhesive composition, solution 
or foam; or use industrially in the manufacture of. other 
products. 

Force-to-r&leaae Talues cf the films are determined accordinq to the 

10 .following procedure used induS'trially for 1:esting px-essux-e-se:isitive-

adhes1ve release liners (an Ins~ron Model Ne. 1445 Machine adhesive peel 

test). sainple& cf film o~ liner a~ a film thickness of O.l to 0.15 mm are 

cut using a standard device for cuttin9 samples to 2.54 cm (l 

± 1/32 inches) in width by 25.4 cm (lo inches) in length 
IS representinq different parts of an adhesive film roll, L.e., 

the front, center,·and hack of each finished roll tested. !'he 

sample is applied to a pre-cast sheet (substrate) and. placed in 

an Instron tensile test machine· (model No. 1445) capable of 

operating at 101.6 onr (40 inches) per minute cross-head speed 

20 with the recorder set to record on a 2. 2 Kg ( l . pound) full 

soale load range. The film being tested is c·lamped in the top 

grip of the machine and the pre~c:ast. sheet in the bottom .grip. 

As the cross-head or the machine moves at the preset.speed, the 

film and the sul:Jstrate are allowed to separate at a natural, 

25 uninfluenced anqle. Force-to-release readings are taken from 

the chart recorder, and any spikes in release are marked and 

any assignable causes such as air pockets are noted. Tests of 

the release characteristics are performed at room temperature 

and then repeated after aging t~e samples at 52 °c (125 °F) for 

30 72 hoUJ.9s. For film samples having a thickness outside of the 

test specification, the force-to-release values are observed to 
ba proportion~l to the thickness of the tilm and are a 
function, in part, of the modulus of the film which is also 

proportional to the film thickness. For example, a sample of a 

35 film tested at 0.1 :mm ·in thickness whieh has a foree-tQ reiease 

value of 30 q/cm, will have a force-to-release value of atout 
JOO 9/cm when the identical. film is tasted at a sample 
thickness of 1.0 mm. 
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5% oleamida in a matallocene catalyzed polyethylene resin 

carrier and is produced using industrial equipment known in the 

art. The Polybatch EXT 206F processing aid concentrate is 

composed of 31 procesainq aid in a metallocene catalyzed 

5 polyethylene resin carrier and is produced using industrial 

equipment known in the art. The skin layers A1 were produced 

usinq a 60mm (2.36 inch) diameter extruder ~hile the inner 

layers A2 were produced using a. second 60mm (2.35 inch) 

diameter extruder. The HOPE layers (B) were produced using a 

10 3. 5 inch ( 88. 9mm) diameter extruder. 'rhe three extruders fed a 

coextrusion feed block which in turn fed a 40.6cm (16 inch) 

diameter blown film die. The blow up ratio was approximately 

2.4 to 1 to yield a film layflat width of approximately 152.4 

c~ (60 inches) and a trimmed film width of 147.J cm (58 

IS inches). The overall film thickness ot the samples produced 

was 0.127 mm (0.005° inches) with the i~dividual layer thickness 

as follows: A1 • A2 • 0.0121 mm. (0.0005 inches), and B • o.038 

mm (0.0015 inches). The force to release of the film described 

above was evaluated according to the procedure detailed above. 

20 Properties of this film appear below in Table 1. 

It fs understood that various other modifications will. be 

apparent to ancl can be readily made by those skilled in the art 

without departing from the scope of the present invention. 

Accordingly, it is not intended that the scope of the claims 

25 appended hereto be limited to the description set forth above 

J:>ut rather that the claims be construed a.s encompassing· all of 

the features of patentable novelty which reside in the present 

invention, including all !eatures which would be treated as 

equivalents thereof by those skilled in the art to which the 

30 invention partai.ns ·-
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CLAIMS: 

1. A release film for adhesives comprising at least one 
o.lefiJ)ic polymer, characterized in that the release film is 
0.01 to o.s mm (0.5 to 20 mils) in thickness and has a ·maximum 

' release force value of 39 g/cnt CO. 22 lbs/ ineh) in an Instron 
Model No. 144! Machine adhesive peel test at a film thickness 

of 0.10 to 0.15 .-1 and the release fil• consists of a linear 

ethylenic polymer having a density from o.865 q/cc to 0.900 

q/cc and an index of polydispersity of less than s.o; and the 
10 release film is substantially free of silicone. 

2. The release film of claim 1, wherein the linear ethylenic 
polymer is a copolymar·of ethylene and a~ least one comonomer 

selected from the cp:oup consisting of propylene, butene, 
pentena, bexena, mathylpentene and octene, and combinations 

15 thereof. 
3. Th• release film of c1aim 1, wherein the linear ethylenic . 
polymer has an index of polydispersity of less than 3.o. 
4. The release film of claim 3~ wherein the linear ethylenic 
polymer has an index of polydispersity of less than 265. 

20 s. The release fil.Jll of claill\ 1, further comprising at least 
two layers or polymeric film laminated with the release ~ilm to 
provide a mu1ti-layer construction havinq an odd number of 
layers of polymeric film and having two release surfaces, each 
surface having a maximum release force value of 39 q/cm (0.22 

25 lbs/inch) at a film thickness of 0.10 to o.1s mm in an adhesive 
peel test. 
6. The release film of claim 5, wherein the multi-layer 
con~truction comprises a core layer of at least one polymeric 
film ha.vin9-a tensile modulus at 5' elongation of at least s.27 

30 MPa (1,.aoo psi) for :mecha,nical support. 

7. The release film of claim. 6, wherein the core layer is 

selected from tha·group of filma consisting of polyethylene 
polymers and copolymers having a density greater than 0.940 
q/ce, polyamide, polypropylene, polymetbylpentene and polyester 

35 and coml:)inations thereof. 
s. The release film ot claim l, wherein the release film is 
o.os to 0.15 mm (2 to 6 mils) in thickness. 
9. The release film of claim i, wherein the linear ethylenic 

polymer has been polymerized usinq a metallocene catalyst. 

20b 
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10. A prasaure•aaneitiva adhaaLve tape comprising at least one laminate 
of a pressu.i-e-senait.ive adhesive and a Gilicona-frea reiease film 1iner, 
ch•raat:erized in that when the tape is tested in an Instron Model No. 1445 
Machine adhesive peal teat, the release film liner has a maximum release 

S force value of 39 9/cm {0.22 lbs/inch) from (;he prasaure-eensitive adhesi.ve 
at a relaaae !Um line: thickneu of 0.10 t.o 0.15 nun, and the release. film 
liner comprisaa at least one linear ethylenic·polytuer having a deneit:y frcm 
0.865 q/cc tc 0.900 g/cc and havin9 an index of polydiepa~eit.y of less than 
s.o. 

10 11. The pressure-sensitive adhesive tape of claim 10, wherein 
the tape is in the form of a rolled sheet. 
12. 'l'he pressure-sensitive adhesive tape of claim 10, wherein 
the silicone-free release fi1m 1iner further comprises a m~lti­
layer construction having an odd number of layers of polynieric 

l! film and having two release surfaces; each release surf ace 
having a maximum release force value of 39 9/cm (0.22 lbsjinch) 
at a release i-11m liner thickness of o .10 to o .15 mm from the, 
pressure-sensitive adhesive. 
13. The pressure-sensitive adhesive tape of claim 12, w~erein 

20 the multi-layer construction comprises a core layer of at least 
one polymeric f il• having a tensile modulus at 5% elongation of 
at least 8.27 MPa (l,200 psi) for mechanical support. 
14. The pressure-sensitive adhesive tape· of claim 13, wherein 
the core layer is selected from the group of polymeric tilms 

25 consisting of polyethylene polymers and copolymer~ having a 
density greater than 0.940 q/oc, polyamide, polypropylene, 
polymethylpentene, polyester and combinations thereof. 
15. 'l'he pressure-sensitive adhesive tape ot claim 10, wherein 
the silicone-free release film is o.os to o.1s· lDJD (2 to 6 

30 mils) in thieknesa. 
16. The pressure-sensitive adhesive tape of claim lo, wherein 
the silicone-free .release film liner consists of at least one 
linear etbylenic polymer which has been polymerized using a 
matallocene catalys't. 

3S 17. The re1ease film·ot claim 5, wherein the two release 
sur~acas have different maximum release force values. 
1s. The pressure-sensitive adhesive tape of claim 12, wherein 
the two release surfaces have different maximum release force 
values. 
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(51) Abstract 

A silicone-flee zelease film comprises a linear ethylenic polymer having a density from O.S6S to 0.900 rJc:c and an index of 
polyclispenity of less than S.O and yields a maximum release force value of 39 y)cm at a film thickness of 0.10 to O.lS mm in an 
adhesive peel teat. The film is usefUl in manufacturing roJJs and sheets of ~ore-sensitive adhesive tape. 


