JABSTRACT OF THE DI SCLOSURE I n a nobil e comunication system having a
plurality of radio base stations and a nobile station, a radi o base station
selection nethod in which a radi o base station to start conmunicating with
a nobile station is selected fromanong adj acent radi o base stations
capabl e of conmunicating with the nobile sBation is provided. The nethod
I ncl udes the steps of requiring, by a radio base station in service, a
radi o channel availability report fromeach of adjacent radi o base stations
i ndicated by the nobile station, in response to a signal for requesting

connection to thepdPRALP BFaingeN,prIstsstRE a radi o base station to be
connected to themobtrie statton, based on thne radi o channel availability

reports obtained fromthe adjacént radi o base stations; and notifying the
nmobi | e station of infornmatilen anecdsisls ycbronuadoettiiocatsygt em t hat begseal ect ed

radio base Sta“ﬂﬁhrality of radio base stations and a mobile

5 station, a radio base station selection method in
which a radio base station to start communicating
with a mobile station is selected from among
adjacent radio base stations capable of
communicating with the mobile station is provided.

10 The method includes the steps of requiring, by a
radio base station in service, a radio channel
availability report from each of adjacent radio base
stations indicated by the mobile station, in
response to a signal for requesting connection to

15 the mobile station; selecting a radio base station
to be connected to the mobile station, based on the
radio channel availability reports obtained from the
adjacent radio base stations; and notifying the
mobile station of information necessary for

20 communicating with the selected radio base station.
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