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MOBILE mEpttONE SYSTEM 

PCT/GBM/01111 

This invention relates to a mobile telephone system and a method of 

providing a communication channel for mobile telephony, and has particular but not 

5 exclusive application to digital mobile systems, for example Global System for 

Mobile Communications CGSM) systems. 

In a conventional GSM mobile cellular telephone system, a mobile station 

(MS) such as a mobile telephone handset communicates through a radio link with 

one of a number of fixed base transceiver stations (BTS) distributed at different 

1 0 geographical locations throughout the area of coverage of the system. Clusters of 

BTS's are connected to a base station controller (BSC} through landlines. 

Subgroups of the BTS's may be coupled through a hub to the BSC. Groups of 

BSC 's are coupled by means of respective landlines to a mobile switching centre 

(MSC). The MSC, in addition to being connected to other BSCs, has a connection 

15 to a public switched telephone network (PSTN). The system permits 

communication to be established between two MSs, or between a MS and a 

conventional telephone connected to the mobile system through the PSTN, or to 

another network. 

Conventionally, the landlines that are used to connect each BTS to its hub, 

20 or direct to the esc. are leased from a terrestrial telecommunications system 

provider. The leased line needs to have sufficient bandwidth for the peak data 

traffic flows that occur in use in the network, with the result that during periods of 

low system utilisation, the bandwidth of the lines is not fully utilised. However, 

the leased line is rented on a continuous basis rather than on its level of utilisation 

25 and so the cost-effectiveness of the lines· decreases during periods of tow use. A 

typical so-called E1 (or T1 in the USA) leased digital line offers a bandwidth of 2 

MB/s whereas typical data rates between a BTS and its associated hub are of the 

order of 1 MB/s or less. 

Terrestrial system providers also offer digital leased lines, which can be 

30 rented with a fixed bandwidth of N x 64 kb/s, where N is an integer typically from 

1 - 30. These lower-bandwidth leased lines are suitable for providing the 

connection between each BTS and the BSC, either via a hub or directly. The 

leased line connection to a BTS suffers from a disadvantage that in order to 
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provide sufficient bandwidth when the BTS is operating close to its maximum 

utilisation level, the bandwidth needs to be selected to be higher than that needed 

for the traffic levels that occur for most of the time. This increases the cost of the 

leased line. Similarly, an E1 /T1 leased line which can deal with peak levels 

5 between the hub and the BSC may provide excessive capacity for average traffic 

levels that can occur during normal levels of utilisation of the system. Similarly, if 

the capacity of the BTS is expanded, additional bandwidth may be needed, i.e. 

another leased line may be required which will be inefficient and costly for average 

traffic flow, but needed in order to handle peak traffic flow rates. 

10 The present invention provides a solution to this problem. In accordance 

with· the invention, there is provided a mobile telephone system comprising a base 

transceiver station for providing radio communication with one or more mobile 

stations; a control station for providing call connections between a mobile station 

and other network terminations; a communication link for providing a first 

15 communication path for signals communicated between the base transceiver 

station and the control station; the base transceiver station and the control station 

funher having connections for communication with a communications network; 

and control means operable to selectively provide a second communication path, 

through the communications network, for augmenting the bandwidth available on 

20 the first communication path for signals communicated between the base 

transceiver station and the control station. 

Conveniently, the communication link comprises a leased line, so as to 

provide the first communication path, whereas the communication network is an 

integrated services digital network USON) so that the second communication path 

25 can be selectively set up through the ISDN to provide additional bandwidth for the 

signals in the event of high system utilisation. 

The ISDN is billed to the user according to the amount of time it is used 

and so the bandwidth available for the signals can be augmented by providing the 

second communication path, with the cost only being incurred for the time it is 

30 used for the second path. In this way, the leased line can be selected to have a 

bandwidth which can be used at a relatively high utilisation rate during normal 

operation, because in the event of higher utilisation rates, the second path can be 
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selectively connected to handle the additional 'peak' bandwidth requirement that 

occurs during high levels of system use • 

In a preferred arrangement, for each call traffic may be carried on either 

the first path or the second path, but control signalling between the mobile station 

5 and the network termination is always carried on the first path. 

The invention also includes a method of providing a communicatfon 

channel for mobile telephony wherein a base transceiver station provides radio 

communication with a mobile system and the base transceiver provides 

communication with a control station, the method comprising providing a first 

10 communication path with a predetermined bandwidth for signals communicated 

between the base transceiver station and the control station through a fixed 

communication link, and selectively providing a second communication path for 

signals communicated between the base transceiver station and the control station 

through a communication network for augmenting the available bandwidth for the 

15 signals. 

When a call is connected through the system, the time required to 

establish connection may typically be greater through the first path than through 

the second path, for example where the first path comprises a leased. line and the 

second path consists of an ISDN. Billing to the user is established by a "call-

20 connect" signal which is transmitted back, typically to the BTS in order to signal 

that the connection has been made and that billing can commence. Discrepancies 

could arise, either when the calf-connect signal over the leased line arrives first, in 

which case the MS user would be charged for the time between the arrival of the 

call-connect signal and the actual time of connection over the ISDN. Conversely, if 

25 the call connect signal over the ISON path were to arrive first {or the call-connect 

signal over the leased line fails to arrive at all, for example because the call is not 

answered} the mobile network operator will be charged for the ISON link before the 

MS user is connected. thereby incurring an unnecessary cost to the mobile 

network operator. Note that the ISDN call-connect signal only relates to the 

30 connection between the BTS and the SSC. 

In order to ensure that there are no such billing differences for the ISDN 

path and the route through the leased tine, the invention preferably includes means 

-------
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for initiating billing for use of the first and second paths in a predetermined time 

relationship in response to initiation of a call connection. 

Preferably, the system has means for transmitting respective call connect 

signals along the first and second communication paths in response to 

5 establishment of respective paths, and means for preventing transmission of the 

call connect signals until both paths are established and means responsive to 

reception of the call connect signals for initiating time-related billing for the first 

and second paths respectively. 

Preferably, this may be acheived by arranging that the call connect signals 

1 O are transmitted along both the first and second communications paths from one 

end to the other such that they arrive at the other end substantially 

simultaneously. 

In order that the invention may be more fully understood an embodiment 

thereof will now be described by way of example with reference to the 

15 accompanying drawings in which: 

Figure 1 is a schematic block diagram of a mobile telephone system in accordance 

with the invention; 

Figure 2 illustrates an alternative configuration in which a BTS is connected 

directly to the BSC without a hub: 

20 Figure 3 illustrates a call connection protocol; 

25 

Figure 4 illustrates in more detail signal configurations used to communicate 

between the BTS and BSC shown in Figure 2; and 

Figure 5 is a graph illustrating bandwidth variations that occur with time for data 

communication between the BTS and BSC shown in Figure 2. 

Referring to Figure 1, a cellular mobile GSM digital telephone network is 

shown which includes a plurality of base transceiver stations BTS 1, BTS2 

distributed at various locations throughout the area of coverage provided by the 

system. Each BTS 1 , 2 can communicate by digital cellular GSM techniques with 

mobile system such as mobile telephone handsets MS1, 2. As shown in Figure 1, 

30 BTS 1 and BTS2 are connected by means of leased digital landlines 1, 2 to a hub 

H 1 which is connected by landline 3 to a SSC and an associated cross-connect 

CC1. The BSC is connected by a further line 4 to a mobile switching centre MSC 

which is connected by lines 5, 6, 7 to further network terminations, both mobile 
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(via further MSCs, not shown) and· fixed fvia a conventional public switched 

telephone network PSTN}. A conventional telephone handset 8 is shown 

connected by line 9 to a digital local exchange OLE which forms part of the PSTN. 

Figures 2 and 4 show a simplified network for illustrative purposes, having 

5 a single mobile station (MS), and base transceiver site IBTS), the latter connected 

directly to the base site controller CBSCJ (i.e. not via a hub}. The BTS and BSC 

have ISDN telephone connections. The BTS and SSC are both under the control of 

a Network Managment system (NM) which monitors and controls the operation of 

the cellular network. 

10 Figure 3 is a flow chart showing seven steps S1 to $7 which take place 

during call set-up. It should be noted that step 53 takes place in parallel with steps 

S2 and S4. 

Rgure 5 is a graph of the bandwidth requirement for signal communication 

between the BTS and BSC as a function cf time. The maximum bandwidth that 

15 can be handled by path P1 is shown by dotted line 20 and the additional 

bandwidth that can be provided by path P2 is shown by dotted line 21. Thus, 

when the graph 22 lies below line 20, path P1 can be used alone but path P2 is 

required for the shaded areas 23 shown in the graph. 

Referring now to Figure 1 in more detail, the leased lines 1, 2, 3 are 

20 usually leased from a terrestrial system provider. A conventional full so-called E 1 

digital leased line offers a bandwidth of 2 MB/s. However, the bandwidth for data 

from typical BTS is of the order of 1 MB/sand so an E1 leased line would have an 

inefficient bandwidth utilisation for the connection between each BTS and the 

associated hub H 1 • An alternative offered by terrestrial system providers is to 

25 lease bandwidth on a N x 64 kb/s basis for which the GSM system provider 

leases from the terrestrial system provider a bandwidth allocation of N x 64 k/s on 

a continuous basis, N being a fixed integer selected depending upon the utilisation 

rate of the BTS. Thus, if the BTS is expected to handle a large number of calls, N 

wilt be selected at a relatively high value, whereas if the BTS is located in a 

30 position where a lower rate can be expected, N will be selected to have a lower 

value. Once selected by the system provider, N cannot readily be changed • 

Renting a line in this way is cheaper than an E1 leased line but the value of N 

needs to be carefully selected. It is to bo understood that the utilisation rate of the 

iiHliii1iHf 
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GSM system varies greatly depending on a number of factors such as the time of 

day, but not all factors can be predicted; for example, users may randomly 

distribute themselves in the vicinity of one panicular BTS at one panicular time, 

thereby raising the utilisation rate. The value of N for the line is thus selected as 

5 a compromise between the maximum possible bandwidth required for full capacity 

of the BTS and the average utilisation rate that usually occurs for the BTS. 

However. this can lead to inefficient use of the bandwidth of the lines 1. 2, 3 with 

the disadvantage that the GSM system user has to rent more bandwidth than is 

normally used, in order to deal with peak demand and thereby provide· a 

10 satisfactory service to mobile system users. 

The present invention provides a solution to this problem. Considering the 

BTS1, a second signal communication path is provided between BTS1 and the 

associated hub H 1 through an integrated services digital network ISDN 1 O (shown 

in Figure 1 in two portions 1 Oa, 1 Obi. This second communication path includes a 

15 first link 11 from the hub H 1 to the network 1 Oa and a second link 12 from the 

network 10a to BTS1. Corresponding links are provided to all of the BTS's 

connected to the hub. Thus, for BTS2, link 13 together with link 11 provide a 

corresponding second communication path to augment the first path 2. Thus, in 

accordance with the invention, the bandwidth for the first communication path P1 

20 provided by leased line 1 , can be selected to have a lower value of N than hitheno 

so that its bandwidth is used more efficiently during normal use. In the event that 

the number of calls increases so that a higher bandwidth is required between BTS1 

and H 1 , the system is operative to selectively establish a second communication 

path P2 through the ISDN 1 Oa via links 11, 12 thereby augmenting the available 

25 bandwidth. Whilst the teased line is billed on a continuous time basis, use of the 

ISDN is billed on the time for which it is connected, so that it is only necessary to 

pay for the ISDN for the period that the second communication path through links 

1 1 and 12 is actually connected. Thus, charges are only incurred whilst a 

connection is made in respect of the second communication path, so that the 

30 second path is only paid for when needed. 

Considering now the connection to the BSC, the bandwidth of the various 

signals received at hub H 1 are multiplexed and communicated on a third path 

through leased line 3 to the BSC and its associated cross connect CC1. The 

" 
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combined bandwidth of the signals distributed by the hub H1 is somewhat greater 

than the bandwidth of signals communicated between each individual BTS and the 

hub so that the use of an E1 leased line for the line 3 is appropriate. However, 

during periods of heavy use of the system, the bandwidth of the signals may 

5 exceed the available bandwidth of the line 3. In order to overcome this problem a 

fourth communication path may be established through the ISDN 1 O through 

portion 1 Ob, by means of links 14, 15 in a similar way to that described with 

reference to the BTS's. In this way, a higher level of bandwidth utilisation can be 

achieved for the line 3, with peak demand being channelled through the ISON, 

10 through links 14, 15 during periods of need, rather than on a continuous basis. 

Other architectures are possible. For example, the base transceiver sites BTS may 

be connected directly to the mobile switching centre MSC. The ISDN or similar 

network may be used to augment the bandwidth over any of the links in these 

architectures. 

16 The signal communication protocols will now be described in more detail 

with ref ere nee to Figure 2, which shows a simplified version of the network with 

only one BTS connected directly to the SSC. it being understood that the actual 

network in practice will include many links, as exemplified in Figure 1 • In Figure 2, 

the BTS is connected by a leased line P1 to the BSC and the connection can be 

20 established over path P2 through the ISON. The BTS is given its own ISDN 

telephone number. in this example, 01999 643997. Similarly, the BSC is given an 

ISDN telephone number 011 11 645444. The BTS can make a connection to the 

BSC through ISON by dialling the appropriate telephone number i.e. 01111 

646444. The BSC can similarly form a connection to the BTS. Communication 

26 through the lSDN is according to signal format LAPD, on the D channel in a 

manner known per se. 

An example of a call connection procedure will now be given, in which the 

handset MS initiates a connection to the telephone 8, which in this example has 

the telephone number of 0111 274 6991. Referring to Figure 3, at step 51, the 

30 user of the mobile handset MS operates its dial pad to dial the telephone number 

of telephone a (figure 21 and presses the "send" button in order to initiate the call • 

Signals are transmitted in GSM format to the BTS and a call connection is 

established in a conventional manner over the first communication link P 1 that 

-------·---·-----
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comprises an N x 64 kb/s leased tine connected to the BSC, and then through the 

MSC over line 4, the PSTN over line 7 and thence to the telephone 8 through the 

OLE and line 9. This is shown at step S2. 

Referring to Figure 2, network management NM may determine that the 

5 bandwidth of path P1 is insufficient to process the requested call connection and 

that it is appropriate to open a second communication path P2 through the ISDN. 

If this is the case, the BTS calls the BSC via the ISDN by transmitting calling 

signals for telephone number 01111 645444, as shown at step S3 in Figure 3. 

There may be a time difference between the time taken to open the path 

10 P2 through the ISON and the call connection through path P1 and paths 4, 7 and 

9. In particular, the call connection through path P1 may not be completed if the 

call is not answered or the called party is engaged on another call. In order to 

accommodate these different set-up times, the BSC waits for an indication from 

the MSC that the call connection to telephone 8 has been established, as shown at 

15 step 54, after which. at step 55. the BSC transmits call connect signals C1, C2 

back to the STS over the paths P1 and P2 respectively, with timings selected so 

that C1 and C2 arrive simultaneously at the BTS, as shown at step 56. Thus, the 

time billing for the call for the ISON route P2 is the same as that for the 

conventional landfine route P1 and no billing discrepancies thereby occur. 

20 The described system also allows telephone 8 to call the mobile station 

MS, in which case the connection over path P2 is established by the BSC calling 

the BTS i.e. by dialling telephone number 01999 643997. 

Similarly, the invention allows suitable control of call disconnect signals 

for paths P1 and P2. 

25 The call connection scheme is also configured to handle dropped calls 

(when the MS moves out of the radio coverage area) and handover (when a mobile 

station moves from one BTS to another). 

For security purposes, the BTS and the BSC are configured to check the 

identity of calling stations via the ISDN using calling line identifying (CLI) signals. 

30 If the calling number does not correspond to a known BSC or BTS number, the 

system may record the calling number so that data can be sent to the network 

management system NM for review and, if the number occurs regularly, further 

action can be taken if necessary. 

-------------
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The configuration of the signals transmitted between the MS, BTS and 

SSC will now be described in more detail with reference to Figure 4. The mobile 

handset MS when using GSM techniques typically transmits at a data rate 22.8 

kb/s with speech coding of 13 kb/s, over a radio link to the BTS. For the leased 

5 line P1, 4: 1 multiplexing may be used. The line P1 typically has a bandwidth of N 

x 64 kb/s in which case 4 x 13 k is multiplexed into 1 x 64 k time slots. For the 

pa~h P2, the so-called ISON2 channel provides 2 x 64 kb/s channels available for 

data transceiver which can therefore handle 8 multiplexed calls. The connection 

between the ISDN 10 and the BSC comprises 30 channels so that up to 15 BTS's 

10 can be connected to the BSC each with 2 x 64 kb/s channels. 

Since the path P2 can handle more than one call simultaneously, software 

is provided to ensure that no channels are in use before the path P2 is 

disconnected to avoid unwanted call disconnection. Also, a check can be made 

when a call is initially being set up, whether the path P2 is already open for 

15 another call, in order to avoid unnecessarily setting up a funher path through the 

ISDN. 

In an alternative configuration, the data is transmitted between the MS 

and BTS at half rate i.e. with speech at 7 kb/s in which case 8: 1 multiplexing can 

be used for the paths P1, P2. 

20 At times of low demand it is undesirable for the system to route calls by 

way of path P2. because this leaves unused capacity on path P1 , which is already 

paid for as it is a leased line. The bandwidth requirement may be judged on a call­

by-call basis in which case the local network management may instruct the 

BTS/BSC whether the path P2 is needed. However, it is undesirable for the system 

25 to select path P1 to carry a call if this would result in very little, or no, capacity 

remaining to set up further calls. It would be possible to transfer calls from one 

path to the other whilst in progress, for example if capacity is required for more 

call set-up signalling on path P1, but to the extra time required to make a signalling 

1 channel available on path P1 by transferring a call from path P1 to path P2 would 

30 increase call set-up times unacceptably •. It is therefore desirable to allocate calls to 

• path P2 such that sufficient capacity always remains on path P1 to handle the · 

signalling required for the level of call traffic expected. The decision to select path 
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P2 in order to augment the available bandwidth, can be made in a number of 

different ways. 

Firstly, it can be made according to the time of day or some other 

appropriate period determined by traffic flow trend analysis. As shown in Figure 5, 

5 the bandwidth requirement typically varies with time and for some locations, there 

may be a recognisable diurnal or other pattern, in which case path P2 can be 

switched on for periods of high use predicted by the BTS/BSC or NM. 

Also, local network management at the BTS/BSC level can detect traffic 

levels rising towards the limit 20, at which time the second path P2 is switched on 

10 to augment the available bandwidth. 

Whilst the invention has been described in connection with a GSM 

network, other transceiver techniques can be used, for example in DCS 1800, PCS 

(OCS 1900), JDC, DAMPS. The invention is also applicable to analogue cellular 

systems. 

• 
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CLAIMS 

1. A mobile telephone system comprising a base transceiver station (BTS 1} 

for providing radio communicati.on with one or more mobile stations (MS): 

5 a control station (BSC) for providing call connections f 4, 7) between a mobile 

station (MS) and other network terminations (8); 

a communication link f 1, 3) for providing a first communication path (P1, P3l for 

signals communicated between the base transceiver station (BTS) and the control 

station (SSC); 

10 the base transceiver station and the control station further having connections for 

communication with a communications network (101; and 

control means (NM) operable to selectively provide a second communication path 

tP2), through the communications network, for augmenting the bandwidth 

available on the first communication path for signals communicated between the 

15 base transceiver station <BTS) and the. control station (BSC). 

2. A system according to claim 1 including means for initiating time billing 

for the first and corresponding second paths in a predetermined time relationship in 

response to initiation of a dialled call connection between a mobile station MS and 

20 a network termination 8. 

3. A system according to claim 2, including means for transmitting which 

respective call connect signals (C1, C2) along the first and second communication 

paths (P 1, P2) in response to establishment of respective paths, means for 

25 preventing transmission of the call connect signals IC 1, C2) until both paths are 

established and means (BTS) responsive to reception of the call connect signals for 

initiating time-related billing for the first and second paths respectively •• 

4. A system according to claim 3 including means for transmitting call 

30 connect signals (C1, C2} along the first and second communication paths (P1, P2) 

from one end to the other such that they arrive at the other end substantially 

simultaneously. 
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5. A system according to claim 1, 2, 3 or 4 wherein the control means 

provides the second communication path according to the time of day. 

6. A system according to any preceding claim wherein the control means 

5 includes network management means for detecting usage of the first path and for 

selectively operatively connecting the second path in accordance with such usage. 

10 

15 

7. A system according to claim 6 wherein the control means Is arranged to 

provide the second path if detected usage of the first path exceeds a given level. 

8. A system according to any preceding claim wherein the control means 

includes means responsive to a dialled call attempt for determining whether the 

first path offers sufficient bandwidth for the call, and if not, routing the call 

through the second path. 

9. A system according to any preceding claim wherein, for each call 

connected, traffic is carried on either the first path or the second path, according 

to the operation of the control means (NM> but in either case control signalling 

between the mobile station (MS) and the network termination (8) is carried on the 

20 first path. 

10. A system according to any preceding claim wherein the control station 

comprises a controller CBSC) for controlling said base transceiver station fBTS). the 

first and second communication paths being provided between the controller (BSC} 

25 and the base transceiver station tBTS}. 

11. A system according to claim 10 including a hub CH 1) for controlling a 

plurality of the base transceiver stations (BTS1, 2J, the first and second 

communication paths 11, 2; 11, 12, 1 3) being provided between the hub and a 

30 base transceiver station. 

12. A system according to claim 11 including a plurality of said base 

transceiver stations connected to the hub, and respective said first and second 
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communication paths being provided between the hub and each base transceiver 

stations. 

13. A system according to claim 11 or 12 including a third communication 

5 path (3) between the hub and the controller (BSCJ, and means for selectively 

providing a 'fourth communication path ( 14, 15} through the network between the 

hub and controller (SSC). 

14. A method of providing a communication channel for mobile telephony, 

10 wherein a base transceiver station provides radio communication with a mobile 

system and the base transceiver station provides communication with a control 

station; the method comprising providing a first communication path with a 

predetermined bandwidth for signals communicated between the base transceiver 

station and the control station through a fixed communication link, and selectively 

15 providing a second communication path for ' signals communicated between the 

base transceiver station and· the control station, through· a communication network 

for augmenting the available bandwidth for the signals. 

15. A method according to claim 14 including initiating time billing for the first 

20 and second paths in a predetermined time relationship in response to initiation of a . 
dialled call connectjon. 

16. A method according to claim 15, in which respective call connect signals 

are transmitted along the first and second communication paths in response to 

25 establishment of the respective connections, and in which transmission of one or 

both of the call connect signals is prevented unless both connections are 

established. 

17. · A method according to claim 16 wherein call connect signals are 

30 transmitted along the first and second communication paths from one end to the 

other such that they arrive at the other end substantially simultaneously, and time 

billing is initiated for the first and second paths respectively in response to 

reception cf the call connect signals. 

------
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18. A method according to claim 14, 15, 16 or 17 wherein the second 

communication path is provided according to the time of day. 

5 19. A method according to claim 14, 15, 16, 17 or 18 wherein the second 

path is selectively operatively connected in accordance with the degree of usage of 

the first path. 

20. A method according to claim 17 wherein the second path is provided if 

10 detected usage of the first path exceeds a given level. 

15 

20 

21. A method according to claim 14, 15, 16, 17. 18, 19 or 20 wherein the 

call is routed through the second path in response to a call attempt if the first path 

does not offer sufficient bandwidth for the call. 

22. A method according to any of claims 14 to 21 wherein for each call, 

traffic is carried on either the first path or the second path, but in either case 

control signalling between the mobile station (MS) and the network termination CB) 

is carried on the first path. 

23. A method according to any of claims 14 to 22, the first and second 

communication paths being provided between a controller (BSC) and a base 

transceiver station CBTSI controlled by said controller CBSC). 

25 24. A method according to claim 23 wherein first and second communication 

paths (1, 2, 11, 12, 13} are provided between a hub (H 1 ) and one or more base 

transceiver stations IBTS 1, 2) controlled by the hub (H 1 ). 

25. A method according to claim 24 wherein a fourth communication path 

30 (14, 15} is selectively provided through the network between the hub and 

controller (BSC) to augment a third communication path (3) existing between the 

hub and the controller (BSC). ------This Sheet fias B 
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26. A mobile telephone system substantially as described with reference to 

the drawings. 

27. A method of providing a communication channel for mobile telephony, 

5 substantially as described with reference to the drawings . 

• 
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(57) Abstract 

A mobile telephone system consists of a base transceiver station (B1'S) that provides :radio communication with a mobile handset 
(MS) and also communicates with a control 11ation (BSC) tblOugh a communicadon link in the form of a lc8Bcd line which provides a 
first communicadon path (Pl) with a predetennined bandwidth for signals communicated between the BTS and the BSC. A communication 
network in the form of an ISDN iB used to provi& a selectively c:onnectablc 8CCOlld communication pa1h (P2) between the BTS and tho BSC 
BO as to augment the bandwith avaDable for the signals during periods of peak demand. In order to accommodate ditJercnt call c:onnection 
times in the system through the leased line and the ISDN, the BSCIBTS an: arranged to produce call connection signals (CIJJ, CLl2) that 
initlare billing at the same time inespective of the path Pl, P2 used to make the call connection. 
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MOBILE TELEPHONE SYSTEM 

.. 
• 

This invention relates to a mobile telephone system and a. method of 

providing a communication channel for mobile teleph_ony, and has particular but 

5 not exclusive application to digital mobile systems, for example Global System for 

Mobile Communications (GSM} systems. 

In a conventional GSM mobile cellular telephone system, a mobile station 

(MS) such as a mobile telephone handset communicates through a radio link with 

one of a number of fixed base transceiver stations (BTSl distributed at different 

1 0 geographical locations throughout the area of coverage of the system. Clusters of 

BTS's are connected to a base station controller (SSC) through landlines. 

Subgroups of the BTS's may be coupled through a hub to the SSC. Groups of 

BSC's are coupled by means of respective landlines to a mobile switching centre 

(MSC). The MSC, in addition to being connected to other BSCs, has a connection 

15 to a public switched telephone network (PSTN). The system permits 

communication to be established between two· MSs, or b.etween a MS and a 

conventional telephone connected to the mobile sy,stem through the PSTN, or to 

another network. 

Conventionally, the landlines that· are used to connect each BTS to its 

20 hub, or direct to the SSC, are leased from a terrestrial telecommunications system 

provider. The leased line needs to have sufficient bandwidth for the peak data 

traffic flows that occur in use in the network, wit_h the result that during periods of 

low system utilisation. the bandwidth of the lines is not fully utilised. However, 

the leased line is rented on a continuous basis rather than on its level of utilisation 

25 and so the cost-effectiveness of the lines decreases during periods of low use. A 

typical so-called E1 (or T1 in the USA} leased digital line offers a bandwidth of 2 

MB/s whereas typical data rates between a BTS and its associated hub are of the 

order of 1 MB/s or less. 

Terrestrial system providers also offer digital leased lines, which can be 

30 rented with a fixed bandwidth of N x 64 kb/s, where N""'is an integer typically from 

1 - 30. These lower-bandwidth leased lines are suitable for providing the 

connection between each STS and the BSC, either vie.."', a~, hub or directly. The 
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leased line· connection to a BTS suffers from a disadvantage that in order to 

provide sufficient bandwidth when the BTS is operating close to its maximum 

utilisation level, the bandwidth needs to be selected to be higher than ~hat needed 

for the traffic levels that occur for most of the time, This increases the cost of 

5 the leased line. Similarly, an E1 /T1 leased line which can deal with peak levels 

between the hub and the SSC may provide excessive capacity for average traffic 

levels that cari occur during normal levels of utilisation of the system. Similarly, if 

the capacity of the BTS is expanded, additional bandwidth may be needed, i.e. 

another leased line may be required which will be inefficient and costly for average 

10 traffic flow, but needed in order to handle peak ~raffic flow rates. 

It is known, for example from European Patent Application No 03981 83 

(Northern Telecom) for a private telephone system having a communication link 

(e.g. a private link) for providing a first communication path for signals 

communicated between two· nodes of the system to provide the nodes with 

15 further connections for communication with a communications network (e.g. a 

public network); and control means operable to selectively provide a second 

communication path, through the communications~ network, for augmenting the 

bandwidth available on the first co·mmunication path for signals communicated 

between the nodes. For each· call, traffic may be carried on either the first path or 

20 the second path, but control signalling between the mobile station and the 

network termination is always carried on the first path. This principle can be 

applied to the connections between a base transceiver station and control station 

of a mobile telephone system, by providing the communication link as a leased 

line, so as to provide the first communication. path, and providing the 

25 communication network as an integrated services digital network (ISDN) so that 

the second com,munication path can be selectively set up through the ISDN to 

provide additional bandwidth for the signals in the event of high system utilisation. 

The ISDN is billed to the user according to the amount of time it is used and so 

the bandwidth available for the signals can be augmented by providing the second 

30 communication path, with the cost only being incurred for the time it is used for 

the second path.· In this way. the leased line can be selected to have a bandwidth 

which .can be used at a relatively high utilisation rate·'.c:lu~ing normal operation, 
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becaus~ in the event of higher utilisation rates, the second path can be selectively 

connected to handle the additional 'peak' bandwidth requirement that occurs 

during high levels of system use. 

However, although the links between the base transceiver stations and 

5. control stations ·form a private network, they carry tariff-bearing mobile telephone 

calls. This causes a problem, because when a call is connected through the 

system, the time required to establish connection may typically be greater through 

the first path than through the second path, for example where the first path 

comprises a leased line and the second path consists of an ISDN. Billing to the 

10 user is established by a "cal.l~connect" signal which is transmitted back, typically 

to the BTS in order to signal that the connection has been made and that billing 

can commence. Discrepancies could arise, either when the call-connect signal 

over the leased line arrives first, in which case the MS user would be charged for 

the time between the arrival of the call-connect signal and the actual time of 

15 connection over the ISDN. Conversely, if the call connect signal over the ISDN 

path were to arrive first (or the call-connect signal over the leased line fails to 

arrive at all, for example because the call is not qnswered} the mobile network 

operator will be charged for the ISDN link before the MS user is connected, 

thereby incurring an unnecessary cost to the mobile network operator. Note that 

20 the ISDN call-connect signal only relates to the connection between the. BTS and 

the BSC. 

According to the invention, there is provided a mobile telephone system 

comprising a base transceiver station for providing radio communication with one 

or more mobile stations: a control station for providing call connections between a 

25 mobile station and other network terminations: a communication link for providing 

a first communication path for · signals communicated between the base 

transceiver station and the control station; the base transceiver station and the 

control station further having connections for communication with a 

communications network; control means operable to selectively provide a second 

30 communication path, through the communications network, for augmenting the 

bandwidth available on the first communication path for signals communicated 

between the base transceiver station and the controf-· siation; and means for 
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initiating time billing for the first and corresponding second paths in a 

predetermined time relationship in response to initiation of a dialled call connection 

between a mobile station and a network termination. 

According to another aspect, there is provided a method of providing a 

5 communication channel for mobile telephony, wherein a base transceiver station 

provides radio communication with a mobile system and the base transceiver 

station provid~s communication with a control station; the method comprising 

providing a first communication path with a predetermined bandwidth for signals 

communicated between the base transceiver station and the control station 

10 through a fixed communication link. selectively providing a second communication 

path for signals communicated between the base transceiver station and the 

control station. through a communication network for augmenting the available 

bandwidth for the signals; wherein time billing is initiated for the first and second 

paths in a predetermined time relationship in response to initiation of a dialled call 

15 connection. 

This arrangement ensures that there are no billing differences between 

calls established through the ISD.N path and calls P.stablished through the leased 

line. 

Preferably, the system has means for transmitting respective call connect 

20 signals along the first and second communication paths in response to 

establishment of respective paths, and means for preventing transmission of the 

call connect signals until both paths are established and means responsive to 

. reception of the call connect signals for initiating time-related billing for the first 

·and second paths respectively. 

25 Preferably, this may be achieved by arranging that the call connect signals 

are transmitted along both the first and second communications paths from one 

end to the other such that they arrive at the other end substantially 

simultaneously. 

In order that the invention may be more fully understood an embodiment 

30 thereof will now be described by way of example with reference to the 

accompanying drawings in which: 
.~ .... 
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Figure 1 is a schematic block diagram of a mobile telephone system in accordance 

with the invention; 

Figure 2 illustrates an alternative configuration in which a BTS is. connected 

directly to the BSC without a hub; 

5 Figure 3 illustrates a call connection protocol; 

10 

Figure 4 illustrates in more detail signal configurations used to communicate 

between the BTS and SSC shown in Figure 2; and 

Figure 5 is a graph illustrating bandwidth variations that occur with time for data 

communication between the BTS and BSC shown in Figure 2. 

Referring to Figure 1, a cellular mobile GSM digital telephone network is 

shown which includes a plurality of base transceiver stations BTS 1, BTS2 

distributed at various locations throughout the area of coverage provided by the 

system. Each BTS1, 2 can communicate by digital cellular GSM techniques with 

mobile system such as mobile telephone handsets MS 1 , 2. As shown in Figure 1 , 

15 BTS1 and BTS2 are connected by means of leased digital landlines 1, 2 to a hub 

H1 which is connected by landline 3 to a SSC and an associated cross-connect 

CC1. The BSC is connected by a further line 4 to a. mobile switching centre MSC 

which is connected by lines 5, 6, 7 to further network terminations, both mobile 

(via further MSCs, not shown) and fixed (via a conventional public switched 

20 telephone network PSTN). A conventional telephone handset 8 is shown 

connected by line 9 to a digital local exchange OLE which forms part of the PSTN. 

Figures 2 and 4 show a simplified network for illustrative purposes, having 

a single mobile station IMS), and base transceiver site (BTS), the latter connected 

directly to the base site controller (BSCJ (i.e. not via a hub). The BTS and BSC 

25 have ISDN telephone connections. The BTS and BSC are both under the control of 

a Network Management system (NM) which monitors and controls the operation 

of the cellular network. 

Figure 3 is a flow chart showing seven steps S 1 to 57 which take place 

during call set-up. It should be noted that step 53 takes place in parallel with steps 

30 S2 and 54. 

Figure 5 is a graph of the bandwidth requirement fot signal communication 

between the BTS and BSC as a function of time. The ,·:ia'~imum bandwidth that 
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can be handled. by Pnth P1 is shown by dotted line 20 and the additional 

bandwidth that can be provided by path P2 is shown by dotted line 21. Thus, 

when the graph 22 lies below line 20, path P1 can be _used alone bu~ path P2 is 

required for the shaded areas 23 shown in the graph. 

Referring now to Figure 1 in more detail, the leased lines 1, 2, 3 are 

usually leased from a terrestrial system provider. A conventional full so-called E1 

digital leased line offers a bandwidth of 2 MB/s. However, the bandwidth for data 

from typical BTS is of the order of 1 MB/s and so an E1 leased line would have an 

inefficient bandwidth utilisation for the connection between each BTS and the 

10 associated hub H1. An alternative offered by terrestrial system providers is to 

lease bandwidth on a N x 64 kb/s basis for which the GSM system provider 

leases from the terrestrial system provider a bandwidth allocation of N x 64 kb/s 

on a continuous basis, N being a fixed integer selected depending upon the 

utilisation rate of the BTS. Thus, if the BTS is expected to handle a large number 

1 5 of calls, N will be selected at a relatively high value, whereas if the BTS is located 

in a position where a lower rate can be expected, N will be selected to have a 

lower value. Once selected by the system provider.,. N cannot readily be changed. 

Renting a line in this way is cheaper than an E1 leased line but the value of N 

needs to be carefully selected. It is to be understood that the utilisation rate of 

20 the GSM system varies greatly depending on a numbe.r of factors such as the time 

of day, but not all factors can be predicted; for example, users may randomly 

distribute themselves in the vicinity of one particular BTS at one particular time, 

thereby raising the utilisation rate. The value of N for the line is thus selected as 

a compromise between the maximum possible bandwidth required for full capacity 

25 of the BTS and the average utilisation rate that usually occurs for the BTS. 

30 

However, this can lead to inefficient use of the bandwidth of the lines 1 , 2, 3 with 

the disadvantage that the GSM system user has to rent more bandwidth than is 

normally used, in order to deal with peak demand and thereby provide a 

satisfactory service to mobile system users. 

As shown in Figure 1, a second signal communication path is provided 

between BTS1 and the associated hub H1 through an integrated services digital 

·network ISDN 10 (shown in Figure 1 in two portions .l_Oc, lOb). This second 
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communication path includes a first link 11 from the hub H 1 to the network 1 Oa 

and a second link 12 from the network 1 Oa to BTS1. Corresponding links are 

provided to all of the BTS's connected to the hub. Thus, for BTS2, link 13 

together with link 11 provide a corresponding seco.nd communication path to 

5 augment the first path 2. Thus, in accordance with the invention, the bandwidth 

for the first communicc:ition path P1 provided by leased line 1, can be selected to 

have a lower value of N than hitherto so that its bandwidth is used more 

efficiently during normal use. In the event that the number of calls increases so 

that a higher bandwidth is required between BTS1 and H1, the system is operative 

10 to selectively establish a second communication path P2 through the ISDN 1 Oa via 

links 11, 1 2 thereby augmenting the available bandwidth. Whilst the leased line is 

billed on a continuous time basis, use of the ISDN is billed on the time for which it 

is connected, so that it is only necessary to pay for the ISDN for the period that 

the second communication path through links 11 and 12 is actually connected. 

1 5 Thus, charges are only incurred whilst a connection is made in respect of the 

second communication path, so that the second path is only paid for when 

needed. 

Considering now the connection to the BSC, the bandwidth of the various 

signals received at hub H1 are multiplexed and communicated on a third path 

20 through leased line 3 to the SSC and its associated cross connect CC1. The 

combined bandwidth of the signals distributed by the hub H1 is somewhat greater 

than the bandwidth of signals communicated between each individual BTS and the 

hub so that the use of an E1 leased line for the line 3 is appropriate. However, 

during periods of heavy use of the system, the bandwidth of the signals may 

25 exceed the available bandwidth of the line 3. In order to overcome this problem a 

fourth communication path may be established through the ISDN 10 through 

portion 1 Ob, by means of links 14, 15 in a similar way to that described with 

reference to the BTS's. In this way, a higher level of bandwidth utilisation can be 

achieved for the line 3, with peak demand being channelled through the ISDN, 

30 through links 14, 15 during periods of need, rather th.an on a continuous basis. 

Other architectures are possible. For example, the base transceiver sites BTS may 

be connected directly to the mobile switching centre MSC3 The ISDN or similar 
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network may be used to augment the bandwidth over any of the links in these 

architectures. 

The signal communication protocols will now be described in. more detail 

with reference to Figure 2, which shows a simplified version of the network with 

5 only one STS connected directly to the SSC, it being understood that the actual 

network in practice will include many links, as exemplified in Figure 1. In Figure 

2, the STS is connected by a leased line P1 to the SSC and the connection can be 

established over path P2 through the ISDN. The STS is given· its own ISDN 

telephone number, in this example, 01999 643997. Similarly, the SSC is given an 

10 ISDN telephone number 01111 645444. The STS can make a connection to the 

SSC through ISDN by dialling the appropriate telephone number i.e. 01111 

645444. The SSC can similarly form a connection to the STS. Communication 

through the ISDN is according to signal format LAPD, on the D channel in a 

manner known per se. 

1 5 Ari example of a call connection procedure will now be given,· in which the 

handset MS initiates a connection to the telephone 8, which in this example has 

the telephone number of 0111 274 6991. Referrir::ig to Figure 3, at step S1, the 

user of the mobile handset MS operates its dial pad to dial the telephone number 

of telephone 8 (Figure 2) and presses the "send" button in order to initiate the call. 

20 Signals are transmitted in GSM format to the STS and a call connection is 

established in a conventional manner over the first communication link P1 that 

comprises an N x 64 kb/s leased line connected to the BSC, and then through the 

MSC over line 4, the PSTN over line 7 and thence to the telephone 8 through the 

OLE and line 9. This is shown at step S2. 

25 

30 

Referring to Figure 2, network management NM may determine that the 

bandwidth of path P1 is insufficient to process the requested call connection and 

that it is appropriate to open a second communication path P2 through the ISDN. 

If this is the case, the BTS calls the SSC via the ISDN by transmitting calling 

si_gnals for telephone number 01111 645444, as shown at step S3 in Figure 3. 

There will, in general, be a time difference between the time taken to 

open the path P2 through the ISDN and the call connection through path Pl and 

paths 4, 7 and 9. In particular, the call connection thr'O"ub.n path P1 may not be 
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completed if the call is not answered or the called party is engaged on another 

call. In order to accommodate these different set-up times, the BSC waits for an 

indication from the MSC that the call connection to telephone 8 has been 

established, as shown at step S4~ after which, at stei::! S5, the BSC transmits call 

5 · connect signals C1, C2 back to the BTS over the paths P1 and P2 respectively, 

with timings selected so that C1 and C2 arrive simultaneously at the BTS, as 

shown at step 56. Thus, the time billing for the call for the ISDN route P2 is the 

same as that for the conventional landline route P1 and no billing discrepancies 

thereby occur. 

10 

15 

The described system also· allows telephone 8 to call the mobile station 

MS, in which case the connection over path P2 is established by the BSC calling 

·the BTS i.e. by dialling telephone number 0199.9 643997. 

Similarly, the invention allows suitable control of call disconnect signals 

for paths P1 and P2. 

The call connection scheme is also configured to handle dropped calls 

(when the MS moves out of the radio coverage area) and handover (when a 

mobile station moves from one BTS to another). 

For security purposes, the BTS and the BSC are configured to check the 

identity of calling stations via the ISDN using calling line identifying (CLI) signals. 

20 If the calling number does not correspond to a known BSC or BTS number, the 

system may record the calling number so that data can be sent to the network 

management system NM for review an.d, if the number occurs regularly, further 

action can be taken if necessary. 

The configuration of the signals transmitted between the MS, BTS and 

25 BSC will now be described in more detail with reference to Figure 4~ The mobile 

handset MS when using GSM techniques typically transmits at a data rate 2·2.8 

kb/s with speech coding of 13 kb/s, over a radio link to the BTS. For the leased 
. . 

line P1, 4: 1 multiplexing may be us·ed. The line P1 typically h·as a bandwidth of N 

x 64 kb/s in which case 4 x 13 k is multiplexed into 1 x 64 k time slots. For the 

30 path P2, the so-called ISDN2 channel provides 2 x 64 kb/s channels availabl~ for 

data transceiver which can therefore handle 8 multiplexed calls. The connection 
....... .:-: 
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between the ISDN 10 c=ind the BSC comprises 30 channels so that up to 15 BTS's 

can be connected to the SSC eac.h with 2 x 64 kb/s channels. 

Since the path P2 can handle more than one call simultaneously, software 

is provided to ensure that no channels are in U:se before the path P2 is 

5 disconnected to avoid unwanted call disconnection. Also, a check can be made 

when a call is initially being set up, whether the path P2 is already open for 

another call, in order to avoid unnecessarily setting up a further path through the 

ISDN. 

In an alternative configuration, the data is transmitted between the MS 

10 and BTS at half rate i.e. with speech at 7 kb/s in which case 8: 1 multiplexing can 

·be used for the paths P1, P2. 

At times of low demand it is undesirable for the· system to route calls by 

way of path P2, because this leaves unused capacity on path P1, which is already 

paid for as it is a leased line. The. bandwidth requirement may be judged on a call-

1 5 by-call basis in which case the local network management may instruct the 

BTS/BSC whether the path P2 is needed. However, it is undesirable for the 

system to select path P1 to carry a call if this wnuld result in very little, or no, 

capacity remaining to set up further calls. It would be possible to transfer calls 

from one path to the other whilst in progress, for example if capacity is required 

20 for more call set-up signalling on path P1, but the extra time required to make a 

signalling channel available on path Pl by transferring a call from path P1 to path· 

P2 would increase call set-up times unacceptably. It is therefore desirable to 

all.ocate calls to path P2 such that sufficient capacity always remains on path P1 

to handle at least the signalling required for the level of call traffic expected. 

25 The decision to select path P2, in order to augment the available 

bandwidth, can be made in a number of different ways. Firstly, it can be made 

according to the time of day or some other appropriate period determined by 

traffic flow trend analysis. As shown in Figure 5, the bandwidth requirement 

typically varies with time and for some locations, there may be a recognisable 
-. 

30 diurnal or other pattern. in which case path P2 can be switched on for periods of . 

high use predicted by the BTS/BSC or NM. 
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Also. local network management at the BTS/BSC level can detect traffic 

levels rising towards the limit 20, at which time the second path P2 is switched 

on to augment the available bandwidth. 

Whilst the invention has been described in connection. with a GSM 

5 network, other transceiver techniques can be used, for example in DCS 1800, 

PCS (DCS 1900), JDC. DAMPS. The invention is also applicable to analogue 

cellular systems. 
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' 111\lll l\ll\l 111\l l\1\1 \l llll * c L M S * CLAIMS 

CLAIM 1 DELETED 

5 2. A mobile telephone system comprising a base transceiver station (BTS 1) 

for providing radio communication with one or more mobile stations (MS); 

a control station {BSCJ for providing call connections (4, 7) between a mobile 

station (MS) and other network terminations (8}; 

a communication link (1, 3) for providing a first communication path (P1, P3) for 

10 signals communicated between the base transceiver station (BTS) and the control 

station (BSCl;. 

the base transceiver station and the control station further having connections for 

communication with a communications network ( 1 0); 

control means (NM) operable to selectively provide a second communication path 

15 (P2), through the communications network, for augmenting the bandwidth 

available on the first communication path for signals communicated between the 

base transceiver station (BTS) and the control statiofl (SSC); and 

means for initiating time billing for the first and corresponding second paths in a 

predetermined time relationship in response to initiation of a dialled call connection 

20 between a mobile station MS and a network termination 8. 

3. A system according to claim 2, including means for transmitting 

respective call connect signals (C1, C2) along the first and second communication 

paths (P1, P2) in response to establishment of respective paths, means for 

25 preventing transmission of the call connect signals (C1, C2) until both paths are 

established and means (BTS) responsive to reception of the call connect signals 

for initiating time-related billing for the first and second paths respectively .. 

4. A system according to claim 3 including means for transmitting call 

30 connect signals (C1, C2) along the first and second communication paths (P1, P2) 

from one end to the other such that they arrive at the other end substantially 

simultaneously. 
:-.· 
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5. A system according to claim 2, 3 or 4 wherein the control means provides 

the second communication path according to the time of day. 

5 6. A system according to any preceding claim wherein the control means 

includes network management mean:> for detecting usage of the first path and for 

selectively operatively connecting the second path in accordance with such usage. 

7. A system according to claim 6 wherein the control means is arranged to 

1 0 provide the second path if detected usage of the first path exceeds a given level. 

8. A system according to any preceding claim wherein the control means 

includes means responsive to a dialled call attempt for determining whether the 

first path offers sufficient bandwidth for the call, and if not, routing the call 

1 5 through the second path. 

9. A system according to any preceding claim wherein, for each call 

connected, traffic is carried on either the first path or the second path, according 

to the operation of the control means (NM) but in either case control signalling 

20 between the mobile station (MS) and the network termination (8) is carried on the 

first path. 

1 0. A system according to any preceding claim wherein the control station 

comprises a controller (SSC) for controlling said base transceiver station (STSJ, the 

25 first and second communication paths being provided between the controller (SSC) 

and the base transceiver station (STS). 

11. A system according to claim 10 including a hub (H1) for controlling a 

plurality of the base transceiver stations (STS 1, 2), the first and second 

30 communication paths ( 1, 2; 11, 12, 13) being provided between the hub and a 

base transceiver station. 

..~~ ... 
) 
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12. A system according to claim 11 including a plurality of said base 

transceiver stations connected to the hub, and respective said first and second 

communication paths being provided between the hub and each base: transceiver 

stations. 

13. A system according to claim 11 or 12 including a third communication 

path (3) between the hub and the controller (BSCL and means for selectively 

providing a fourth communication path ( 14, 1 5) through the network between the 

hub and controller (BSCl. 

CLAIM 14 DELETED 

15. A method of providing a communication channel for mobile telephony, 

wherein ~ base transceiver station provides radio communication with a mobile 

1 5 system and the base transceiver station provides communication with a control 

station; the method comprising providing a first communication path with a 

predetermined bandwidth for signals communicated. between the base transceiver 

station and the control station through a fixed communication link, selectively 

providing a second communication path for signals communicated between the 

20 base transceiver station and the control station, through a communication network 

for augmenting the available bandwidth for the signals; wherein time billing is 

initiated for the first and second paths in a predetermined time relationship in · 

response to initiation of a dialled call connection. 

25 16. A method according to claim 15, in which respective call connect signals 

30 

are transmitted along the first and second communication paths in response to 

establishment of the respective connections, and in which transmission of one or 

both of the call connect signals is prevented unless both connections are 

established. 

17. A method according to claim 16 wherein call connect signals are 

transmitted along the first and second communication p~tti~ from one end to the 
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other such that they arrive at the other end substantially simultaneously, and time 

billing is initiated for the first and second paths respective:lv in response to 

reception of the call connect signals. 

5 18. A method according to claim 15, 16 or 17 wherein the second 

communication path is provided according to the time of day. 

i 9. A method according to claim 15, 16, 17 or 18 wherein the second path is 

selectively operatively connected in accordance with the degree of usage of the 

10 first path. 

20. A method according to claim 17 wherein the second path is provided if 

detected usage of the first path exceeds a given level. 

15 21. A method according to claim 15, 16, 17, 18, 19 or 20 wherein the call is 

routed through the second path in response to a call attempt if the first path does 

not offer sufficient bandwidth for the call. 

22. A method according to any of claims 15 to 21 wherein for each call, 

20 traffic is carried on either the first path or the second path, but in either case 

contr"ol signalling between the mobile station (MS) and the network termination (8) 

is carried on the first path. 

23. A method according to any of claims 15 to 22, the first and second 

25 communication paths being provided between a controller (BSC) and a base 

transceiver station (BTSl controlled by said controller (BSC). 

24. A method according to claim 23 wherein first and second communication 

paths (1, 2, 11, 12. 13) are provided between a hub (H1) and one or more base 

30 transceiver stations (8TS1. 2) controlled by the hub (H1 ). 



,..--------------..:...::....----------------------· -- ··----

..,,; ·•. 

5 

. 16 ' 1111111111111 11111 1111111 1111 
* C L M S * 

02/07/97 15:42 U:\r .. i"ENTS\WORD\24977W0.COC 

25. A method according to claim 24 wherein a fourth communication path 

( 14, 1 5) is selectively provided through the network between the hub and 

controller (SSC) to augment a third communication path (3) existing b_etween the 

hub and the controller !BSC). 

26. A mobile telephone system substantially as described with reference to 

the drawings. 

27. A method of providing a communication channel for mobile telephony, 

· 1 O substantially as described with reference to the drawings. 

AMENDED SHEET 


