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ELECTRON BEAM LITHOGRAPHY WITH REDUCED CHARGING EFFECTS 
Background of the Invention 

·This invention relates to charged beam lithography and more 
particularly to direct-writing electron beam lithography. 

Charged beam lithography involves bombarding a resist layer with a 
scanning charged beam whose intensity varies with time (i.e., a spatially selective 
scanning beam having a prescribed resulting lateral pattern). The charged beam is 
typically an electron beam (a "direct-writing electron beam"). The resist layer is 
located on a workpiece. The workpiece typically comprises a transparent substrate 

10 to be used for a phase-shifting mask or a semiconductor wafer to be used for an 
integrated circuit. 

The resist layer is developed after the bombardment, whereby a desired 
pattern of openings is formed in the resist layer in accordance with the resulting 
lateral pattern of the charged beam. Then the thus patterned resist layer is used for 

15 defining features in the workpiece--i.e., for patterning the workpiece in accordance 
with the lateral pattern of the beam, using the patterned resist layer as a patterned 
mask. For example, using a semiconductor wafer as the workpiece, the patterned 
resist layer is bombarded with ions that are thus implanted into the wafer or that 
react with the wafer to form indentation ("recess") regions in the wafer. 

20 Alternatively, the patterned resist layer is used as a patterned mask for the deposition 
of patterned metal layers on the wafer, in order to metallize integrated circuits. 
Using a transparent substrate (with a patterned layer of opaque portions on typically 
one of its major surfaces) the patterned resist layer is used as a patterned mask for 
spatially selectively removing portions of the thickness of the transparent substrate, 

25 or portions of the thickness of the opaque layer, or of both--i.e., portions of the 
workpiece. Moreover, the patterned resist layer is typically completely removed 
after being used as a patterned mask in conjunction with the semiconductor wafer or 
with the transparent substrate. 

A known method for defining a desired pattern in a resist layer involves 
30 exposing the resist layer to a direct-writing, scanning electron beam, followed by wet 

developing the resist layer, whereby the desired patterned resist layer is formed. One 
problem that arises is called "charging effects"--that is, electronic charges that are 
introduced by the electron beam at earlier moments of times during the scanning 
undesirably laterally defect the electron beam at neighboring locations at subsequent 

35 moments of time, whereby the resulting pattern of exposure of the resist layer to the 
electron beam is not the same as was desired. 
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In a paper authored by Keiko Yano et al., entitled "A New Process for 
Reducing the Charging Effect in Electron Beam Lithography," and published in 
JJAP Series 4, Proc. of 1990 Intern. MicroProcess Conference, pp. 147-150 (1990), a 
method of patterning an electron-beam-sensitive resist layer is taught with desirably 

5 reduced charging effects. In that method, a direct-writing (scanning) electron beam 
is used for producing the desired pattern in the resist layer after the latter has been 
exposed to the beam and has been wet developed, but with the addition of a 
grounded electrically conductive organic layer overlying the resist layer during the 
electron beam bombardment of the resist layer, and with the addition of an 

10 intermediate protective layer intervening between the conductive organic layer and 
the resist layer. The conductive organic layer is transparent to the electron beam, 
and its purpose is to remove the undesirable charges by conducting them to ground. 

The conductive organic layer is formed by spin-coating from a solution 
of the polymer in an organic solvent. The purpose of the intermediate protective 

15 layer is to suppress undesirable global removal of the resist layer by the organic 
solvent during the spin-coating process. This protective layer can simply be a 
polyvinyl alcohol (hereinafter "PVA") layer, which can be removed--subsequent to a 
removal of the conductive organic layer after the electron bombardment has been 
completed--by means of simply dissolving it in water. 

20 Disadvantages of the foregoing method can arise from a formation and 
subsequent accumulation of unwanted polymer residues at the interface of the PV A 
and resist layers. More specifically, the unwanted residues can coat the workpiece 
and thus render it difficult to transfer the pattern of the patterned resist layer to the 
workpiece. Disadvantages can also arise from the random localized formation of 

25 unwanted pinholes in the resist layer during the removal of the conductive organic 
layer, owing to the porousness of the PVA layer and to the solubility of the resist in 
the organic solvent that is used to dissolve the conductive organic layer. More 
Specifically, pinholes in the protective layer enable the solvent, which is 
subsequently used for removing the conductive organic layer after the electron 

30 bombardment has been completed, to penetrate down to, and to dissolve localized 
portions of, the resist layer. Therefore, alleviation of one or both of these 
disadvantages is desirable. 
Summary of the Invention 

The invention is defined in claim I. Embodiments of the invention are 
35 given in the dependent claims. 
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As used therein and herein, the term "actinic" is used to denote 

radiation--such as a beam of electrons--that modifies the development properties of 

the resist layer wherever the beam of actinic radiation impinges on it. 

Also, the term "dry etching" includes such etching processes as reactive 

5 ion etching ("RIE"), chemically assisted ion beam etching ("CAIBE"), plasma mode 

etching, ion milling, electron (cyclotron resonance) beam etching, and microwave 

etching. 

Brief Description of the Drawing(s) 

FIGS. 1-6 are cross-sectional elevational views of successive stages of 

10 implementation of a lithographic process in accordance with a specific embodiment 

of the invention. 

Only for the sake of clarity, none of the drawings is to scale. 

Detailed Description 

Referring to FIG. 1, a structure 100 comprises a transparent substrate 10, 

15 such as quartz, on whose top major surface a patterned chromium layer 10.5 has 

been formed. The structure 100 represents an early stage in the fabrication of a 

phase-shifting mask. The structures 200, 300, 400, 500, and 600 represent 

successive later stages. 

An electron-beam-sensitive resist layer 11 overlies both the chromium 

20 layer 10.5 and the substrate 10. An intermediate protective layer 12, typically 

polyvinylalcohol ("PV A"), overlies the resist layer 12; and a grounded electrically 

conductive organic layer 13 overlies the protective layer 12. The protective PVA 

layer 12 typically has a thickness of 0.15 µm. 

The conductive layer 13, for example, is a spun-on crystallized solution 

25 of a complex TCNQ salt, such as N=actylisoquinolinium-tetracyanoquinodirnethan, 

a polymer resin, and an organic solvent. This conductive layer 13 typically has a 

thickness of approximately 0.1 µm. 

While the conductive layer 13 is grounded, a direct writing electron 

beam 15 spatially selectively scans and hence bombards certain portions of, among 

30 other things, the resist layer 11, according to a pattern determined by the lateral 

pattern of the scanning electron beam. In this way, the thus electron-bombarded 

portions of the resist layer 11 receive a 10 keV electronic charge dose typically in the 

approximate range of l.O-to-1.2 µc/cm 2 (micro-coulomb per square centimeter) for a 

resist layer comprising poly(butene sulfone) having a thickness of approximately 

35 0.7 µm. In this way, the thus electron-bombarded portions of the resist layer are 

sensitized to a subsequent development process, as described more fully below. 
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Next (FIG. 2), the conductive layer 13 is removed by dry etching it with 
an oxygen ion plasma. The layer 13.1 (FIG. 2) represents the thickness of the 
layer 13 that remains in the structure 200 during an intermediate stage of the etching. 

This etching is continued so that a small portion of the thickness--typically 

5 approximately 0.05 µm--of the protective PV A layer 12 is also removed. Then 

(FIG: 3), the PV A layer 12 is completely removed, as by dissolving it in water 

solution 30. The layer 12.1 (FIG. 3) represents the thickness of the layer 12 that 

remains in the structure 300 during an intermediate stage of this dissolution in water. 
Next (FIG. 4), an oxygen plasma removes, by dry etching, a small 

10 fraction of the thickness of the resist layer 11. Typically this thus removed thickness 

is approximately 0.05 µm in case the resist layer 11 has the above-mentioned typical 

original thickness. 

In FIG. 4 the resist layer 11.1 corresponds to an intermediate stage of 

the resulting structure 400 during this etching; in FIG. 5 the resist layer 11.2 

15 corresponds to the stage of the resulting structure 500 that is attained after this 

etching has been completed. 

Thereafter, an aperture (FIG. 6) is formed in the resist layer 11.2, 

typically by wet development. Next, a suitable flood reactive-ion-etching beam, 

typically containing fluoride ions, is directed at the top surface of structure being 

20 fabricated in order to etch the quartz substrate 10 in a region thereof underlying the 
aperture in the resist layer 11.2. In this way, the structure 600 is attained--namely, 

with an indentation ("recess") region 10.1 formed in the quartz substrate 10 in a 

region underlying the aperture that had been formed in the resist layer 11.2. 

Alternatively, wet etching the quartz with wet hydrofluoric acid (HF) can be used to 

25 form the recess region 10.1 in the substrate 10. 
Next, the resist layer 11.2 is removed (not shown), as by means of an 

organic solvent, as known in the art. The structure thus formed can then be used as a 

phase-shifting lithographic mask. 

Although the invention has been described in detail in terms of a 

30 specific embodiment, various modifications can be made without departing from the 

scope of the invention. For example, instead of a transparent substrate 10, a 

semiconductive substrate can be used in combination with--instead of the 

bombardment with fluoride ions through the aperture in the resist--an implantation of 

impurity or other ions into the semiconductive substrate, or a dry etching of the 
35 substrate with chlorine ions, or a deposition of a material such as metal, in order to 

create an ion implanted region in the semiconductive substrate, or to produce a 
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recess in the substrate, or to produce a patterned metallization, respectively, for 
semiconductor integrated circuits. 

Instead of dry etching the conductive layer or the protective layer (or 

both) with oxygen, other gases can be used such as nitrogen, sulfur dioxide, or a 

5 mixture of such gases. Instead of using a scanning electron beam as the actinic 

radiation beam, a scanning ion beam can be used. 
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Claims: 

1. A inethod of patterning a workpiece ( 10) in accordance with the 
lateral pattern of a spatially selective, electrically charged, scanning beam of actinic 
radiation, the method CHARACTERISED BY 

(a) directing the beam at a major surface of a conductive layer (13) that 
is lo£ated overlying a resist layer (11) that is sensitive to the beam, the conductive 
layer being transparent to the beam, the resist layer being located overlying the 
workpiece; 

(b) removing the entire thickness of the conductive layer by means of 
10 dry etching; and 

15 

(c) developing the resist layer, whereby the resist layer becomes a 
patterned resist layer in accordance with the pattern of the beam. 

2. The method of claim 1 in which the conductive layer comprises an 
organic layer. 

3. The method of claim 2, in which a protective layer (12) intervenes 
between the conductive and resist layers, further comprising between steps (b) 
and (c) 

the step of removing a fraction of the thickness of the protective layer by 
means of dry etching, followed by the step of removing the entire remaining 

20 thickness of the protective layer by means of dissolving it in a liquid solvent. 

4. The method of claim 3 further comprising, after removing the entire 
thickness of the protective layer and before step (c), the step of removing only a 
fraction of the thickness of the resist layer by means of dry etching. 

5. The method of claim 1, 2, 3, or 4 in which the conductive layer is 
25 grounded. 
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