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an electronic component with the conductive adhesive to provide an electrical connection 

between the electronic component and the conductive nanowire layer. 

[0005] In another embodiment, the present disclosure is directed to an electronic assembly 

including a flexible substrate having thereon a pattern of conductive nanowires, wherein the 

conductive nanowires are overlain by a layer of a resist matrix material; a conductive adhesive 

on the layer of resist matrix material; and an electrical contact of an electronic component in 

contact with the conductive adhesive. 

[0006] In yet another embodiment, a touch screen display includes a liquid crystal display and an 

electronic assembly.  The electronic assembly includes a glass substrate on the liquid crystal 

display, wherein the glass substrate has thereon a pattern of conductive nanowires.  The 

conductive nanowires are overlain by a layer of a resist matrix material.  A conductive adhesive 

resides on the layer of resist matrix material; and an electrical contact of a flexible circuit is in 

contact with the conductive adhesive.  A flexible transparent surface overlies the electronic 

assembly. 

[0007] The details of one or more embodiments of the invention are set forth in the 

accompanying drawings and the description below.  Other features, objects, and advantages of 

the invention will be apparent from the description and drawings, and from the claims. 

 

BRIEF DESCRIPTION OF DRAWINGS 

[0008] FIG. 1 is a schematic, cross-sectional view of a conductive nanowire layer on a substrate, 

wherein the conductive nanowire layer is overlain by a patterned resist matrix material. 

[0009] FIG. 2 is a schematic, cross-sectional view of the construction of FIG. 1 overlain by a 

strippable polymer layer. 

[0010] FIG. 3 is a schematic, cross-sectional view of the construction of FIG. 2 following 

removal of the strippable polymer layer. 

[0011] FIG. 3A is a schematic, cross-sectional view of a portion of the conductive nanowire 

layer following removal of the strippable polymer layer, and illustrating protruding nanowires. 

 


