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METHOD AND APPARATUS FOR EVALUATING MEDIA QUALITY

TECHNICAL FIELD

The present invention relates to the field of communications technologies, and in

particular, to a method and an apparatus for evaluating media quality.

BACKGROUND

Video quality evaluation is an important technology that is indispensable for a video
application. Video quality is affected by many complex factors, including: quality of service (for
example, bandwidth, packet loss, latency, and jitter) of a transmission channel, and how parameters
of video encoding and decoding ends match a transmission channel (for example, an encoding
manner, a video resolution, a video frame rate, error resilience strength, or whether a butffer control
policy of encoding and decoding ends is suitable). In addition to channel packet loss and an
encoding manner that result in video data loss, thereby reducing video quality, video rebuffering or
freezing or intermittent stop caused by channel latency and jitter can also seriously affect video
quality.

Impact of encoding quality, video rebuffering, and network packet loss is considered in

an existing video quality evaluation model:
ror _Mos,,,, = func(Qualemd,.”g,Qualbw,Qual p,)

For the encoding quality, impact of a bit stream and an encoding format is considered.

—Ax
Q ualencoding =Cy—€ €

€% and A are each a constant, and may be different values for different encoding

formats.
Network packet loss quality is calculated by using a packet loss rate, where an average

packet loss rate is first calculated within a sliding window:

N
PLRmean = _—1_ ’ Z PLR:
N 3

Maximum packet loss rates PLR, and PLR, are preset; if a packet loss rate within the

sliding window is greater than PLR, , it is considered that the quality is the worst; and if the packet
!
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loss rate is less than PLR , it is considered that the current packet loss does not affect video quality.
PLR, =min(PLR,, PLR,),and PLR, = max(PLR,, PLR, )
Packet loss quality within a period of time is:

Qual , = const-(Qual, . —1)-&+1
pl encoding

PLR —
g — 'u PLRI”L’(IIY , O S é: S 1
PLR, - PLR,

For the impact of video rebuffering, impact of the number of video rebufferings, a
re-buffering duration, and an initial buffer duration within a period of time is considered. A model is

as follows:

Qual,,, = C, +C,-INIT _PERC +C,-BUF _PERC+C,-BUF _FRQ

Final video quality is:

0T _MOS ., = Qual , - Qual, ,

In the prior art, during video quality evaluation, a multiple rebuffering event interaction
impact parameter, impact of video content, and impact of initial video quality within a period of
time are not considered. As a result, an existing video quality evaluation result is not sufficiently
accurate and there is a gap between the video quality evaluation result and subjective feelings of

people.

SUMMARY

Technical Problem

An objective of embodiments of the present invention is to provide a method for
evaluating media quality, so as to solve a problem in the prior art that a result of existing video
quality evaluation is inconsistent with the subjective feeling of people because a multiple
rebuffering event interaction impact parameter, impact of media content, and impact of initial media

quality within a period of time are not considered during video quality evaluation.

Technical Solution

The embodiments of the present invention are implemented in this way: a method for
evaluating media quality, where the method includes:
obtaining media reference quality and rebuffering event distortion quality; and

determining final media quality according to the obtained media reference quality and
2
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rebuffering event distortion quality, where

a parameter of the rebuffering event distortion quality includes at least one of the
following: the number of rebuffering events, a duration of the rebuffering event, a multiple
rebuffering event interaction impact parameter, initial media quality, and a factor describing media
content complexity.

A method for evaluating media quality, where the method includes:

dividing to-be-evaluated media into a plurality of evaluation segments;

obtaining media reference quality and rebuffering event distortion quality of each of the
evaluation segments, where a parameter of rebuffering event distortion quality of the evaluation
segments includes at least one of the following: the number of rebuffering events, a duration of the
rebuffering event, a multiple rebuffering event interaction impact parameter, initial media quality,
and a factor describing media content complexity;

calculating media quality of each of the evaluation segments according to the obtained
media reference quality and rebuffering event distortion quality of each of the evaluation segments;
and

determining final quality of the media according to the media quality that is of each of
the evaluation segments and obtained by calculation.

An embodiment of the present invention further provides an apparatus for evaluating
media quality, where the apparatus includes:

an obtaining unit, configured to obtain media reference quality and rebuffering event
distortion quality; and a determining unit, configured to determine final media quality according to
the media reference quality and the rebuffering event distortion quality which are obtained by the
obtaining unit, where

a parameter of the rebuffering event distortion quality includes at least one of the
following: the number of rebuffering events, a duration of the rebuffering event, a multiple
rebuffering event interaction impact parameter, initial media quality, and a factor describing media
content complexity.

An embodiment of the present invention further provides an apparatus for evaluating
media quality, where the apparatus includes:

an evaluation segment dividing unit, configured to divide a to-be-evaluated media file
into a plurality of evaluation segments;

an obtaining unit, configured to obtain media reference quality and rebuffering event
distortion quality of each of the evaluation segments that is obtained by dividing by the evaluation
segment dividing unit, where a parameter of rebuffering event distortion quality of the evaluation

3



10

15

20

25

30

segments includes at least one of the following: the number of rebuffering events, a duration of the
rebuffering event, a multiple rebuffering event interaction impact parameter, initial media quality,
and a factor describing media content complexity;

a calculating unit, configured to calculate media quality of each of the evaluation
segments that is obtained by dividing by the evaluation segment dividing unit according to the
obtained media reference quality and rebuffering event distortion quality that are of each of the
evaluation segments and obtained by the obtaining unit; and

a determining unit, configured to determine final quality of the media according to the
media quality that is of each of the evaluation segments and is obtained by calculating by the

calculating unit.

Beneficial Effects

It can be learned from the foregoing technical solutions that when media quality is
calculated in the embodiments of the present invention, impact of a multiple rebuffering event
interaction impact parameter, initial media quality, and a factor describing media content
complexity on the media quality is considered, thereby making a media quality evaluation result

more accurate, and more consistent with subjective feelings of people.

BRIEF DESCRIPTION OF DRAWINGS

To describe the technical solutions in the embodiments of the present invention more
clearly, the following briefly introduces the accompanying drawings required for describing the
embodiments or the prior art. Apparently, the accompanying drawings in the following description
show merely some embodiments of the present invention, and a person of ordinary skill in the art
may still derive other drawings from these accompanying drawings without creative efforts.

FIG. 1 is a flowchart of implementation of a method for evaluating media quality
according to Embodiment 1 of the present invention;

FIG. 2 is a histogram of rebuffering intervals according to Embodiment 1 of the present
invention;

FIG. 3 is a flowchart of implementation of a method for evaluating media quality
according to Embodiment 2 of the present invention;

FIG. 4 is a flowchart of implementation of a method for evaluating media quality
according to Embodiment 3 of the present invention;

FIG. 5 is a flowchart of implementation of a method for evaluating media quality
4
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according to Embodiment 4 of the present invention;

FIG. 6 is a flowchart of implementation of a method for evaluating media quality
according to Embodiment 5 of the present invention;

FIG. 7 is a structural diagram of composition of an apparatus for evaluating media
quality according to Embodiment 6 of the present invention; and

FIG. 8 is a structural diagram of composition of an apparatus for evaluating media

quality according to Embodiment 7 of the present invention.

DESCRIPTION OF EMBODIMENTS

To make the objectives, technical solutions, and advantages of the present invention
clearer and more comprehensible, the following further describes the present invention in detail
with reference to the accompanying drawings and embodiments. It should be understood that the
specific embodiments described herein are merely used to explain the present invention but are not
intended to limit the present invention.

To better understand the embodiments of the present invention, some concepts that
appear in the embodiments of the present invention are explained in the following:

Media reference quality is distortion caused due to media encoding compression and is
basic quality when different media streams are encoded into different bit rates in the case of
different encoding types.

Packet loss distortion is media frame (for example, a video frame and/or an audio frame)
damage is resulted from delay packet loss that is caused by loss or jitter of a data packet of a media
stream that is transmitted in a network channel, where bit error distortion and bit error transmission
distortion are caused by frame damage, and a degree of distortion and a distortion value depend on
the encoding basic quality.

A factor describing media content complexity represents description of complexity of
media content from the perspective of time, space, or both time and space. For example, a video
sequence that moves faster, or a video sequence that has more content details or richer colors has a
greater factor describing video content complexity.

Rebuffering event: for a video sequence, impact of a rebuffering event is specifically
presented as repeatedly displaying a previous displayed image, or continuous motionless images.
For an audio sequence, impact of a rebuffering event is specifically presented as repeatedly playing
audio of a previous frame/period of time, or being still without sound. For an audio-video sequence,

impact of a rebuffering event is a combination of the foregoing two situations.
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The embodiments of the present invention are applicable to quality evaluation of video
rebuffering, audio rebuffering, and audio-video rebuffering. Media according to the embodiments of
the present invention includes video, audio, or audio-video.

In a practical application, a rebuffering event and packet loss distortion may
simultaneously or separately appear in media.

To describe the technical solutions of the present invention, descriptions are provided in

the following by using specific embodiments.

Embodiment 1

FIG. 1 shows an implementation procedure of a method for evaluating media quality
according to Embodiment 1 of the present invention, where a process of the method is described in
detail as follows:

In step S101, obtain media reference quality and rebuffering event distortion quality.

In this embodiment, the media reference quality may be obtained by using the prior art,
which is not described in detail again herein. A parameter of the rebuffering event distortion quality
includes, but is not limited to, at least one of the following: the number of rebuffering events, a
duration of the rebuffering event, a multiple rebuffering event interaction impact parameter, initial
media quality, and a factor describing media content complexity. Alternatively, the parameter of the
rebuffering event distortion quality includes, but is not limited to, at least one of the following: the
multiple rebuffering event interaction impact parameter, the initial media quality, and the factor
describing media content complexity.

Specifically, the parameter of the rebuffering event distortion quality includes the initial

media quality, the number of rebuffering events, and the duration of the rebuffering events, where

O,y = func(Video _Quality, Rebuf _ Num,Rebuf _Len) . Alternatively, the parameter of the

rebuffering event distortion quality includes the initial media quality, the number of rebuffering

events, the duration of the rebuffering events, and the multiple rebuffering event interaction impact
parameter, where 0, , - = func(Video _Quality, Rebuf _Num, Rebuf _ Len, MultiRebuf _Factor).
Oy represents the rebuffering event distortion quality, Video Quality represents the initial
media quality, Rebuf Num represents the number of rebuffering events, Rebuf Len

represents the duration of the rebuffering events, and MultiRebuf Factor represents the multiple

rebuffering event interaction impact parameter.

Rebuf  Num =n, where n represents a total number of times the rebuffering events
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occur within a preset time.

When the duration of the rebuffering events is a weighted average duration of the
rebuffering events within a preset time, the weighted average duration of the rebuffering events
within the preset time is obtained according to a duration for which a rebuffering event lasts within
the preset time and a weighting coefficient of the rebuffering event, where a specific calculation

formula of the weighted average duration may be:

n

Z W..Len,
Rebuf Len ="'

i=1

rebuffering events occur within the preset time, Len, represents a duration for which an i

, where n represents the total number of times the

h

rebuffering event lasts within the preset time, W, represents a weighting coefficient of the i"

rebuffering event (where the weighting coefficient may be an equal constant, and may also be a
weight that is set according to a rebuffering duration; and a longer rebuffering time indicates a
greater weight, and vice versa), and Rebuf Len represents the weighted average duration of the
rebuffering events within the preset time.

Alternatively, the duration of the rebuffering events is a ratio of a total duration for
which the rebuffering events last within the preset time to the preset time, where a specific

calculation formula of the ratio may be:

n
Z Len. » where p represents the total number of times the
i

Rebuf Len =-1—u—
Time

th

rebuffering events occur within the preset time represents the duration for which the ;

> Len,
rebuffering event lasts within the preset time, 7jpe represents the preset time, and Rebuf _Len

represents the ratio of the total duration for which the rebuffering events last within the preset time

to the preset time.

Alternatively, the duration of the rebuffering events is the total duration for which the
rebuffering events last within the preset time, where a specific calculation formula of the total

duration may be:

n
Rebuf _Len = ZLeni , where n represents the total number of times the
i=0
rebuffering events occur within the preset time, Len, represents the duration for which the it
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rebuffering event lasts within the preset time, and Rebuf Len represents the total duration for
which the rebuffering events last within the preset time.

When the multiple rebuffering event interaction impact parameter is a weighted average
duration of time intervals between rebuffering events within a preset time, the weighted average
duration of the time intervals between the rebuffering events within the preset time is obtained
according to a time interval between a rebuffering event and a previous rebuffering event of the
rebuffering event within the preset time and a weighting coefficient of the rebuffering event, where

a specific calculation formula of the weighted average duration may be:

Z M, - Interval,
MultiRebuf _Factor = = , where n represents the total

>,
i=1

number of times the rebuffering events occur within the preset time, Interval, represents a time

interval between an i ™ rebuffering event and a previous rebuffering event of the i™ rebuffering

event within the preset time, for example, an interval between a start time of a current rebuffering

event and an end time of a previous rebuffering event, M, represents a weighting coefficient

(where the weighting coefficient may be an equal constant, and may also be a weight that is set
according to a rebuffering time interval; and a longer duration indicates a greater weight, and vice
versa) of the i rebuffering event, and MultiRebuf Factor represents the weighted average
duration of the time intervals between the rebuffering events within the preset time.

In this embodiment, the weighting coefficient may also be set according to a preset rule,
where the preset rule includes setting the weighting coefficient according to a length of a time
interval between rebuffering events or setting the weighting coefficient according to the number of
times rebuffering occurs within a same rebuffering time interval.

FIG. 2 is a histogram of the number of rebuffering interval times, where a lateral axis t
represents a rebuffering interval length, that is, an interval between a start time of a current
rebuffering event and an end time of a previous rebuffering event, a longitudinal axis Num
represents the number of times rebuffering occurs within a same rebuffering time interval, M,
may be set according to  Num , and a greater Num indicates a greater weight.

In this embodiment, Video Quality may be the media reference quality, and may also
be media quality after packet loss distortion. In a same rebuffering event, if Video Quality is
higher, a greater extent to which quality deteriorates. When Video Quality is the same, if

Rebuf  Num, Rebuf Len, or MultiRebuf Factor is greater, impact on media quality is
8
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greater and the media quality deteriorates more greatly.

In this embodiment, the rebuffering event distortion quality may be obtained according
to the initial media quality, the number of rebuffering events, and the duration of the rebuffering
events, and the rebuffering event distortion quality is a linear, non-linear, or linear-nonlinear

combination of Rebuf Num , Rebuf Len , and MultiRebuf _Factor , where a specific

calculation formula of the rebuffering event distortion quality may be:

[Rebuf Len] (R?bw’,_!\/m)bz
)

a9 a,

Q, rebuf ( 4 ldeO Quall ty M OSmm b b,
, J{ Rebuf _Lenj _[Reb,,uz; NW??) "

a, a,

,or

=(Video _Quality - MOS"““)-(al -Rebuf _Len" +c,- Rebuf _ Num" )

' rebuf

, Or
(a2 -Rebuf _Len™ +c, - Rebuf _‘Num"z)

Ot = (Video _Quality - MOS,. )-
(a[ -Rebuf _Len" +c, - Rebuf _Len +e[)-(a2 -Rebuf _ Num" +c, - Rebuf _ Len™ +ez) ; or
1+(al -Rebuf _Len" +c,-Rebuf _Len® +e, )-(a2 -Rebuf _ Num®™ +c, - Rebuf _ Len™ +e2)

the rebuffering event distortion quality is obtained according to the initial media quality,
the number of rebuffering events, the duration of the rebuffering events, and the multiple
rebuffering event interaction impact parameter, where a specific calculation formula of the

rebuffering event distortion quality may be:

( Rebuf _Len ][h ( Rebuf _ Num ]bz ( MultiRebuf _ Factor )[}"
) s

a, a, a;

= (Video _Quality - MOS,;, ; - 5
14 ( Rebuf _Len j ( Rebuf Num ) ’ ( MultiRebuf _ Factor )

r?l)u/’

a a; 4
or
Orety = (Video _Quality - MOS, ., )
(a, “Rebuf _Num" +c¢, - Rebuf _ Num® +el)~ ,
(a2 -Rebuf _Len”™ +c, - Rebuf _Num™ +ev) (a; - MultiRebuf _Factor™ +c, - MultiRebuf _Factor® +@3)
1+ (al “Rebuf _ Num" +c¢, - Rebuf _ Num™ + e,)~
(a2 -Rebuf _Len"™ +c¢, - Rebuf _Num® +e, ) -(af3 -MultiRebuf _Factor® +c, - MultiRebuf _Factor® +e{,)
or

Oy ={Video _Quality - MOS, .}
(a, - Rebuf _ Num®™ +¢,- Rebuf _ Num™ ~1—e,)-(u2 -Rebuf _Len™ +c,- Rebuf _ Num™ +ez)'
(n_‘ -Rebuf _Interval™ + ¢, - Rebuf _Interval® + e, ) . (u4 -MultiRebuf _Factor™ +c, - MultiRebuf _Factor™ + ed)

where Video Quality is the initial media quality, MOS , represents lowest media

9



10

15

20

25

30

quality (a constant greater than 0), Rebuf Num represents the number of rebuffering events
within an evaluation segment (a media sequence within a preset period of time), Rebuf _Len

represents a duration for which the rebuffering events last within the evaluation segment,

MultiRebuf _ Factor represents a weighted average duration of time intervals between rebuffering

events within a preset time, and @,,a,,a,,b,,b, are constants.
In step S102, determine final media quality Q, = ﬁmc(Qcm,,,,g,Q,,(,,m,) according to the

obtained media reference quality and rebuffering event distortion quality.
In this embodiment, a specific calculation formula of determining the final media quality

according to the obtained media reference quality and rebuffering event distortion quality may be:

0, = Q coding ~ O, epur » Where Q, represents the final media quality, Qeoing

represents the media reference quality, and Qo represents the rebuffering event distortion

quality.

Embodiment 2

FIG. 3 shows an implementation procedure of a method for evaluating media quality
according to Embodiment 2 of the present invention, where a process of the method is described in
detail as follows:

In step S301, obtain media reference quality, and obtain packet loss distortion quality
and rebuffering event distortion quality.

In this embodiment, the media reference quality and the packet loss distortion quality
may be obtained by using the prior art, which is not described in detail again herein. The rebuffering
event distortion quality is obtained by using the method in Embodiment 1.

A parameter of the rebuffering event distortion quality includes at least one of the
following: the number of rebuffering events, a duration of the rebuffering event, a multiple
rebuffering event interaction impact parameter, initial media quality, and a factor describing media
content complexity.

In step S302, determine final media quality @, = func(ngdmg,ka, ,m_,,Qn,h“/»)
according to the obtained media reference quality, packet loss distortion quality, and rebuffering
event distortion quality.

In this embodiment, a specific calculation formula of determining the final media quality

according to the obtained media reference quality, packet loss distortion quality, and rebuffering
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event  distortion  quality may  be: Q. = Ceoting — Dot tos1 = Loy »  Where
O ony = (Q(,M,."g —MOSmin)~ﬁtnc( Rebuf Num, Rebuf Len, MultiRebuf Factor) , Q, tepresents the
final media quality, Q,,,, represents the media reference quality, O, ,, represents the packet

loss distortion quality, and Q,,, - represents the rebuffering event distortion quality.

Preferably, the initial media quality may further be calculated according to the obtained
media reference quality and packet loss distortion quality, and the final media quality is determined
according to the obtained rebuffering event distortion quality

O,y = (Video _Quality — MOS, )+ func(Rebuf Num, Rebuf Len, MultiRebuf Factor) and  the

initial media quality that is obtained by calculation. A specific calculation formula of determining

the final media quality according to the obtained rebuffering event distortion quality and the initial

media quality that is obtained by calculation may be: Q, = Video _ Quality - Q,,,,,, where O,
represents the final media quality, Video _Quality represents the initial media quality, and Q,,,,,

represents the rebuffering event distortion quality.

Embodiment 3

FIG. 4 shows an implementation procedure of a method for evaluating media quality
according to Embodiment 3 of the present invention, where a process of the method is described in
detail as follows:

In step S401, obtain media reference quality and rebuffering event distortion quality.

When the media reference quality is the same, for a same rebuffering event, media of
different content features has different subjective quality. For example, compared with media with a
small motion, rebuffering has greater impact on media with a large motion. Therefore, in this
embodiment, a parameter of the rebuffering event distortion quality includes initial media quality,
the number of rebuffering events, a duration of the rebuffering events, and a factor describing media

content complexity, where

O,y = func(Video _Quality, Rebuf _ Num, Rebuf _ Len,Complexity _ Factor) or

Oropr = ( Video _Quality — MOS, ) - func(Rebuf _ Len, Rebuf _ Num) . func2(C0mplexity _ Factor)

Alternatively, the parameter of the rebuffering event distortion quality includes the initial media
quality, the number of rebuffering events, the duration of the rebuffering events, a multiple
rebuffering event interaction impact parameter, and the factor describing media content complexity,
=(Video _Quality— MOS, ) func(Rebuf _Len, Rebuf _ Num)- func2(Complexity _Factor)
I

where Qo
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O,y = (Video _Quality — MOS, ). func(Rebuf _Len, Rebuf _ Num, MultiRebuf _ Factor)

min

or
- func2(Complexity _ Factor)

Alternatively, the parameter of the rebuffering event distortion quality includes the number of
rebuffering events, the duration of the rebuffering events, and the factor describing media content

complexity, where O,y = Junc(Rebuf _ Num, Rebuf _Len,Complxity _Factor) . Alternatively, the

parameter of the rebuffering event distortion quality includes the number of rebuffering events, the
duration of the rebuffering events, the multiple rebuffering event interaction impact parameter, and

the factor describing media content complexity, where
O,y = func(Rebuf _Num, Rebuf _Len, MultiRebuf _ Facior,Complxity _ Factor) -

In this embodiment, in addition to using rebuffering information (including
Rebuf Num , Rebuf Len, and MultiRebuf Factor ) and/or the initial media quality in
Embodiment 1, the factor describing media content complexity is used in combination to calculate
the rebuffering event distortion quality. A greater factor describing media content complexity
indicates greater rebuffering event distortion quality.

In this embodiment, the rebuffering event distortion quality is obtained according to the
initial media quality, the number of rebuffering events, the duration of the rebuffering events, and
the factor describing media content complexity, where a specific calculation formula of the

rebuffering event distortion quality may be:

Rebu[ _Len Y ( Rebuf Num )bz ( Complexity _ Facto;: }bl

a, a, ay

Q/-e[mf = (Vlde() — Quallty - MOSmin ) : [ b by b
1+ ( Rebuf _Len J (Rebuf _ Num j ) ( Complexity _ Factor)

a, a,

q

Alternatively, the rebuffering event distortion quality is obtained according to the initial

media quality, the number of rebuffering events, the duration of the rebuffering events, the multiple
rebuffering event interaction impact parameter, and the factor describing media content complexity,

where a specific calculation formula of the rebuffering event distortion quality may be:

Rebuf _ Len ]}\ ( Rebuf _ Num ]bl ( MultiRebuf _ Factor jb' _(Comp/exily_ Factor )h"

q, a, a, a,

O,y = (Video _Quality - MOS,_)- ( h - W -
- ( Rebuf _ L(m) ( Rebuf _ Num) ’ ( MultiRebuf _ I‘ZZCIQ() ) [ Complexity _ I’aclor} :

a, 4 a,

ul

where Video Quality is the initial media quality, MOS _, represents lowest media

quality, Rebuf Num represents the number of rebuffering events within a preset time,
Rebuf Len represents a duration for which the rebuffering events last within the preset time,

MultiRebuf* Factor represents a weighted average duration of time intervals between rebuffering

12
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events within a preset time, Complexity _Factor represents media content complexity within each

preset period of time, and a,,a,,a,,b,,b, are constants.
In step S402, determine final media quality O, = fimc(Qm,mg,Q,,t,,)u_,‘) according to the

obtained media reference quality and rebuffering event distortion quality.

Embodiment 4

FIG. 5 shows an implementation procedure of a method for evaluating media quality
according to Embodiment 4 of the present invention, where a process of the method is described in
detail as follows:

In step S501, obtain media reference quality, and obtain packet loss distortion quality
and rebuffering event distortion quality.

In this embodiment, the media reference quality and the packet loss distortion quality
may be obtained by using the prior art, which is not described in detail again herein. The rebuffering
event distortion quality is obtained by using the method in Embodiment 3.

A parameter of the rebuffering event distortion quality includes initial media quality, the
number of rebuffering events, a duration of the rebuffering events, and a factor describing media

content complexity, where
O,y = func(Video _Quality, Rebuf _ Num, Rebuf _ Len, Complexity _ Factor) or
Qg = (Video _Quality - MOS,,,)- func(Rebuf _ Len, Rebuf _ Num)- func2{Complexity _Factor)

Alternatively, the parameter of the rebuffering event distortion quality includes the initial media
quality, the number of rebuffering events, the duration of the rebuffering events, a multiple
rebuffering event interaction impact parameter, and the factor describing media content complexity,

where Oropy = (Video _Quality — MOS. ., )- func (Rebuf _ Len, Rebuf _ Num)- func2(Complexity _ Factor)

or Oy = (V ideo _Quality — MOS,,.)- func(RebLg/' _ Len, Rebuf _ Num, MultiRebuf _ Fact()r)
- func2(Complexity _ Factor)

Alternatively, the parameter of the rebuffering event distortion quality includes the number of

rebuffering events, the duration of the rebuffering events, and the factor describing media content

complexity, where O,y = Junc(Rebuf _ Num,Rebuf _ Len,Complxity _Factor) . Alternatively, the
parameter of the rebuffering event distortion quality includes the number of rebuffering events, the
duration of the rebuffering events, the multiple rebuffering event interaction impact parameter, and
the factor describing media content complexity, where

Q iy = Sitnc(Rebuf _Num, Rebuf _Len, MultiRebuf _ Factor,Complxity _Factor) -
13
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In other words, the rebuffering event distortion quality may be obtained according to the
initial media quality, the number of rebuffering events, the duration of the rebuffering events, and
the factor describing media content complexity.

Alternatively, the rebuffering event distortion quality is obtained according to the initial
media quality, the number of rebuffering events, the duration of the rebuffering events, the multiple
rebuffering event interaction impact parameter, and the factor describing media content complexity.

Alternatively, the rebuffering event distortion quality is obtained according to the
number of rebuffering events, the duration of the rebuffering events, and the factor describing
media content complexity.

Alternatively, the rebuffering event distortion quality is obtained according to the
number of rebuffering events, the duration of the rebuffering events, the multiple rebuffering event

interaction impact parameter, and the factor describing media content complexity.
In step S502, determine final media quality Q, :func(Qemﬁng,ka, 7_,0_9,,Q,.(,,m_,~)

according to the obtained media reference quality, packet loss distortion quality, and rebuffering

event distortion quality.

Embodiment 5

FIG. 6 shows an implementation procedure of a method for evaluating media quality
according to Embodiment 5 of the present invention, where a process of the method is described in
detail as follows:

In step S601, divide a to-be-evaluated media file into a plurality of evaluation segments.

Preferably, the to-be-evaluated media file is divided into a plurality of evaluation
segments according to a rebuffering event or a rebuffering duration.

In step S602, obtain media reference quality and rebuffering event distortion quality of
each of the evaluation segments, where a parameter of rebuffering event distortion quality of the
evaluation segments includes at least one of the following: the number of rebuffering events, a
duration of the rebuffering event, a multiple rebuffering event interaction impact parameter, initial
media quality, and a factor describing media content complexity.

In step S603, calculate media quality of each of the evaluation segments according to the
obtained media reference quality and rebuffering event distortion quality of each of the evaluation
segments.

In this embodiment, the media quality of each evaluation segment may be obtained by

using the media quality calculation method according to Embodiment 1, 2, 3, or 4, where
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Q. = func ( Qi( e Q” ) .

In step S604, determine final quality of the media Q = func(Q,) according to the
media quality that is of each of the evaluation segments and obtained by calculation, where Q
represents the final quality of the media, and Q, represents the media quality of each evaluation

segment (a media sequence within a preset period of time).

Specifically, a weight for each evaluation segment is set according to a rebuffering
duration of rebuffering events in each evaluation segment, or a weight for each evaluation segment
is set according to a rebuffering quality score of each evaluation segment or a rebuffering model
effect factor.

A weighting operation is performed on the media quality of each evaluation segment of
the media according to the set weight, and a weighted average value obtained after the weighting

operation is used as the final quality of the media (for example, O=0, xa, +0Q, xa, +...+0, xa,,
where a, represents a weight of an i evaluation segment). Alternatively,

when media quality of N evaluation segments is lower than preset media quality, lowest
media quality of the N evaluation segments or average media quality of the N evaluation segments

is used as the final quality of the media, where N is an integer greater than or equal to 1.

Embodiment 6

FIG. 7 shows a composition structure of an apparatus for evaluating media quality
according to Embodiment 6 of the present invention, and for ease of description, only shows a part
related to this embodiment of the present invention.

The apparatus for evaluating media quality may be applied to various information
terminals (a television set, a mobile phone, a computer, a personal digital assistant, and the like),
may be a software unit, a hardware unit, or a unit combining software and hardware that operates in
these terminals, and may also be integrated into these terminals as an independent add-on, or
operate in an application system of these terminals.

The apparatus 7 for evaluating media quality includes an obtaining unit 71 and a
determining unit 72. Specific functions of the units are as follows:

The obtaining unit 71 is configured to obtain media reference quality and rebuffering
event distortion quality.

The determining unit 72 is configured to determine final media quality according to the

media reference quality and rebuffering event distortion quality that are obtained by the obtaining
15
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unit 71.

A parameter of the rebuffering event distortion quality includes at least one of the
following: the number of rebuffering events, a duration of the rebuffering event, a multiple
rebuffering event interaction impact parameter, initial media quality, and a factor describing media
content complexity.

Further, the obtaining unit 71 is further configured to obtain packet loss distortion
quality.

The determining unit 72 is further configured to determine the final media quality
according to the media reference quality, the packet loss distortion quality, and the rebuffering event
distortion quality that are obtained by the obtaining unit 71.

Further, the determining unit 72 is specifically configured to calculate the initial media
quality according to the obtained media reference quality and packet loss distortion quality, and
then determine the final media quality according to the obtained rebuffering event distortion quality
and the initial media quality that is obtained by calculation.

In this embodiment, the rebuffering event distortion quality is obtained according to the
initial media quality, the number of rebuffering events, and the duration of the rebuffering events, or
the rebuffering event distortion quality is obtained according to the initial media quality, the number
of rebuffering events, the duration of the rebuffering events, and the multiple rebuffering event
interaction impact parameter.

Alternatively, the rebuffering event distortion quality is obtained according to the initial
media quality, the number of rebuffering events, the duration of the rebuffering events, and the
factor describing media content complexity. Alternatively, the rebuffering event distortion quality is
obtained according to the initial media quality, the number of rebuffering events, the duration of the
rebuffering events, the multiple rebuffering event interaction impact parameter, and the factor
describing media content complexity. Alternatively, the rebuffering event distortion quality is
obtained according to the number of rebuffering events, the duration of the rebuffering events, and
the factor describing media content complexity. Alternatively, the rebuffering event distortion
quality is obtained according to the number of rebuffering events, the duration of the rebuffering
events, the multiple rebuffering event interaction impact parameter, and the factor describing media
content complexity.

The duration of the rebuffering events is a weighted average duration of the rebuffering
events within a preset time, where the weighted average duration of the rebuffering events within
the preset time is obtained according to a duration for which a rebuffering event lasts within the
preset time and a weighting coefficient of the rebuffering event. Alternatively, the duration of the
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rebuffering events is a ratio of a total duration for which the rebuffering events last within the preset
time to the preset time. Alternatively, the duration of the rebuffering events is the total duration for
which the rebuffering events last within the preset time.

The multiple rebuffering event interaction impact parameter is a weighted average
duration of time intervals between rebuffering events within a preset time, where the weighted
average duration of the time intervals between the rebuffering events within the preset time is
obtained according to a time interval between a rebuffering event and a previous rebuffering event
of the rebuffering event within the preset time and a weighting coefficient of the rebuffering event.

The weighting coefficient is set according to a length of a time interval between
rebuffering events or according to the number of times of a same rebuffering interval.

The apparatus for evaluating media quality provided in this embodiment can be used for
the foregoing corresponding methods for evaluating media quality, and for details, refer to related
description in Embodiment 1, 2, 3, and 4 of the foregoing methods for evaluating media quality,

which are not described in detail again herein.

Embodiment 7

FIG. 8 shows a composition structure of an apparatus for evaluating media quality
according to Embodiment 7 of the present invention, and for ease of description, only shows a part
related to this embodiment of the present invention.

The apparatus for evaluating media quality may be applied to various information
terminals (a television set, a mobile phone, a computer, a personal digital assistant, and the like),
may be a software unit, a hardware unit, or a unit combining software and hardware that operates in
these terminals, and may also be integrated into these terminals as an independent add-on, or
operate in an application system of these terminals.

The apparatus 8 for evaluating media quality includes an evaluation segment dividing
unit 81, an obtaining unit 82, a calculating unit 83, and a determining unit 84. Specific functions of
the units are as follows:

The evaluation segment dividing unit 81 is configured to divide a to-be-evaluated media
file into a plurality of evaluation segments.

The obtaining unit 82 is configured to obtain media reference quality and rebuffering
event distortion quality of each of the evaluation segments that is obtained by dividing by the
evaluation segment dividing unit 81, where a parameter of rebuffering event distortion quality of

the evaluation segments includes at least one of the following: the number of rebuffering events, a
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duration of the rebuffering event, a multiple rebuffering event interaction impact parameter, initial
media quality, and a factor describing media content complexity.

The calculating unit 83 is configured to calculate media quality of each of the evaluation
segments that is obtained by dividing by the evaluation segment dividing unit 81 according to the
media reference quality and the rebuffering event distortion quality that are of each of the
evaluation segments and obtained by the obtaining unit 82.

The determining unit 84 is configured to determine final quality of the media according
to the media quality that is of each of the evaluation segments and is obtained by calculating by the
calculating unit 83.

Further, the evaluation segment dividing unit 81 is specifically configured to divide the
to-be-evaluated media file into the plurality of evaluation segments according to a rebuffering event
or a rebuffering duration.

The determining unit 84 includes:

a weight setting module 841, configured to set a weight for each evaluation segment
according to a rebuffering duration of rebuffering events in each evaluation segment, or set a weight
for each evaluation segment according to a rebuffering quality score of each evaluation segment or
a rebuffering model effect factor; and

a determining module 842, configured to perform a weighting operation on the media
quality of each evaluation segment of the media according to the weight set by the weight setting
module 841, and use a weighted average value obtained after the weighting operation as the final
quality of the media.

Preferably, when media quality of N evaluation segments is lower than preset media
quality, the determining unit 84 is configured to use lowest media quality of the N evaluation
segments or average media quality of the N evaluation segments as the final quality of the media,
where N is greater than or equal to 1.

The apparatus for evaluating media quality provided in this embodiment can be used for
the foregoing corresponding method for evaluating media quality, and for details, refer to related
description in Embodiment 5 of the foregoing method for evaluating media quality, which is not
described in detail again herein.

A person of ordinary skill in the art may understand that classification of units and
modules included in Embodiment 6 and Embodiment 7 is merely logical function classification, but
the present invention is not limited to the above classification as long as corresponding functions
can be implemented. In addition, the specific names of all functional units and modules are merely
for facilitating the differentiation between each other, but are not intended to limit the protection
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scope of the present invention.

In conclusion, in the embodiments of the present invention, when media quality is
calculated, impact of a multiple rebuffering event interaction impact parameter, initial media quality,
and a factor describing media content complexity on the media quality is considered, thereby
making a media quality evaluation result more accurate, and more consistent with subjective
feelings of people.

A person of ordinary skill in the art may understand that all or a part of the steps of the
methods in the embodiments may be implemented by a program instructing relevant hardware. The
program may be stored in a computer readable storage medium, including a ROM, a RAM, a
magnetic disk, or an optical disc.

The foregoing descriptions are merely exemplary embodiments of the present invention,
but are not intended to limit the present invention. Any modification, equivalent replacement, or
improvement made without departing from the spirit and principle of the present invention should

fall within the protection scope of the present invention.
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CLAIMS

What is claimed is:

1. A method for evaluating media quality, wherein the method comprises:

obtaining media reference quality and rebuffering event distortion quality; and

determining final media quality according to the obtained media reference quality and
rebuffering event distortion quality, wherein

a parameter of the rebuffering event distortion quality comprises at least one of the following:
the number of rebuffering events, a duration of the rebuffering event, a multiple rebuffering event
interaction impact parameter, initial media quality, and a factor describing media content
complexity.

2. The method according to claim 1, wherein before the determining final media quality
according to the obtained media reference quality and rebuffering event distortion quality, the
method further comprises:

obtaining packet loss distortion quality.

3. The method according to claim 2, wherein the determining final media quality according to
the obtained media reference quality and rebuffering event distortion quality comprises:

determining the final media quality according to the obtained media reference quality, packet
loss distortion quality, and rebuffering event distortion quality.

4. The method according to any one of claims 1 to 3, wherein the rebuffering event distortion
quality is obtained according to the initial media quality, the number of rebuffering events, and the
duration of the rebuffering events; or

the rebuffering event distortion quality is obtained according to the initial media quality, the
number of rebuffering events, the duration of the rebuffering events, and the multiple rebuffering
event interaction impact parameter; or

the rebuffering event distortion quality is obtained according to the initial media quality, the
number of rebuffering events, the duration of the rebuffering events, and the factor describing
media content complexity; or

the rebuffering event distortion quality is obtained according to the initial media quality, the
number of rebuffering events, the duration of the rebuffering events, the multiple rebuffering event
interaction impact parameter, and the factor describing media content complexity; or

the rebuffering event distortion quality is obtained according to the number of rebuffering

events, the duration of the rebuffering events, and the factor describing media content complexity;
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or

the rebuffering event distortion quality is obtained according to the number of rebuffering
events, the duration of the rebuffering events, the multiple rebuffering event interaction impact
parameter, and the factor describing media content complexity.

5. The method according to claim 4, wherein the duration of the rebuffering events is a
weighted average duration of the rebuffering events within a preset time, wherein the weighted
average duration of the rebuffering events within the preset time is obtained according to a duration
for which a rebuffering event lasts within the preset time and a weighting coefficient of the
rebuffering event; or

the duration of the rebuffering events is a ratio of a total duration for which the rebuffering
events last within a preset time to the preset time; or

the duration of the rebuffering events is a total duration for which the rebuffering events last
within a preset time.

6. The method according to claim 4, wherein the multiple rebuffering event interaction impact
parameter is a weighted average duration of time intervals between rebuffering events within a
preset time, wherein the weighted average duration of the time intervals between the rebuffering
events within the preset time is obtained according to a time interval between a rebuffering event
and a previous rebuffering event of the rebuffering event within the preset time and a weighting
coefficient of the rebuffering event.

7. The method according to claim 5 or 6, wherein the weighting coefficient is set according to
a length of a time interval between rebuffering events or according to the number of times of a same
rebuffering interval.

8. The method according to any one of claims 3 to 7, wherein the determining final media
quality according to the obtained media reference quality, packet loss distortion quality, and
rebuffering event distortion quality comprises:

calculating the initial media quality according to the obtained media reference quality and
packet loss distortion quality, and then determining the final media quality according to the obtained
rebuffering event distortion quality and the initial media quality that is obtained by calculation.

9. A method for evaluating media quality, wherein the method comprises:

dividing a to-be-evaluated media file into a plurality of evaluation segments;

obtaining media reference quality and rebuffering event distortion quality of each of the
evaluation segments, wherein a parameter of rebuffering event distortion quality of the evaluation
segments comprises at least one of the following: the number of rebuffering events, a duration of
the rebuffering event, a multiple rebuffering event interaction impact parameter, initial media
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quality, and a factor describing media content complexity;

calculating media quality of each of the evaluation segments according to the obtained media
reference quality and rebuffering event distortion quality of each of the evaluation segments; and

determining final quality of the media according to the media quality that is of each of the
evaluation segments and obtained by calculation.

10. The method according to claim 9, wherein the dividing a to-be-evaluated media file into a
plurality of evaluation segments specifically comprises:

dividing the to-be-evaluated media file into a plurality of evaluation segments according to a
rebuffering event or a rebuffering duration.

11. The method according to claim 9 or 10, wherein the determining final quality of the media
according to the media quality that is of each of the evaluation segments and obtained by
calculation specifically comprises:

setting a weight for each evaluation segment according to a rebuffering duration of rebuffering
events in each evaluation segment, or setting a weight for each evaluation segment according to a
rebuffering quality score of each evaluation segment or a rebuffering model effect factor; and

performing a weighting operation on the media quality of each evaluation segment of the
media according to the set weight, and using a weighted average value obtained after the weighting
operation as the final quality of the media.

12. The method according to claim 9 or 10, wherein the determining final quality of the media
according to the media quality that is of each of the evaluation segments and obtained by
calculation specifically comprises:

when media quality of N evaluation segments is lower than preset media quality, using lowest
media quality of the N evaluation segments or average media quality of the N evaluation segments
as the final quality of the media, wherein N is greater than or equal to 1.

13. An apparatus for evaluating media quality, wherein the apparatus comprises:

an obtaining unit, configured to obtain media reference quality and rebuffering event distortion
quality; and

a determining unit, configured to determine final media quality according to the media
reference quality and the rebuffering event distortion quality which are obtained by the obtaining
unit, wherein

a parameter of the rebuffering event distortion quality comprises at least one of the following:
the number of rebuffering events, a duration of the rebuffering event, a multiple rebuffering event
interaction impact parameter, initial media quality, and a factor describing media content
complexity.
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14. The apparatus according to claim 12, wherein the obtaining unit is further configured to
obtain packet loss distortion quality.

15. The apparatus according to claim 14, wherein the determining unit is further configured to
determine the final media quality according to the obtained media reference quality, packet loss
distortion quality, and rebuffering event distortion quality.

16. The apparatus according to any one of claims 13 to 15, wherein the rebuffering event
distortion quality is obtained according to the initial media quality, the number of rebuffering events,
and the duration of the rebuffering events; or

the rebuffering event distortion quality is obtained according to the initial media quality, the
number of rebuffering events, the duration of the rebuffering events, and the multiple rebuffering
event interaction impact parameter; or

the rebuffering event distortion quality is obtained according to the initial media quality, the
number of rebuffering events, the duration of the rebuffering events, and the factor describing
media content complexity; or

the rebuffering event distortion quality is obtained according to the initial media quality, the
number of rebuffering events, the duration of the rebuffering events, the multiple rebuffering event
interaction impact parameter, and the factor describing media content complexity; or

the rebuffering event distortion quality is obtained according to the number of rebuffering
events, the duration of the rebuffering events, and the factor describing media content complexity;
or

the rebuffering event distortion quality is obtained according to the number of rebuffering
events, the duration of the rebuffering events, the multiple rebuffering event interaction impact
parameter, and the factor describing media content complexity.

17. The apparatus according to claim 16, wherein the duration of the rebuffering events is a
weighted average duration of the rebuffering events within a preset time, wherein the weighted
average duration of the rebuffering events within the preset time is obtained according to a duration
for which a rebuffering event lasts within the preset time and a weighting coefficient of the
rebuffering event; or

the duration of the rebuffering events is a ratio of a total duration for which the rebuffering
events last within a preset time to the preset time; or

the duration of the rebuffering events is a total duration for which the rebuffering events last
within a preset time.

18. The apparatus according to claim 16, wherein the multiple rebuffering event interaction
impact parameter is a weighted average duration of time intervals between rebuffering events
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within a preset time, wherein the weighted average duration of the time intervals between the
rebuffering events within the preset time is obtained according to a time interval between a
rebuffering event and a previous rebuffering event of the rebuffering event within the preset time
and a weighting coefticient of the rebuffering event.

19. The apparatus according to claim 17 or 18, wherein the weighting coefficient is set
according to a length of a time interval between rebuffering events or according to the number of
times of a same rebuffering interval.

20. The apparatus according to any one of claims 15 to 19, wherein the determining unit is
specifically configured to calculate the initial media quality according to the obtained media
reference quality and packet loss distortion quality, and then determine the final media quality
according to the obtained rebuffering event distortion quality and the initial media quality that is
obtained by calculation.

21. An apparatus for evaluating media quality, wherein the apparatus comprises:

an evaluation segment dividing unit, configured to divide a to-be-evaluated media file into a
plurality of evaluation segments;

an obtaining unit, configured to obtain media reference quality and rebuffering event distortion
quality of each of the evaluation segments that is obtained by dividing by the evaluation segment
dividing unit, wherein a parameter of rebuffering event distortion quality of the evaluation segments
comprises at least one of the following: the number of rebuffering events, a duration of the
rebuffering event, a multiple rebuffering event interaction impact parameter, initial media quality,
and a factor describing media content complexity;

a calculating unit, configured to calculate media quality of each of the evaluation segments
according to the media reference quality and the rebuffering event distortion quality that are of each
of the evaluation segments and obtained by the obtaining unit; and

a determining unit, configured to determine final quality of the media according to the media
quality that is of each of the evaluation segments and is obtained by calculating by the calculating
unit.

22. The apparatus according to claim 21, wherein the evaluation segment dividing unit is
specifically configured to divide the to-be-evaluated media file into a plurality of evaluation
segments according to a rebuffering event or a rebuffering duration.

23. The apparatus according to claim 21 or 22, wherein the determining unit comprises:

a weight setting module, configured to set a weight for each evaluation segment according to a
rebuffering duration of rebuffering events in each evaluation segment, or set a weight for each

evaluation segment according to a rebuffering quality score of each evaluation segment or a
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rebuffering model effect factor; and

a determining module, configured to perform a weighting operation on the media quality of
each evaluation segment of the media according to the weight set by the weight setting module, and

use a weighted average value obtained after the weighting operation as the final quality of the

media.

24. The apparatus according to claim 21 or 22, wherein when media quality of N evaluation
segments is lower than preset media quality, the determining unit is configured to use lowest media
quality of the N evaluation segments or average media quality of the N evaluation segments as the

final quality of the media, wherein N is greater than or equal to 1.
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