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~E'!'~OO AND ~P!?.l\RATUS FOR RE':'A? !NG ELECTRONIC PARTS 

This invention relates to the art of assembly of 

el~ctronic devices. In particular, the invention relates to 

a method and apparatus for separating electronic parts from 

a first tape of parts and for retaping the parts. 

Electronic components (parts), such as resistors 

and cap~citors are well known and often have axial lead 

wires. These components are typically mounted on a printed 

circuit board for combination with other parts in a cir­

cuit. The mounting of these parts on the circuit board is 

accomplished by an automatic mounting apparatus, which 

re~eives groups of parts and rearranges them for assembly 

": ... onto the circuit board. The parts of a given type are 

supplied to the automatic apparatus on a tape that is wound 
., 

on a spoo 1, and the auto ma tic apparatus must separate the 

parts.from the tape and rearrange the parts for use by an 

automatic assembly apparatus. The rearranged parts are 

retaped for use.by an automatic_ assembly machine. 

One ~rior art machine, disclosed in JITSU-KAI-SHO 

62-1.1800 {Published utility model document No. 11800 of 

1987) separates parts from a strip of parts by cutting the 

lead wires. The parts having the shortened lead wires are 

then retaped after rearrangement. This method suffers from 
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the drawback tha~ the wires are shortened by the separation 

process, which wastes a significant amount of material. 

A~other prier art machine is shown in TOKU-KAI-

SHO 58-165400 (Published patent document No. 165400 of 

1983). This machine removes the electronic parts from tape 

strips by heating the tapes to soften the adhesive and then 

pulling the tape strips away from the lead wires. This 

method has the drawback that· the softened adhesive is 

sticky and a significant amount of the adhesive remains on 

the lead even after the tape has been pulled away. This 

remaining adhesive disrupts the operation of the retaping 

machine. 

In accordance with the invention, each of the 

electronic parts is separated from the parallel, elongated 

tapes on which a plurality of the parts is supplied by 

cutting the tapes. The tapes are preferably cut in a direc­

tion that is transverse to the tape by a moving blade, and 

the separated parts having chips of the tape still adhered 

to the ends of the lead wires are conveyed to a device that 

removes these tape chips by engaging them and pulling them 

from the lead wires. The electronic part is then transport­

ed to an apparatus for retaping the parts. 

By this process, the original lengths of the lead 

wires is maintained, and the lead wires are free from 

vestiges of the tape.Thus, material is conserved, and sub-
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sequent tapi~g opera~ions are ~ot cbstructed. 

In the accompanying drawings: 

Figure 1 is a front elevation view of an appara­

tus ln accordance with the invention. 

Figure 2 is a cross section taken along lines 

202-202 of figure 1. 

Figure 3 is a cross section taken along lines 

203-203 of figure 2. 

Figure 4 is a cross section taken along lines 

204-204 of figure 2. 

Figure 5 is an elevation view of the structure 

shown in figure 2, looking from the right side of figure 2. 

Figure 6a is a perspective of a portion of a 

strip of electronic parts showing the locations where the 

tapes are cut in accordance with one embodiment of the 

invention. 

Figure 6b is a perspective of a portion of a 

strip of electronic parts showing the locations where the 

tapes are cut in accordance with a second embodiment of the 

invention. 

Figure 6c is a perspective of a separated compo­

nent having tape chips remaining thereon. 

Figure 7 is a cross section taken along lines 

207-207 of figure 3. 

Figure 8 is a top plan view of the tape cutting 

device shown in figure 4. 



Figure 9 !s a cress sec~ion of a second embcdi­

~ent of a tape cutting apparatus. 

Figure 10 is a side view of an apparatus for 

removing tape chips. 

Figure 11 is a cross section taken along line 

211-211 of figure 10. 

Figure 12 is an enlarged sectional view of a tape 

chip removal device. 

Figure 13 is a front view of a first embodiment 

of a tape chip removal device. 

Figure 14 is a front view of a second embodiment 

of a tape chip removal device. 

Figure 15 is a cross section taken along line 

215-215 of figure 10. 

Figure 16 is a partial front view of figure 10 

showing the push in lever and a tape chip removing device. 

Figure 17 is a cross section of a second embodi­

ment of a separation device. 

Figure 18 is a front view of the device shown in 

figure 17. 

Figure 19 is a front view of the structure shown 

in figure 17, seen along line 219-219 of figure 17. 

With reference to figure 1 of the drawings, an 

apparatus in accordance with the invention comprises a 

separation means 10, which receives a strip of electronic 
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parts secured to each o~her by tapes 3. The tapes 3 are 

parallel and secure the electronic part·s together by enga-

ging t~e leads ~n opposite sides of the electronic parts. 

Transportation means 90 receives the electronic parts after 

they are separated from the tapes by the separation means 

10 and transports them to a tape chip remova 1 means 100 for 

removal of the tape chips that remain at the ends of the 

l~ad wires after the tapes have been cut. A shift means 150 

shifts the electronic parts 1 after the tape chips have 

been removed to a holding position on a holder of the 

transportation means 90. The parts are then carried to a 

retaping means 160 for retaping the electronic parts 1 for 

subsequent automatic assembly onto a circuit board. 

The tapes 3 which connect the lead wires 2 of the 

electronic parts 1 to each other are typically supplied on 

a ree 1 4, but they may be supp 1 ied .folded in a storage box 

(not shown). The reels 4 of parts are shown for illustra-

tion arranged above the separation means 10 in two stories 

of ten reels each. Twenty separation means 10 are arranged 

such that each corresponds with a single taping reel 4. The 

operation of the machine shown in figure 1 is controlled by 

a controller 5. 

The structure of the separation means 10 is shown 

in detail in figures 2 through 8. A body 11 is fixed to a 

framework 12 by a screw shaft 13. Both sides of a width 

adjustment shaft 14 are rotatably supported by the side 

walls lla and llb of the body 11. A screw member 15 having 
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a left-handed scr;w pc=~icn lSa and a r:ght-handed screw 

portion 15b is fixed on width adjustment shaft 14. One of a 

pair of tape guide plates 16 is movably supported by the 

left-handed screw portion 15a, and the other of the guide 

plates is supported by t~e right-handed screw portion 15b 

of the screw member 15. Each of the tape guide plates 16 

has a guide groove 16a on its surface, and these grooves 

faces each other to guide a tape 3. 
. . 

As shown in figure 3, the upper wall llc of the 

body 11 has a groove lld extending parallel to the width 

adjustment shaft 14. A projection 16b on the top end of the 

tape guide plate 16 slidably fits in the groove lld. Refer­

ring again to figure 2, a knob 17 is fixed to the width 

adjustment shaft 14 at the external part of the side wall 

lla. A spring 18 is arranged around the width adjustment 

shaft 14 between the side wall lla and the screw member 15 

for al lowing the knob 17 to be pressed toward the sidewall 

lla. A spring 19 is arranged around the screw member 15 to 

urge the tape guide plates 16 apart for removing the play 

in the screw of the tape guide plate 16. 

Rotatiort of the knob 17 causes the tape guide 

plates 16 to move toward or away from each other because of 

the action of the left-handed screw portion lSa and the 

right-handed screw portion lSb, thus allowing the distance 

between the facing guide grooves 16a to be adjusted to the 

distance between the tapes 3. 

A tape feeder shaft 20 is arranged beneath the 
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~~dth adjust~ent shaf~ 14 and is rota~ably supported by 

bearings 21, which are fixed to the side walls lla and llb 

of the body 11. A toothed wheel 22 (figures 2 and 4) is 

fixed to the tape feeder shaft 20. The toothed wheel 22 has 

supporting grooves 22a which engage the axial lead wires 2 

of the electronic parts 1, the v-shaped supporting grooves 

22a being spaced· by the distance equal to the distance 

between the tapes 3. The lower ends of the guide grooves 

16a of the tape guide plates 16 extend downward to a posi­

tion approximately 90 degrees along the supporting grooves 

22a from the top of the toothed wheel 22. 

Referring now to figures 2 and 3, a locating 

wheel 23 is fixed to the tape feeder shaft 20. The locating 

wheel 23 has locating grooves with an angular pitch identi­

cal to that of the supporting grooves 22a of the toothed 

wheel 22. A supporting shaft 24 is fixed to the side wall 

llb of the b~dy 11, and a lever 25.is rocatably supported 

by the supporting shaft 24. A roller 26 is rotatably su­

pported by the lever 25 for engaging the locating groove 

23a, and a spring 27 extends between the lever 25 and the 

side wall llb to press the roller 26 against the locating 

groove 23a. 

With reference to figure~ 2 and 5, a knob 30 is 

(ixed to the tape feeder shaft 20 at the external part of 

the side wall lla, and a ratchet wheel 31 is fixed to the 

tape feeder shaft 20 at the external part of the side wall 

llb. A swinging lever 33 is rotatably supported by a 
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bearing 3 2 which supports the tape feeder shaft 20. A 

working axis 34 is fixed to the swinging lever 33. The 

working axis 34 is driven by a cam 35 that is in turn 

driven by a driving means (not shown) and is caused to 

swing in the directions of arrows A and B around the tape 

feeder shaft 20, as illustrated in figure 5. A claw 36 

(figure 5) is rotatably supported by the working axis 34. 

The claw 36 engages with a tooth 31a of the ratchet wheel 

31, ·the teeth 31a being arranged with an angular pitch that 

is identical to that of the supporting grooves 22a and of 

the locating grooves 23a of the locating wheel 23. A spring 

37 is provided to pull the claw away from the teeth 31a of 

the ratchet wheel 31. A solenoid 38 (figures 2 and 5) is 

fixed to the framework 12 for driving the claw 36 to engage 

a tooth 3la of the ratchet wheel 31. A plunger 38a of the 

solenoid 38 is linked with one end of a backup lever 40 

rotatably supported by an axis 39 fixed to the frame work 

12. The other end of the backup lever 40 is attached by a 

roller 41, which drives the claw 36 to engage with the 

tooth 31a of the ratchet wheel 31. 

If the plunger 38a of the solenoid 38 is moved 

downward, the roller 41 causes the claw 36 to engage with 

the tooth 31a of the ratchet wheel 31. This position causes 

the working axis 34 to swing in the directions of arrows A 

and B to rotate the ratchet wheel 31, the tape feeder shaft 

20, and the toothed whee 1 2 2 in the direction of arrow B by 

one pitch. Since the lead wire 2 of the electronic parts 1 
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is supported.by the supporting groove 22a of the ~oothed 

wheel 22, the electronic parts 1 are t~ereby fed by one 

pitch, and the tapes 3, which connect each of the both ends 

of the lead wires 2 are guided by the guide groove 16a of 

the tape guide plate 16, thus feeding one piece of the 

taped electronic parts 1 out of the taping reel 4. 

Referring to figures 4, 7 and 8, a fixed blade 42 

having a cutting blade edge 42a and a movable blade 43 

having a cutting blade edge 43a are arranged adjacent the 

lower end of the guide groove 16a of the tape guide plate 

16. The fixed blade 42 is secured to a blade holder plate 

44 on beam llf which inwardly extends from the side walls 

lla and llb. As shown in figure 8, the movable blade 43 is 

rotatably supported by an axis 45 extending from the blade 

holder plate 44. The movable blade 43 has a groove 43b, 

which is penetrated by a working axis 46. Therefore, the 

movement of the working axis 46 in the directions of the 

arrow C causes the blade edge 42a of the fixed blade 42 and 

the blade edge 43a of the movable blade 43 to cut the tape 
. . 

3 connecting the lead wires 2. 

The mechanism by which the working axis 46 causes 

the movable blade 43 to swing is shown in figures 3, 4, 5, 

7 and 8. A b·earing holder 50 is fixed to the side wall llb. 

An axis 51 is rotatably supported by bearings 52, each of 

which is supported by the side wall lla and the bearing 

holder SO. A swinging lever 53 is fixed to a part of the 

axis 51, the part being close to the movable blade 43. A 



worki~g axis holder 54 is fixed to the swingi~g le'ler 53. 

The ~ork~ng axis 46 is fixed to the working axis holder 54. 

Referring to Fig. 7, a swinging lever 55 is hung over the 

side wall llb and is rotatably supported by the axis 51. i\ 

work piece 33a which works on the swinging lever 55 is 

arranged on the swinging lever 33 which rotates the ratchet 

wheel 31. A stop 56, w~ich determines the initial point of 

the swinging lever 55, is fixed on the side wall !lb. 

Referring to figures 4 and 7, a retracing lever 57 is fixed 

on the axis 51 in the neighborhood of the side wa 11 l la. A 

spring 58 is stretched between the retracing lever 57 and 

the side wall !la for continually pressing the swinging 

lever SS toward the stopper 56. 

Therefore, referring to figure 5,. movement of the 

swinging lever 33 in the direction of the arrow A causes 

the swinging lever 55 or the axis 51 to rotate in the 

direction of the arrow o against the spring 58. When the 

swinging lever 33 rotates in the direction of the arrow A, 

the claw 36 does not engage with the ratchet wheel 31 and 

does not rotate the ratchet wheel 31. In other words, when 

the tape 3 is stationary, the axis 51 is rotated in the 

direction of the arrow o. Rotation of the axis 51 causes 

the working axis 46 to swing toward the left in figure 4 by 

the swinging lever 53 and the working axis holder 54, both 

of which are illustrated in figures 4 and 7, causing the 

movable blade 43 illustrated in figures 4 and 8 to move 

toward the fixed blade 42. As a result, referring to figure 
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6a, t~e :ape 3 is cut at the middle point 3b between the 

lead wires 2 of the electronic oarts 1. Therefore, as shown . . 

in figure 6b, the electronic parts 1 are disconnected, 

leaving tape chips 3a at opposite ends of the lead wires 2. 

Rotation of the swinging lever 33 in the direction of the 

ar!'ow B causes the spring 58 to allow the axis 51 to rotate 

in the reverse direction. As a result, the movable blace 43 

moves away from t:-e fixed blade 42. 

Referring to figure 4, the electronic parts 1 

having tape chips 3a at the ends of the lead wires 2 are 

held between the supporting grooves 22a of the toothed 

wheel 22 and the supporter 66a of the supporting plate 66 

and are transported to the exit 65 arranged above the 

transportation means 90. Supporting plate 66 provides a 

space that is slightly larger than the diameter of the lead 

wire 2 between the bottom of the supporting groove 22a of 

the toothed wheel 22 and the supporter 66a, and is fixed to 

the beam 11£ of the body 11 to allow the upper end of the 

supporting plate 66 to continue to the lower end of the 

guide groove 16a of the tape guide plate 16. The electronic 

parts 1 are supported by a stopper lever 67 to prevent them 

from dropping. The stopper_lever 67 is rotatably supported 

by a shaft 68 fixed to a supporting member, and a torsion 

spring 70 presses the stopper lever 67 to a stopper 69 to 

prevent the stopper lever 67 from rising. 

A scraping lever 71 is arranged slightly above 

the bottom surface of the supporting groove 22a above the 
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. . i:orc:.ng an e lec~ronic oar"t l suooc!"ted bv t:ie . .. . -
stopper lever 67 to the exit 65. The scrap~ng lever 71 is 

fixed to a supporti:ig shaft 7 2 rota tab ly supported by the 

supporting member 64. The supporting shaft 72 is connected 

to the retracing lever Si illustrated in figure 7 by con-

nection levers 73 and 74 for rotation with the movable 

blade 43. Referring to figures 4 and 7, one enc of the 

connection lever 73 is fixed tc the supporting shaft 72, 

and the other end of the connection lever 73 is rotatably 

connected to one end of the connection lever 74 by a pin 

75. The other end of the connection lever 74 is rotatably 

connected to the retracing lever 57 by means of a manual 

lever 76 which works also as a connection pin. The manual 

lever 76 juts out of the side wall lla through a through 

hole lle. 

In operation, the swinging lever 33 rotates in 

the direction of arrow A to rotate the axis 51, and the 

movable blade 43 illustrated in figure 4 cuts the conti-

nuous tape 3 to separate the electronic parts 1 to provide 

separated electronic parts having tape chips 3a at the 

opposite ends of its lead wires 2. The retracing lever 5 7 

illustrated in figure 7 rotates the supporting shaft 72 by -
means of manua 1 lever 76, the connection lever 7 4 ill ust-

rated in figure 4, the pin 75 and the connection lever 73. 

Therefore, the scraping lever 71 rotates in the direction 

of the arrow E (See figure 4) to provide the electronic 

parts 1 having tape chips 3a at the ends of its lead wires 
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2, =~e elec~ron!c ?a=~~ l being he:d above t~e exit 65 of 

the coot~ed wheel 22 agai~st t~e ~ors~on spring 70 energi­

zing the stopper leve= 67. In other words, the electronic 

parts l remaining above the exit 65 do not naturally drop 

but a=e, instead, forcibly delivered. There:ore, each of 

the electronic parts 1 is forcibly separated, even if the 

tape chips 3a of the preceding electronic par~ 1 stick to 

those of the succeeding electronic part 1. Particularly, in 

this embodiment, the electronic part 1 following the elec­

tronic part 1 held above the exit 65 is pressed against the 

bottom of the supporting g=ocve 22a. This ensures that each 

of the electronic parts 1 is disconnected. 

In the foregoing embodiment, the tape 3 is cut 

simply along the line Jb (See figure 6a) by the edges 42a 

and 43a of the fixed blade 42 and the moving blade 43. The 

adhesives can, thus, flow out of the tape around the cutt­

ing edges of tne tape chip Ja, and such tape chips 3a are 

inclined to stick to each other. The foregoing embodiment 

accounts for this drawback by forcibly delivering each of 

the electronic parts 1. The drawback, however, may be 

eliminated by the cutter illustrated in figure 9. In accor­

dance with a second embodiment the tape 3 is cut along two 

closely adjacent lines as illustrated in figure 6c and the 

narrow strips of the cut tape 3c are removed. Ref erring to 

figure 9, a pair of fixed blades 80 and 81 is arranged on 

one side of the tape 3, and another pair of movable blade 

82 having blades 82a and 82b is arranged to face the fixed 
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=lades SO a~d 81 on the other side o: the tape 3. Blades 

32a and 82b of the ~ovable blade 82 a=e arra~ged ~o pre­

cisely face the fixed blades 80 and 81. A knockout pin 83 

is slidably arranged in the movable blade 82. The rear of 

the knockout pin 83 is made a hollow space 83a in which a 

spring 85 is stretched between the rear surface of the 

knockout pin 83 and a pin 84 to allow the spring 85 ~o 

drive the movable blade 82 toward the fixed blades 80 and 

81. 

As the movable blade 82 reciprocates by means of 

the mechanism similar to that of the working axis 46, 

narrow strips 3c of the tape 3 having a width identical to 

that of the fixed blades 80 and 81 are cut out of the tape 

3, and they are removed by the knockout pin 83. This en­

sures one by one delivery of the electronic parts 1 to the 

transportation means 90 without the possibility that the 

tape chips 3a will stick to each other. It will be appre­

ciated that this second embodiment does not require scrap­

ing lever 71 and associated structure. 

The transportation means 90 of this embodiment is 

similar to that employed in the prior art. An endless 

transportation chain 91 driven by a driving sprocket 92 and 

a driven sprocket 93 is arranged under the separation means 

10 illustrated in figure 1. Referring to figure 10, the 

transportation chain 91 proceeds in the direction of the 

arrow F, and plural pairs of supporting members 94, which 

locate and hold electronic parts 1, are arranged to the 
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~ranspcr~ation c~a:~ 9i remaining an equal in~erva: t~ere-

betwee~. ~he suppor~ing member 94 has a first supporting 

part 94a, which is. located at the rear position of the 

supporting member 94 and a second supporting part 94b, 

whicn is located at the front position of the support:ng 

member 94. Two supporting members 94 are arranged in pa=a-

1 lel to each other remaining a predetermined space there­

between, and hold the lead wires 2 of electronic parts 1 

thereon. 

Operation of the plural separation means 10 to 

produce electronic parts 1 having tape chips 3a at the ends 

of the lead wires 2 and supply of them to the transporta­

tion means 90 are regulated by a regulator 5 to feed the 

electronic parts 1 onto the first supporting parts 94a of 

the supporting members 94 in the predetermined order which 

is required by the corresponding automatic electronic parts 

mounting machine. In this manner, the electronic parts 

having tape chips 3a at the ends of the lead wires 2 are 

transported by the transportation means 90, the trans­

portation chain 91 of which proceeds in the direction of 

the arrow F, toward the tape chip removal means 100. 

Referring to figures 10 through 16, the structure 

of the tape chip removal means 100 will be described. A 

supporting shaft 102 (See figures 10 through 12) extends 

horizontally from a supporting plate 101 which is arranged 

in the vertical direction. A rotor 104 is rotatably suppor­

ted by a bearing 103 which is fixed to the supporting shaft 
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l.02. 1'!°".e roto:- !.04 suppcr-:.s a gear 105 wr • .:..ch engages with 

the other gear whic!'l rctates !.n conj unction w i. th the dr i-

ving sprocket 92 o: the transportation chain 91. Plural 

pairs (eight in this embodiment) of guide shafts 106 are 

equally spaced around the ex~ernal surface of the rotor 

10 4. Each pair of guide shafts 10 6 supports an electronic 

part holder 107, which is located between the supporting 

members 94 of the transportation means 90. The electronic 

part holder 107 has a hollow space for receiving an element 

ta of an electronic part 1 and supporters 107a, which 

support the lead wire 2, also acts as stops for the element 

la. A fixed guide plate 108 surrounds the external surface 

of the electronic part ho Ider 1O7, except for a region of 

45 degrees spreading from the lower point of the supporting 

shaft 102. The fixed guide plate 108 is supported by a 

supporting plate 109 which is further supported by the 

supporting plate 101. 

With reference to figures 11 through 13, a pair 

of claw holders 116 is slidably supported by a pair of 

bearings 115 on each pair of the guide shafts 106, the claw 

holders 116 and the bearings 115 being arranged on the both 

sides of the electronic part holder 107. The claw holder -
116 supports a tape chip drawing out jig 119 consisting of 

a tape chip drawing out fixed claw 117 and a tape chip 

drawing out movable claw 118. The tape chip drawing out 

fixed claw 117 which is supported by the claw holder has a 

lead wire supporting groove 117a which supports the lead 
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wi=e ~ c: :~e elec~=onic part 1. en one side of the lead 

wire s~pporting groove ll7a, a second lead wire guide slope 

11 7b which is a slope which guides ~he lead wire 2 c.oward 

the lead wire supporting groove 117a and a first lead wire 

guide slope 117c which is at an angle smaller than that of 

the second lead wire guide slope 117b are provided. On the 

other side of the lead wire supportin9-'g:-oove 117a, a step 

117d is provided to the tape chip drawing out fixed claw 

117, so that the surface of the other side is prevented 

from forming the same £lat surface as the second lead wire 

guide slope 117b. The tape chip drawing out movable claw 

118 is rotatably scp9orted by a shaft 120 fixed to the claw 

holder 116. A lead wire guide slope 118a whose inclination 

is approximately identical to that of the second lead wire 

guide slope ll 7b is provided to the tape chip drawing out 

movable claw 118 at a location corresponding to the lead 

wire supporting groove 117a, the second lead wire guide 

slope 117b and the first lead wire guide slope 117c. A step 

118b which is similar to the step 117d is provided to the 

tape chip drawing out movable claw 118 at a location co-

rresponding to the step 117d. The tape chip drawing out 

movable claw 118 is provided with a spring 121, which 

presses the lead wire guide slope 118a of the tape chip 

drawing out movable claw 118 against the second lead wire 

guide slope 117b of the tape chip drawing out fixed claw 

117. 

Referring to figure 11, a cam cylinder 125 is 
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suppcrted by the sup9cr~:~g sha:t 102, t~e cam cyl:~der 125 

be:ng located in the center of array of the guide shafts 

106. A pair of cam grooves 125a is provided on the external 

surface of the cam cylinder 125. A roller 126 is inserted 

in the cam groove 125a and is rotatably supported by the 

claw holder 116. The cam groove 125a is symmetrical in the 

horizontal direction for allowing the electronic part 

holder 107 to be centrally located. With reference to 

figure 10, the tape chip drawing out jigs 119 become close 

to each other as the tape chip drawing out jigs 119 moves 

in the direction of arrow G from the position indicated at 

130 to the position indicated at 131, as is illustrated in 

the solid line in figure 12. As the tape chip drawing out 

jigs 119 move from position indicated at 131 to that indi­

cated at 132 in the direction of the circular arrow G they 

move apart from each other and toward the tape chips 3a. At 

the position indicated at 132, the tape chip drawing out 

jigs 119 have moved to the position illustrated in the 

chained line in figure 12. As the tape chip drawing out 

jigs 119 move from the position indicated at 132 to the 

position at 133 they stay at the distance illustrated by 

the chained line in figure 12. 

Referring to figures 10, 15 and 16, the fixed 

guide plate 108 supports a shaft 140 at its upper part in 

the side at which the tape chip removal means 100 receives 

an electronic part 1 from the supporting part 94a of the 

transportation means 90. A pair of lever holders 142 is 
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=~~a~ao:: suppcr~ec ~Y bearings 141 arranged a~ che bot~ 

sides of the shaft 140. A pushing-in lever 143 having a 

pushing-in member 143a is fixed to the lever holder 142. A 

stopper 144 which determines the position at which the 

pushing-in member 143a c= the pushing-in lever 143 faces 

the tape chip drawing cut jig 119, is fixed to the fixed 

;uide plate 108. A spring 145 is stretched between the 

pushing-in lever 143 and the stopper 144 to allow the 

pushing-in lever 143 to be pushed against the stopper 144. 

The function of the tape chip removal means 100 

will be described below. When the supporting member 94, 

which is driven by the transportation chain 91 in the 

direction F, has transported an electronic part 1 to the 

neighborhood of the tape chip removal means 100, the gear 

105 is caused to rotate in conjunction with the driving 

sprocket 9 2 of the transportation chain 91, thus rota ting 

the rotor 104 in the direction of t~e circular arrow G. 

Since the guide shaft 106 is fixed to the rotor 104 and 

also since the tape chip drawing out :igs 119 are arranged 

on the guide shat 106, the tape chip crawing out jigs 119 

are caused to rotate together with t~e rotor 104. There-

fore, as illustrated in figure 16, an electronic part 1 -
that is supported on the first supporting part 94a of the 

supporting member 94 is picked off tt:.e supporting part by 

the lead wire guide slope 118a of the ":.ape chip drawing out 

movable claw 118, and moves along the :ead wire guide slope 

118a toward the innermost of the lead #ire guide slope 118a 
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and the first lead ~ire guide slope 117c. T~e lead ~~res 2 

can~ot move as far as groove 117a, howev~r, because the 

tape chip drawing out movable claw 118 is pressed toward 

the tape chip drawing out fixed claw 117 by the ·spring 121. 

As the rotor 104 moves in the direction of the 

arrow G, the lead wires 2 contact the pushing-in member 

143a of the pushing-in lever 143. The pushing-in lever 143, 

resiliently supported by the spring 145, moves the lead 

J wire 2 to force the tape chip drawing out movable claw 118 

to move against the force of spring 121. In this manner, 

lead wires 2 are pushed in along t~e first lead wire guide 

slope 117c of the tape chip drawing out fixed claw 117 

toward the lead wire supporting groove 117a of the tape 

chip drawing out fixed claw 117. The lead wires 2 enter the 

supporter 107a of the electronic part holder 107 and are 

held there. 

Figure 12 illustrates the situation where the 

tape chip drawing out jig 119 has been moved by the rol-

lers, as they move in cam grooves 12Sa in response to 

rotation of the rotor, to a position where the tape chip 

drawing out jig 119 and the claw holder 116 are beyond the 

lead wires 2. This pushes the tape chips 3a from the lead ., 

wires 2. If the tape chips 3a of the both sides are not 

pushed off at the same rate, any side shift of the element 

la will be stopped when the end of the element la contacts 

the inner wall of the supporter 107a of the electronic part 

holder 107. As a result, the tape chip 3a on the other side 
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If the tape chip drawing out !ixed claw 117 

contacts the tape c~ip drawing out movable claw 118 in a 

straight line, there is the possibility that a part of the 

tape chip 3a will be caught between them and the tape chip 

will not be pushed off. This is particularly so when the 

edge of the tape chip 3a is parallel to the joint surface 

of the tape chip drawing out fixed claw 117 and the tape 

chip drawing out movable claw 118. In this embodiment, 

however, the sides 117b and 117d of the lead wire support-

ing groove 117a, which holds the lead wire 2, are offset 

from each other. Similarly, sides 118a and 118b are offset. 

Thus, the tape chip 3a will be drawn out regardless of the 

direction of the edge of the tape chip 3a. 

A second embodiment of the tape chip drawing out 

jig 119 is shown in figure 14. The tape chip drawing out 

fixed claw 117 in this embodiment is similar to that illus-

trated in figure 13, but the tape chip drawing out movable 

claw 118 has a lead wire guide slope llBc which extends in 

one straight line on both sides of the part which holds the 

lead wire 2. In this case, however, a step 117d overlaps 

with and crosses the guide 118c to prevent the tape chip 3a -
from being caught between the joint surface of the tape 

chip drawing out fixed claw 117 and the tape chip drawing 

out movable claw 118. 

Since the tape chip drawing out jig 119 is lo-

cated outside the lead wire 2 during the period in which 
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~~e e:ec~rcnic par~ ~s located be~ween the locaticr.s i~di-

ca~ed at 132 and 133, t~e electronic part 1 is held by the 

supporte= ~07a of the electronic holder 107 after it passes 

the position at 132. As the tape chip drawing out jig 119 

rotates beyond the position at 132 to the position at 133, 

the electronic part 1 drops onto the first supporting part 

94a of the supporting member. 

Because the tape chip 3a is an adhesive tape, it 

is possible for the tape chip 3a to stick to the tape chip 

d:z::awing out .jig 119. If a tape chit' 3a is stuck to the 

drawing out jig 119 as it tries to scoop under an electro-

nic part 1 from the supporting member, the tape chip 3a 

which has stuck to the tape chip drawing out jig 119 can 

prevent the electronic part 1 from being held by the lead 

wire supporting groove 117a of the tape chip drawing out 

fixed claw 117. If this occurs, the electronic part 1 and 

the tape chip drawing out jig 119 will likely be destroyed. 

To prevent this from happening, a tape chip remover plate 

146, shown in figures 10 and 11, is arranged in the path of 

the transportation chain 91. The tape chip remover plate 

146 removes the tape chips 3a between the time at which the 

tape chip drawing out jig 119 releases the electronic part 

l from which the tape chips have been drawn out and the 

time at which the tape chip drawing out jig 119 scoops up 

the next electronic part 1. 

Referring to figure 10, a shift means 150 that is 

similar to that used in the prior art is shown. The shift 
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drum 131 that roca~es ~~ ~~e di.rec-

1:.i.cn of the arrow a to engage an e lectroni.c :>a=t : held by 

the first supporting ?a!:'t 94a of the supporting member 9 4 

and shifts it to the second supporting part 94b of the 

suppo·rd.ng member 94. 

Ref erring to figure 1, the structure and the 

function of the retapi!'lg means 160 will be described. T!'le 

retaping means 160 is similar to that known in the art and 

nee·d not be described in detail here. Plural serrated 

grooves which support and transport the lead wire 2 of the 

elect=-onic part 1 are arranged on the ex~ernal surface of a 

taping drum 161 with a spacing equal to the pitch with 

which the retaping will be conducted. Both ends of the 

taping drum 161 are cylinders having diameters equal to 

that of bottoms of the teeth of the serrated groove, and an 

adhesive base tape 162 is fed by a base tape feeder reel 

163. The lead wires 2 of the electronic part 1 which is fed 

to the groove of the taping drum 161 from the second su-

pporting part 94a of the supporting member 94 are caused to 

contact the base tape 162. 

A pressing down tape supply reel 165 feeds a 

pressing down adhesive tape 164 to the latter part of the 

taping drum 161, which has already been supplied with an 

electronic part 1. The lead wires 2 of the electronic part 

1 are then retaped by being pressed between the base tape 

162 and the pressing down tape 164. The retaped electronic 

parts are folded by a swinging arm for folding electronic 



pa=ts .157, be:or~ t~e fclced elec~ronic pa=ts 1 a=e stored 

in a storage of folded electronic parts 158. 

The separation means 10 of the foregoing embodi-

ment was designed for use with electronic parts wherein the 

lead wires 2 are short and the continuous tapes 3 are cut 

to produce the electronic parts 1 attached by tape chips 3a 

at the end of the lead wires 2. The separation means 10 of 

the invention may also be used in the situation where the 

lead wires 2 are long, and the lead wires 2, rather than 

the tapes 3, are cut to a predetermined length. 

Figures 17 through 19 show a separation means 10 

in which long lead wires 2 are shortened to be equa 1 to the 

length of the lead wires 2 of the electronic parts 1 having 

short lead wires 2. For the members also illustrated in 

figures 2 and 4, the same structure as that shown in 

figures 2 and 4 is used in the embodiment shown in figures 

17 through 19. The separation means 10 of this embodiment 

has a pair of tape guide plates 16 which is identical to 

the tape guide plate 16 of the foregoing embodiment except 

that the distance between the tape guide plates 16 is 

wider to accept the electronic parts 1 having long lead 

wires 2. A tape feeder shaft 20 supports a fixing holder 

170 corresponding to the screw 15 and a locating wheel 23, 

which is identical to that of the foregoing embodiment. 

Therefore, locating is accomplished in the same manner as 

in the foregoing embodiment. The fixing holder 170 is 

provided a pair of toothed wheels 22 that are also identi-
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cal ~o ~~at cf ~~e foregoing embod~~en~. The f ixi~g holder 

170 has a pai= of movable blades 171 "With teeth identical 

to the supporti~g grooves 22a of the toothed wheel 22, and 

the external sides of the teeth are blades. Both sides lla 

and llb {See figure 2) of the body 11 are provided with the 

supporting plate 66 which causes the supporting groove 22a 

of the toothed wheel 22 to hold the lead wires 2. The 

supporting plates 66 are provided with fixed blades 172 to 

cut the lead wires in conjunction with the movable blades 

171. The supporting plate 66 is provide.d a tape avoiding 

guide plate 173 which guides the tape 3 after the tape 3 is 

removed from the electronic part 1. 

As the tape feeder shaft 20 rotates as described 

in the foregoing embodiment, the electronic parts 1 connec­

ted with the tapes 3 are fed by the toothed wheels 22. The 

lead wires 2 held by the supporting grooves 22a of the 

toothed wheels 22 are fed to the location of the fixed 

blades 172 and are pressed to the fixed blades 172 by the 

rotation of the movable blades 171. In this manner, the 

lead wires 2 are cut. After the lead wires 2 are cut, the 

electronic part 1 is fed to the supporting member 94 of the 

transportation means 90, as in the case of the foregoing 

embodiment. 

In this embodiment, the toothed wheel 2 2, which 

feeds the tape 3 does not have the movable blade, the 

movable blade 171 being employed independently from the 

toothed wheel 22 •. Therefore, the toothed wheel 22 is 
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a:lcwed ~o be arra~ged in ~eighborhood o: the tape 3, 

removing possibility that the lead wire 2 will bend as the 

lead wire 2 is fed. The tape : from which the electronic 

part 1 was removed after the lead wires 2 were cut, is 

guided by the tape avoiding guide plate 173. Therefore, 

inter~eren6e between the tapes 3 and the toot~ed wheels 22 

after the lead wires 2 are cut is readily avoided. 

In the first embodiment, the steps for retaping 

are as follows: First, the taped electronic parts 1 are 

received and the separation means 10 is used to cut the 

tapes 3 to produce the electronic parts 1 attached by the 

tape chips 3a. Second, the electronic parts 1 attached by 

the tape chips 3a are supplied to the supporting members 94 

of the transportation means 90. Third, the tape chip remo-

val means 100 receives the electronic parts 1 attached by 

the tape chips 3a which were transported by the transporta­

tion means 90. Fourth, the electronic parts 1 from which 

the tape chips 3a were removed are supplied to the support­

ing members 94 of the transportation means 90. Another 

arrangement is possible, however. In this alternative, the 

tape chip removal means 100 is arranged in the neighborhood 

of the separation means 10_, and the electronic parts 1 

attached by the tape chips 3a are directly supplied to the 

tape chip removal means 100 which removes the tape chips 3a 

from the electronic parts 1, before the electronic parts 1 

are supplied to the transportation means 90, after the tape 

chips 3a are removed. 



In ~:ie :cregc:.ng embodiments, che suppor~ing 

member 94 of the transportation means 90 has the first and 

second supporting parts 94a and 94b, which requires the 

shift means 150. However, if the supporting member 94 has 

one supporting part, shift means 150 is not necessary. In 

the foregoing embodiments, one transportation means 90 was 

employed. However, the transportation means may be split 

in~o two parts. The first one is to transport the electro-

\ nic parts 1 attached by the tape chips 3a to the tape chip 

removal means 100 from the separation means 10, and the 

second one is to transport the electronic parts 1 from 

which the tape chips 3a have been removed to the retaping 

means 160 from the tape chip removal means 100. 
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THIS SHEET HAS.BEEN 
REPLACED 

1. Apparatus for retaping electronic parts comprising: 

receiving means for receiving i plurality of electro-

nic parts that are attached to each other by an elongate 

tape that engages leads of each of said parts, 

separating means for separating said electronic parts 

from said strip by cutting said tape between adjacent ones 

of said parts, and 

. means for removing from said lead chips of said tape 

that remain on said leads after said tape has been cut. 

2. Apparatus according to claim 1 wherein said tape com­

prises first and second tape strips on respective sides of 

said electronic parts and said separating means comprises 

means for cutting each of said tape strip·s in a direction 

transverse to a longitudinal direction of said tape. 

3. Apparatus according to claim 2 wherein said separating 

means further comprises body means for guiding said means 

for cutting in a said transverse direction. 

4. Apparatus according to claim 2 wherein said separating 

means cuts each of said tape strips at two locations bet­

ween adjacent ones of said parts. 

5. Apparatus according to cla~m 2 further comprising means 

for withdrawing sections of cut tape between said two 

locations. 

6. Apparatus according to claim 5 wherein said separating 

means comprises two cutting blades and said means for 

withdrawing comprises a knockout pin for engaging one side 

- ------ ------ --- ---
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of said tape and urging said sections between said two 

cutting blades. 

7. Apparatus according to claim 1 wherein said means for 

removing comprises means for holding an electronic part 

that has been separated from said tape, means for engaging 

a tape chip attached to said separated electronic part, and 

means for moving said means for engaging away from said 

electronic part. 

8. Apparatus according to claim 7 wherein said means for 

engaging comprises a fixed blade and a movable blade and 

means for controlling said movable blade t~ cause a lead of 

said electronic part that has been removed to be engaged by 

said movable and fixed blades. 

9. Apparatus according to claim 7 wherein said means for 

engaging comprises first and se~ond engaging means on oppo­

site sides of said means for holding. 

10. Apparatus according to claim 9 further comprising 

groove means having grooves therein for moving said first 

and second engaging means toward and away from each other. 

11. Apparatus according to claim 7 further comprising means 

for retaping said electronic parts. 

12. A method for separating parts that are secured together 

by an elongate strip comprising: 

cutting said strip at locations between adjacent ones 

of said parts to provide separated parts having pieces of 

said strip remaining on said parts, and 

engaging said pieces of said strip and forcing said 

111111111111111111111111111111 
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pieces :rem said ?ar~s. 

13. A ~ethod accordi~g to claim 12 wherein said parts are 

electronic parts having axially extending leads and said 

parts are attached to said strip by engagement between said 

leads and said strip. 

14. A method according to claim 13 wherein said step of 

forcing comprises moving.a tape engaging jig away from a 

said part and in the direction of a said lead. 

15. A method according to claim 14 wherein said step of 

forcing comprises moving two tape engagi~g jigs away from 

said part in opposite directions. 

16. A method according to claim 15 wherein said step of 

forcing further comprises transferring said part to a rotor 

having said two tape engaging jigs thereon, said tape 

engaging jigs being in contact with grooves for causing 

said jigs to move toward and away from each other, and 

driving said rotor with respect to said grooves. 

17. A method according to claim 12 wherein said step of 

cutting comprises cutting said strip transverse to the 

direction of said strip. 

18. A method according to claim 12 wherein said step of 

cutting comprises removing fxom said strip a section of 

said strip between adjacent parts. 

19. A method according to claim 12 further comprising 

supplying said separated parts to means retaping said 

separated parts to a second strip. 
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