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SYSTEMS AND METHODS FOR DETERMINING DRIVING 

ACTION IN AUTONOMOUS DRIVING 

CROSS-REFERENCE TO RELATED APPLICATIONS 

[0001] This application claims priority to Chinese Patent Application No. 

201811547926.7 filed on December 18, 2018, the contents of which are 

incorporated herein by reference in their entirety. 

TECHNICAL FIELD 

[0002] The present disclosure generally relates to systems and methods for 

autonomous driving, and in particular, to systems and methods for 

determining driving action in autonomous driving. 

BACKGROUND 

[0003] With the development of micro-electronic and robot technologies, the 

exploration of autonomous driving has developed rapidly nowadays.  For an 

autonomous driving system, it is important to determine a suitable driving 

action (e.g., “turn left,” “turn right,” “stop”) based on driving information (e.g., a 

start location, a defined destination, road condition) associated with a vehicle 

of the autonomous driving system.  Thereafter and accordingly, the 

autonomous driving system would plan a suitable driving path based on the 

driving action.  Commonly, the autonomous driving system determines the 

driving action according to artificially defined rules.  However, in some 

situations, the artificially defined rules may be insufficient, inaccurate or 

unsuitable and it would therefore be difficult to determine an optimal driving 

action or an optimal driving path.  Therefore, it is desirable to provide 

methods and systems for accurate and efficient determination of the driving 

action, thereby improving performance of the autonomous driving system. 
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SUMMARY 

[0004] An aspect of the present disclosure relates to a system for 

determining a driving action in autonomous driving.  The system may include 

at least one storage medium including a set of instructions and at least one 

processor in communication with the at least one storage medium.  When 

executing the set of instructions, the at least one processor may be directed to 

cause the system to perform one or more of the following operations.  The 

system may obtain driving information associated with a vehicle.  The system 

may determine a state of the vehicle.  The system may determine one or 

more candidate driving actions and one or more evaluation values 

corresponding to the one or more candidate driving actions based on the 

driving information and the state of the vehicle by using a trained driving-

action model.  The system may select a target driving action from the one or 

more candidate driving actions based on the one or more evaluation values.  

The system may determine a target driving path based on the target driving 

action.  The system may send signals to a control component of the vehicle 

to direct the vehicle to take the target driving action to follow the target driving 

path. 

[0005] In some embodiments, the driving information associated with the 

vehicle may include perception information within a first predetermined range 

of the vehicle and/or map information within the first predetermined range of 

the vehicle. 

[0006] In some embodiments, the perception information may include road 

condition information and/or obstacle information. 

[0007] In some embodiments, the state of the vehicle may include a velocity 

of the vehicle, an acceleration of the vehicle, and/or an angle of a steering 

wheel of the vehicle. 

[0008] In some embodiments, the trained driving-action model may be 

determined with a training process.  The training process may include 



 

 
3 

obtaining a preliminary driving-action model; obtaining preliminary sample 

driving information, the preliminary sample driving information including 

preliminary sample perception information within a second predetermined 

range of a sample vehicle and preliminary sample map information within the 

second predetermined range of the sample vehicle; obtaining a preliminary 

sample state of the sample vehicle; determining a preliminary sample driving 

action based on the preliminary sample driving information, the preliminary 

sample state of the sample vehicle, and the preliminary driving-action model; 

determining a preliminary sample evaluation value associated with the 

preliminary driving-action model based on a preliminary reward value 

corresponding to the preliminary sample driving action, wherein the 

preliminary reward value is associated with a distance between a preliminary 

sample driving path associated with the preliminary sample driving action and 

an obstacle; determining whether the preliminary sample evaluation value 

satisfies a preset condition; and designating the preliminary driving-action 

model as the trained driving-action model in response to the determination 

that the preliminary sample evaluation value satisfies the preset condition. 

[0009] In some embodiments, the training process may further include in 

response to the determination that the preliminary sample evaluation value 

does not satisfy the preset condition, performing one or more iterations for 

updating the preliminary driving-action model until an updated sample 

evaluation value satisfies the preset condition.  Each of the one or more 

iterations may include determining an updated driving-action model based on 

a reward value in a previous iteration; obtaining updated sample driving 

information; estimating an updated sample state of the sample vehicle based 

on a sample driving action in the previous iteration and a sample state of the 

sample vehicle in the previous iteration; determining an updated sample 

driving action based on the updated sample driving information, the updated 

sample state of the sample vehicle, and the updated driving-action model; 

determining an updated sample evaluation value associated with the updated 
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driving-action model based on an updated reward value corresponding to the 

updated sample driving action and a sample evaluation value in the previous 

iteration; and determining whether the updated sample evaluation value 

satisfies the preset condition. 

[0010] In some embodiments, the trained driving-action model may include a 

Q-learning neural network model. 

[0011] In some embodiments, the system may select the target driving action 

from the one or more candidate driving actions based on the one or more 

evaluation values according to a predetermined rule. 

[0012] Another aspect of the present disclosure relates to a method 

implemented on a computing device.  The computing device may include at 

least one processor, at least one storage medium, and a communication 

platform connected to a network.  The method may include obtaining driving 

information associated with a vehicle; determining a state of the vehicle; 

determining one or more candidate driving actions and one or more 

evaluation values corresponding to the one or more candidate driving actions 

based on the driving information and the state of the vehicle by using a 

trained driving-action model; selecting a target driving action from the one or 

more candidate driving actions based on the one or more evaluation values; 

determining a target driving path based on the target driving action; and 

sending signals to a control component of the vehicle to direct the vehicle to 

take the target driving action to follow the target driving path. 

[0013] In some embodiments, the driving information associated with the 

vehicle may include perception information within a first predetermined range 

of the vehicle and/or map information within the first predetermined range of 

the vehicle. 

[0014] In some embodiments, the perception information may include road 

condition information and/or obstacle information. 

[0015] In some embodiments, the state of the vehicle may include a velocity 

of the vehicle, an acceleration of the vehicle, and/or an angle of a steering 
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wheel of the vehicle. 

[0016] In some embodiments, the trained driving-action model may be 

determined with a training process.  The training process may include 

obtaining a preliminary driving-action model; obtaining preliminary sample 

driving information, the preliminary sample driving information including 

preliminary sample perception information within a second predetermined 

range of a sample vehicle and preliminary sample map information within the 

second predetermined range of the sample vehicle; obtaining a preliminary 

sample state of the sample vehicle; determining a preliminary sample driving 

action based on the preliminary sample driving information, the preliminary 

sample state of the sample vehicle, and the preliminary driving-action model; 

determining a preliminary sample evaluation value associated with the 

preliminary driving-action model based on a preliminary reward value 

corresponding to the preliminary driving action, wherein the preliminary 

reward value is associated with a distance between a preliminary sample 

driving path associated with the preliminary sample driving action and an 

obstacle; determining whether the preliminary sample evaluation value 

satisfies a preset condition; and designating the preliminary driving-action 

model as the trained driving-action model in response to the determination 

that the preliminary sample evaluation value satisfies the preset condition. 

[0017] In some embodiments, the training process may further include in 

response to the determination that the preliminary sample evaluation value 

does not satisfy the preset condition, performing one or more iterations for 

updating the preliminary driving-action model until an updated sample 

evaluation value satisfies the preset condition.  Each of the one or more 

iterations may include determining an updated driving-action model based on 

a reward value in a previous iteration; obtaining updated sample driving 

information; estimating an updated sample state of the sample vehicle based 

on a sample driving action in the previous iteration and a sample state of the 

sample vehicle in the previous iteration; determining an updated sample 
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driving action based on the updated sample driving information, the updated 

sample state of the sample vehicle, and the updated driving-action model; 

determining an updated sample evaluation value associated with the updated 

driving-action model based on an updated reward value corresponding to the 

updated sample driving action and a sample evaluation value in the previous 

iteration; and determining whether the updated sample evaluation value 

satisfies the preset condition. 

[0018] In some embodiments, the trained driving-action model may include a 

Q-learning neural network model. 

[0019] In some embodiments, selecting the target driving action from the one 

or more candidate driving actions based on the one or more evaluation values 

may include selecting the target driving action from the one or more candidate 

driving actions based on the one or more evaluation values according to a 

predetermined rule.  

[0020] A further aspect of the present disclosure relates to a vehicle 

configured for autonomous driving.  The vehicle may include a detecting 

component, a planning component, and a control component.  The planning 

component may be configured to obtain driving information associated with a 

vehicle; determine a state of the vehicle; determine one or more candidate 

driving actions and one or more evaluation values corresponding to the one or 

more candidate driving actions based on the driving information and the state 

of the vehicle by using a trained driving-action model; select a target driving 

action from the one or more candidate driving actions based on the one or 

more evaluation values; determine a target driving path based on the target 

driving action; and send signals to the control component of the vehicle to 

direct the vehicle to take the target driving action to follow the target driving 

path. 

[0021] In some embodiments, the driving information associated with the 

vehicle may include perception information within a first predetermined range 

of the vehicle and/or map information within the first predetermined range of 
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the vehicle. 

[0022] In some embodiments, the perception information may include road 

condition information and/or obstacle information. 

[0023] In some embodiments, the state of the vehicle may include a velocity 

of the vehicle, an acceleration of the vehicle, and/or an angle of a steering 

wheel of the vehicle. 

[0024] In some embodiments, the trained driving-action model may be 

determined with a training process.  The training process may include 

obtaining a preliminary driving-action model; obtaining preliminary sample 

driving information, the preliminary sample driving information including 

preliminary sample perception information within a second predetermined 

range of a sample vehicle and preliminary sample map information within the 

second predetermined range of the sample vehicle; obtaining a preliminary 

sample state of the sample vehicle; determining a preliminary sample driving 

action based on the preliminary sample driving information, the preliminary 

sample state of the sample vehicle, and the preliminary driving-action model; 

determining a preliminary sample evaluation value associated with the 

preliminary driving-action model based on a preliminary reward value 

corresponding to the preliminary driving action, wherein the preliminary 

reward value is associated with a distance between a preliminary sample 

driving path associated with the preliminary sample driving action and an 

obstacle; determining whether the preliminary sample evaluation value 

satisfies a preset condition; and designating the preliminary driving-action 

model as the trained driving-action model in response to the determination 

that the preliminary sample evaluation value satisfies the preset condition. 

[0025] In some embodiments, the training process may further include in 

response to the determination that the preliminary sample evaluation value 

does not satisfy the preset condition, performing one or more iterations for 

updating the preliminary driving-action model until an updated sample 

evaluation value satisfies the preset condition.  Each of the one or more 
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iterations may include determining an updated driving-action model based on 

a reward value in a previous iteration; obtaining updated sample driving 

information; estimating an updated sample state of the sample vehicle based 

on a sample driving action in the previous iteration and a sample state of the 

sample vehicle in the previous iteration; determining an updated sample 

driving action based on the updated sample driving information, the updated 

sample state of the sample vehicle, and the updated driving-action model; 

determining an updated sample evaluation value associated with the updated 

driving-action model based on an updated reward value corresponding to the 

updated sample driving action and a sample evaluation value in the previous 

iteration; and determining whether the updated sample evaluation value 

satisfies the preset condition. 

[0026] In some embodiments, the trained driving-action model may include a 

Q-learning neural network model. 

[0027] In some embodiments, the planning component may be further 

configured to select the target driving action from the one or more candidate 

driving actions based on the one or more evaluation values according to a 

predetermined rule. 

[0028] Additional features will be set forth in part in the description which 

follows, and in part will become apparent to those skilled in the art upon 

examination of the following and the accompanying drawings or may be 

learned by production or operation of the examples. The features of the 

present disclosure may be realized and attained by practice or use of various 

aspects of the methodologies, instrumentalities and combinations set forth in 

the detailed examples discussed below. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0029] The present disclosure is further described in terms of exemplary 

embodiments.  These exemplary embodiments are described in detail with 

reference to the drawings.  These embodiments are non-limiting exemplary 
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embodiments, in which like reference numerals represent similar structures 

throughout the several views of the drawings, and wherein: 

[0030] FIG. 1 is a schematic diagram illustrating an exemplary autonomous 

driving system according to some embodiments of the present disclosure; 

[0031] FIG. 2 is a schematic diagram illustrating exemplary hardware and/or 

software components of an exemplary computing device according to some 

embodiments of the present disclosure; 

[0032] FIG. 3 is a block diagram illustrating an exemplary processing engine 

according to some embodiments of the present disclosure; 

[0033] FIG. 4 is a flowchart illustrating an exemplary process for determining 

a target driving path according to some embodiments of the present 

disclosure; 

[0034] FIG. 5 is a flowchart illustrating an exemplary process for determining 

a trained driving-action model according to some embodiments of the present 

disclosure; 

[0035] FIG. 6 is a flowchart illustrating an exemplary process for determining 

a trained driving-action model according to some embodiments of the present 

disclosure; 

[0036] FIG. 7 is a schematic diagram illustrating exemplary driving actions 

according to some embodiments of the present disclosure; 

[0037] FIG. 8 is a schematic diagram illustrating an exemplary 

comprehensive distance between a driving path and a plurality of obstacles 

according to some embodiments of the present disclosure; and 

[0038] FIG. 9 is a schematic diagram illustrating an exemplary process for 

training a Q-learning neural network model according to some embodiments 

of the present disclosure. 

DETAILED DESCRIPTION 

[0039] The following description is presented to enable any person skilled in 

the art to make and use the present disclosure, and is provided in the context 
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of a particular application and its requirements.  Various modifications to the 

disclosed embodiments will be readily apparent to those skilled in the art, and 

the general principles defined herein may be applied to other embodiments 

and applications without departing from the spirit and scope of the present 

disclosure.  Thus, the present disclosure is not limited to the embodiments 

shown, but is to be accorded the widest scope consistent with the claims. 

[0040] The terminology used herein is for the purpose of describing particular 

example embodiments only and is not intended to be limiting.  As used 

herein, the singular forms “a,” “an,” and “the” may be intended to include the 

plural forms as well, unless the context clearly indicates otherwise.  It will be 

further understood that the terms “comprise,” “comprises,” and/or 

“comprising,” “include,” “includes,” and/or “including,” when used in this 

disclosure, specify the presence of stated features, integers, steps, 

operations, elements, and/or components, but do not preclude the presence 

or addition of one or more other features, integers, steps, operations, 

elements, components, and/or groups thereof. 

[0041] These and other features, and characteristics of the present 

disclosure, as well as the methods of operations and functions of the related 

elements of structure and the combination of parts and economies of 

manufacture, may become more apparent upon consideration of the following 

description with reference to the accompanying drawings, all of which form 

part of this disclosure.  It is to be expressly understood, however, that the 

drawings are for the purpose of illustration and description only and are not 

intended to limit the scope of the present disclosure.  It is understood that the 

drawings are not to scale. 

[0042] The flowcharts used in the present disclosure illustrate operations that 

systems implement according to some embodiments of the present 

disclosure.  It is to be expressly understood, the operations of the flowcharts 

may be implemented not in order.  Conversely, the operations may be 

implemented in inverted order, or simultaneously.  Moreover, one or more 
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other operations may be added to the flowcharts.  One or more operations 

may be removed from the flowcharts. 

[0043] Moreover, while the systems and methods disclosed in the present 

disclosure are described primarily regarding a transportation system in land, it 

should be understood that this is only one exemplary embodiment.  The 

systems and methods of the present disclosure may be applied to any other 

kind of transportation system.  For example, the systems and methods of the 

present disclosure may be applied to transportation systems of different 

environments including ocean, aerospace, or the like, or any combination 

thereof.  The vehicle of the transportation systems may include a car, a bus, 

a train, a subway, a vessel, an aircraft, a spaceship, a hot-air balloon, or the 

like, or any combination thereof. 

[0044] The positioning technology used in the present disclosure may be 

based on a global positioning system (GPS), a global navigation satellite 

system (GLONASS), a compass navigation system (COMPASS), a Galileo 

positioning system, a quasi-zenith satellite system (QZSS), a wireless fidelity 

(WiFi) positioning technology, or the like, or any combination thereof.  One or 

more of the above positioning systems may be used interchangeably in the 

present disclosure. 

[0045] An aspect of the present disclosure relates to systems and methods 

for determining a driving action in autonomous driving.  According to some 

systems and methods of the present disclosure, the processor may obtain 

driving information (e.g., road condition information, obstacle information, map 

information) associated with a vehicle, determine a state (e.g., a velocity, an 

acceleration, an angle of a steering wheel) of the vehicle, determine one or 

more candidate driving actions and one or more evaluation values 

corresponding to the one or more candidate driving actions based on the 

driving information and the state of the vehicle by using a trained driving-

action model (e.g., a Q-learning neural network model), and select a target 

driving action from the one or more candidate driving actions based on the 
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one or more evaluation values.  Furthermore, according to some systems 

and methods of the present disclosure, the processor may further determine a 

target driving path based on the target driving action and send signals to a 

control component of the vehicle to direct the vehicle to take the target driving 

action to follow the target driving path.  According to the systems and 

methods of the present disclosure, the driving action is determined based on 

a trained model, which can improve the accuracy of the path planning for the 

vehicle. 

[0046] FIG. 1 is a schematic diagram illustrating an exemplary autonomous 

driving system according to some embodiments of the present disclosure.  In 

some embodiments, the autonomous driving system 100 may include a server 

110, a network 120, a vehicle 130, and a storage 140. 

[0047] In some embodiments, the server 110 may be a single server or a 

server group.  The server group may be centralized or distributed (e.g., the 

server 110 may be a distributed system).  In some embodiments, the server 

110 may be local or remote.  For example, the server 110 may access 

information and/or data stored in the vehicle 130 and/or the storage 140 via 

the network 120.  As another example, the server 110 may be directly 

connected to the vehicle 130 and/or the storage 140 to access stored 

information and/or data.  In some embodiments, the server 110 may be 

implemented on a cloud platform or an onboard computer.  Merely by way of 

example, the cloud platform may include a private cloud, a public cloud, a 

hybrid cloud, a community cloud, a distributed cloud, an inter-cloud, a multi-

cloud, or the like, or any combination thereof.  In some embodiments, the 

server 110 may be implemented on a computing device 200 including one or 

more components illustrated in FIG. 2 in the present disclosure. 

[0048] In some embodiments, the server 110 may include a processing 

engine 112.  The processing engine 112 may process information and/or 

data associated with driving information and/or a state of the vehicle 130 to 

perform one or more functions described in the present disclosure.  For 
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example, the processing engine 112 may obtain driving information (e.g., road 

condition information, obstacle information) associated with the vehicle 130 

and/or a state (e.g., a current location, a current velocity) of the vehicle 130.  

The processing engine 112 may determine a driving action (e.g., “turn left,” 

“turn right,” “stop”) based on the driving information and/or the state of the 

vehicle 130.  That is, the processing engine 112 may be configured as a 

planning component of the vehicle 130.  As another example, the processing 

engine 112 may determine a driving path based on the driving action.  As a 

further example, the processing engine 112 may determine control 

instructions (e.g., a velocity control instruction, a direction control instruction) 

based on the driving path.  In some embodiments, the processing engine 112 

may include one or more processing engines (e.g., single-core processing 

engine(s) or multi-core processor(s)).  Merely by way of example, the 

processing engine 112 may include a central processing unit (CPU), an 

application-specific integrated circuit (ASIC), an application-specific 

instruction-set processor (ASIP), a graphics processing unit (GPU), a physics 

processing unit (PPU), a digital signal processor (DSP), a field programmable 

gate array (FPGA), a programmable logic device (PLD), a controller, a 

microcontroller unit, a reduced instruction-set computer (RISC), a 

microprocessor, or the like, or any combination thereof. 

[0049] In some embodiments, the server 110 may be connected to the 

network 120 to communicate with one or more components (e.g., the vehicle 

130, the storage 140) of the autonomous driving system 100.  In some 

embodiments, the server 110 may be directly connected to or communicate 

with one or more components (e.g., the vehicle 130, the storage 140) of the 

autonomous driving system 100.  In some embodiments, the server 110 may 

be integrated in the vehicle 130.  For example, the server 110 may be a 

computing device (e.g., an on-board computer) installed in the vehicle 130. 

[0050] The network 120 may facilitate exchange of information and/or data.  

In some embodiments, one or more components (e.g., the server 110, the 
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vehicle 130, or the storage 140) of the autonomous driving system 100 may 

send information and/or data to other component(s) of the autonomous driving 

system 100 via the network 120.  For example, the server 110 may obtain 

driving information associated with the vehicle 130 and/or a state of the 

vehicle 130 via the network 120.  In some embodiments, the network 120 

may be any type of wired or wireless network, or combination thereof.  

Merely by way of example, the network 120 may include a cable network, a 

wireline network, an optical fiber network, a tele communications network, an 

intranet, an Internet, a local area network (LAN), a wide area network (WAN), 

a wireless local area network (WLAN), a metropolitan area network (MAN), a 

public telephone switched network (PSTN), a Bluetooth network, a ZigBee 

network, a near field communication (NFC) network, or the like, or any 

combination thereof.  In some embodiments, the network 120 may include 

one or more network access points.  For example, the network 120 may 

include wired or wireless network access points, through which one or more 

components of the autonomous driving system 100 may be connected to the 

network 120 to exchange data and/or information. 

[0051] The vehicle 130 may be any type of autonomous vehicle.  The 

autonomous vehicle may be capable of sensing environmental information 

and navigating without human maneuvering.  The vehicle 130 may include 

structures of a conventional vehicle.  For example, the vehicle 130 may 

include a plurality of control components configured to control operations of 

the vehicle 130.  The plurality of control components may include a steering 

device (e.g., a steering wheel), a brake device (e.g., a brake pedal), an 

accelerator, etc.  The steering device may be configured to adjust a heading 

and/or a direction of the vehicle 130.  The brake device may be configured to 

perform a braking operation to stop the vehicle 130.  The accelerator may be 

configured to control a velocity and/or an acceleration of the vehicle 130. 

[0052] The vehicle 130 may also include a plurality of detection units 

configured to detect driving information associated with the vehicle 130.  The 
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plurality of detection units may include a camera, a global position system 

(GPS) module, an acceleration sensor (e.g., a piezoelectric sensor), a velocity 

sensor (e.g., a Hall sensor), a distance sensor (e.g., a radar, a LIDAR, an 

infrared sensor), a steering angle sensor (e.g., a tilt sensor), a traction-related 

sensor (e.g., a force sensor), etc.  In some embodiments, the driving 

information associated with the vehicle 130 may include perception 

information (e.g., road condition information, obstacle information) within a 

range of the vehicle 130, map information within the range of the vehicle 130, 

etc. 

[0053] The storage 140 may store data and/or instructions.  In some 

embodiments, the storage 140 may store data obtained from the vehicle 130, 

such as driving information and/or a state of the vehicle 130 acquired by the 

plurality of detection units.  In some embodiments, the storage 140 may store 

data and/or instructions that the server 110 may execute or use to perform 

exemplary methods described in the present disclosure.  In some 

embodiments, the storage 140 may include a mass storage, a removable 

storage, a volatile read-and-write memory, a read-only memory (ROM), or the 

like, or any combination thereof.  Exemplary mass storage may include a 

magnetic disk, an optical disk, a solid-state drive, etc.  Exemplary removable 

storage may include a flash drive, a floppy disk, an optical disk, a memory 

card, a zip disk, a magnetic tape, etc.  Exemplary volatile read-and-write 

memory may include a random access memory (RAM).  Exemplary RAM 

may include a dynamic RAM (DRAM), a double date rate synchronous 

dynamic RAM (DDR SDRAM), a static RAM (SRAM), a thyrisor RAM (T-

RAM), and a zero-capacitor RAM (Z-RAM), etc.  Exemplary ROM may 

include a mask ROM (MROM), a programmable ROM (PROM), an erasable 

programmable ROM (EPROM), an electrically-erasable programmable ROM 

(EEPROM), a compact disk ROM (CD-ROM), and a digital versatile disk 

ROM, etc.  In some embodiments, the storage 140 may be implemented on 

a cloud platform.  Merely by way of example, the cloud platform may include 
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a private cloud, a public cloud, a hybrid cloud, a community cloud, a 

distributed cloud, an inter-cloud, a multi-cloud, or the like, or any combination 

thereof. 

[0054] In some embodiments, the storage 140 may be connected to the 

network 120 to communicate with one or more components (e.g., the server 

110, the vehicle 130) of the autonomous driving system 100.  One or more 

components of the autonomous driving system 100 may access the data or 

instructions stored in the storage 140 via the network 120.  In some 

embodiments, the storage 140 may be directly connected to or communicate 

with one or more components (e.g., the server 110 and the vehicle 130) of the 

autonomous driving system 100.  In some embodiments, the storage 140 

may be part of the server 110.  In some embodiments, the storage 140 may 

be integrated in the vehicle 130. 

[0055] It should be noted that the autonomous driving system 100 is merely 

provided for the purposes of illustration, and is not intended to limit the scope 

of the present disclosure.  For persons having ordinary skills in the art, 

multiple variations or modifications may be made under the teachings of the 

present disclosure.  For example, the autonomous driving system 100 may 

further include a database, an information source, etc.  As another example, 

the autonomous driving system 100 may be implemented on other devices to 

realize similar or different functions.  However, those variations and 

modifications do not depart from the scope of the present disclosure. 

[0056] FIG. 2 is a schematic diagram illustrating exemplary hardware and/or 

software components of an exemplary computing device according to some 

embodiments of the present disclosure.  In some embodiments, the server 

110 may be implemented on the computing device 200.  For example, the 

processing engine 112 may be implemented on the computing device 200 and 

configured to perform functions of the processing engine 112 disclosed in this 

disclosure. 
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[0057] The computing device 200 may be used to implement any component 

of the autonomous driving system 100 of the present disclosure.  For 

example, the processing engine 112 of the autonomous driving system 100 

may be implemented on the computing device 200, via its hardware, software 

program, firmware, or a combination thereof.  Although only one such 

computer is shown for convenience, the computer functions related to the 

autonomous driving system 100 as described herein may be implemented in a 

distributed manner on a number of similar platforms to distribute the 

processing load. 

[0058] The computing device 200, for example, may include communication 

(COMM) ports 250 connected to and from a network (e.g., the network 120) 

connected thereto to facilitate data communications.  The computing device 

200 may also include a processor (e.g., a processor 220), in the form of one 

or more processors (e.g., logic circuits), for executing program instructions.  

For example, the processor may include interface circuits and processing 

circuits therein.  The interface circuits may be configured to receive 

electronic signals from a bus 210, wherein the electronic signals encode 

structured data and/or instructions for the processing circuits to process.  

The processing circuits may conduct logic calculations, and then determine a 

conclusion, a result, and/or an instruction encoded as electronic signals.  

Then the interface circuits may send out the electronic signals from the 

processing circuits via the bus 210. 

[0059] The computing device 200 may further include program storage and 

data storage of different forms, for example, a disk 270, and a read only 

memory (ROM) 230, or a random access memory (RAM) 240, for storing 

various data files to be processed and/or transmitted by the computing device 

200.  The computing device 200 may also include program instructions 

stored in the ROM 230, the RAM 240, and/or other type of non-transitory 

storage medium to be executed by the processor 220.  The methods and/or 

processes of the present disclosure may be implemented as the program 
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instructions.  The computing device 200 also includes an I/O component 260, 

supporting input/output between the computing device 200 and other 

components therein.  The computing device 200 may also receive 

programming and data via network communications. 

[0060] Merely for illustration, only one processor is described in the 

computing device 200.  However, it should be noted that the computing 

device 200 in the present disclosure may also include multiple processors, 

and thus operations that are performed by one processor as described in the 

present disclosure may also be jointly or separately performed by the multiple 

processors.  For example, the processor of the computing device 200 

executes both operation A and operation B.  As in another example, 

operation A and operation B may also be performed by two different 

processors jointly or separately in the computing device 200 (e.g., the first 

processor executes operation A and the second processor executes operation 

B, or the first and second processors jointly execute operations A and B). 

[0061] FIG. 3 is a block diagram illustrating an exemplary processing engine 

according to some embodiments of the present disclosure.  The processing 

engine 112 may include an obtaining module 310, a state determination 

module 320, a candidate driving action determination module 330, a target 

driving action determination module 340, a target driving path determination 

module 350, a transmission module 360, and a training module 370. 

[0062] The obtaining module 310 may be configured to obtain driving 

information associated with a vehicle (e.g., the vehicle 130).  The obtaining 

module 310 may obtain the driving information from the detection units (e.g., a 

camera, a radar) of the vehicle, a storage device (e.g., the storage 140) 

disclosed elsewhere in the present disclosure, or an external resource (e.g., a 

traffic guidance platform, a news platform).  The obtaining module 310 may 

obtain the driving information according to a certain time interval (e.g., 0.01 

seconds, 0.02 seconds, 0.05 seconds), in real time, or substantially in real 
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time.  More descriptions of the driving information may be found elsewhere in 

the present disclosure (e.g., FIG. 4 and the descriptions thereof). 

[0063] The state determination module 320 may be configured to determine 

a state of the vehicle.  The state determination module 320 may determine 

the state of the vehicle according to a certain time interval (e.g., 0.01 seconds, 

0.02 seconds, 0.05 seconds), in real time, or substantially in real time.  More 

descriptions of the state of the vehicle may be found elsewhere in the present 

disclosure (e.g., FIG. 4 and the descriptions thereof). 

[0064] The candidate driving action determination module 330 may be 

configured to determine one or more candidate driving actions and one or 

more evaluation values corresponding to the one or more candidate driving 

actions based on the driving information and the state of the vehicle by using 

a trained driving-action model.  More descriptions of the driving action may 

be found elsewhere in the present disclosure (e.g., FIG. 4 and the 

descriptions thereof). 

[0065] The target driving action determination module 340 may be configured 

to select a target driving action from the one or more candidate driving actions 

based on the one or more evaluation values.  In some embodiments, the 

target driving action determination module 340 may identify a highest 

evaluation value from the one or more evaluation values corresponding to the 

one or more candidate driving actions and select a candidate driving action 

corresponding to the highest evaluation value as the target driving action.  In 

some embodiments, the target driving action determination module 340 may 

select the target driving action from the one or more candidate driving actions 

according to a predetermined rule. 

[0066] The target driving path determination module 350 may be configured 

to determine a target driving path based on the target driving action.  For 

example, the target driving path determination module 350 may determine a 

plurality of candidate driving paths based on the driving information 

associated with the vehicle, the state of the vehicle, and the target driving 
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action.  The target driving path determination module 350 may further select 

the target driving path from the plurality of candidate driving paths based on 

based on one or more features associated with each of the plurality of 

candidate driving paths, for example, an offset from the candidate driving path 

to a center line of a lane, a travel time of the candidate driving path, a comfort 

level of the candidate driving path, a distance between the candidate driving 

path and an obstacle, etc. 

[0067] The transmission module 360 may be configured to send signals to 

one or more control components (e.g., the steering device, the brake device, 

the accelerator) of the vehicle to direct the vehicle to take the target driving 

action to follow the target driving path.  For example, the transmission 

module 360 may determine control commands (e.g., a steering command, an 

acceleration command) associated with the target driving action and the 

target driving path and transmit the control commands to the one or more 

control components. 

[0068] The training module 370 may be configured to determine a trained 

driving-action model (e.g., a trained Q-learning neural network model) based 

on sample driving information associated with a sample vehicle and a sample 

state of the sample vehicle.  More descriptions of the determination of the 

trained driving-action model may be found elsewhere in the present disclosure 

(e.g., FIGs. 5-6 and the descriptions thereof). 

[0069] The modules in the processing engine 112 may be connected to or 

communicate with each other via a wired connection or a wireless connection.  

The wired connection may include a metal cable, an optical cable, a hybrid 

cable, or the like, or any combination thereof.  The wireless connection may 

include a Local Area Network (LAN), a Wide Area Network (WAN), a 

Bluetooth, a ZigBee, a Near Field Communication (NFC), or the like, or any 

combination thereof.  Two or more of the modules may be combined into a 

single module, and any one of the modules may be divided into two or more 

units.  For example, the obtaining module 310 and the state determination 
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module 320 may be combined as a single module which may both obtain the 

driving information associated with the vehicle and the state of the vehicle.  

As another example, the candidate driving action determination module 330 

and the target driving action determination module 340 may be combined as a 

single module which may both determine one or more candidate driving 

actions and a target driving action.  As a further example, the processing 

engine 112 may include a storage module (not shown) used to store 

information and/or data (e.g., the driving information associated with the 

vehicle, the state of the vehicle) associated with the vehicle.  As still a further 

example, the training module 370 may be unnecessary and the trained 

driving-action model may be obtained from a storage device (e.g., the storage 

140), such as the ones disclosed elsewhere in the present disclosure. 

[0070] FIG. 4 is a flowchart illustrating an exemplary process for determining 

a target driving path according to some embodiments of the present 

disclosure.  The process 400 may be executed by the autonomous driving 

system 100.  For example, the process 400 may be implemented as a set of 

instructions stored in the storage ROM 230 or RAM 240.  The processor 220 

and/or the modules in FIG. 3 may execute the set of instructions, and when 

executing the instructions, the processor 220 and/or the modules may be 

configured to perform the process 400.  The operations of the illustrated 

process presented below are intended to be illustrative.  In some 

embodiments, the process 400 may be accomplished with one or more 

additional operations not described and/or without one or more of the 

operations discussed.  Additionally, the order in which the operations of the 

process 400 illustrated in FIG. 4 and described below is not intended to be 

limiting. 

[0071] In 410, the processing engine 112 (e.g., the obtaining module 310) 

(e.g., the interface circuits of the processor 220) may obtain driving 

information associated with a vehicle (e.g., the vehicle 130).  The processing 

engine 112 may obtain the driving information from the detection units (e.g., a 
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camera, a radar) of the vehicle, a storage device (e.g., the storage 140) 

disclosed elsewhere in the present disclosure, or an external resource (e.g., a 

traffic guidance platform, a news platform).  The processing engine 112 may 

obtain the driving information according to a certain time interval (e.g., 0.01 

seconds, 0.02 seconds, 0.05 seconds), in real time, or substantially in real 

time. 

[0072] In some embodiments, the driving information associated with the 

vehicle may include perception information within a first predetermined range 

of the vehicle, map information within the first predetermined range of the 

vehicle, or the like, or any combination thereof.  The first predetermined 

range may be default settings of the autonomous driving system 100 or may 

be adjustable under different situations.  For example, the first predetermined 

range may be a region (e.g., a circle, a rectangle, a square, a triangle, a 

polygon) with a current location of the vehicle as the center. 

[0073] In some embodiments, the processing engine 112 may obtain the 

perception information from the detection units (e.g., a camera, a radar) of the 

vehicle.  The perception information may include road condition information, 

obstacle information, or the like, or any combination thereof.  The road 

condition information may include a road width, a road length, a road type 

(e.g., expressway, beltway, side road, flyover, one-way road, two-way road), 

traffic lane information, a traffic sign (e.g., a road indicator), traffic light 

information, pedestrian crossing information, or the like, or any combination 

thereof.  The obstacle information may include a type of an obstacle (e.g., a 

vehicle, a pedestrian, an animal, a building, a tree, a roadblock), a location of 

the obstacle, a size of the obstacle, a velocity of the obstacle, a distance 

between the current location of the vehicle and the location of the obstacle, or 

the like, or any combination thereof. 

[0074] In some embodiments, the processing engine 112 may obtain the 

map information from a storage device (e.g., the storage 140), such as the 

ones disclosed elsewhere in the present disclosure.  As used herein, in some 
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embodiments, the map information may be information included in a high 

precision map (e.g., HD map), which indicates high precision expression of 

the road condition information. 

[0075] In 420, the processing engine 112 (e.g., the state determination 

module 320) (e.g., the processing circuits of the processor 220) may 

determine a state of the vehicle.  The processing engine 112 may determine 

the state of the vehicle according to a certain time interval (e.g., 0.01 seconds, 

0.02 seconds, 0.05 seconds, etc.), in real time, or substantially in real time. 

[0076] In some embodiments, the state of the vehicle may include a current 

location of the vehicle, a velocity (e.g., an instantaneous velocity, an average 

velocity within a predetermined time period) of the vehicle, an acceleration 

(e.g., an instantaneous acceleration, an average acceleration within a 

predetermined time period) of the vehicle, an angle of a steering wheel of the 

vehicle, or the like, or any combination thereof.  As used herein, the “velocity” 

includes “magnitude” information and/or “direction” information.  For 

example, the velocity of the vehicle may be expressed as “70 km/h, 30°” 

which indicates that the magnitude of the velocity is 70 km/h and the direction 

of the velocity is a direction with a 30° angle from the horizontal direction.  

Similarly, the “acceleration” also includes “magnitude” information and/or 

“direction” information.  In some embodiments, the state of the vehicle may 

further include remainder power, remainder gasoline volume, an oil 

temperature, a gas pressure, a tire pressure, etc. 

[0077] In some embodiments, the processing engine 112 may obtain the 

state of the vehicle from the detection units of the vehicle.  For example, the 

processing engine 112 may obtain the acceleration of the vehicle from the 

acceleration sensor.  As another example, the processing engine 112 may 

obtain the angle of the steering wheel, which reflects an instant turning angle 

of the vehicle, from the steering angle sensor. 

[0078] In 430, the processing engine 112 (e.g., the candidate driving action 

determination module 330) (e.g., the processing circuits of the processor 220) 
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may determine one or more candidate driving actions and one or more 

evaluation values corresponding to the one or more candidate driving actions 

based on the driving information and the state of the vehicle by using a 

trained driving-action model.  As used herein, an evaluation value 

corresponding to a specific driving action refers to a value which indicates a 

comprehensive reward (also referred to as an “expected reward”) associated 

with the specific driving action to the driving process of the vehicle. 

[0079] In some embodiments, a driving action may refer to an action 

associated with operation of the vehicle.  In some embodiments, the driving 

action may include “stop,” “keep lane,” “follow,” “turn left,” “turn right,” “nudge 

left,” “nudge right,” or the like, or any combination thereof.  As used herein, 

“stop” refers to an action to stop the vehicle, “keep lane” refers to an action to 

direct the vehicle to drive along a lane where the vehicle is located, “follow” 

refers to an action to direct the vehicle to follow another vehicle in front of the 

vehicle, “turn left” or “turn right” refers to an action to direct the vehicle to turn 

left (or right) from the lane where the vehicle is located to an another lane 

which is parallel to the lane where the vehicle is located, and “nudge left” or 

“nudge right” refers to an action to direct the vehicle to turn left (or right) 

without leaving the lane where the vehicle is located.  As used herein, a 

difference between “turn” and “nudge” is that it is necessary for a vehicle to 

change lanes to avoid a collision with an obstacle located in front of the 

vehicle under a “turn” action (e.g., “turn left,” “turn right”), whereas, it is 

unnecessary for the vehicle to change lanes to avoid the collision with the 

obstacle located in front of the vehicle under a “nudge” action (e.g., “nudge 

left,” nudge right”).  More descriptions of the driving action may be found 

elsewhere in the present disclosure (e.g., FIG. 7 and descriptions thereof). 

[0080] In some embodiments, the processing engine 112 may obtain the 

trained driving-action model from the training module 370 or a storage device 

(e.g., the storage 140) disclosed elsewhere in the present disclosure.  In 

some embodiments, the trained driving-action model may include a Q-
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learning neural network model.  The Q-learning neural network model may 

be a reinforcement learning model used in machine learning.  More 

descriptions of the trained driving-action model may be found elsewhere in the 

present disclosure (e.g., FIGs. 5, 6, 9, and descriptions thereof). 

[0081] In 440, the processing engine 112 (e.g., the target driving action 

determination module 340) (e.g., the processing circuits of the processor 220) 

may select a target driving action from the one or more candidate driving 

actions based on the one or more evaluation values. 

[0082] In some embodiments, the processing engine 112 may identify a 

highest evaluation value from the one or more evaluation values 

corresponding to the one or more candidate driving actions and select a 

candidate driving action corresponding to the highest evaluation value as the 

target driving action. 

[0083] In some embodiments, the processing engine 112 may select the 

target driving action from the one or more candidate driving actions according 

to one or more predetermined rules.  The predetermined rules may be 

default settings of the autonomous driving system 100 or may be adjustable 

under different situations.  For example, it can be assumed that the 

processing engine 112 determines two candidate driving actions “turn left” and 

“nudge left,” the processing engine 112 may select “nudge left” as the target 

driving action, under which it is unnecessary for the vehicle to change lanes. 

[0084] In 450, the processing engine 112 (e.g., the target driving path 

determination module 350) (e.g., the processing circuits of the processor 220) 

may determine a target driving path based on the target driving action. 

[0085] In some embodiments, the processing engine 112 may determine a 

plurality of candidate driving paths based on the driving information 

associated with the vehicle, the state of the vehicle, and the target driving 

action.  For example, the processing engine 112 may define a destination 

based on the target driving action and determine a plurality of curves 

associated with the current location of the vehicle and the defined destination 
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based on the driving information (e.g., road condition information) according 

to a curve-fitting method.  Further, the processing engine 112 may select 

curves which do not collide with obstacle(s) as the plurality of candidate 

driving paths.  As another example, the processing engine 112 may 

determine the plurality of candidate driving paths based on the driving 

information associated with the vehicle, the state of the vehicle, and the target 

driving action according to a machine learning model (e.g., an artificial neural 

network model, a support vector machine (SVM) model, a decision tree 

model).  More descriptions for determining the candidate driving paths may 

be found in International Application No. PCT/CN2017/092714 filed on July 

13, 2017, the entire contents of which are incorporated herein by reference in 

their entirety. 

[0086] In some embodiments, generating the candidate driving paths may be 

performed based on certain restrictions.  In certain embodiments, the 

restrictions may be based on the target driving action.  For example, if “turn 

left” has been selected as the target driving action, such a selection 

automatically provides restrictions as to what candidate driving paths can be 

generated.  

[0087] After determining the plurality of candidate driving paths, the 

processing engine 112 may select the target driving path from the plurality of 

candidate driving paths based on one or more features associated with each 

of the plurality of candidate driving paths, for example, an offset from the 

candidate driving path to a center line of a lane, a travel time of the candidate 

driving path, a comfort level of the candidate driving path, a distance between 

the candidate driving path and an obstacle, etc.  As used herein, the comfort 

level may be associated with a plurality of accelerations corresponding to a 

plurality of points on the candidate driving path.  For example, it is assumed 

that each of the plurality of accelerations is less than a first acceleration 

threshold (e.g., 3m/s2), the comfort level may be specified as 1, whereas, it is 

assumed that a percentage of accelerations which are higher than a second 
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acceleration threshold (e.g., 10m/s2) is more than a percentage threshold 

(e.g., 50%, 60%, 70%), the comfort level may be specified as 0.  Accordingly, 

the higher the percentage of accelerations which are more than the second 

acceleration threshold is, the lower the comfort level of the sample driving 

path may be. 

[0088] For example, the processing engine 112 may determine a candidate 

driving path with an offset from the candidate driving path to a center line of a 

lane less than an offset threshold as the target driving path.  As another 

example, the processing engine 112 may determine a candidate driving path 

with a travel time less than a time threshold as the target driving path.  As a 

further example, the processing engine 112 may determine a candidate 

driving path with a comfort level higher than a level threshold as the target 

driving path.  As a still further example, the processing engine 112 may 

determine a candidate driving path with a distance between the candidate 

driving path and an obstacle less than a distance threshold as the target 

driving path. 

[0089] In some embodiments, the processing engine 112 may select the 

target driving path from the plurality of candidate driving paths based on a 

travel cost associated with each of the plurality of candidate driving paths.  

For example, the processing engine 112 may identify a smallest travel cost 

from a plurality of travel costs corresponding to the plurality of candidate 

driving paths and identify a candidate driving path corresponding to the 

smallest travel cost as the target driving path.  More descriptions regarding 

determining the target driving path may be found in, for example, International 

Application No. PCT/CN2018/      , entitled "SYSTEMS AND METHODS 

FOR DETERMINING DRIVING PATH IN AUTONOMOUS DRIVING," filed on 

even date, the contents of which are hereby incorporated by reference. 

[0090] In 460, the processing engine 112 (e.g., the transmission module 360) 

(e.g., the interface circuits of the processor 220) may send signals to one or 

more control components (e.g., the steering device, the brake device, the 
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accelerator) of the vehicle to direct the vehicle to take the target driving action 

to follow the target driving path.  For example, the processing engine 112 

may determine control commands (e.g., a steering command, an acceleration 

command) associated with the target driving action and the target driving path 

and transmit the control commands to the one or more control components. 

[0091] It should be noted that the above description is merely provided for 

the purpose of illustration, and not intended to limit the scope of the present 

disclosure.  For persons having ordinary skills in the art, multiple variations 

and modifications may be made under the teachings of the present 

disclosure.  However, those variations and modifications do not depart from 

the scope of the present disclosure. 

[0092] For example, the processing engine 112 may determine a plurality of 

sets of candidate driving paths based on the driving information associated 

with the vehicle, the state of the vehicle, and the one or more candidate 

driving actions determined in operation 430, wherein each set of the plurality 

of sets of candidate driving paths correspond to a candidate driving action.  

Further, the processing engine 112 may determine the target driving path from 

the plurality of sets of candidate driving paths according to operation 450.  As 

another example, one or more other optional operations (e.g., a storing 

operation) may be added elsewhere in the process 400.  In the storing 

operation, the processing engine 112 may store information and/or data (e.g., 

the driving information associated with the vehicle, the state of the vehicle, the 

candidate driving actions, the candidate driving paths) associated with the 

vehicle in a storage (e.g., the storage 140) disclosed elsewhere in the present 

disclosure.  As a further example, operation 410 and operation 420 may be 

performed simultaneously. 

[0093] FIG. 5 is a flowchart illustrating an exemplary process for determining 

a trained driving-action model according to some embodiments of the present 

disclosure.  The process 500 may be executed by the autonomous driving 

system 100.  For example, the process 500 may be implemented as a set of 
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instructions stored in the storage ROM 230 or RAM 240.  The processor 220 

and/or the training module 370 may execute the set of instructions, and when 

executing the instructions, the processor 220 and/or the training module 370 

may be configured to perform the process 500.  The operations of the 

illustrated process presented below are intended to be illustrative.  In some 

embodiments, the process 500 may be accomplished with one or more 

additional operations not described and/or without one or more of the 

operations discussed.  Additionally, the order in which the operations of the 

process 500 illustrated in FIG. 5 and described below is not intended to be 

limiting. 

[0094] In 510, the processing engine 112 (e.g., the training module 370) 

(e.g., the interface circuits or the processing circuits of the processor 220) 

may obtain a preliminary driving-action model (e.g., a preliminary Q-learning 

neural network model).  The processing engine 112 may obtain the 

preliminary driving-action model from a storage device (e.g., the storage 140) 

disclosed elsewhere in the present disclosure and/or an external data source 

(not shown) via the network 120.  The preliminary driving-action model may 

include one or more preliminary parameters which may be default settings of 

the autonomous driving system 100 or may be adjustable in different 

situations. 

[0095] In 520, the processing engine 112 (e.g., the training module 370) 

(e.g., the processing circuits of the processor 220) may obtain preliminary 

sample driving information associated with a sample vehicle.  In some 

embodiments, the sample vehicle has similar features (e.g., vehicle type, 

vehicle model, vehicle year, vehicle weight, engine power) as the vehicle 130. 

[0096] As described in connection with operation 410, the preliminary sample 

driving information associated with the sample vehicle may include 

preliminary sample perception information within a second predetermined 

range of the sample vehicle, preliminary sample map information within the 

second predetermined range of the sample vehicle, or the like, or any 
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combination thereof.  In some embodiments, the second predetermined 

range may be the same as or different from the first predetermined range 

described in connection with operation 410.  The preliminary sample 

perception information may include preliminary sample road condition 

information, preliminary sample obstacle information, or the like, or any 

combination thereof.  In some embodiments, the preliminary sample driving 

information associated with the sample vehicle may be default settings of the 

autonomous driving system 100 or may be adjustable under different 

situations. 

[0097] In 530, the processing engine 112 (e.g., the training module 370) 

(e.g., the processing circuits of the processor 220) may obtain a preliminary 

sample state of the sample vehicle. 

[0098] As described in connection with operation 420, the preliminary sample 

state of the sample vehicle may include a preliminary sample velocity (e.g., a 

preliminary sample instantaneous velocity, a preliminary sample average 

velocity within a predetermined time period) of the sample vehicle, a 

preliminary sample acceleration (e.g., a preliminary sample instantaneous 

acceleration, a preliminary sample average acceleration within a 

predetermined time period) of the sample vehicle, a preliminary sample angle 

of a steering wheel of the sample vehicle, or the like, or any combination 

thereof.  In some embodiments, the preliminary sample state of the sample 

vehicle may further include preliminary sample remainder power, preliminary 

sample remainder gasoline volume, a preliminary sample oil temperature, a 

preliminary sample gas pressure, a preliminary sample tire pressure etc.  In 

some embodiments, the preliminary state of the sample vehicle may be 

default settings of the autonomous driving system 100 or may be adjustable 

under different situations. 

[0099] In 540, the processing engine 112 (e.g., the training module 370) 

(e.g., the processing circuits of the processor 220) may determine a 

preliminary sample driving action based on the preliminary sample driving 
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information, the preliminary sample state of the sample vehicle, and the 

preliminary driving-action model.  As described in connection with operation 

430, the preliminary sample driving action may include “stop,” “keep lane,” 

“follow,” “turn left,” “turn right,” “nudge left,” “nudge right,” or the like, or any 

combination thereof.  For example, it is assumed that the driving information 

indicates that there is an obstacle in front of the sample vehicle, the 

processing engine 112 may determine a preliminary sample driving action 

“turn left” or “nudge left” according to the preliminary driving-action model. 

[0100] In 550, the processing engine. 112 (e.g., the training module 370) 

(e.g., the processing circuits of the processor 220) may determine a 

preliminary sample evaluation value associated with the preliminary driving-

action model based on a preliminary reward value corresponding to the 

preliminary sample driving action.  As used herein, take a specific sample 

driving action as an example, a reward value corresponding to the specific 

sample driving action may be a parameter which is used to evaluate the 

contribution of the specific sample driving action to the driving process of the 

sample vehicle.  Also take the specific sample driving action in a specific 

iteration as an example, an evaluation value corresponding to the specific 

sample driving action may be a value which indicates a comprehensive 

reward (also referred to as an “expected reward”) associated with the specific 

sample driving action to the driving process of the sample vehicle up to the 

specific iteration. 

[0101] In some embodiments, the preliminary reward value may be 

associated with a distance between a preliminary sample driving path 

associated with the preliminary sample driving action and an obstacle.  In 

some embodiments, the preliminary reward value may be associated with a 

smoothness of the preliminary sample driving path as connected to the 

immediately preceding driving path.  In some embodiments, the preliminary 

reward value may be associated with a comfort level of the preliminary 

sample driving path.  In some embodiments, as described in connection with 



 

 
32 

operation 450, the processing engine 112 may determine the preliminary 

sample driving path based on the preliminary sample driving action.  In some 

embodiments, the longer the distance between the preliminary sample driving 

path associated with the preliminary sample driving action and the obstacle is, 

the higher the preliminary reward value may be.  In some embodiments, the 

higher the smoothness is, the higher the preliminary reward value may be.  

In some embodiments, the higher the comfort level is, the higher the 

preliminary reward value may be. 

[0102] In some embodiments, the processing engine 112 may determine a 

perception area associated with the preliminary sample driving path and 

determine a distance between the preliminary sample driving path and an 

obstacle in the perception area.  The size of the perception area may be 

default settings (e.g., 50cm×50cm, 100cm ×100cm, 200 cm×200 cm, 

500cm×500cm, 1000cm×1000cm) of the autonomous driving system 100 or 

may be adjustable under different situations.  As used herein, the distance 

between the preliminary sample driving path and the obstacle in the 

perception area may be a shortest distance between the preliminary sample 

driving path and the obstacle.  For an ordinary person in the art, it is known 

that an obstacle has a certain size.  Take a top view as an example, it can be 

considered that the obstacle includes a plurality of points and each of the 

plurality of points corresponds to a distance to the preliminary sample driving 

path.  The “shortest distance” refers to the shortest one among the plurality 

of distances corresponding to the plurality of points. 

[0103] In some embodiments, there may be a plurality of obstacles in the 

perception area.  In this situation, the processing engine 112 may determine 

a candidate distance (which is a shortest distance) between the preliminary 

sample driving path and each of the plurality of obstacles and determine a 

comprehensive distance between the preliminary sample driving path and the 

plurality of obstacles based on a plurality of candidate distances 

corresponding to the plurality of obstacles.  For example, the processing 



 

 
33 

engine 112 may identify a shortest candidate distance from the plurality of 

candidate distances corresponding to the plurality of obstacles as the 

comprehensive distance between the preliminary sample driving path and the 

plurality of obstacles.  As another example, the processing engine 112 may 

determine an average or a weighted average of the plurality of candidate 

distances as the comprehensive distance between the preliminary sample 

driving path and the plurality of obstacles.  More descriptions of the 

determination of the distance between the preliminary sample driving path 

and an obstacle may be found elsewhere in the present disclosure (e.g., FIG. 

8 and descriptions thereof). 

[0104] In some embodiments, the processing engine 112 may define a 

specific range (e.g., 0~1), map the distance between the preliminary sample 

driving path associated with the preliminary sample driving action and the 

obstacle into the specific range, and designate a corresponding mapping 

value as the preliminary reward value corresponding to the preliminary driving 

action.  For example, it is assumed that the distance between the preliminary 

sample driving path associated with the preliminary sample driving action and 

the obstacle is longer than a first distance threshold (e.g., 0.5 m), the 

processing engine 112 may determine that the preliminary reward value 

corresponding to the preliminary sample driving action is 1; whereas, it is 

assumed that the distance between the preliminary sample driving path 

associated with the preliminary sample driving action and the obstacle is 

smaller than a second distance threshold (e.g., 0.01 m), the processing 

engine 112 may determine that the preliminary reward value corresponding to 

the preliminary sample driving action is 0.  Accordingly, the longer the 

distance between the preliminary sample driving path associated with the 

preliminary sample driving action and the obstacle is, the higher the 

preliminary reward value corresponding to the preliminary sample driving 

action may be.  The first distance threshold and/or the second distance 
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threshold may be default settings of the autonomous driving system 100 or 

may be adjustable under different situations. 

[0105] In some embodiments, the processing engine 112 may determine the 

preliminary sample evaluation value associated with the preliminary driving-

action model based on an action-utility function (also referred to as a Q-

function) according to formula (1) below: ܳᇱ(ݏ, ܽ) = ,ݏ)ܳ ܽ) + ௜,௧ݎ)ߙ + ,ݏ)∗ܳߣ ܽ))      (1) 

where  ܽ refers to a sample driving action in an ith iteration; ݏ refers to a 

sample state of the sample vehicle in the ith iteration; ܳᇱ(ݏ, ܽ) refers to a 

sample evaluation value associated with a driving-action model in the ith 

iteration; ܳ(ݏ, ܽ) refers to a sample evaluation value associated with a 

driving-action model in a previous iteration (which may be a default value in a 

first iteration); ܳ∗(ݏ, ܽ) refers to an optimal sample evaluation value 

associated with the driving-action model corresponding to the ith iteration; ߙ 

refers to a learning rate; ݎ௜,௧ refers to a reward value corresponding to the 

sample driving action in the ith iteration; and ߣ refers to a discount factor 

(e.g., a value within 0~1).  In some embodiments, the learning rate and/or the 

discount factor may be default settings of the autonomous driving system 100 

or may be adjustable under different situations.  In some embodiments, the 

optimal sample evaluation value corresponding to the ith iteration may be 

determined based on a plurality of sample evaluation values determined in a 

plurality of previous iterations.  For example, the optimal evaluation value 

may be an average of the plurality of sample evaluation values determined in 

the plurality of previous iterations.  As another example, the optimal 

evaluation value may be a highest sample evaluation value among the 

plurality of sample evaluation values determined in the plurality of previous 

iterations. 

[0106] In 560, the processing engine 112 (e.g., the training module 370) 

(e.g., the processing circuits of the processor 220) may determine whether the 

preliminary sample evaluation value satisfies a preset condition. 
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[0107] In some embodiments, the processing engine 112 may determine 

whether the preliminary sample evaluation value is higher than a first 

threshold.  In response to the determination that the preliminary sample 

evaluation value is higher than the first threshold, the processing engine 112 

may determine that the preliminary sample evaluation value satisfies the 

preset condition.  In response to the determination that the preliminary 

sample evaluation value is less than or equal to the first threshold, the 

processing engine 112 may determine that the preliminary sample evaluation 

value does not satisfy the preset condition. 

[0108] In some embodiments, the processing engine 112 may determine 

whether a number count of iterations is higher than a second threshold.  In 

response to the determination that the number count of iterations is higher 

than the second threshold, the processing engine 112 may determine that the 

preliminary sample evaluation value satisfies the preset condition.  In 

response to the determination that the number count of iterations is less than 

or equal to the second threshold, the processing engine 112 may determine 

that the preliminary sample evaluation value does not satisfy the preset 

condition.  The first threshold and/or the second threshold may be default 

settings of the autonomous driving system 100 or may be adjustable under 

different situations. 

[0109] In some embodiments, the processing engine 112 may determine a 

loss function of the preliminary driving-action model and determine a value of 

the loss function based on the preliminary sample evaluation value.  Further, 

the processing engine 112 may determine whether the value of the loss 

function is less than a loss threshold.  In response to the determination that 

the value of the loss function is less than the loss threshold, the processing 

engine 112 may determine that the preliminary sample evaluation value 

satisfies the preset condition.  In response to the determination that the value 

of the loss function is higher than or equal to the loss threshold, the 
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processing engine 112 may determine that the preliminary sample evaluation 

value does not satisfy the preset condition. 

[0110] In response to the determination that the preliminary sample 

evaluation value satisfies the preset condition, the processing engine 112 

(e.g., the training module 370) (e.g., the processing circuits of the processor 

220) may designate the preliminary driving-action model as a trained driving-

action model in 570. 

[0111] In response to the determination that the preliminary sample 

evaluation value does not satisfy the preset condition, the processing engine 

112 (e.g., the training module 370) (e.g., the processing circuits of the 

processor 220) may execute the process 500 to operation 580 to perform one 

or more iterations for updating the preliminary driving-action model until an 

updated sample evaluation value satisfies the preset condition.  An 

exemplary iteration is described below in FIG. 6. 

[0112] In 610, the processing engine 112 (e.g., the training module 370) 

(e.g., the processing circuits of the processor 220) may determine an updated 

driving-action model based on a reward value in a previous iteration. 

[0113] In some embodiments, the processing engine 112 may determine the 

updated driving-action model by updating one or more parameters of a 

driving-action model in the previous iteration (e.g., the one or more 

preliminary parameters of the preliminary driving-action model), wherein 

under the updated one or more parameters, the reward value and/or the 

sample evaluation value may be increased. 

[0114] In 620, the processing engine 112 (e.g., the training module 370) 

(e.g., the processing circuits of the processor 220) may obtain updated 

sample driving information associated with the sample vehicle. 

[0115] In 630, the processing engine 112 (e.g., the training module 370) 

(e.g., the processing circuits of the processor 220) may estimate an updated 

sample state of the sample vehicle based on a sample driving action in the 
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previous iteration and a sample state of the sample vehicle in the previous 

iteration. 

[0116] In some embodiments, the processing engine 112 may estimate the 

updated sample state of the sample vehicle based on the sample driving 

action in the previous iteration and the sample state of the sample vehicle in 

the previous iteration according to a simulation model.  In some 

embodiments, the simulation model may be configured with one or more 

features (e.g., vehicle type, vehicle weight, vehicle model, vehicle year, 

engine power, brake efficiency) of the sample vehicle, road condition 

information, obstacle information, map information, or the like, or any 

combination thereof.  The processing engine 112 may simulate operation of 

the sample vehicle based on the simulation model and determine the updated 

sample state of the sample vehicle based on a simulation result. 

[0117] In 640, the processing engine 112 (e.g., the training module 370) 

(e.g., the processing circuits of the processor 220) may determine an updated 

sample driving action based on the updated sample driving information, the 

updated sample state of the sample vehicle, and the updated driving-action 

model.  For example, the processing engine 112 may input the updated 

sample driving information and the updated sample state of the sample 

vehicle into the updated driving-action model.  The processing engine 112 

may determine the updated sample driving action based on an output of the 

updated driving-action model. 

[0118] In 650, the processing engine 112 (e.g., the training module 370) 

(e.g., the processing circuits of the processor 220) may determine an updated 

sample evaluation value associated with the updated driving-action model 

based on an updated reward value corresponding to the updated sample 

driving action and a sample evaluation value in the previous iteration.  For 

example, the processing engine 112 may determine the updated sample 

evaluation value according to formula (1). 
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[0119] In 660, as described in connection with operation 560, the processing 

engine 112 (e.g., the training module 370) (e.g., the processing circuits of the 

processor 220) may determine whether the updated sample evaluation value 

satisfies the preset condition. 

[0120] In some embodiments, the processing engine 112 may also determine 

whether the updated driving-action model is convergent.  For example, the 

processing engine 112 may determine whether a difference value between the 

update sample evaluation value and a sample evaluation value in the 

previous iteration is less than a difference threshold.  In response to the 

determination that the difference value is less than the difference threshold, 

the processing engine 112 may determine that the updated driving-action 

model is convergent, and accordingly, the processing engine 112 may 

determine that the updated sample evaluation value satisfies the preset 

condition.  In response to the determination that the difference value is 

higher than or equal to the difference threshold, the processing engine 112 

may determine that the updated sample evaluation value does not satisfy the 

preset condition. 

[0121] In response to the determination that updated sample evaluation 

value satisfies the preset condition, the processing engine 112 may designate 

the updated driving-action model as the trained driving-action model in 670. 

[0122] In response to the determination that updated sample evaluation 

value does not satisfy the preset condition, the processing engine 112 may 

execute the process 600 to return to operation 610 to update the updated 

driving-action model (i.e., start a next iteration) until the updated sample 

evaluation value satisfies the preset condition. 

[0123] It should be noted that the above description is merely provided for 

the purpose of illustration, and not intended to limit the scope of the present 

disclosure.  For persons having ordinary skills in the art, multiple variations 

and modifications may be made under the teachings of the present 

disclosure.  However, those variations and modifications do not depart from 
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the scope of the present disclosure.  For example, one or more other 

optional operations (e.g., a storing operation) may be added elsewhere in the 

process 500 and/or the process 600.  In the storing operation, the processing 

engine 112 may store information and/or data (e.g., the sample driving 

information, the sample state of the sample vehicle) associated with the 

sample vehicle in a storage device (e.g., the storage 140) disclosed 

elsewhere in the present disclosure.  As another example, operation 520 and 

operation 530 may be performed simultaneously.  As a further example, 

operation 620 and operation 630 may be performed simultaneously.  As still 

a further example, in operation 540, the processing engine 112 may randomly 

select a driving action as the preliminary sample driving action.  As still a 

further example, the preliminary reward value may be associated with other 

features (e.g., a travel time) of the preliminary sample driving path. 

[0124] FIG. 7 is a schematic diagram illustrating exemplary driving actions 

according to some embodiments of the present disclosure.  As illustrated, a 

road scenario including lane 1, lane 2, and lane 3 is described as an example, 

wherein lane 1 is parallel to lane 2 and lane 3 is perpendicular to lane 1 and 

lane 2.  Further, 701 refers to a vehicle and 702 refers to another vehicle in 

front of it.  740 and 760 refer to obstacles.  A curve 710 refers to a driving 

path associated with the driving action “follow” which refers to an action to 

direct the vehicle 701 to follow the vehicle 702 in front of it.  A curve 720 

refers to a driving path associated with the driving action “keep lane” which 

refers to an action to direct the vehicle 701 to drive along lane 2.  A curve 

730 refers to a driving path associated with the driving action “nudge left” 

which refers to an action to direct the vehicle 701 to turn left without leaving 

lane 2.  In this situation, the vehicle 701 can avoid a collision with the 

obstacle 750 without leaving lane 2.  A curve 740 refers to a driving path 

associated with the driving action “turn left” which refers to an action to direct 

the vehicle 701 to turn left from lane 2 to lane 1.  In this situation, in order to 
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avoid a collision with the obstacle 760, the vehicle 701 needs to change from 

lane 2 to lane 1. 

[0125] In addition, it is assumed that the processing engine 112 determines 

that the vehicle 701 needs to change from lane 1 to lane 3, the processing 

engine 112 may determine the driving action “keep lane” on lane 1, and the 

driving action “keep lane” on lane 3 respectively, rather than “turn left” or 

“nudge left.” 

[0126] FIG. 8 is a schematic diagram illustrating an exemplary 

comprehensive distance between a driving path and a plurality of obstacles 

according to some embodiments of the present disclosure.  As illustrated, a 

curve 810 refers to a driving path of a vehicle 860.  It can be seen that there 

are a plurality of obstacles (e.g., an obstacle 830, an obstacle 840, and an 

obstacle 850) around the driving path 810 of the vehicle 860 within a 

perception area 820.  The processing engine 112 may determine a candidate 

distance between the driving path 810 and each of the plurality of obstacles in 

the perception area.  For example, the processing engine 112 may determine 

a candidate distance L1 between the driving path 810 and the obstacle 830, a 

candidate distance L2 between the driving path 810 and the obstacle 840, and 

a candidate distance L3 between the driving path 810 and the obstacle 850.  

The processing engine 112 may further determine a comprehensive distance 

between the driving path 810 and the plurality of obstacles based on the three 

candidate distances.  For example, the processing engine 112 may 

determine a shortest candidate distance (i.e., the candidate distance L3 

between the driving path 810 and the obstacle 850) among the three 

distances as the comprehensive distance between the driving path 810 and 

the plurality of obstacles.  As another example, the processing engine 112 

may determine an average (i.e., (L1+L2+L3)/3) of the three candidate 

distances as the comprehensive distance between the driving path 810 and 

the plurality of obstacles. 
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[0127] FIG. 9 is a schematic diagram illustrating an exemplary process for 

training a Q-learning neural network model according to some embodiments 

of the present disclosure. 

[0128] As illustrated in FIG. 9, “environment” refers to a scenario in which a 

sample vehicle is located, and we can assume that the “environment” is a 

land traffic scenario.  According to the present disclosure, it is known that the 

training process includes one or more iterations and an ith iteration is 

described here as an example.  Specifically, the processing engine 112 may 

determine a sample state ݏ௧ (e.g., a location, a velocity) of the sample vehicle 

at a time point t.  The processing engine 112 may determine a sample driving 

action ܽ௧  corresponding to the time point t for the sample vehicle based on 

the sample state ݏ௧ of the sample vehicle (sample driving information is 

omitted here for convenience) according to a Q-learning neural network model 

in the ith iteration.  Further, the processing engine 112 may determine a 

reward value ݎ௧ corresponding to the sample driving action ܽ௧, and 

simultaneously or successively, the processing engine 112 may determine a 

sample evaluation value  ܳ௧ᇱ(ݏ௧, ܽ௧) associated with Q-learning neural 

network model corresponding to the sample driving action ܽ௧.  The 

processing engine 112 may determine whether the sample evaluation value  ܳ௧ᇱ(ݏ௧, ܽ௧)  satisfies a preset condition as described in connection with 

operation 560.  In response to the determination that the sample evaluation 

value  ܳ௧ᇱ(ݏ௧, ܽ௧)  satisfies the preset condition, the processing engine 112 

may designate the Q-learning neural network model in the ith iteration as a 

final trained Q-learning neural network model.  In response to the 

determination that the sample evaluation value  ܳ௧ᇱ(ݏ௧, ܽ௧)  does not satisfy 

the preset condition, the processing engine 112 may start a next iteration until 

an updated sample evaluation value satisfies the preset condition. 

[0129] Having thus described the basic concepts, it may be rather apparent 

to those skilled in the art after reading this detailed disclosure that the 

foregoing detailed disclosure is intended to be presented by way of example 
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only and is not limiting.  Various alterations, improvements, and modifications 

may occur and are intended to those skilled in the art, though not expressly 

stated herein.  These alterations, improvements, and modifications are 

intended to be suggested by this disclosure and are within the spirit and 

scope of the exemplary embodiments of this disclosure. 

[0130] Moreover, certain terminology has been used to describe 

embodiments of the present disclosure.  For example, the terms “one 

embodiment,” “an embodiment,” and/or “some embodiments” mean that a 

particular feature, structure or characteristic described in connection with the 

embodiment is included in at least one embodiment of the present disclosure.  

Therefore, it is emphasized and should be appreciated that two or more 

references to “an embodiment” or “one embodiment” or “an alternative 

embodiment” in various portions of this specification are not necessarily all 

referring to the same embodiment.  Furthermore, the particular features, 

structures or characteristics may be combined as suitable in one or more 

embodiments of the present disclosure. 

[0131] Further, it will be appreciated by one skilled in the art, aspects of the 

present disclosure may be illustrated and described herein in any of a number 

of patentable classes or context including any new and useful process, 

machine, manufacture, or composition of matter, or any new and useful 

improvement thereof.  Accordingly, aspects of the present disclosure may be 

implemented entirely hardware, entirely software (including firmware, resident 

software, micro-code, etc.) or combining software and hardware 

implementation that may all generally be referred to herein as a “unit,” 

“module,” or “system.”  Furthermore, aspects of the present disclosure may 

take the form of a computer program product embodied in one or more 

computer readable media having computer readable program code embodied 

thereon. 

[0132] A computer readable signal medium may include a propagated data 

signal with computer readable program code embodied therein, for example, 
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in baseband or as part of a carrier wave.  Such a propagated signal may take 

any of a variety of forms, including electro-magnetic, optical, or the like, or any 

suitable combination thereof.  A computer readable signal medium may be 

any computer readable medium that is not a computer readable storage 

medium and that may communicate, propagate, or transport a program for 

use by or in connection with an instruction execution system, apparatus, or 

device.  Program code embodied on a computer readable signal medium 

may be transmitted using any appropriate medium, including wireless, 

wireline, optical fiber cable, RF, or the like, or any suitable combination of the 

foregoing. 

[0133] Computer program code for carrying out operations for aspects of the 

present disclosure may be written in a combination of one or more 

programming languages, including an object oriented programming language 

such as Java, Scala, Smalltalk, Eiffel, JADE, Emerald, C++, C#, VB. NET, 

Python or the like, conventional procedural programming languages, such as 

the “C” programming language, Visual Basic, Fortran 2103, Perl, COBOL 

2102, PHP, ABAP, dynamic programming languages such as Python, Ruby 

and Groovy, or other programming languages.  The program code may 

execute entirely on the user’s computer, partly on the user’s computer, as a 

stand-alone software package, partly on the user’s computer and partly on a 

remote computer or entirely on the remote computer or server.  In the latter 

scenario, the remote computer may be connected to the user’s computer 

through any type of network, including a local area network (LAN) or a wide 

area network (WAN), or the connection may be made to an external computer 

(for example, through the Internet using an Internet Service Provider) or in a 

cloud computing environment or offered as a service such as a Software as a 

Service (SaaS).  

[0134] Furthermore, the recited order of processing elements or sequences, 

or the use of numbers, letters, or other designations, therefore, is not intended 

to limit the claimed processes and methods to any order except as may be 
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specified in the claims.  Although the above disclosure discusses through 

various examples what is currently considered to be a variety of useful 

embodiments of the disclosure, it is to be understood that such detail is solely 

for that purpose and that the appended claims are not limited to the disclosed 

embodiments, but, on the contrary, are intended to cover modifications and 

equivalent arrangements that are within the spirit and scope of the disclosed 

embodiments.  For example, although the implementation of various 

components described above may be embodied in a hardware device, it may 

also be implemented as a software only solution, for example, an installation 

on an existing server or mobile device.  

[0135] Similarly, it should be appreciated that in the foregoing description of 

embodiments of the present disclosure, various features are sometimes 

grouped in a single embodiment, figure, or description thereof for the purpose 

of streamlining the disclosure aiding in the understanding of one or more of 

the various inventive embodiments.  This method of disclosure, however, is 

not to be interpreted as reflecting an intention that the claimed subject matter 

requires more features than are expressly recited in each claim.  Rather, 

inventive embodiments lie in less than all features of a single foregoing 

disclosed embodiment. 

[0136] In some embodiments, the numbers expressing quantities or 

properties used to describe and claim certain embodiments of the application 

are to be understood as being modified in some instances by the term 

“about,” “approximate,” or “substantially.”  For example, “about,” 

“approximate,” or “substantially” may indicate ±20% variation of the value it 

describes, unless otherwise stated.  Accordingly, in some embodiments, the 

numerical parameters set forth in the written description and attached claims 

are approximations that may vary depending upon the desired properties 

sought to be obtained by a particular embodiment. In some embodiments, the 

numerical parameters should be construed in light of the number of reported 

significant digits and by applying ordinary rounding techniques.  
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Notwithstanding that the numerical ranges and parameters setting forth the 

broad scope of some embodiments of the application are approximations, the 

numerical values set forth in the specific examples are reported as precisely 

as practicable. 

[0137] Each of the patents, patent applications, publications of patent 

applications, and other material, such as articles, books, specifications, 

publications, documents, things, and/or the like, referenced herein is hereby 

incorporated herein by this reference in its entirety for all purposes, excepting 

any prosecution file history associated with same, any of same that is 

inconsistent with or in conflict with the present document, or any of same that 

may have a limiting affect as to the broadest scope of the claims now or later 

associated with the present document.  By way of example, should there be 

any inconsistency or conflict between the description, definition, and/or the 

use of a term associated with any of the incorporated material and that 

associated with the present document, the description, definition, and/or the 

use of the term in the present document shall prevail. 

[0138] In closing, it is to be understood that the embodiments of the 

application disclosed herein are illustrative of the principles of the 

embodiments of the application.  Other modifications that may be employed 

may be within the scope of the application.  Thus, by way of example, but not 

of limitation, alternative configurations of the embodiments of the application 

may be utilized in accordance with the teachings herein.  Accordingly, 

embodiments of the present application are not limited to that precisely as 

shown and described.   



 

 
46 

WHAT IS CLAIMED IS: 

1. A system for determining a driving action in autonomous driving, 

comprising: 

at least one storage medium including a set of instructions; and 

at least one processor in communication with the at least one storage 

medium, wherein when executing the set of instructions, the at least one 

processor is directed to cause the system to: 

obtain driving information associated with a vehicle; 

determine a state of the vehicle; 

determine one or more candidate driving actions and one or 

more evaluation values corresponding to the one or more candidate 

driving actions based on the driving information and the state of the 

vehicle by using a trained driving-action model;  

select a target driving action from the one or more candidate 

driving actions based on the one or more evaluation values; 

determine a target driving path based on the target driving 

action; and 

send signals to a control component of the vehicle to direct the 

vehicle to take the target driving action to follow the target driving path. 

 

2. The system of claim 1, wherein the driving information associated 

with the vehicle includes perception information within a first predetermined 

range of the vehicle and map information within the first predetermined range 

of the vehicle. 

 

3. The system of claim 2, wherein the perception information includes 

road condition information and obstacle information. 

 

4. The system of any of claims 1-3, wherein the state of the vehicle 
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includes a velocity of the vehicle, an acceleration of the vehicle, and an angle 

of a steering wheel of the vehicle. 

 

5. The system of any of claims 1-4, wherein the trained driving-action 

model is determined with a training process, the training process comprising: 

obtaining a preliminary driving-action model; 

obtaining preliminary sample driving information, the preliminary 

sample driving information including preliminary sample perception 

information within a second predetermined range of a sample vehicle and 

preliminary sample map information within the second predetermined range of 

the sample vehicle; 

obtaining a preliminary sample state of the sample vehicle; 

determining a preliminary sample driving action based on the 

preliminary sample driving information, the preliminary sample state of the 

sample vehicle, and the preliminary driving-action model; 

determining a preliminary sample evaluation value associated with the 

preliminary driving-action model based on a preliminary reward value 

corresponding to the preliminary sample driving action, wherein the 

preliminary reward value is associated with a distance between a preliminary 

sample driving path associated with the preliminary sample driving action and 

an obstacle; 

determining whether the preliminary sample evaluation value satisfies a 

preset condition; and 

designating the preliminary driving-action model as the trained driving-

action model in response to the determination that the preliminary sample 

evaluation value satisfies the preset condition. 

 

6. The system of claim 5, wherein the training process further includes: 

in response to the determination that the preliminary sample evaluation 

value does not satisfy the preset condition, performing one or more iterations 
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for updating the preliminary driving-action model until an updated sample 

evaluation value satisfies the preset condition, wherein each of the one or 

more iterations includes: 

determining an updated driving-action model based on a reward 

value in a previous iteration; 

obtaining updated sample driving information; 

estimating an updated sample state of the sample vehicle based 

on a sample driving action in the previous iteration and a sample state 

of the sample vehicle in the previous iteration; 

determining an updated sample driving action based on the 

updated sample driving information, the updated sample state of the 

sample vehicle, and the updated driving-action model; 

determining an updated sample evaluation value associated with 

the updated driving-action model based on an updated reward value 

corresponding to the updated sample driving action and a sample 

evaluation value in the previous iteration; and 

determining whether the updated sample evaluation value 

satisfies the preset condition. 

 

7. The system of any of claims 1-6, wherein the trained driving-action 

model includes a Q-learning neural network model. 

 

8. The system of any of claims 1-7, wherein to select the target driving 

action from the one or more candidate driving actions based on the one or 

more evaluation values, the at least one processor is directed to cause the 

system to: 

select the target driving action from the one or more candidate driving 

actions based on the one or more evaluation values according to a 

predetermined rule. 
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9. A method implemented on a computing device having at least one 

processor, at least one storage medium, and a communication platform 

connected to a network, the method comprising: 

obtaining driving information associated with a vehicle; 

determining a state of the vehicle; 

determining one or more candidate driving actions and one or more 

evaluation values corresponding to the one or more candidate driving actions 

based on the driving information and the state of the vehicle by using a 

trained driving-action model;  

selecting a target driving action from the one or more candidate driving 

actions based on the one or more evaluation values; 

determining a target driving path based on the target driving action; and 

sending signals to a control component of the vehicle to direct the 

vehicle to take the target driving action to follow the target driving path. 

 

10. The method of claim 9, wherein the driving information associated 

with the vehicle includes perception information within a first predetermined 

range of the vehicle and map information within the first predetermined range 

of the vehicle. 

 

11. The method of claim 10, wherein the perception information 

includes road condition information and obstacle information. 

 

12. The method of any of claims 9-11, wherein the state of the vehicle 

includes a velocity of the vehicle, an acceleration of the vehicle, and an angle 

of a steering wheel of the vehicle. 

 

13. The method of any of claims 9-12, wherein the trained driving-

action model is determined with a training process, the training process 

comprising: 
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obtaining a preliminary driving-action model; 

obtaining preliminary sample driving information, the preliminary 

sample driving information including preliminary sample perception 

information within a second predetermined range of a sample vehicle and 

preliminary sample map information within the second predetermined range of 

the sample vehicle; 

obtaining a preliminary sample state of the sample vehicle; 

determining a preliminary sample driving action based on the 

preliminary sample driving information, the preliminary sample state of the 

sample vehicle, and the preliminary driving-action model; 

determining a preliminary sample evaluation value associated with the 

preliminary driving-action model based on a preliminary reward value 

corresponding to the preliminary driving action, wherein the preliminary 

reward value is associated with a distance between a preliminary sample 

driving path associated with the preliminary sample driving action and an 

obstacle; 

determining whether the preliminary sample evaluation value satisfies a 

preset condition; and 

designating the preliminary driving-action model as the trained driving-

action model in response to the determination that the preliminary sample 

evaluation value satisfies the preset condition. 

 

14. The method of claim 13, wherein the training process further 

includes: 

in response to the determination that the preliminary sample evaluation 

value does not satisfy the preset condition, performing one or more iterations 

for updating the preliminary driving-action model until an updated sample 

evaluation value satisfies the preset condition, wherein each of the one or 

more iterations includes: 

determining an updated driving-action model based on a reward 
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value in a previous iteration; 

obtaining updated sample driving information; 

estimating an updated sample state of the sample vehicle based 

on a sample driving action in the previous iteration and a sample state 

of the sample vehicle in the previous iteration; 

determining an updated sample driving action based on the 

updated sample driving information, the updated sample state of the 

sample vehicle, and the updated driving-action model; 

determining an updated sample evaluation value associated with 

the updated driving-action model based on an updated reward value 

corresponding to the updated sample driving action and a sample 

evaluation value in the previous iteration; and 

determining whether the updated sample evaluation value 

satisfies the preset condition. 

 

15. The method of any of claims 9-14, wherein the trained driving-

action model includes a Q-learning neural network model. 

 

16. The method of any of claims 9-15, wherein selecting the target 

driving action from the one or more candidate driving actions based on the 

one or more evaluation values includes: 

selecting the target driving action from the one or more candidate 

driving actions based on the one or more evaluation values according to a 

predetermined rule.  

 

17. A vehicle configured for autonomous driving, comprising: 

a detecting component, a planning component, and a control component, 

wherein the planning component is configured to: 

obtain driving information associated with a vehicle; 

determine a state of the vehicle; 
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determine one or more candidate driving actions and one or 

more evaluation values corresponding to the one or more candidate 

driving actions based on the driving information and the state of the 

vehicle by using a trained driving-action model;  

select a target driving action from the one or more candidate 

driving actions based on the one or more evaluation values; 

determine a target driving path based on the target driving 

action; and 

send signals to the control component of the vehicle to direct the 

vehicle to take the target driving action to follow the target driving path. 

 

18. The vehicle of claim 17, wherein the driving information associated 

with the vehicle includes perception information within a first predetermined 

range of the vehicle and map information within the first predetermined range 

of the vehicle. 

 

19. The vehicle of claim 18, wherein the perception information 

includes road condition information and obstacle information. 

 

20. The vehicle of any of claims 17-19, wherein the state of the vehicle 

includes a velocity of the vehicle, an acceleration of the vehicle, and an angle 

of a steering wheel of the vehicle. 

 

21. The vehicle of any of claims 17-20, wherein the trained driving-

action model is determined with a training process, the training process 

comprising: 

obtaining a preliminary driving-action model; 

obtaining preliminary sample driving information, the preliminary 

sample driving information including preliminary sample perception 

information within a second predetermined range of a sample vehicle and 
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preliminary sample map information within the second predetermined range of 

the sample vehicle; 

obtaining a preliminary sample state of the sample vehicle; 

determining a preliminary sample driving action based on the 

preliminary sample driving information, the preliminary sample state of the 

sample vehicle, and the preliminary driving-action model; 

determining a preliminary sample evaluation value associated with the 

preliminary driving-action model based on a preliminary reward value 

corresponding to the preliminary driving action, wherein the preliminary 

reward value is associated with a distance between a preliminary sample 

driving path associated with the preliminary sample driving action and an 

obstacle; 

determining whether the preliminary sample evaluation value satisfies a 

preset condition; and 

designating the preliminary driving-action model as the trained driving-

action model in response to the determination that the preliminary sample 

evaluation value satisfies the preset condition. 

 

22. The vehicle of claim 21, wherein the training process further 

includes: 

in response to the determination that the preliminary sample evaluation 

value does not satisfy the preset condition, performing one or more iterations 

for updating the preliminary driving-action model until an updated sample 

evaluation value satisfies the preset condition, wherein each of the one or 

more iterations includes: 

determining an updated driving-action model based on a reward 

value in a previous iteration; 

obtaining updated sample driving information; 

estimating an updated sample state of the sample vehicle based 

on a sample driving action in the previous iteration and a sample state 
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of the sample vehicle in the previous iteration; 

determining an updated sample driving action based on the 

updated sample driving information, the updated sample state of the 

sample vehicle, and the updated driving-action model; 

determining an updated sample evaluation value associated with 

the updated driving-action model based on an updated reward value 

corresponding to the updated sample driving action and a sample 

evaluation value in the previous iteration; and 

determining whether the updated sample evaluation value 

satisfies the preset condition. 

 

23. The vehicle of any of claims 17-22, wherein the trained driving-

action model includes a Q-learning neural network model. 

 

24. The vehicle of any of claims 17-23, wherein to select the target 

driving action from the one or more candidate driving actions based on the 

one or more evaluation values, the planning component is further configured 

to: 

select the target driving action from the one or more candidate driving 

actions based on the one or more evaluation values according to a 

predetermined rule.  

 

  


