1 DESCRI PTI ON UNDERGROUND CONTI NUOUS WALL, AND METHOD FOR CONSTRUCTI NG
UNDERGROUND CONTI NUOUS WALL TECHNI CAL FI ELD [0001] 10The present invention
relates to a steel material for an underground continuous wall, a nethod
for producing a steel material for an underground continuous wall, an
under ground conti nuous wal | constructed fromthe steel material for an
under ground conti nuous wal |, and a mEIEEPPONconstructi ng an under ground
continuous wall fromthe material for an underground continuous wall which
are widely used in the construction of 15retaining walls and bul khead wal | s
in construction and civil engineering projects. BACKGROUND ART 20[ 0002]
Conventionally, known types of steel materials for an underground
continuous wall conpositely integrated by conbining steel sheet pile and

H beans, used when constructing a retaining wall or underground conti nuous
wal I (conposite sheet pile) include (1) steel materials for an underground
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UNDERGROUND CONTINUOQUS WALL

TECHNICAL FIELD
[0001]

10 The present invention relates to a steel material for an underground continuous
wall, a method for producing a steel material for an underground continuous wall, an
underground continuous wall constructed from the steel material for an underground
continuous wall, and a method for constructing an underground continuous wall from the
material for an underground continuous wall which are widely used in the construction of

15  retaining walls and bulkhead walls in construction and civil engineering projects.

BACKGROUND ART
20 [0002]

Conventionally, known types of steel materials for an underground continuous
wall compositely integrated by combining steel sheet pile and H-beams, used when
constructing a retaining wall or underground continuous wall (composite sheet pile)
include (1) steel materials for an underground continuous wall in which a linear-shaped

25  steel sheet pile or a wall-shaped steel sheet pile is secured to.a flange of the H-beam by



2 welding (for exanple refer to patent docunent 1). Furthernore, in a known
type of steel material for an underground continuous wall which is nore
rigid than the steel material for an underground continuous wall of (1)
above, a U shaped steel sheet pile is cpnbined with H beans, |-steel
sections, or T-steel 5sections (for exanple refer to patent docunments 3

t hr ough 6yveldifD(8] example refiite patcohdocuamdnt Ay an under ground conti nuous wal |,
because the underground continuous wall is constructed by linking a |arge

nunber of the abgerBRss i RRbowhegle silieR! matdrs fdraganbeigrdundtdatihgiuszont al
direction, a large cost is incurred. If the I ength dinension of 10
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cont i nuous wa can educed, 1 n an un er groun ontl nuous wa

retaining wal l structed. using.a | afge.,nu r, of el. sheet piles, the
et gt of v & EauroREFert et 1P peRbREa PRI remonir o ot & T
reduced, and accordingly transportation is_easier. Furthernore,

i nst ald at pehions (far exemeplefFaies toaateng AABIMeSs 3 Heowgl @ i on of construction work
to be reduced. Consequently, an 15 underground conti nuous wall can be
construct E003hexpensi vel y, and construction costs can be. reduced, providing
a significant effect. For this reason, a |lightweight and i nexpensive steel

material for anwmgeioasmuiigeahiegasimndwhlinddisdes], bechusd #QAergininde case
where the HHbeamis secured into a channel of a U shaped steel sheet 20

pi €1 becaliamulel heaia.260 T fttnk 8 1RELABLAR (U AcOhitkRSL bGP ed

steel sheet pile where anges a a greater ang n
nei de.  nBEHaRHBR s hston B e Brat FREHET, HAeHn iR of
conpact ed, causing the channel to becone bl ocked. In contrast, the
conbi Hat i xiTgdugl shagppilestip e Serd spaterigl gﬂra?\wr%slﬁrarplg@é‘fwﬁww veallpenteer
angle of incline 25 than the U shaped steel sheet pile, providing an
advant age radheed iy ah hedergrad tcoutinuias wall or retaining wall constructed using a large
number of steel sheet piles, the weight of the steel material for the underground continuous
wall is redﬁced, and accordingly transportation is easier. Furthermore, installation is also
simplified, enabling the duration of construction work to be reduced. Consequently, an
15  underground continuous wall can be constructed inexpensively, and construction costs can
be reduced, providing a significant effect. For this reason, a lightweight and inexpensive
steel material for an underground continuous wall is desired.
[0004]
In the case where the H-beam is secured into a channel of a U-shaped stee] sheet
20 pile, because the H-beam is secured to the inside surface of the U-shaped steel sheet pile
where the flanges are inclined at a greater angle, when the wall is driven into the ground, a
problem occurs whereby the earth inside the channel in the U-shaped steel sheet pile tends
to become compacted, causing the channel to become blocked. In contrast, the

combination of a hat type steel sheet pile and an H-beam forms a gentler angle of incline

25  than the U-shaped steel sheet pile, providing an advantage whereby the compaction of



3 earth is reduced, alleviating the problem described above. [0005]

However, with a hat type steel sheet pile 2 manufactured by rolling such as
that shown in FIG 10, if its dinensions are changed, |arge equi pnent costs
are incurred at the 5rolling facility. Existing hat type steel sheet piles
i nclude the hat type steel sheet piles 2 of the dinensions (in m) shown in
FI G 10 anchrfiliGrddiiced, nlleviesng thatprolyipm desadledshest. piles 2, flanges 5
inclined so as to spread outward, are connected integrally to each end of a
web 7, angogsm sections 3 and 4 running parallel to the web 7 are connected
integrally to the respective flanges 5, and at the ends of the arm sections

3 and 4, joint SH%e&éﬂ@i@Ega@% s%@lgsh%gt ﬁ%ﬁtﬁgﬁﬂﬁyﬂ&r%ﬂ%ﬁgﬁ% fahat

shape in cross-section. nd right joints 14a

poi nt-symetric with. r ct to the center. point.of the central axis of the
i sect Dt 1. SER0RHentiBns AE chERe) i Sttt Hesd BB iR it
type steel sheet piles 2 are fitted together, the hat type steel sheet
pi | es 2 crodlingfagiitn nigastingolent tneesiees pheehpilesinduds the hat ypagteclshegailes 2 of
An advantage of the hat type steel sheet pile 2 is that because the hat
type st eethesimensiquisl (i @m)sbdwolesFiGhé0and FIhad. In tespeisat fymersteel kleecayilas 2,
sections 3 and 4 at both ends thereof, the wide w dth dinension of the

sheet pi | gafRaBsndlial sb eer spshrdefutPikdesre B6@tkcied i@ fllly e Bachdnki @k REHEN
i nexpensive wall to be constructed. On the other hand, there has been a

20pr obl em, : | bt j [gidit
cannot . b rett Seteraen AR EuE R JO IR IRkt WP BRI 402"l o

di mensi Onre%{)et‘:[tlr\]z% ﬂsaggegstS, QIIIA & the ends of the arm sections 3 and 4, joints 14 (14a and 14b) are

10 integrally formed, giving a hat shape in cross-section. The left and right joints 14a and 14b
are point-symmetric with respect to the center point of the central axis of the arm sections
3 and 4, such that when the joints 14a and 14b of adjacent hat type steel sheet piles 2 are
fitted together, the hat type steel sheet piles 2 can be arranged upon the central axis of the
arms.

15 [0006]

An advantage of the hat type steel sheet pile 2 is that because the hat type steel
sheet pile 2 includes the inclined flanges 5 and the arm sections 3 and 4 at both ends thereof,
the wide width dimension of the sheet pile means that fewer sheet piles need to be driven,
allowing an inexpensive wall to be constructed. On the other hand, there has been a

20  problem in that a hat type steel sheet pile with high flexural rigidity cannot be
manufactured inexpensively and easily without changing the width dimension of the sheet
pile.

[0007]
Patent document 1: Japanese Unexamined Patent Application, First Publication

25  No. S62-133209



[ 0007] Pat ent docunent 1: Japanese Unexam ned Patent
Application, First Publication 25 No. S62-133209 4 Pat ent docunent
2: Japanese Unexam ned Patent Application, First Publication No. Hl1l-140864
Pat ent docunent 3: Japanese Unexam ned 4at ent Application, First

Publ i cati on No. 555-68918 5Patent docunent 4: Japanese Unexam ned Pat ent
Appl i cation, FiRad¢nt Boblhedtl: dapahlese HisagB0@bhatent ApplicRaine Kirstdiowivemin 5:
Japanese Unexam ned Patent Application, First Publication No. 2005-127033
Pat ent doqument-ifHogecdapanese Patent No. 3603793 10 DETAI LED DESCRI PTI ON OF
THE | NVENTI ON Probl ens to be Solved by the Invention [0008]

Patent document 3: Japanese Unexamined Patent Application, First Publication
No. §55-68918
5 Patent document 4: Japanese Unexamined Patent Application, First Publication
No. H06-280251
Patent document 5: Japanese Unexamined Patent Application, First Publication
No. 2005-127033
Patent document 6: Japanese Patent No. 3603793
10
DETAILED DESCRIPTION OF THE INVENTION
Problems to be Solved by the Invention
{0008]
In the abovementioned background art, although the combining of U-shaped steel
15  sheet piles and H-beams is disclosed, no disclosure is made that clarifies in specific terms
the relationship of the length dimension of the H-beam with respect to the U-shaped steel
sheet pile, in order to provide a more economical steel material for an underground
contimuous wall.
Furthermore, a problem arises in that a hat type steel sheet pile with high flexural
20  rigidity cannot be manufactured inexpensively and easily without changing the width
dimension of the sheet pile. Therefore a more rigid inexpensive steel material for an
underground continuous wall is desired which uses a hat type sheet steel pile in production
today or in the future.
An object of the present invention is to provide a steel material for an

25  underground continuous wall which exploits the advantages of the hat type steel sheet pile



In the abovenenti oned background art, although the conbining of U shaped
steel 15sheet piles and H beans is disclosed, no disclosure is nmade that
clarifies in specific terns the relationship of the | ength dinmension of the
H-beamwi th respect to the U shaped steel sheet pile, in order to provide a
nore econom cal steel material for an underground continuous wall.
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flexural 20 rigidity cannot be nmanufactured i nexpensively and easl

wi t hout c ' | ,mensian.o he.sheet. pile. Therefore a nore
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desired which us.es1 a Pat t%gﬁ sheet steel pile in production today or in
the futur &/t RIRCHAR ! Bratarizbiosap ssdereronpd sonmaus wadl. dn ottied avaads; te ebject
material for an 25underground continuous wall which exploits the advant ages

of the hatofithppresersdnvenhioris piprevid&a Rteahmaferial fog an undaEROLA S ARUWARAM
wherein the | ength dinension of the Hbeamw th respect to the U shaped

st eel $heewhiph ken tenstabi Mgectidal ERains wall 6 WilerdGul QHsHE 1?5\%81’@ 1&9& yet
practical steel material for an underground continuous wall. ['n other

words, an QBj ect of the present invention is to provide a steel nmateri al
for an underground continuous wall 5 which can construct a practical

rsg]c \6/1: Elgn?hh\éyg%ylrsofgf gbj&gn[egégég%%%aggnt i nuous wall at a | ower cost. Means for
[0009]
The inventors of the present invention focused on the fact that when constructing
10 anunderground continuous wall or retaining wall using a steel material for an underground
continuous wall which incorporates an H-beam  into the hat type steel sheet pile ,thereis
no rational reason why the steel material for an underground continuous wall must bave the
same cross-section along the entire vertical length. In addition, the inventors of the present
invention considered that if crown displacement of the retajning wall can be suppressed to
15 adisplacement that results in no practical issues, an even less expensive steel material for
an underground continuous wall is obtained, and by using such a steel material for an
underground continuous wall, a less expensive underground continuous wall or retaining
wall can be constructed, thereby completing the present invention.
[0010}
20 In order to solve the above problems, the present invention adopts the following
configuration.
A first aspect of the present invention is a steel material for an underground
continuous wall equipped with a hat type steel sheet pile having a hat-shaped vertical

cross-section with respect to the length direction thereof, and an H-beam having an

25 H-shaped vertical cross-section with respect to the length direction thereof, wherein: the



The inventors of the present invention focused on the fact that when
constructing 10 an underground continuous wall or retaining wall using a
steel material for an underground continuous wall which incorporates an

H beaminto the hat type steel sheet pigde ,there is no rational reason why
the steel material for an underground continuous wall nust have the sane
cr oss- sedta typeataehsheehpileincludes v eebj € phir bEflghdes comeattdiihiegrallytibeadhrangnt or s
of the present invention considered that if crown displacenent of the
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practical issues, an even |ess expensive steel material for an underground
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i nvention adopts_the follow ng configuration. A f| rst aspect of t he
present i$5¢EeTt whishiconaccly tepairedf dlangd sgcpnaie ek ethgr baviagspaaei nuous wal |
equi pped with a hat type steel sheet pile having a hat-shaped verti cal

cr oss- sechémhetwieety, anespestrface ¢rhan dpogithside tex firfine bhereasfithe paitofftanigedeam
havi ng an 25H shaped vertical cross-section with respect to the length

di r ect i onofttheHeldam WhRh@bfinectd @ th&wbBkedibRes S8Rl t6 Eh@sﬁtepsdrﬁcé Bﬁihed&‘e% a
web, a pair of flanges connected integrally to each end of the web and
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parallel tot are “each connect I nt egra Iy to one € pair
of flange e .H bea des..a pair f.lan s,Substantially
paral | of Qg E%W%fi ﬁ%ﬁT i e i B8atof bie %ﬁ iRl aFopa moger
flan tions to_each other |eaving space therebetween; an outer surface
on a ptgéli‘ g digprpéon; of the batrtype §6%}fsh6<?fé>11§f1n theelength dirgetion; ang)as owtrall he

H beam whi ch connects to the web section is secured to an outer surface of
the web, lehgthedtlks Hahweafmaodhdlsngth drection yposiged withttethe dinserstranofehe har med by
the web and the flanges of the hat type steel sheet pile; a dinension of
t he H- beawpe stethbedtgilgtimthdil¢eh dipdrtios, Sldeire@end of the H-beam is located closer to
a forward end side in the length direction than a rear end of the hat type steel sheet pile.
[0011]
15 Moreover, as described below, in the present invention, when driving the steel
material for an underground continuous wall into the ground to construct a retaining wall
or bulkhead wall or the like, the side serving as the top end of the steel material for an
underground continuous wall when the retaining wall or bulkhead wall or the like is in the
constructed state is clamped by a driving machine (including a clamp (clamping section)
20  and a vibratory device), and with the bottom end side of the steel material for an
underground continuous wall as the leading end and the top end side of the steel material
for an underground continuous wall as the tailing end, the steel material for an
underground continuous wall is driven into the ground. Accordingly, in the present

invention, the forward end of the steel material for an underground continuous wall forms

25  the bottom end of the constructed retaining wall or bulkhead wall or the like when a



10t han a di nmension of the hat type steel sheet pile in the length
direction; and an overall length of the Hbeamin the length direction is
arranged within the dinmension of the hat type steel sheet pile in the

| ength direction, and a rear end of the7H beamis |ocated closer to a
forward end side in the length direction than a rear end of the hat type
st eel shestaipingeval] @0hikhed s Madlemtbe Jikam cdestordtdefionahewicel matekal for esent

i nvention, when driving the steel material for an underground continuous

wal I i nt ouidieor@tfd BshtinRoGPWEL ARltthe rdaebad Bf he swel hnaffiaberkheadeaddngor the
|i ke, the side serving as the top end of the steel material for an

under gr ou i H[§|:¥¥q %M]%m I {. or the
like is i %tﬁgeg%ﬂ??ruc egég ate \%E&c%getrtr%%gh%%ll\é@ H@{eﬁg%r?glc%ﬁeeﬁ% Rl udi ng
a clanmp (clanping_sectio 20and. a vi brator evice), and with the bottom
end side 8‘?nsgﬁ‘éteglfré’§} ﬁ‘ﬁ'ﬁ?{%} gter ﬁor "@ﬁﬁf&F lfﬁﬂtl’&%‘?’rfsi‘?‘nﬁl)us wal | as the

| eading end and the top end side of the steel material for an underground
conti nuoullM&l | as the taili ng end, the steel material for an underground
continuous wall is driven into the ground. Accordingly, in the present

i nvention, the Aocodimg temic: Hfst adpectsifabé stoeltreatedad] fHoan andeugrdend cantindous
continuous wall fornms 25the bottom end of the constructed retaining wall or

bul khead wall] b&kudetBe Hink@sWREST tRe Hbdag! R thé G giteditecBbn dHoheAthwald or the
like is constructed fromthe steel material for an underground conti nuous

wal I, and tﬁ@% f . ri u nti nuous
wal | for rr(fs1 t eSfot?%g en t\%{’f)e%]ggel?g%gkﬁ?%&ﬁéﬁgﬂgrgﬁ%ﬁbﬁlhé}gg{e\g\g%%n%raﬁg he |ike
is constryucted.fromthe steel material for an underground, conti nuous, wall .
5L0012]  ALCHSH e Prstel g eh Qagaerund Coni ol RRD Fak BF Pufegy e thi
under ground continuous wall, because the dimension of the Hbeamin the

| engt}P di pleelmaaripldorapundergropadh comugpswal isgiedan arenemical sefpiniag sl ogheet
pile in the length direction, an inexpensive and |ightweight steel nmaterial
for an unbelkbeaimal coihtilkecas baabhstoatedoe obt ai ned. Wien this

Furthermore, when the rear end section of the steel material for an underground
continuous wall is clamped by the driving machine, with a steel material for an
underground continuous wall in which the position of the rear end of the hat type steel

15  sheet pile coincides with the position of the rear end of the H-beam in the length direction,
the hat type steel sheet pile and the H-beam are both present at the rear end of the steel
material for an underground continuous wall which the driving machine attempts to clamp,
and the clamping of the steel material for an underground continuous wall by the driving
machine is particularly difficult. In contrast, with the first aspect of the invention, because

20  the rear end of the H-beam is located closer to the forward end side in the length direction
than the rear end of the hat type steel sheet pile, only the hat type steel sheet pile is present
at the rear end of the steel material for an underground continuous wall. For this reason,
the driving machine can easily clamp the rear end section of the steel material for an
underground continuous wall. For example, when only the rear end section of the hat type

25 steel sheet pile is clamped, clamping can be performed easily without interference from the



10steel material for an underground continuous wall is used, an econom cal
retaining wall or bul khead wall or the |ike can be constructed.
Furthernmore, when the rear end section of the steel material for an

under ground continuous wall is clanped by the driving machine, with a steel
material for an underground continuous wall in which the position of the
rear end Idfbetfne hat type steel 15sheet pile coincides with the position of
the rear end of the HHbeamin the Iength direction, the hat type steel

sheet pile and khee &brsgacn@r & patchrpessentd antinhensealts, estebiatehiel fot eel
material for an underground continuous wall which the driving nmachine
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under groun ntinuous wall by the drivi'ng machine is particularly
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under ground conti nuous wall. For exanple, when only the rear end section of
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easily without interference fromthe 8 Hbeam In the construction of sone
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10  drive this steel material for an underground continuous wall into the ground. For this
reason, a need arises to perform the driving work by using both the special driving machine,
and the driving machine normally used to drive the steel material for an underground
continuous wall composed only of the hat type steel sheet pile, in an alternating manner,
which complicates the work immensely. In contrast, with the first aspect of the present

15  invention, the rear end section of the hat type steel sheet pile can be clamped without
interference from the H-beam. For this reason, the task of installing both steel materials
can be performed using only the driving machine normaily used to drive the hat type steel
sheet pile, which simplifies the driving work.

[0013]

20 In the steel material for an underground continucus wall according to the first
aspect, a position of a forward end of the hat type steel sheet pile may coincide with a
position of a forward end of the H-beam in the length direction. In this case, the effects
described for the first aspect of the steel material for an underground continuous wall are

obtained in the same manner.

25 [0014]



5type steel sheet pile, may be connected to each other in an alternating
manner al ong the horizontal direction. As the steel material for an

under ground continuous wall in which a hat type steel sheet pile and an

H beam are integrated, if a steel matergal is used in which the position of
the rear end of the hat type steel sheet pile coincides with the position
of the rear endActpdrhsorHebghrbeiweentbe reangbdofithe dot ivpe steal Sheecpitd ardrthei ng
machi ne must be used to 10drive this steel material for an underground
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the driving work by using both the special driving nmachine, and the driving
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al ternating, manner, which conplicates the work i mensely. In contrast, with
t he firstwggﬂ@PPn ?mﬁﬁﬁob?gﬁﬁgt 15i nvention, the rear end section of the
hat type steel sheet pile can _be clanped wthout interference fromthe

H beard For t hi ¥headbosicelmpaterialdrr o5F undesararnd prptBueRs Weldey ussdeethestesl can be
performed using only the driving machine normally used to drive the hat
type st eemashiabin pictaninghiatifonsihiph thfeicash pheaswe kvts fignwondsidd, @0dBif tRGHartht he
steel material for an underground continuous wall according to the first

aspect, apResirt Led t@fisPlatohearsive bfthefrefalBnhakil iy PR cafth pressii@ettifid | € may
coincide with a position of a forward end of the HHbeamin the I ength
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steel material for ar undergroun ntinuous wall are obtained in e sane
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than pp¥ 8ésigana\@§c{ lluy Qe?siiggnhft'or ];vrh%rrp aaste%|1 glg?e?gl orroalrjlquerground continuous wall which
includes a hat type steel sheet pile and an H-beam of equal lengths welded together along
the entire length thereof is used. As a result, a steel material for an underground
continuous wall which is sufficiently rigid, as well as inexpensive and lightweight can be
obtained.
15 Furthermore, as described in the experimental results below, it is apparent that if
the separation length between the rear end of the hat type steel sheet pile and the rear end of
the H-beam exceeds 50% of the wall height from the planned ground level to the ground
surface in a retaining wall constructed from the steel material for an underground
continuous wall, crown displacement increases rapidly. In contrast, if the separation
20  length between the rear end of the hat type steel sheet pile and the rear end of the H-beam is
not more than 50% of the wall height from the planned ground level fo the ground surface
in a retaining wall constructed from the steel material for an underground continuous wall,
the rate of increase of crown displacement is kept low. In this manner, when the separation

length is not more than 50% of the wall height, compared to a case where the separation

25  length exceeds 50% of the wall height, the steel material for an underground continuous



| evel to a ground surface in a retaining wall constructed fromthe steel

mat eri al for an underground continuous wall. 5Wen the steel material for
an under ground continuous wall is used as the steel material in a retaining
wal | on which the earth pressure acts fipom one side, even if the earth
pressure acts to displace the crowmn of the retaining wall in the earth

pr essur e vadlis sgffdiendgtrighd) ant iealdd spkpeemerdnddehtbeghuppr essed to not nore
than a 10% i ncrease fromthe crown displacenent Y (that is, not nore than
110% of the1srown di spl acenent Y) 10 designated by design for when a steel
material for "an underground continuous wall which includes a hat type steel
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t he gr ounstees nateaizé formnamdefaoundrgniiahdusoeaibt ruct ed fromthe steel materi al
for an underground continuous wall, crown displacenment increases rapidly.
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sufficiently rigid, and is al so i nexpensive and |ightweight. [0015]

the crown displacement Y (that is, not more than 110% of the crown displacement Y)

designated by design for when a steel material for an underground continuous wall which
includes a hat type steel sheet pile and an H-beam of equal lengths welded together along
the entire length thereof is used. As a result, a steel matenal for an underground

15  continuous wall which is sufficiently rigid can be obtained. Furthermore, because the
separation length is not less than 10% of the wall height, the economic benefits are great,
enabling an inexpensive and lightweight steel material for an underground continuous wall
to be obtained.

{0016]

20 _ A separation length between the rear end of the hat type steel sheet pile and the
rear end of the H-beam may be not more than 30% of a wall height from a planned ground
level to a ground surface in a retaining wall constructed from the steel material for an
underground continuous wall.

In this case, as is apparent from the experimental results given below,

25  substantially the same crown displacement can be maintained as when a steel material for



A separation |length between the rear end of the hat type steel sheet pile
and the rear end of the H beam nmay be not |ess than 10% and not nore than
50% of a wall height 5froma planned ground I evel to a ground surface in
the retaining wall constructed fromthgisteel material for an underground
conti nuous wal | . In this case, when the steel material for an
under gr outidurciepdromdodemtinad s wsll ubed iasluldsen lsdt egle somd elideabilé dndhart Hitkbini nNg
wal | on which the earth pressure acts fromone side, even if the earth

pressure gcdQat lgnghs_sﬂleﬁe@ t&é@:ﬁqe‘f LRWE R edthe léhgﬁﬁh&jeﬂﬂisv@éd. Afa thgigatdkn
pressure l1l0acting direction, the di'splacenent can be suppressed to not nore

than a 10%.Jj.n ase fromth r L.spl Y. . t,ore than
11006 of UREBRLER 2 palTRobnE s RyE bRl AR Ry Rk P AR EREF e

mat eri al &Br an under ground continuous wall which includes a hat type steel
sheet pil 4Ad an H beam of equal | engths wel ded together along the entire
| ength thereof is used. As a result, a steel material for an underground
15contd nuous wafifornssird bnd of the fif-bedne mayyberpesitefl daser ea ot ghdeide teara her nor e,
because the separation length is not |less than 10% of the wall height, the
econom ¢ feweild dngl ofitles It @fe, steabdelt ple anthe hevgpediséctienand | i ght wei ght st eel
material for an underground continuous wall to be obtained. [0016] 20A

separation | engiihRebweenistBSarkfators Mt RpedhentiBk sﬁlbé%?ve%tt%ﬁiw, %Bﬁ?&re@ kd e and
the rear end of the H beam nay be not nore than 30% of a wall height froma

bl anned_graund davel, 46 APHAToSE] 868l Ae L bELALNBA Bl L GoRRL LHct e

ar
fromthe S an under ground contl nuous Wwa § case,

as is apparent fromthe experinental results given bel ow, 25substantially
The same CHEUAC U8 e DENERERL R ol i i Si7oh SaFeh B o AP RO AR B 1 or

10  only the rear end of the H-beam is located closer to the forward end side than the rear end
of the hat type steel sheet pile, even though the cut length of the H-beam (the sum of the cut
length of the forward end of the H-beam and the cut length of the rear end of the H-beam)
is increased, an acceptable level of rigidity can be maintained. Accordingly, compared to
the two configurations mentioned above, costs can be further reduced, and workability can

15  be improved due to the lighter weight.

[0018]

A separation length between the rear end of the hat type steel sheet pile and the
rear end of the H-beam may be not more than 50% of a wall height from a planned ground
level to a ground surface in a retaining wall constructed from the steel material for an

20  underground continuous wall; and a separation length between the forward end of the hat
type steel sheet pile and the forward end of the H-beam may be not more than 30% of an
overall length of the steel material for an underground continuous wall in the length
direction.

In this case, as is apparent from the experimental results given below, when the

25  steel material for an underground continuous wall is used as the steel material in a retaining



11 an underground continuous wall which includes a hat type steel sheet
pil e and an H beam of equal |engths wel ded together along the entire |l ength
thereof is used. As a result a steel material for an underground conti nuous
wal | which is sufficiently rigid can belbbtained. [0017] 5A forward end of
the H beam may be | ocated closer to a rear end side than a forward end of

t he hat t ypadl en weichsheesrthypressurmadthBomamgtsided pyancit tonearth pressurd agitthi s case,
as is apparent fromthe experinental results given below, conpared to

conf i gur atdigscei the Woimatofam setdihiag haimanke eath géssufeadtngelreciion,ltheat ed

closer to the rear end side than the forward end of the hat type steel

sheet pi | edisgﬁ%%nféﬁﬂéaﬁn%rs% bRESed 1B nFHn6R thih 210¥ fbRabERbMARE Riwii e H beam

is |located er to the rward end side than the rear end of the hat type

steel sheef pile hough t he, cuf,~Length of t e t he. sum,9f the
cut | engt h&lﬁﬁa%eﬁign%i{\;}\lﬁi & %‘%cfn%rfe %}tl%lehlg-/gggt%eé:ﬁw a%p%gm?%?n%)[%%@flg?ﬁ Ir ear
end of the H beam) is increased, an acceptable |evel of rigidjty can be
mai nt aPnediesigBdet Wheigt fecloBrsardar frURdRERTOHRd B IIGH? el SHEChrsladeha bt
above, costs can be further reduced, and workability can 15be inproved due
to the |idghpestesishegtpile p0d 28]H-beam of equak lepgihatwedded tepethér Henguberentilse r ear
end of the hat type steel sheet pile and the rear end of the H beam may be

not nore tibagh5%edlis asedalAs hekghta stdebmagerial fadingepuinchd @weahuduz vaallgr ound
surface in a retaining wall constructed fromthe steel material for an 20

under gr ounghieRM LEQUSIYAL; 22RE] 8s HERARIVE ARd 1igABdIgheWee R bded or war d
end of the hat type steel sheet pile and the forward end of the H beam may

it T e B ISR ST b,

under ground continuous”wa _ _
25t edD. e P SURBen: B 1 SBOR RUBUSP ey shectpUgan i i o6d b1
mterial trllle ?—I—lrjga;[rr? L}?cieggs 50]5/20 of the wall height from the plannéd ground level to the ground
surface in a retaining wall constructed from the steel material for an underground
continuous wall, and the separation length between the forward end of the hat type steel
sheet pile and the forward end of the H-beam exceeds 30% of the overall length of the steel
15  material for an underground continuous wall in the length direction, crown displacement
increases rapidly. In contrast, if the separation length between the rear end of the hat type
steel sheet pile and the rear end of the H-beam is not more than 50% of the wall height
from the planned ground level to the ground surface in the retaining wall constructed from
the steel material for an underground continuous wall, and the separation length between
20  the forward end of the hat type steel sheet pile and the forward end of the H-beam is not
more than 30% of the overall length of the steel material for an underground continuous
wall in the length direction, the rate of increase of crown displacement is kept low. In this
manner, compared to other cases, the steel material for an underground continuous wall

has sufficient rigidity, and is inexpensive and lightweight.

25 [0019]



wal | on which the earth pressure acts fromone side, even if the earth
pressure acts to displace the crown of the retaining wall in the earth
pressure acting direction, the displacenent can be suppressed to not nore
than a 10% i ncrease fromthe crown displacenent Y (that is, not nore than
110% of the crown displacenent Y) designated by 5design for when a steel
mat eri al for anAuaprreigerolengthdetweantbeseanghd ofithedtat bypelstegbsheat pidt andthe st eel
sheet pile and an H beam of equal |engths wel ded together along the entire
| engt h t hesaeedid bSthe $BBearf\tnad Yeasttldss tHamsi0oe hndhdeho@! thi05 0% urnedr e ghtnd
continuous wall which is sufficiently rigid, as well as inexpensive and

|i ght wei gllnCaPaRfCRbRIIR el t%%rérﬂ&ﬁd@{rﬁace%?agﬁﬁ'iﬁ[ﬂgtb\ﬁﬂl Eohshiigie @GS HEent al
results below "It 1s apparent that If 10 the separation |ength between the
rear end of the hat.type steel sheet pile and the rear end of the beam
exceeds sOsEINERR ot ndirghend Pinle Srelninde GrbtRan ataf b ¥en ey ound
surface in a retaining wall constructed fromthe steel material for an
under gt oufRIPEFhERdRIGHE haldype Staﬂ&h@mvﬂg@aéﬂéﬁ%éwaqdeﬁxf&ﬂ# thitvisam maLdbs Betwar d
end of the hat type steel sheet pile and the forward end of the H beam
exceeds 30 tfant3le and petahdrel tbayd Mook theevesalbingthrihe sie¢lahattnal fanan

under ground continuous wall in the length direction, crown displacenent

i ncr eases uhdphuyd cbitiliRns Hadtin thd lehfi dsepwsrat i on | engt h between the rear
end of the hat type steel sheet pile and the rear end of the H beamis not
mor e than 509 ofy e Bl decARARL sdh0ohine: Pk 809G, WAL I The hA e
ground surface in the retaining I'l constructed fromthe steel naterial
for an und

d ' L th i g0, | ength bet 20
the Torwar Be e =R R Gyl e foRRPA SRS TRE PR e
H-beam is not more than 30% of t I _length of the steel ial f
- unbbr GUISREORE [FGBLETHARY e dor TS Fangl Hedet BEESUR SR ed

i ncrease of crown displacenent is kept low. In this manner, conpared to
ot her casdéerwardend bk Hrheam isnotiagre dren e ofthsnvaratidangthushen thalsteehas
sufficient rigidity, and is inexpensive and |ightweight. 25[0019] 13

A separ at ingteriA ot 4n Undtmeamd doatinears vetids afed &sehdste] ygperiA reetetah@gtvaili | e
and the rear end of the H beam may be not |ess than 10% and not nore than

50% of a wWalWhibe k@ arth pedes@reRICANREA odE SidBkveRVethe koA pAkaUB S v fRgacd N A
retaining wall constructed fromthe steel material for an underground

conti nuou ; i t b f t he
nat type Sragponddfe fiIRE e e ERAL AT R, uhEin, S BB 1o
than 5% and not nore than 30% of. the overall |ength of the st mat er i al
For " ahS UndEPoUETY SN RIS (78 e ¥iRG TRBHGE AT Soptpesment S thal R Bo% i
case, because the separation |length between the rear. end of the hat type

st eel shedRorgithan H&&E%@ep@wm disdlagementel iepiganed by desighdrrevhamanstsdos of t he
wal | height, and 10 the separation | ength between the forward end of the
hat type staetialshest uplergoandicdrivauboy wall ohenhdnofidesrehdtityyeantecl shagbpilanarie
than 30% of the overall |length, when the steel material for an underground

cont i nuousinidlbeamsfeged lagpthidweldt@RlgetiRt Sloh@khd dhtife le@fi théragf Waked. oxs mhi ch
the earth pressure acts fromone side, even if the earth pressure acts to

di spl ace thg)CLQMY fhtatetﬁlalaforr &h ah8BfhuiR lcbntifldul Svafakkibh B £88MERLASE NG
direction, the displacenent can

20  well as inexpensive and lightweight can be obtained. Furthermore, because the separation

length between the rear end of the hat type steel sheet pile and the rear end of the H-beam is

not less than 10%, and the separation length between the forward end of the hat type steel

sheet pile and the forward end of the H-beam is not less than 5%, the economic benefits are

great, enabling an inexpensive and lightweight steel material for an underground

25  continuous wall to be obtained.



15 be suppressed to not nore than a 10% i ncrease fromthe crown

di spl acenent Y (that is, not nore than 110% of the crown displacenent Y)
desi gnated by design for when a steel nmaterial for an underground
continuous wall which includes a hat tyjde steel sheet pile and an H beam of
equal lengths wel ded together along the entire length thereof is used. As a
result, 2@kl material for an underground continuous wall which is
sufficiently rigid, as 20 well as inexpensive and |ightweight can be

obt ai ned. Furt haremiretionlesgt detviden thepar ahd ofthe dnaptybe bethvehes jilkeanders end

of the hat type steel sheet pile and the rear end of the Hbeamis not |ess

than 10% regnghd Hans ERBEAL 1Y te 6ol fRhwWeemhhe forward end of the hat type
steel sheet pile and the forward end of the HHbeamis not |ess than 5% the

econom ¢ benefi a r.eat i L LV, Liaht wei ght st eel
material for anﬁé %ﬁb?ﬁﬁ%&¥5§§§%€F%3%@§e@§ﬁf&§§§B%g% %gF%g%?5ﬂ14 [ 0020]

A sep%{atio | engt h between fhe regr eﬂd qof . the hat type steel sheet pile
and the rWHICTHRENGEORTREORE Walk famBrd Dy Tho T Bgmachtls 1580t RieNBrhald B t he

| ength of the rear end section of the steel material for an 5 underground
cont i nuouécemtingty, grepddely is het riesont hytheaeds dempesd biothe doiving maghisnendm
Accordingly, the Hbeamis not present in the area clanped by the driving
machi ne, @edriving Mathihdicaneeily tlenpahe eas ichy ofthanfeel hateriabfor efdindérgiduad st eel
material for an underground continuous wall (the rear end section of the

hat type sifRhoadesall (Bt @)} ch®sRBbAOF MtBe Pk iseeMe¥@iile) tofMrRIA he driving A
second aspect of the present invention is a steel material for an
undergrougglgontinuous wal | equi pped with a hat type steel sheet pile
havi ng a afishaped vertical cross-section with respect to the |length
direc#'ongka?ieof, and an H beam having an H-shaped vertical cross-section
wth sp o the length direction thereof, wherein: the 15 hat type

steel sheet pile includes a web, a pair of flanges connected integrally to
each end of theAssponhspeHel ilearicsrat Myepbonisracder] ot & aangdargpaind of arm
sections substantially parallel to the web which are each connected

i nt egr al | yorttmuone wafl ethipppdivithafhat harges] shdeepite hoamg & hattdhdpsi eerpalr  of

fl ange sections substantially parallel to each other, and a web section

whi ch conpeeé-Sedtit Widh fespct td @B U pfie Birb D there6RENd B NeahCminas pace 20
t her ebet ween; an outer surface on an opposite side to a surface of one of

the pair ofsildh@d98Ricl crldSebhPafth MNeh: SAUVREER diRchALHIRRL SRR ML S

secured to an outer surface o the ou surface being on an
o ool & hebt! et B8 FRRRRIIRSRE VR ArBeirEs serPanpimear OB Poherd "
shorter than a dinension of the hat type steel sheet pile in the |length
di rect i on®f tgdveans\iafiaiad so as to spread outward, and a pair of arm sections substantially
parallel to the web which are each connected integrally to one of the pair of flanges; the
H-beam includes a pair of flange sections substantially parallel to each other, and a web
section which connects the pair of flange sections to each other leaving space
20  therebetween; an outer surface on an opposite side to a surface of one of the pair of flanges
of the H-beam which connects to the web section is secured to an outer surface of the web,
the outer surface being on an opposite side to a channel formed by the web and flanges of
the hat type steel sheet pile; a dimension of the H-beam in the length direction is shorter

than a dimension of the hat type steel sheet pile in the length direction, and an overall

25  length of the H-beam in the length direction is arranged within the dimension of the hat



25l ength of the Hbeamin the length direction is arranged within the

di nension of the hat 15 type steel sheet pile in the length direction; a
position of a rear end of the hat type steel sheet pile coincides with a
position of a rear end of the HHbeaminsthe Iength direction; a forward end
of the HHbeamis located closer to a rear end side in the length direction
t han a f otymastteksideigfiletihéhcizngthydecsomel poshiaet ofpi fear, endrd the bagppatteadn

| engt h between the forward 5 end of the hat type steel sheet pile and the

forward eﬂﬁepﬁﬁild fndidesih h posicbn BDE eedr Bad oBEIbeaR i9URIIBhdth ldaeeidy; @f t he
steel material for the underground continuous wall in the Iength direction.

In the stgel, "dfdhe f1Yeafls HAARUMAUNED LR LRAUOHSINUR! len th?{?gii&gth‘éu?at he

second aspect of the present invention, as I's apparent from

experinmental result i ven bel Owhen the steel .material for an

inder or ouar b AfobEb e e Shech PSPl SpdiaRon TP e ter B Bhursy ng
wall on which the earth pressure acts fromone side, even if the earth
pressut e &rd of thehatitep siech shasbps gidhthe fortysed end ofithe Hopeam is nphmereehant s
pressure acting direction, the displacenent can be suppressed to not nore
t han a 100f ameveeatkngtharfithhsed moateriaifspiha cedengtoudd cohtatuous watlah tedergth han
110% of the crown displacenent Y) designated by 15design for when a steel
mat eri al §@éctivp. under ground conti nuous wall which includes a hat type steel
sheet pile and an H beam of equal |engths wel ded together along the entire

l'ength thereof i%@%ﬁ@} mﬁt%ri?% 2 3H uhderBrotih@ Sbn RS :vf’alll Jc%rd?r% HReeLgppuNd

conti nuous wal | Is sufficiently rigid, as we as | nexpensi ve and
Iightwengt ca tFe obt%Lned. Furthernné%, astdescrLbeq in ng.ex eri ment al
results givss BeroR T P ENSPdn PR R [ PREOEN A S ST EhT R
between the forward end, of the hat type steel sheet pile and the faorward
end ofVt hé’%FP H?é‘aﬂ?eé%?é‘é&i feyrag, dergreung camiinpoysairft 1s used afde segbnalggizlapi al

for an underground continuous wall in the length direction, crown

di spl acenemttainmy wals 8 whagh dikyarth prassure eels itorh fne $ide capmifahe eartt pogpute
between the forward end of the hat type steel sheet pile and the forward
end of t hectklidaBplats the@ow®dbethehaninddd/wal it the camk padskurk apgihdieéctiohahst eel

25mat erial for an underground continuous wall in the length direction, the
rate of i pRpRAEMER can be suppressed to not more than a 10% increase from the crown
displacement Y (that is, not more than 110% of the crown displacement Y) designated by
15  design for when a steel material for an underground continuous wall which includes a hat
type steel sheet pile and an H-beam of equal lengths welded together along the entire
length thereof is used. As a result, a steel material for an underground continuous wall
which is sufficiently rigid, as well as inexpensive and lightweight can be obtained.
Furthermore, as described in the experimental results given below, it is apparent
20  thatif the separation length between the forward end of the hat type steel sheet pile and the
forward end of the H-beam exceeds 35% of the overall length of the steel material for an
underground continuous wall in the length direction, crown displacement increases rapidly.
In contrast, if the separation length between the forward end of the hat type steel sheet pile

and the forward end of the H-beam is not more than 35% of the overall length of the steel

25  material for an underground continuous wall in the length direction, the rate of increase of



16 crown displacenment is kept low. In this manner, when the separation

| ength is not nore than 35% of the overall |ength, conpared to when the
separation |l ength exceeds 35% of the overall length, the steel material for
an under ground continuous wall is suffilgiently rigid, and is al so

i nexpensive and |ightweight. 5[0022] In the second aspect of the

st eel mat@pvaldifptacementindepiglosudd thue nmannerowbemétiel sepdratiore lepetsiendt nnxeent i on,
the separation | ength between the forward end of the hat type steel sheet

pil e and thbe 36% ofanéloaira] thgt)ofphedd Myn e Jephralies kenlghogkced@sHsvaof
overall length of the steel material for an underground continuous wall in
the !engtinedeRbof, BOUbel:tiSrifdsPan bR ECANPBLAIRBACHLN & AIfGIBAL
enabl i ng an i nexpensive an | i ghtwel ght steel material for an underground
cont i nuous be obta The separation | ength
bet ween t%%%@%FVEPEOéWHq§?$Y%3m%g39W6i “steel sheet pile and the forward
end of the H beam nay be not nore than 20% of an overall length of the
steel 215 W¢étial for an under ground continuous wall in the length

di rection. In this case, as is apparent fromthe experinenta

resul ts given bkitbwsecoutd ssract phlhk pteehmasnpkior anwnddigepind contsntous anllivd
mai nt ai ned as when a steel nmaterial for an underground continuous wall is
used whi ctheippedetitigseratiodpthetsgparastreRhgthlReledi the f@ndraendbittaamualpeges!

| engt hs wel ded together along the entire length. As a result, a steel 20

material §e 'IE éHElOlﬁé %Mer@&ﬁth@l@h@ﬂ‘ﬁh& b¥RLERsd Bas ‘EJ“/J 6%‘%‘%}&1 1Ehgh d can

be obt ai ned. first aspect” of a nethod or producing a
hel udes: S%t‘rh%‘sgeffwa%gaﬁf‘?%ypéé‘%? R 0 b8 B apea "
vertical cross-section th respect to the Iengtqﬂdlrectlon thereof, and
25an ¥ beam havihigis£age Efé@ov’é?P?r@ s ¢ geat. SHgblingAnnExPeng¥pad to t he

| ength direction 17
lightweight steel material for an underground continuous wall to be obtained.

[0023]

The separation length between the forward end of the hat type steel sheet pile and

the forward end of the H-beam may be not more than 20% of an overall length of the steel
15  material for an underground continuous wall in the length direction.

In this case, as 1s apparent from the experimental results given below,
substantially the same crown displacement can be maintained as when a steel material for
an underground continuous wall is used which includes a hat type steel sheet pile and an
H-beam of equal lengths welded together along the entire length. As a result, a steel

20  material for an underground continuous wall which is sufficiently rigid can be obtained.
{0024]

A first aspect of a method for producing a steel material for an underground
continuous wall of“ the present invention includes: preparing a hat type steel sheet pile
having a hat-shaped vertical cross-section with respect to the length direction thereof, and

25 an H-beam having a H-shaped vertical cross-section with respect to the length direction



thereof, in which the hat type steel sheet pile includes a web, a pair of

fl anges connected integrally to each end of the web and inclined so as to
spread outward, and a pair of armsections substantially parallel to the
web which are each connected integrallyltTo one of the pair of flanges, the
H-beam includes a pair of flange sections substantially parallel to each
5ot her, afiebreciwabvisiel thedrt wrecitect slrsepils inchdepaiwebot pair af flengesconmastedt o
each other |eaving space therebetween, and a di nension of the Hbeamin the
| engt h di iretegrialintd sachkRad b€ thd hethaml dichtsisions t0kpriché otidiard ypd aSiagelf agheet
pile in the length direction; arranging an overall |ength of the Hbeamin

the | engt Beioh€ ShtsRMrWI$ PARIIEING tsh FRHSIHRA £E cddh&oRBtctly ﬁ%eg?ﬁlgﬂo BeeinePi | €
inthe length direction, and in a condition wth a rear end of the H beam

arranged sg. i tion | gser- 4.0 a_forwar n ide in.the
Mength di PEEET SRR 1PRRD G B Re RO U iR S 6 B
contacting _an oyter surface on an oppqsite side to a surface of one of the
pai r of f|%&@@&%§?§ﬂ%ﬂ@@%ﬂﬂ%ﬂéﬁﬁmwf estcdionyia eash péllsT &svingon,

with an outer surface of the web, the outer surface being on the opposite
si de to aspirgnheskbatweere dndy dirhensigaofahriitteemfin drejesgtbidinepidorhiashariep thastaeel
sheet pile; and securing the web of the hat 15type steel sheet pile and the
f1 ange sedimenmsi@f oftthe hit-thpasewithedt mlenh datleegh direttar, arrhngiagah othiRr by

wel di ng. According to the first aspect of a nethod for producing a

steel mat gdioth of 6 HABLAMIWIA RO TR FRAbK RUANShYBIheRfontdTend N8R ke NKEA i ON,
an i nexpensive and |ightwei ght "steel material for an underground conti nuous

| LA £l t o .20 te d ti b
e et agub el et diph, BRRRo i RSiA0 REPRRICADISILbR AT RS,
st eel terjal f.or an._underground, continuous wall .of the present invention,
17 ord b 4 Be 54 the

a pos PSRRI PR YT B eHbeitidd Pgae kg digggiar tan areppgpd
arranged so as to coincide with a position of a forward end of the H beam
25i n the bahgpPhs@plsbeetindlg; contacting an outer surface on an opposite side to a surface of one

of the pair of flange sections of the H-beam which connects to the web section, with an

outer surface of the web, the outer surface being on the opposite side to a channel formed

by the web and the flanges of the hat type steel sheet pile; and securing the web of the hat

15 type steel sheet pile and the flange section of the H-beam which contact each other, to each

other by welding.

According to the first aspect of a method for producing a steel material for an
underground continuous wall of the present invention, an inexpensive and lightweight
steel material for an underground continuous wall according to the first aspect of the

20  present invention can be produced.
[0025]

In the first aspect of a method for producing a steel material for an underground

continuous wall of the present invention, a position of a forward end of the hat type steel

sheet pile may be arranged so as to coincide with a position of a forward end of the H-beam

25  1inthe length direction.



18 [0026] A forward end of the H beam may be arranged so as to be
positioned closer to a rear end side than a forward end of the hat type
steel sheet pile in the length direction. [0027] 5A second aspect of a

met hod for producing a steel material figr an underground conti nuous wall of
the present invention includes: preparing a hat type steel sheet pile
havi ng a [#geelshaped vertical cross-section wth respect to the |ength
direction thereof, and an H beam having a H shaped vertical cross-section

W th respect tophekene br @i TREEdn? hayhRrRRhged fH ModR JoIRjohad clo¥d o gt eel

sheet pile includes a web, a pair of flanges connected 10 integrally to
each end of the. ang._inchi £ . ir of arm
secti ons "Stseiouit BrR 3 ahPSy 7Ot B2 AR e el PRk QIS BB RS
integrally to one of the pair of flanges, the H beamincludes a pair of

fl ange sel@Zbhs substantially parallel to each other, and a web section

whi ch connects the pair of flange sections to each other |eaving space

t her efet ween, afdeendiaseses pbamsthadiier praseaingiarstech matcsiad for agi undetgromdi s
shorter by 15 not nore than 35% of an overall length of the steel materi al
for an ungetigoowwalt onthi puesdat iwatdtionnntlnged: ereghting b hectypesteelt shaet pdle

di nensi on of the hat type steel sheet pile in the length direction;

ar r angi ngpAfn LY ﬁﬁtagﬁllap(lﬁﬁ{;@{i@al Qios%ﬂ@tlztlﬂfrﬁ@ﬁmrés@?ét he tﬂquﬁt? dte £t theRoahdhi N

t he di nension of the hat type steel sheet pile in the length direction, and

coi ncidin i L the.: . ty: DJ wth a
cosi i on Gt FLRASLNGE £1 SiabER el hocl B ki WS R e BRER iy 11 D
condition with .a forward end of e H.bea rranged so to be positioned
P habr ¢ othataonn R Gt P kel SHERLRIE BEvEEs S Db o ShlRsr sebackny of
the hat type steel sheet Eile; contacting an outer surface on an opposite
si de b alnsegriliic esth epdobthetwed gudiipclotedfsp A fesmest QWHardk and p@amoba@in whi ch
connects to the web section, with an outer surface of the web, the outer

sur f ace bsicignosibatantgbosartkelse de web whchanneich tonmettduptepiadly26 wabofihd
fl anges of the hat type steel sheet pile; and securing the web of the hat

type st eehair 691841261 hPIH-BeadMsthchities b lpait @F NSRE deefiof subfien i Baam M tocdach
contact each other, to each other by welding. According to the second

aspect of oﬁleﬂ%gg%ébosrect%ﬁ)grﬂfcﬁ]%gnﬁec% fhe lpaff%tf?l%}lgé sdcBbndB each other leaving

space therebetween, and a dimension of the H-beam in the length direction is shorter by
15  notmore than 35% of an overall length of the steel material for an underground continuous
wall in the length direction, than a dimension of the hat type steel sheet pile in the length
direction; arranging an overall length of the H-beam in the length direction within the
dimension of the hat type steel sheet pile in the length direction, and coinciding a position
of a rear end of the hat type steel sheet pile with a position of a rear end of the H-beam in
20  the length direction, and in a condition with a forward end of the H-beam arranged so as to
be positioned closer to a rear end side in the length direction than the forward end of the hat
type steel sheet pile; contacting an outer surface on an opposite side to a surface of one of
the pair of flange sections of the H-beam which connects to the web section, with an outer
surface of the web, the outer surface being on an opposite side to a channel formed by the

25  web and flanges of the hat type steel sheet pile; and securing the web of the hat type steel



under ground conti nuous wall of the present invention, an inexpensive and

| i ght wei ght 5steel material for an underground continuous wall according to
t he second aspect of the present invention can be produced. [0028]

In the second aspect of a nethod for priéducing a steel material for an
under ground conti nuous wall of the present invention, a dinension of the

H beam i mhetieileendtie Gingectitom dUherklybdsen wihinht eontasy easbtotimr to arhlaAthROdY of an
overall length of the steel material for an underground continuous wall in
the | engtdeldingecti on, than a di nension of the hat type steel sheet pile in
the length direction. [0029] An underground continuous wall of the present

I nvention is COﬂ&lowﬁ%&fimglel%%gldfaﬁé&%%%éwd o pﬁcﬁﬁing%@enw/&aﬁl%ﬁp

under ground cont1 nuou present invention. nmet hod for

construct.i an_under.gr ound .cont i nuous, wal |.. of sent .in .Lan uses a
o ur i | 0RO wl R AT P B Pl BB RRERL IR RO o
present invention., Effects of the anentior 20[ Q030] Acc0£g;ng to
the pPesette] mrjer! fomn udergraundaaoatipuous el pyrtdies hihe seeord 4588 Pt B for an
under ground continuous wall is obtained, and by using this steel naterial
for an urutesegt dDventieroeani beupoducsd] |, an econonical |y favorabl e retaining
wal | or bul khead wall can be constructed. 20
[0028]
In the second aspect of a method for producing a steel material for an underground
continuous wall of the present invention, a dimension of the H-beam in the length direction
10 may be shorter by not more than 20% of an overall length of the steel material for an
underground continuous wall in the length direction, than a dimension of the hat type steel
sheet pile in the length direction.
[0029]
An underground continuous wall of the present invention is constructed using a
15  plurality of steel materials for an underground continuous wall of the present invention.
A method for constructing an underground continuous wall of the present
invention uses a plurality of steel materials for an underground continuous wall of the
present invention.
Effects of the Invention
20 [0030]
According to the present invention, an inexpensive and lightweight steel material
for an underground continuous wall is obtained, and by using this steel material for an
underground continuous wall, an economically favorable retaining wall or bulkhead wall

can be constructed.

25



BRI EF DESCRI PTI ON OF THE DRAW NGS [ 0031] FIG Ais a plan view
showing a state in which steel materials for an underground conti nuous wal |
according to the first through third aspects of the present invention are
5engaged in a parallel arrangenent. 20 FIG 1B is a side view of a steel
material for an underground continuous wall according to a first aspect of
the present invention. BRIEF DEHSCRIPTCONSORTSIRIBRAWINGE a steel materi al
for an underground conti nuous wall according to a second aspect of the
present ipyention. 10FIG IDis a side view of a steel material for an
under ground conti nuous wall according to a third aspect of the present

i nvention. FIG | S. Lr?gl j I{Fg'gtg- el £tk Sids, A widiSrsige!
material for argléhi@fg%%‘rlgun egvjosnm %\ést wa ﬁlaccoredll%rr%g r?os an e‘r%ogﬂgrﬁeﬁ of
the present .invention. FIG, 3Ais a figure showing a state in
whi ch o RAPURYHE vl GEroufseln th Fiest dHE e S Biept B PR CONAEEE 25 n o
met hod for producing a steel material for an underground continuous wal l
accor di ngngegainamsotlichemenggimephe present invention. FIG 3Bis a
figure showing a state in which a hat type steel sheet pile and an H beam
are joined by VEGIIBGs a kide gievediwste¢lanatpriddocamgndergioesd cordinapuaivalt or an
under ground continuous wall according to an embodi ment of the present
I nVent | OMyeeording to a first aspect of the present invention.
FIG. 1C is a side view of a steel material for an underground continuous wall

according to a second aspect of the present invention.

10 FIG 1D is a side view of a steel material for an underground continuous wall
according to a third aspect of the present invention.

FIG. 2 is a plan view showing the rear end side of the steel material for an
underground continuocus wall according to an embodiment of the present invention.
FIG. 3A is a figure showing a state in which a hat type steel sheet pile and an

15  H-beam are in contact, in a method for producing a steel material for an underground
continuous wall according to an embodiment of the present invention.

FIG. 3B is a figure showing a state in which a hat type steel sheet pile and an
H-beam are joined by welding, in a method for producing a steel material for an
underground continuous wall according to an embodiment of the present invention.

20 FIG. 4 is a figure showing a state inn which a steel material for an underground
continuous wall according to an aspect of the present invention is driven by a driving
machine.

FIG. 5 is a longitudinal side view of a case where the steel material for an

underground continuous wall of the embodiments of the present invention are used as a

25  retaining wall, used to explain the relationship between the dimensions of the steel material



20 FIG 4 is a figure showing a state in which a steel material for an
under ground conti nuous wall according to an aspect of the present invention
is driven by a driving machi ne. FIG 5 is a longitudinal side
view of a case where the steel materialyifor an underground continuous wall
of the enbodi nents of the present invention are used as a 25retaining wall,

used to efplaundéra@unélcattinmebiwalleetwesnn dizeladememnsi ons of the steel
material 21 for an underground continuous wall and crown displ acenent.

FIG 6 is a di agiag;shamioPin Eﬁ@vﬁlﬁltﬁ’é TePARALR PREVNRSNNE BRI OPBE WRen t he

cut length of the rear end of the H beam and the wall helight (truncated

| ength A hei ht HBW he

st eel mstt{ee IOffﬂ&?re rﬁi'_%ﬁﬁ%?% na(zjn %%Cg{rlt’t%ﬁir'taﬁgﬁs vvarfﬂlg tec{ Eggﬁ%ﬁggtﬁg@%g& ment

of the pregse invepntion is used to construct retal ng FI G
7is a fié&ufﬂé‘i% RS Hep! lggeEnenbIigt 16 58 wﬂﬁst%%ﬁﬁt%erﬂ%t Pbmb%tftsé@ﬁu%e cut

|l ength of the rear end of the H beam and the overall |ength of the hat type
st eel Sheeontipiubes wall ahthatioe: dnebngimeB of thepresgrit ieteation i wssd te pepstiiciend cr own
di spl acenent, for the case where 10 the steel material for an underground

cont i nuougetaifting vadfll. t he second enbodi nent of the present invention is used
to construct a retaining wall. FIG 8 is a figure showi ng the

relationship beFI"@QQsE@i%uf@stﬂo%n?§{h‘é@§lﬁt15$§n}%’ét\ﬂe@ﬁ‘%r}aﬁ’& pbtdReh @R cupnd of
t he H beam and the wal | "hei ght runcated l'ength A/ wall height H) and

the case TERfrat (AEEl dife 'PPﬁer b Gl A AR e e SRR el T o
e %&%% AL e
the ratio between the cut length of the front end of the H beam and the
over al® | 8wgtdel ofatariae fran undprgrasmdaiont ieats will of the senopd eadoionmt i Be/
overall sheet pile length) and crown displacenent when the |ocation
present invention is used to construct a retaining wall.
FIG. 8 is a figure showing the relationship between the ratio between the cut
length of the rear end of the H-beam and the wall height (truncated length A / wall height
H) and crown displacement when the location of the forward end is constant, for the case
15  where the steel material for an underground continuous wall of the third embodiment of the
present invention is used to construct a retaining wall.
FIG. 9 is a figure showing the relationship between the ratio between the cut
length of the front end of the H-beam and the overall length of the hat type steel sheet pile
(truncated length B / overall sheet pile length) and crown displacement when the location
20 of the rear end is constant, for the case where the steel material for an underground
continuous wall of the third embodiment of the present invention is used to construct a
retaining wall.
FIG. 10 is a plan view showing an aspect of a conventional hat type steel sheet

pile.

25 FIG. 11 is a plan view showing another aspect of a conventional hat type steel



20of the rear end is constant, for the case where the steel material for an
under ground conti nuous wall of the third enbodi mnent of the present
invention is used to construct a retaining wall. FIG 10 is a plan view
showi ng an aspect of a conventional haR2type steel sheet pile. 25FIG 11 is
a plan view showi ng anot her aspect of a conventional hat type steel 22
sheet pilsheeQakcription of the Reference Synbols [0032] 1 Steel nmaterial
for an underground continuous wall, 2 Hat type steel sheet pile, 3 Arm
Ssecti on Déschigtioh YPheHRef&ensh®phbglsl €, 4 Arm section of hat type steel
sheet pile, 5 Flange of hat type steel sheet pile, 6 Hbeam 6a One fl ange
of H beange8 Joi ning surface of one flange of H beam 6b O her flange of
H beam 6 section of Hbeam 7 Wb of hat type steel sheet pile, 8

Ve
oLl 100, 0Ll e U, 055 A BRI P8 e 8 14
5 section of hat type steel sheet pile, 4 Arm section of hat type steel sheet pile, 5 Flange of

hat type steel sheet pile, 6 H-beam, 6a One flange of H-beam, 6al Joining surface of one
flange of H-beam, 6b Other flange of H-beam, 6¢ Web section of H-beam, 7 Web of hat
type steel sheet pile, 8 Retaining wall, 9 Ground surface, 10 Planned ground level, 11
Virtual ground level, 12a, 12b Grooves, 13 Eﬁgagement claw section, 14, 14a and 14b

10 joints, 15 Driving machine, 16 Clamp, 17 Vibratory device, 18 Rear end of hat type steel
sheet pile, 19 Forward end of hat type steel sheet pile, 20 Rear end of H-beam, 21
Forward end of H-beam, 71 Joining surface of Web of hat type steel sheet pile, A
Separation length between rear end of hat type steel sheet pile and rear end of H-beam, B
Separation length between forward end of hat type steel sheet pile and forward end of

15  H-beam, C High-rigidity section of cross-section in which hat type steel sheet pile and

H-beam are integrated, D Channel formed in hat type steel sheet pile by web and flanges

BEST MODE FOR CARRYING OUT THE INVENTION
[0033]
20 The present invention is described in detail based on the embodiments shown in
the drawings.
First, the basic form of a steel material for an underground continuous wall 1 used
in the present invention is described with reference to FIG. 1A through FIG. 1D, and FIG. 2.
{0034]

25 The steel material for an underground continuous wall 1 of the present invention



10 joints, 15 Driving machine, 16 Canp, 17 Vibratory device, 18 Rear end
of hat type steel sheet pile, 19 Forward end of hat type steel sheet pile,
20 Rear end of H beam 21 Forward end of Hbeam 71 Joining surface of web
of hat type steel sheet pile, A Separatgon |ength between rear end of hat
type steel sheet pile and rear end of H- beam B Separation | ength between

forward enehbdieshdtat tyypetest shett slaeavitiphh B-bdach 6 sHot@r thag it 1of ndtderdaet C
High-rigidity section of cross-section in which hat type steel sheet pile

and H beam.ar:e +i e, f i : S t-nile by
e g e e P N R R A
present invention is.,desgrihed i etail b d.on th odi ts,.shown in
the drawi aﬁ‘&%.ged 50 as 10 b ?B{eﬂsnﬁgggf%e‘?% e Eatgi’%ee’“r%ﬁémﬁ%ﬁ? pilF 2 3pe E?{‘
under ground continuous wall 1 used in the present_ invention is_ described
with ref dyightteclisBegtpae 2aadiths Bolpaord ere ath rellsd staekpredugty prducediha het eel
mat erial for an underground continuous wall 1 of the present invention 23
conbi Aes rallivgtproggse st eel sheet pile 2 with an Hbeam 6 shorter than the
hat type steel sheet pile 2 in the length direction, and adopts a speci al

confi gur guo®t in which the Hbeam6 is arranged so as to be within the
| ength di nension of the hat type steel sheet pile 2. The hat type steel

sheet pile 2 arxth@e [r%gl%}g]hﬁoﬁra‘é' ROHAR if Pk adwhkSfle ML AMELR) REQHuUced by a

hot 5rolling proces

underground continuous wall 1 is driven into the ground to construct a retaining wall or
bulkhead wall or the like, the top end of the steel material for an underground continuous
10 wall 1 forming part of the retaining wall or bulkhead wall or the like is clamped by a
driving machine 15 (including a clamp (clamping section) 16 and a vibratory device 17).
Moreover, with the bottom end side of the steel material for an underground continuous
wall 1 as the leading end and the top end side of the steel material for an underground
continuous wall 1 as the tailing end, the steel mateﬁal for an underground continuous wall
15 1 moves in the underground direction S, thereby driving the steel material for an
underground continuous wall 1 underground. Accordingly, in the present invention, the
forward end of the steel matertal for an underground continuous wall 1 is the bottom end
when a retaining wall or bulkhead wall or the like is constructed from the steel material for
an underground continuous wall 1, and the rear end of the steel material for an
20 underground continuous wall 1 is the top end when a retaining wall or bulkhead wall or the
like 1s constructed from the steel material for an underground continuous wall 1.
{0036]
Furthermore, as shown in FIG. 2, normally, a groove 12a in one joint 14a of the hat
type steel sheet pile 2, and a groove 12b in the other joint 14b of the hat type steel sheet pile

25 2, each open on the opposite side to the other in the length direction of the steel material for



In the present invention, as showmn in FIG 4, when the steel material for
an underground continuous wall 1 is driven into the ground to construct a
retaining wall or bul khead wall or the like, the top end of the steel
material for an underground continuous240 wall 1 form ng part of the
retaining wall or bul khead wall or the like is clanped by a driving machine
15 (i ncl udivngegrairdmpn{ictanpiaibl tkeheigh) ditGtanedf shesetaiang malldensicectad) |
Moreover, with the bottomend side of the steel nmaterial for an underground

cont i nuoygindaht steidfiattAf) fofas iktkr@iddndbshtiiRut GR1lENd Congleyuehtly, Meheataeel
material for an underground continuous wall 1 as the tailing end, the steel

mat eri al _§ : i : LR g ound
i ot o G R AR b g T sk BRIl T B AR
conti nuoys wal J. under ground. Accordingly, .in t pre i-nvention, the
Forvar d_dieeiBidnal SSHE ST g SctRns > A0 Hrierghiud Bt ACaHECAR 1 [
the bottom end when a retaining wall or bul khead wall or the like is

const Puctiiee stedshedipiles ate ahlette engagergth eashoHsr Br vheic e HIERAIS REPE 1,
and the rear end of the steel material for an 20 underground conti nuous

wal | 1 i swilher thepike fithmvitesi raatess!aifor amgundatdromnd dmtinhewdwaihll | amoattegipg 19 | ke i s
constructed fromthe steel material for an underground continuous wal |l 1.

[0036]  made to insthlth el Rietial B$ af RAWE gtdtnblcon@nude il 1 Ypside dvag\iee 12a in
one joint 14a of the hat type steel sheet pile 2, and a groove 12b in the

ot her joi j@ﬁl&%ﬂ%& B{dhlttﬂ%f Bl uﬁs}/d?:@ &Eeﬁﬂﬁ%ﬁal%} an %ﬁi%grt@ﬁrgﬁc&lﬁﬁﬂo&%élh?

opposi te-si 0 e other “in the [ engt rection o steel materi al
for 24 an underground conti.nuous | | he.hegight _direction of the

ot ai i ngEEEHRY RaLieaa oL RS Leebat st 2 vpBEi ot Safpebting
conti nuous wal | 15. Consequently, when a plurality of steel rrrt eri alg for
an ur@er gvala ¢ Phualiy ofvater! matgrials (o ArpundsTEP WHLCAHBUPSHYRY | GrHet be
direction of the armsections 3 and 4, the joints 14a and 14b of adjacent
hat 5t ypecsineetkd shemh qidre Folthaseansbitbertroasongalyeingithdcaathctommusage dithe when
constructing a retaining wall or the like fromsteel materials for an

under gr oiieEothd betimubad Wall, thé fordlatEend arldSreneld dfahd sis¢lahdtedal Soes
mat erial for an underground continuous wall 1 upside down, the joints 1l4a

and 140 o6 b oSk RGN0l ¢S BB Rl hhis@h Under g7 ound cont i nuous

wal | 1 do not~ engage w ose of the adjacent steel materials for an
undergrouE® zﬁntinuous 10 wall 1, and the plurality of steel materials for
an underg é continuous wall 1 cannot be connected to each other. For

t hese and ot her_reasons, durjng the construction stage of the underground
contiffuous wal | In tgasteebigispg! (on a0 ypdereoxnd SARtRgOup Wé‘ﬂgtaé’éPrd%@rﬁ Ll?ﬂsrgf or an

under ground continuous wall 1 can be clearly ascertai ned. {_0037]
embodiment, as shown in FIG. 1B, in the length direction, the position of the forward end

19 of the hat type steel sheet pile 2 coincides with the position of the forward end 21 of the
H-beam 6, and the position of the rear end 20 of the H-beam 6 is located closer to the
forward end side than the position of the rear end 18 of the hat type steel sheet pile 2. In
20  other words, this gives a steel material for an underground continuous wall 1 in which the
rear end 20 side of the H-beam 6 is cut short. This steel matertal for an underground
continuous wall 1, in transverse cross-section, is a steel material that includes both
transverse cross-sections of a hat-shaped transverse cross-section composed only of the hat
type steel sheet pile 2, and a composite cross-section composed of the hat type steel sheet

25  pile 2 and the H-beam 6. More specifically, when the steel material for an underground



15In the steel material for an underground continuous wall 1 according to a
first enbodi mnent, as shown in FIG 1B, in the length direction, the position
of the forward end 19 of the hat type steel sheet pile 2 coincides with the
position of the forward end 21 of the Hgeam 6, and the position of the
rear end 20 of the HHbeam 6 is | ocated closer to the forward end side than
t he posit cantimbut tvell ndanseeng ah8albmatchial mad retaipiag stadlethestmwetsiqial differedca 20
other words, this gives a steel material for an underground conti nuous wall

1in whi C?A}&‘?w%@@ﬂhe%@ﬁtigﬁoﬁh@?ez&fen& mgome%aflmyﬁg siSelGUbetPhOD tand T posiElogel

material Tor an underground continuous wall 1, in transverse cross-section,

Is a steel.m trgirieﬁh 2h Ut G NGRS, la%[sl?cﬁl) %Q%Yaﬁﬁﬁ%n%ﬁ?rg%ﬁﬁgkbﬁ}%&g wall

hat-shape8 ransver Sé cross-section conpose e steel

hoct Dopi ichol ik RS HBEARTS VEH QY LSRRI oy s eied e IRl o | o

for an underground 25 continuous wall 1 is used as a wall material in a
r et ai n§ ng 10 the groiendisuriaes Pon alretdinifewealh § copgtyuckask fipmathe seel perderial dor asf t he
rear end 18 of the hat type steel sheet pile 2 and the position of the rear
end 20 of uhf@ghdunéaohnions tWadl s ke thefdtbeninad isfeat stant hynitie equivaledt afdhé | nuous
wall 1 is not nore than 50% of a wall height H (refer to FIG 5) fromthe

pl anned guaHadid Ay glffedfei(R)the ground surface 9 in a retaining wall 8
constructed fromthe steel material for an underground continuous wall 1,

S D82 o B, e Yl el g

di fference (A). . . . e relation etween the wall
EAIENEERE BB pRTT I L T
This (1,1 - L2) is the length A of the portion of the steel material for an
under ¢ ouricsatisings ordus0 wELL - 1.2at ThisdLt edr) evidic dingth Meif 81¢ neagomof the steel
cross-section conposed only of the hat type steel sheet pile 2.
material for an underground continuous wall 1 at the rear end side which has a
cross-section composed only of the hat type steel sheet pile 2.
{0038]
Accordingly, in this embodiment, from partway along the steel matenal for an
15  underground continuous wall 1 to the forward end side, a high rigidity section C of a
cross-section in which the hat type steel sheet pile 2 and the H-beam 6 are integrated is
formed. In the figure, reference symbol 6a indicates one flange section of the H-beam 6,
reference symbol 6b indicates the other flange section of the H-beam 6, and reference
symbol 6¢ indicates the web section of the H-beam 6.
20 [0039]
Furthermore, in a second embodiment shown in FIG. 1A, FIG. 1C, and FIG. 2, the
position of the rear end 18 of the hat type steel sheet pile 2 coincides with the position of
the rear end 20 of the H-beam 6 in the length direction, and the forward end 21 of the

H-beam 6 is located closer to the rear end side than the forward end 19 of the hat type steel

25  sheet pile 2. In other words, in the steel material for an underground continuous wall 1, the



[ 0038] Accordingly, in this enbodi nent, frompartway al ong the steel
material for an 15 underground continuous wall Ito the forward end side, a
high rigidity section C of a cross-section in which the hat type steel

sheet pile 2 and the HHbeam 6 are integsjated is fornmed. In the figure,
reference synbol 6a indicates one flange section of the H beam 6, reference

synbol 6bfirpdiEatEs! §ileoohbel-bidR 8IS cebbloMaGE sgéﬁﬁtklgfgiggg.jbeaﬁ% it efer ence

synbol 6c¢ indicates the web section of the H beam6. 2

Furt hernore, . in 0 e di,men hown i1.n,Fl 1A, F 1C. and FIG 2,

the: post ¢ g b BSPERFEIZRASHY 5T A REREHLR Siubls weli ot gimBhgoral

coi nci des &J{h treg gﬁ(;gviti n of the rear end 20 of the Hbheam6 _in the

| engt h di AEEEsNss (Bhbriweensthe Spxvmedierdh i pasitien oi{be hptimnaster] sheet pileg arfd hroser

to the rear end side than the forward end 19 of the hat type steel 25sheet

pile 2. | foreahkend®lr psjtidnofitheHsteaed 6 ttamerk tHanr3 58 ofithd @veratilenptlc ofithe nuous
wall 1, the 26 forward end 21 side of the Hbeam6 is cut short. Mire

speci f§ cakteyl mhteBalHoPA@MinferofortdicosifidusSPalt D.aAcéd?di_fn?T@, 1 88 erfBdphb@l for
an underground continuous wall 1, the dinensional ditference (B) between

t he forwa m‘;ﬁfg"“;%’ 14 ' .

f orwar d eﬁg po iat?(?gnth%gtg ?ﬁéatw%e@%&bw%?%%ﬁﬁéor%ﬁtﬁ ﬁ%snﬂ%&t%@%? ﬂjeél@e\eie-r al |
| ength of the Ssteel nmteri for, the ,under ground. continuous 11 1.
accor di ngP JiEn ey sl Suvibab Bk R s oo e Phuoee siel Repared 1or
an under ground continuous wall 1 to the top side, a high rigidity section C
with an i aedthedi-bgams 638 LBt i on of the hat type steel sheet pile 2 and the
H- beam 6 is formed. In this enbodi nent, the rel ati onship between the | ength

di mensi on Li of In thés duabbodi@enty e relatiohshimbettvepn the 1@ngthdihérsidrehofthed haensi on
L2 of the HHbeam 6 satisfies Li x 0.35 (L1 - L2). This (Li - L2) is the

| engt {u B gfpetshRl Azet piin Ad fheQeriii® BimdmRice 1. 2bf the H-B8ékn 8dai#TYNd §.95% nuous
~wall 1 at the front end side which has a cross-section conposed only of the

hat type ﬁ(‘.fs_e LZ)S hAgY (]Pf ! EZ)zi's ﬂgeolgﬂ'& B of the portion of the steel material for an
underground continuous wall 1 at the front end side which has a cross-section composed
only of the hat type steel sheet pile 2.
[0040]

15 In addition, in a third embodiment shown in FIG. 1A, FIG 1D, and FIG. 2, the
position of the rear end 20 of the H-beam 6 is located closer to the forward end side than
the position of the rear end 18 of the hat type steel sheet pile 2, and the position of the
forward end 21 of the H-beam 6 is located closer to the rear end side than the position of
the forward end 19 of the hat type steel sheet pile 2. In other words, in the steel material for

20  anunderground continuous wall 1, the rear end 20 and the forward end 21 of the H-beam 6
are cut short. More specifically, the forward end 21 side of the H-beam 6 is cut short so
that the diplensional difference (B) between the position of the forward end 19 of the hat
type steel sheet pile 2 and the position of the forward end 21 of the H-beam 6 in the steel
material for an underground continuous wall 1 is not more than 30% of the overall length

25  of the steel material for an underground continuous wall 1. Furthermore, the rear end 20



15l n addition, in a third enbodi nent shown in FIG 1A, FIG 1D, and FI G 2,
the position of the rear end 20 of the Hbeam6 is |ocated closer to the
forward end side than the position of the rear end 18 of the hat type steel
sheet pile 2,- and the position of the fpyward end 21 of the Hbeam®6 is
| ocated closer to the rear end side than the position of the forward end 19

of the hagid&g?ﬁlesﬁ—%g%m%hg%t ﬂoheso%halitltﬁe QIS AR Hfferehfe %ﬂth%e?\‘;v@@i‘l thgmt eri al

for 20 an underground continuous wall 1, the rear end 20 "and the forward

end 21 of the 14-beam 6 ar t short. [.e chficall t f orwar d.end
on s de oPouien fF BEa end 48 ahtiedl Bresitd et PREL andBhabomin BarsSpiAee (o
bet ween the position of the forward end 19 of the hat type steel sheet pile
2 and t heohbsiH-berm §fis pofaneisrihien o0 % od they wall height H. Yegordingly, in Hes st eel
material for an underground continuous wall 1 is not nore than 30% of the
overal | | empodin2hofa cehiealgtoetidn netieclizding ftlor toprand hdeomrendn df the steéehmetesialval |

1. Furthernore, the rear end 20 27 side of the Hbeam6 is cut short so

that tge dirmnsidensdundi bherensavdlN fdaiswaaph HbRItPQRSEHdNAD oPh ctdie sé@dh jgnd 18
of the hat type steel sheet pile 2 and position of the rear end 20 of the

H beam 6 | 3. % t | | ' dingley,..in this
enbodi mn%",ﬁn%q%%%tgﬁ)é %g%lts?ger‘]{pﬂ%g Jlﬁﬁcq\éﬁ&fﬁ%eftl%%g% g%oangq{)g%%%r%ag%ds of the
steel materi al for an underground continuous wall 1 forms a high rigidity
section CH#E8%Ey oss-section in which the hat type steel sheet pile 2 and

one of the fIamI:;es_Ga of the Hbeam 6 _are integrated. . o In this

embodi nent, t heln Gisanbadiment. Beraleiangdpr betsgen Medensth dingsnsion lo¥ of the batat
type steel sheet pile 2 (the overall length of the steel material for an
under gr outypebeet st pileo Ghwvalvérall Jengtinef thestgehmdienrehfor em uhdergfountie H- beam 6,
the length A of the portion at the rear end side of the steel material for

an unger geemhishou®whil 1Y akksSienpthldisheddi sl 2 o£1he $5 beak b) BB 1em@fPASethe@Rtionek t he
hat type steel sheet pile 2, and the length B of the portion at the forward

one 31 S B T bl S DR CBAI b RLATYONS Bl L 011,
8. g’ 0_: I[‘ :) Oﬁrﬂ]sg%gdtio%lc%r%p%saéd OSIII‘_IV 5 th'g‘ hla_1|t %Szp(e): 's%%l sh%gppi{elﬂ,taplg %eslgrtxétﬁfﬂ & thcla3 Li x
portion at the forward end side of the steel material for an underground continuous wall 1
with a cross-section composed only of the hat type steel sheet pile 2, satisfles A+ B=1L1—
15 L2, also satisfies A < H x .50, and further satisfies B < L1 x 0.30.
[0041]
As described above, in the hat type steel sheet pile 2 of the respective
embodiments, the joints 14a and 14b are integrally formed on the arm sections 3 and 4 at
the end of the hat type steel sheet pile 2 manufactured by a hot rolling process. Atthe end
20  of one of the arm sections 3 located on the upper left on the page, a groove-shaped joint 14a
is provided which opens facing upward and includes a groove 12a, which opens towards
the top of the drawing (upward on the page) in the oppostte direction to the H-beam 6 side,
and an engagement claw section 13. Moreover at the end of the other of the arm sections 4

located at the upper right on the page, a groove-shaped joint 14b is provided which opens

25  facing downward and includes a groove 12b, which opens towards the bottom of the



As described above, in the hat type steel sheet pile 2 of the respective
enbodi nents, the joints 14a and 14b are integrally fornmed on the arm _
sections 3 and 4 at the end of the hat type steel sheet pile 2 manufactured
by a hot rolling process. At the end 288 of one of the arm sections 3

| ocated on the upper left on the page, a groove-shaped joint 14a is

provi ded dviviap (dpensarfl aaithe pagehvar theaimciioe bittie $1-heam 6oael dPengaghinedi opens
towards the top of the drawing (upward on the page) in the opposite

di recti oQigtsdchign s beam 6 si de, and an engagenent claw section 13. Mreover
at the end of the other of the armsections 4 |ocated at the upper right on
t he page,[o@%qroove-shaped joint 14b is provided which opens 25 facing
downwar d *and-i ncl udes a groove 12b, which opens towards the bottom of the
28 drawi ng (downward on the_.page) .in the.direction of the eam 6, and an
engagenment cl aw\wgﬁ toltgf.’ ﬁF%g%éTTd\W?W%‘E&EF estcgrgf"ﬁﬁb‘?vler ?Fé 5 O

enbodi ments descri bed above, whether or not a 5 nore econonical steel

mat er § al Miase capnamigdrsirebmateriebfarianuederaiind qontarpusevalbh iy keregiizadout
encountering practical problens was investigated. Specifically, when

const r uctwittgut bscoueteaing ipragtinal froBems vedsaonwestigated. Gpesifidallyowbker t o suppress
crown displacenent (top end (rear end) displacenent) of the steel materi al

for an Ur&@ﬁi‘cﬁfc@iﬁ@%&@fh‘iﬂiﬂ%‘%ﬂS’\z?ddho%ntiﬁ}?m@.ts,ﬁ@bﬁlet’ﬂﬁéh reb@%oviAcr ease from
the crown displacenent Y (that is, 10 not nore than 110% of the crown

di spl ace raﬁ%tl%%%ﬁm%@ mg%%f@ﬁbg&r{lﬁg) YR sReBheehal Bt 2 hg{ll%r Qhn@n

under gr ou I nc es a hat type ste t pile and
an H beam of. equal .1engths wel.ded .t.pgether along the entire |enpgt her eof
s Used. Rttt Cdogof g d PPN BpSis: L SR GrsBhd Belitt nuous
wall 1 were consider egj as follows. For each enbodi nent, franed structural
anal y8i s ngam9se tasrlA8Y efrhopiovm displacsment X) des gnaiekbidesignolon vhena siesl |
hei ghts H were changed, and graphs of crown displacement as showin FIG 6
to FI G 9 mgesaldoeat entlergro0dBtorTimaonawall sibadrisclodes 4 it Byi@ stéel aheet pde vl | ows:
(1) The wall height His the height dinmension froma planned ground | evel
(the 20 hetrorhswiTata 1aidiey weided togetheexloay dicedhird Rnpth he@bdisntes Wi ace 9
dimensions of the steel material for an underground continuous wall 1 were considered as
follows. For each embodiment, framed structural analysis was performed in which various
15  N-values of ground and wall heights H were changed, and graphs of crown displacement
as show in FIG. 6 to FIG. 9 were created.
[0043]
The main dimensions in FIG. 5 are as follows:
(1) The wall height H is the height dimension from a planned ground level (the
20  bottom surface after earth is excavated) 10 to a ground surface 9
(2) EL is the height dimension from a virtual ground level (in FIG. 5, the ground
level at the height where the same earth pressure is applied to the steel material for an
underground continuous wall 1 by the earth on the right side of the steel material for an

underground continuous wall 1 and the earth on the left side of the steel material for an

25  underground continuous wall 1) 11 to the planned ground level 10



(2) EL is the height dinension froma virtual ground level (in FIG 5, the
ground | evel at the height where the sane earth pressure is applied to the
steel material for an underground continuous wall 1 by the earth on the
right side of the steel material for apSunderground continuous wall 1 and
the earth on the left side of the steel material for an 25under ground

conti nuous wal I(30Thdgeregattredgitmhnethedremimdihensedn fi@m tRYvirtual groufd)evihe
penetration depth L is the height dinension fromthe virtual ground |evel
11 to the1figriefoswardcnd9 90df thdiathade drydehéedt @ik 2sheet pile 2 [0044]
Regarding the steel material for an underground continuous wall 1 of the
first 5 qphe |rrent shown in FIG 1B, nore specifically, when used as a
ret ai ni na 8 with the conflguratlon shown in FIG 5, in a case where a
| oad of 10 IcN/ [ re dtothe round face to what
practical ext er#ﬂ g@.ﬁﬁng ﬂ’ﬁ(f%%?ma%éﬁz ?WEOWaﬁ'Ong%Ddewgﬁjgﬁﬁ’fﬁ fgﬁe H beam
6 can be cut with respect to the vvaII he| ght H was |nvest|gated by the
framed stomradiment shpwnys FEG. 1y @%‘bﬁl%ﬁc}f@@lll‘/e‘g}ﬁﬁnt uped ppa staRAe WalF§ mithdhe 101 n
a case where a steel material for an underground contl nuous wal | whi ch

i ncl udes anfigratippshewvesl FEhéein qidse whatt alvattobdaiiNah’ paualit dremiptapplied| ded
together along the entire length thereof (the conventional steel naterial

for an undehgsRuid se@idel ) UsatiRhdtiabMitag thORngHOsifreA&i6h bOhesbAWRdI0 FI G 2
along the entire length) is used, the nmaxi nrum val ue of the crown

di spl acengid of §e ?—Ff)ezﬁﬁ 6Q%af)Be %t[\?ﬁ? Ptbect 9 'Ehet\béﬂ? hélﬁ Qvasﬁ%s&%ﬁé&ikfﬂ{e' ly

used conventional steel nater|a an under ground conti nuou

designed to e b|t c S Iace nt,. Y of, not than 40 nmto 45 nm
Accor di ngﬁr‘i‘fn %%} h 4%58116 IS%IFi 4r Slfl%‘?nghnp{gﬁgm ground conti nuous
wal | so that crown d| spl acerrent is.within a range, not, exceedin 10% nor e
than he crown @istsasdsem steel mpterighforpasingdesgraing spontimaogewplywhish ¢ he

conventional steel material for an underground 20 continuous wall, crown
di spl acenmniudesa batgypesteddhtd prlonanden &l-béran obequaBghstwlded togstber, alore
design of the steel material for an underground continuous wall is

sinpli fi efle cant leR@hehdrsofMthep@ntértishal stgsl agdtérd|fol ampedicr@oind @nighdlg such a
steel material for an underground continuous wall as the retaining wall 8.

Thus in the REESEMe éreé’seégc'tleﬂsh&\ﬂ?mqfl@"@ aﬂin%ﬁh@@x%f%méng'ﬂﬁ i§ Gded fenot nore
than a 10% 1 ncredase fromthe crown displ acenent

maximum value of the crown displacement is set at 0.05 m [50 mm]. For this reason, the
15  ordinarily used conventional steel material for an underground continuous wall is designed
to exhibit a crown displacement Y of not more than 40 mm to 45 mm. Accordingly, by
designing the steel material for an underground continuous wall so that crown
displacement is within a range not exceeding 10% more than the crown displacement Y
(45 mm) designated in the design of the conventional steel material for an underground
20 continuous wall, crown displacement is suppressed to not more than 50 mm. For this
reason, the design of the steel material for an underground continuous wall is simplified,
and there is no particular practical impediment to using such a steel material for an
underground continuous wall as the retaining wall 8. Thus in the present invention, the
crown displacement is set to not more than a 10% increase from the crown displacement Y

25  [m]} designated in the design of the conventional steel material for an underground



25[n designated in the design of the conventional steel material for an
underground 30 continuous wall. [0045] In FIG 6, the horizonta

axis shows, in dinmensionless form the ratio (truncated length A[m / wall
height H[m) between the cut length (B30uncated length A[m) of the 5 rear
end 20 of the Hbeam6 and the wall height H[m . The vertical axis shows,

i n di mrensicstihess wat.m the ratio (crown di splacenent when H-steel truncated
/ crown di splacenment when entire | ength wel ded) between the crown

di spl acengossifor a conbination of an Hbeam 6 with a cut rear end 20 side
and a hat type steel sheet pile 2 (described in the graph as " crown

di spl acenent t for an
H beam 6 and “h“;‘?”?ty*pi e e e T e TS her

along th r.eof desc |be in.t 0

i ool acenghenghEnl SRE] PRebUTEED ity ?Hﬂagfh@m FHEPLaBh g RER e
(nondlnen5|onal of crown displ acene y the relationship

bet ween tlﬁériﬂdo%b?ﬁth%ﬁ -brap ﬁ@némewa%ﬁghbﬁ [m] Faheaﬁﬂwﬁ%a%lé%ho%al 20 si de
of the H beam and the added proportion of crown displacenent, 15 in each
case, in @nﬁamonbskﬁmm,ﬂhea@@63GWpdbmbntnmnt@hth&WWlumggnatéuBMm to not
nore than 10% as shown by the vertical dashed line, cutting can be

per f or neddisslad@beni®ien ehie 1800k felddis bealdenied g@bivnhdisplacemenffortaher more it
is apparent that if the separation length (A between the rear end 18 of

the hat typeys ﬁ»‘:ﬁ )f}iﬁqqtbe&'nl@w?ch%’?ﬂtl;éa?e&f@@ sﬁeqnaghgtft g@gtelgté?l% ife exceeds
50% of the 20 wa eight Hfromthe planned ground 10 to e ground

surface 9 taini.n nstrue the X erial for
an Under oitrtred af Ble kBl S ano v i OB HF b LB R 80 el E i | 1
contrast, if the separation |eng A) be meen the rear end 18 of .the hat
type S eefisglRespemif @W%amﬁ@i@a&ywe Ghest Pl Oﬁeﬁ'éaéﬁ?@thl ¥elisd nore
t han 50% of the wall height Hfromthe planned ground |evel 10 to the
ground sutoigaier glong thetrtinsleogiis tharepidedcrided onide eranhed "farown displastrment
material for an underground continuous wall 1, 31

when entire length welded"), that is, increasing rate (nondimensional) of crown

displacement. Asshown by the relationship between the proportion of the cut dimension A
[m] of the rear end 20 side of the H-beam, and the added proportion of crown displacement,
15  ineach case, in order to keep the added proportion of crown displacement to not more than
10%, as shown by the vertical dashed line, cutting can be performed to not more than 50%
of the wall height H.
Furthermore it is apparent that if the separation length (A) between the rear end 18
of the hat type steel sheet pile 2 and the rear end 20 of the H-beam 6 exceeds 50% of the
20 wall height H from the planned ground level 10 to the ground surface 9 in the retaining
wall 8 constructed from the steel material for an underground continuous wall 1, crown
displacement increases rapidly. In contrast, if the separation length (A) between the rear
end 18 of the hat type steel sheet pile 2 and the rear end 20 of the H-beam 6 is not more than
50% of the wall height H from the planned ground level 10 to the ground surface 9 in the

25  retaining wall 8 constructed from the steel material for an underground continuous wall 1,



the rate of increase of crown displacenent is kept low. In this manner,
when the separation length (A is not nore than 50% of the wall height H,
conpared to when the separation |length (A) exceeds 50% of the wall height

H, the steel material for an undergroung continuous wall 1 is sufficiently
rigid, and is also inexpensive and lightweight. 5 In addition, as shown in
FI G 6, ithetdeofiaarcasud cROmvs diplaoémeites kejiéawm B ths roartnet, wheatthermperatihban 30%
of the wall height H, approximately the same crown di spl acenent as when a

steel matjghdal Al AnA MO ERLF0OU BEHE QM RUBMSH ek pak ACloUghdiaha shikationpe
steel sheet pile and an H beam of equal | engths wel ded together along the

an. under QPR LBREE %%%03@%‘?‘% &mﬂh‘gﬁhﬂ%ﬂ%ﬁ#?{aﬁ?ﬁ%@ (AOPERRE B

obt ai ned 046 he. H beam 6. can cut to a length
exceedi ngc"%@)@‘é‘i"lst%l%v&ﬁu% {1 dbﬁ?& BP0 PexReRsiye ‘3/5] ISRty a1 | hei ght

H. For exanple, when cutting up to 10% of the wall height Hfromthe H beam
6, at Sa wal | heingHditiancs showmin FEG.851fithorear ensd 30 Héaph the Habrans s @itonoand at
a wall height of 6.0 m 0.6 mof the Hbeam 6 can be cut, resulting in an

I nexpensimerehleadne offtenwallhéighgH Lapprax b p thetshmewad wn h'ﬁplgbémbhtfas eimeh he

H beam 6, at a wall height Hof 5.5 m 2.75 mof the Hbeam 6 can be cut,
and at a yabdl nhebe o9 RidCrefdundt &nﬂhﬁéustm 1hb1haaﬁaﬁla@%ee@ep§hfeem\i@laﬁﬂ

allows the use of a significantly | ess expensive beam 6 and results in an

e pens Ensiasl oL Al 0628 AR e e /()O}‘@Jfl1s§§%djc

Furt her nore, are not ret he vval e| ght
H there is. li.tt arl ion | the ded pr,0 tlon 0 Iacerrent
and nen%\amgeéoﬁ{liﬁﬁ@a icEA o ﬂgiuﬁﬁ%w@é BRbielr ik EhEes SRR
under ground continuous wall in which the hat type steel sheet pile 2 and

t he Hibeahgidithigewebe Rbtaigfe | engt h di nensi on. Mor eover, in the

graphs of FIG 6 described above and FIG 7 to FIG 9 described 25bel ow, a
case wher@0dhe N-val ues of ground is 10 and the wall height His 5.5 mis
indicated 32 by a black circle, a case where the N-values of ground is 20

and the wal | hepxgkdrdid bsm‘é 19-betn % daiiceat ©th 1oygth cbietithg®i% of fie vaallGRsEt Wher e
t he N-val ues of groung and the wall height His 5.5 mis indicated by

a white Slﬁliﬁ%ﬁg r@d?gﬁén%g%ffvﬂ@(»,%uth@%gwqioyghﬁge,%ﬁmﬂﬁ%ae&mafm/ bigeval |

hei ght H mis Indicated by a ck squar 5Her e Nvalue is a
val ue that ng{g%ﬂ-leisoélq‘? ﬁ% dne %t gnwcaltll% @?ﬁt Iqur?S 81f, OF em of the H-beam 6 can

15  becut, and at a wall height of 6.0 m, 0.6 m of the H-beam 6 can be cut, resulting in an
inexpensive H-beam. When cutting up to 50% of the wall height H from the H-beam 6, at
a wall height H of 5.5 m, 2.75 m of the H-beam 6 can be cut, and at a wall height 0o 6.0 m,
3.0 m of the H-beam 6 can be cut, which allows the use of a significantly less expensive
H-beam 6 and results in an inexpensive steel material for an underground continuous wall

20 1. Furthermore, also apparent is that at not more than 30% of the wall height H, there is
little variation in the added proportion of crown displacement, and a member is obtained
which is similar to a steel material for an underground continuous wall in which the hat
type steel sheet pile 2 and the H-beam 6 have the same length dimension.

Moreover, in the graphs of FIG. 6 described above and FIG. 7 to FIG. 9 described

25  below, a case where the N-values of ground is 10 and the wall height H is 5.5 m is indicated



ground as determ ned by a standard penetration test, and refers to the
nunber of bl ows, by a weight of a predeterm ned nass free-falling froma
predet erm ned height, required for a sanpler to penetrate the ground to a
predeterm ned depth. The expected resul4p is that the |arger the N value the
smal | er the crown 10 di spl acenent, and the higher the wall height H the

| ar ger t hey £bhiek ciitispd esermiiete theN-ohlues obdrsond3Raradithé mahbkeipdt Griaplssm

[ 0047] Next, regarding the steel material for an underground

conti nuoug iﬁ\ﬁl:éte&b?fa vhiS@HRd 2 8RRAGALTE Mo NivalfeB Bf gl%ﬁﬁﬁdf’@flﬂﬁdtlﬁsweﬁ%eléﬂle
first enbodi nent ramed structur al 15 anal y5| s was perforned to find the

di

fr om & he b i CHPASA 4 ¥ F%?éffa?%e AT L R L A Cg

7. [0048 F1G, 7, the. ho t hoys, in di less f th

Fatio (L1 Stb AT & g POGUes B RHRESHUBFI o | ongt h [ n]) bel ween

the cut length (truncated length B [n]) of the forward end 21 of the H beam
6 and 3t he over aHkrd, teg¥ Naluajs avaluhéhayandicaggrghe hadnesstadicopipretian ofThe
vertical axis shows, in dinensionless form the ratio (crown displacenent

when H- st geund audedingided be b ewndaidsehaeaimnestvigine g forthe hembéhofiebws dy
bet ween the crown di spl acenent for a conbination of an Hbeam 6 with a cut

forward ep q'e?éht 3 Q%ré@@f@n%ﬁ%dhﬁéss tf%@%'aﬁfn%%orﬁ Q%@%deﬂa‘ﬂn%e% Heflas (&regﬁ’i?éji foRat he

graph as " crown displacenent when H st é€el runcat ed"), the crown

glng: a?:gn at@%plep o&% 1?5 g%ﬂ%@rrguﬁ#lg)%g e en{ﬁ%& gt tgﬁgtshe'?lhefggft ( 8Ie|s§r |2bg]:j in
the The expected result is that the larger the N value the smaller the crown
10 displacement, and the higher the wall height H the larger the crown displacement, which is
also apparent from the graphs.
[0047]
Next, regarding the steel material for an underground continuous wall 1 of a
second embodiment, in the same manner as for the first embodiment, framed structural
15  analysis was performed to find the dimensions that keep crown displacement to not more
than a 10% increase from the crown displacement Y [m]. The obtained results are shown
in FIG. 7.
[0048]
In FIG. 7, the horizontal axis shows, in dimensionless form, the ratio (truncated
20 length B [m]/ overall sheet pile length [m]) between the cut length (truncated length B
I'm]) of the forward end 21 of the H-beam 6 and the overall length [m] of the hat type steel
sheet pile 2. The vertical axis shows, in dimensionless form, the ratio (crown displacement
when H-steel truncated / crown displacement when entire length welded) between the

crown displacement for a combination of an H-beam 6 with a cut forward end 21 side and

25  ahat type steel sheet pile 2 {described in the graph as " crown displacement when H-steel



graph as " crown displacenent when entire length welded"), that is,

i ncreasing rate (nondi nensional) of crown displacenent. As shown by the

rel ati onship between the 5 proportion of the cut dinension B [nm of the
forward end 21 side of the Hbeam 6 w ti3 respect to the overall |ength, and
t he added proportion of crown displacenent, in each case, in order to keep
t he addedtmpicapal'}), kodthefcrewn Wispthicsipkacie e H - beann 6 (umant eartdian tyi@%echsheshown
by the vertical dashed line, cutting can be perfornmed to not nore than 35%

of the ovgi@) b tRAGIR O wiligd RRkHEY Beng 1REntSH 8tk R0Z (detOibdtin@ieDr e, it

is apparent that if the separation length (B) between the forward end 19 of

the hat %%x@?h?g egllov&h(ﬁgﬁl?(f) n{w%t % gnltut%qeﬁ E‘Q@eﬁﬁedef‘?ha%}s g%cré%ﬁ-{g#egg?gqef

exceeds overa eng t I'n the engt rectr

material for an undetrgr.ound ti nuous crown di cenment. i ncreases
rapidly. J“ﬁn%‘i‘ﬁfﬁs’é@?ls%if FIOME %lgﬁ%ﬁné‘ftnﬁoﬁm@é‘?\‘@? RY {8 refh H eEeh har d end
19 of the hat type steel sheet pile 2 and the forwa(d end 1521 of the

H beard 6 Propadionpdike euidimasionB [mhef tedpaiird cad gt isiderpfithe Hrlqagt Hwdthr ect i on
of the steel material for an underground continuous wall 1, the rate of

I ncr ease wbpeit ovhe dvapll &gt ahd ths akdeéqt prloputtiohnf tiuven diggl aementtie padhlvase,
separation length is not nore than 35% of the overall |ength, conpared to

when the ﬁle&aé%ik@gpe HRNAHE BxpBRAS c3RYewh disbﬁc@f{l@ﬁt% nol @IBEH tlf!lantlb% 8¢ eel

material for an un rground contl nuous wal | "1 is sufficiently rigid, and is
20al so i nﬁéggpﬁg ﬁﬁg can be
cut to a I'eng ﬁ‘?é’gg‘ g&}f‘@h?r&lﬂ & anbe %gq’o 0 o %Qg}/ag_rge/aa@ﬁgt h of
the hat t urt erm)re al so apparent is that at not
nmore t hang‘%a)fﬁff“ }h%tqg?/é?télype Pt &Fﬁetcﬁ ®¢he hat type steel sheet pile 2,
there is little variation in the added proportion of crown displ acerrent
and altenber i siethamees itisappasentithatdf tieisaparaiéomlengddB) heftveen Hie foprardn
under ground continuous wall in which the hat 34 type steel sheet pile 2
and t he HefxbEhobthhduetyphetesihakeet Blegt imddhrdmsiant end® hef thadpbedrs 6aikedede
configuration are the sane as for the previous enbodi ment [0049]
35% of the overall length in the length direction of the steel material for an underground
continuous wall 1, crown displacement increases rapidly. In contrast, if the separation
length (B) between the forward end 19 of the hat type steel sheet pile 2 and the forward end
15 21 of the H-beam 6 is not more than 35% of the overall length in the length direction of the
steel material for an underground continuous wall 1, the rate of increase of crown
displacement is kept low. In this manner, when the separation length is not more than 35%
of the overall length, compared to when the separation length exceeds 35% of the overall
length, the steel material for an underground continuous wall 1 is sufficiently rigid, and is
20  also inexpensive and lightweight.
Accordingly, the H-beam 6 can be cut to a length exceeding 0% but not more than
35% of the overall length of the hat type steel sheet pile 2. Furthermore, also apparent is
that at not more than 20% of the overall length of the hat type steel sheet pile 2, there is

little variation in the added proportion of crown displacement, and a member is obtained

25  which is similar to a steel material for an underground continuous wall in which the hat



Next, regarding the steel material for an underground continuous wall 1 of
a third 5enbodi nent, in the sane manner as for the first enbodi nent, franed
structural analysis was perforned to find the specific dinmensions (the
proportion of the respective cut |lengthg of the rear end 20 side and
forward end 21 side of the H bean) that keep crown displacenent to not nore
than a 10%é feslahss pilearidhie t-boam dhapd theammatengf dimentive. obt ai ned resul ts
are shown in FIG 8 and FIG 9. FIG 8 shows the results for a case where

10 the proport i@%elongﬁ)E&g of He do8AGEABn b thekahbes fRnNep@vRnd edbodimdnhe

H beam 6 is fixed, and the proportion of the cut length A[n] of the rear
end 20 sgﬂs %)]s varied. FIG 9 shows the results for a case where the
proporti % the cut length A[m of the rear end 20 side is fixed, and

the proportion of the cut length B [nj_of the forward end 21 of the H-beam
6 is varied. Frietieeadisg Tﬁ‘ﬁﬁ%l @a@ﬂg for appB er&ﬁ)ﬂl\ﬁ?ﬁﬂmﬁ&oﬁs f”ﬁg }‘f‘?}hta\ﬁﬁ’rr‘a end
21 and the rear end 15 20 of the H-beam 6, feasible ratios of the cut

| engt 5 A dmbodifnettyén thearme mar@er e fot the fusbermbedmant framed sEretutad apf psipal |

hei ght H, and feasible ratios of the cut length B[n] of the forward end 21

of the H Reaperorict o fias PROIpetificdnpermi@rsdtte prepuytibn of tht hespstibetcupiebgthar e
derived as follows. [0050] 20Specifically, FIG 8 shows the results of

varying t hencyts l6g gb hi® aﬁlmfoﬂztzaﬁa Eﬁ? ?ﬂ?@fd}g%@%ezlq—b%bﬁﬁ? tiok kédpeerbveam 6, whil e

the proportion of the cut |engt of the forward end 21 side of the
H beam 6 with respect to t stegl, : i f Nt pUOUS
wel | (t ne UEPaTT R aat Agie BaF 151 Bkl Bomlft pfRoIATPRIR (RS
remains fixed at 0,30, that .is i th c I th of the forward
end 21 si oRiapedrpRltparehnmg 12&?@&@%‘%@%%% i%"(ﬁéﬁ%&%ﬁ %9%%?%"" G 8,
in order keep the crown displacenent to not 35 nore than a 10%.i ncrease

fromthe trequopattispbftemahtenyth B dmhpbthefpormsd epdr! ohtherki-beamids Sigedizgd of
the Hbeam 6 can be cut with respect to the wall height His investigated.

Because agetfiepéitibn o€ tigtdut Rt A 0] bheherearend 2 sl is ivaieeddfFIGh 8 shbvwetim 6
decreases, naturally the rigidity of the steel material for an underground

IR T S L
fixed, and the proportion of the cut length B [m] of the forward end 21 of the H-beam 6 is
varied. From these figures 8 and 9, when cutting both the forward end 21 and the rear end

15 20 of the H-beam 6, feasible ratios of the cut length A [m] of the rear end 20 of the H-beam
6 with respect to the wall height H, and feasible ratios of the cut length B [m} of the
forward end 21 of the H-beam 6 with respect to the overall length of the sheet pile are
derived as follows.

[0050]

20 Specifically, FIG. 8 shows the results of varying the cut length A [m] of the rear
end 20 side of the H-beam 6, while the proportion of the cut length B [m] of the forward
end 21 side of the H-beam 6 with respecf to the steel material for an underground
continuous wall (the overall sheet pile length of the hat type steel sheet pile 2) 1 remains

fixed at 0.30, that is, with the cut length B [m] of the forward end 21 side of the H-beam 6

25  fixed at a constant value. From this FIG. 8, in order keep the crown displacement to not



exceeds 0% of the wall height H but does not exceed 50% as shown by the
vertical dashed line, crown displacenent can be kept to not nore than a 10%
increase fromthe crown di splacenent Y [n]. The vertical axis and

hori zontal axis are the sane as in FIG36. [0051] 10Furthernore, FIG 9
shows the results of varying the cut length B [n] of the forward end 21

si de of t hertkizaamB, indhddse fiiohethprcepat displacahert Ve tcwhatl pagdrtiotttetbarehdt he
rear end 20 side of the Hbeam6 with respect to the wall height H remains

fixed at 903l IR Hittam¥ bdh Gt GHin Je8RQt ) e ball H&igg}k heishifRdstighey 20 of the

H beam 6 fixed at a constant value. Fromthis FIG 9] in order keep the

crown di spjacenent, to, not e t 0% 15, i ease, to.what prgportion
Che'Tor waPiean o esty@Ser e e Bl RATS LT AN R S edte haRR
overall length of the steel material for an, underground continuous wall 1
i's i nvest RS BEw5§SE! HmatePALOE Rl UPHRGOHRECQIHRUBHS Whe ] R5F5R8FY 2eh@OPT si de
of the Hbeam 6 decreases, naturally the ri%idity of the steel material for
an under gdisptetenent is medngsd.\iis|appatenicthetwksn thagut lenghw off the kreic end Al sids
reduced, it is apparent that when the cut length B of 20the forward end 21
si de exceefdscd¥ 0o oftthewall &ieaihk H rndbés @t ekb@dSOVeds sietvardyahe Y @tic@ashed

under ground continuous wall 1 (hat type steel sheet pile 2) but does not

exceed 30%1@?01’%%%‘5;@%6%3‘{ MBI 1&2& st Reste kil 1096 Al $REAER R, can be
kept to not hore than a 10% i ncrease fromthe crown displacenent Y [n]. The

d
i cal i d i |  axi . i .. ,
vert ool B PO OBl Akl S SR ek pE bR p Rt ole -

| ength (A) @Se ween the rear end 18 of the hat type steel sheet pile 2 and
the rear ef%40 of the Hbeam 6 exceeds 50% of the wall hei ght Hfromthe
pl anned ground | evel 10 to the ground surface 9 in the retaining wall 8
const Alict ed fr ofiurthernsarecflGrasbevathefrosulige!l yadenrgibe gntlesghtB hubofstheal | 1,
and the separation length (B) between the forward end 19 5 of the hat type
st eel shedbrvpirtiend 2anidletoli¢hd Hrhwamob, evidledlie pfopbhtontbfhieacnt Geraxic adds B0 of
the overall length of the steel material for an underground continuous wall

1 in the L eRGHl M SRCIHROH-5ND viiSREACETRRAE Wall HeRAS ErefraR st ¥ed at 050,
contrast, if the separation length (A between the rear end 18 of the hat

t t eel <Dl ] '

thon 0% PR RarEine Syl B A ) SEee pa Spd B0k TR 4§ Pl °
d 10surf 9 i et ai ni Il 8 t ted f t I

Tat or i ai T TORIERGI G O RERAE P SRP BT o neLRRIHPRoR | dngt h

(B) between the forward end 19 of the hat type steel sheet pile 2 and the

f orwadd erdcreascoto What nrppsstien Bieiferyse epg e Stcgaﬁ tirollsheam; heandheequaMith) engt h

of the steel material for an underground continuous wall 1 in the length
di r ect i on,regpeet toahe owvérall kmpdasithe Steek maieridi Hp hmordegiouns cheptuohowall list hi s
manner, in this
investigated. Because as the cut length B [m] of the forward end 21 side of the H-beam 6
decreases, naturally the rigidity of the steel material for an underground continuous wall 1
increases, and crown displacement is reduced, it is apparent that when the cut length B of
20  the forward end 21 side exceeds 0% of the overall length of the steel material for an
underground continuous wall 1 (hat type steel sheet pile 2) but does not exceed 30% as
shown by the vertical dashed line, crown displacement can be kept to not more than a 10%
increase from the crown displacement Y {m]. The vertical axis and horizontal axis are the

same as in FIG 7.

25 Moreover, as shown in FIG. 8 and FIG. 9, it is apparent that when the separation



15case, conpared to other cases, the steel material for an underground
continuous wall | is sufficiently rigid, and is al so i nexpensive and

| i ghtwei ght. [0052] When cuffing the rear end 20 side of the H beam
6, although any val ue exceeding 0% of tig® wall height H as described above
of fers econom cal advantages, at values close 20to 0% of the wall height H,
t he econohdnggl (/deanteaghs rear endril Riofieie. haFgrpetsteck sheetgidm? ahd themeaceridddl of

pur poses, for exanple, a value of not |ess than 10% and not nore than 50%

of the wall. hej-afts &ckadstoet of fiedval P bited fRhethe WMilaeg grdinddetd1d oftothwar d
end 21 side of the H beam 6, although any val ue exceeding 0% of the overal

Length of ofigashfele SR tatlﬂ@f\wan g%ﬂﬂftﬁ&té&i"fﬂﬂn‘%}g@&éé}‘fﬂé{éﬂﬁtta& as

descri bed ove €rs economnm vant ages S5cutting ratios close to
0% of the overall | ength of el materi fo n. und ound
cont i nuou¥DgErRTouRd CPW@“@BBR@ SR?QB@§%59§(ED%FW§FH qWﬁéféigéon

for exanple, for practlcal pur oses a value within a range fromnot |ess
t hat 5% t of thsthatrtype steshshegbpl atnrlméhe(fvéwmendah@t thedi-bepm & exspdyiapf al

for an underground continuous wall 1 is preferred. Wien cutting the forward
end 21 si de: evdalt kagthednthesteel 20atsiialdonén tindergloehooBinubhewalitl inshSlengtb r ear
end 20 side of the Hbeam 6 is preferably set to not |ess than 10% and not

mor e than 300 & i mlhcéﬁérﬂhﬁcr&seﬁf&ﬂudlﬁehﬁdﬂnﬁﬁ ifhige §panaion 1eqeh 24) si de

of the Hbeam 6 is preferably set to within a range fromnot |ess that 5%

to not moj gwtét%qh&% Hla ta{?ﬁﬁtfﬁ@m&t@agh&t@hebaﬁﬁ%te%t% (R dfthe ﬁoaet

undergroun cont1 nuous er nore, normnma engt of

e
Cear end Secton ofy LG PR ToF etk . S, RO e e

Accordingly, if the rear end 20 of the H-beam6 is separated frontthe rear
end 180of sufachin thy petaimingevall Reppstpictes ipomihestedd pateral der aevrsereromyd
between the rear end 18 of the hat type steel sheet pile 2 and the rear end
20 of t he chntimasns6vallsl, pnéthesepdrgtioolengb<B) bétamershe foiward end 19 of the hat type

steel sheet pile 2 and the forward end 21 of the H-beam 6 is not more than 30% of the
overall length of the steel material for an underground continuous wall 1 in the length
direction, the rate of increase of crown displacement is kept low. In this manner, in this
15  case, compared to other cases, the steel material for an underground continuous wall | is
sufficiently rigid, and is also inexpensive and lightweight.
[0052]
When cutting the rear end 20 side of the H-beam 6, although any value exceeding
0% of the wall height H as described above offers economical advantages, at values close
20 1o 0% of the wall height H, the economical advantages are minimal. For this reason, for
practical purposes, for example, a value of not less than 10% and not more than 50% of the
wall height H is preferred. Furthermore, when cutting the forward end 21 side of the
H-beam 6, although any value exceeding 0% of the overall length of the steel material for
an underground continuous wall 1 as described above offers economical advantages, at

25  cutting ratios close to 0% of the overall length of the steel material for an underground



15[ 0053] The nethod for producing the steel material for an

under ground continuous wall 1 of the present invention is as foll ows.

First the hat type steel sheet pile 2 and the H beam 6 which formthe steel
material for an underground continuous3mall 1 are prepared. The shape and
di rensions of the hat 20 type steel sheet pile 2 and the HHbeam 6 are as
descr i bedconfinbde wiibl.che pbmuimien dvantages hee piesaht Formtusneason, foa ckatpley pe
steel sheet pile 2 produced entirely by a hot rolling process can be used,

or a hat foypecté®elpdbech vt eidiCannbe fidaethtldis Wik §9% tb At inBidthan $8ELHEONS
are produced by a hot rolling process and secured to the arm sections 3 and

4 by wel di i ' : he
- boam 6 1o oy AR AU 0 slck e B o e R M ) e
web 7 an | anges of the hat,.type steel 38 ee ile 2, an he one
fFange. sebehRUghedi ond B St Bt rer nd ek A1 i B e T rece 7 o
the hat type steel sheet pile 2. Here, the separation length (A between
the rear BpgeargndRisie of she Hyisamst sareigrably sqhite sotlesgriban hg% mogmgre20 of
the H beam 6, and the separation length (B) between the forward end 19 of

t he hat tthpe58Yedlthsvebtheipht H, 2ndithd cih® the domard ewhzil 2de of tHeHé-bekih&dm 6 ar e
adj usted appropriately to obtain the steel material for an underground

cont i nuoUsreR@tly SetQb withen € eI hst 1deSGRi $98do 8BOYEre than 30% Jfthd HNedall
manner, in a state where the hat type steel sheet pile 2 and the H beam 6

are in c t i J e flange section 6a of
gl%ﬁ%tﬁ a?rf éﬁ%g%ﬁ%eﬁﬂ fgljhegl‘ larg%rgfgﬁ{&.'ccﬁi ﬁﬁuﬁraﬂ Ii' 9

t he H be to t outside surface 71 (outer surface)
\?Vleflg 3\]; E 88 52? t FIE e%nglte?%éngaqﬁr?hleqierll %f gh% rgs!iroerrll stec ?oneor}tti‘lé gteélemngtterrljalt%gr a
10 an underground continuous wall 1 which the setting machine clamps is not more than 500
mm. Accordingly, if the rear end 20 of the H-beam 6 1s separated from the rear end 18 of
the hat type steel sheet pile 2, the separation length (A) between the rear end 18 of the hat
type steel sheet pile 2 and the rear end 20 of the H-beam 6 is preferably not less than 500
mm.
15  [0053]
‘The method for producing the steel material for an underground continuous wall 1
of the present invention is as follows.
First the hat type steel sheet pile 2 and the H-beam 6 which form the steel material
for an undergrouhd continuous wall 1 are prepared. The shape and dimensions of the hat
20 type steel sheet pile 2 and the H-beam 6 are as described in the above embodiments. In the
present invention, a hat type steel sheet pile 2 produced entirely by a hot rolling process
can be used, or a hat type steel sheet pile 2 can be used in which the joints sections are
produced by a hot rolling process and secured to the arm sections 3 and 4 by welding.

As shown in FIG. 3A, one of the flange sections 6a of the H-beam 6 is disposed on

25  the opposite side to a channel D formed by the web 7 and flanges 5 of the hat type steel



The nethod for constructing the underground continuous wall of the present
invention is shown below. As shown in FIG 4, in a state where the steel
material for an underground 15 continuous wall 1 of the present invention
stands erect with the front end thereof %aci ng the ground surface 9, the
rear end section of the steel materi al ? r an underground continuous wall 1
is clanmpe I i I X VA ine,15.

A though | A bR 2k BrETRARCeERE Koo LBl %K ETONET O e
hat type steel .sh ile 2 are. eac I ed, by the, clanp 16, alternatively
only L he aniae P e Bt WREsGHERE Gl % AETSgne Fenguiod el Abturst bea.
Then, with the forward end side of the steel material for an underground
cont i nuoudeakgnd 18 of theheb tynsatichsheshpile 2 ped thegear andt28rdfahe Helreasm6,umd élregr ound
continuous wall 1 is driven to a predeterm ned depth in the earthward

di r ect i on s&dsgtidriength {Bpbetmgenithei fopvard end 39 ofikltehat e sichthekdpilofd ahidite

steel material for an underground continuous wall 1 engaged wth the joint

L4b of 5UNGorslaRebndBt 6F halH-hoi 8hrd RGN BYHRLABIYIDUBHE HRldeclmifiiiirhas
al ready been driven, the other steel’ materi aP fof an underground contl nuous

wal | 1 is _dri . I b5 .S to,be.driven. Then, the pair
of flangesaﬂ élh%%ﬂ{(ﬂ]édtﬁgﬁn#&%g%ﬁ ge%ﬁhngég %) E%lmeélrts‘ﬁsg?%ede%’gﬁe‘cl anped by the
clanp 16 as desTribed above, and the steel material for_ an underground
conti nuous wal | M HEmAMeLd asktewhere hahet hipsstpehhisetpile? anddbe Hrbdamet are
direction S by the vibratory device 17. These operations are
epeat ed HBCaNaTeassharn imFIGyBEy bot wdts ofgheflangeserm GrofhdEk braoubdre
continuous wall 1 into the ground surface 9, thereby constructing the 10
under gr ousecwaititheraels 7 vatsideatirfadee? noete sirficey sidé bHthe hat type stedRheRYRER tO
formthe desired underground continuous wall, a plurality of steel

mat er i@l s afdp thecAte RgfOBNE weRNK NUous wal | 1 may be driven in advance on
the ground surface 9, the joints 14a and 14b engaged with those of the

adj acent sgpgh material for an underground continuous wall 1, and the steel
materi al s for “an underground continuous wall 151 sequentially driven in
this state by t drivi machi ne 15. Furt hernore t her steel
materials for an G éqoélrnfgﬁﬁ%fngBﬁtF?%tg‘S&Ed%Tqmﬁﬁ?nW%é"ﬁ‘llt‘ﬁé}éecPr‘@?en%i th the
steel material. for_ an %nderground continuous wall 1 of the present

i nvent i on MYEGHORISHREIE beloy. under gr ound conti nuous wal | may be construct ed
by cotmecting the steel material for an underground continuous wall 1 with
a steel materiasfsbpwn in FIG. 4, in a state where the steel material for an underground

15 - continuous wall 1 of the present invention stands erect with the front end thereof facing the
| ground surface 9, the rear end section of the steel material for an underground continuous
wall 1 is clamped by a clamp (clamping section) 16 of the driving machine 15. Although
in FIG. 4 a situation is shown where the pair of flanges 5 of the hat type steel sheet pile 2
are each clamped by the clamp 16, alternatively only the web 7, or both the web 7 and the
20 flanges5, may be clamped.
Then, with the forward end side of the steel material for an underground
continuous wall 1 as the leading end, the steel material for an underground continuous watl
1 is driven to a predetermined depth in the earthward direction S by the vibratory device

17.

25 Next, another steel material for an underground continuous wall 1 is prepared, and



20 an underground continuous wall conposed only of a hat type steel sheet

pile, in an alternating manner along the horizontal direction. 40 CLAINS
1. A steel material for an underground continuous wall (1) equipped with a
hat type steel sheet pile (2) having a hat - shaped vertical cross-section
with respect to the length 5direction t &reof, and an H beam (6) having an

H shaped vertj.cal. ss-~sectipn w.th.respect to the length directiqgn.
heraof . Wi L fbinfT R85 Sl F ootk 8F Bfeeerkad SyirdoR ol s pibseedidr e
(7), a pair of flan%es (5), connected integrally to each end of the web (7)
and incl i fBeuodw 146 of shasyiped appierinl waw an ungdseeraunsbiantispous walk b shidnlas @Beady)
substantially parallel to the web (7) which are each connected 10integrally
to one of htehedpaén, th othémsierd mat&)al for an undetgneurd mam§ie) wab Iy drbes aatheai r
of flange sections (6a, 6b) substantially parallel to each other, and a web

section (@GglatiehiviRr&RMRUrivRR. TakA, thd I{;iﬁ@f‘ﬂkﬁl £ 6l gashat Bibe sBR) sHebt S}ﬁﬁ:Ch

other |eaving space therebetween; an outer surface (6al) on an opposite
he. H Bears LBy R npebfy dlarty 15 A€ b befindkd SFLH8 EFRIRLETEY 27 ©
outer, S LaE Al Shable o Dl S e SR )
the hat type steel sheet pile (2); a dimension (L2) of the Hbeam (6) in

t he | engt Higchaebyihe wibsiemtdsviceldn a

These operations are repeated to drive a plurality of steel materials for an
underground continuous wall 1 into the ground surface 9, thereby constructing the

10 underground continuous wall of the present invention.

Moreover, to form the destred underground continuous wall, a plurality of steel
materials for an underground continuous wall 1 may be driven in advance on the ground
surface 9, the joints 14a and 14b engaged with those of the adjacent steel material for an
underground continuous wall 1, and the steel materials for an underground continuous wall

15 1 sequentially driven in this state by the driving machine 15.

Furthermore, other steel matenials for an underground continuous wall may be
used together with the steel material for an underground continuous wall 1 of the present
invention. For example, an underground continuous wall may be constructed by
connecting the steel material for an underground continuous wall 1 with a steel material for

20 anunderground continuous wall composed only of a hat type steel sheet pile, in an

alternating manner along the horizontal direction.
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CLAIMS

1. A method for constructing an underground continuous wall, the method comprising:

preparing a steel material including a hat type steel sheet pile having a hat-shaped
vertical cross-section with respect to a length direction thereof, and an H-beam having an
H-shaped vertical cross-section with respect to a length direction thereof, the hat type steel
sheet pile including a web, a pair of flanges connected integrally to each end of the web and
inclined so as to spread outward, and a pair of arm sections substantially parallel to the web
which are each connected integrally to one of the pair of flanges; the H-beam including a pair
of flange sections substantially parallel to each other, and a web section which connects the
pair of flange sections to each other leaving space therebetween; an outer surface of one of the
pair of the flange sections of the H-beam on an opposite side to a surface of the one of the pair
of flange sections of the H-beam which connects to the web section being welded to an outer
surface of the web of the hat type steel sheet pile; the outer surface of the web of the hat type
steel sheet pile being on an opposite side to a channel formed by the web and the flanges of
the hat type steel sheet pile; a longitudinal length of the H-beam being shorter than a
longitudinal length of the hat type steel sheet pile; an overall longitudinal length of the
H-beam being located within the longitudinal length of the hat type steel sheet pile; and a rear
end of the H-beam being located closer to a forward end side in the length direction of the hat
type steel sheet pile than a rear end of the hat type steel sheet pile; and

driving a plurality of the steel materials so that a separation length between the rear
end of the hat type steel sheet pile and the rear end of the H-beam is not more than 50% of a
wall height from a planned ground level to a ground surface in the underground continuous
wall constructed from the steel material, and that the forward end of the hat type steel pile and

the forward end of the H-beam are both driven into the ground surface.

40



2. The method for constructing the underground continuous wall according to claim 1,
wherein a position of a forward end of the hat type steel sheet pile coincides with a position of

a forward end of the H-beam in the length direction of the H-beam.

3. The method for constructing the underground continuous wall according to claim 2,
wherein the separation length between the rear end of the hat type steel sheet pile and the rear
end of the H-beam is not less than 10% of the wall height from the planned ground level to the

ground surface in the underground continuous wall constructed from the steel material.

4, The method for constructing the underground continuous wall according to claim 2,
wherein the separation length between the rear end of the hat type steel sheet pile and the rear
end of the H-beam is not more than 30% of the wall height from the planned ground level to

the ground surface in the underground continuous wall constructed from the steel material.

St The method for constructing the underground continuous wall according to claim 1,
wherein a forward end of the H-beam is located closer to a rear end side than a forward end of

the hat type steel sheet pile in the length direction.

6. The method for constructing the underground continuous wall according to claim 5,
wherein a separation length between the forward end of the hat type steel sheet pile and the
forward end of the H-beam is not more than 30% of an overall length of the steel material in

the length direction.

7. The method for constructing the underground continuous wall according to claim 5,



wherein:

the separation length between the rear end of the hat type steel sheet pile and the rear
end of the H-beam is not less than 10% of the wall height from the planned ground level to the
ground surface in the underground continuous wall constructed from the steel material; and

a separation length between the forward end of the hat type steel sheet pile and the
forward end of the H-beam is not less than 5% and not more than 30% of an overall length of

the steel material in the length direction.

8. The method for constructing the underground continuous wall according to claim 1,
wherein the separation length between the rear end of the hat type steel sheet pile and the rear

end of the H-beam is not less than 500 mm.

e The method for constructing the underground continuous wall according to claim 1,
wherein a position of rear end of the H-beam is a position which is obtained based on a
relationship between a ratio of the separation length between the rear end of the hat type steel
sheet pile and the rear end of the H-beam to the wall height, and a crown displacement of the
steel material, the relationship being calculated by a framed structural analysis in which

various N-values of ground and the wall heights were changed.

10. An underground continuous wall comprising:

a plurality of steel materials including a hat type steel sheet pile having a hat-shaped
vertical cross-section with respect to a length direction thereof, and an H-beam having an
H-shaped vertical cross-section with respect to a length direction thereof, the hat type steel
sheet pile including a web, a pair of flanges connected integrally to each end of the web and

inclined so as to spread outward, and a pair of arm sections substantially parallel to the web
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which are each connected integrally to one of the pair of flanges; the H-beam including a pair of
flange sections substantially parallel to each other, and a web section which connects the pair of
flange sections to each other leaving space therebetween; an outer surface of one of the pair of the
flange sections of the H-beam on an opposite side to a surface of the one of the pair of flange sections
of the H-beam which connects to the web section being welded to an outer surface of the web of the
hat type steel sheet pile; the outer surface of the web of the hat type steel sheet pile being on an
opposite side to a channel formed by the web and the flanges of the hat type steel sheet pile; a
longitudinal length of the H-beam being shorter than a longitudinal length of the hat type steel sheet
pile; an overall longitudinal length of the H-beam being located within the longitudinal length of the
hat type steel sheet pile; and a rear end of the H-beam being located closer to a forward end side in the
length direction of the hat type steel sheet pile than a rear end of the hat type steel sheet pile,

wherein a separation length between the rear end of the hat type steel sheet pile and the rear
end of the H-beam is not more than 50% of a wall height from a planned ground level to a ground
surface in the underground continuous wall, and

the forward end of the hat type steel pile and the forward end of the H-beam are both driven

into the ground surface.

11. The underground continuous wall according to claim 10, wherein a position of a forward
end of the hat type steel sheet pile coincides with a position of a forward end of the H-beam in the

length direction of the H-beam.

12. The underground continuous wall according to claim 11, wherein the separation length
between the rear end of the hat type steel sheet pile and the rear end of the H-beam is not less than
10% of the wall height from the planned ground level to the ground surface in the underground

continuous wall constructed from the steel material.

43
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13. The underground continuous wall according to claim 11, wherein the separation
length between the rear end of the hat type steel sheet pile and the rear end of the H-beam is
not more than 30% of the wall height from the planned ground level to the ground surface in

the underground continuous wall constructed from the steel material.

14. The underground continuous wall according to claim 10, wherein a forward end of
the H-beam is located closer to a rear end side than a forward end of the hat type steel sheet

pile in the length direction.

15. The underground continuous wall according to claim 14, wherein a separation length
between the forward end of the hat type steel sheet pile and the forward end of the H-beam is

not more than 30% of an overall length of the steel material in the length direction.

16. The underground continuous wall according to claim 14, wherein:

the separation length between the rear end of the hat type steel sheet pile and the rear
end of the H-beam is not less than 10% of the wall height from the planned ground level to the
ground surface in the underground continuous wall constructed from the steel material; and

a separation length between the forward end of the hat type steel sheet pile and the
forward end of the H-beam is not less than 5% and not more than 30% of an overall length of

the steel material in the length direction.

17. The underground continuous wall according to claim 10, wherein the separation
length between the rear end of the hat type steel sheet pile and the rear end of the H-beam is

not less than 500 mm.
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18. The underground continuous wall according to claim 10, wherein a position of rear
end of the H-beam is a position which is obtained based on a relationship between a ratio of
the separation length between the rear end of the hat type steel sheet pile and the rear end of
the H-beam to the wall height, and a crown displacement of the steel material, the relationship
being calculated by a framed structural analysis in which various N-values of ground and the

wall heights were changed.



