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Description In a favourable embodiment both the carrier  member and the
element(s) are flexible. This  The invention relates to a method of manu-
offers technological advantages because the facturing an elongate article
comprising an elon- carrier member can be coiled and as a result of  gate
carrier member which has one or more 5 this can be subjected in a simple
manner to the  channels or bores-extending in the longitudinal periodic
movement. . direction of the carrier member, one or more The method
according to the invention is par- channels or bores containing one or more
elon- ticularly suitable for the. manufacture of cables or  gate elements
which extend along the channel or cable elements. This applied even more so
to the  bore, the diameter or cross sectional area of the 10 manufacture of
optical cables or cable elements,  channel or bore being larger than that
of the in which the above-mentioned elongate element  element. is an
optical fibre. An elongate article, carrier member or element In a
favourable embodiment of the method in  is to be understood herein to be a
product whose accordance with the invention an electrical. and/or
longitudinal dimension is much larger than its %15 optical cable or cable
element is manufactured,  transverse dimensions or its diametrical dimen-
whereby one or more electrical and/or optical  sion, as the case may be.
The ratio length- conductors is or are inserted over a small distance
diameter is at least 500 and will as a rule be 50,000 into an end of a
channel or bore of the carrier  or more. member. Such articles of large
longitudinal dimensions 20 Due to the great importance. of the method in
Scan be manufactured by, for example, extruding a accordance with the
invention for the manufac- carrier member in the form of a separate tube
ture of optical. cables or cable elements, the  around the elongate
element. The element passes following discussion is directed mainly to the
in a usual manner through a central aperture of a manufacture of optical
cables and cable elements.  nozzle with which the separate tube is extruded
25 It is emphasized that the method is not restricted  around the element.
thereto. First, the prior art in the field of the This known process has
disadvantages if the manufacture of optical cables and cable elements _
element is of a fragile character, because damage will be discussed. is apt
to occur. Moreover, technologically, the The manufacture of an optical
cable or cable  process is less suitable or cannot be used for the 30
element presents the problem that an extreme  manufacture of more
complicated articles in fragile optical fibre has to be handled which is
which the article comprises many elements which vulnerable both optically
and mechanically. The  are situated closely together but are separated
optical fibre is normally a glass fibre which is  from each other. coated
with a thin primary coating which is to The invention provides a method
which can be 35 protect the surface from damage. The fibre may  used
universally, is particularly suitable for also be a fibre of synthetic
resin. The optical fibre,  handling vulnerable elements and/or for the
excluding the primary coating, has a diameter of  manufacture of articles
of a slightly more compli- approximately 125 pm and is very prone to  cated
construction than the above described fracture. Under the influence of
mechanical stress  single tube with an elongate element therein. 40 the
quality of the optical fibre can deteriorate Particularly the invention
relates to a new considerably, especially in the presence of mois- method
of the type as mentioned in the opening ` ture (stress corrosion).
paragraph. According to a first embodiment the In addition to its
sensitivity to thermal and  method of the invention is characterized in
that mechanical loads the optical fibre has the dis one or more elongate
elements is or are inserted 45 advantage that its thermal expansion differs
is  into an end of a channel or bore over a small considerably from that of
the material with which x..  distance and the carrier member or a part of
the the fibre is usually enveloped for protection dur carrier member is
subjected to a periodic pulsat- ing the manufacture of an optical cable as
well as  ory movement, in which the carrier member or  in the manufacture
of an electrical cable. During  said part thereof periodically returns to
its initial 50 the manufacture of an optical cable, synthetic  position,
the element(s) moving along the resins are frequently used, in particular
thermo- channel or bore as a result of the mass inertia of plastic
synthetic resins the coefficient of expan- the element(s) and under the
influence of said sion of which is many times that of the optical  periodic
pulsatory movement. fibre. When subjected to temperature variations
According to a second embodiment the method 55 the synthetic-resin cladding
of an optical fibre will  of the invention is characterized in that one or
exhibit a much greater variation in length than the  more elongate elements
is or are inserted into an optical fibre itself, which may give rise to an
end of a channel or bore over a small distance and unacceptable
deterioration in the optical and  the carrier member or part of the carrier
member mechanical qualities of the fibre. As a first self- is subjected to
a harmonic vibration, the direction 60 - supporting envelope on the optical
fibre a loose  of vibration extending obliquely of the longi- secondary
coating is therefore often used within tudinal direction of the carrier
member, the which the optical fibre has some freedom of  element(s) moving
along the channel or bore as a movement. ra result-of the mass inertia of
the element(s) and In a known and frequently used embodiment `~.  under the
influence of said harmonic vibration. 65 the optical cable element
comprises an optical 2 IIIIIIIIIIIIIII ,ry~~`  IIIIIIIIIIIIIIIIIIIIIIIIIi
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3 0 091 717 4 fibre and a loose coating of synthetic resin pro- to obtain a
defined overlength of the optical fibre  vided around the fibre by an
extrusion process. within the carrier member. A defined overlength  As a
result of the fragile character of the optical of the optical fibre is of
great importance, for  fibre the extrusion process. may be carried out
example, upon bending an optical cable or cable  very carefully and in
particular stringent process 5 element and for a good thermomechanical be-.
parameters have to be observed. An additional haviour. Since it is
necessary to expose the  disadvantage of the known process is: that the
optical fibre as little as possible to thermal and  high, temperature of
the extruded synthetic resin mechanical loads, the process choice and the
forms a thermal load for the optical fibre. In choice. of the enveloping or
coating material are  addition, during cooling and solidification of the 10
furthermore very much restricted. extruded coating a considerable shrinkage
will German Offenlegungsschrift 25 35 979 dis- occur. Post-extrusion
shrinkage of the extruded closes an optical cable which comprises optical
coating also often continues for a long period of fibres or bundles of
optical fibres within a protec- time. tive sheath of metal. It appears from
Figures 1 and A number of the elementary cable elements 15 2 of the
Offenlegungsschrift that the diameter of  thus produced may be twisted, for
example, the protective sheath is very much larger than  around a central
strength member of metal or of a that of the optical fibres. Furthermore it
is not  reinforced synthetic resin. The resulting elements clear in what
manner the optical fibre shown in  may be provided with one or more
protective Figure 1, in which a seamless protective sheath of  coatings
and/or be twisted to form larger 20 metal is used, must be. manufactured.
elements or cables which in turn are provided German Offenlegungsschrift 30
00 109 dis- with an outer sheath. closes a process of manufacturing an
optical  According to another known process of manu- cable in which one or
more optical fibres are facturing a cable element, a synthetic resin-clad
introduced into a capillary tube of metal by means  Al foil is folded in a
special manner such that in 25 of a flow of liquid. The process is inert
with a rate  the longitudinal direction of the foil parallel open of
introduction of 5 metres per minute. The  channels are formed having, for
example, a overall length of optical fibre which can be intro- trapezoidal
cross-section. Optical fibres are laid in duced is comparatively small. A
length of 150  the channels and the foil is then covered with a metres is
mentioned on page 9. It is stated that  second foil folded in the same
manner so that 30 larger lengths of optical fibre can be introduced in
closed channels having a regular hexagonal the case of very high liquid
pressures. The high  cross-section are formed. The second foil may be
pressure is a serious disadvantage because ex- connected to the first foil
by adhesive or. may be pensive tubes of metal having large wall thick-
fused to the first foil by means of a thermal nesses have to be used.
Moreover, the real  treatment. If desired, several of the cable 35 danger
exists that stress corrosion of the optical  elements thus formed may be
stacked one on top fibre occurs in the presence of moisture (water).  of
the other, an optical cable thereby being Due to the necessary liquid flow
the process is  formed which in cross-section has a honeycomb less suitable
for practical applications. In this case  structure. The method is rather
critical because also it holds that it is not possible to provide a  the
second foil must be accurately and carefully 40 defined overlength of
optical fibre in the metal  positioned and glued or otherwise bonded to the
tube. first foil. Moverover; the optical fibre must not be, The
above-described method according to the  damaged. invention does not
exhibit the aforesaid dis- In still another known process of manufacturing
advantages. an optical cable element the starting material is a 45 By using
the method in accordance with the  central core of synthetic resin which
may be invention, a readily defined overlength of optical  reinforced; for
example with metal. Grooves fibre in the carrier member can be.obtained.
which extend in the longitudinal direction of the The method according to
the invention can be  core and mutually have a spiral shape or SZ carried
out at normal temperature and pressure.  shape are provided in the surface
of the synthetic so Flows of liquid are not used. There is no thermal
resin. Optical fibres are laid in the grooves and the load on the optical
fibre(s). There is no compres- surface of the grooved core is then covered
with sive or tensile load on the fibre(s) as a result of  an _ extruded
sheath of synthetic resin. In this shrinkage phenomena. process also a
thermal load on the optical fibre With the method according to the
invention it is  and a considerable shrinkage of the synthetic 55 possible
to manufacture in a first stage the whole  sheath occur. cable with the
exception of the conductors and to The above-mentioned known processes have
in introduce.the optical conductors into the relevant  common the drawback
that the formation of the bores or channels of the cable as the final step.
cable from the first stage, so already when the The terms "cables" and
"conductors" are to be  first loose coating is provided, is carried out in
the 60 understood herein to mean both optical and  presence of the very
vulnerable optical fibre. This electrical cables and both optical and
electrical  presents serious problems, as stated by way of conductors. The
invention is mainly concerned  example in the preceding paragraph. Another
with optical cables and optical conductors (fibres)  : serious disadvantage
of the known processes is however. 4... that it is very difficult or
substantially impossible 65 The method according to the invention also.  3
`ti.: _:a "a +s5_ az m 'k`a;yv ,Ya^r.Q:a "'._6a".~"#`-n".' -,rr:.ng.~+a_
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possibility that carrier members of a example, the type of periodic
movement im- variety of constructions and manufactured from parted to the
carrier member, the mass inertia of  



materials of a variety of natures and compositions the element, the
friction between the element and  can be used in said method. The only
condition is the wall of the bore or channel, the ratio of the  that the
carrier member comprises channels 5 diameter of the channel or bore to that
of the  which extend in the longitudinal direction and in element, the
angle which the direction of the  which the conductors can be introduced.
In periodic movement, for example a linear har- choosing the construction
and material of the monic vibration, makes with the longitudinal  carrier
member the fragile character of the con- direction of the carrier member
and the frequency  ductors, in particular the optical fibres, need not to
and amplitude of the periodic movement. or hardly be taken into account -
because they The velocity when the above-described har- are inserted only
afterwards - nor a pressure monic vibration is used is favourable and is
load on the carrier member during introducing approximately from 10 to 40
metres per minute  the fibres. This in contrast with the pressure load for
an optical fibre. The distance covered may be  which occurs upon
introducing optical fibres by 15 very large, for example, from 200 to 2000
metres. means of flows of liquid as described in the The diameter of the
bore or channel may be }  above-mentioned Offenlegungsschrift 30 00 109.
very small. The ratio between the diameter of the I'r  So as far as the
carrier member is concerned, channel or bore and the diameter of the
element there is a great variety of materials which may be or conductor
preferably has a value of from 2 to 1  used, for example, organic
materials, in particular 20 to 8 to 1 and in particular a value from 2 to 1
to 6  synthetic resins or tensile fibre-reinforced syn- to 1. The diameter
of an optical fibre is that of the  thetic resins and inorganic materials,
in particular fibre and the primary coating thereon. As a rule  glass and
metals. the diameter of the fibre with primary coating is As already
stated, one or more elements such 250 pm. The diameter of the bore or the
channel  as conductors inserted into a bore or channel of 25 then is from
0.5 to 2 mm and in particular from 0.5  the carrier member will move in the
longitudinal to 1.5 mm. direction of the carrier member as a result of the
The friction between the element and the wall  periodic movement of the
carrier member in of the channel or bore is preferably small so that a
which said member periodically returns to its "stick-slip" of the element
is avoided. In this  initial position. The term periodic movement to be 30
connection it is to be noted that in the case of an  understood as to
include both a periodic pulsat- optical fibre the primary coating is
preferably a  ory movement as a harmonic vibration. The mass hard coating
manufactured from a radiation- inertia of the elements, c.q. conductors,
plays an polymerized lacquer, for example, a lacquer  important role. Due
to its mass inertia the elon- based on acrylates. gate element cannot
completely follow the 35 The method in accordance with the invention
periodic movement of the carrier member and can be carried out by unskilled
personnel. The  will show a relative movement with respect to the apparatus
required for performing the process is  carrier member and in the
longitudinal direction cheap and of little vulnerability. of the carrier
member. As a result of this the In a favourable embodiment of the method in
element, c.q. conductor, inserted into the end of a 40 accordance with the
invention the carrier member  I channel or bore will traverse the carrier
member. is detachably connected to a vibrating or shaking.  The harmonic
vibration maybe both linear and device. rotating. A pulsatory movement is
obtained by A suitable vibrating or shaking device is, for  giving the
carrier member periodically a pulse example, a vibratory hopper of the kind
used in  (mv, where m = mass and v = velocity) in 45 industry to supply
usually small articles such as  the longitudinal. direction. The carrier
member is electrical components to a processing or packag- returned to its
initial position after each pulse. It ing machine in regular succession,
for example,  may be compared with the movement of the head in the form of
a row of "head-to-tail" com- of a hammer along the handle by. periodically
ponents. giving the handle a pulse in the longitudinal 50 In a further
favourable embodiment the carrier  direction, for example, by tapping the
handle on member is wound on or around a supporting  the floor. member
connected to the vibrating or shaking In a preferred embodiment the
direction of device, the periodic movement being imparted to  vibration is
inclined preferably at an angle of from the carrier member via the
supporting member.  1 to 20, in particular from 3 to 7, to the longi- 55
Examples of a supporting member are a  tudinal direction of the carrier
member. In a supporting plate, a supporting post or a. cylindri- further
preferred embodiment the carrier member cal member, for example, a reel. is
subjected to a harmonic vibration which has a A carrier member comprising
one or more  frequency of from 1 to 500 Herz and a horizontal tubes is
preferably used in the method in accord- amplitude component of from 0.1 to
10 mm. 60 ance with the invention, one or more conductors  The frequency is
preferably from 10 to 150 Herz. being inserted into. an end of a tube. The
horizontal amplitude component is prefer- In the simplest embodiment the
carrier member  ably from 0.5 to 4 mm. comprises a single tube
manufactured, for  The velocity of the element conductor along the example,
from a plastics or cross-linked synthetic channel or bore depends on
various factors, for 65 resin, for example, a tube made of polyethene, 4
.,; . '. 7 0 091 717 8  polypropene, polyvinyl chloride, polyvinylidene
fluoride, Sion is more compatible with that of an optical  polycarbonate,
polysulphone, poly- fibre. A secondary coating of glass even has the
methyl metacrylate or polytetrafluoro ethylene. same coefficient of
expansion. Suitable metals  One or more conductors are introduced into the
are, for example, Al, Cu and Steel. Another  finished tube under the
influence of the periodic 5 example of a secondary coating having a good  



movement and thus a cable element is obtained. tensile strength is a
coating manufactured from a During the manufacture of the element no
synthetic resin comprising tensile fibres, for  thermal load on the
conductor(s), in particular on example, glass fibres, carbon fibres or
polyamide  the optical fibre(s), occurs. The applied tube is a fibres, or a
coating manufactured from a special  chemically stable product with a
temperature 10 tensile synthetic resin, for example, polyary- which
corresponds to that of the atmosphere. tethers. There is no shrinkage of
the tube during its The carrier member used in the method accord-
manufacture. If desired, the possibility of shrink- ing to the invention
may also comprise a strength  age occurring after manufacture can be
prevented member and one or more hollow tubes which  by subjecting the tube
to an ageing process prior 15 extend parallel to the strength member or are
to the manufacture of the element. provided on or around the strength
member in a In a favourable embodiment a tube is used spiral form or SZ
form, a conductor and notably  having a length of at least 200 metres and
having an optical fibre being inserted into the end of a  an inside
diameter which is from 2 to 8 times the hollow tube and the carrier member
being sub- diameter of the conductor. 20 In the case of an optical fibre,
such a tube jected to a periodic movement. According to this embodiment the
conductors  serves as a loose self-supporting secondary and notably the
optical fibres are inserted at a  coating. later stage into the hollow tube
(secondary coat In.a further favourable embodiment the tube is ing);
namely, after the hollow tubes have been  manufactured from an inorganic
material or from 25 combined together with a die. a synthetic resin
comprising tensile fibres. This also applies to another embodiment of the
A suitable inorganic material is glass or a metal. method in accordance
with the invention in which  A secondary coating of metal can be manufac- a
carrier member is used which comprises a core tured, for example, by means
of a drawing pro- provided with one or more grooves in its surface  cess in
which with the use of a die, a metal tube of 30 which are covered with one
or more protective  a large diameter is reshaped into a tube having a
layers and which extend parallel to the axis of the  small diameter with a
simultaneous increase in core or have a spiral form or SZ form, a conductor
length. The metal coating may alternatively be and in particular an optical
fibre being inserted  made by an extrusion process in which generally into
an end of a groove and the carrier member  a high extrusion temperature is
used. The melt- 35 being subjected to a periodic movement. ing-points of
metal or glass are considerably An SZ form is a known and interesting con-
higher than those of plastic synthetic resins. The figuration of an optical
fibre. It is a spiral form  high temperatue is of no consequence what-
having alternate left-hand and right-hand pitch.  soever because during the
manufacture of the The protective layers are, for example, extruded
secondary coating no conductor, in particular no 40 layers of synthetic
resin and/or wound foils. Since  optical fibre, is present.. The secondary
coating the grooves are covered with one or more protec- can also be
manufactured from a metal tape by tive layers, closed channels or bores are
formed  folding it longitudinally or winding it transversely, extending in
the longitudinal direction of the  preferably with overlap, and sealing the
seams, carrier member. The optical fibre(s) is (are) in- for example, by a
welded or soldered joint or by 45 serted into the channels or bores. using
an adhesive. When an adhesive is used the overla In another favourable
embodiment of the  Aping parts of the coating must be sub- method in
accordance with the invention an  jected to quite some pressure. This is no
problem elongate body of synthetic resin is used as a  because, as already
explained, no conductor, in carrier member, which body comprises one or
particular no optical fibre, is present. The same so more channels
extending in the longitudinal  applies to the thermal energy released upon
direction of the body and is obtained by an  welding or soldering. If
desired the secondary extrusion process in which after extrusion the
coating of metal or of glass may be.provided on the inside and/or on the
outside with a layer .of synThe process thetic resin body is drawn down.
synthetic resin, for example, an extruded inner 55 after extrusion l is dra
nadown sftermedta dresin  raw  coating and/or outer coating. An inner
coating down process or spinning process. The body of  may very readily
serve as a substratum upon synthetic resin is subjected to such a pulling
force  folding or winding the metal tape and upon that a considerable
increase in length occurs with  making a glued joint. Roughness, if any, of
the a simultaneous decrease of the cross-sectional  metal coating is also
masked by a layer of syn- 6o  area of the body. Upon drawing down a tubular
thetic resin. body of synthetic resin the length becomes many A secondary
coating (tube) of metal or glass times larger while the diameter and the
wall  has an excellent tensile strength and an excellent thickness of the
tube decrease. Elongate articles  watertightness. Moreover, the very
important ad vantage is obtained that the coefficient of expan- 65 of a
draw cdoresin wn can be manufactured means Y.. process at a large pro
roduction ,= 5  QC, Mfr` 9 0 091 717 10 .speed and at low cost. A draw down
process is As already stated, the method of the invention  suitable in
particular to manufacture elongate presents the advantage that a defined
overlength  articles of synthetic resin of a large length, for of optical
fibre can be provided in a simple  example, in a length of several
kilometers, the manner. For this purpose, after the optical fibre  



article also comprising channels which extend in 5 has been inserted over
the full length of a channel  the longtudinal direction and have small
diametri- or bore and the output end of the channel or bore  cal
dimensions, for example, a diameter of 0.4 to has been closed or otherwise
blocked, the periodic  1.5 mm. movement may be continued for some time
until A cable element or cable and in particular an no further input of the
fibre into the channel or  optical cable element or cable having a carrier
ro bore takes place. The overlength is then at a  member of a drawn down
synthetic resin manu- maximum. The input end of the channel or bore is
factured by the method of the invention is a novel then blocked and the
output end is opened. The  product. Such a cable or cable element cannot be
periodic movement is performed again until the  manufactured according to
the conventional entire overlength of fibre projects from the output
methods. 15 end. The maximum overlength is thereby known In a favourable
embodiment of the method in and the desired overlength can very accurately
be.  accordance with the invention.a ribbon-like body introduced by
blocking the output end. of drawn down synthetic resin is used as a carrier
Another advantage of the method in accordance  member which comprises
several juxtaposed and with the invention is that if an optical fibre which
parallel channels. 20 has been inserted into a-channel or bore is, for The
resulting ribbon-like cable element is very example, damaged or even
broken, it can easily be  suitable to be further processed, if so desired,
to removed by causing it to move out of the bore or  form a larger optical
cable. For example, several channel under the influence of a periodic move
ribbon-like elements may be stacked and the ment imparted to the carrier
member. The bore or }  resulting packet may be enveloped by a tube of 25
the channel must be left open at at least one end. synthetic resin which
may be reinforced, for The invention will be described in greater detail
example, by means of steel litzwires or glass with reference to the
drawings in which, fibres. One or more ribbon-like elements may also Figure
1 is a perspective view of a- ribbon-like  be wound around a central core
which consists, for carrier member, example, of a steel litzwire enveloped
by synthetic 30 Figure 2 is a sectional view of a vibrating device  resin
and an outer coating of synthetic resin may for carrying out the method
according to the  then be provided by extrusion. invention, Not all
channels or bores of the elongate carrier Figure 3 is an elevation, member
need be partly in section, of  provided with one or more another.
embodiment of a device for carrying out  optical fibres. In accordance with
the wishes and 35 the method in accordance with the invention,  needs of
the customer some of the available Figure 4 is a perspective view of an
optical cable  channels or bores may be provided with conduc- according to
the invention, tors, in particular optical fibres. This offers a great
Figure 5 is a perspective view of another em- flexibility. The process
technical and economical bodiment of an optical cable in accordance with
advantage also obtained that a standardized 40 the invention. supporting
member can be used, such as a ribbon- In Figure 1 reference numeral 1
denotes a }  like product ofsynthetic resin of, for example, 1000
ribbon-like carrier member of reinforced poly metres length and having 100
channels. A number sulphone. Ribbon 1 has a width of 7.3 mm, a  of the 100
channels is provided at will with thickness of 1 mm and a length of 1000
metres.  conductors. e5 Ribbon 1 comprises eight channels 2 which extend In
still another preferred embodiment of the parallel to one another in the
longitudinal direction  method in accordance with the invention one or of
the ribbon and which have a circular or a  more auxiliary wires are
inserted into one or more rectangular cross-section of 0.8 x 0.8 mm. of the
remaining bores or channels, that is to say Reference numeral 3 in Figure 2
denotes a  the bores or channels which contain no conduc- 50 supporting
member which has an electromagnet 4  tors or are not occupied entirely by
conductors. and two leaf springs 5. Electromagnet 4 and leaf  The
introduction of the auxiliary wires is carried springs 5 are connected to a
horizontal vibrating  out in the same manner as that of the optical fibres,
table 6 at their ends remote from the supporting  i.e., under the influence
of the periodic movement member 3. The spring angle 0 which the leaf  of
the carrier member and as a result of the mass 55 springs 5 make with the
vertical at the vibrating  inertia of the auxiliary wires. Examples of in-
table 6 is 5. teresting auxiliary wires are identification (marker) The
coiled carrier member 1 shown in Figure 1 is  wires, for example, coloured
glass fibres. If the mounted on vibrating table 6 which has a diameter
mass inertia of the auxiliary wires is insufficient, of approximately 1.5
metres. Carrier member 1 is  for example, when textile auxiliary wires are
used, 60 held firmly on vibrating table 6 by means of a  the wire may be
provided at one end with an clamping plate 7 and clamping braces 8 which
element which increases the mass inertia, for engage over the edges of
clamping example, a blunt needle. The same measure may vibrating table 6.
plate above  also be used, if desired, in the insertion of the Eight reels
9 are supported ae  clamping conductors, for example, optical fibres. plate
7 in holders 10. Reels 9 each carry 65 an optical fibre 11 having a length
of 11 kilometre. is  6 vttYi 11 0 091 717 12  optical fibre has a diameter
of 125 m 12 comprises a prima coating u and simple manner electrical
conductors of different  ry of a UV- lacquer. The overall 



diameters in the channels 2.  iameter of the fibre with the coating is 250
um. The operation of the device is Reference numeral 14 in Figure 3 denotes
a  as follows. The end of each fibre is inserted over a supporting member
which has an electromagnet  sma ll distance of, for example, 50 cm into a 5
15 and two leaf springs 16 which are connected to  shall 2 of carrier
member . By 50ecm in the a horizontal vibratin late g ng m m e 14. T ends
ng  electromagnet a harmonic vibration is imparted mote from the suppo to
vibrating table 6 and the carrier member 1 f spring member 14. The spring
angle 0 of the leaf springs, i.e. the angle between  clamped thereon, the
direction of vibration being 10 plate, is 3'. the leaf spring and the
vertical at the vibrating  substantially at right angles to the leaf
springs 5. The. frequency is 100 Herz. The horizontal am- A reel 18 is
connected to vibrating  Plitude of fthe requency is 100 17 by  on from
means of bolts 19. The cylindrical core plate T 20 of r el  approximately
vib mm. on a rup peak tov peak is 18 has a diameter of 20 cm and an axial
length of the b movement performed by the carrier member rating 15 25 cm.
The diameter of the circular flanges 21 of and under the iof their mass
inertia, the the reel is 30 cm. A carrier member in the form of  optical
fibres 11 influence advance o along the respective rtia ta tube 22
manufactured from pol channels 2. The rate of advance is 25 fluoride is
wound on reel 18. The outside dd a- After the fibres have advanced the full
length of meter of tube 22 is 1.5 mm; the inside diameter is the carrier
member the channels 2 at the output 20 1 1080 mm. Tube 22 has a length of
approximately end 12 of carrier member 1 are blocked. The tube metres. The
number of layers ofun of the  vibration is continued until no further
movement tube 22 on the core 20 is 1 e  tu fibres of fibres 11 into
channels 2 takes place. Inths The end 23 of tube 22 isOCOnnected to the
reel  the ovrlen nn is 2 akesalfibre I1 I a flange 21 remote from the
vibrating channel 2 is at a maximum. The fibre then lies 25 inserted into
the tube. end 23. The length of the means of a clamp 24 Three optical
fibres 25 are  wholly against the outer wall of the spiralling channels 2
in the coiled carrier member 1. The portions of the optical fibres which
are inserted  input end 13 of ca rrier member 1 is now blocked into the
tube end 23 is a while the 3t end 12 is released. The blocked Each optical
fibre has an ova all length of a px cm.  carrier member is again subjected
to the vibrating m ove- 30 mately 1080-1090 metres and is wound ona  ment.
As a result of this the ends of the optical holder 27. 11 move out of the
output end 12 of carrier supply reel 26. Supply reels 26 are connected to
.  member 1. The vibrating movement is continued vibration is until no
further movement of fibres 11 takes By energising the electromagnet 15 a
harmonic  imparted to vibrating plate 17 and  place. The length of the
fibres in the carrier 35 thence to reel 18 and carrier member 22. The
member i now at a minimum. The fibres fie vibration has a frequency of 50
Herz and horizon- against the inner walls of the spiralling channels tal
peak to-peak amplitude of 4.0 mm. Under the  2. The distance over which the
fibres project from influence of the vibration imparted to the carrier  the
output end 12 of carrier member 1 is member 22 and as a result of the mass
inertia of  rrier orThis length his n lis a measure of the maxi- ca25,
fibres 25 advance the  measured. d ror member per minute fibres 11 in
member 1. The ap ppr optical fibres oximately r 20 (tube) 22. (t be) metres
The Trate of adva along g of nce is  output end 12 of the carrier member 1
is now 0 After ap- blocked and the input end is released. The carrier
proximately 50 minutes tube 22 is occupied over  member 1 is subjected to
the vibratory movement its overall length by three optical fibres 25. In a
in which any desired overlength of optical fibres 45 manner similar to that
described with reference to  is introduced into the carrier member 1. In a
2 can 2 be an ovidedgth of optical fibres 25 in tube  manner similar to
that described above, electrical 22 can be provided. conductors, for
example, copper wires, may be Tube 22 may be manufactured from a synthetic
introduced into ribbon 1 instead of optical fibres, resin, for example as
described above, but may  so that an electrical ribbon cable is obtained.
An alternatively be made from an inorganic material,  



slethat l ribbon cable according cabl t th i road. An 50 for example, a
metal tube, in particular a copper significant advantages when compared
with a tube, or a glass tube. Advantages of these Hoer  known embodiment of
an electrical ribbon cable. gate materials are a good tensile strength and
The known electrical ribbon cable is manufac= watertightness. turd by
extruding a hollow tube of synthetic Reference numeral 28 in Figure 4
denotes a  resin around ed the electrical conductors, o which synthetic 55
cylindrical sheath made of a synthetic resin, for resi one another flat ch
example,  pressing th the p el wall of the tube another int ta he flat
plane, Polythene, and having rngitudinal  elements which extend in the
longitudinal  tors by evacuating the tube, and firm) conduc- direction n of
f the sheath and and are embedded in the the portions of the wall y
pressing synthetic resin and which consist of, for example,  synthetic
resin which lie between the conductors parts of the tube of 60 twisted
steel wires. Five optical cable elements 30  against each other by means of
a roller. Some of extend inside the sheath 28. Each cable element  the said
advantages are better stripability, greater comprises a carrier member
manufactured  32 flexibility, and a more accurately defined insulat- from a
drawn down synthetic resin and having  ing capacity and the Possibility of
using in a 65 each of the channels. r 7 13 0 091 717 1 4 Reference numeral
34 in Figure 5 denotes a 6. A method as claimed in Claim 5, for the steel
core. The core has a coating 35 of a synthetic manufacture of an electrical
and/or optical cable  resin, for example polyethene. An optical cable or
cable element, characterized in that one or  element 36 is wound around
synthetic resin coat- more electrical and/or optical conductors is or are
ing 35 and has a carrier member 37 which is made 5 inserted into an end of
a channel or bore of the  of a drawn down resin and which comprises carrier
member. twenty-five channels 38 extending in the longi- 7. A method as
claimed in Claim 5 or 6,  tudinal direction of the carrier member 37. The
characterized in that the carrier member is  channels have an inside
diameter of 1 mm and detachably connected to a vibratory or shaking  each
comprise an optical fibre 39 having a prim- ro device. ary coating of
synthetic resin not shown. A foil 40 8. A method as claimed in Claim 7,
charac- of, for example, -polyester is wound around the terized in that the
carrier member is wound on or  carrier member and in turn is covered with a
around a supporting member connected to the  sheath 41 of polyethene
synthetic resin. vibrating or shaking device, the periodic move i5 ment
being imparted to the carrier member via  Claims the supporting member. 9.
A method as claimed in Claim 6, character- 1. A method of manufacturing an
elongate ized in that the carrier member used comprises  article comprising
an elongate carrier member one or more tubes, one or more conductors being
which has one or more channels or bores extend- 20 inserted into an end of
a tube. ing in the longitudinal direction of the carrier 10. A method as
claimed in Claim 9, character- member, one or more channels or bores
contain- ized in that a tube is used having a length of at  ing one or more
elongate elements which extend least 200 metres and an inside diameter
which is  along the channel or bore, the diameter or cross from 2 to 8
times the diameter of the conductor.  sectional area of the channel or bore
being larger 25 11. A method as claimed in Claim 9, character- than that of
the element, characterized in that one ized in that the tube is
manufactured from an  or more elongate elements is or are inserted into
inorganic material or from a synthetic resin  an end of a channel or bore
over a small distance having tensile fibres. and the carrier member or a
part of the carrier 12. A method as claimed in Claim 6, character- member
is subjected to a periodic pulsatory 30 ized in that the carrier member
used is an elon- movement, in which the carrier member or said gate body of
synthetic resin which comprises one  part thereof periodically returns to
its initial posi- or more channels extending in the longitudinal  tion, the
element(s) moving along the channel or direction of the body and which is
obtained by an  bore as a result of the mass inertia of the extrusion
process in which after extrusion the  element(s) and under the influence of
said 35 body of synthetic resin is drawn down. periodic pulsatory movement.
13. A method as claimed in Claim 12, character- A method of manufacturing
an elongate ized in that the carrier member used is a ribbon- 2. article
comprising an elongate carrier member like member of drawn down synthetic
resin  which has one or more channels or bores extend- having several
juxtaposed and parallel channels.  ing in the longitudinal direction of the
carrier 40 14. A method as claimed in Claim 6, character one or more
channels or bores contain- ized in that a carrier member having several
member, irig one or more elongate elements which extend channels or bores
is used, some of the channels  along the channel or bore, the diameter or
cross or bores being provided with one or more con area of the channel or
bore being larger ductors and one or more auxiliary wires being E:.
sectional than that of the element, characterized in that one 45 inserted
into the remaining channels or bores. `:.  or more elongate elements is or
are inserted into an end of a channel or bore over a small distance
Revendications  and the carrier member or part of the carrier 



member is subjected to a harmonic vibration, the 1. Proced6 pour la
realisation d'un objet al- direction of vibration extending obliquely of
the 5o longs, comportant un organe de support allonge  longitudinal
direction of the carrier member, the qui presente au moins un canal ou
perforation(s)  element(s) moving along the channel or bore as a s'etendant
clans la direction longitudinale de l'or- result of the mass inertia of the
element(s) and gane de support, au moms un canal ou perfora under ~;.  the
influence of said harmonic vibration. tion contenant un ou plusieurs
elements allonges, 3. A method as claimed in Claim 2, character- 55 qui
s'etendent dans le canal ou la perforation,  ized in that the direction of
vibration is inclined at dont le diametre ou la section transversale est
an angle of from 1 to 20 to the longitudinal plus grand(e) que celui ou
Celle de ('element,  direction of the carrier member. caracterise en ce
qu'un ou plusieurs elements 4. A method as claimed in Claim 2 or 3,
allonges est ou sont introduit(s) Bans une. extre- characterized in that
the harmonic vibration -has a 60 mite d'un canal ou d'une perforation sur
une  frequency of from 1 to 500 Herz and a horizontal petite distance et
l'organe de support ou une  amplitude component of from 0.1 to 10 mm.
partie de l'organe de support est soumis. A un 5. A method as claimed in
any of the Claims 1 to mouvement pulsatoire periodique pendant lequel  4,
characterized in that both the carrier member l'organede support ou ladite
partie de ce dernier  and the element(s) are flexible. 65 retourne
periodiquement dans sa position initiate;  8 .~ !_ ~ -'~.5~.i~~~a5r&4 -';
e~~s'~r+F,'~"i'wk~:~ ='~'^.dt~...:~~t5~~.sr:~s} va~,c:--.,-:~: 15 0 091 717
16 I'element ou les elements se deplacant clans le qui est egal a 2 a 8
fois le diametre du conduc- canal ou la perforation par suite de I'inertie
de teur. masse de ('element ou des elements et sous 11. Procede. selon la
revendication 9, carac- l'influence dudit mouvement pulsatoire perio-
terise en ce que le tube est realise en un mate- clique. 5 riau inorganique
ou une matiere synthetique  2. Procede pour la realisation d'un objet al-
presentant des fibres de traction. longs, comportant un organe de support
al- 12. Procede selon la revendication 6, carac- longs, qui presente au
moins un canal ou per- terise en ce que l'organe de support utilise est
foration s'etendant clans la direction longi- un corps allonge en matiere
synthetique, qui  tudinale de l'organe de support, au moins un 10 comporte
au moins un canal s'etendant dans la  canal ou perforation contenant un ou
plusieurs direction longitudinale du corps et qui est obte- elements
allonges, qui.s'etendent clans le canal nu par un processus d'extrusion au
cours du  ou la perforation, dont le diametre ou la sec- quel, apres
extrusion, le corps en matiere syn- tion transversale est plus grand(e) que
celui ou thetique est etire. celle de ('element, caracterise en ce qu'un ou
r5 13. Procede selon la revendication 12, carac- plusieurs elements
allonge(s) est ou sont intro- terise en ce que l'organe de support utilise
est  duit(s) Bans une extremite d'un canal ou d'une un corps en forme de
ruban en matiere synthe- perforation sur une petite distance et l'organe
tique etiree presentant plusieurs canaux paral- de support et.la partie de
l'organe de support Isles et juxtaposes. est soumis a une vibration
harmonique, la di- 20 14. Procede selon la revendication 6, carac- rection
de la vibration s'etendant obliquement terise en ce que par ('utilisation
d'un organe de  par rapport a la direction longitudinale de I'or- support
presentant plusieurs canaux ou perfo- gave de support, ('element ou les
elements se rations, plusieurs des canaux ou perforations  deplacant par le
canal ou la perforation par etant munis d'un ou de plusieurs conducteur(s)
suite de l'inertie de masse de ('element ou des 25 et un ou plusieurs
fil(s) auxiliaire(s) etant intro- elements et sous ('influence de ladite
vibration duit(s) Bans les canaux ou perforations qui res- harmonique.
tent. 3. Procede selon la revendication 2, carac terise en ce que la
direction de vibration est Patentanspruche  inclinee d'un angle de 1 a 20
par rapport a la 30 direction longitudinale de ('organe de support. 1.
Verfahren zum Herstellen eines gestreckten  4. Procede selon la
revendication 2 ou 3, Ki r ers mit einem p gestreckten Tragerelement,
caracterise en ce que la vibration harmonique das mit einem oder mehreren
Kanalen bzw.  presente une frequence de 1 a 500 Hz et une Bohrungen
versehen ist, die sich in der Langs- composante d'amplitude horizontale de
0,1 a 10 35 richtung des Tragerelementes erstrecken, wobei  mm. ein oder
mehrere Kanale bzw. Bohrungen ein 5. Procede selon ('une des revendications
1 a oder mehrere gestreckte Elemente aufweisen,  4, caracterise en ce que
tant l'organe de sup- die sich in der Langsrichtung des Kanals bzw.  port
que ('element de support sont flexibles. der Bohrung erstrecken and wobei
der Durch 6. Procede selon la revendication 5, pour la 40 messer bzw. der
Querschnitt des Kanals bzw.  realisation d'un cable ou element de cable
elec- der Bohrung grosser 1st als der des Elementes,  trique etlou optique,
caracterise en ce qu'un ou dadurch gekennzeichnet, class ein oder mehrere
plusieurs conducteurs electriques etiou opti- gestreckte Elemente fiber
einen geringen  ques est ou sont inser6(s) Bans une extremite
Langenabschnitt in das Ende eines Kanals bzw.  d'un canal ou d'une
perforation de ('organe de 45 einer Bohrung gesteckt werden and das Trager-
support. element oder ein TO des Tragerelementes 7. Procede selon la
revendication 5 ou 6, einer impulsartigen periodischen Bewegung
caracterise en ce que ('organe de support est ausgesetzt wird, wobei das
Tragerelement oder  relict de fagon detachable a un dispositif de vi- der
genannte Teil periodisch in die Ausgangs- bration ou d'agitation. 5o lage
zuruckkehrt and wobei das (die) Elemen 



8. Procede selon la revendication 7, carac- t(e) infolge der Massentragheit
derselben bzw.  terise en ce que l'organe de support est en- derselben and
unter dem Einfluss der genann- route sur ou autour d'un organe porteur
relict ten impulsartigen periodischen Bewegung in  au dispositif
d'agitation ou de vibration, le Langsrichtung des Kanals bzw. der Bohrung
be- mouvement periodique etant communiqu6 a 55 wegt werden. ('organe de
support par I'intermediaire d'un 2. Verfahren zum Herstellen eines
getreckten  corps porteur. Korpers mit einem gestreckten Tragerelement,  9.
Procede selon la revendication 6, caracte- das mit einem oder mehreren
Kanalen bzw. rise en ce que l'organe de support utilise com- Bohrungen
versehen 1st, die sich in der Langs- porte un ou plusieurs tubes, un ou
plusieurs 60 richtung des Tragerelementes erstrecken, wobei  conducteurs
etant inseres clans une extremite ein oder mehrere Kanale bzw. Bohrungen
mit  d'un tube. einem oder mehreren gestreckten Elementen 10. Procede selon
la revendication 9, carac versehen Sind, die sich innerhalb des Kanals
terise par ('utilisation d'un tube d'une longueur bzw. der Bohrung
erstrecken, wobei der Durch- d'au moins 200 metres et d'un diametre interne
65 messer bzw. die Querschnittsflache des Kanals  i:. 1~: i 17 0 091 717 18
bzw. der Bohrung grosser ist als der bzw. die des Tragelement gewickelt
ist, das auf der Schwin- Elementes, dadurch gekennzeichnet, class ein
gungs- oder ROttelvorrichtung befestigt ist, wobei  oder mehrere gestreckte
Elemente Ober einen die periodische Bewegung dem Tragerelement.  geringen
Lingenabschnitt in ein Ende eines Ka- Ober das Tragelement erteilt wird.
nals bzw. einer Bohrung eingefuhrt werden and 5 9. Verfahren nach Anspruch
6, dadurch gekenn- dass das Tragerelement oder ein Teil des Trager-
zeichnet, dass das Tragerelement eine oder meh- elementes einer
harmonischen Schwingung aus- rere Rohren aufweist, wobei ein oder mehrere
gesetzt wird, wobei die Richtung der Schwingung Leiter in ein Ende einer
Rohre eingefuhrt werden.  sich schrag zu der Langsrichtung des Trager- 10.
Verfahren nach Anspruch 9, dadurch  elementes erstreckt, wobei durch die
Massen- 10 gekennzeichnet, dass eine Rohre mit einer Lange  tragheit des
Elementes bzw. der Elemente and von wenigstens 200 m and mit einem Innen-
unter dem Einfluss der genannten harmonischen durchmesser, der um das zwei-
bis 8-fache gros- Schwingung das Element bzw. die Elemente sich ser ist als
der Durchmesser des Leiters, verwen- durch den Kanal bzw. die Bohrung
bewegen. det wird. 3. Verfahren nach Anspruch 2, dadurch gekenn- 15 11.
Verfahren nach Anspruch 9, dadurch  zeichnet, class die
Schwingungsrichtung, einen gekennzeichnet, class die Rohre aus einem anor-
Winkel von 1 bis 20 mit der Langsrichtung des ganische Material oder aus
einem Kunststoff mit  Tragerelementes einschliesst. Verstarkungsfasern
hergestellt ist. 4. Verfahren nach Anspruch 2 oder 3, dadurch 12. Verfahren
nach Anspruch 6, dadurch  gekennzeichnet, class die harmonische Schwin- 20.
gekennzeichnet, class das Tragerelement ein ge- gung eine Frequenz von 1
bis 500 Hz and einen streckter Korper aus Kunststoff ist, der einen oder
horizontalen Amplitudenteil von 0,1 bis 10 mm mehrere Kanale aufweist, die
sich in der Langs- hat. richtung des Korpers erstrecken and der in einem 5.
Verfahren nach einem der Anspruche 1 bis 4, Extrusionsverfahren erhalten
wird, in dem der dadurch gekennzeichnet, class das Tragerelement 25
Kunststoffkorper nach Extrusion verstreckt wird. All  and das Element bzw.
die Elemente biegsam sind. 13. Verfahren nach Anspruch 12, dadurch 6.
Verfahren nach Anspruch 5, zurn Herstellen gekennzeichnet, class das
Tragerelement pin  eines elektrischen and/odor optischen Kabels
bandformiges Element aus verstrecktem Kunst  bzw. Kabelelementes, dadurch
gekennzeichnet, stoff ist mit mehreren sich nebeneinander and  class ein
oder mehrere elektrische and/oder opti- 30 parallel zueinander
erstreckenden Kanalen. sche Leiter in ein Ende eines Kanals bzw. einer 14.
Verfahren nach Anspruch 6, dadurch  Bohrung des Tragerelementes eingefuhrt
gekennzeichnet, dass ein Tragerelement mit  werden. mehreren Kanalen oder
Bohrungen verwendet 7. Verfahren nach Anspruch 5 oder 6, dadurch wird,
wobei einige der Kanale bzw. Bohrungen  gekennzeichnet, class das
Tragerelement losbar 35. mit einem oder mehreren Leitern and einem oder i:
mit der Schwingungs- oder ROttelvorrichtung ver- mehreren Hilfsdrahten
versehen sind, die. in die bunden ist. Obrigen Kanale bzw. Bohrungen
eingefuhrt  8. Verfahren nach Anspruch 7, dadurch gekenn- werden. zeichnet,
class das Tragerelement auf oder um ein 40  45 t  50 N~  55 60  65  t: 10
F.: 


