A lLybricating oil conposition suitable for use in |low or nedi um speed
diesel engines conprises a fuel oil with a residual oil content
characterised in that the lubricating oil conposition further conprises a
hydr ocar byl - substi tut ed phenate concentrate having a TBN greater than 300,
and at | east one of a hydrocarbyl-substituted salicylate and a

hydr ocar byl - substitute sul phonate. The hydrocarbyl - substituted phenate s
preferably one. nodified by incorporation of a carboxylic aC| d of the
formula RCH(R[err])CJerr]H where Ris a Cferr]-(err] alg ﬂy& and
Rlerr] is hydrogen or a CJerr] to (Jerr] alkyl group e.g. sstearl gtmd

ABSTRACT
LUBRICATING OIL COMPOSITIONS

A lubricéting oil composition suitable for use in low or medium
speed diesel engines comprises a fuel oil with a residual oil content
characterised in that the lubricating oil composition further '
comprises a hydrocarbyl-substituted phenate concentrate having a TBN
greater than 300, and at least one of a hydrocarbyl -substituted
salicylate and a hydrocarbyl- -substitute sulphonate The hydrocarbyl-
substituted phenate is preferably one modified by incorporation of a
carboxylic acid of the formula RCH(R;)COyH where R is a C10-Co4 alkyl
group and Ry is hydrogen or a Cy to C4 alkyl group e.g. stearic acid.
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