
t 2002-29423112002-281774 -1 S P E C I F I C A T I 0 N
PULL-ON DISPOSABLE DIAPER  5 TECHNICAL FIELD OF THE
INVENTION This invention relates to a pull-on
disposable diaper. RELATED ART A foldup-type
disposable diaper 201 shown in Fig. 12 of  10 the
accompanying drawings is disclosed in Japanese Patent
Application Publication No. 1975-33044A. This diaper
201 is  composed of a liquid-absorbent pad, a
liquid-pervious inner  sheet 222 and a
liquid-impervious outer sheet 223 so as to  present a
rectangle and this rectangle is then folded along a 15
transversal 210a orthogonal to long sides of the
rectangle in  two halves in a longitudinal direction.
Simultaneously, the  rectangle is tucked from its
transversely opposite edges  inwardly of the diaper,
more specifically, toward a middle point  of the
transversal 210a so as to form pockets 218. Surface 20
sections of the sheet 223 facing each other as the
rectangle  is tucked inward in this mariner are
partially joined to each  other in order to prevent
the respective pockets 218 from  getting out of
initial shapes thereof even after the diaper has
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-2 been developed to be put on the wearer's body. The
diaper  arranged in the manner is effective to avoid
leakage of body  fluids regardless of its rectangular
shape because a region of  the diaper destined to
cover the wearer's crotch region is 5 sufficiently
narrow to be placed closely against the wearer' s
crotch region. The diaper disclosed in the above-cited
Publication  intends to prevent the diaper from
getting out of its initial  shape by partially joining
together the surface sections 10 opposed to each other
as the diaper is tucked. For the well  known diaper
with its body fluid absorbing component folded so
that the width thereof may be reduced in the crotch
covering  region, it is important to maintain the
folded shape even during  use of the diaper. It is an
object of the present invention 15 to provide a
pull-on disposable diaper improved so that the  folded
shape of the body fluid absorbing component may be
reliably maintained even in the disposable diaper
having  elastic members in vicinities of the leg-holes
and thereby  leakage of body fluids may be reliably
prevented. 20 DISCLOSURE OF THE INVENTION In
accordance with this invention, there is provided a
pull-on disposable diaper having a height direction, a



2002-294231/2002-281774 -3 transverse direction being
orthogonal to the height direction  and a
back-and-forth direct-ion, the diaper being
substantially  symmetric about a longitudinal center
line extending in the  height direction and bisecting
a dimension of the diaper In the 5 transverse
direction, -the diaper having an inner surface facing
a wearer's body, an outer surface facing wearer's
clothes, the  diaper being composed of a front waist
covering region destined  to cover a wearer's front
waist region, a rear waist covering  region destined
to cover a wearer's rear waist region and a 10 crotch
covering region destined to cover a wearer's crotch
region so as to define a pants-like configuration.
having a  waist-hole and a pair of leg-holes, and
provided on the inner  surface with a body fluid
absorbing component extending oveC  the Crotch
covering -region and further extending -into the front
15 and rear waist covering regions The improvement
according to the present invention  further comprises
the body fluid absorbing component comprising  a
liquid-absorbent care and a liquid-pervious cover
sheet at  least partially covering the core, having an
inner surface 20 facing the wearer's body, an outer
surface facing away from the.  wearer's body and
transversely opposite side edges extending  parallel
to each other beyond the crotch covering region into  



the front and rear waist covering regions and
connecting the 2002-294231/2002-281774 _4_ inner and
outer surf aces to each other, the body fluid
absorbing  component being formed in the crotch
covering region with a  first folding guide extending
from a transversely middle point  between transversely
opposite side edges to respective the side .5 edges in
the front waist covering region so as to describe a
substantially V-shape, a second folding guide
extending from  a transversely middle point between
transversely opposite side  edges to respective the
side edges to respective the side edges  in the rear
waist covering region so as to describe a 10
substantially v-shape and a third folding guide
extending in  the transverse direction between the
first and second folding  guides, and the absorbing
component being folded at least  transversely opposite
side edges on both sides of the  longitudinal center
line along the third folding guide so that 15 the
outer surfaces thereof face to each other and along
the first  and second folding guides so that the inner
surfaces thereof  face to each other; and elastic
members provided in one of the  front waist covering
region, the rear waist covering region and  the crotch
covering region so as to intersect the side edges 2.0
in the vicinity of the leg-holes, one of the elastic
members  provided in the front waist covering region
intersecting the  



side edges above first crossing points at which the
side edges  of the absorbing component intersect the
first folding guide 2.0D2-2.94231 /2002.281774 and one
of the elastic members provided in the rear waist
covering region intersecting the side edges above
second  crossing points at which the side edges of the
absorbing  component intersect the second folding
guide. 5 The present invention includes the following
embodiments.  The elastic members lying in the
vicinity of the leg-holes are  leg-surrounding elastic
members provided in a stretched state  so as to extend
downward from tops of the leg-holes along  peripheral
edges of the leg-holes, the leg-surrounding elastic 10
members provided in the front waist covering region
have lower  end portions terminating above the first
crossing points and  the leg-surrounding elastic
members provided in the rear waist  covering region
have lower end portions terminating above the  second
crossing points. 15 The elastic members lying in the
vicinity of the leg-holes  extend substantially
horizontally position in the transverse  direction of
the diaper. BRIEF DESCRIPTION OF THE DRAWINGS 20 Fig.
1 is a perspective view showing a pull-on disposable
diaper; Fig. 2 is a partially cutaway perspective view
showing  



the diaper of Fig. 1 as viewed from the front;
2002-294231/2002-281774 -6 Fig. 3 is a developed view
of the diaper of Fig. 1;  Fig. 4 is an exploded
perspective view showing the diaper  of Fig. 1; Fig.
5-is a view similar to Fig. 4 showing a preferred  5
embodiment of the invention; Fig. 6 is a partially
cutaway plan view showing the diaper  of Fig. 5 after
erected; Fig. 7 is a partially cutaway plan view
similar to Fig.  6 showing another embodiment of the
invention; 10 Fig. 8 is a partially cutaway plan view
similar to Fig.  6 showing still another embodiment of
the invention; Fig. 9 is a partially cutaway plan view
similar to Fig.  8 showing further another embodiment
of the invention; Fig. 10 is a partially cutaway plan
view similar to Fig.  15 .9 showing an additional
embodiment of the invention; Fig. 11 is a partially
cutaway plan view similar to Fig.  9 showing further
additional embodiment of the invention; and  Fig. 12
is a perspective view showing a conditional  diaper.
20 DESCRIPTION OF THE BEST MODE FOR WORKING OF THE
INVENTION  



Details of the pull-on disposable diaper according to
this invention will be more fully understood from the
2002-2 942-3 J /2002-281774 -7 description given
hereunder with reference to the accompanying
drawings. Fig. I is a perspective view showing a
pull-on disposable  diaper 1 and Fig. 2 is a partially
cutaway perspective view  5 showing this diaper I as
viewed from the front. The diaper I has height aad
transverse directions orthogonal to each other  and a
back-and-forth direction. The height direction
corresponds to a vertical direction in which a
longitudi-nal.  center line A - A extends and bisects
a width of the diaper I 10 in Fig. 2, the
back-and-forth direction corresponds 'to a  direction
indicated by arrows P and Q in Fig. I and direction
corresponds to a direction -indicated by arrows R, S
in fig. 1.  The diaper I basically comprises a
pants-like cover component  2 and a body fluid
absorbing component 3 serving to contain body  15
fluids absorbed.. The cover component 2 is formed by
sheet material such  as nonwoven fabric or plastic
film and has an inner surface 2a  facing diaper wearer
I s body and an outer surface 2b facing the  wearer's
clothes. This cover component 3 is camposed of a front
20 wa-ist cover-ing region 6, a rear waist coveririg
region 7 and a  



crotch covering region 0 adapted to cover wearer's
front, rear  and crotch regions, respectively. In the
crotch cover-ing  Legion 8, a front waist covering
sheet 106 and a first crotch 2002-2942-31/2002-291774
-8 covering sheet 108 overlap each other (See Fig. 4)
so that a  lower end 106a of the front waist covering
sheet 106 describes  a straight line extending in the
transverse direction. The  front and rear waist
covering regions 6, 7 are overlaid together 5 along
transversely opposite lateral edges of the diaper I
and  joined together along these opposite lateral
edges by means of  a plurality of spots 4 arranged
intermittently in the height  direction along the
opposite lateral edges so that the front  waist
covering region 6, the rear waist covering region 7
and 10 the crotch covering region 8 cooperate with one
another to  define a waist - hole 9 and a pair of leg
- holes 11. The waist - hole  9 and the leg-holes 11
are provided along peripheral edges  thereof with a
plurality of elastic members 12, 13 attached  thereto
in a stretched state, respectively. The 15 leg -
surrounding elastic members 13 comprise front side
leg-surrounding elastic members 13a extending downward
from  tops 11a of the respective leg-holes 11 toward a
vicinity of  the lower end 106a of the front waist
covering sheet 106 on the  front side of the diAper 1
and a rear side leg- surrounding 



20 elastic rriembers 13 b extending dcKmward from the
tops 11 a of the  respective leg-holes 11. toward a
vicinity of a -lower end 107a  of a rear waist
cavering sheet 107. A part of leak-barrier cuf f s  70
can be seen inside one of the leg-hole 11. 2002-29423
t/2002-281774 -9 Referring to Fig. 2, the crotch
covering region 8  comprises a first crotch covering
sheet 108 made of nonwoven  fabric, a second crotch
covering sheet 117 lying on the inner  side of the f
irst crotch covering sheet 108 and made of 5
liquid-impervious film and an inner sheet 116 lying an
the inner.  side of the second crotch covering sheet
117 and made of nonwoven  fabric. The body f luld
abso.-cbing component 3 lies on the  Innermost side of
these sheL-ts 108, 117 and 116, i.e., on the- inner
surface 2a of the cover ccaponent 2. 10 The body fluid
absorbing ccmpon(~nt 3 has transversely  opposite s
Ide edges 2 6 extending over the crotch cover-ing
-region  8 and further into the front and rear waist
covering -regions  6, 7 and longitudinally opposite
end portions 27 extending in  a waist-circumferential
direction in the fl~ont and rear waist 15 covering
regions 6, 7, respectively. The transversely  opposite
si-de edges 26 are folded toward the longitudinal
center  1-ine A - A bi-secti-ng a w-idth of the diaper
I so that the crotch  covering region 8 may have its
wi-dth reduced. Outside the  



respective side edges 2 6, lea k-barri-or cuf f s 7 0
extend toward 20 the longitudinally opposite and
portions 27 of the absorbing  cmponent 3.. Fig. 3 is a
plan view showing the di-aper I with the front  and
rear waist covering reqons 6, 7 disconnect~-.d from
each 2002-294231./2002-281774 -10 other along the
arrays of the joining spots 4 and developed from  the
state shown in Figs . 1 and 2 in the forth and back
directions  indicated by the arrows P and Q,
respectively, and Fig. 4 is  an exploded perspective
view corresponding to Fig. 3. As shown 5 in Figs . , a
transverse center line B - B extends in a direction
which is orthogonal to the longitudinal center line A
- A and  bisects a length of the diaper 1. in the
developed state as  shown in Fig. 3, the diaper 1 is
substantially symmetric about  the longitudinal center
line A - A and may be folded back along 10 the
transverse center line B - B to obtain the diaper 1 in
the state as shown in Fig. 1. Now the cover component
2 and the absorbing component 3  will be described in
details with reference to Figs. 3 and 4.  The cover
component 2 comprises the hexagonal front waist 15
covering sheet 106 defining the front waist covering
region 6  and a part of the crotch covering region 8,
the hexagonal rear  waist covering sheet 107 defining
the rear waist cowering region  



7 and a part of the crotch covering region 8, and the
first crotch  covering sheet 108 defining a najor part
of the crotch covering 20 region S. The first crotch
covering sheet 108 has its  longitudinally opposite
end portions joined to respective inner .  surfaces
(upper surfaces as viewed in Fig. 4) of the front and
rear waist covering sheets 106, 107 by means of a hot
melt 2002-294231/2002-281774 -11 adhesive (not shown)
so as to connected these sheets 106, 107  with each
other. A second crotch covering sheet 117 made of
rectangular. liquid-impervious film lies on an inner
surface of  the first crotch covering sheet 108 and an
hourglass-shaped  inner sheet 116 lies on an inner
surface of the second crotch  covering sheet 117. The
second crotch covering sheet 117 as  shown in Figs "
is identical in shape as well as in size to the  first
crotch covering sheet 108 or slightly smaller than the
first crotch covering sheet 108. The inner sheet 116
is 10 substantially identical in shape as well as in
size of an  hourglass-shaped assembly comprising the
front and rear waist  covering sheets 106, 107 and the
first crotch covering sheet  108. These sheets 106,
107, 108, 117, 116 are overlapped and  intermittently
joined to one another. The waist-surrounding .15
elastic members 12 in a stretched state are interposed
between  the front waist covering sheet 106 and the
inner sheet 116 and  



the leg-surrounding elastic members 13 in a stretched
state are  interposed between the rear waist covering
sheet 107 and the  inner sheet 116. A primary function
required for the first 20 crotch covering sheet 108 is
to connect the front and rear waist  covering sheets
106, 107 with each other and, so far as this  function
can be obtained, the first crotch covering sheet 108
may be smaller than the second crotch covering sheet
117. 2002-294231/2002-281774 -12 The absorbing
component 3 comprises a core 21 and a cover  sheet 22
which is secured to the inner surface 2a of the cover
component 2 by means of hot melt adhesive 129 in the
middle of  the transverse direction along the
longitudinal center line A 5 - A and the
longitudinally opposite end portions 27. The
absorbing component 3 is provided with the
leak-barrier cuffs  70 at transversely opposite side
edges 26. The cover sheet 22  is formed by
liquid-pervious nonwoven fabric or perforated  plastic
film and the core 21 is formed by compressing 10
water-absorbent material such as fluff pulp and
super-absorbent  polymer particles under an
appropriate pressure and, if desired,  wrapping this
compressed water-absorbent material with a tissue
paper or a nonwoven fabric made of thermoplastic
synthetic  fibers treated to be hydrophilic. The core
21 as shown in Figs. 15 presents a rectangular shape
as a whole and has grooves 20r,  



20s, 20t extending along a chain line R (third folding
guide)  extending in coincidence with the transverse
center line B - B, a chain lines (first folding guide)
extending from a central  portion of the core 21
defined by an intersection of the 20 longitudinal
center line A - A and the transverse center line  B -
B to the transversely opposite side edges 26 in the
front  waist covering region 6 so as to describe a
V-shape and a chain  line T (second folding guide)
extending so as to describe a 2002-294231/2002-281774
-13- v-shape from the central portion of the core 21
defined by the  intersection of the longitudinal
center :Line A - A and the  transverse center line B -
B to the transversely opposite side  edges 26 in the
rear waist covering region 7 so as to describe 5 a
V-shape. These grooves 20r, 20s, 20t divide the core
21 into  core elements 21a, 21b, 21c, 21d, 21er' 21f.
The groove 20r and  the groove 20s intersect with each
other at an angle rx while  the groove 20r and the
groove 20t intersect with each other at  an angle P.
While the angles a and 13 are illustrated to be equal
10 to each other, it is possible to set these two
angles to be  different from each other. In the crotch
covering region 8,  the absorbing component 3 is
narrower than this crotch covering  region 8, so
lateral edges 8a of the crotch covering region 8
extend outward beyond the side edges 26 of the
absorbing 



15 component 3 and form leg--circumferential flaps
which define the  respective leg-holes 11. The
respective core elements 21a  through 21f are
intermittently secured to the cover sheet 22  or the
tissue paper covering them by means of a hot melt
adhesive  so that a relative position of these core
elements may be  20 stabilized. The sheets 106, 107,
108, 117, 116 and the absorbing  component 3 placed
upon one another and joined to one another  as shown
in Figs. 3 and 4 are folded back along the transverse
2002-294231/2002-281774 -14- center line B - B with
the absorbing component 3 inside and then the front
and rear waist covering sheets 106, 107 and the inner
sheet 116 are joined to one another at the joining
spots 4 to  obtain the pull-on disposable diaper 1. In
this course, 5 respective halves of the absorbing
component 3 lying on both  sides of the longitudinal
center line A - A are folded toward  this longitudinal
center line A - A as shown in Fig. 2.  Specifically,
the absorbing component 3 is folded along the  chain
line R corresponding to the groove 20r so that the
outer 10 surface 24 (See Fig. 3 } of the core element
21c is opposed to  the outer surface 24 of the 21e
while the outer surface 24 of  the core element 21d is
opposed to the outer surface 24 of the  core element
21f. At the same time, the absorbing component  



3 is folded along the substantially V-shaped folding
guide 15 formed by the chain line S in the front half
of the absorbing  component 3 so- as to extend from
the transversely middle point  of the absorbing
component 3 to the side edges 26 and along the
substantially V-shaped folding guide formed by the
chain line  T in the rear half of the absorbing
component 3 so as to extend 20 from the transversely
middle point of the absorbing component  3 to the side
edges 26 so that the inner surface 23 of the core
element 21a is opposed to the inner surfaces 23 of the
respective  core elements 21c, 2 1d while the inner
surface 23 of the core 2002-294231/2002-281774 -l5-
element 2 1b is opposed to the inner surfaces 2 3 of
the respective  core elements 21e, 21f. In the
absorbent component 3 of the diaper 1 folded along
the chain lines R, S, T serving as the folding guides,
these  5 chain lines R, S, T intersect each of the
side edges 26 at points W, X, Y at acute angles (See
Figs. 2 and 3). Portions of the  side edge 26 defined
between the crossing points W and-X and  between the
crossing points W and Y extend inward in the
transverse direction of the diaper 1. With this diaper
1 put 10 on the wearer's body, the portion of the side
edge 26 defined  between the crossing points X and Y
lies on an inner side of  wearer's thighs and tends to
move inwardly of the diaper 1 and  



to get nearer to the longitudinal center line A - A.
As a result,  the crossing points X and Y may
sometimes move toward the inside 15 of the leg-hole 11
in a direction indicated by an arrow m in  Fig. 2. If
the front and rear side leg-surrounding elastic
members 13a, 13b extending from the tops point 11a of
the leg-hole 11 have lower end portions 40a, 40b
extending downward  beyond the crossing points X, Y,
there i a possibility that,  20 in vicinities of the
crossing points X, Y, the leg-surrounding elastic
members 13 might extend from the outer side toward the
inner side of the diaper 1 rather than in the
leg-circumferential direction as portions of the
absorbing 2002-2942-1 I.M02-281774 -16- component. 3
in the vicinities of the crossing points X, Y move  in
the direction indicated by the arrow M. Such a
condition  would lead to an inconvenience,
particularly in the rear side  of the diaper 1 that
the opposite lateral portions in the crotch 5 covering
region 8 might bite into a wearer Is hip. In this case
it would be difficult for the-portions of the
absorbing  component 3 in the vicinities of the
crossing points X, Y to  be reliably tightened around
the wearer's legs and thereby to  prevent body fluids
from leaking sideways. The apprehension 10 as has been
described hereinabove is effectively eliminated by
the present invent-ion. Specifically, of the
leg-surrounding  



elastic members 1-3 of the diaper 1, the lower end
portions 40a  of the front side leg-surrounding
elastic members 13a extend  in the direction in which
the lcwer end portions 40a intersect 15 the
_-t7esp.-~ctive side edges 26 and terminate above the
crossing  poi-nts X, preferably 5 mm or more above the
crossing points X.  The lcwer end portions 40b of the
rear side leg-surrounding  elastic members 13b also
extend in the direction -in which the  lower end
portions 40b intersect the respective side edges 26 20
and terminate above the crossing points Y, preferably
5 mm or  more above the crossing points Y. Such a
unique arrangement  is effective to avoid an anxiety
that the lcwer end port-ions  40a, 40b of the front
and rear side leg-surroundnq elastic
2002-294231/2002-281774 -17 members 13a, 13b might
move in the direction indicated by the  arrow M and
cause leakage of body fluids even if the portions  of
the absorbing component 3 in the vicinities of the
crossing  points X, Y move in the direction indicated
by the arrow M. It 5 should be understood that this
diaper 1 is provided outsi-de the  respective side
edges 26 of the absorbing ccmponent 3 with the  leak -
barrier cuffs 70 which are provided, in turn, with
elastic  members 71 (See Fig. 3) attached thereto in a
stretched state  in the longitudinal direction of the
absorbing component 3. The  10 leak-barrier culfs 70
are adapted to rise above the Inner side  



of the crotch covering region 8 and thereby to be
closely placedd  around the wearer's legs from below
as these elastic ubembers  71 contract. Fig. 5 is an
exploded perspective view similar to Fig.  15 4
showing a preferred embodiment of the ir~vention and
?ig. 6  is a partially cutaway plan view showing the
di-aper 1 of Fig.  5 after erected. The diaper I of
Fig. 5 -is distingui5,hed frm  the diaper of Fig. 4 in
t-hat the respective side edges 26 of  the absorbing
component 3 are not provi-ded with the leak-barrier 20
cuf fs 70 sbown in Fig. 4 and the front and rear
coverIng sheets  106, 107 are identical to each other
in si-ze as well as in shape,  Re ferri-ng to Fig. 6,
the e la s t ic members 12, 13 are in a s; tretched
state and the front waist covering sheet 106, the
-rear waist 2002-29423112002-281774 -18 covering sheet
107, the first crotch covering sheet 108, the  second
crotch covering sheet 117 and the inner sheet 116 are
placed upon one another and t he ah s orb-ing
component 3 has - been  folded in the crotch covering
region 8 toward the longitudinal 5 cent45ar line A -
A. The Core 21 wrapped with the cover sheet  22 is
indicated by imagi-nary lines in Fig. 5 and only the
portion  of the absorbing component 3 which is
invIsible due to folding  is indicated by imaginary
lines in Fig. 6. Similarly to the  case of the diaper
1 shown in F-ig. 2, In the absorbent component 



10 3 of the diaper I folded along the cha-in lines R,
S, T serving  as the f oldi n g gu ide s as shown in F
i g. 5, the se c hai n 1 i nes R,  S, T intersect each
of the side edges 26 at points W, X, Y at  acute
ang1w;. Referring to Fig- 6, the crossing points X, Y
lie substantially in coinc-idence with each other so
as to be 15 placed upon each other. Of the
leg-surrounding elasti-c membe-rs  13, the front side
leg-surrounding elastic members 13a have  respective
lower end portions 51 obliquely. extending downward
frcan the side edges 9a of the front waist covering
region 6  intersect the sIde edges 26 of the absorbent
ccaponent 3 above 20 the crossing points X, preferably
at least 5 mm above the  crosElng points X. - Though
not shown, the rear side  leg-surrounding elastic
mernbers 13a attached to the rear waist  covering
sheet 107 intersect the side edges 26 of the absorbent
2002-294231/2002-281774 -19 component 3 above the
crossing points Y, preferably at least  5 nun above
the crossing points Y. The diaper 1 according to  this
embodiment is, as is the case of Fig. 2, free from the
anxiety that respective lower end portions 51 of the 5
leg-surrounding elastic members 13 might move inwardly
of the  respective leg-holes 11 ever' when the
crossing points W, , Y  of the absorbing component 3
move inwardly of the diaper 1 toward  the center line
A - A. In addition, there is no anxiety that  



the lower end portions 51 of the elastic members 13
might 10 obstruct movement of the absorbing component
3 in the respective  folded portions. Fig. 7 is a
partially cutaway plan view similar to Fig.  6 showing
another embodiment of the invention. The diaper I
according to this embodiment is characterized in that
the lower 15 end portions 51 of the elastic members 13
attached to the front  waist covering sheet 106 in a
stretched state so as to extend  along peripheral
edges of the respective leg-holes 11 are  connected to
each other at the transversely middle point of the
diaper 1. Though not shown, layout of the elastic
members 131 20 attached to the rear waist covering
sheet 107 is same as that  of the elastic members 13a.
The elastic members 13a intersect  the side edges 26
of the absorbing component 3 above the crossing
points X, Y appearing as the absorbing component 3 is
folded, 2002-294231/2002-281774 -20 preferably at
least 5 mm above the crossing points X, Y.  Fig. 8 is
a partially cutaway plan view similar to Fig. 6
showing still another embodiment of the invention. The
diaper  1 according to this embodiment is
characterized in that the  5 leg-surrounding elastic
members 13 are replaced by a plurality of auxiliary
elastic hers 53 extending parallel to one  another in
waist-circumferential direction, i.e.,  



horizontally as viewed in Fig. 8. These auxiliary
elastic  members 53 in a stretched state are
interposed between the front 10 waist covering sheet
106 and the inner sheet 116 as well as  between the
rear waist covering sheet 107 and' the inner sheet
116 and secured to the front and rear waist covering
sheets 106,  107 by means of a hot melt adhesive (not
shown). Portions of  the auxiliary elastic members 53
covered with the front waist 15 covering sheet 106 are
indicated by imaginary lines- These  auxiliary elastic
members 53 extend from the side edges 9a or  9b of the
front waist covering sheet 106 or the rear waist
covering sheet 107 (See Fig. 5), respectively, to
vicinities  of the side edges 26 of the absorbing
component 3 so that these 20 elastic members 53 may be
arranged parallel to one another  between immediately
below the waist-surrounding elastic  members 12 and
the lower end portions of the front and rear waist
covering sheets 106, 107 and the lowermost auxiliary
elastic 2002-294231/2002-281774 -21 member 53a may
intersect the side edges 26 above the crossing  points
, preferably at least 5 gran above the crossing points
X. Fig. 9 is a partially cutaway plan view similar to
Fig.  5 8 showing further another embodiment of the
invention. The diaper 1 according to this embodiment
is distinguished from the  



diaper 1 of Fig. 8 in that the auxiliary elastic
members 53 are  provided only in the lower end
portions of the front and rear  waist covering sheets
106, 107. Referring to Fig. 9, the 10 lowermost
auxiliary elastic member 53a intersects the side
edges 26 above the crossing points X of the absorbing
component  3, preferably at least 5 mm above the
crossing points X. Fig. 10 is a partially cutaway plan
view similar to Fig.  9 showing an additional
embodiment of the invention.. The diaper  15 1
according to this embodiment is characterized in that
the auxiliary elastic members 53 provided only in the
lower end  portions of the front and rear waist
covering sheets 106, 107  extend across the absorbing
component 3 to the peripheral  portions of the
leg-holes 11 . These auxiliary elastic members 20 53
may be in a stretched state over the full length
thereof or  may be in non-stretched state only at the
portions thereof  extending across the absorbing
component 3. Referring to Fig.  10, the lowermost
auxiliary elastic member 53a intersects the 2002-294
231/2002-281774 -22 side edges 26 above the crossing
points X of the absorbing  component 3, preferably at
least 5 nm above the crossing points  X. Fig. 11 is a
partially cutaway plan view similar to Fig.  5 8
showing further additional embodiment of the
invention. The 



diaper I accord-ing to thi-s embodiment is
dist-inquished f rom the  diaper I of Fg. 9 in tl~at
the front and rear waist coverl . nq  sheets 106, 107
are not hexagonal but rectangular and the -inner
sheet 116 is substantially identical to these sheets
106, 107 tO in size as welL as in shape. Layout of
-the auxiliary elastic  members 53 is substantially
same as the layout of tho5e sbcwn  in Fig. 8 and the
lowermost auxiliary elastic member 53a  intersects the
s-ide edges 26 above the crossing points X of the
absorbing ccuponent 3, preferably at least 5 mm above
the 15 r- ro s s ing- point s X. The layout of the
auxi I i ary e la st ic members  53 as shown in Fig.
11 may be replaced by the layout as shown  in Fig. 9
or 10. if these elastic members lie in the lateral
side of the  crossing points X, Y, these elastic
members are preferably  20 s paced apart from the cros
s ng point s X, Y at leas t by 5 mm wh i le the
-invent-ion has been described on the basis of the
embodiments  in which the leg-surroundIng elastic
members 13 as well as the  auxilia-ry elastic uK~ubers
53 intersect the side edges 26 above
2002-294231/2002-28J 774 -23 the crossing points X, Y
of the absorbent component 3. It is  also possible
that the layouts of the leg-surrounding elastic
members 13 and the auxiliary elastic members 53 on the
front  waist covering sheet 106 are different from
those on the rear 



5 waist covering sheet 107. For example, the front
waist covering  sheet 106 may be adopted for the
layout as shown in Fig. 6 and  the rear waist covering
sheet 107 may he adopted for the layout  as shown in
any one of the other figures The pull-on disposable
diaper according to the present  10 invention includes
the body fluid absorbing component extending  over the
crotch covering region into the front and rear waist
covering regions, in which the side edges of the
absorbing  component are folded inward in the
transverse direction of the  diaper so that the width
of the absorbing component may be 15 reduced in the
crotch covering region- The elastic members  lying in
the vicinities of the leg-holes intersect the side
edges of the absorbing component above the crossing
points  appearing as the absorbing component is folded
inward in the  transverse direction of the diaper, at
which the side edges 20 intersect the folding guides.
Such a unique arrangement is  effective to avoid the
anxiety that these elastic members might  move to the
inside of the leg-holes in the vicinities of the
crossing points during use of the diaper and thereby
deteriorate 2002-294231/2002-281774 -24 the sealing
effect desired around the wearer's legs. in this  way,
the apprehension of body fluids' leakage can be
reliably  eliminated. 



2002-294231/2002-281774 -25 C L A I M 1. A pull-on
disposable diaper having a height direction,  a
transverse direction being orthogonal to said height 5
direction and a back-and-forth. direction, said diaper
being  substantially symmetric about a longitudinal
center line  extending in said height direction and
bisecting a dimension  of said diaper in said
transverse direction, said diaper having  an inner
surface facing a wearer's body, an outer surface
facing 10 wearer's clothes, said diaper being composed
of a front waist  covering region destined to cover a
wearer' s front waist region,  a rear waist covering
region destined to cover a wearer's rear  waist region
and a crotch covering region destined to cover a
wearer's crotch region so as to define a pants-like 15
configuration having a waist-hole and a pair of
leg-holes, and  provided on said inner surface with a
body fluid absorbing  component extending over said
crotch covering region and  further extending into
said front and rear waist covering  regions, said
pull-on disposable diaper further comprising: 20 said
body fluid absorbing component comprising a
liquid-absorbent core and a liquid-pervious cover
sheet at  least partially covering said core, having
an inner surface  facing said wearer's body, an outer
surface facing away from 



2002-294231/2002-281774 -6 said wearer's body and
transversely -opposite side edges  extending parallel
to each other beyond said crotch covering  region into
said front and rear waist covering regions and
connecting said inner and outer surfaces to each
other, said 5 body fluid absorbing component being
formed in said crotch  covering region with a first
folding guide extending from a  transversely middle
point between transversely opposite side  edges to
respective said side edges in said front waist
covering  region so as to describe a substantially
V-shape, a second 10 folding guide extending from a
transversely middle point  between transversely
opposite side edges to respective said  side edges to
respective said side edges in said rear waist
covering region so as to describe a substantially
V-shape and  a third folding guide extending in said
transverse direction 15 between said first and second
folding guides, and said absorbing  component being
folded at least transversely opposite side  edges on
both sides of said longitudinal center line along said
third folding guide so that said outer surfaces
thereof face  to each other and along said first and
second folding guides 20 so that said inner surfaces
thereof face to each other; and  elastic members
provided in one of said front waist  covering region,
said rear waist covering region and said crotch  



covering region so as to intersect said side edges in
the 2002-294231/2002-281774 -27 vicinity of said
leg-hales, one of said elastic members provided  in
said front waist covering region intersecting said
side edges  above first crossing points at which said
side edges of said  absorbing component intersect said
first folding guide and one 5 of said elastic members
provided in said rear waist covering  region
intersecting said side edges above second crossing
points at which said side edges of said absorbing
component  intersect said second folding guide. .10 2-
The disposable diaper according to Claim 1, wherein
said  elastic members lying in the vicinity of said
leg-holes are  leg-surrounding elastic members
provided in a stretched state  so as to extend
downward from tops of said leg-holes along  peripheral
edges of said leg-holes, said leg-surrounding 15
elastic members provided in said front waist covering
region  have lower end portions terminating above said
first crossing  points and said leg-surrounding
elastic members provided in  said rear waist covering
region have lower end portions  terminating above said
second crossing points, 20 3. The disposable diaper
according to Claim 1, wherein said  elastic members
lying in the vicinity of said leg-holes extend  



substantially horizontally in said transverse
direction of said 2002-294231/2002-281774 _8_ diaper. 


