VARI ABLE SPARES PER TRACK DEFECT MANAGEMENT

SYSTEM Abstract of the Disclosure A defective
track managenent nethod is provided for managi ng defective tracks in a disc
drive where the logical zone table is gene?gted after the drive
certification test which determ nes the defrect distribution; allocating
sectors to achieve a constant nunber of sectors per track for a particular

| ogi cal zone i n VARIABLESPARES PER TRACK DEFECT MANAGEMENT spare
sectors allocated efficiently to avoid under sparing or over sparing, as

the defect distribution on the disc dB¥X®EEMs al ready been determi ned; and
reassi gni ng defective sectors to the spare sectors corresponding to the
track or cylinder where the defective sector is |ocated. The present

i nvention al so can be inpl eneAbstract of thiecDisclosur@ack nanagenent system on

a disk drive. :
A defective track management method is provided for
managing defective tracks in a disc drive where the logical zone
A table is generated after the drive certification test which determines
the defect distribution; allocating sectors to achieve a constant
number of sectors per track for a particular logical zone in the
logical zone table wherein some sectors may be spare sectors
allocated efficiently to avoid under sparing or over sparing, as the
defect distribution on the disc drive has already been determined;
and reassigning defective sectors to the spare sectors corresponding
to the track or cylinder where the defective sector is located.
The present invention also can be implemented as a defective

track management system on a disk drive.
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