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The claims 
 
1. A method for manufacturing a tea beverage, comprising the steps of:  

 
1) obtaining a first extract: extracting water soluble components in 

tea leaves which exhibit a taste of tea liquor by using an extraction 
process and using water as a solvent to obtain the first extract; 
the extraction temperature for obtaining the first extract is 
50°C-85°C, preferably 60°C -85°C; 
extraction time is 10 min-30 min, preferably 10 min-20 min; 
 

2) obtaining a second extract: extracting volatile components in tea 
leaves which exhibit a fragrance of tea liquor by using an 
extraction process with an extracting solvent or medium to obtain 
the second extract; 
the extraction methods for obtaining the second extract is 
falling-film concentration method or spinning cone column (SCC) 
method; and the extracting solvent or medium is water, or the 
extracting solvent or medium is water and steam; 
 

3) adjusting concentration of the first and second extracts as 
obtained in the above steps 1) and 2), and then clarifying them; or 
clarifying respectively the first and second extracts, and then 
adjusting their concentrations; 
and then, mixing well the two extracts in a ratio to obtain a tea 
liquor for producing the tea beverage; and 
 

4) blending, sterilizing and canning the tea liquor obtained in the step 
3) for producing tea beverage, to obtain a tea beverage, 

 
wherein,  

• in step 1), 50 kg of pan-fired green tea in grade B (as defined in 
the National Standard GBT 14456.2-2008 of the People’s Republic 
of China) is used as the raw material for extracting the first extract, 
and the following extraction conditions are used: deionized water 
is used as the solvent, the weight ratio of tea to water is 1:70, and 
the extraction is conducted at 60°C for 20 min; the resulting 
extraction solution is cooled and allowed to stand, and  

• in step 2), 50 kg of the pan-fired green tea in grade C (as defined 
in the National Standard GBT 14456.2-2008 of the People’s 
Republic of China) is used as the raw material for extracting the 
second extract, and a SCC-1000 spinning cone column is used to 
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extract the fragrance components, the extraction parameters are 

as follows: tea leaves are comminuted to a particle size ≤ 1 mm, 

and then the comminuted tea leaves are mixed with water to 
produce a tea slurry in a ratio that the weight of dry tea leaves is 9% 
of the total weight of the resulting tea slurry, during the extraction, 
the temperature at the top of the column is 75 °C, the feeding 
temperature is 55 °C, the flow rate of tea slurry is 360 kg/hour; the 
flow rate of the steam for extracting is 4.0% of the flow rate of tea 
slurry, the temperature of cooling water is 10±2 °C; 10.8 kg of 
second extract is obtained; and  

• in step 3), the weight ratio of the above resulting first and second 
extracts is 350:1, and  

• in step 4), after the two extracts are mixed well in the ratio, water is 
added to dilute the mixture to a constant weight of 10 tons, and 
then, vitamin C as antioxidant is added in the diluted mixture in the 
amount of 0.02% (kg/kg) of the total constant weight, and an 
appropriate amount of sodium bicarbonate is added to adjust the 
pH value to 5.5-6.5, to get a mixed solution which is sterilized by 
UHT at 137 °C for 10 seconds, and then is aseptically canned with 
bottles made of polyethylene terephthalate (PET bottles), to get a 
finished tea beverage product; 

 
or wherein,  
 

• in step 1), 50 kg of intensively fragrant Tieh-Kuan-Yin tea in grade B 
(as defined in the National Standard GBT 30357.2-2013 of the 
People’s Republic of China) is used as raw material for extracting 
the first extract, and the following extraction conditions are selected: 
deionized water is used as the solvent, the weight ratio of tea to 
water is 1:60, and the extraction is conducted at 80 °C for 12 min; 
the resulting extraction solution is cooled and allowed to stand, and 
then is centrifuged, to get 3.1 tons of clear first extract; and  

• in step 2), 50 kg of intensively fragrant Tieh-Kuan-Yin tea in grade D 
(as defined in the National Standard GBT 30357.2-2013 of the 
People’s Republic of China) is used as raw material for extracting 
the second extract, and a SCC-1000 spinning cone column is used 
to extract the fragrance components, the extraction parameters are 
as follows: tea leaves are comminuted to a particle size ≤ 1 mm, and 
then the comminuted tea leaves are mixed with water to produce a 
tea slurry in a ratio that the weight of dry tea leaves is 9.5% of the 
total weight of the resulting tea slurry, during the extraction, the 
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temperature at the top of the column is 75 °C, the feeding 
temperature is 74 °C, the flow rate of tea slurry is 500 kg/hr; the flow 
rate of the steam for extracting is 2.5% of the flow rate of the tea 
slurry, the temperature of cooling water is 10±2 °C; 12.5 kg of 
second extract is obtained; and  

• in step 3), the weight ratio of the above resulting first and second 
extracts is 250:1; and  

• in step 4), after the two extracts are mixed well in the ratio, water is 
added to dilute the mixture to a constant weight of 10.9 tons, and 
then, vitamin C as antioxidant is added in the amount of 0.02% 
(kg/kg) of the total constant weight, and an appropriate amount of 
sodium bicarbonate is added to adjust the pH value to 5.5-6.5, to get 
a mixed solution which is sterilized by UHT at 137 °C for 10 seconds, 
and then, is aseptically canned with PET bottles, to get a finished 
tea beverage product;  

 
or wherein, 
 

• in step 1), 50 kg of unshredded black tea in grade C (as defined in 
the National Standard GBT 13738.2-2008 of the People’s Republic 
of China) is used as raw material for extracting the first extract, and 
the following extraction conditions are selected : deionized water is 
used as the solvent, the weight ratio of tea to water is 1:70, and the 
extraction is conducted at 85 °C for 10 min; the resulting extraction 
solution is cooled and allowed to stand, and then is centrifuged, to 
get 3.6 tons of clear first extract; and  

• in step 2), 50 kg of unshredded black tea in grade B (as defined in 
the National Standard GBT 13738.2-2008 of the People’s Republic 
of China) is used as raw material for extracting the second extract, 
and a single-effect falling-film concentrator is used to extract the 
fragrance components, the extraction parameters are as follows: tea 

leaves are comminuted to particle size ≤  1 mm, and then the 

comminuted tea leaves are mixed with water to produce a tea slurry 
in a ratio that the weight of dry tea leaves is 2% of the total weight of 
the resulting tea slurry, during the extraction, the temperature of the 
materials is 75 °C, the vacuum degree of the system is -0;085 MPa, 
the evaporation rate of the steam is 2 ton/hour, the tea slurry is 
recycled for 5 times in the interior of the system to extract the 
fragrance components, the temperature of cooling water is 10±2 °C, 
510 kg of second extract is collected; and  

• in step 3), the weight ratio of the above resulting first and second 
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extracts is 5:1; and  

• in step 4), after the two extracts are mixed well in the ratio, water is 
added to dilute the mixture to a constant weight of 9.5 tons, and then, 
vitamin C as antioxidant is added in the amount of 0.02% (kg/kg) of 
the total constant weight, and an appropriate amount of sodium 
bicarbonate is added to adjust the pH value to 5.5-6.5, to get a 
mixed solution which is sterilized by UHT at 137 °C for 10 seconds, 
and then, is aseptically canned with PET bottles, to get a finished 
tea beverage product. 

 

 
2. The method for manufacturing a tea beverage according to claim 1, 
wherein the tea leaves for extracting the first extract and the tea leaves for 
extracting the second extract is comminuted before extraction according to 
the extraction process, and then are subjected to extraction.  
 
3. The method for manufacturing a tea beverage according to claim 1, 
wherein the clarifying in the step 3) is conventional low temperature 
cooling and standing, centrifugation, or membrane filtration. 
 
4. The method for manufacturing a tea beverage according to claim 1, 
wherein the blending in the step 4) includes conventional dilution of tea 
liquor, addition of antioxidants, acidity regulators and other food additives, 
addition of food ingredients.  
 
5. The method for manufacturing a tea beverage according to claim 1, 
wherein the sterilizing in the step 4) includes, but not limited to, 
conventional ultra-high temperature treatment, and pasteurization. 
 
 


