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(54) Title: LOCKING MECHANISM FOR A HOUSING TO HOLD A PLUG-IN MODULE

(54) Bezeichnung: VERRIEGELUNGSEINRICHTUNG FUR EIN GEHAUSE ZUR AUFNAHME EINES EINSTECKMODULS

Fig. 1

(57) Abstract: Locking mechanism (1) and a housing (2) equipped with one such locking mechanism, to hold a plug-in module
(5), and a modular system (3) which comprises a housing and a plug-in module, wherein the locking mechanism (1) has an actuating
mechanism (4) for unlocking of the plug-in module. The invention is characterized in that the actuating mechanism (4) is connected
to a lifting mechanism (6) in order to lift a plug-in module (5) held in the housing (2) when unlocking.
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(4) for unlocking of the plug-in nodule. The invention
is characterized in that the actuating mechani sm (4)
is connected to a lifting nechanism (6) in
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(57) Zusammenfassung: Verriegelungseinrichtung (1) und ein mit einer solchen Verriegelungseinrichtung ausgeriistetes Gehiuse
(2) zur Aufnahme eines Einsteckmoduls (5) und ein Modulsystem (3), welches ein Gehéduse und ein Einsteckmodul umfasst, wobei
die Verriegelungseinrichtung (1) eine Betédtigungseinrichtung (4) zum Entriegeln des Einsteckmoduls aufweist. Dabei ist die Beté-
tigungseinrichtung (4) mit einer Anhebeeinrichtung (6) verbunden, um mit dem Entriegeln ein in dem Geh&use (2) aufgenommenes
Einsteckmodul (5) anzuheben.



