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A SUPPORT INCLUDING AN ELECTROSTATIC SUBSTRATE CARRIER 

The present invention relates to a support including 

an electrostatic substrate carrier. 

The field of the invention is that of treating parts 

5 in a low-pressure atmosphere, the parts being mounted on 

a support and being subjected to heating. 

This relates mainly to microelectronics where the 

treated parts are substrates. 	More particularly, 	the 

invention relates to implanting ions that enable 

10 impurities to be introduced within the substrate: a 

technique that is known as "doping". 	Doping serves to 

modify certain properties of the substrate, be they 

mechanical, 	thermal, 	electrical, 	hydrophobic, 	etc. 

In order to perform such implanting, 	it is nowadays 

15 possible to use an ion implanter that operates in plasma 

immersion mode. 	Thus, 	implanting ions in a substrate 

consists in immersing the substrate in a plasma and in 

biasing it with a negative voltage lying in the range 

several tens of volts to several tens of kilovolts 

20 (generally less than 100 kV), 	for the purpose of creating 

an electric field capable of accelerating the ions of the 

plasma towards the substrate so that they become 

implanted therein. 	The atoms that are implanted in this 

way are referred to as dopants. 	The bias is generally 

25 pulsed. 

The penetration depth of the ions is determined by 

their acceleration energy. 	It depends firstly on the 

voltage applied to the substrate and secondly on the 

respective natures of the ions and of the substrate. 	The 

30 concentration of implanted atoms depends on the dose, 

expressed as a number of ions per square centimeter 	(cm2), 

and on the implantation depth. 

Implantation is performed in an evacuated enclosure 

such that heat is exchanged solely by radiation, thus 

35 making it possible to control the temperature of the 

substrate correctly. 
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A SUPPORT INCLUDING AN ELECTROSTATIC SUBSTRATE CARRIER

The present invention relates to a support including
an electrostatic substrate carrier.

The field of the j-nvention is that of treating parts
in a J-ow-pressure atmosphere, the parts being mounted on

a support and being subjected to heating.
This refates mainly to microelectronics where the

treated parts are substrates. More particularl-y, the
inventj-on rel-ates to implanting ions that enable
impurities to be introduced within the substrate: a

technique that is known as "doping". Doping serves to
modify certain properties of the substrate, be they
mechanicaÌ, thermal, electrical, hydrophobic, etc.

In order to perform such implanting, it is nowadays

possible to use an ion implanter that operates in pJ-asma

immersion mode. Thus, implanting ions in a substrate
consists in immersing the substrate in a plasma and in
biasing it with a negative voltage lying in the range
several tens of volts to several tens of kilovolts
(generall-y less than 100 kV), for the purpose of creating
an electric field capable of accelerating the ions of the
plasma towards the substrate so that they become

implanted therein. The atoms that are implanted in this
way are referred to as dopants. The bias is generally
pulsed.

The penetration depth of the ions is determined by
their accel-eration energy. It depends firstly on the
voltage applied to the substrate and secondly on the
respective natures of the ions and of the substrate. The

concentration of implanted atoms depends on the dose,
expressed as a number of ions per square centimeter (cm2),

and on the implantation depth.
fmplantation is performed in an evacuated enclosure

such that heat is exchanged solely by radiation, thus
making it possible to control the temperature of the
substrate correctJ-y.
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Document US 7 126 808 B2 proposes an appliance 

having a support fitted with an electrostatic substrate 

carrier that includes a refrigeration chamber. 	That 

appliance comprises a substrate carrier having a 

5 plurality of channels that extend between its top face 

and its bottom face. 	There is a lift pin in each 

channel. 	The lift pins serve mainly to lift the 

substrate a little above the substrate carrier in order 

to provide electrostatic clamping. 	The space that exists 

10 between the substrate and the substrate carrier is filled 

with a refrigerating gas. 

The substrate is held solely at the periphery of the 

substrate carrier, 	and that is not satisfactory, 

mechanically speaking. 

15 Another known support is shown in Figure 1. 	That 

support essentially comprises three portions: 

• a bias table 10; 

• a substrate carrier 20; 	and 

• a clamping collar 30. 

20 The table 10 is biased to the high voltage 	(direct 

current 	(DC) 	or pulsed) 	and it is in the form of a 

conductive platen having a duct 11 that opens out into 

both of its faces. 	The function of the duct 11 is 

described in greater detail. 

25 The insulating substrate carrier 20 rests on the 

table 10 via a gasket 12 arranged at the periphery of the 

bottom face of the substrate carrier. 	It is in the form 

of a cylinder that bears against its top face, the 

cylinder being provided with a shoulder 21 that projects 

30 from its base. 

The clamping collar 30 serves to clamp the substrate 

carrier 20 on the table 10 by bearing against the 

shoulder 21, with this being done by means of a plurality 

of screws 31. 

35 The top face 22 of the substrate carrier 20 presents 

a ring 23 at its periphery and it also presents a 

plurality of studs 24 distributed within the ring. 	The 

2

5

Document US 1 126 B0B B2 proposes an appliance
having a support fitted with an electrostatic substrate
carrier that includes a refrigeration chamber. That
appliance comprises a substrate carrier havi-ng a

plurality of channel-s that extend between its top face
and its bottom face. There is a l-ift pin in each

channel. The lift pins serve mainly to lift the
substrate a littl-e above the substrate carrier in order
to provide electrostatic clamping. The space that exists
between the substrate and the substrate carrier is fiIled
wlth a refrigerating gas.

The substrate is held soleJ-y at the periphery of the
substrate carrier, and that is not satisfactory,
mechanicaJ-l-y speaking.

Another known support is shown in Figure 1. That
support essentialJ-y comprises three portions:

' a bias tabl-e 10;
' a substrate carrier 20; and
' a clamping cof l-ar 30.
The tabl-e 10 is biased to the high voltage (direct

current (DC) or pulsed) and i-t is in the form of a

conductive platen having a duct 11 that opens out into
both of its faces. The function of the duct 11 is
described in greater detail.

The insulating substrate carrier 20 rests on the
table 10 via a gasket 12 arranged at the periphery of the
bottom face of the substrate carrier. ft is in the form
of a cylinder that bears against its top face, the
cylinder being provided with a shoulder 2L that projects
from its base.

The clamping col-Iar 30 serves to clamp the substrate
carrier 20 on the talol-e 10 by bearing against the
shoulder 2I, with this being done by means of a plural-ity
of screws 31.

The top face 22 of the substrate carrier 20 presents
a ring 23 at its periphery and it al-so presents a

plurality of studs 24 distributed within the ring. The
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thicknesses of the ring 23 and of the studs 24 are 

identical, 	lying typically in the range 10 micrometers 

(pm) 	to 15 pm. 	The tops of the ring 23 and of the studs 

24 thus define a bearing plane on which the substrate 40 

5 rests. 

Electrodes of a first type are used for 

electrostatically clamping the substrate. 	These 

electrodes are arranged in pairs. 	They are provided in a 

plane parallel to the top face 22, which plane is very 

10 close to the top face. 	They are made by any means known 

to the person skilled in the art, 	e.g. by having recourse 

to the so-called "thick layer" technology. 

The pair that is located on the right in the figure 

comprises a positive electrode 25 or anode, and a 

15 negative electrode 26 or cathode. 	The principle consists 

in providing two capacitors: 

• an anode-substrate capacitor; and 

• a substrate-cathode capacitor. 

Furthermore, 	it is appropriate to ensure that there 

20 is electrical contact between the substrate 40 and the 

biased table 10, with this being done by means of 

electrodes of a second type. 

For this purpose, 	a plurality of channels pass right 

through the substrate carrier 20. 	The channel 27 on the 

25 right in the figure receives a pin 28 mounted on a spring 

29 that bears against the table 10 and that therefore 

presses the pin 28 against the substrate 40. 	The pin-

spring pair constitutes an electrode of the second type 

and one such pair is provided in each channel. 

30 The duct 11 formed through the table serves to fill 

the first space that appears between the bottom face of 

the substrate carrier 20 and the table with helium. 

The second space lying between the top face 22 of 

the substrate carrier 20 and the substrate 40 is also 

35 filled with helium through the channel. 	It is even 

possible to provide an additional opening 	(not shown) 

that passes through the substrate carrier in order to put 
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thicknesses of the ring 23 and of the studs 24 are
identical, lying typically in the range 10 micrometers
(pm) to 15 pm. The tops of the ring 23 and of the studs
24 thus define a bearing plane on which the substrate 40

rests.
Electrodes of a first type are used for

electrostaticall-y clamping the substrate. These

el-ectrodes are arranged in pairs. They are provided in a

plane paralJ-el to the top face 22, which plane is very
close to the top face. They are made by any means known

to the person skilled in the art, e.g. by having recourse
to the so-called "thick J-ayer" technology.

The pair that is l-ocated on the right in the figure
comprises a positj-ve electrode 25 or anode, and a

negative electrode 26 or cathode. The principle consists
in providing two capacitors:

' an anode-substrate capacitor; and
' a substrate-cathode capacitor.
Furthermore, it is appropriate to ensure that there

is electrical- contact between the substrate 40 and the
biased table 10, with this being done by means of
electrodes of a second type.

For this purpose, a plurality of channels pass right
through the substrate carrier 20. The channel- 21 on the
right in the figure receives a pin 28 mounted on a spring
29 that bears against the table 10 and that therefore
presses the pin 28 against the substrate 40. The pin-
spring pair constitutes an el-ectrode of the second type
and one such pair is provided in each channel.

The duct 11 formed through the table serves to fill
the first space that appears between the bottom face of
the substrate carrier 20 and the tabl-e with hel-ium.

The second space lying between the top face 22 of
the substrate carrier 20 and the substrate 40 is also
fitted with helium through the channel. It is even
possible to provide an additional opening (not shown)
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the first and second spaces into communication with each 

other. 

The means suitable for manipulating the substrate 

are omitted since they are known to the person skilled in 

5 the art. 

During implantation, the implanting current is 

drained by the electrodes of the second type. 	The 

contact area of the pins 28 is small so the current 

density is high. 	This can lead to the pins melting and 

10 to the rear face of the substrate being contaminated, 

particularly if the bias voltage is pulsed. 

An object of the present invention is thus to 

increase the surface area through which the implanting 

current passes. 

15 According to the invention, a support comprises: 

• an electrically conductive biased table; 

• an insulating electrostatic substrate carrier in 

the form of a cylinder having a shoulder, the bottom face 

of the substrate carrier facing the biased table and its 

20 top face presenting a bearing plane designed to receive a 

substrate; 	and 

• an electrically conductive clamping collar for 

clamping the shoulder against the biased table; 

the support also includes at least one electrically 

25 conductive element for connecting the bearing plane to 

the shoulder. 

In a first embodiment, 	the electrically conductive 

element comprises: 

• a first strip arranged at the periphery of the top 

30 face; 

• a second strip that extends over the cylinder 

between the first strip and the shoulder; and 

• a third strip in contact with the second strip and 

arranged on the shoulder. 

35 Advantageously, 	it also includes a plurality of 

electrodes that pass through the substrate carrier and 
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the first and second spaces into communication with each
other.

The means suitable for manipulating the substrate
are omitted since they are known to the person skill-ed in
the art.

During implantation, the implanting current is
drained by the el-ectrodes of the second type. The

contact area of the pins 28 is smal-l so the current
density is hiqh. This can lead to the pins melting and

to the rear face of the substrate being contaminated,
particularJ-y if the bias voltage is pulsed.

An object of the present j-nvention j-s thus to
increase the surface area through which the implanting
current passes.

According to the invention, a support comprises:
' an el-ectricalJ-y conductive biased tabl-e;
' an insulating efectrostatic substrate carrier in

the form of a cylinder having a shoulder, the bottom face
of the substrate carrier facing the bj-ased table and its
top face presenting a bearing plane designed to receive a

substrate; and
' an electrically conductj-ve clamping coIlar for

clamping the shoulder against the biased table;
the support al-so j-ncfudes at least one electrically

conductive el-ement for connecting the bearing plane to
the shou.lder.

In a first embodiment, the electrical-Iy conductive
el-ement comprises:

' a first strip arranged at the periphery of the top
face;

' a second strlp that extends over the cylinder
between the first strip and the shoul-der; and

' a third strip in contact with the second strip and

arranged on the shoulder.
Advantageously, it afso incl-udes a plurality of

electrodes that pass through the substrate carrier and
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that provide electrical contact between the biased table 

and the bearing plane. 

In a second embodiment, the electrically conductive 

element comprises: 

5 • an electrically conductive contact plane arranged 

in the substrate carrier at the shoulder; and 

• a plurality of electrodes connected to the contact 

plane that project from the top face to define the 

bearing plane. 

10 Preferably, the support further includes a strip 

arranged at the periphery of the top face under the 

bearing plane, and the substrate carrier includes at 

least one orifice opening out in its top face and its 

bottom face. 

15 According to an additional characteristic of the 

invention, the support further includes an electrically 

conductive layer interposed between the top face and the 

biased table. 

Advantageously, the electrodes are in the form of 

20 plated-through holes. 

Optionally, the support further includes a gasket at 

the periphery of the bottom face in contact with the 

biased table. 

Alternatively, the support further includes a 

25 thermally conductive layer interposed between the bottom 

face and the biased table. 

The present invention appears below in greater 

detail in the context of the following description of 

embodiments given by way of illustration with reference 

30 to the accompanying figures, 	in which: 

• Figure 1 is a diagram in section of a prior art 

support; 

• Figure 2 is a diagram in section of a first 

embodiment of a support of the invention; and 

35 • Figure 3 is a diagram in section of a second 

embodiment of a support of the invention. 

5
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that provide el-ectrical contact between the biased table
and the bearing p1ane.

In a second embodiment, the electrical-Iy conductive
element comprises:

' an el-ectricalJ-y conductive contact pJ-ane arranged
in the substrate carrier at the shoulder,' and

' a pJ-urality of electrodes connected to the contact
plane that project from the top face to define the
bearing plane.

Preferably, the support further incl-udes a strip
arranged at the periphery of the top face under the
bearing plane, and the substrate carrier incl-udes at
l-east one orifice opening out in its top face and its
bottom face.

According to an additional characteristic of the
invention, the support further includes an electrj-cally
conductive layer interposed between the top face and the
biased table.

Advantageously, the electrodes are in the form of
plated-through hol-es .

Optionally, the support further incl-udes a gasket at
the periphery of the bottom face in contact with the
biased table.

AlternatíveJ-y, the support further includes a

thermally conductive layer interposed between the bottom
face and the biased table.

The present invention appears bel-ow in greater
detaif j-n the context of the following description of
embodiments given by way of il-Iustration with reference
to the accompanying figures, in which:

' Fígure 1 is a diagram in section of a prior art
support;

' Figure 2 is a diagram in section of a first
embodiment of a support of the invention; and

' Figure 3 is a diagram ì-n section of a second
embodiment of a support of the invention.
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Elements that are present in more than one of the 

figures are given the same references in each of them. 

The invention thus seeks to establish electrical 

contact between the bearing plane of the substrate 

5 carrier and the shoulder of the substrate carrier. 

With reference to Figure 2, 	in a first embodiment, 

the above-described substrate carrier 20 is used once 

more. 

A first metal strip 201 is arranged on the ring 23 

10 that appears at the periphery of the top face 22 of the 

substrate carrier 20. 	It is made for example by the so-

called "thin layer" technology using a material such as 

titanium, titanium nitride, platinum, tungsten, 	or 

tungsten carbide. 	In any event it needs to be a material 

15 that is conductive, and if possible it should be 

refractory. 

The thickness of the strip must be sufficient to 

present acceptable resistance but it must not be too 

great so as to ensure that the substrate does indeed rest 

20 on the studs 24. 	A suitable value for this thickness 

lies in the range 1 pm to 2 pm. 

A second metal strip 202 is deposited on the 

cylindrical wall of the substrate carrier 20 between the 

first strip 201 and the shoulder 211. 

25 Finally, 	a third metal strip 203 is deposited on the 

face of the shoulder 211 that faces the clamping collar 

30. 

The three strips that are juxtaposed in this way 

provide electrical continuity from the bearing face to 

30 the clamping collar, which is itself conductive. 

The area of the electrical contact against the 

substrate is thus greatly increased, thereby improving 

the drainage of charge due to the implantation current. 

It is even possible to envisage eliminating the 

35 electrodes of the second type that used to provide 

contact between the rear face of the substrate 40 and the 

biased table 10. 
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Efements that are present in more than one of the
figures are given the same references in each of them.

The invention thus seeks to establ-ish electrical
contact between the bearing pJ-ane of the substrate
carrier and the shoulder of the substrate carrier.

With reference to Figure 2, in a first embodiment,
the above-described substrate carrier 20 i-s used once

more.
A first metal strip 20L is arranged on the ring 23

that appears at the periphery of the top face 22 of the
substrate carrj-er 20. It is made for exampJ-e by the so-
cal-Ied "thin J-ayer" technol-ogy using a material such as

titanium, titanium nitride, pJ-atinum, tungsten, or
tungsten carbide. In any event it needs to be a material-
that is conductive, and if possible it shoul-d be

refractory.
The thickness of the strip must be sufficient to

present acceptable resistance but it must not be too
great so as to ensure that the sulostrate does indeed rest
on the studs 24. A suitable value for thís thickness
fies in the range 1 pm to 2 ì:m.

A second metal- strip 202 is deposited on the
cylindrical wal-l- of the substrate carrier 20 between the
f j-rst strip 20I and the shoulder 2II.

Final-ly, a third metal- strip 203 is deposited on the
face of the shoulder 2II that faces the clamping coll-ar
30.

The three strips that are juxtaposed in this \^/ay

provide el-ectrical continuity from the bearing face to
the cJ-amping coIIar, which is itself conductive.

The area of the electrical contact against the
substrate is thus greatJ-y increased, thereby improving
the drainage of charge due to the implantation current.
It is even possible to envisage el-iminating the
electrodes of the second type that used to provide
contact between the rear face of the substrate 40 and the
biased tabl-e 10.
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If those electrodes are omitted, 	it is nevertheless 

necessary to conserve at least one channel 27 for 

conveying helium from the first space that appears 

between the bottom face of the substrate carrier 20 and 

5 the table 10 to the second face that lies between the top 

face 22 of the substrate carrier 20 and the substrate 40. 

It is thus possible to omit these electrodes of the 

second type, to conserve them, or indeed to change their 

configuration. 

10 By conserving a channel 27 and by metal-plating it, 

it is possible to provide a so-called "plated-through" 

hole. 	The plated-through hole provides electrical 

contact between the bearing plane and the bottom face of 

the substrate carrier 20. 

15 With reference to Figure 3, 	in a second embodiment, 

the substrate carrier 210 is identical to the above 

substrate carrier, except that its top face 212 is plane 

since the ring and the studs have been omitted. 

The substrate carrier 210 now has an electrically 

20 conductive contact plane 213 that is perpendicular to the 

axis of the cylinder and that covers the shoulder 211. 

A plurality of electrodes 215 of a third type are 

arranged perpendicularly to the contact plane and project 

from the top face 212 of the substrate carrier 210. 

25 These electrodes are in contact with the contact plane 

and they therefore project a little from the top face 

212, by about 10 pm to 15 pm. 	By way of example, they 

constitute plated-through holes. 

The first metal strip 231 is conserved, which strip 

30 is deposited at the periphery of the top face 212 of the 

substrate carrier 210. 	This first strip 231 comes 

substantially to the same level as the electrodes 215 of 

the third type. 	This first strip contributes to sealing 

the assembly comprising the substrate and the substrate 

35 carrier so as to limit leaks of helium at the periphery 

of the substrate. 

'l

5

If those electrodes are omitted, it is nevertheless
necessary to conserve at l-east one channel- 21 for
conveying helium from the first space that appears
between the bottom face of the substrate carrier 20 and

the table 10 to the second face that l-ies between the top
face 22 of the substrate carrier 20 and the substrate 40.

It is thus possible to omit these electrodes of the
second type, to conserve them, or indeed to change their
configuration.

By conserving a channel 21 and by metal--plating it,
it is possible to provide a so-called "plated-through"
hol-e. The plated-through hole provides electrical
contact between the bearing pJ-ane and the bottom face of
the substrate carrier 20.

With reference to Figure 3, in a second embodiment,
the substrate carrier 270 is identi-cal to the above

substrate carrier, except that its top face 2I2 is plane
since the ring and the studs have been omitted.

The substrate carrier 2I0 now has an el-ectrically
conductive contact plane 2L3 that is perpendicular to the
axis of the cylinder and that covers the shoul-der 2I1-.

A pJ-urality of el-ectrodes 2I5 of a third type are
arranged perpendicularly to the contact pJ-ane and project
from the top face 2I2 of the substrate carrier 270.
These electrodes are in contact with the contact plane
and they therefore pro¡ect a little from the top face
2I2, by about 10 pm to 15 pm. By way of example, they
constitute plated-through hol-es.

The first metal- strip 231 is conserved, which strip
is deposited at the periphery of the top face 2I2 of the
substrate carrier 2I0. This first strip 23I comes

substantially to the same l-evel as the electrodes 2I5 of
the third type. This first strip contributes to seal-ing
the assembÌy comprising the substrate and the substrate
carrier so as to limit leaks of helium at the periphery
of the substrate.
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The second metal strip 232 is preferably also 

conserved to connect the first strip 231 to the contact 

face 213, still for the purpose of improving drainage of 

charge due to the implantation current. 

5 An orifice 217 is still provided that passes right 

through the substrate carrier to put the first space that 

exists between the bottom face of the substrate carrier 

210 of the table 10 into communication with the second 

space lying between the top face 212 of the substrate 

10 carrier 210 and the substrate 40. 

The substrate carrier 210 as described above is 

easily made by having recourse to "thick layer" 

technology. 

For the electrodes 215 of the third type, 	it is 

15 possible to provide metal inserts instead of the plated-

through holes. 

Returning to Figure 1, it is appropriate to obtain 

the best possible exchange of heat between the substrate 

carrier 20 and the table 10. 

20 For this purpose, a first solution consists in 

filling the space that appears between these two elements 

with helium by means of the duct 11. 

Another solution consists in interposing between 

these two elements a thermally conductive layer such as 

25 adhesive, grease, or an indium sheet. 	Depending on 

circumstances, this layer may advantageously also be 

electrically conductive. 	Under such circumstances, 	it is 

nevertheless still necessary to provide a circuit so that 

helium can reach the space lying between the substrate 40 

30 and the substrate carrier 20. 

Above, only helium has been mentioned as a heat- 

transfer gas. 	The invention is equally applicable if 

some other gas is used such as hydrogen, 	for example. 

The embodiments of the invention that are described 

35 above have been selected because of their concrete 

nature. 	Nevertheless, 	it is not possible to list 

exhaustively all possible embodiments covered by the 

a
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The second metal strip 232 is preferably afso
conserved to connect the first strip 23L to the contact
face 2I3, stil-l- for the purpose of improving drainage of
charge due to the implantation current.

An orifice 2L1 is still provided that passes right
through the substrate carrier to put the first space that
exists between the bottom face of the substrate carrier
270 of the tabl-e 10 into communication with the second
space lying between the top face 2L2 of the substrate
carrier 2L0 and the substrate 40.

The substrate carrier 2I0 as described above is
easily made by having recourse to "thick Ìayer"
technoJ-ogy.

For the el-ectrodes 2!5 of the third type, it is
possible to provide metal inserts instead of the plated-
through holes.

Returning to Figure I, it is appropriate to obtain
the best possible exchange of heat between the substrate
carrier 20 and the tabfe 10.

For this purpose, a first solution consists in
filling the space that appears between these two el-ements
with hel-ium by means of the duct 11.

Another solution consists in interposing between
these two elements a thermall-y conductive layer such as

adhesive, greaset ot an indium sheet. Depending on

circumstances, this layer may advantageously also be

el-ectrical-ly conductive. Under such circumstances, it is
neverthel-ess stil-t necessary to provide a circuit so that
hel-ium can reach the space lying between the substrate 40

and the substrate carrier 20.
Above, only helium has been mentioned as a heat-

transfer gas. The invention is equally applicable if
some other gas is used such as hydrogen, for example.

The embodiments of the invention that are described
above have been selected because of their concrete
nature. Neverthel-ess, it is not possible to l-ist
exhaustively aII possible embodiments covered by the
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invention. In particular, 	any of the means described may 

be replaced 

ambit of the 

by equivalent means 

present invention. 

without going beyond the 

9

invention. In particul-ar, âhy of the means described may

be replaced by equival-ent means without going beyond the
ambit of the present invention.
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CLAIMS 

1. A support comprising: 

• an electrically conductive biased table 	(10); 

• an insulating electrostatic substrate carrier 	(20) 

5 in the form of a cylinder having a shoulder 	(211), 	the 

bottom face of the substrate carrier 	(20) 	facing said 

biased table 	(10) 	and its top face 	(22, 	212) 	presenting a 

bearing plane designed to receive a substrate 	(40); and 

• an electrically conductive clamping collar 	(30) 

10 for clamping said shoulder 	(211) 	against said biased 

table 	(10); 

the support being characterized in that it includes 

at least one electrically conductive element 	(201-202- 

203, 	213-215) 	for connecting said bearing plane to said 

15 shoulder 	(211). 

2. A support according to claim 1, 	characterized in that 

said electrically conductive element comprises: 

• a first strip 	(201) 	arranged at the periphery of 

20 said top face 	(22); 

• a second strip 	(202) 	that extends over said 

cylinder between said first strip 	(201) 	and said shoulder 

(211); 	and 

• a third strip 	(203) 	in contact with said second 

25 strip 	(202) 	and arranged on said shoulder 	(211). 

3. A support according to claim 2, 	characterized in that 

it also includes a plurality of electrodes 	(28-29) 	that 

pass through said substrate carrier 	(20) 	and that provide 

30 electrical contact between said biased table 	(10) 	and 

said bearing plane. 

4. A support according to claim 1, 	characterized in that 

said electrically conductive element comprises: 

35 • an electrically conductive contact plane 	(213) 

arranged in said substrate carrier 	(210) 	at said shoulder 

(211); 	and 
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CLAIMS

1. A support comprj-sing:
' an el-ectrically conductive biased table (10);
' an insuJ-ating electrostatíc substrate carrier (20)

in the form of a cylinder having a shoulder (21-L), the
bottom face of the substrate carrier (20) facing said
biased table (10) and its top face (22,2I2) presenting a

bearing plane designed to receive a substrate (40); and
' an el-ectrically conductive clamping colIar (30)

for clamping said shouÌder (2IL) against said biased
tabl-e (10 ) ;

the support being characterized in that it includes
at least one electrically conductive element (20I-202-
203, 2L3-2I5) for connecting said bearing plane to saj-d

shoulder (2LI) .

2. A support according to claim 1, characterized in that
said electrically conductive el-ement comprises:

' a first strip (20I) arranged at the periphery of
said top face (22);

' a second strip (202) that extends over said
cylinder between said first strip (207) and said shoulder
(27I); and

' a third strip (203) in contact with said second

strip (202) and arranged on said shoul-der (2It) .

3. A support according to claím 2, characterized in that
it also includes a plurality of el-ectrodes (28-29) that
pass through said substrate carrier (20) and that provide
electrical- contact between said biased table (10) and

said bearing plane.
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4. A support according to cl-aim L, characterízed
said el-ectrical-ly conductive el-ement compríses:

' an el-ectrically conductive contact plane
arranged in said substrate carrier (270) at said
(2tI),' and

in that

(2L3)

shoulder
35
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• a plurality of electrodes 	(215) 	connected to said 

contact plane 	(213) 	that project from said top face 	(212) 

to define said bearing plane. 

5 5. A support according to claim 4, 	characterized in that 

it further includes a strip 	(231) 	arranged at the 

periphery of said top face 	(212) 	under said bearing 

plane, 	and said substrate carrier 	(210) 	includes at least 

one orifice 	(217) 	opening out in its top face and its 

10 bottom face. 

6. A support according to claim 3, 	characterized in that 

it further includes an electrically conductive layer 

interposed between said top face 	(22, 	212) 	and said 

15 biased table 	(10). 

7. A support according to any one of claims 3 to 5, 

characterized in that said electrodes 	(215) 	are in the 

form of plated-through holes. 

20 

8. A support according to any one of claims 1 to 5, 

characterized in that it further includes a gasket 	(12) 

at the periphery of said bottom face in contact with said 

biased table 	(10). 

25 

9. A support according to any one of claims 1 to 5, 

characterized in that it further includes a thermally 

conductive layer interposed between said bottom face and 

said biased table 	(10). 

30 
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' a pl-urality of el-ectrodes
contact plane (2I3) that project
to def ine said bearing pJ-ane.

(2L5) connected to
from said top face

said
(272)

q 5. A support according to claim 4, characterized j-n that
it further includes a strip (23I) arranged at the
periphery of said top face (2I2) under said bearing
pJ-ane, and said substrate carrier (210) incl-udes at least
one orifice (2L1) opening out in its top face and its
bottom face.

6. A support according to claim 3, characterized in that
it further includes an electrically conductive layer
interposed between said top face (22, 272) and said
biased tabl-e (10) .
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1. A support according to any one of claims
characterized in that said electrodes (2L5)

form of plated-through hol-es.

3 to 5,
are in the

B. A support according to any one of cfaims 1 to 5,

characterized in that it further incl-udes a gasket (]-2)

at the periphery of said bottom face in contact with said
biased table (10) .

9. A support according to any one of claims 1 to 5,

characterized in that it further includes a thermally
conductive J-ayer interposed between said bottom face and

said biased table (10) .


