Met hod and Apparatus For Variable Accuracy Inter-Picture Timng
Specification For Digital Video Encoding ABSTRACT A nethod and apparatus
for variable accuracy inter-picture timng specification for digital video
encoding is disclosed. Specificallly the present invention discloses a
systemthat allows the relative timng of nearby video pictures to be
encoded in a very efficient manner. I n one enbodinent, the display tine

di fference between a current video picture (105) and a nearby video picture
is determned. The display tinme difference is then encoded (180) into a
digital representation of the video picture. In a preferred enbodi nent,
the nearby video picture is the nost recently transmtted stored picture.
For coding efficiency, the display tinme difference may be encoded using a
variable Il ength coding systemor aritfjnetic coding. In an alternate

enbodi ment, the display tine differen is encoded as a power of two to
reduce the nunber of bits transmtted. Figure 1
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ABSTRACT

A method and apparatus for variable accuracy inter-picture timing specification
for digital video encoding is disclosed. Specificallly the present invention
discloses a system that allows the relative timing of nearby video pictures to be
encoded in a very efficient manner. In one embodiment, the display time
difference between a current video picture (105) and a nearby video picture is
determined. The display time difference is then encoded (180) into a digital
representation of the video picture. In a preferred embodiment, the nearby video
picture is the most recently transmitted stored picture. For coding efficiency, the
display time difference may be encoded using a variable length coding system or
arithmetic coding. In an alternate embodiment, the display time difference is
encoded as a power of two to reduce the number of bits transmitted.
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